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1. GENERAL INFORMATION
1.1EUT INFORMATION

Page: 4 /49

For FCC
Neatframe AS
Martin Linges Vei 25 Fornebu Fornebu 1364 Norway
. For IC

Applicant Neatframe Limited
The Charter Building Charter Place
UXBRIDGE United Kingdom UB8 1JG United Kingdom Of Great
Britain And Northern Ireland
Neatframe Limited

Manufacturer The Charter Building Charter Place
UXBRIDGE United Kingdom UBS8 1JG United Kingdom Of Great
Britain And Northern Ireland

Equipment Neat Pad

Model No. Al

Model Discrepancy N/A

Trade Name neat.

Received Date

September 2, 2021

Date of Test

August 19 ~ September 11, 2021

Power Supply

Power from Power Adapter.
1. Model: POE16R-1AFG
I/P: 100-240VAC, 50-60Hz, 0.8A, 32-44VA
O/P: 56VDC, 0.275A
2. Model: POE16R-1AFG6
I/P: 100-240VAC, 50-60Hz, 0.8A
O/P: 56VDC, 0.275A, 15.4W

HW Version EOSWWNFB2M5E.NPADA11
SW Version V5.12.1.3

EUT Serial # NA12017000590
Remark:

1. For more details, please refer to the User’s manual of the EUT.
2. Disclaimer: Antenna information is provided by the applicant, test results of this report are applicable to

the sample EUT received.
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1.2EUT CHANNEL INFORMATION

Page: 5 /49
Rev.: 00

Frequency Range

2402MHz-2480MHz

Modulation Type

GFSK for BLE 1 Mbps

Number of channels

40 Channels

Remark:

Refer as ANSI C63.10: 2013 clause 5.6.1 Table 4 for test channels

Number of frequencies to be tested

Frequency range in Number of Location in frequency
which device operates frequencies range of operation
|:| 1 MHz or less 1 Middle
|:| 1 MHz to 10 MHz 2 1 near top and 1 near bottom
|Z More than 10 MHz 3 1 near top, 1 near middle, and 1 near bottom

1.3ANTENNA INFORMATION

Antenna Type

X FPC ] PCB [] Dipole [] Coils

Antenna Gain

FPA2927-2A: Gain :0.89 dBi

Antenna Connector

i-pex

Remark:

1.The antenna(s) of the EUT are permanently attached and there are no provisions for connection to an
external antenna. So the EUT complies with the requirements of §15.203 and RSS-Gen 6.8.
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1.AMEASUREMENT UNCERTAINTY
PARAMETER UNCERTAINTY
IAC Powerline Conducted Emission +/- 1.2575
Emission bandwidth, 20dB bandwidth +/- 0.0014
RF output power, conducted +/-1.14
Power density, conducted +/- 1.40
3M Semi Anechoic Chamber / 30M~200M +/-4.12
3M Semi Anechoic Chamber / 200M~1000M +/- 4.68
3M Semi Anechoic Chamber / 1G~8G +/-5.18
3M Semi Anechoic Chamber / 8G~18G +/- 5.47
3M Semi Anechoic Chamber / 18G~26G +/- 3.81
3M Semi Anechoic Chamber / 26G~40G +/- 3.87
Remark:

1.This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence
level using a coverage factor of k=2

2. ISO/IEC 17025 requires that an estimate of the measurement uncertainties associated with the
emissions test results be included in the report.

This document cannot be reproduced except in full, without prior written approval of the Company. A#& KA N T E@mIFA] > RN a]FH{E S -
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1.5FACILITIES AND TEST LOCATION

All measurement facilities used to collect the measurement data are located at
No.11, Wugong 6th Rd., Wugu Dist., New Taipei City, Taiwan. (R.O.C.)

CAB identifier: TW1309

Page:
Rev.:

7149
00

Test site Test Engineer Remark
AC Conduction Room Jack Chen -
Radiation Ray Li -
RF Conducted Lance Chen -

Remark: The lab has been recognized as the FCC accredited lad under the KDB 974614 D01 and is listed
in the FCC pubic Access Link (PAL) database, FCC Registration No. :444940, the FCC Designation

No.:TW1309

1.6 INSTRUMENT CALIBRATION

RF Conducted Test Site

Name of Equipment| Manufacturer Model Serial Number Cali[k))ration Cellzreinen
ate Due
Coaxial Cable Woken WC12 CCo003 06/28/2021| 06/27/2022
Coaxial Cable Woken WC12 CCo001 06/28/2021| 06/27/2022
Power Meter Anritsu ML2487A 6K00003260 [05/24/2021| 05/23/2022
Power Seneor Anritsu MA2490A 032910 05/24/2021| 05/23/2022
E;\(r'?‘alsylggfl KEYSIGHT N9010B MY55460167 [09/07/2020| 09/06/2021
Software Radio Test Software Ver. 21
Conducted Emission Room
Name of Equipment Manufacturer Model Serial Number Calgara'uon el
ate Due
CABLE EMCI CFD300-NL CERF 06/28/2021 | 06/27/2022
EMI Test Receiver R&S ESCI 100064 07/05/2021 | 07/04/2022
LISN SCHAFFNER NNB 41 03/10013 02/02/2021 | 02/01/2022
Software EZ-EMC(CCS-3A1-CE)
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3M 966 Chamber Test Site
Equipment Manufacturer Model Serial Number | Cal Date | Cal Due
Bilog Antenna Sunol JB3 A030105  |07/19/2021|07/18/2022
Sciences
Coaxial Cable S%%BNEERR SUCOFLEX 104PEA 20995 02/24/2021/02/23/2022
Coaxial Cable EMCI EMC105 190914+327109/4|09/19/2020({09/18/2021
Digital
Thermo-Hygro WISEWIND 1206 DO7 01/06/2021|01/05/2022
Meter
double Ridged
Guide Horn ETC MCTD 1209 DRH13M02003 |09/30/2020{09/29/2021
Antenna
High Pass Filters MICRO HPM13195 003 02/08/2021{02/07/2022
9 TRONICS
ETS
Horn Antenna LINDGREN 3116 00026370 12/11/2020{12/10/2021
K Type Cable Huber+Suhner SUCOFLEX 102 29406/2 12/09/2020|12/08/2021
K Type Cable Huber+Suhner SUCOFLEX 102 22470/2 12/09/2020|12/08/2021
Pre-Amplifier EMEC EM330 060609 02/24/2021|02/23/2022
Pre-Amplifier HP 8449B 3008A00965 [02/25/2021|02/24/2022
Pre-Amplifier MITEQ AMF-6F-18004000-37-8P 985646 09/02/2020|09/01/2021
Signal Analyzer R&S FSV 40 101073 09/17/2020|09/16/2021
Antenna Tower CCS CC-A-1F N/A N.C.R N.C.R
Controller CCS CC-C-1F N/A N.C.R N.C.R
Turn Table CCS CC-T-1F N/A N.C.R N.C.R
Software e36.11-20180413

Remark: Each piece of equipment is scheduled for calibration once a year.
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1.7 SUPPORT AND EUT ACCESSORIES EQUIPMENT
EUT Accessories Equipment
No. Equipment Brand Model Series No. FCC ID
N/A
Support Equipment
No.| Equipment Brand Model Series No. FCC ID IC
1 NB(J) TOSHIBA PT345T-00L002 N/A PD97260H | 1000M-7260H

1.8TEST METHODOLOGY AND APPLIED STANDARDS

The test methodology, setups and results comply with all requirements in accordance
with ANSI C63.10:2013, FCC Part 2, FCC Part 15.247, RSS-247 Issue 2 and RSS-GEN

Issue 5

This document cannot be reproduced except in full, without prior written approval of the Company. A#& KA N T E@mIFA] > RN a]FH{E S -



SGS o

=
|
Page: 10 /49
Report No.: TMWK2109000513KR Rev.. 00
2. TEST SUMMARY
FCC
IC Standard Report
Stano_lard Section Secﬁion Test Item Result
Section
15.203 RSS-Gen 6.8 1.3 Antenna Requirement Pass
15.207(a) RSS-GEN 8.8 4.1 AC Conducted Emission Pass
15.247(a)(2) | RSS-247(5.2)(a) 4.2 6 dB Bandwidth Pass
- RSS-GEN 6.7 4.2 Occupied Bandwidth (99%) Pass
15.247(b)(3) RSS-247(5.4)(d) 4.3 Output Power Measurement Pass
15.247(e) RSS-247(5.2)(b) 4.4 Power Spectral Density Pass
15.247(d) RSS-247(5.5) 4.5 Conducted Band Edge Pass
15.247(d) RSS-247(5.5) 4.5 Conducted Spurious Emission | Pass
15.247(d) | RSS-GEN 8.9, 8.10 4.6 Radiation Band Edge Pass
15.247(d) | RSS-GEN 8.9, 8.10 4.6 Radiation Spurious Emission Pass

This document cannot be reproduced except in full, without prior written approval of the Company. A#& KA N T E@mIFA] > RN a]FH{E S -
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3. DESCRIPTION OF TEST MODES
3.1 THE WORST MODE OF OPERATING CONDITION

Operation mode BLE Mode (1Mbps)

1.Lowest Channel : 2402MHz
Test Channel Frequencies 2.Middle Channel : 2442MHz
3.Highest Channel : 2480MHz

Remark:
1. EUT pre-scanned data rate of output power for each mode, the worst data rate were recorded

in this report.

This document cannot be reproduced except in full, without prior written approval of the Company. A#& KA N T E@mIFA] > RN a]FH{E S -
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3.2THE WORST MODE OF MEASUREMENT

AC Power Line Conducted Emission

Test Condition AC Power line conducted emission for line and neutral

Mode 1: EUT power by Adapter (POE16R-1AFG)
Mode 2: EUT power by Adapter (POE16R-1AFG6)

Worst Mode X] Mode 1 [X] Mode 2 [ ] Mode 3 [ ] Mode 4

Power supply Mode

Radiated Emission Measurement Above 1G

Test Condition Radiated Emission Above 1G

Mode 1: EUT Power by Adapter (POE16R-1AFG)
Mode 2: EUT Power by Adapter (POE16R-1AFG6)
Worst Mode X] Mode 1 [ ] Mode 2 [ ] Mode 3 [ ] Mode 4

[ ] Placed in fixed position.

X Placed in fixed position at X-Plane (E2-Plane)
[ ] Placed in fixed position at Y-Plane (E1-Plane)
[ ] Placed in fixed position at Z-Plane (H-Plane)

Power supply Mode

Worst Position

Radiated Emission Measurement Below 1G

Test Condition Radiated Emission Below 1G

Power subbly Mode Mode 1: EUT Power by Adapter (POE16R-1AFG)
i Mode 2: EUT Power by Adapter (POE16R-1AFG6)

Worst Mode X] Mode 1 [ ] Mode 2 [ ] Mode 3 [ ] Mode 4

Remark:

1. The worst mode was record in this test report.

2. EUT pre-scanned in three axis ,X,Y, Z and two polarity, for radiated measurement. The
worst case(X-Plane) were recorded in this report

3. AC power line conducted emission and for below 1G radiation emission were
performed the EUT transmit at the highest output power channel as worse case.

This document cannot be reproduced except in full, without prior written approval of the Company. A& RN T E@mIFA] > RN a]FH{EEL -
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3.3EUT DUTY CYCLE
Temperature: 20.3 ~25.8C Humidity: 54 ~61% RH
Tested by: Lance Chen Test date: August 19 ~ 23, 2021
Duty Cycle
Configuration Duty Cycle (%) Duty Factor (dB) 1T (kHz) VBW Setting (kHz)
BLE-1Mbps 63.00 2.01 2.53 3.00
BLE-1Mbps

Spectrum Analyzer 1
Swept SA

KEYSIGHT [nput RF
RL Coupling: DC
Align: Auto
L |

1 Spectrum
Scale/Div 10 dB

Center 2.402000000 GHz

5 Marker Table v

MODE TRC SCL
A1t B
Foo1 t
M1 L
F o1t

“acM?

Input Z: 50 O
Corrections: Off
Freq Ref: Int (S)
NFE: Off

#Atten: 20 dB
Preamp: Off

Ref Lvl Offset

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

5.10dB

Ref Level 15.10 dBm

#Video BW 8.0 MHz

X Y
395.0 ps (A) 0.02058 dB
265.0 ps 8.322 dBm
625.0 ps (A)-0.005879 dB
265.0 us 8.322 dBm

Aug 19, 20
5:44:06 PM

FUNCTION FUNCTION WIDTH

Avg Type: Log-Power |1/ 1 4
Trig: Free Run

FUNCTION VALUE

e

Center Frequency
2.402000000 GHz

Frequency

Settings

Span

AMEkr3 625.0 ps|| 500000000 Hz

Swept Span
Zero Span

Full Span

Start Freq
2.402000000 GHz

Stop Freq
2.402000000 GHz

AUTO TUNE

8.000000 MHz

Auto
Man

Freq Offset
0Hz

X Axis Scale
Log
Lin
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4., TEST RESULT
4.1AC POWER LINE CONDUCTED EMISSION

4.1.1 Test Limit
According to 815.207(a) and RSS-GEN section 8.8,

Frequency Range Limits(dBuV)
(MHz) Quasi-peak Average
0.15t0 0.50 66 to 56* 56 to 46*
0.50t0 5 56 46
510 30 60 50

* Decreases with the logarithm of the frequency.

4.1.2 Test Procedure
Test method Refer as ANSI C63.10: 2013 clause 6.2,

1. The EUT was placed above horizontal ground plane and 0.4m above vertical ground
plane

EUT connected to the line impedance stabilization network (LISN)

Receiver set RBW of 9kHz and Detector Peak, and note as quasi-peak and
average.

4. Maximum procedure was performed on the six highest emissions to ensure EUT
compliance.

5. Recorded Line for Neutral and Line.
4.1.3 Test Setup

Vertical reference ground plane

7 EMI receiver

40cm —~ HHHH ©
[ \
—[ 80cm
S
¥

4.1.4 Test Result
PASS

LISN Horizontal reference ground plane

This document cannot be reproduced except in full, without prior written approval of the Company. A#& KA N T E@mIFA] > RN a]FH{E S -
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Test Data
Test Mode: Mode 1 Temp/Hum 27.3(°C)/ 48%RH
Phase: Line Test Date August 20, 2021
Configuration BLE-1Mbps Test Engineer Jack Chen
80.0 dBuy
Limit1: _
Limit2:
1 4 5NJE
30 M
-20
0.150 0.5 [MHz) 5 30.000
QU Average | Correctio Qe Average Qe Average Qe Average
AESEEY Pea_k reading | n factor Pl result P_eal_< limit Peak margin |Remark
(MHz) reading (dBuVv) (dB) result (dBuVv) limit (dBuv) margin (dB)
(dBuV) (dBuV) (dBuV) (dB)
0.9580 33.22 23.59 10.31 43.53 33.90 56.00 | 46.00 | -12.47 | -12.10 | Pass
1.0260 31.38 25.44 10.31 41.69 35.75 56.00 | 46.00 | -14.31 | -10.25 | Pass
1.0580 35.17 25.05 10.31 45.48 35.36 56.00 | 46.00 | -10.52 | -10.64 | Pass
1.8540 34.05 2412 10.34 | 44.39 34.46 56.00 | 46.00 | -11.61 | -11.54 | Pass
2.1580 34.06 24.37 10.34 | 44.40 34.71 56.00 | 46.00 | -11.60 | -11.29 | Pass
2.3860 34.81 25.66 10.34 | 45.15 36.00 56.00 | 46.00 | -10.85 | -10.00 | Pass

Note: Correction factor = LISN loss + Cable loss.
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Test Mode: Mode 1 Temp/Hum 27.3(°C)/ 48%RH
Phase: Neutral Test Date August 20, 2021
Configuration BLE-1Mbps Test Engineer Jack Chen
§0.0 dBuY
Limit1: —_—
Limit2:
2 3 5%
30
20
0.150 0.5 [MHz) 5 30.000
QU Average | Correctio Qe Average Qe Average QU] Average
AESEEY Pea_k reading | n factor el result P_eal_< limit Peal_< margin |Remark
(MHz) reading (dBuVv) (dB) result (dBuV) limit (dBuVv) margin (dB)
(dBuV) (dBuV) (dBuV) (dB)
1.0580 35.15 25.04 10.28 45.43 35.32 56.00 46.00 | -10.57 | -10.68 | Pass
1.5860 33.55 23.00 10.30 43.85 33.30 56.00 46.00 | -12.15 | -12.70 | Pass
1.8380 33.47 24.80 10.31 43.78 35.11 56.00 46.00 | -12.22 | -10.89 | Pass
1.8540 34.08 24.11 10.31 44.39 34.42 56.00 46.00 | -11.61 | -11.58 | Pass
2.1500 32.45 23.06 10.31 42.76 33.37 56.00 46.00 | -13.24 | -12.63 | Pass
2.3860 34.69 25.75 10.31 45.00 36.06 56.00 46.00 | -11.00 -9.94 | Pass

Note: Correction factor = LISN loss + Cable loss.
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Test Mode: Mode 2 Temp/Hum 26.1(°C)/ 47%RH
Phase: Line Test Date September 11, 2021
Configuration BLE-1Mbps Test Engineer Jack Chen
80.0 dBuy
Limit1: _
Limit2:
\ |
5
6
gab
3
30
-20
0.150 0.5 [MHz) h 30.000
QU Average | Correctio Qe Average Qe Average Qe Average
AESEEY Pea_k reading | n factor Pl result P_eal_< limit Peak margin |Remark
(MHz) reading (dBuVv) (dB) result (dBuVv) limit (dBuv) margin (dB)
(dBuV) (dBuV) (dBuV) (dB)
3.9460 34.09 23.98 10.38 44.47 34.36 56.00 | 46.00 | -11.53 | -11.64 | Pass
4.0460 34.34 2491 10.38 44.72 35.29 56.00 | 46.00 | -11.28 | -10.71 | Pass
4.2460 31.72 26.65 10.38 42.10 37.03 56.00 | 46.00 | -13.90 | -8.97 | Pass
4.2940 31.75 26.55 10.38 42.13 36.93 56.00 | 46.00 | -13.87 | -9.07 | Pass
4.4780 36.73 29.20 10.38 47.11 39.58 56.00 | 46.00 -8.89 -6.42 | Pass
4.7300 34.76 28.59 10.39 45.15 38.98 56.00 | 46.00 | -10.85 | -7.02 | Pass

Note: Correction factor = LISN loss + Cable loss.
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Test Mode: Mode 2 Temp/Hum 26.1(°C)/ 47%RH
Phase: Neutral Test Date September 11, 2021
Configuration BLE-1Mbps Test Engineer Jack Chen
80.0 dBu¥Y
Limit1: _
Limit2:
\ |
.j}
)
&
30
-20
0.150 0.5 [MHz) 5 30.000
QL Average | Correctio QL Average Qs Average QL Average
Fr?&l:_lezr;cy rzzgikng reading | n factor rzzill(t result P“erﬁll(t limit mPaerZIi(n margin |Remark
@Buy) | @BuV) (dB) @suwy) | @BV | gguy) | ©@BUV) @B) (dB)
3.9500 33.91 23.84 10.38 44.29 34.22 56.00 46.00 | -11.71 | -11.78 | Pass
4.0220 34.06 24.28 10.38 44.44 34.66 56.00 46.00 | -11.56 | -11.34 | Pass
4.0500 34.60 25.08 10.38 44.98 35.46 56.00 46.00 | -11.02 | -10.54 | Pass
4.3780 32.26 28.43 10.38 42.64 38.81 56.00 46.00 | -13.36 -7.19 | Pass
4.4740 37.00 29.11 10.38 47.38 39.49 56.00 46.00 -8.62 -6.51 | Pass
4.7300 34.75 28.62 10.39 45.14 39.01 56.00 46.00 | -10.86 -6.99 | Pass

Note: Correction factor = LISN loss + Cable loss.
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4.26dB BANDWIDTH AND OCCUPIED BANDWIDTH (99%)

4.2.1 Test Limit
According to 815.247(a)(2) and RSS-247 section 5.2(a)

6

dB Bandwidth

Limit Shall be at least 500kHz

Occupied Bandwidth(99%) : For reporting purposes only.

4.2.2 Test Procedure
Test method Refer as ANSI C63.10: 2013,

1.
2.
3.

The EUT RF output connected to the spectrum analyzer by RF cable.
Setting maximum power transmit of EUT.

SA set RBW =100KHz, VBW = 300KHz and Detector = Peak, to measurement 6dB
Bandwidth.

SA set RBW = 1% ~ 5% OBW, VBW = three times the RBW and Detector = Peak, to
measurement 99% Bandwidth.

Measure and record the result of 6 dB Bandwidth and 99% Bandwidth. in the test
report.

4.2.3 Test Setup

ETT Spectrum

Analyzer
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4.2.4 Test Result
Temperature: 20.3 ~25.8C Humidity: 54 ~61% RH
Tested by: Lance Chen Test date: August 19 ~ 23, 2021
Test mode: BLE-1Mbps mode / 2402-2480 MHz
Channel Frequency OBW (99%) 6dB BW 6dB limit
(MH2) (MH2) (MH2z) (kHz)
Low 2402 1.0274 0.6633
Mid 2442 1.0255 0.6635 2500
High 2480 1.0221 0.6820
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BLE-1Mbps mode

Low CH

(o)

Span

Ref Value 15.10 dBm

I’\l‘\ﬂ!ﬂ - ki ) Span 5 MKz,
Sweep Time 1,00 ms (1001 ps)

Frequency
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v
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B00000kHz
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Man
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0k

it 5.0 dE
lug 15.10 dBm

[Center 2.48 Gz K ‘Span 5 MKz,
Res BW 100,00 Kz e 1,00 ms (1001 pts)

Frequency

v
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BLE-1Mbps

mode

Low CH

Q Frequency

Span
Ref Ll Ofset .10 dB 20000 M2
Ref Value 15.10 dBm

#Video BW 100,00 kiz Span 2 MHz)

Sweep Time 6,73 ms [1001 pis)

v

KEYSIGHT fnput i
LU S,

Video B 100,00 kHz

Span2 MHz
Time 6.73 ms (1001 pts)

Q Frequency v

Conter Frequene

Span
20000 Mtz
GE
200000kHz

Mutio
Man

Freq Offsat
0k

Frequency

it 5.0 dE
lug 15.10 dBm

Center 2,48 GHz
[#Res BW 30,000 kHz

v
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4.30UTPUT POWER MEASUREMENT

4.3.1 Test Limit

According to 815.247(b)(3) and RSS-247 section 5.4(d)

Peak output power :

FCC

For systems using digital modulation in the 902-928 MHz, 2400-2483.5 MHz, and
5725-5850 MHz bands: 1 Watt. As an alternative to a peak power measurement,

IC

For DTSs employing digital modulation techniques operating in the bands 902-928 MHz
and 2400-2483.5 MHz, the maximum peak conducted output power shall not exceed 1 W.
The e.i.r.p. shall not exceed 4 W, except as provided in section 5.4(e), base on the use of
antennas with directional gain not exceed 6 dBi If transmitting antennas of directional
gain greater than 6dBi are used the peak output power the conducted output power from
the intentional radiator shall be reduced by the amount in dB that the directional gain of
the antenna exceeds 6 dBi. In case of point-to-point operation, the limit has to be
reduced by 1dB for every 3 dB that the directional gain of the antenna exceeds 6 dBi..

Limit

X] Antenna not exceed 6 dBi : 30dBm
[ ] Antenna with DG greater than 6 dBi
[ Limit =30 — (DG - 6) ]

[] Point-to-point operation

Average output power : For reporting purposes only.
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4.3.2 Test Procedure

Test method Refer as ANSI C63.10:2013.

1. The EUT RF output connected to the power meter by RF cable.

2. Setting maximum power transmit of EUT.

3. The path loss was compensated to the results for each measurement.
4

Measure and record the result of Peak output power and Average output power. in
the test report.

4.3.3 Test Setup

EUT Power Meter
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4.3.4 Test Result
Temperature: 20.3~25.8TC Humidity: 54 ~61% RH
Tested by: Lance Chen Test date: August 19 ~ 23, 2021
Peak output power :
BLE 1M mode:
CH Frequency Power Peak Power Output Required Limit
(MH2z) set (dBm) (dBm)
Low 2402 default 9.51 30
Mid 2442 default 9.33 30
High 2480 default 9.37 30

Average output power :

BLE 1M mode:
Max. Avg. Output include . .
CH Fr?&l:_'ezr)lcy Pg\évter tune up tolerance Power Reqtz:jrgﬂll)_lmlt
(dBm)
Low 2402 default 9.13 30
Mid 2442 default 8.42 30
High 2480 default 9.05 30
EIRP power :
EIRP BLE 1M mode
Max. Avg. Output include | Antenna
CH Fr?ﬁﬂﬁazl;cy Pz\évter tune up tolerance Power Gain (5:55) Limit
(dBm) (dBi)
Low 2402 default 9.13 0.89 10.02 {4W= 36 dBm
Mid 2442 default 8.42 0.89 9.31 |[4W= 36 dBm
High 2480 default 9.05 0.89 9.94 |4W= 36 dBm
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4.4POWER SPECTRAL DENSITY

4.4.1 Test Limit

According to 815.247(e) and RSS-247 section 5.2(b)

For digitally modulated systems, the power spectral density conducted from the
intentional radiator to the antenna shall not be greater than 8 dBm in any 3 kHz band
during any time interval of continuous transmission.

Limit

X] Antenna not exceed 6 dBi : 8dBm
[ ] Antenna with DG greater than 6 dBi
[Limit=8—- (DG - 6) ]

[] Point-to-point operation :

4.4.2 Test Procedure
Test method Refer as ANSI C63.10:2013.

1.
2.
3.

The EUT RF output connected to the spectrum analyzer by RF cable.

Setting maximum power transmit of EUT

SA set RBW = 3kHz, VBW = 10kHz, Span = 1.5 times DTS Bandwidth (6 dB BW),
Detector = Peak, Sweep Time = Auto and Trace = Max hold.

The path loss and Duty Factor were compensated to the results for each
measurement by SA.

Mark the maximum level.

Measure and record the result of power spectral density. in the test report.

4.4.3 Test Setup

EUT

spectrum
Analyzer

This document cannot be reproduced except in full, without prior written approval of the Company. A#& KA N T E@mIFA] > RN a]FH{E S -




|

SGS cese-

TMWK2109000513KR

Report No.:

4.4.4 Test Result

Temperature: 20.3~25.8TC Humidity:
Tested by: Lance Chen Test date:
BLE 1M mode
RF Power . L
Frequency . Maximum Limit
Densit Result
(MHz) (@B /3kﬁz) (dBm/3kHz)
2402 -7.17 8 PASS
2442 -6.22 8 PASS
2480 -7.12 8 PASS

Page: 27 /49
Rev.: 00
54 ~61% RH

August 19 ~ 23, 2021
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Test Data

BLE-1Mbps mode

Frequen

e g Type: Powst (°) i 5 hide g Type: Power (R
Tig Fise Run c 5 5 Tig Fise Run

Ref Lvl Offsat 5.10 dB I FRef Lvl Offsat 5.10 dB Mirt 2.44 905.250000 kHz
Ref Level 15.10 d8m Scale/Div 10 dB 15.40 dBm
- Swapt Span Swapt Span

Zaro Span Zer Span

#Video BW 10 kHz 95 e #Video BW 10 kHz

e AN Tipe: Power (RS |
Tig Freean

Ref Ll Offsat 5.10 dB 1.02300000 MHz
Ref Level 15.10 dBm .
Swept Span

Zar Span

#Video BW 10 kHz
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4.5CONDUCTED BAND EDGE AND SPURIOUS EMISSION

4.5.1 Test Limit
According to 815.247(d) and RSS-247 section 5.5

FCC: In any 100 kHz bandwidth outside the authorized frequency band,

Non-restricted bands shall be attenuated at least 20 dB/30 dB relative to the maximum
PSD level in 100 kHz by RF conducted or a radiated measurement which fall in the
restricted bands, as defined in 815.205(a), must also comply with the radiated emission
limits specified in §15.209(a).

IC: In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or
digitally modulated device is operating, the RF power that is produced shall be at least 20
dB below that in the 100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement, provided that
the transmitter demonstrates compliance with the peak conducted power limits. If the
transmitter complies with the conducted power limits based on the use of root-mean-square
averaging over a time interval, as permitted under section 5.4(d), the attenuation required
shall be 30 dB instead of 20 dB. Attenuation below the general field strength limits specified
in RSS-Gen is not required.

45.2 Test Procedure
Test method Refer as ANSI C63.10:2013.

1. EUT RF output port connected to the SA by RF cable, and the path loss was
compensated to result.

2. SA setting, RBW=100kHz, VBW=300kHz, Detector=Peak, Trace mode = max hold,
SWT = Auto.

3. In any 100 kHz bandwidth outside the authorized frequency band, shall be attenuated
at least 20 dB relative to the maximum in-band peak PSD level in 100 kHz when
conducted power procedure is used. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over a time interval, the attenuation
required under this paragraph shall be 30 dB instead of 20 dB.

4.5.3 Test Setup

Spectrum

EUT
Analyzer
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45.4 Test Result

Test Data
Temperature: 20.3~25.8TC Humidity: 54 ~61% RH

Tested by: Lance Chen Test date: August 19 ~ 23, 2021

BLE-1Mbps mode Low CH
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BLE-1Mbps mode Mid CH
Reference Level of PSD in 100kHz Spurious Emission 30MHz-25GHz

Frequency v - 0 ey o
e Freq o e ——"

0000

Ref Lvi Offset 510 dB
1510 d8m

[
Full Span Full Span

Satfreg statFreg
2441500375 GHz 30,000000 MHz
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BLE-1Mbps mode High CH

Reference Level of PSD in 100kHz Band Edge
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4.6 RADIATION BANDEDGE AND SPURIOUS EMISSION

4.6.1 Test Limit

FCC according to 815.247(d), 815.209 and §15.205,

IC according to RSS-247 section 5.5, RSS-Gen, Section 8.9 and 8.10

In any 100 kHz bandwidth outside the authorized frequency band, all harmonic and
spurious must be least 20 dB below the highest emission level with the authorized
frequency band. Radiation emission which fall in the restricted bands must also follow the

FCC section 15.209 as below limit in table.

Below 30 MHz
. Magnetic Measurement
Frequency F'e.ld Strength H-Field Distance
(microvolts/m) .

(microamperes/m) (metres)
9-490 kHz 2,400/F (F in kHz) 2,400/F (F in kHz) 300
490-1,705 kHz 24,000/F (F in kHz) 24,000/F (F in kHz) 30
1.705-30 MHz 30 N/A 30

Above 30 MHz

Field Strength

Frequency microvolts/m at 3 metres (watts, e.i.r.p.)
(MHz) . .
Transmitters Receivers
30-88 100 (3 nW) 100 (3 nW)
88-216 150 (6.8 nW) 150 (6.8 nW)
216-960 200 (12 nW) 200 (12 nW)
Above 960 500 (75 nW) 500 (75 nW)
Remark:

Although these tests were performed other than open area test site, adequate comparison measurements
were confirmed against 30 m open are test site. Therefore sufficient tests were made to demonstrate that
the alternative site produces results that correlate with the ones of tests made in an open field based on

KDB 414788.
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IC according to RSS-247 section 5.5, RSS-Gen, Section 8.9 and 8.10
RSS-Gen Table 3 and Table 5 — General Field Strength Limits for Transmitters and

Receivers at Frequencies Above 30 MHz (Note)

Field Strength
Frequency microvolts/m at 3 metres (watts, e.i.r.p.)
(MHz) , -
Transmitters Receivers
30-88 100 (3 nW) 100 (3 nW)
88-216 150 (6.8 nW) 150 (6.8 nW)
216-960 200 (12 nW) 200 (12 nW)
Above 960 500 (75 nW) 500 (75 nW)

Note: Measurements for compliance with the limits in table 3 may be performed at
distances other than 3 metres, in accordance with Section 6.6.

RSS-Gen Table 6: General Field Strength Limits for Transmitters at Frequencies

Below 30 MHz (Transmit)

Magnetic field strength

Measurement Distance

AT IEE (H-Field) (LA/m) (m)
9-490 kHz Mo 6.37/F (F in kHz) 300
490-1,705 kHz 63.7/F (F in kHz) 30
1.705-30 MHz 0.08 30

Note: The emission limits for the ranges 9-90 kHz and 110-490 kHz are based on
measurements employing a linear average detector.
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4.6.2 Test Procedure
Test method Refer as ANSI C63.10:2013.

1. The EUT is placed on a turntable, Above 1 GHz is 1.5m and below 1 GHz is 0.8m
above ground plane. The EUT Configured un accordance with ANSI C63.10: 2013, and
the EUT set in a continuous mode.

2. The turntable shall be rotated for 360 degrees to determine the position of maximum
emission level. And EUT is set 3m away from the receiving antenna, which is scanned
from 1m to 4m above the ground plane to find out the highest emissions. Measurement
are made polarized in both the vertical and the horizontal positions with antenna.

3. Span shall wide enough to full capture the emission measured. The SA from 9KHz to
26.5GHz set to the low, Mid and High channels with the EUT transmit.

Remark:

1. Although these tests were performed other than open area test site, adequate
comparison measurements were confirmed against 30 m open are test site. Therefore
sufficient tests were made to demonstrate that the alternative site produces results that
correlate with the ones of tests made in an open field based on KDB 414788.

2. No emission found between lowest internal used/generated frequency to 30MHz
(9kHz~30MHz).

3. The SA setting following :

(1) Below 1G : RBW = 100kHz, VBW = 3 RBW, Sweep = Auto, Detector = Peak, Trace
= Max hold.

(2) Above 1G :

(2.1) For Peak measurement : RBW = 1MHz, VBW = 3 RBW, Sweep = Auto,
Detector = Peak, Trace = Max hold.

(2.2) For Average measurement : RBW = 1MHz, VBW
‘If Duty Cycle = 98%, VBW=10Hz.
"If Duty Cycle < 98%, VBW=1/T.
4. Data result
Actual FS=Spectrum Reading Level+Factor
Margin=Actual FS- Limit
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4.6.3 Test Setup

9kHz ~ 30MHz
3m ‘
‘ Loop antenna
Spectrum /
R Receiver
( J \
Turntable 0.8m 1m D =
L 5s
[ ] | ]
Reference ground plane J
30MHz ~ 1GHz
Antenna
i tower
3m ‘ Bi-log
EUT v ‘ // antenna
\ 4m /
Spectrum
— f@ﬁﬂx\ analyzer
[ ] \ \ | \
\
Turntable 0.8m 1m
; WEE
OO
l ] l ]

Reference ground plane J/
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Above 1 GHz
Antenna
e tower
Horn
antenna
Spectrum
L analyzer
Turntable | 1.5m 1V
\ i m | -
A | Pre-amp -\Q%g
AAA l ] l ]
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Test Mode: BLE-1Mbps Low CH Temp/Hum 22.4(°C)! 43%RH
Test Item Band Edge Test Date August 23, 2021
Polarize Vertical Test Engineer Ray Li
Detector Peak / Average

Level {dBuVim)

120
110

90

70

50 1 \—"v’\
30
10
0 2330. 2350. 2370. 2390. 2410
Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
MHz PK/QP/AV dBuv dB dBpVv/im dBpVv/im dB
2390.00 Peak 45.86 -1.00 44.86 74.00 -29.14
2390.00 Average 34.56 -1.00 33.56 54.00 -20.44
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Test Mode: BLE-1Mbps Low CH Temp/Hum 22.4(°C)/ 43%RH
Test Item Band Edge Test Date August 23, 2021
Polarize Horizontal Test Engineer Ray Li
Detector Peak / Average

120 Level {dBuVim)

110

“ i
' i

30

10

2310 2330. 2350. 2370. 2390, 2410
Frequency (MHz)

Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
MHz PK/QP/AV dBpVv dB dBuV/m dBuV/m dB
2390.00 Peak 46.09 -1.00 45.09 74.00 -28.91
2390.00 Average 34.30 -1.00 33.30 54.00 -20.70
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Test Mode: BLE-1Mbps High CH Temp/Hum 22.4(°C)/ 43%RH
Test Item Band Edge Test Date August 23, 2021
Polarize Vertical Test Engineer Ray Li
Detector Peak / Average
120 Level {dBuVim)
10
90
70 / \A
SUM 1
30
10
02475 2480. 2485, 2490, 2495, 2500
Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
MHz PK/QP/AV dBupv dB dBuVv/m dBuVv/m dB
2483.50 Peak 49.66 -0.66 49.00 74.00 -25.00
2483.50 Average 37.99 -0.66 37.33 54.00 -16.67
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Test Mode: BLE-1Mbps High CH Temp/Hum 22.4(°C)/ 43%RH
Test Item Band Edge Test Date August 23, 2021
Polarize Horizontal Test Engineer Ray Li
Detector Peak / Average
120 Level {dBuVim)
110
) [
70 / \
SUM 1
30
10
Vs 2480. 2485. 2490. 2435, 2500
Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
MHz PK/QP/AV dBpv dB dBuv/m dBuv/m dB
2483.50 Peak 48.91 -0.66 48.25 74.00 -25.75
2483.50 Average 36.42 -0.66 35.76 54.00 -18.24
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Test Mode: BLE-1Mbps Mode Temp/Hum 22.4(°C)/ 43%RH
Test Item 30MHz-1GHz Test Date August 23, 2021
Polarize Vertical Test Engineer Ray Li
Detector Peak

120 Level {dBuVim)
110

a0

70

50 [----
A e

2

30 1 4 5 E

10
03{] 224, 418. 612. B06. 1000

Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m

MHz PK/QP/AV dBuv dB dBuVv/m dBuv/m dB

109.54 Peak 40.79 -10.53 30.26 43.50 -13.24

163.86 Peak 46.54 -10.81 35.73 43.50 -7.77

236.61 Peak 43.30 -10.86 32.44 46.00 -13.56

420.91 Peak 31.83 -5.24 26.59 46.00 -19.41

832.19 Peak 25.81 2.00 27.81 46.00 -18.19

998.06 Peak 25.77 4.41 30.18 54.00 -23.82

Note: No emission found between lowest internal used/generated frequency to 30MHz (9kHz~30MHz).
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Test Mode: BLE-1Mbps Mode Temp/Hum 22.4(°C)/ 43%RH
Test Item 30MHz-1GHz Test Date August 23, 2021
Polarize Horizontal Test Engineer Ray Li
Detector Peak
120 Level ({dBuVim)
10
90
70
50 [
I—l 3
2
- 1 4 5 6
10
930 224, 418. 612. 806. 1000
Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
MHz PK/QP/AV dBuv dB dBuVv/m dBuv/m dB
102.75 Peak 39.51 -12.09 27.42 43.50 -16.08
163.86 Peak 47.26 -10.81 36.45 43.50 -7.05
236.61 Peak 52.48 -10.86 41.62 46.00 -4.38
547.01 Peak 29.75 -2.74 27.01 46.00 -18.99
842.86 Peak 26.06 2.18 28.24 46.00 -17.76
939.86 Peak 25.95 3.39 29.34 46.00 -16.66

Note: No emission found between lowest internal used/generated frequency to 30MHz (9kHz~30MHz).
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Test Mode: BLE-1Mbps Low CH Temp/Hum 22.4(°C)/ 43%RH
Test Item Harmonic Test Date August 23, 2021
Polarize Vertical Test Engineer Ray Li
Detector Peak

120 Level ({dBuVim)
110

90

70

50 2

;

30

10

01000 G100. 11200. 16300. 21400. 26500

Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
MHz PK/QP/AV dBuv dB dBuv/m dBuVv/m dB
4804.00 Peak 33.98 5.62 39.60 74.00 -34.40
7206.00 Peak 31.85 13.13 44.98 74.00 -29.02
N/A
Remark:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental
frequency.
2. For above 1GHz,the EUT peak value was under average limit, therefore the
Average value compliance with the average limit
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Report No.: TMWK2109000513KR Rev.. 00

Test Mode: BLE-1Mbps Low CH Temp/Hum 22.4(°C)/ 43%RH

Test Item Harmonic Test Date August 23, 2021
Polarize Horizontal Test Engineer Ray Li
Detector Peak

120 Level ({dBuVim)
110

90

70

50 2

1

30

10

ﬂmon 6100. 11200. 16300. 21400. 26500

Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m

MHz PK/QP/AV dBuv dB dBuv/m dBuVv/m dB
4804.00 Peak 33.30 5.62 38.92 74.00 -35.08
7206.00 Peak 32.49 13.13 45.62 74.00 -28.38

N/A

Remark:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental

frequency.

2. For above 1GHz,the EUT peak value was under average limit, therefore the
Average value compliance with the average limit
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Report No.: TMWK2109000513KR Rev.. 00

Test Mode: BLE-1Mbps Mid CH Temp/Hum 22.4(°C)/ 43%RH

Test Item Harmonic Test Date August 23, 2021
Polarize Vertical Test Engineer Ray Li
Detector Peak

120 Level ({dBuVim)

110

90

70

50 Z

1

30

10

ﬂ1{1{1{] 6100. 11200. 16300. 21400. 26500

Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m

MHz PK/QP/AV dBuv dB dBuv/m dBuVv/m dB
4884.00 Peak 32.41 6.00 38.41 74.00 -35.59
7326.00 Peak 31.97 13.17 45.14 74.00 -28.86

N/A

Remark:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental

frequency.

2. For above 1GHz,the EUT peak value was under average limit, therefore the
Average value compliance with the average limit
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Report No.: TMWK2109000513KR Rev.. 00
Test Mode: BLE-1Mbps Mid CH Temp/Hum 22.4(°C)/ 43%RH
Test Item Harmonic Test Date August 23, 2021
Polarize Horizontal Test Engineer Ray Li
Detector Peak
120 Level ({dBuVim)
110
90
70
50 Z
1
30
10
ﬂmon 6100. 11200. 16300. 21400. 26500
Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
MHz PK/QP/AV dBuv dB dBuv/m dBuVv/m dB
4884.00 Peak 33.30 6.00 39.30 74.00 -34.70
7326.00 Peak 32.00 13.17 45.17 74.00 -28.83
N/A
Remark:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental
frequency.
2. For above 1GHz,the EUT peak value was under average limit, therefore the
Average value compliance with the average limit
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Test Mode: BLE-1Mbps High CH Temp/Hum 22.4(°C)/ 43%RH
Test Item Harmonic Test Date August 23, 2021
Polarize Vertical Test Engineer Ray Li
Detector Peak
120 Level ({dBuVim)
110
90
70
50
’
30
10
ﬂmon 6100. 11200. 16300. 21400. 26500
Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m
MHz PK/QP/AV dBuv dB dBuv/m dBuVv/m dB
4960.00 Peak 32.79 6.73 39.52 74.00 -34.48
7440.00 Peak 32.38 13.13 45,51 74.00 -28.49
N/A
Remark:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental
frequency.
2. For above 1GHz,the EUT peak value was under average limit, therefore the
Average value compliance with the average limit
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Report No.: TMWK2109000513KR Rev.. 00

Test Mode: BLE-1Mbps High CH Temp/Hum 22.4(°C)/ 43%RH

Test Item Harmonic Test Date August 23, 2021
Polarize Horizontal Test Engineer Ray Li
Detector Peak

120 Level ({dBuVim)

110

90

70

50 2

;

30

10

01000 6100. 11200. 16300. 21400. 26500

Frequency (MHz)
Freq. Detector Spectrum Factor Actual Limit Margin
Mode Reading Level FS @3m

MHz PK/QP/AV dBuv dB dBuv/m dBuVv/m dB
4960.00 Peak 32.04 6.73 38.77 74.00 -35.23
7440.00 Peak 31.29 13.13 44.42 74.00 -29.58

N/A

Remark:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental
frequency.
2. For above 1GHz,the EUT peak value was under average limit, therefore the
Average value compliance with the average limit

--End of Test Report--
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