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Photo 1: Test setup “Star 3.5"” for radiated measurements (stand-alone, semi-anechoic
chamber 30 MHz - 1 GHz; unintentional radiator §15.109, ANSI C63.4)
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Photo 2: Test setup “Star 3.5” for radiated measurements (stand-alone, semi-anechoic
chamber 1 - 18 GHz; unintentional radiator §15.109, ANSI C63.4)
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Photo 3: Test setup “Star 3.5"” for radiated measurements (stand-alone, anechoic chamber
18 GHz - 26 GHz; unintentional radiator §15.109, ANSI C63.4)
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Photo 4: Test setup “Star 3.5"” for radiated measurements (stand-alone, anechoic chamber
26 GHz - 40 GHz; unintentional radiator §15.109, ANSI C63.4)
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Photo 5: Test setup “Star 3.0" for radiated measurements (stand-alone, semi-anechoic
chamber 30 MHz - 1 GHz; unintentional radiator §15.109, ANSI C63.4)
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Photo 6: Test setup “Star 3.0"” for radiated measurements (stand-alone, semi-anechoic
chamber 1 - 18 GHz; unintentional radiator §15.109, ANSI C63.4)
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Photo 7: Test setup “Star 3.0” for radiated measurements (stand-alone, semi-anechoic
chamber, 18 GHz - 26 GHz; unintentional radiator §15.109, ANSI C63.4)

Photo 8: Test setup “Star 3.0” for radiated measurements (stand-alone, semi-anechoic
chamber, 26 GHz - 40 GHz; unintentional radiator §15.109, ANSI C63.4)
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Photo 9: Test setup “Star 3.0” for radiated measurements (semi-anechoic chamber 9 kHz -
30 MHz; FCC Part 15.247 and 15.407, ANSI C63.10)

Photo 10: Test setup “Star 3.5 / Star 3.0” for radiated measurements (semi-anechoic
chamber 30 MHz - 1 GHz; FCC Part 15.247 and 15.407, ANSI C63.10)
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Photo 11: Test setup “Star 3.5 / Star 3.0"” for radiated measurements (above 1 GHz; Fully
anechoic chamber, FCC Part 15.247 and 15.407; ANSI C63.10)

Photo 12: Test setup “Star 3.5 / Star 3.0” for radiated measurements, detailed view (above
1 GHz; Fully anechoic chamber, FCC Part 15.247 and 15.407; ANSI C63.10)
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Photo 13: Test setup “Star 3.5"” for radiated measurements, detailed view (above 1 GHz;
Fully anechoic chamber, FCC Part 15.407; ANSI C63.10)

Photo 14: ancillary equipment for radiated measurements.
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