
 

 

MORLAB 
Shenzhen Morlab Communications Technology Co., Ltd. 

FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road, 

Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China 

Tel: 86-755-36698555 Fax: 86-755-36698525 

Http://www.morlab.cn E-mail: service@morlab.cn 

 

 

 

REPORT No.：SZ22010234S01 

Annex D Plots of Maximum SAR Test Results 

 



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.20

WLAN 2.4GHz_802.11b 1Mbps_Bottom Face_0mm_Ch6_Sensor on

Communication System: UID 0, WLAN 2.4GHz 802.11b (0); Frequency: 2437 MHz;Duty Cycle: 
1:1.007
Medium: HSL_2450 Medium parameters used: f = 2437 MHz; σ = 1.802 S/m; εr = 38.902; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7608; ConvF(7.42, 7.42, 7.42) @ 2450 MHz; Calibrated: 2022.01.12
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2021.06.22
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch6/Area Scan (111x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.95 W/kg

Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.863 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 2.85 W/kg
SAR(1 g) = 0.825 W/kg; SAR(10 g) = 0.309 W/kg
Smallest distance from peaks to all points 3 dB below = 5.4 mm
Ratio of SAR at M2 to SAR at M1 = 29.7%
Maximum value of SAR (measured) = 1.53 W/kg

0 dB = 1.53 W/kg 



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.26

WLAN 5.2GHz_802.11a 6Mbps_Edge 1_0mm_Ch48_Sensor on

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5240 MHz;Duty Cycle: 1:1.052
Medium: HSL_5250 Medium parameters used: f = 5240 MHz; σ = 4.685 S/m; εr = 36.07; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7608; ConvF(5.16, 5.16, 5.16) @ 5240 MHz; Calibrated: 2022.01.12
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2021.06.22
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch48/Area Scan (51x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.33 W/kg

Ch48/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 3.30 W/kg
SAR(1 g) = 0.661 W/kg; SAR(10 g) = 0.129 W/kg
Smallest distance from peaks to all points 3 dB below = 4.1 mm
Ratio of SAR at M2 to SAR at M1 = 56.4%
Maximum value of SAR (measured) = 1.48 W/kg

0 dB = 1.48 W/kg 



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.26

WLAN 5.3GHz_802.11n-HT20 MCS0_Edge 1_0mm_Ch52_Sensor on

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5260 MHz;Duty Cycle: 1:1.061
Medium: HSL_5250 Medium parameters used: f = 5260 MHz; σ = 4.714 S/m; εr = 36.032; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7608; ConvF(5.16, 5.16, 5.16) @ 5260 MHz; Calibrated: 2022.01.12
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2021.06.22
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch52/Area Scan (51x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.57 W/kg

Ch52/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 3.60 W/kg
SAR(1 g) = 0.740 W/kg; SAR(10 g) = 0.146 W/kg
Smallest distance from peaks to all points 3 dB below = 4.3 mm
Ratio of SAR at M2 to SAR at M1 = 56.5%
Maximum value of SAR (measured) = 1.69 W/kg

0 dB = 1.69 W/kg 



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.28

WLAN 5.5GHz_802.11ac-VHT20 MCS0_Edge 1_0mm_Ch120_Sensor on

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5600 MHz;Duty Cycle: 1:1.07
Medium: HSL_5250 Medium parameters used: f = 5600 MHz; σ = 5.125 S/m; εr = 35.435; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7608; ConvF(4.74, 4.74, 4.74) @ 5600 MHz; Calibrated: 2022.01.12
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2021.06.22
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch120/Area Scan (51x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.76 W/kg

Ch120/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0.3110 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 5.43 W/kg
SAR(1 g) = 0.753 W/kg; SAR(10 g) = 0.138 W/kg
Smallest distance from peaks to all points 3 dB below = 4 mm
Ratio of SAR at M2 to SAR at M1 = 47%
Maximum value of SAR (measured) = 2.10 W/kg

0 dB = 2.10 W/kg 



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.03.01

WLAN 5.8GHz_802.11n-HT40 MCS0_Edge 1_0mm_Ch159_Sensor on

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5795 MHz;Duty Cycle: 1:1.161
Medium: HSL_5750 Medium parameters used: f = 5795 MHz; σ = 5.347 S/m; εr = 35.071; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe:EX3DV4 - SN3753; ConvF(4.65, 4.65, 4.65) @ 5795 MHz; Calibrated:  2021.07.26
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2021.06.22
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch159/Area Scan (51x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.30 W/kg

Ch159/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 0.9290 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 4.59 W/kg
SAR(1 g) = 0.632 W/kg; SAR(10 g) = 0.116 W/kg
Smallest distance from peaks to all points 3 dB below = 4 mm
Ratio of SAR at M2 to SAR at M1 = 50.8%
Maximum value of SAR (measured) = 1.58 W/kg

0 dB = 1.58 W/kg 



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.20

Bluetooth_DH5_Edge 1_0mm_Ch39_Sensor on

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.077
Medium: HSL_2450 Medium parameters used: f = 2441 MHz; σ = 1.807 S/m; εr = 38.83; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7608; ConvF(7.42, 7.42, 7.42) @ 2441 MHz; Calibrated: 2022.01.12
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2021.06.22
- Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.395 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.140 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.664 W/kg
SAR(1 g) = 0.185 W/kg; SAR(10 g) = 0.058 W/kg
Smallest distance from peaks to all points 3 dB below = 4.1 mm
Ratio of SAR at M2 to SAR at M1 = 34%
Maximum value of SAR (measured) = 0.355 W/kg

0 dB = 0.355 W/kg 
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