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Some content may differ from your device depending on the region, service provider, or software version, and

is subject to change without prior notice.

€ C€ R

Greetings from realme mobile
This guide briefly show you how to use the phone and its important functions.

> When charging, please place the device in an environment that has a normal

Radio Waves Specifications

For more and detailed information of the phone and user guidance, please room temperature and good ventilation. It is recommended to charge the Product AMXS313 Radio Frequency Max. Output Power
visit: www.realme.com/eu/support. device in an environment with temperature ranging from 5°C~35°C. roduc 850MHz 33.5dBm
Receiver ——— N How to reboot the phone GsM 900MHz 33.5dBm
Front Camera—{—— light sensor P}:ess ard hgld the Power Butldon Tnd \;olumz Up B:uo: at the same time until Main screen parameter 17.13cm(6.74") 1800MHz 30.5dBm
the realme boot animation is displayed to reboot the phone.
|-votume key 1900MHz 30.5dBm
|-powerkey / How to Transfer Old Mobile Content to a New Mobile oi X 167.2x76.6x7.94(mm) Bands 1/5/8 25dBm
Fingerprint Scanner You can use realme Clone Phone to easily transfer photos, videos, music, imension X70.6x7 WCDMA Bands 2/4 24dBm
contacts, messages, apps, etc from your old phone to the new one.
1.1f you have an old Android phone, first scan the QR code below, then ) Bands 1/3/5 24.8dBm
download and install Clone Phone, next open Clone Phone on both the new Battery 5830mAh/22.63Wh(Min) Bands 4 23.5dBm
- i i 6000mAh/23.28Wh(Typ)
and olq phones, and follow the on-screen instructions to complete the yp. Bands 2/26/66 2adBm
operation. LTE FDD
& Warning T els R Bands 13 24.5dBm
- . . . egapixels Rear
» Do not place the phone or battery near or inside heating equipment, cooking Camera 5 Meggp?xels Front Bands 7 24.2dBm
equipments, high pressure vessels (such as microwave ovens, induction cooker, Bands 8/20/28 25dBm
electric oven, heater, pressure cooker, water heater, gas stove, etc.) to prevent https://i.clonephone.coloros.com/download Bands 40 24.3dBm
the battery overheating which may lead to an explosion. : -
o 4 9 Y P 2.1fyou have an old iPhone, open Clone Phone on the new phone directly, and Operating temperature 0°C-35°C LTETDD Bands 38/41 24.8dBm
> The original charger, data cable and battery shall be used. Unapproved follow on-screen instructions to sign in to iCloud account and sync the files.
chargers, data cables, or batteries that are not certified by the manufacturer 2.4-2.4835GHz 12.5dBm(EIRP)
may result in electric shock, fire, explosion, or other hazards. Standard accessories xoxW/kg(Head) 2.4G Wi-Fi 2.4-2.4835GHz 20dBm(EIRP)
1 Phone, 1 Charger, 1 USB data cable, 1 Safety Guide, 1 Quick Guide, SAR Values FCCSAR :
» Back cover can't be removed. o p N ' ' ' . R ; =
1 SIM Ejector Tool, 1 Protective Case. xxx.xW/kg(Body) G Wi 5.15-5.35GHz; 5.47-5.725GHz 20dBm(EIRP)
5.725-5.85GHz 20dBm(EIRP)
. i . XapaKkTepuCTuku pagmocurHanos
Bnar UM 32 BBIGOP CMapToHa realme > BO BpemA 3apAAKM YCTPOVICTBO AONKHO HAXORMTLCA MPY HOPMATIbHOI KOMHATHOI Creumdukaumm paTep paa
OAapuM 32 BLIGOP CMapTdOHa rea TeMepaTye I YRGB XODOUEH BT, PEXOMEHAYCTCR apAROTS o e T ———
B laHHOM pyKOBOACTBE MO/Ib30BaTeNA ONUCaHbl Hanbonee BaxHbie GpyHKLUN YCTPOIICTBO NpU TemnepaType oKpy»aloleii cpeabl ot 5°C o 35°C. Mogens RMX5313 -
cmaptdona. [ina N 6Gonee 7 uH o TenedoHe Bbl KaK nepesarpysuTs TenedoH 850MHz 33.5dBm
MOeTe NoceTUTb oprLManbHbii Be6-cait realme.
[¢) 0 3a3KMUTe 1 iTe KHOMKI NUTaHWA 1 yBenNyeHNa rpoMKOCTY (+) 900MHz 33.5dBm
Aunamn [0 NOABNEHNA 3arpy304HOro OKHa realme. 3 17,13 6,74") GSM
Oponransian kamepa—fF— Ao KpaH 13 cm (6,74") 1800MHz 30.5dBm
Kak nepeHecTt nHpopmaLuio U3 NaMATH CTaporo TenedoHa Ha HOBbI 1900MHz 30.5dBm
[ Kuonka perynuposkun Tenedon?
TPOMKoCTH M . . Bands 1/5/8 25dBm
o ) [ins nepeHoca N306paxeHuit, BUAEO, My3bIKK, KOHTaKTOB, COOBLLEHUIA, NPUAOKEHNI 1 Pasmep 167,2x76,6x7,94(mm) WCDMA
Canep oneuavos nanbues, APYTX JaHHBIX CO CTAapOro TenedoHa Ha HOBbIN Bbl MOXeETEe BOCMONb30BaTLCA Bands 2/4 24dBm
VHTErPUPOBaHHbIA & KHOMKY NTabAA dyrkumeit realme «Co3AaTb KONWIO TenedoHa. d d
1. Ecm Ha Bawem cTrapom Tenedome yc onep: cucrema Android, ‘ Bands 1/3/5 24.8dBm
orc i ;rm o QSR-KO,C\, enéHHIZ HivKe, vly;ranosme N EMKOCTb aKKyMyNIATOPa zgggm:gg,ggg:g\_/\m)) Bands 4 23.5dBm
Hue «Konua aTvEM «Konua b Ha ). Yp; Bands 2/26/66 24dBm
CTapoMm 1 HOBOM rene¢oHax v cnepyvite NOACKaskaM Ha 3KpaHe. LTE FDD
& BHumaHue! Bands 13 24.5dBm
> He knapuTe TeneoH v akkymynaTop 861131 OTONUTENbHOTO 06OPYAOBaHIA, YCTPOICTE Kamepa OcHogHas: 13 Mnukc Bands 7 24.2dBm
ANA NPUTOTOBNEHNA ML, TPUGOPOB BBICOKOTO AaBneHus (Takux kak CBY-neun, i P ®poHTanbHas: SMnmkc Sands 3/20/28 Py
VHAYKUVMOHHbIe NANTbI, Kine NANTI, Harp KacTpionm-ci https:/i.clonephone.coloros.com/download ands 8/20/: m
BOJOHArpeBaTeny, rasoBble MNTbI 1 T.N.), @ TakxkKe He NOMeLLaiiTe X BHYTPb 3TUX . o ) Bands 40 24.3dBm
YCTPOICTB. ITO MOXKET NPUBECTY K NeperpeBy 1 B3pbiBY akKyMynATOpa. 2. [ina neperoca Aankbix ¢ iPhone «Konwa Ha HOBOM TenegoHe 1 LTETDD
CnepyiiTe NOACKa3KaM Ha SKpaHe A BXo[ja B CBOW akkayHT iCloud 1 cuixpoHusaLmn Ycnoswa ncnonbsosaHus 0°C-35°C Bands 38/41 24.8dBm
> Uc 1Te TONbKO Opwr! pAgl YCTpOIACTBO, Kabenb Ana nepefaun $aiinos.
[aHHbIX 11 aKKyMyNIATOP. VIcnonb3oBaHie 3apaaHbIX YCTPOINCTS, Kabeneit Ans K Bluetooth 2.4-2.4835GHz 12.5dBm(EIRP)
omnneKTayus .
nepeaayv faHHbIx N , He. HbIX TenegoHa, -| -
MO?KG‘:’ npmnsecm KyAapy snen;:::cwm TOKOM, BO3rOPaHIO, B3PbiBY 1 vmm(:t B KOMMNEKT BXOAAT: TenedoH-1 wr., 3apagHoe yctponcteo-1 wr., USB-kabenb-1 wr., v SAR FCC SAR xxx,XW/kg (ana ronosbl) 24GWiFi 24-2.4835GHz 20dBm(EIRP)
ONacHbIM NOCNEACTBIAM. PykoBopcTBO Mo GesonacHoctu-1 wr., Kpatkoe PYKOBOACTBO nonb3osarena-1wr, poBeHb XXX, XW/kg (ans Tena) . 5.15-5.35GHz; 5.47-5.725GHz 20dBm(EIRP)
VHCTPYMEHT AnA n3gneyeHns SIM-kapTbi-1 WT., 3aLMTHBIA Yexon-1 W, 5G Wi-Fi
» 3aIHIOI0 KPbIWKY CHATb HEBO3MOXHO. 5.725-5.85GHz 20dBm(EIRP)
. This device is complied with SAR for general population /uncontrolled exposure limits in
FCC Regulations: FCC Note: P! 9 pop! / P Regulatory

This mobile phone complies with part 15 of the FCC Rules.

Operation is subject to the following two conditions:

(1) This device may not cause harmful interference.

(2) this device must accept any interference received, including interference that
may cause undesired operation.

This mobile phone has been tested and found to comply with the limits for a Class
B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiated radio frequency
energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications.

However, there is no guarantee that interference will not occur in a particular
installation If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of the
following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

Caution: Changes or modifications not expressly approved by the party responsible
for compliance could void the user’s authority to operate the equipment.

RF Exposure Information (SAR)

This phone is designed and manufactured not to exceed the emission limits for exposure
to radio frequency (RF) energy set by the Federal Communications Commission of
the United States.

During SAR testing, this device was set to transmit at its highest certified power level
in all tested frequency bands, and placed in positions that simulate RF exposure in
usage against the head with no separation, and near the body with the separation
of 1.5 mm. Although the SAR is determined at the highest certified power level, the
actual SAR level of the device while operating can be well below the maximum value.
This is because the phone is designed to operate at multiple power levels so as to
use only the power required to reach the network. In general, the closer you are to a
wireless base station antenna, the lower the power output.

The exposure standard for wireless devices employing a unit of measurement is known
as the Specific Absorption Rate, or SAR.

The SAR limit set by the FCCis 1.6W/kg.

ANSI/IEEE €95.1-1992 and had been tested in accordance with the measurement methods

and procedures specified in IEEE1528.

The FCC has granted an Equipment Authorization for this model phone with all reported

SAR levels evaluated as in compliance with the FCC RF exposure guidelines. SAR information

on this model phone is on file with the FCC and can be found under the Display Grant
section of www.fcc.gov/oet/ea/fccid after searching on FCC ID: 2AUYFRMXxxxx

For this device, the highest reported SAR value for usage against the head is XXX W/kg, for
usage near the body is XXX W/kg.

While there may be differences between the SAR levels of various phones and at various
positions, they all meet the government requirements.

SAR compliance for body-worn operation is based on a separation distance of XX mm
between the unit and the human body. Carry this device at least XX mm away from your
body to ensure RF exposure level compliant or lower to the reported level. To support
body-worn operation, choose the belt clips or holsters, which do not contain metallic
ccomponents, to maintain a separation of XX mm between this device and your body.

RF exposure compliance with any body-worn accessory, which contains metal, was not
tested and certified, and use such body-worn accessory should be avoided.

Steps to search E-label : Go to Settings -About device - Certificate Information.




