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Prefix and suffix setting

AIEHESRE

Scan the “Prefix setting” or “Suffix setting” barcode, then scan

the ADCII code of the desired prefix or suffix character.

S RERIR B REBES K8, BiIEEEN
RIS FFAIADCIHE,

Prefix setting / IR BRI
Example: Setting the character A as a prefix or suffix(the

Suffix setting / IR B G%
character code for “A” is 41), scan the barcode “%%41”.
QEFRANAIERES (ARERRIER 41)
A0 “%%41”,

%%41

Scan the “Prefix setting” or “Suffix setting” barcode once more
to cancel the setting.

AR "RERIR & REEE" MRMERIFEIEE
MIRE,

Storage mode setting

FEtRUiRE

Storage mode / TZi&IRI0

amount of stored barcode / TFERIBEHE

Data Upload / £ E{&

Clear Data / i5BRENHE

When you need to switch back to normal mode, scan the
barcode below.

HFBRWRENEEEN , ATLUTE N EAIRE.

*Normal mode / ZiBi&Ez(
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Transmission speed setting

(EMERIRE

/ Rz

dium / &

/18iE

Ultra-low / #B{i%E

Set to hide front or rear characters

RERIE T

Scan the “Hide front character” or “Hide rear character” setup
code first, then scan the barcode with the desired number of
characters.

Seiih TR AT B TeURER A AOIRES |, BfRr
RENFHIEED.

Hide front character / [RiERISRFTT

Hide rear character / [SigG SR

For example, to hide 3 characters, scan the barcode “%%03”.

BUEN : BERBANFERT , NS %%03”,

%%03

Scan the “Hide front of Barcode” or “Hide rear character”
barcode once more to cancel the setting.

BEE—R IRREETER TR 5 RS S A RIS RN B
ERIRE,

Turn on & Turn off
FXMN

Turn On: Press either side button to turn on the device.

FFH : s2 FRRmES— MR

Turn Off: By default, it will shut down after 5 minutes of
sleep.You can scan the setting code to turn off, or set the required
sleep time.

KM : KRS SHERA. TEEEY , HRBESHK
ARAIE,

Initialization settings & Version information
IRGIRETRAFER

To reset the scanner to its initial settings, scan the “Initialize
Settings” barcode below. Scanning the “Display Version
Information” barcode will show the scanner's version details.
WNREXHISRERATHANIRE | BT TEA "R
&' £, 38 "ERMAEE" £ERLIEIETEEAM

MER.

Initialization settings / #JIRLIEE

Display version information / B RIRAFEE

S1-

Sleep time setting

(R EERI IR E

*Sleep time of 5 minutes / {KAEEATEIS 3 4h

leep time of 10 minutes / {KIRAEI[EI 105§

leep time of inutes / {RRATEI3043 %

Never sleep / FS{KEE

Sleep now / SZBMAHR
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HID output character case setting

HIDEEFRFRNEIRE

Allin lowercase / it £EHNE

All in uppercase / iHH2ERAAS

Invert letter case / KINEEHIfE

*Maintain letter case / AT RINS




HID keyboard language setting Change Bluetooth name Bluetooth mode setting

HIDERIESIRE (EPEEF BN BFRIRE

Step1l: After connecting Bluetooth, scan the “Change Bluetooth
Name” barcode

. . After scanning the required Bluetooth mode barcode, the
Step2: Scan the barcode for the Bluetooth name you wish to . . .
“ ” scanner will switch to the corresponding mode.
set, such as “Scanner123”.

*ENGLISH / 35 Finally, after canceling the Bluetooth pairing, perform a new TR ENEFENKILE |, HRSE NIRRT R AR
= search to find the new Bluetooth name. T

B EEETE A BREFER 20
22 FIRTERENETSFEIERE | AN “Scanner123”
CH/i&ig
0 HILTINR DI oo

BEINNEFENE , SRE R EAHIROET SR |I I I
Change Bluetooth name / {EMIEF 2
nimin MO

N S 123 Bl i
GERMAN / £&i5 canner: luetooth SPP Mode / BEFSPPETY

II| || I || | || I| I|I | | || I I|| After initialization, the Bluetooth name will revert to its default

JAPANESE / BB iattE , B EREEEARIME.

AL R TR s e ot [
Note: If you have other language needs, please contact us.

L RGEEESER  E5RINFER. Initialization settings / #Jia{LiRE

End character setting Volume and motor setting Toggle Bluetooth HID keyboard in iOS
LRFHRE AaiiREgE f£ ios FRIRIEESF HID &

Cancel end character / BiEZERTT Turn nd / XAES Disable keyboard display after 2 triggers
XHANERTER

*Turn on sound / FEAEE *Enable keyboard display after 2 triggers
TN G RRRE
e m— LR
Display battery level

Vibration off / SB#EEN ErHEE

*Add CR+LF / RINERT AEIERTT *Vibration on / FFBIREN Display battery level / R RHBE

M2 BRI R SRR

Type-C charging port Scan window
Type-CFEEBO CAUTION: DONOT STARE WTOBEA HEE0

Power/Scan buttom

FHH /iR

HATL

Mounting
1) Attach: Adhere the metal plate with fixing hooks to the back of
your phone or phone case.
2) Align: Position the M2 scanner, aligning its slots with both ends of
the metal plate.
3) Slide & Lock: Slide the M2 upward until you hear a "click,"
indicating it is securely locked in place.

Dismounting
1) Unlock: Push the sliding button at the bottom of the M2 to the 3
left and hold it in position. AL BRI
2) Slide Off: While holding the button, slide the M2 downward to
remove it from the plate.
Tip: The metal plate on your phone allows for quick and easy
reinstallation whenever needed. Dimensions / R : 90.3x62.4x14.0 mm (LxWxH)

Weight / B2 : 49.5grams

Lanyard hole Quick-Release Latch

RENCER
1) B - M2 AR EE A IREHRIE.
2) i - BRSEM2E TR , BIRTELE.
MRET : FNEENEBERLENT , ISNREEERE.

RESR
1) MR FEEEINSERMWEFNREFNSEHE.
2) R : BB SN RE R E R i,
3) %R | EREM2 , IRE) CHENET —FEEEIREERINL,
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This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1)
this device may not cause harmful interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance could void the
user’s authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur in a
particular installation.

If this equipment does cause harmful interference to radio or television reception,

which can be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.

The device has been evaluated to meet general RF exposure requirement. The device can be used in portable
exposure condition without restriction
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