Label and Label Location Exhibit

Model Number: GDSBA4
FCC ID: 2AV57GDSBA4
IC: 11140A-GDSBA4
Applicant: Geotab Inc.
Date: October 2, 2026

1. Label Information

The product will bear a permanent nameplate or etched label showing the required
regulatory identifiers. The label includes:

e FCCID: 2AV57GDSBA4
e IC: 11140A-GDSBA4

o Additional markings (model number, serial number, power rating, HW version, SKU,
IMEI, Operating Temperature, country of manufacture)

Label Format
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Model: GDSBA4 b
12/24V-~= 600mA GA-SAM-PLE-1234
SKU: X13651872001

H/W: A2

SIM: 123456789012345678

IMEI: 123456789012345678

Operating Temperature: -40 °C to +65 °C

IC: 11140A-GDSBA4

FCC ID: 2AV57GDSBA4

Made in: Taiwan
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Figure 1: Label design artwork

Text height and contrast shall comply with FCC §2.925 and ISED RSS-GEN.



2. Label Location
The label is located on the bottom of the device.

Label Location Photo
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Model: GDSBA4

12/24V== 600mA

SKU: X13651872001

H/W: A2

SIM: 89464283446216544127

IMEI: 356420990131690

Operating Temperature: -40 °C 1o +65 °C
IC: 11140A-GSDBA4

FCC ID: 2AV57GDSBA4

Made in Taiwan

Figure 2. Bottom of device with label view

3. Permanence of Label
The labelis:
o Permanently affixed to the product housing using:
o Adhesive label (durable under normal use, per UL 969 or equivalent)

o Visible to the user under normal operating conditions



