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10727 AAA | IEEE 802.11ax (80MHz, MCS8, 90pc duty cycle} WLAN 8.66 +96%
10728 AAA | IEEE 802.11ax {80MHz, MCS9, 90pc duty cycle) WLAN 8.65 +96 %
10729 AAA | IEEE 802.11ax (80MHz, MCS10, 90pc duty cycle) WLAN 8.64 +96%
10730 AAA | IEEE 802.11ax (80MHz, MCS11, 90pc duty cycle) WLAN 8.67 $9.6%
10731 AAA | IEEE 802.11ax (8CMHz, MCS0, 99pc duty cycle) WLAN 8.42 +9.6 %
10732 | AAA | IEEE 802.11ax (80MHz, MCS1, 99pc duty cycle) WLAN 846 | +96%
10733 AAA | IEEE 802.11ax (80MHz, MCS2, 99pc duty cycle) WLAN 8.40 +96%
10734 AAA | |EEE 802.11ax {80MHz, MCS3, 99pc duty cycle) WLAN 8.25 +9.6 %
10735 AAA | |IEEE 802.11ax (80MHz, MCS4, 99pc duty cycle) WLAN 8.33 +96%
10736 AAA | IEEE 802.11ax (80MHz, MCS5, 99pc duty cycle) WLAN 8.27 +9.6%
10737 AAA | IEEE 802.11ax (80MHz, MCS6, 99pc duty cycle) WLAN 8.36 +96 %
10738 AAA | |EEE 802.11ax (80MHz, MCS7, 99pc duty cycle) WLAN 8.42 +9.6%
10739 AAA | IEEE 802.11ax (80MHz, MCS8, 99pc duty cycle) WLAN 8.29 +9.6%
10740 AAA | IEEE 802.11ax (80MHz, MCS9, 99pc duty cycle) WLAN 8.48 +9.6 %
10741 AAA | IEEE 802.11ax (80MHz, MCS10, 99pc duty cycle) WLAN 8.40 +96%
10742 AAA | IEEE 802.11ax (80MHz, MCS11, 99pc duty cycle) WLAN 8.43 +96%
10743 AAA | IEEE 802.11ax (160MHz, MCS0, 90pc duty cycle) WLAN 8.94 +9.6 %
10744 AAA | |EEE 802.11ax {160MHz, MCS1, 90pc duty cycle) WLAN 9.16 +96%
10745 AAA | |IEEE 802.11ax {(160MHz, MCS2, 90pc duty cycle) WLAN 8.93 96 %
10746 AAA | [EEE 802.11ax (160MHz, MCS3, 90pc duty cycle} WLAN 9.1 +£9.6 %
10747 AAA | |EEE 802.11ax (160MHz, MCS4, 90pc duty cycle) WLAN 9.04 +9.6%
10748 AAA | |IEEE 802.11ax {160MHz, MCSS5, 90pc duty cycle) WLAN 8.93 +9.6%
10749 AAA | IEEE 802.11ax (160MHz, MCS6, 90pc duty cycle) WLAN 8.90 +9.6%
10750 AAA | IEEE 802.11ax {160MHz, MCS7, 90pc duty cycle) WLAN 8.79 +9.6 %
10751 AAA | [EEE 802.11ax (160MHz, MCS8, 90pc duty cycle) WLAN 8.82 +96%
10752 AAA | IEEE 802.11ax (160MHz, MCS9, 90pc duty cycle) WLAN 8.81 196 %
10753 AAA | IEEE 802.11ax {(160MHz, MCS10, 90pc duty cycle) WILAN 9.00 +96%
10754 AAA | |EEE 802.11ax {160MHz, MCS11, 90pc duty cycle) WLAN 8.94 +96 %
10755 AAA | IEEE 802.11ax (160MHz, MCS0, 99pc duty cycle) WLAN 8.64 +96%
10756 AAA | IEEE 802.11ax (160MHz, MCS1, 99pc duty cycle) WLAN 8.77 +9.6%
10757 AAA | IEEE 802.11ax (160MHz, MCS2, 99pc duty cycle) WLAN 8.77 +9.6%
10758 AAA | IEEE 802.11ax (160MHz, MCS3, 99pc duty cycle) WLAN 8.69 +96 %
10759 AAA | IEEE 802.11ax (160MHz, MCS4, 99pc duty cycle) WLAN 8.58 +9.6%
10760 AAA | IEEE 802.11ax (160MHz, MCS5, 99pc duty cycle) WLAN 8.49 +9.6 %
10761 AAA | IEEE 802.11ax (160MHz, MCS6, 99pc duty cycle) WLAN 8.58 +9.6 %
10762 AAA | IEEE 802.11ax (160MHz, MCS7, 99pc duty cycle) WLAN 8.49 +9.6 %
10763 | AAA | IEEE 802.11ax (160MHz, MCS8, 99pc duty cydle) WLAN 853 | +96%
10764 | AAA | IEEE 802.11ax (160MHz, MCS9, 99pc duty cycle) WLAN 854 | +t96%
10765 AAA | IEEE 802 11ax {160MHz, MCS10, S9pc duty cycle) WLAN 8.54 +9.6%
10766 AAA | IEEE 802.11ax (160MHz, MCS11, 99pc duty cycle) WLAN 8.51 +86%
10767 AAB | 5G NR (CP-OFDM, 1 RB, 5 MHz, QPSK, 15 kHz) 5G NR FR1 7.99 +9.6%
DD
10768 AAB | 5G NR (CP-OFDM, 1 RB, 10 MHz, QPSK, 15 kHz} 5G NR FR1 8.01 +96%
TDD
10769 AAB | 5G NR (CP-OFDM, 1 RB, 15 MHz, QPSK, 15 kHz) 5G NR FR1 8.01 +96 %
TDD
10770 AAB | 5G NR {CP-OFDM, 1 RB, 20 MHz, QPSK, 15 kHz) 5G NR FR1 8.02 96 %
TDD
10771 AAB | 5G NR (CP-OFDM, 1 RB, 25 MHz, QPSK, 15 kHz) 5G NR FR1 §.02 +9.6%
TDD
10772 AAB | 5G NR (CP-OFDM, 1 RB, 30 MHz, QPSK, 15 kHz} 5G NR FR1 8.23 +96 %
TDD
10773 AAB | 5G NR {CP-OFDM, 1 RB, 40 MHz, QPSK, 15 kHz) 5G NR FR1 8.03 +96 %
TDD
10774 AAB | 5G NR (CP-OFDM, 1 RB, 50 MHz, QPSK, 15 kHz) 5G NR FR1 8.02 96 %
TDD
10776 AAB | 5G NR (CP-OFDM, 50% RB, 10 MHz, QPSK, 15 kHz) 5G NR FR1 8.30 +96%
TDD
10778 AAB | 5G NR (CP-OFDM, 50% RB, 20 MHz, QPSK, 15 kHz) 5G NR FR1 8.34 +9.6 %
TDOD
10780 AAB | 5G NR (CP-OFDM, 50% RB, 30 MHz, QPSK, 15 kHz) 5G NR FR1 8.38 +96%
TDD
10781 AAB | 5G NR (CP-OFDM, 50% RB, 40 MHz, QPSK, 15 kHz} 5G NR FR1 8.38 +96%
TDD
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Glossary:

TSL tissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL / NORMx,y,z

DCP diode compression point

CF crest factor (1/duty_cycle) of the RF signail
ABCD modulation dependent linearization parameters

Polarization ® ® rotation around probe axis

Polarization & 8 rotation around an axis that is in the plane normal to probe axis (at measurement center), i

6=0 is normal to probe axis

Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-Averaged
Specific Absorption Rate (SAR) in the Human Head from Wireless Communications Devices:
Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate (S8AR) from
hand-held and body-mounted devices used next to the ear (frequency range of 300 MHz to 6 GHz)”,
July 2016

¢) IEC 62208-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless communication
devices used in close proximity to the human body (frequency range of 30 MHz to 6 GHz}", March
2010

d) KDB 865664, “"SAR Measurement Requirements for 100 MHz to 6 GHz”

Methods Applied and Interpretation of Parameters:

e NORMx,y z: Assessed for E-field polarization 8=0 (f<900MHz in TEM-cell; >1800MHz: waveguide).

NORMX,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not effect the

E* -field uncertainty inside TSL (see below ConvF).

o NORM(f)x,y,z = NORMXx,y,z* frequency_response (see Frequency Response Chart). This
linearization is implemented in DASY4 software versions later than 4.2, The uncertainty of the
frequency response is included in the stated uncertainty of ConvF.

» DCPxy,z: DCP are numerical linearization parameters assessed based on the data of power sweep
{no uncertainty required). DCP does not depend on frequency nor media.

» PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics.

e Axyz Bxyz Cxyz VRxyzA,B,C are numerical linearization parameters assessed based on the
data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

e ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field {(or Temperature
Transfer Standard for fSB00MHz) and inside waveguide using analytical field distributions based on
power measurements for f >800MHz. The same setups are used for assessment of the parameters
applied for boundary compensation (alpha, depth) of which typical uncertainty valued are given.
These parameters are used in DASY4 software to improve probe accuracy close to the boundary.
The sensitivity in TSL corresponds to NORMx,y,z* ConvF whereby the uncertainty corresponds to
that given for ConvF, A frequency dependent ConvF is used in DASY version 4.4 and higher which
allows extending the validity from+50MHz to+100MHz.

»  Spherical isotropy (3D deviation from isofropy): in a field of low gradients realized using a flat
phantom exposed by a patch antenna.

e Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the
probe tip (on probe axis). No tolerance required.

» Connector Angle: The angle is assessed using the information gained by determining the NORMx
(no uncertainty required).
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