UHF RFID Self Check-out Kiosk

Product Specification

CK-DP11D




1: Product Introduction

The CK-DP11D RFID clothing self-service checkout counter is mainly used in the
self-service checkout scenario of clothing stores. By batch reading RFID tags on clothes and
integrating a touch screen, product settlement can be quickly carried out. Through self-service,
store service personnel are reduced, efficiency is improved, and payment speed is accelerated,

reducing waiting time in line.

2: Product Features

1. Realize intelligent and unmanned self-service payment;

2. Using a 21.5-inch high-definition touch screen for interaction, data transmission can be
carried out through a network port;

3. The ability to read no less than 20 items at once can greatly improve checkout efficiency;
4. Excellent range control reduces the possibility of reading unsold products in the
surrounding area;

5. Integrated design, stylish appearance, user-friendly interface and process design, easy and

convenient operation.

3: Specification parameters

Product Model CK-DP11D
screen size 21.5-inch capacitive touch screen; resolution: 1920:1080; screen
ratio: 16:9
operating system Windows/Android

Personnel Permissions | Standard configuration: binocular camera, QR code; Optional:

receipt printer




Operating Frequency

902.75-927.25MHz

Identify quantity

Electronic tags < 100pcs (related to tag performance, material

and quantity of managed items)

recognition scope

Surrounding area < 10cm, height 50cm (related to label

performance, material and quantity of managed items)

communication method

Standard configuration: RJ Ethernet port, USB port;

development support

Provide SDK/API development package

Power supply

AC220V,50Hz

Total machine power

<150W

Shell material

1.0mm carbon steel plate

Identification box size | 280mm*400mm*500mm
(height * width * length)
Overall dimensions 1243mm*890mm*650mm
(height * width * depth)
Operating Temperature | -20°C~ +60°C
Storage temperature -25°C~ +70°C
Storage humidity 25% ~ 50%
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FCC WARNING

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may
not cause harmful interference, and (2) this device must accept any interference received, including interference that may
cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance could void the user's
authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.

However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception,

which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by
one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the

receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.
To maintain compliance with FCC’s RF Exposure guidelines, This equipment should be installed and operated with minimum

20cm distance between the radiator and your body: Use only the supplied antenna.




