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Contact Us LED Light Strip User Guide 1. Specification 2. Components
THANK YOU for choosing Novostela. To optimize user experience, please use
Have some ssue? No worries| Please reach us via these channels. the product according to the following instructions. Model Number NS5 AGH Model Nurmber NTs102763 16M (Light Stripx 1) 32M (Uight Strip x 2) Mounting Bracket
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(3) Do not cover this product as the covering may cause the flexible light p
input volage(power adaper) 002607 AC nput vohage(power adapter) 100200 AC
LED light strip User Guide www.novostella.net t0 overheat and melt or ignte. o
4) Do not operate with the flexible light tightly cofled Frequencylpower adapte) sa/eone Frequencylpower adapter) -
(5) Do not route the cord or flexble lighting through walls, doors, windows Working Voliage 2y Working Voltage Y
or any like part of the building structure. Working Temperature scare Working Temperature ascarc
(6) Do not use ifthere is any damage to the light or cord insulation. Inspect Power Adapterx1  RF Remote Controller x 1
g Waterproof Ratngsutable [ WaterpraotRating{cutable Adapter (73] NTS52(16M)
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UGEmmElS QO ¢ Gt secure thisproduct or its cord with staples, nail, orlike means that may pockage nclud LED Signa Receiver x 1, Mountin Brackets Fackage Inlud LD Signal Recever x1, Mounting Brackets
£ fb.com/novostellafans @ @Novostella_official damage the insulation or permanently attach to the building structure. E
(9) Do not subject flexible lighting to continuous flexing. NTS102 {32M)
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LED Signal Receiver RF Remote Controller Three Settings ® 3.2 How to cut the LED strip if necessary?
Before cutting the LED strip, please keep these in mind.
here are hree flexole sertingsfor the remote contralerts) to contro he the ™ Setting power (1) Once the strip is cut, the rest part being cut can not work. S0 it'snot

Connect to light srip

Connect to power adapter

on/off

Mode & Speed +-
Brightness +-

(t0 prevent misuse
by children)

Color Selection

Color Sequence Setting *

@
Music Mode 1/23)

light strip(s) as per your ighting project, One-to-One Setting, One-to-Many
Setting and Many-to-Many Setting. You can choose either which light strip
and how many light strips one controller controls, or which controller and
how many controllers control the light stri(s)

@
Tumon pow light
strip. During seconds, g leftbutton
on the remote controller tillthe strip light binks. Then the ‘One-to-One Setting’
is done. One-to-One Setting s the factory default.

@

power

lights biink. Then the ‘One-to-Many Setting’is done.

button on the remote controller il the strip light binks.

3. Installation

3.1 How to connect all parts?

(1) Connect the light strip to controller cable, and then connect controller
cable to power adapter.

(2) Plug the adapter into the socket and turn on the light strip by pressing
‘ON’ button on the RF remote controller.

recommended to cut the strip unless it is really necessary.

(2) After the strip s cut, please use the sealing glue (attached) to seal the
end of the strip. Otherwise, the light strip can not retain waterproof
and may be damaged while usage.

(3) Cut the strip along the marks.

Note:

(1)1 the strip can't light up after the installation, please check whether
the joints are connected correctly.

(2)Please make sure to turn off the power supply during routine
maintenance.

(3) To avoid any damage to the strip, please do not use chemical solvent
during routine maintenance.
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4. How to control the light strip?
4.1 Download the App Magic Lantern by scanning the QR code below.
“This App is compatible with Android 4.0 and i0S 8.1 or above.
Download AP

q
he A9 compoile i Andos 40410581 s ignsrson

[scsso [Foses

4.2 Power on the light

4.3 Activate the Bluetooth function on your phone and open the App
ally connect to the light.

4.4 Enjoy the lighting by exploring the functions such as brightness,
modes, music sync, timer etc via the App.
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FCC ID: 2AWON-NTS-RFO2 (Remote Controller)
FCCID: 2AWON-NTS-BTO2 (Signal Receiver)

Warning

Any Changes or op party respor

for compliance could void the user's authority to operate the equipment,

This device complies with part 15 of the FCC Rules. Operation is subject to

the following two conditions:(1) This device may not cause harmful

interference, and (2) this device must accept any interference received,

including interference that may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits

for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits

are designed to provide reasonable protection against harmful interference

in a residential installation. This equipment generates, uses and can radiate

radio frequency energy and, if not installed and used in accordance with
rference

However, there is no guarantee that interference will ot occur i 2 particular

installation.

If this equipment does cause harmful interference to radio or television

reception, which can be determined by turning the equipment off and on,

the user is encouraged to try to correct the interference by one or more.

of the following measures
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—Reorient or relocate the receiving antenna.
—Increase the separation between the equipment and receiver.
—Connect the equipment into an outlet on a circuit different from that to
‘which the receiver is connected.

—Consult the dealer or an experienced radio/TV technician for help.

For Signal Receiver:

FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for
an uncontrolled environment

This transmitter must not be co-located or operating in conjunction wit
hany other antenna or transmitter.

This equipment should be installed and operated with minimurm distance
20cm between the radiatorg your body.

Manufacturer: Shenzhen Ustellar Technology Ltd
(shen zhen shi you shi tuo ke ji you xian gong si)

Address: C306, 3/F, Building C, Youth Entrepreneur Hub, lianshe East Road,
Qinghua Community, Longhua Street, Longhua District, Shenzhen,

CHINA 518000

novostella

Please scan the QR code below t
download APP - “Magic Lantern"

& Gopaperiree,make fe sasirand do somethinggoodfor the envronmen.
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