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THANK please use
the product according to the following instructions.

/\ Warning

(1) READ AND FOLLOW ALL SAFETY INSTRUCTIONS.

(2) This light strip is designed to match the power adpater output, so the
strip length CAN NOT not be extended according to the power limitation.

(3) Do not cover this product as the covering may cause the flexible light
to overheat and melt or ignite.

(4) Do not operate with the flexible light tightly coiled.

(5) Do not route the cord or flexible lighting through walls, doors, windows.
or any ke part o the buiding structure.

(6) Do not use i there is any damage tothe lght o cord insulation. Inspect
periodically.

(U]

of standing water or other liquids.
(®) Ji ided. Do not

(9) Do not subject flexible lighting to continuous flexing.
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1. Specification 2. Components

Mode Number wrss1 68 ‘Model Number NTsioLRce

1 Mounting Bracket

Watage 2w Warage Zwim

ol Lengih EETE Tota Lengh o5t

Color Color

20 quan w0 e0s 160 quantiy S50160:

Quandty LED Signal Receiver x 1

otye 050 e Tyee S50

nput vltagelpower adapier 1002407 AC Input volage(power adapter) 1002407 AC

Frequencylpoweracapter] soreon: Frequencylpower adapten) soreon:

Working Votage 20 Woring Voliage 2

Working Temperature ascare Working Temperature e

Power Adapterx1  RF Remote Controller x 1
erproof Raing stable Adapter (p11) WaterproofRatng stable Adapter (p11) " NTSS1(16M)
forindoorand outdoor use) gh s (953) forindoor and outdooruse) ght st 765)
Batiery Tyoe CRa025 CR2032 (for RF remote controler) Battery Type CRa025 CR203 (o RF remote controler)
U Sip 1, ¥ Remote ontrollerx 1, Power Adater x 1 Uhsp 2, ¥ Remote ontroller 1, Power Adater x 1

Pacag indudes LED Sgnal Recener 1, Mounting Brackets Package Inludes LD Sgnal Recever 1, Mounting racets
Power tested at one meter length, when the ight length greater or less 1 meter testing, Tength, meter testng,
the povier are diferent the power are ifferent NTS101 (32M)
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RF Remote Controller

wode selecion —| |
—

Dynamic Modes

Color Selection

Timer 1/2/3 hours

Music Mode 1/2,—{|[ ]

Brightness +/-

Remote Lock (to prevent
misuse by children)

splendd autside

Three Settings

There are three flexible settings for the remote controllerls) to control the
light strip(s) as per your lighting project, One-to-One Setting, One-to-Many
Setting and Many-to-Many Setting. You can choose either which light strip
and how many light strips one controller controls, or which controller and
how many controllers control the light strip(s).

® "

power i

strip. During i left button
on Then the 4
is done. One-to-One Setting s the factory defautt

@

P

lights blink. Then the ‘One-to-Many Setting! s done.

the't Setting. po

button on the remote controller tll the strip light blinks.
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3. Installation

3.1 How to connect all parts?

(1) Connect the light strip @to controller cable @, and then connect
controller cable to power adapter @.

(2) Plug the adapter i turn on the light strip by pressing
‘ON’ button on the RF remote controller.

3.2 How to cut the LED strip if necessary?

Before cutting the LED strip, please keep these in mind.
(1) Once the strip is cut, the rest part being cut can not work. 5o it's
not recommended to cut the strip unless itis really necessary.
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i uts
(2) After the strip is cut, please use the sealing glue (attached) to seal the
end of the strip. Otherwise, the light strip can not retain waterproof
may be damaged while usage.
(3) Cut the strip along the marks

Note:

(1)1f the strip can't light up after the installation, please check
whether the joints are connected correctly,

(2) Please make sure to turn off the power supply during routine
maintenance.

(3) To avoid any damage to the strip, please do not use chemical
solvent during routine maintenance.

No stepping Roll diameter>10CM
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4. How to control the light strip?
4.1 Download the App Lotus Lantern by scanning the QR code below.
This App is compatible with Android 4.0 and 10S 8.7 or above.
Dovnload APP

S e cos o e .

[rscsss [Jossa
4.2 Power on the light.

4.3 Activate the Bluetooth function on your phone and open the App
to automatically connect to the light.

4.4 Enjoy the lighting by exploring the functions such as brightness,
modes, music sync, timer etc via the App.

11

English

Smart inside, splendd outside

Smart inside, splendid outside

FCC ID: 2AWON-NTS-RFO1 (Remote Controller)
FCC ID: 2AWON-NTS-BTO1 (Signal Receiver)

Any Changes or madifi

for compliance could void the user's authority to operate the equipment.
“This device complies with part 15 of the FCC Rules. Operation is subect to
the following two conditions:(1) This device may not cause harmful
interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits
for a Class B digtal device, pursuant to part 15 of the FCC Rules. These limits
are designed
in a residential installation. This equipment generates, uses and can radiate
radio frequency energy and, if not installed and used in accordance with
theinstructions, may cause harmful interference to radio communications.
However, there is no guarantee that inerference will ot occur in a particular
installation.

If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on,
the user is encouraged to try to correct the interference by one or more
of the following measures:
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—Reorient o relocate the receiving antenna.
—Increase the separation between the equipment and receiver.
—Connect the equipment into an outlet on a circuit different from that to
which the receiver is connected.

—Consult the dealer o an experienced radio/TV technician for help.

For Signal Receiver:

FCC Radiation Exposure Statement

“This equipment complies with FCC radiation exposure limits set forth for
an uncontrolled environment

This transmitter must not be co-located or operating in conjunction wit
hany other antenna or transmitter.

This equipment should be installed and operated with minimum distance
20cm between the radiator& your body.

Manufacturer: Shenzhen Ustellar Technology Ltd

(shen zhen shi you shi tuo ke ji you xian gong si)

Address: C306, 3/F, Building C, Youth Entrepreneur Hub, Jianshe East Road,
Qinghua Community, Longhua Street, Longhua District, Shenzhen,

CHINA 518000
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Please scan the QR code below to
download APP — “Lotus Lantern".

& Gopaperre,mak e i and do omething god o the nviorment.

E1FE RoHS C€ £

MADE IN CHINA




