HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

ANSI C63.10 section 11.12.2

Test procedure:

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.91 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency
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Plot 7.5.92 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

ANSI C63.10 section 11.12.2

Test procedure:

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.93 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency
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Plot 7.5.94 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

ANSI C63.10 section 11.12.2

Test procedure:

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.95 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency
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Plot 7.5.96 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance

Date(s): 28-Jul-19

Verdict: PASS

Temperature: 24°C | Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.97 Spurious emission measurements in 1 — 2.4 GHz range at low carrier frequency
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Plot 7.5.98 Spurious emission measurements in 1 — 2.4 GHz range at mid carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict: PASS

Date(s): 28-Jul-19
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.99 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
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Plot 7.5.100 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict: PASS

Date(s): 28-Jul-19
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.101 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency

CHANNEL BANDWIDTH:
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Plot 7.5.102 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict:

Date(s): 28-Jul-19 PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.103 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency

CHANNEL BANDWIDTH:
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Plot 7.5.104 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.105 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
CHANNEL BANDWIDTH: 5 MHz

CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #3
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Plot 7.5.106 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance

Date(s): 28-Jul-19

Verdict: PASS

Temperature: 24°C | Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.107 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency

CHANNEL BANDWIDTH:
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Plot 7.5.108 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict:

PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.109 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
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RBW =1 MHz; VBW = 3MHz
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Plot 7.5.110 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.111 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
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Plot 7.5.112 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:
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‘spettrum Analyzer 1 +|pectumanaiyzer2 |EpKhumAna\yzEv 3 ‘Spattrum Analyzet 4 +
Sviept SA Swept SA Swept SA Swept SA
KEYSIGHT et AP [oput7 600 eAter OB [PNO" Fest P Tye logPoset [ 345
| (Comrections. On  Source: OF Gale. OF AvgHold =100
62 hign Ao [req Rt (5) IF Gain High g Free Run
] 5 rack O NNNN
1 Spectm L Ref Ll Offcet 10,50 6B Mkri 2.345 31 GHz
ScaleiDlv 10 B Raf Level -30.00 d8m -67.16 dBm
Y
a0
8.0F
1
i
Start 1.0000 GHz Video BW 3.0 MHz Stop 24000 GHz|
FiRes BW 1.0 MHz Swesp ~20.1 ms (30001 pts)
l May 06, 2020 u‘ % 0w ¥
49?5 v W 07 1

5 MHz
3 Non-Overlapping Beams
#6

RBW =1 MHz; VBW = 10 kHz

‘Spettrum Analyzer 1 ‘Spettrum Analyzer 2 +|Spectrum Analyzer 3 ‘Spattrum Analyzet 4 +
Srept SA Sweot SA Swept SA Swept SA
KEYSIGHT [reut AF [nput 7 600 eAter 0B PN Fest g Type:Log Povwer 3456
| (Corrections: On Source: O Gale: Off Avgllold A010 Wi W
62 hign Ao req R It (5) IF Gain High ~ Trig Free Run e
. S Track Of WNN
Mkrd 2.336 07
1 Spectm 1 Ref Lyl Offset 10.50 B Mkr1 2.336 E GHz
ScaleiDlv 10 B Raf Level 40.00 d8m -17.95 dBm
Y
il
01
00}
1
2
A
Start 10000 GHz #Wideo BW1DkHz 24000 GHz,
FiRes BW 1.0 MHz Swaap =386 ms (30001 pts)

l May 06, 2020 -
w q P . ? 9';0:40PM s

S L P

Page 240 of 458



il

HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict:

PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.113 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

RBW =1 MHz; VBW = 3MHz
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Plot 7.5.114 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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Report ID: DAGRAD_FCC.31957_RRH_Rev1
I-II_ Date of Issue: 6-Aug-20

HERMON LABORATORIES

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions
Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.115 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #7
RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
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Plot 7.5.116 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #7
RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict:

Date(s): 28-Jul-19 PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.117 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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Plot 7.5.118 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
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Report ID: DAGRAD_FCC.31957_RRH_Rev1
I-II_ Date of Issue: 6-Aug-20

HERMON LABORATORIES

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions
Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.119 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #8

RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
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Plot 7.5.120 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
‘Spectrum Analyzer 1 [Bpectnmn anaiyzet 2 |Epec|mmAna\yzEv 3 Spectrum Analyzer 4 + ‘Spectrum Analyzer 1 Spectrm Analyzer 2 | [Bpectrm Anaiyzer 3 Spectrum Analyzer 4 +
Sviept SA Swept SA Swept SA Swept SA Srept SA Sweot SA Swept SA Swept SA
KEYSIGHT neut T 700 kAt 0B PNO Fest g Tpe LogPower [ 5 2 5 KEYSIGHT neut R [opu7 600 GAter 0dB - PNO"Fast A Tyne: Log-Power 5456
| (Comrections. On  Source: OF Gale. OF Avgllold =010 - | (Corrections: On Source: O Gale: Of Avgllold A010 Wi W
62 hgan  [reane ) IFQan Hgh  Trig Free Rin i POl PR ST IFQanHgh  Trig FieeRin
. i Track Of NNNN . S Track Of WNN
1Spectnm i Ref Lyl Offset 10.50 6B Mkr1 2.396 41 GHz 1Spectm | Ref Lyl Offset 10.50 6B Mkr1 2.371 423 GHz,
ScaleiDlv 10 B Raf Level -30.00 d8m -66.93 dBm ScaleiDlv 10 B Raf Level 40.00 d8m -77.75 dBm
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