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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict: PASS

Date(s): 28-Jul-19
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.121 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
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Plot 7.5.122 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.123 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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Plot 7.5.124 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2
Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS

Temperature: 24°C | Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.125 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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Plot 7.5.126 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict: PASS

Date(s): 28-Jul-19
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.127 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
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Plot 7.5.128 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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CONFIGURATION:
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.129 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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Plot 7.5.130 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2
Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS

Temperature: 24°C | Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.131 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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Plot 7.5.132 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2
Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS

Temperature: 24°C | Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.133 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

RBW =1 MHz; VBW = 3MHz

‘Spectrum Analyzer 1 o|Spectnm Analyzar 2 |Epecvumma\ylev 3 ‘Spactrum Analyzer 4 +
Sviept SA Swept SA Swept SA Swept SA
KEYSIGHT et RF [opud7 500 GAMer Ok |PNO" Fest i Tpe g Power | T
| Coreclons G0 Soute OF  Gale OF AT
[Fal Freq R nt (5} IF Gain High ~ Trg Free Run R
= 0 [k on NNNN
dkri 2.330 42
1 Specmm L Ref Lvl Offset 10.50 B Mkri 2.330 42 GHz
ScaleiDlv 10 6B Raf Level -30.00 d8m -67.11 dBm
T
8.0
a
8.0F
]
1
i
Start 1.0000 GHz Video BW 3.0 MHz Stop 24000 GHz|
#Ros BW 1.0 MHz Sweop =20.1 ms (30001 pts)
" May 06, 2020 u‘ 07 w¥
D90 7 < §H

10 MHz
3 Non-Overlapping Beams
#5

RBW =1 MHz; VBW = 10 kHz

Plot 7.5.134 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2
Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS

Temperature: 24°C | Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.135 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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Plot 7.5.136 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2
Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS

Temperature: 24°C | Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.137 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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Plot 7.5.138 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict: PASS

Date(s): 28-Jul-19
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.139 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
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Plot 7.5.140 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict: PASS

Date(s): 28-Jul-19
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.141 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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Plot 7.5.142 Spurious emission measurements in 1 - 2.4 GHz range at low carrier frequency
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Report ID: DAGRAD_FCC.31957_RRH_Rev1
I-II_ Date of Issue: 6-Aug-20

HERMON LABORATORIES

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions
Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.143 Spurious emission measurements in 1 - 2.4 GHz range at mid carrier frequency
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CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #8
RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
‘Spectrum Analyzer 1 | Spectrm anlyzer 2 |Epecvumma\ylav 3 Spactrum Analyzer 4 + ‘Spectrum Anayzer 1 Spectum Analyzer 2 "Epezvumma\yw 3 Spactrum Analyzer 4 +
Sviept SA Swept SA Swept SA Swept SA Suiept SA Swept SA Swept SA ‘Swept SA
KEYSIGHT Jrewt RF [opd7 00 WAtavOdR  PNOFas fua i logPaver | 56 ) KEYSIGHT Jomr °F o7 600 GAtar0dE  PNOFm ATy logPower 12456
| Coreclons: On  Soute OF  Galo: OF AT R, L Corectons:On ~ Soute OF  Galo: OF AT
[Pl S Ir Gain High  Tii Froe Run fre (POl TV S Ir Gain High ~ Tiig FissRun v
= 0 [k on NNNN = 0 [tk 01 NNNN
{Sperm " e LWl et 10508 Mir1 2286 54 GHz fSpecrm ! e Lo Ofct 10508 Mkr1 2.374 66 GHz
ScaleiDlv 10 6B Raf Level -30.00 d8m -67.30 dBm ScalerDIv 10 B Raf Leval 40.00 d8m -78.01 dBm
T Log T
8.0 0.0F
0| . 00
i
9.0 00}
ol
1 2
1 i
Start 1.0000 GHz Video BW 3.0 MHz Sitop 24000 Gz Start 1.0000 GHz #Wideo BW 10Kz Stop 2.4000 Ghz|
#Ros BW 1.0 MHz Sweop =20.1 ms (30001 pts) #Ros BW 1.0 MHz Swoeop =366 ms (30001 pts)
May 06, 2020 WK May 06, 2020 WK
= q P . ? 1‘%732% E "l"‘ % ;\;\ FAY = q P . ? ﬁn‘T%PM E "'"‘ % ;\;\ FA
Plot 7.5.144 Spurious emission measurements in 1 - 2.4 GHz range at high carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2
Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS

Temperature: 24°C | Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.145 Spurious emission measurements in 2.4835 - 18 GHz range at low carrier frequency
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Plot 7.5.146 Spurious emission measurements in 2.4835 - 18 GHz range at mid carrier frequency
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.147 Spurious emission measurements in 2.4835 - 18 GHz range at high carrier frequency
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RBW =1 MHz; VBW = 3MHz
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Plot 7.5.148 Spurious emission measurements in 2.4835 - 18 GHz range at low carrier frequency
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RBW =1 MHz; VBW = 3MHz
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