Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

il

HERMON LABORATORIES

Test specification:
Test procedure:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions
ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.177 Spurious emission measurements in 2.4835 - 18 GHz range at high carrier frequency
CHANNEL BANDWIDTH: 10 MHz

CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #3

RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
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Plot 7.5.178 Spurious emission measurements in 2.4835 - 18 GHz range at low carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #4
RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
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Report ID: DAGRAD_FCC.31957_RRH_Rev1
I-II_ Date of Issue: 6-Aug-20

HERMON LABORATORIES

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions
Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.179 Spurious emission measurements in 2.4835 - 18 GHz range at mid carrier frequency

CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #4
RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
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Plot 7.5.180 Spurious emission measurements in 2.4835 - 18 GHz range at high carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #4
RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
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Report ID: DAGRAD_FCC.31957_RRH_Rev1
I-II_ Date of Issue: 6-Aug-20

HERMON LABORATORIES

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions
Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.181 Spurious emission measurements in 2.4835 - 18 GHz range at low carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #5

RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
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Plot 7.5.182 Spurious emission measurements in 2.4835 - 18 GHz range at mid carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 3 Non-Overlapping Beams
RBW =1 MHz; VBW = 3MHz RBW =1 MHz; VBW = 10 kHz
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict: PASS

Date(s): 28-Jul-19
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.183 Spurious emission measurements in 2.4835 - 18 GHz range at high carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

RBW =1 MHz; VBW = 3MHz
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Plot 7.5.184 Spurious emission measurements in 2.4835 - 18 GHz range at low carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

RBW =1 MHz; VBW = 3MHz
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2
Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS

Temperature: 24°C | Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.185 Spurious emission measurements in 2.4835 - 18 GHz range at mid carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

RBW =1 MHz; VBW = 3MHz
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Plot 7.5.186 Spurious emission measurements in 2.4835 - 18 GHz range at high carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

RBW =1 MHz; VBW = 3MHz
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance

Verdict: PASS

Date(s): 28-Jul-19
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.187 Spurious emission measurements in 2.4835 - 18 GHz range at low carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
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RBW =1 MHz; VBW = 3MHz
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Plot 7.5.188 Spurious emission measurements in 2.4835 - 18 GHz range at mid carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

RBW =1 MHz; VBW = 3MHz
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Report ID: DAGRAD_FCC.31957_RRH_Rev1
I-II_ Date of Issue: 6-Aug-20

HERMON LABORATORIES

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions
Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.189 Spurious emission measurements in 2.4835 - 18 GHz range at high carrier frequency
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Plot 7.5.190 Spurious emission measurements in 2.4835 - 18 GHz range at low carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #8
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1

Date of Issue:

6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode: Compliance L

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.191 Spurious emission measurements in 2.4835 - 18 GHz range at mid carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

RBW =1 MHz; VBW = 3MHz
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Plot 7.5.192 Spurious emission measurements in 2.4835 - 18 GHz range at high carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

RBW =1 MHz; VBW = 3MHz
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict:

Date(s):

28-Jul-19

PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.193 Spurious emission measurements in 18 - 25 GHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #1
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
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= sl | ? aézewsm - m"‘% =]‘ﬂk

Plot 7.5.194 Spurious emission measurements in 18 - 25 GHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #1
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.195 Spurious emission measurements in 18 - 25 GHz range at high carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #1
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
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Plot 7.5.196 Spurious emission measurements in 18 - 25 GHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #2
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.197 Spurious emission measurements in 18 - 25 GHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #2
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
Swept SA Swept Swent SA Swept SA
KEYSIGHT et RF Inpal7 500 [aften 104R PNO' Fest v Type | og Power
| [ Cerrectons On | Souree: O Gala: OFf AwglHold:= 1010
ra] Ialign Ao Fre Ref Int {5} IF Cain-Low  Trig: Free Run
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Scale/Div 10 dB Ref Lovel -40.00 dBm
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Plot 7.5.198 Spurious emission measurements in 18 - 25 GHz range at high carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #2
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.199 Spurious emission measurements in 18 - 25 GHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #3
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
Swept SA Swept Swent SA Swept SA
KEYSIGHT et RF Inpal7 500 [aften 104R PNO' Fest v Type | og Power
| [ Cerrectons On | Souree: O Gala: OFf AwglHold:= 1010
ra] Ialign Ao Fre Ref Int {5} IF Cain-Low  Trig: Free Run
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Plot 7.5.200 Spurious emission measurements in 18 - 25 GHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #3
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.201 Spurious emission measurements in 18 - 25 GHz range at high carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #3
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
Swept SA Swept Swent SA Swept SA
KEYSIGHT et RF Inpal7 500 [aften 104R PNO' Fest v Type | og Power
| [ Cerrectons On | Souree: O Gala: OFf AwglHold:= 1010
ra] Ialign Ao Fre Ref Int {5} IF Cain-Low  Trig: Free Run
W 5 Irack Of
1 Spactuum '| Ref Lvl Offset 16.50 dB
Scale/Div 10 dB Ref Lovel -40.00 dBm
T
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Plot 7.5.202 Spurious emission measurements in 18 - 25 GHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #4
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.203 Spurious emission measurements in 18 - 25 GHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #4
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
Swept SA Swept Swent SA Swept SA
KEYSIGHT et RF Inpal7 500 [aften 104R PNO' Fest v Type | og Power
| D [ Cerrectons On | Souree: O Gala: OFf AwglHold:= 1010
Ialign Ao Fre Ref Int {5} IF Cain-Low  Trig: Free Run
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#Ras B 1.0 MHz Swoap =70.3 ms (30001 pts)
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Plot 7.5.204 Spurious emission measurements in 18 - 25 GHz range at high carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #4
[Spactrum Anaiyzer 1 Spectrum Analyzer 2 |Spec\mmAnn\yzEr3 Spectrum Analyzer 4 |+
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.205 Spurious emission measurements in 18 - 25 GHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #5
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
Swept SA Swept Swent SA Swept SA
KEYSIGHT et RF Inpal7 500 [aften 104R PNO' Fest v Type | og Power
| [ Cerrectons On | Souree: O Gala: OFf AwglHold:= 1010
ra] Ialign Ao Fre Ref Int {5} IF Cain-Low  Trig: Free Run
W 5 Irack Of
1 Spactuum '| Ref Lvl Offset 16.50 dB
Scale/Div 10 dB Ref Lovel -40.00 dBm
T
¢
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Start 18.000 GHz Video BW 3.0 MHz 25.000 GHz/
#Ras B 1.0 MHz Swoap =70.3 ms (30001 pts)
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Plot 7.5.206 Spurious emission measurements in 18 - 25 GHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #5
[Spactrum Anaiyzer 1 Spectrum Analyzer 2 |Spec\mmAnn\yzEr3 Spectrum Analyzer 4 |+
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.207 Spurious emission measurements in 18 - 25 GHz range at high carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #5
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
Swept SA Swept Swent SA Swept SA
KEYSIGHT et RF Inpal7 500 [aften 104R PNO' Fest v Type | og Power
| [ Cerrectons On | Souree: O Gala: OFf AwglHold:= 1010
ra] Ialign Ao Fre Ref Int {5} IF Cain-Low  Trig: Free Run
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1 Spactuum '| Ref Lvl Offset 16.50 dB
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#Ras B 1.0 MHz Swoap =70.3 ms (30001 pts)
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Plot 7.5.208 Spurious emission measurements in 18 - 25 GHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #6
[Spactrum Anaiyzer 1 Spectrum Analyzer 2 |Spec\mmAnn\yzEr3 Spectrum Analyzer 4 |+
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.209 Spurious emission measurements in 18 - 25 GHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #6
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
Swept SA Swept Swent SA Swept SA
KEYSIGHT et RF Inpal7 500 [aften 104R PNO' Fest v Type | og Power
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Plot 7.5.210 Spurious emission measurements in 18 - 25 GHz range at high carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #6
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.211 Spurious emission measurements in 18 - 25 GHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #7
[Spectrum Analyzer 1 Spectrum Analyzer 2 |5pEchumAna\yzEr3 Spactrum Analyzer 4 oS
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1 Spactuum '| Ref Lvl Offset 16.50 dB
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Plot 7.5.212 Spurious emission measurements in 18 - 25 GHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #7
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.31957_RRH_Rev1
Date of Issue: 6-Aug-20

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict: PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.213 Spurious emission measurements in 18 - 25 GHz range at high carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #7
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Plot 7.5.214 Spurious emission measurements in 18 - 25 GHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 3 Non-Overlapping Beams
ANTENNA PORT: #8
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