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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance Verdict:

Date(s):

28-Jul-19 PASS

Temperature: 24 °C

| Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.41 Spurious emission measurements in 9 kHz - 30 MHz range at mid carrier frequency
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Plot 7.5.42

Spurious emission measurements in 9 kHz - 30 MHz range at high carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #6
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H Report ID: DAGRAD_FCC.41601_RRU

L Date of Issue:

HERMON LABORATORIES

3-Jun-21

Test specification: Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance -
Date(s): 28-Jul-19 Verdict: PASS

Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.43 Spurious emission measurements in 9 kHz - 30 MHz range at low carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #7
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Plot 7.5.44 Spurious emission measurements in 9 kHz - 30 MHz range at mid carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #7
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU

Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict:

PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.45 Spurious emission measurements in 9 kHz - 30 MHz range at high carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:

ANTENNA PORT: #7
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Plot 7.5.46 Spurious emission measurements in 9 kHz - 30 MHz range at low carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:

ANTENNA PORT: #8
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance Verdict:

Date(s):

28-Jul-19 PASS

Temperature: 24 °C

| Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.47 Spurious emission measurements in 9 kHz - 30 MHz range at mid carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
ANTENNA PORT:

10 MHz
4 Non-Overlapping Beams
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Plot 7.5.48
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Spurious emission measurements in 9 kHz - 30 MHz range at high carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 4 Non-Overlapping Beams
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

ANSI C63.10 section 11.12.2

Test procedure:

Test mode: Compliance .

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.49 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency
CHANNEL BANDWIDTH: 5 MHz

CONFIGURATION:
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Plot 7.5.50 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #1
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU

Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Date(s):

28-Jul-19

Verdict:

PASS

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

| Power: 48 VDC

Remarks:

Plot 7.5.51 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #1
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Plot 7.5.52 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz

CONFIGURATION: 4 Non-Overlapping Beams
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict: PASS

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.53 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #2
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Plot 7.5.54 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency

CHANNEL BANDWIDTH:

CONFIGURATION:
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict: PASS

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.55 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency

CHANNEL BANDWIDTH:

CONFIGURATION:
ANTENNA PORT:

Spectrum Analyzer 1 Spectrum Analyzer 2
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Plot 7.5.56 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:

ANTENNA PORT:
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict:

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

Remarks:

| Power: 48 VDC

Plot 7.5.57 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #3
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Plot 7.5.58 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency
CHANNEL BANDWIDTH: 5 MHz

CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #4
Spectrum Analyzer 1 Spectrum Analyzar 2 Spettium Analyzer 3 |+
Swept SA Swept SA Swept SA
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.59 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #4
Spectrum Analyzer 1 Spectrum Analyzer 2 Spectium Analyzer 3 '| +
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[ Cerrectons On | Souree: O Gala: OFf AwglHold:= 1010
re] Ialign: Auto Fre Ref Int {5} IF Cein-High  Trig: Free Run
Wi PASS | 5 Irack O
1 Spectum '| Ref Lvl Offset 6.50 8
Scale/Div 10 dB Ref Lavel -30.00 dBm
Lo
i ¢
1
Start 0.0300 GHz Video BW 300 kHz 1.0000 GHz,
[#Res BW 100 kHz Swoap ~64.2 ms (30001 pts)
May 11,2020 0O Ly
= e | ? et ) m"‘% =]‘ﬂk

Plot 7.5.60 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency

CHANNEL BANDWIDTH:
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict:

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

Remarks:

| Power: 48 VDC

Plot 7.5.61 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #5

Spectrum Analyzer 1 Spectrum Analyzer 2 Spertrum Analyzer 3 | +

Swapt SA Siept SA Swept SA

KEYSIGHT | neut RF InpH7 00 Afien 048 PNOY Fest A Type | ng-Power

D i mnn | Wombg  Taremn
| ] mﬁ ? = © bn‘\mch EMT ¢
1 Spactuum '| Ref Lyl Offset 6,50 dB

Scale/Div 10 dB Ref Lavel -30.00 dBm
Lo

1 Ly

1
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Plot 7.5.62 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency
CHANNEL BANDWIDTH: 5 MHz

CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #5
Spectrum Analyzer 1 Spectrum Analyzar 2 Spettium Analyzer 3 |+
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Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

HERMON LABORATORIES

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict:

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

Remarks:

| Power: 48 VDC

Plot 7.5.63 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency

Plot 7.5.64 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency
CHANNEL BANDWIDTH:
CONFIGURATION:

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.65 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #6
Spectrum Analyzer | Spectrum Analyzer 2 Spectrum Analyzer 3 '| +
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-qr:. ? 3:5220PM° ;‘%_‘ﬂk

Plot 7.5.66 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency

CHANNEL BANDWIDTH:
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

ANSI C63.10 section 11.12.2

Test procedure:

Test mode: Compliance .

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.67 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #7
Spectrum Analyzer 1 Spectrum Analyzer 2 Spertrum Analyzer 3 | +
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1
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#Res BW 100 kHz $weap ~84.2 ms (30001 pts)
Q@9 -l 2 e 20
Plot 7.5.68 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency
CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #7
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict: PASS

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.69 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency

CHANNEL BANDWIDTH:

CONFIGURATION:
ANTENNA PORT:
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Plot 7.5.70 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure: ANSI C63.10 section 11.12.2

Test mode: Compliance .
Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC
Remarks:

Plot 7.5.71 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency

CHANNEL BANDWIDTH: 5 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #8
Spectrum Analyzer | Spectrum Analyzer 2 Spectrum Analyzer 3 '| +
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Plot 7.5.72 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency

CHANNEL BANDWIDTH:

CONFIGURATION:
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict: PASS

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.73 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency

CHANNEL BANDWIDTH:

CONFIGURATION:
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Plot 7.5.74 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency
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CONFIGURATION:
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

ANSI C63.10 section 11.12.2

Test procedure:

Test mode: Compliance .

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.75 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency
CHANNEL BANDWIDTH: 10 MHz

CONFIGURATION:
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Plot 7.5.76 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency

CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #2
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

ANSI C63.10 section 11.12.2

Test procedure:

Test mode: Compliance .

Date(s): 28-Jul-19 Verdict: PASS
Temperature: 24 °C | Relative Humidity: 44 % Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.77 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency

CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #2
Spectrum Analyzer 1 Spectrum Analyzer 2 Spertrum Analyzer 3 | +
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D i mnn | Wombg  Taremn
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#Res BW 100 kHz $weap ~84.2 ms (30001 pts)
Q9 2 hm @ 20
Plot 7.5.78 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency
CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #2
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict:

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa

Remarks:

| Power: 48 VDC

Plot 7.5.79 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency

CHANNEL BANDWIDTH: 10 MHz
CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #3
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Plot 7.5.80 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency
CHANNEL BANDWIDTH: 10 MHz

CONFIGURATION: 4 Non-Overlapping Beams
ANTENNA PORT: #3
Spectrum Analyzer 1 Spectrum Analyzar 2 Spettium Analyzer 3 |+
Swept SA Swept SA Swept SA
KEYSIGHT et R IhpdZ 500 Aten 0dB  PNO Fest g Type: Log-Power 6
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict: PASS

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.81 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency

CHANNEL BANDWIDTH:

CONFIGURATION:
ANTENNA PORT:

Spectrum Analyzer 1 Spectrum Analyzer 2
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Sweap ~84.2 ms (30001 pts),
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Video BW 300 kHz

Plot 7.5.82 Spurious emission measurements in 30 - 1000 MHz range at low carrier frequency

CHANNEL BANDWIDTH:
CONFIGURATION:

ANTENNA PORT:
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HERMON LABORATORIES

Report ID: DAGRAD_FCC.41601_RRU
Date of Issue: 3-Jun-21

Test specification:

Section 15.247(d) / RSS-247 section 5.5, Conducted spurious emissions

Test procedure:

ANSI C63.10 section 11.12.2

Test mode:

Compliance

Verdict: PASS

Date(s):

28-Jul-19

Temperature: 24 °C

| Relative Humidity: 44 %

Air Pressure: 1004 hPa | Power: 48 VDC

Remarks:

Plot 7.5.83 Spurious emission measurements in 30 - 1000 MHz range at mid carrier frequency

CHANNEL BANDWIDTH:

CONFIGURATION:
ANTENNA PORT:

Spectrum Analyzer 1 Spectrum Analyzer 2
Swapt SA Swapt SA
KEYSIGHT | neut RF InpH7 00 Afien 048
Q I Corectons: On  Source: O
Inlign Auto Freg Ref Int (S}
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Plot 7.5.84 Spurious emission measurements in 30 - 1000 MHz range at high carrier frequency
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