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GENERAL INFORMATION

Product Description for Equipment under Test (EUT)

HVIN CFS FLX, CFS nano unit
FVIN 4.0.2.76.1
Product 3D Printer
Test Model K3
Multiple Model(s)
(for FCC only) K3(A)
F R 802.11b/g/n20: 2412~2472MHz
requency Range 802.11n40: 2422~2462MHz
Mode 802.11b/g/n20/n40
Maximum Conducted Output 27 19dBm
Peak Power
Modulation Technique DSSS, OFDM
Antenna Specification” 1.97dBi(lt is provided by the manufacturer)
Voltage Range AC 100~127V, 200~240V, 50/60Hz

3QRR-1 for AC Line Conducted Emissions and Radiated Emissions Test

SR sellitlbes 3QRR-2 for RF Conducted Test (Assigned by BACL, Shenzhen)

Sample/EUT Status Good condition

Adapter Information N/A

Note:

1. The Multiple models are electrically identical with the test model except for model name and sales channels. Please
refer to the declaration letter” for more detail, which was provided by manufacturer.

2. The device has two Auto Filament Loader/Unloader: CFS nano unit and CFS FLX, please refer to EUT Photo for
details.

Objective

This report is in accordance with Part 2-Subpart J, Part 15-Subparts A and C of the Federal
Communication Commission’s rules and RSS-GEN Issue 5, February 2021 Amendment 2 and RSS-247,
Issue 4, July 2025 of the Innovation, Science and Economic Development Canada rules.

Test Methodology

All measurements contained in this report were conducted with ANSI C63.10-2020+Cor.1-2023+C63.10a-
2024 + Errata to C63.10a-2024Y, RSS-Gen and RSS-247.

All emissions measurement was performed at Bay Area Compliance Laboratories Corp. (Shenzhen). The
radiated testing was performed at an antenna-to-EUT distance of 3 meters.

Each test item follows test standards and with no deviation.
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Measurement Uncertainty

Parameter Uncertainty
Occupied Channel Bandwidth 52.29kHz(k=1.96, 95% level of confidence)
RF output power, conducted 1.57dB(k=1.96, 95% level of confidence)
Power Spectral Density 2.09dB(k=1.96, 95% level of confidence)
Conducted Spurious Emission 2.48dB(k=1.96, 95% level of confidence)
AC Power Lines Conducted 9kHz~150 kHz 3.46dB(k=2, 95% level of confidence)
Emissions 150 kHz ~30MHz 3.72dB(k=2, 95% level of confidence)
0.00OMHz~30MHz 3.66dB(k=2, 95% level of confidence)
30MHz~1000MHz (Horizontal) 5.10dB(k=2, 95% level of confidence)
. o 30MHz~1000MHz (Vertical) 6.28dB(k=2, 95% level of confidence)
Radiated Emissions
1GHz - 6GHz 6.18dB(k=2, 95% level of confidence)
6GHz - 18GHz 6.62dB(k=2, 95% level of confidence)
18GHz - 40GHz 6.66dB(k=2, 95% level of confidence)
Temperature +0.4C
Humidity +2%
Supply voltages DC+0.4%;AC+1%

Note: The extended uncertainty given in this report is obtained by combining the standard uncertainty times the
coverage factor K with the 95% confidence interval. Otherwise required by the applicant or Product Regulations,
Decision Rule in this report did not consider the uncertainty.

Test Facility

The Test site used by Bay Area Compliance Laboratories Corp. (Shenzhen) to collect test data is located
on the SF(B-West), 6F, 7F, the 3rd Phase of Wan Li Industrial Building D, Shihua Rd, FuTian Free Trade
Zone, Shenzhen, China.

The lab has been recognized as the FCC accredited lab under the KDB 974614 DO1 and is listed in the
FCC Public Access Link (PAL) database, test firm registration No.: 715558, the FCC Designation No. :
CN5045.

The lab has been recognized by Innovation, Science and Economic Development Canada to test to
Canadian radio equipment requirements, the CAB identifier: CN0023.
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SYSTEM TEST CONFIGURATION

Description of Test Configuration
The system was configured for testing in an engineering mode which was selected by manufacturer.

For 2.4GHz Wi-Fi mode, total 13 channels are provided to testing:

Channel Frequency (MHz) Channel Frequency (MHz)
1 2412 8 2447
2 2417 9 2452
3 2422 10 2457
4 2427 11 2462
5 2432 12 2467
6 2437 13 2472
7 2442 / /
802.11b, 802.11g and 802.11n-HT20 mode was tested with Channel 1, 7 and 13.
802.11n-HT40 mode was tested with Channel 3, 7 and 11.
EUT Exercise Software
Exercise Software* CMD
Mode Data rate Power Level’
Low Channel Middle Channel High Channel
802.11b 1Mbps 63 63 63
802.11¢g 6Mbps 56 56 56
802.11n20 MCSO0 56 56 56
802.11n40 MCSO0 56 56 56

Note: The worst-case data rates are determined to above table for each mode based upon investigation by measuring
the power and PSD across all data rates bandwidths, and modulations.

Special Accessories
No special accessory.

Equipment Modifications

No modification was made to the EUT tested.

Support Equipment List and Details

Manufacturer Description Model Serial Number
Creality 3D CFS Unknown Unknown
Kingston USB Disk Unknown Unknown
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External I/0 Cable
Cable Description Length (m) From Port To
Unshielded detachable AC Cable 1.2 EUT LISN/AC Mains/Socket
Unshielded detachable 485 Cable 0.5 EUT CFS
Unshielded un-detachable AC Cable 1.2 Socket AC Mains
Block Diagram of Test Setup
For AC Line Conducted Emissions:
L CFS
LISN EUT ﬁ
<—
USB Disk
i
>
=
Non-Conductive Table
80 cm above Ground Plane
4{ 1.5 Meters Ii
For Radiated Emissions below 1GHz:
. CFS
EUT -
o
=
AC Mains <s— g
USB Disk
Non-Conductive Table
80 cm above Ground Plane
4{ 1.5 Meters }7
Version 4.2
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For Radiated Emissions above 1GHz:

v CFS

EUT

Non-Conductive Table
150 cm above Ground Plane

ISP 01 |r

Non-Conductive Table

80 ¢cm above Ground Plane

Socket J/

4{ 1.5 Meters I

AC Mains

Version 4.2
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SUMMARY OF TEST RESULTS

Test Rules Test Rules Description of Test Result
FCC §1.1310 & §2.1091 / Maximum Permissible Exposure (MPE) Compliant
/ RSS-102 § 6.6 Field reference leV§l f:xposure exemption Compliant
limits
FCC §15.203 RSS-Gen §6.8 Antenna Requirement Compliant
FCC §15.207 (a) RSS-Gen §8.8 AC Line Conducted Emissions Compliant
FCC §15.205, §15.209, RSS-GEN § 8.10 & Spurious Emissions Compliant
§15.247(d) RSS-247 §6.6 p P
RSS- Gen§6.7 99% Occupied Bandwidth & 6 dB Emission .
FCC15.247 (2)(2) RSS-247 §6.3.1(a) Bandwidth Compliant
FCC §15.247(b)(3) RSS-247 §6.3.2 Maximum Conducted Output Power Compliant
FCC §15.247(e) RSS-247 §6.3.1(b) Power Spectral Density Compliant
FCC §15.247(d) RSS-247 §6.6 100 kHz Bandw“ggg"ef Frequency Band Compliant
FCC §15.247(d) RSS-247 §6.6 Conducted Spurious Emission Compliant
C63.10 §11.6 C63.10 §11.6 Duty Cycle /
TR-EM-RF012 Page 9 of 131 Version 4.2
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TEST EQUIPMENT LIST
Manufacturer Description Model Serial Number Cal;;):ta:ion Cl;\:li?]';l;it(;n
AC Line Conducted Emissions Test

Rohde & Schwarz EMI Test Receiver ESCI 101120 2026/08/04 2027/08/03
Rohde & Schwarz LISN ENV216 101613 2025/09/18 2026/09/17
Rohde & Schwarz LISN ENV216 101613 2026/08/26 2027/08/25
Rohde & Schwarz Transient Limiter ESH3Z2 DE25985 2025/09/18 2026/09/17
Rohde & Schwarz Transient Limiter ESH3Z72 DE25985 2026/08/26 2027/08/25
Unknown CE Cable Unknown 02821087 2025/09/18 | 2026/09/17
Unknown CE Cable Unknown 1552/3_2510(2,35;): 2026/08/26 2027/08/25

Audix EMI Test software E3 191218 V9(c) NCR NCR

Radiated Emission Test (Below 1GHz)

Rohde & Schwarz EMI Test Receiver ESR3 102455 2026/08/04 2027/08/03
Sonoma instrument Pre-amplifier 310N 186238 2026/08/26 2027/08/25
Sunol Sciences Broadband Antenna JB1 A040904-1 2026/06/26 2029/06/25
Unknown Chamber A Cable Cable Al Cable Al 2026/08/26 2027/08/25
Unknown Chamber A Cable Cable A2 Cable A2 2026/08/26 2027/08/25
BACL Active Loop Antenna 1313-1A 4031911 2024/05/14 2027/05/13
Unknown Chamber A Cable Cable A3 Cable A3 2026/08/26 2027/08/25
Unknown Chamber A Cable Cable A4 Cable A4 2026/08/26 2027/08/25

Audix EMI Test software E3 19821b(V9) NCR NCR
TDK Chamber Chamber A 24 2026/07/03 2029/07/02

Radiated Emission Test (Above 1GHz)

Rohde & Schwarz Spectrum Analyzer FSV40 101605 2026/08/04 2027/08/03
A.H.System Preamplifier PAM-0118P 489 2025/09/08 2026/09/07
Schwarzbeck Horn Antenna BBI(—Iég} )2 oD 1143 2026/07/15 2027/07/14
Unknown Chamber B Cable Cable B1 Cable B1 2025/09/08 2026/09/07
Unknown Chamber B Cable Cable B3 Cable B3 2025/09/08 2026/09/07
Unknown Chamber B Cable Cable B6 Cable B6 2026/07/06 2027/07/05
A.H.System Pre-amplifier PAM-1840VH 190 2025/09/08 2026/09/07
Flectro-echanics Horn Antenna 3116 95102270 | 2023/09/18 | 2026/09/17
Unknown Chamber B Cable Cable B4 Cable B4 2025/09/17 2026/09/16
Unknown Chamber B Cable Cable B5 Cable B5 2025/09/17 2026/09/16

Audix EMI Test software E3 191218 V9(c) NCR NCR
TDK Chamber Chamber B 1# 2026/07/06 2029/07/05
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Manufacturer Description Model Serial Number Calibration Calibration
Date Due Date
RF Conducted Test
Rohde & Schwarz Spectrum Analyzer FSV40-N 102259 2026/08/04 2027/08/03
ANRITSU Microwave peak MA24418A 12622 2026/08/05 | 2027/08/04
power sensor
Unknown 10dB Attenuator Unknown F-03-EM224 2026/06/24 2027/06/23

* Statement of Traceability: Bay Area Compliance Laboratories Corp. (Shenzhen) attests that all calibrations have
been performed in accordance to requirements that traceable to National Primary Standards and International System

of Units (SI).
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REQUIREMENTS AND TEST PROCEDURES

AC Line Conducted Emissions
Applicable Standard
FCC § 15.207 (a) & RSS-GEN §8.8

Unless stated otherwise in the applicable RSS, for radio apparatus that are designed to be connected to the
public utility AC power network, the radio frequency voltage that is conducted back onto the AC power
line on any frequency or frequencies within the range 150 kHz to 30 MHz shall not exceed the limits in
table 4, as measured using a 50 pH / 50 Q line impedance stabilization network. This requirement applies
for the radio frequency voltage measured between each power line and the ground terminal of each AC
power-line mains cable of the EUT.

For an EUT that connects to the AC power lines indirectly, through another device, the requirement for
Compliant with the limits in table 4 shall apply at the terminals of the AC power-line mains cable of a
representative support device, while it provides power to the EUT. The lower limit applies at the boundary
between the frequency ranges. The device used to power the EUT shall be representative of typical
applications.

Table 4 - AC Power Lines Conducted Emission Limits
Frequency range Conducted limit (dBpV)
(MHz) Quasi-Peak Average
0.15-0.5 66 to 56! 56 to 46!
05-5 56 46
5-30 60 50

Note 1: The level decreases linearly with the logarithm of the frequency.

For an EUT with a permanent or detachable antenna operating between 150 kHz and 30 MHz, the AC
power-line conducted emissions must be measured using the following configurations:

(a) Perform the AC power-line conducted emissions test with the antenna connected to determine
Compliant with the limits of table 4 outside the transmitter's fundamental emission band.

(b) Retest with a dummy load instead of the antenna to determine Compliant with the limits of table 4
within the transmitter's fundamental emission band. For a detachable antenna, remove the antenna and
connect a suitable dummy load to the antenna connector. For a permanent antenna, remove the antenna and
terminate the RF output with a dummy load or network that simulates the antenna in the fundamental
frequency band.
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EUT Setup

.~ Wertical Reference
Ground Plane

Test Receiver
“ 40 /
EUT M o oo
a O 0
]
80cm
LISN L
Y ] .~ Il
~ N
Bonded to Horizontal Horizontal Reference
Ground Plane Gzround Plane

Note: 1. Support units were connected to second LISN.
2. Both of LISNs {(AMN) 80 cm from EUT and at the least 30 cm

from other units and other metal planes support units.

The setup of EUT is according with per ANSI C63.10-2020 measurement procedure. The specification
used was with the FCC Part 15.207 & RSS-247/RSS-Gen limits.

The spacing between the peripherals was 10 cm.

The external 1/O cables were draped along the test table and formed a bundle 30 to 40 cm long in the
middle.

EMI Test Receiver Setup
The EMI test receiver was set to investigate the spectrum from 150 kHz to 30 MHz.

During the conducted emission test, the EMI test receiver was set with the following configurations:

Frequency Range RBW

150 kHz — 30 MHz 9 kHz

Test Procedure
Maximizing procedure was performed on the six (6) highest emissions of the EUT.

All final data was recorded in the Quasi-peak and average detection mode.
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Factor & Over Limit Calculation

The factor is calculated by adding LISN VDF (Voltage Division Factor) and Cable Loss. The basic
equation is as follows:

Factor = LISN VDF + Cable Loss

The “Over Limit” column of the following data tables indicates the degree of compliance with the
applicable limit. For example, an over limit of -7 dB means the emission is 7 dB below the limit. The
equation for margin calculation is as follows:

Over Limit = level — Limit
Level= reading level+ Factor

Note: The term "cable loss" refers to the combination of a cable and a 10dB transient limiter (attenuator).
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Spurious Emissions

Applicable Standard

FCC §15.247 (d); §15.209; §15.205; RSS-247 §6.6, RSS-GEN §8.10

EUT Setup
9 kHz-30MHz:

1m above the

Ant. Tow
\ ground
EUT& 3m - /
Support Units
e e I
Turn Table
S /
oam} | e
Ground Plane
Test Receive;:
ML oooa
D 0O @ 1
30MHz-1GHz:
Ant. Tow Ldm
\ Yariahle
EUT& | 3m -] /
Support Units
e I
Turn Table
J— /
0.3m t w
round Plane
Test Receivegt:
N  —
Mo oo e
[ w R 2 I = 1
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Above 1GHz:

Ant. Tow 1-d4m
Variahle
EUT& /

Support Units
—Cb—C]
Tuarn Table

. ~
on} sashiibitiiis

Ground Plane

Spectrum Analyzer

\m

aco
Qo
a o

QC
=

The radiated emission tests were performed in the 3 meters test site, using the setup accordance with the
ANSI C63.10-2020 & RSS-Gen. The specification used was the FCC 15.205, FCC 15.209, FCC 15.247,
RSS-Gen and RSS-247 limits.

The external I/O cables were draped along the test table and formed a bundle 30 to 40 cm long in the
middle.

EMI Test Receiver & Spectrum Analyzer Setup

The system was investigated from 9 kHz to 25 GHz.

During the radiated emission test, the EMI test receiver & Spectrum Analyzer Setup were set with the
following configurations:

9 kHz-1GHz:
Frequency Range RBW Video B/'W IF B/'W Measurement Detector
/ / 200 Hz P P
9 kHz - 150 kHz Q Q
300 Hz 1 kHz / PK Peak
/ / 9 kHz P P
150 kHz — 30 MHz Q Q
10 kHz 30 kHz / PK Peak
/ / 120 kHz QP QP
30 MHz — 1000 MHz
120 kHz 500 kHz / PK Peak
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1-25GHz:
Pre-scan
Measurement Duty cycle RBW Video B/W Detector
PK Any IMHz 3 MHz Peak
>98% IMHz 1 kHz Peak
AV >1/Ton, not less
0, i
<98% IMHz than 1kHz Peak
Final measurement for emission identified during pre-scan
Measurement Duty cycle RBW Video B/'W Detector
PK Any IMHz 3 MHz Peak
AV >98% 1MHz 10 Hz Peak
<98% IMHz >1/Ton Peak

Note: Ton is minimum transmission duration

If the maximized peak measured value complies with under the QP/Average limit more than 6dB, then it is
unnecessary to perform an QP/Average measurement.

Test Procedure

Maximizing procedure was performed on the highest emissions to ensure that the EUT complied with all
installation combinations.

All final data was recorded in Quasi-peak detection mode except for the frequency bands 9-90 kHz, 110—
490 kHz and above 1000 MHz, average detection modes for frequency bands 9-90 kHz and 110-490 kHz,
peak and average detection modes for frequencies above 1 GHz.

For 9 kHz-30MHz, the report shall list the six emissions with the smallest margin relative to the limit, for
each of the three antenna orientations (parallel, perpendicular, and ground-parallel) unless the margin is
greater than 20 dB.

All emissions under the average limit and under the noise floor have not recorded in the report.

Factor & Over Limit/Margin Calculation

The Factor is calculated by adding the Antenna Factor and Cable Loss, and subtracting the Amplifier Gain.
The basic equation is as follows:

Factor = Antenna Factor + Cable Loss - Amplifier Gain
The “Over Limit/Margin” column of the following data tables indicates the degree of compliance with
the applicable limit. For example, an Over Limit/margin of -7dB means the emission is 7dB below the

limit. The equation for calculation is as follows:

Over Limit/Margin = Level/Corrected Amplitude — Limit
Level / Corrected Amplitude = Read Level + Factor
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99% Occupied Bandwidth & 6 dB Emission Bandwidth
Applicable Standard
According to FCC §15.247(a) (2)

Systems using digital modulation techniques may operate in the 902-928 MHz, 2400-2483.5 MHz, and
5725-5850 MHz bands. The minimum 6 dB bandwidth shall be at least 500 kHz.

According to RSS-247 §6.3.1(a)
The minimum 6 dB bandwidth shall be 500 kHz.
According to RSS-Gen §6.7

The occupied bandwidth or the “99% emission bandwidth” is defined as the frequency range between two
points, one above and the other below the carrier frequency, within which 99% of the total transmitted
power of the fundamental transmitted emission is contained. The occupied bandwidth shall be reported for
all equipment in addition to the specified bandwidth required in the applicable RSSs.

In some cases, the “x dB bandwidth” is required, which is defined as the frequency range between two
points, one at the lowest frequency below and one at the highest frequency above the carrier frequency, at
which the maximum power level of the transmitted emission is attenuated x dB below the maximum in-
band power level of the modulated signal, where the two points are on the outskirts of the in-band
emission.

The following conditions shall be observed for measuring the occupied bandwidth and x dB bandwidth:

e The transmitter shall be operated at its maximum carrier power measured under normal test
conditions.

e The span of the spectrum analyzer shall be set large enough to capture all products of the
modulation process, including the emission skirts, around the carrier frequency, but small enough
to avoid having other emissions (e.g. on adjacent channels) within the span.

e The detector of the spectrum analyzer shall be set to “Sample”. However, a peak, or peak hold,
may be used in place of the sampling detector since this usually produces a wider bandwidth than
the actual bandwidth (worst-case measurement). Use of a peak hold (or “Max Hold”’) may be
necessary to determine the occupied / x dB bandwidth if the device is not transmitting
continuously.

e The resolution bandwidth (RBW) shall be in the range of 1% to 5% of the actual occupied / x dB
bandwidth and the video bandwidth (VBW) shall not be smaller than three times the RBW value.
Video averaging is not permitted.

Note: It may be necessary to repeat the measurement a few times until the RBW and VBW are in
compliance with the above requirement.

For the 99% emission bandwidth, the trace data points are recovered and directly summed in linear power
level terms. The recovered amplitude data points, beginning at the lowest frequency, are placed in a
running sum until 0.5% of the total is reached, and that frequency recorded. The process is repeated for the
highest frequency data points (starting at the highest frequency, at the right side of the span, and going
down in frequency). This frequency is then recorded. The difference between the two recorded frequencies
is the occupied bandwidth (or the 99% emission bandwidth).
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Test Procedure

Test Method: ANSI C63.10-2020 Clause 11.8.1 & Clause 6.9.3

The steps for the first option are as follows:

a) Set RBW = shall be in the range of 1% to 5% of the OBW but not less than 100 kHz.
b) Set the VBW >[3 x RBW].

¢) Detector = peak.

d) Trace mode = max-hold.

e) Sweep = No faster than coupled (auto) time.

f) Allow the trace to stabilize.

g) Measure the maximum width of the emission by placing two markers, one at the lowest frequency
and the other at the highest frequency of the envelope of the spectral display, such that each marker

is at or slightly below the “—6 dB down amplitude”. If a marker is below this “—6 dB down amplitude”
value, then it shall be as close as possible to this value.

The occupied bandwidth is the frequency bandwidth such that, below its lower and above its upper
frequency limits, the mean powers are each equal to 0.5% of the total mean power of the given emission.
The following procedure shall be used for measuring 99% power bandwidth:

a) The instrument center frequency is set to the nominal EUT channel center frequency. The frequency
span for the spectrum analyzer shall be between 1.5 times and 5.0 times the OBW.

b) The nominal IF filter bandwidth (3 dB RBW) shall be in the range of 1% to 5% of the OBW, and
VBW shall be at least three times the RBW, unless otherwise specified by the applicable requirement.

c) Set the reference level of the instrument as required, keeping the signal from exceeding the maximum
input mixer level for linear operation. In general, the peak of the spectral envelope shall be more than [10
log (OBW/RBW)] below the reference level. Specific guidance is given in 4.1.6.2.

d) Step a) through step ¢) might require iteration to adjust within the specified range.

e) Video averaging is not permitted. Where practical, a sample detection and single sweep mode shall be
used. Otherwise, peak detection and max-hold mode (until the trace stabilizes) shall be used.

f) Use the 99% power bandwidth function of the instrument (if available) and report the measured
bandwidth.

g) If the instrument does not have a 99% power bandwidth function, then the trace data points are
recovered and directly summed in linear power terms. The recovered amplitude data points, beginning at
the lowest frequency, are placed in a running sum until 0.5% of the total is reached; that frequency is
recorded as the lower frequency. The process is repeated until 99.5% of the total is reached; that frequency
is recorded as the upper frequency. The 99% power bandwidth is the difference between these two
frequencies.
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h) The occupied bandwidth shall be reported by providing spectral plot(s) of the measuring instrument
display; the plot axes and the scale units per division shall be clearly labeled. Tabular data may be reported

in addition to the plot(s).
EUT ‘ 1 Spectrum Analyzer

Attenuator

Note: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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Maximum Conducted OQutput Power
Applicable Standard

According to FCC §15.247(b) (3), for systems using digital modulation in the 902-928 MHz, 2400-2483.5
MHz, and 5725-5850 MHz bands: 1 Watt. As an alternative to a peak power measurement, Compliant with
the one Watt limit can be based on a measurement of the maximum conducted output power. Maximum
Conducted Output Power is defined as the total transmit power delivered to all antennas and antenna
elements averaged across all symbols in the signaling alphabet when the transmitter is operating at its
maximum power control level. Power must be summed across all antennas and antenna elements. The
average must not include any time intervals during which the transmitter is off or is transmitting at a
reduced power level. If multiple modes of operation are possible (e.g., alternative modulation methods),
the maximum conducted output power is the highest total transmit power occurring in any mode.

According to RSS-247§6.3.2 For DTS operating in the band 2400-2483.5 MHz, the maximum peak
conducted output power shall not exceed 1W, and the e.i.r.p. shall not exceed 4 W, except as provided in
section 6.5 a) and b).

Test Procedure

Test method: ANSI C63.10-2020 clause 11.9.1.2 for peak power method or clause 11.9.2.3.2 for average
power method.

Place the EUT on a bench and set it in transmitting mode.
2. Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to one
test equipment.

3. Add a correction factor to the display.

EUT qT Power Meter

Attenuator

Note 1: A short RF cable with low cable loss connected to the EUT antenna port, which was provided by
client or lab, the cable loss was add with offset into test equipment, the total offset consists of attenuator

and/or RF cable and/or power splitter loss
Note 2: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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Power Spectral Density

Applicable Standard

According to FCC §15.247(e):

For digitally modulated systems, the power spectral density conducted from the intentional radiator to the
antenna shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous
transmission. This power spectral density shall be determined in accordance with the provisions of
paragraph (b) of this section. The same method of determining the conducted output power shall be used to
determine the power spectral density.

According to RSS-247 §6.3.1(b):

The transmitter power spectral density conducted from the transmitter to the antenna(s) shall not be greater
than 8 dBm/3 kHz band during any time interval of continuous transmission. This power spectral density
shall be determined in accordance with the provisions of section 6.3.2. The power spectral density shall be
determined using the same method as is used to determine the maximum conducted output power.

Test Procedure

Test Method: ANSI C63.10-2020 Clause 11.10.2

The following procedure shall be used if maximum peak conducted output power was used to determine
compliance, and it is optional if the maximum conducted (average) output power was used to determine
compliance:

a) Set analyzer center frequency to DTS channel center frequency.

b) Set the span >1.5 times the DTS bandwidth.

c) Set the RBW to 3 kHz < RBW <100 kHz.

d) Set the VBW >[3 x RBW].

e) Detector = peak.

f) Sweep time = No faster than coupled (auto) time.

g) Trace mode = max-hold.

h) Allow trace to fully stabilize.

1) Use the peak marker function to determine the maximum amplitude level within the RBW.

j) If measured value exceeds requirement, then reduce RBW (but no less than 3 kHz) and repeat.

EUT ‘ 1 Spectrum Analyzer

Attenuator

Note 1: A short RF cable with low cable loss connected to the EUT antenna port, which was provided by
client or lab, the cable loss was add with offset into test equipment, the total offset consists of attenuator

and/or RF cable and/or power splitter loss
Note 2: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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100 kHz Bandwidth of Frequency Band Edge
Applicable Standard
According to FCC §15.247(d).

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator
shall be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level
of the desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates Compliant with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20
dB. Attenuation below the general limits specified in §15.209(a) is not required. In addition, radiated
emissions which fall in the restricted bands, as defined in §15.205(a), must also comply with the radiated
emission limits specified in §15.209(a) (see §15.205(c)).

According to RSS-247 § 6.6,

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
device, or hybrid system is operating,, the RF power that is produced shall be at least 20 dB below that in
the 100 kHz bandwidth within the band that contains the highest level of the desired power— based on
either an RF conducted or a radiated measurement— provided that the transmitter demonstrates compliance
with the peak conducted power limits. If the transmitter complies with the conducted power limits based
on the use of root-mean-square averaging over a time interval, as permitted under section 6.3.2, the
attenuation required shall be 30 dB instead of 20dB. Attenuation below the general field strength limits
specified in RSS-Gen is not required.

Test Procedure
Test Method: ANSI C63.10-2020 Clause 11.11.3

Establish an emission level by using the following procedure:
a) Set the center frequency and span to encompass frequency range to be measured. Note that the
frequency range might need to be divided into multiple frequency ranges to retain frequency
resolution.

NOTE—the number of points can also be increased for large spans to retain frequency resolution

b) Set the RBW = 100 kHz.

c) Set the VBW > [3 x RBW].

d) Detector = peak.

e) Sweep time = No faster than coupled (auto) time.

) Trace mode = max-hold.

g) Allow trace to fully stabilize.

h) Use the peak marker function to determine the maximum amplitude level.

Ensure that the amplitude of all unwanted emissions outside of the authorized frequency band (excluding
restricted frequency bands) is attenuated by at least the minimum requirements specified in 11.11. Report
the three highest emissions relative to the limit.
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EUT # Spectrum Analyzer

Att t
Note: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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Conducted Spurious Emission
Applicable Standard
According to FCC §15.247(d).

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator
shall be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level
of the desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20
dB. Attenuation below the general limits specified in §15.209(a) is not required. In addition, radiated
emissions which fall in the restricted bands, as defined in §15.205(a), must also comply with the radiated
emission limits specified in §15.209(a) (see §15.205(c)).

According to RSS-247 § 6.6,

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
device, or hybrid system is operating,, the RF power that is produced shall be at least 20 dB below that in
the 100 kHz bandwidth within the band that contains the highest level of the desired power— based on
either an RF conducted or a radiated measurement— provided that the transmitter demonstrates compliance
with the peak conducted power limits. If the transmitter complies with the conducted power limits based
on the use of root-mean-square averaging over a time interval, as permitted under section 6.3.2, the
attenuation required shall be 30 dB instead of 20dB. Attenuation below the general field strength limits
specified in RSS-Gen is not required.

Test Procedure
Test Method: ANSI C63.10-2020 Clause 11.11.3

Establish an emission level by using the following procedure:
a) Set the center frequency and span to encompass frequency range to be measured. Note that the
frequency range might need to be divided into multiple frequency ranges to retain frequency resolution.

NOTE—the number of points can also be increased for large spans to retain frequency resolution

b) Set the RBW =100 kHz.

c) Set the VBW > [3 x RBW].

d) Detector = peak.

e) Sweep time = No faster than coupled (auto) time.

f) Trace mode = max-hold.

g) Allow trace to fully stabilize.

h) Use the peak marker function to determine the maximum amplitude level.

Ensure that the amplitude of all unwanted emissions outside of the authorized frequency band (excluding
restricted frequency bands) is attenuated by at least the minimum requirements specified in 11.11. Report
the three highest emissions relative to the limit.
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EUT ‘ #T Spectrum Analyzer

Attenuator

Note 1: A short RF cable with low cable loss connected to the EUT antenna port, which was provided by
client or lab, the worst case cable loss was add with offset into test equipment, the total offset consists of

attenuator and/or RF cable and/or power splitter loss
Note 2: Offset (12.5dB) = Attenuator (10dB) + Cable loss (2.5dB)
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Duty Cycle
Test Procedure

According to ANSI C63.10-2020 Section 11.6

Measurements of duty cycle and transmission duration shall be performed using one of the following
techniques:

a) A diode detector and an oscilloscope that together have a sufficiently short response time to permit
accurate measurements of the ON and OFF times of the transmitted signal.

b) The zero-span mode on a spectrum analyzer or EMI receiver if the response time and spacing between
bins on the sweep are sufficient to permit accurate measurements of the ON and OFF times of the
transmitted signal:

1) Set the center frequency of the instrument to the center frequency of the transmission.
2) Set RBW > OBW if possible; otherwise, set RBW to the largest available value.
3) Set VBW > RBW. Set detector = peak or average.

4) The zero-span measurement method shall not be used unless both RBW and VBW are > 50/T and the
number of sweep points across duration T exceeds 100. (For example, if VBW and/or RBW are limited to
3 MHz, then the zero-span method of measuring the duty cycle shall not be used if T < 16.7 ps.)

EUT ‘ 1 Spectrum Analyzer

Attenuator
Note: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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RF EXPOSURE EVALUATION

MAXIMUM PERMISSIBLE EXPOSURE (MPE)

Applicable Standard

According to subpart §1.1310, systems operating under the provisions of this section shall be operated in a
manner that ensures that the public is not exposed to radio frequency energy level in excess of the
Commission’s guidelines.

Limits for Maximum Permissible Exposure (MPE) (§1.1310, §2.1091)

(B) Limits for General Population/Uncontrolled Exposure

Frequency Range Electric Field Magnetic Field Power Density Averaging Time
(MHz) Strength (V/m) Strength (A/m) (mW/cm?) (minutes)
0.3-1.34 614 1.63 *(100) 30
1.34-30 824/t 2.19/f *(180/?) 30
30-300 27.5 0.073 0.2 30
300-1500 / / /1500 30
1500-100,000 / / 1.0 30

f = frequency in MHz; * = Plane-wave equivalent power density;

According to §1.1310 and §2.1091 RF exposure is calculated.

Result

Calculation formula:

Prediction of power density at the distance of the applicable MPE limit

S = PG/4nR? = power density (in appropriate units, e.g. mW/cm?);

P = power input to the antenna (in appropriate units, e.g., mW);

G = power gain of the antenna in the direction of interest relative to an isotropic radiator, the power gain
factor, is normally numeric gain;

R = distance to the center of radiation of the antenna (appropriate units, e.g., cm);

For simultaneously transmit system, the calculated power density should comply with:

Sz

= 5

mii.g
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Calculated Data:

For worst case:

. Max Tune-up Evaluati P MPE
Antenna Gain® valuation ower
Mode Fr(elgllgg)c y Power” Distance Density Limit
(dBi) | (numeric) | (dBm) | (mW) (cm) (mW/cm?) | (mW/cm?)
2.4G Wi-Fi | 2412-2472 1.97 1.57 28.0 630.96 20 0.1971 1
] . Maximum EIRP | Evaluation Power MPE
Mode Frg\(/][lllle;cy M?;]‘;m‘l;/m E_; — Distance Density Limit
(@BuV/m@3m) | (dBm) | (mW) cm) | (mWem?) | (mW/em?)
RFID 13.56 70.05 -25.15 0.0031 20 0.00000062 0.979
Note:

1) The tune up conducted power and antenna gain was declared by the applicant.
2) For RFID, EIRP = E-Field — 95.2 @3m
3) Four RFID antennas cannot transmit simultaneously.

Simultaneous transmitting consideration (worst case):

The ratio= MPEggp/limit+ MPE; 46 wir/limit =0.00000062/0.979+0.1971/1=0.197<1.0,

so simultaneous exposure is compliant.

To maintain compliance with the FCC’s RF exposure guidelines, place the equipment at least 20cm from
nearby persons.

Result: Compliant
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Field reference level exposure exemption limits

Applicable Standard

According to RSS-102 Issue 6§6.6:

Field reference level (FRL) exposure evaluation is required if the separation distance between the user
and/or bystander and the device’s radiating element is greater than 20 cm (i.e. mobile devices), except

when the device operates as follows:

* below 20 MHz and the source-based, time-averaged maximum EIRP of the device is equal to or less than
1 W (adjusted for tune-up tolerance)

* at or above 20 MHz and below 48 MHz and the source-based, time-averaged maximum EIRP of the
device is equal to or less than 4.49/f%° W (adjusted for tune-up tolerance), where f is in MHz

* at or above 48 MHz and below 300 MHz and the source-based, time-averaged maximum EIRP of the
device is equal to or less than 0.6 W (adjusted for tune-up tolerance)

* at or above 300 MHz and below 6 GHz and the source-based, time-averaged maximum EIRP of the
device is equal to or less than 1.31 x 1072f 06834 I}/ (adjusted for tune-up tolerance), where f is in MHz

* at or above 6 GHz and the source-based, time-averaged maximum EIRP of the device is equal to or less

than 5 W (adjusted for tune-up tolerance) In these cases, the information contained in the RF exposure
technical brief may be limited to information that demonstrates how the EIRP was derived.

Calculated Data:

For worst case:

Maximum tune- | A ptenna Gain? | V12XiMum tune-up | Eyaluation .
Mode LRI up conducted EIRP Distance Limit
(MHz) #(dB . (mW)
power” (dBm) (dBi) (dBm) | (mW) (m)
2.4G Wi-Fi 2412-2472 28.0 1.97 29.97 993.12 0.2 2684
Mode Frequency | Maximum E-Field Maximum EIRP El;?sl:l::lzn EIRP Limit
(MHz) (dBuV/m@3m) (dBm) (mW) i) (mW)
RFID 13.56 70.05 -25.15 0.003 0.2 1000

Note: 1. The tune up conducted power and antenna gain was declared by the applicant.
2. For RFID, EIRP = E-Field — 95.2 @3m
3. Four RFID antennas cannot transmit simultaneously.

Simultaneous transmitting consideration (worst case):

The ratio= EIRP ggip /limit + EIRP ; 4¢/limit = 0.003/1000+993.12/2684 =0.370<1.0

So simultaneous exposure is compliant.

Result: Compliant

Note: To maintain compliance with the RF exposure guidelines, place the equipment at least 20cm
from nearby persons.
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ANTENNA REQUIREMENT

Applicable Standard

According to § 15.203, an intentional radiator shall be designed to ensure that no antenna other than that
furnished by the responsible party shall be used with the device. The use of a permanently attached
antenna or of an antenna that uses a unique coupling to the intentional radiator shall be considered
sufficient to comply with the provisions of this section. The manufacturer may design the unit so that a
broken antenna can be replaced by the user, but the user of a standard antenna jack or electrical connector
is prohibited. The structure and application of the EUT were analyzed to determine Compliant with section
§15.203 of the rules. §15.203 state that the subject device must meet the following criteria:

a. Antenna must be permanently attached to the unit.

b. Antenna must use a unique type of connector to attach to the EUT.

c. Unit must be professionally installed, and installer shall be responsible for verifying that the correct
antenna is employed with the unit.

And according to FCC 47 CFR section 15.247 (b), if the transmitting antennas of directional gain greater
than 6dBi are used, the power shall be reduced by the amount in dB that the directional gain of the antenna
exceeds 6 dBi.

According to RSS-Gen §6.8,

The applicant for equipment certification shall provide a list of all antenna types that may be used with the
transmitter, where applicable (i.e. for transmitters with detachable antenna), indicating the maximum
permissible antenna gain (in dBi) and the required impedance for each antenna. The test report shall
demonstrate the Compliant of the transmitter with the limit for maximum equivalent isotropically radiated
power (e.i.r.p.) specified in the applicable RSS, when the transmitter is equipped with any antenna type,
selected from this list.

For expediting the testing, measurements may be performed using only the antenna with highest gain of
each combination of transmitter and antenna type, with the transmitter output power set at the maximum
level. However, the transmitter shall comply with the applicable requirements under all operational
conditions and when in combination with any type of antenna from the list provided in the test report (and
in the notice to be included in the user manual, provided below).

When measurements at the antenna port are used to determine the RF output power, the effective gain of
the device’s antenna shall be stated, based on a measurement or on data from the antenna’s manufacturer.

The test report shall state the RF power, output power setting and spurious emission measurements with
each antenna type that is used with the transmitter being tested.

For licence-exempt equipment with detachable antennas, the user manual shall also contain the following
notice in a conspicuous location:

This radio transmitter [enter the device’s ISED certification number] has been approved by Innovation,
Science and Economic Development Canada to operate with the antenna types listed below, with the
maximum permissible gain indicated. Antenna types not included in this list that have a gain greater than
the maximum gain indicated for any type listed are strictly prohibited for use with this device.

Immediately following the above notice, the manufacturer shall provide a list of all antenna types which
can be used with the transmitter, indicating the maximum permissible antenna gain (in dBi) and the
required impedance for each antenna type.
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Antenna Connector Construction

The EUT has an internal antenna arrangement, which was permanently attached, the antenna gain® is
1.97dBi, fulfill the requirement of this section. Please refer to the EUT photos.

Result: Compliant
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TEST DATA AND RESULTS

AC Line Conducted Emissions

Environmental Conditions

Temperature _ Relative Humidity _
©C) 24.6~25.2 (%) 53~64
ATM Pressure q .
(kPa) 99.7~101.1 Test engineer | Macy.shi
Test date | 2026/8/19~2026/10/13
EUT operation mode | Transmitting (Maximum output power mode, 802.11b 2412MHz)
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AC 120V/60 Hz:

For CFS nano unit:

Level (dBuV)

AC 120V/60 Hz, Line

Date: 2026-09-24

20
85.0
80.0
75.0
70.0
65.0
60.0 ap
55.0
50.0
45.0
40.0
35.0
30.0
25.0
20.0
15.0
10.0
5.0
0
A5 .2 5 1 2 5 10 20 30
Frequency (MHz)
Condition: Line
Project 2681U16169E-RF
tester Macy.shi Note:2.4G WIFI Transmitting
Setting RBW: 9kHz
Read LISN Cable Limit Over
Freq Level Level Factor Loss Line Limit Remark
MHz dBuv dBuV dB dB dBuv dB
1 @.384 6.72 26.45 9.78 18.83 48.19 -21.74 Average
2 @.384 11.32 31.05 9.78 10.83 58.19 -27.14 QP
3 1.345 -1.58 18.61 9.9 10.21 46.00 -27.39 Average
4 1.345 5.46 25.57 9.90 10.21 56.00 -30.43 QP
5 2.807 6.52 26.62 9.90 160.20 46.00 -19.38 Average
6 2.807 19.13 39.23 9.90 10.20 56.00 -16.77 QP
7 2.916 7.83 27.13 9.8 106.20 46.00 -18.87 Average
8 2.916 19.16 39.26 9.9¢ 10.20 56.00 -16.74 QP
9 4.161 3.60 23.71 9.99 108.21 46.00 -22.29 Average
10 4.161 12.20 32.31 9.980 10.21 56.00 -23.69 QP
11 5.517 12.76 32.91 9.98 10.25 508.00 -17.99 Average
12 5.517 23.16 43.31 9.90 10.25 60.00 -16.69 QP
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Level (dBuV)

AC 120V/60 Hz, Neutral

Date: 2026-09-24

80
85.0
80.0
75.0
70.0
65.0
60.0 | Qp
55.0
50.0 | all
45.0 2
40.0
35.0 1
30.0
25.0
20.0
15.0
10.0
5.0
A5 2 5 1 2 10 20 30
Frequency (MHz)
Condition: neutral
Project 2601U16169E-RF
tester Macy.shi Note:2.4G WIFI Transmitting
Setting RBW:9kHz
Read LISN Cable Limit Over
Freq Level Level Factor Loss Line Limit Remark
MHz dBuv dBuVv dB dB dBuv dB
1 8.383 4.80 24.43 9.60 10.03 48.21 -23.78 Average
2 8.383 10.93 38.56 9.60 10.83 58.21 -27.65 QP
3 1.771 -2.74 17.06 9.60 16.20 46.00 -28.94 Average
4 1.771 5.54 25.34 9.60 106.20 56.00 -30.66 QP
5 2.917 7.15 26.95 9.60 10.20 46.00 -19.05 Average
6 2.917 19.06 38.86 9.60 10.20 56.80 -17.14 QP
7 3.7408 2.15 21.96 9.60 10.21 46.00 -24.84 Average
8 3.748 11.62 31.43 9.60 10.21 56.08 -24.57 QP
9 4.837 2.45 22.26 9.60 10.21 46.88 -23.74 Average
10 4.837 11.58 31.39 9.60 10.21 56.00 -24.61 QP
11 5.517 12.89 32.80 9.66 16.25 50.00 -17.20 Average
12 5.517 23.22 43.13 9.66 10.25 66.00 -16.87 QP
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

For CFS FLX:
AC 120V/60 Hz, Line
guLEVEI (dBuV) Date: 2026-08-19
85.0
80.0
75.0
70.0
65.0
60.0 el
55.0
50.0 AV
45.0
40.0
35.0
30.0 : 1
25.0
20.0
15.0
10.0
5.0
0
A5 .2 5 1 2 10 20 30
Frequency (MHz)
Condition: Line
Project 2681U16169E-RF
tester Macy.shi Note:2.4G WIFI Transmitting
Setting RBW: 9kHz
Read LISN Cable Limit  Over
Freq Level Level Factor Loss Line Limit Remark
MHz dBuvV dBuV dB dB dBuvV dB
1 @.383 8.32 27.95 9.680 10.83 48.21 -20.26 Average
2 @.383 13.55 33.18 9.680 10.83 58.21 -25.83 QP
3 @.589 -1.21 18.43 9.60 10.84 46.00 -27.57 Average
4 0.589 6.93 26.57 9.60 10.84 56.00 -29.43 QP
5 2.756 8.46 28.26 9.60 10.20 46.00 -17.74 Average
6 2.756 19.61 39.41 9.60 10.20 56.00 -16.59 QP
7 3.851 -1.14 18.67 9.680 16.21 46.00 -27.33 Average
8 3.851 18.14 29.95 9.680 16.21 56.00 -26.85 QP
9 4.790@ 2.87 21.93 9.63 10.23 46.00 -24.87 Average
1@ 4.790 12.34 32.20 9.63 10.23 56.00 -23.80 QP
11 5.520 8.25 28.16 9.66 10.25 508.00 -21.34 Average
12 5.520 18.96 38.87 9.66 10.25 60.00 -21.13 QP
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Report No.: 2601U16169E-RFA

Level (dBuV)

AC 120V/60 Hz, Neutral

Date: 2026-08-19

90
85.0
80.0
75.0
70.0
65.0
60.0 Qp
55.0
50.0 all
45.0 2
40.0
35.0 1
30.0
25.0
20.0
15.0
10.0
5.0
A5 .2 ] 1 2 10 20 30
Frequency (MHz)
Condition: neutral
Project 2601U16169E-RF
tester Macy.shi Note:2.4G WIFI Transmitting
Setting RBW:9kHz
Read LISN Cable Limit Over
Freq Level Level Factor Loss Line Limit Remark
MHz dBuv dBuv dB dB dBuv dB
1 a.188 6.86 26.49 9.60 10.83 54.11 -27.62 Average
2 0.188 15.14 34.77 9.60 10.83 64.11 -29.34 QP
3 0.382 5.91 25.54 9.680 16.83 A48.23 -22.69 Average
4 @.382 10.32 29.95 9.680 10.83 58.23 -28.28 QP
5 1.457 -1.92 17.89 9.60 10.21 46.00 -28.11 Average
6 1.457 6.1 25.91 9.60 10.21 56.00 -30.89 QP
7 2.826 5.60 25.40 9.60 10.20 46.00 -20.00 Average
8 2.820 19.84 39.04 9.60 10.20 56.00 -16.30 QP
9 2.927 6.57 26.37 9.60 10.20 46.00 -19.63 Average
1@ 2.927 18.49 38.29 9.60 10.20 56.00 -17.71 QP
11 5.518 18.72 38.63 9.66 16.25 50.00 -19.37 Average
12 5.518 21.71 41.62 9.66 10.25 60.00 -18.38 QP
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Report No.: 2601U16169E-RFA

AC 240V/60 Hz:

For CFS FLX: worst case

AC 240V/60 Hz, Line

Date: 2026-10-13

gl]Lemal (dBuV)
85.0
80.0
75.0
70.0
65.0
60.0 QP
55.0
50.0 all
45.0
40.0
35.0
30.0
25.0 1
20.0
15.0
10.0
5.0
0
A5 .2 ] 1 2 10 20 30
Frequency (MHz)
Condition: Line
Project 2601Ul16169E-RF
tester Macy.shi Note:2.4G WIFI Transmitting
Setting RBW:9kHz
Read LISN Cable Limit  Over
Freq Level Level Factor Loss Line Limit Remark
MHz dBuv dBuv dB dB dBuv dB
1 8.198 6.01 25.84 9.60 10.02 53.68 -28.84 Average
2 @.198 16.40 36.83 9.60 10.83 63.68 -27.65 QP
3 2.686 7.48 27.28 9.60 10.20 46.00 -18.72 Average
4 2.686 21.02 40.82 9.60 10.20 56.00 -15.18 QP
5 2.751 7.20 27.80 9.680 10.20 46.00 -19.00 Average
6 2.751 20.83 408.63 9.60 10.20 56.00 -15.37 QP
7 3.661 -1.30 18.51 9.60 10.21 46.00 -27.49 Average
8 3.661 8.88 28.69 9.60 10.21 56.00 -27.31 QP
9 5.482 8.68 28.58 9.006 10.24 50.00 -21.42 Average
1@ 5.482 16.48 36.38 9.66 10.24 60.00 -23.62 QP
11 5.702 3.78 23.89 9.66 160.25 50.00 -26.31 Average
12 5.762 15.55 35.46 9.66 10.25 60.00 -24.54 QP
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Report No.: 2601U16169E-RFA

AC 240V/60 Hz, Neutral
BDLEVEI (dBuV) Date: 2026-10-13
85.0
80.0
75.0
70.0
65.0
60.0 | Qp
55.0
50.0 | all
45.0 3
40.0
35.0
30.0 1
25.0 T
20.0
15.0
10.0
5.0
0
A5 .2 ] 1 2 10 20 30
Frequency (MHz)
Condition: neutral
Project 2601U16169E-RF
tester Macy.shi Note:2.4G WIFI Transmitting
Setting RBW:9kHz
Read LISN Cable Limit Over
Freq Level Level Factor Loss Line Limit Remark
MHz dBuv dBuv dB dB dBuv dB
1 a.184 6.56 26.19 9.60 10.83 53.87 -27.68 Average
2 @.1%84 17.51 37.14 9.60 10.83 63.87 -26.73 QP
3 2.686 7.54 27.34 9.60 10.20 46.00 -18.66 Average
4 2.686 21.42 41.22 9.60 10.20 56.00 -14.78 QP
5 3.472 1.62 21.43 9.60 10.21 46.00 -24.57 Average
6 3.472 10.34 30.15 9.60 10.21 56.00 -25.85 QP
7 5.878 1.93 21.81 9.64 10.24 50.00 -28.19 Average
8 5.878 16.01 35.89 9.64 10.24 60.00 -24.11 QP
9 5.482 9.95 29.85 9.66 10.24 50.00 -20.15 Average
1@ 5.482 13.69 38.59 9.66 10.24 60.00 -21.41 QP
11 5.672 8.46 28.31 9.66 16.25 50.00 -21.69 Average
12 5.672 18.68 38.59 9.66 10.25 60.00 -21.41 QP
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Spurious Emissions

Environmental Conditions

Temperature Relative Humidity
©C) 22.4~25.1 (%) 55~57
ATM Pressure (kPa): | 99.8~101.6 Test engineer: | Anson Su& Alex Yan & Leon Guo
Below 1GHz: 2026.08.27~2026/09/24
Test date:

Above 1GHz: 2026.08.06

EUT operation mode:

Below 1GHz: Transmitting (Maximum output power mode, 802.11b 2412MHz)
Above 1GHz: Transmitting

Note:

1. For the radiated spurious emission below 30MHz, only the worst case (parallel) was
recorded.

2. For the radiated spurious emission below 1GHz, When the test result of peak was less
than the limit of QP/Average more than 6dB, just peak value were recorded.

3. The spurious emission from 9 kHz-30MHz of IC RSS-GEN standard, the unit of final
result on the test plots are dBuV/m, so the limit should be added by 51,5 dB from dBpA/m
to dBpuV/m.
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Below 1GHz:
For CFS nano unit:

9kHz-150kHz

130 Level {dBuVim) Date: 2026-08-27

120

QP

100

80

0
009 02 05 A A5
Frequency (MHz)
Site : Chamber A
Condition : 3m
Project Number : 2601U16169E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 8.3/1kHz
Tester : Anson Su
Read Limit Over

Freq Factor Level Level Line Limit Remark

MHz dB/m dBuY dBuV/m dBuV/m dB

LB11 32.28 23.99 56.19 127.14 -78.95 Peak
@18 3@8.78 28.%1 51.21 122.29 -71.88 Peak
@38 27.86 21.89 49.55 116.46 -66.91 Peak
.B64  25.88 29.41 45.41 111.48 -66.87 Peak
Jlee 22.82 28.58 42.68 187.683 -65.83 Peak
L126 28.47 18.8% 39.32 185.60 -66.28 Peak

[NV, QN O TR U
TEPOO®
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150kHz-30MHz

Level ({dBuV/m) Date: 2026-08-27

130
120
100
a0
QP
&0
1
2
40 315 g
20
0
A5 2 5 1 2 5 10 20 30
Frequency (MHz)
Site : Chamber A
Condition : 3m
Project Number : 2601U16169E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 18/38kHz
Tester : Anson Su
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz dB/m  dBuV dBuV/m dBuV/m dB
1 @.574 5.48 34.32 39.88 72.39 -32.59 Peak
2 a8.731 3.55 33.79 37.34 78.25 -32.91 Peak
3 @.921 1.79 34.48 36.27 63.28 -31.93 Peak
4 1.879 @.98 33.34 34.32 66.839 -32.48 Peak
5 1.298 @.37 33.88 33.97 R5.16 -31.19 Peak
B 1.525 -8.27 32.58 32.31 B3.73 -31.42 Peak
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30MHz-1GHz_Horizontal

20 Level ({dBuV/m) Date: 2026-08-27

70

0
30 50 100 200 500 1000
Frequency (MHz)
Site : Chamber A
Condition : 3m Horizontal
Project Number : 2601U16169E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 128/588kHz
Tester : Anson Su
Read Limit Over

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
188.46 -13.41 44.26 38.85 43.58 -12.85 Peak
15@.81 -11.99 43.54 31.55 43.58 -11.395 Peak
159.89 -12.72 42,52 29.88 43.59 -13.78 Peak
189.82 -13.72 42.36 28.84 43.58 -14.86 Peak
338.99 -1@.42 45,38 34.968 46.80 -11.84 Peak
373.88 -8.89 43.99 35.18 46.88 -18.98 Peak

(s V5 I R TR Sy )
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Report No.: 2601U16169E-RFA

Level ({dBuV/m)

30MHz-1GHz_ Vertical

Date: 2026-08-27

a0
70
&0
QP
r
50 i
| ' |
40
1 3 4| 5 B
30 2
20
10
30 50 100 200 500 1000
Frequency (MHz)
Site Chamber A
Condition 3m Vertical
Project Number 2681U16169E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 128/588kHz
Tester : Anson Su
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz dB/m  dBuV dBuV/m dBuV/m dB
1 188.50 -13.37 46.93 33.56 43.58 -9.94 Peak
2 281.99 -1@.94 39.88 25.86 46.89 -17.94 Peak
3 385.11 -8.84 43.48 34.56 46.88 -11.44 Peak
4 443 .49 -5.92 42,93 36.86 46.88 -9.94 Peak
5 583.25 -4.97 39.483 34.51 46.88 -11.49 Peak
B 792.7@ -2.27 37.25 34.98 46.898 -11.82 Peak
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Report No.: 2601U16169E-RFA

For CFS FLX:

9kHz-150kHz

130 Level (dBuVWim)

Date: 2026-09-24

120

100

80

40

20

Qp

0
009 02

05

Frequency {HH:;i

Site : Chamber A4
Condition : 3m
Project Number : 2681U16169E-RF

Test Mode : 2.4G WIFI Transmitting

Detector: Peak RBW/VBW: ©.3/1kHz
Tester : Alex Yan

Read Limit  Over
Freq Factor Lewvel Level Line Limit

Remark

MHz dB/m dBuV dBuV/m dBuV/m dB
.el1e 32,25 25.29 57.54 127.37 -69.83
.B22 29,98 23.89 53.87 128.68 -66.81
.855 25.87 21.89 45.96 112.74 -B65.78
895 22.31 21.84 43.35 185.88 -64.65
L1855 21.71 19.43 41.14 187.18 -66.84
.129 26,32 18.51 38.83 185.42 -66.59

[ TV S B - WY % Ty )
seeee®

Peak
Peak
Peak
Peak
Peak
Peak
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Report No.: 2601U16169E-RFA

130

Level (dBuVWim)

150kHz-30MHz

Date: 2026-09-24

120

100

20

2
Frequency (MHz)
Site Chamber A
Condition 3m
Project Number 2601U16169E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 18/38kHz
Tester : Alex Yan
Read Limit Over
Freq Factor Level Lewvel Line Limit Remark
MHz dB/m dBuv dBuv/m dBuV/m dB
1 8.198 16.23 48.39 56.62 181.68 -45.86 Peak
2 @.386 8.57 41.26 49.83 095.87 -46.84 Peak
3 @.495 6.43 36.84 42,47 73,65 -31.18 Peak
4 @.789 2.83 36.21 39.84 B9.57 -38.53 Peak
5 @.989 1.28 34.11 35.39 &7.57 -32.18 Peak
B 1.351 @.22 34.12 34.34 B4.80 -30.46 Peak
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Report No.: 2601U16169E-RFA

20

Level (dBuVWim)

30MHz-1GHz_Horizontal

Date: 2026-09-24

70

0
30

Site

Condition

Project Number

100 200 500 1000
Frequency (MHz)

Chamber A4
3m Horizontal
2601U16169E-RF

Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 128/588kHz
Tester : Alex Yan
Read Limit  Ower
Freq Factor Level Lewvel Line Limit Remark
MHz dB/m  dBuv dBuV/m dBuV/m dB
1 38.185 -5.88 28.93 23.13 468.6808 -16.87 Peak
2 112.524 -12.44 30,68 27.24 43.59 -16.26 Peak
3 126.613 -11.74 43.82 32.88 43.50 -11.42 Peak
4 395.868 -B.53 42.85 33.52 45.88 -12.48 Peak
5 495,588 -6.88 41.92 35,92 46.80 -18.88 Peak
& 786.127 -1.86 36.75 34.39 45.88 -11.11 Peak
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30MHz-1GHz_ Vertical

Level (dBuWim) Date: 2026-09-24

&0
70
60
QP
. |
|
40
30
20
10
0
30 50 100 200 500 1000
Frequency (MHz)
Site : Chamber A
Condition : 3m Vertical
Project Number : 2681U16169E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 128/588kHz
Tester : Alex Yan
Read Limit Over

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuV dBuv/m dBuv/m dB
38.584 -6.12 27.13 21.81 48.88 -18.99 Peak
12@.813 -11.74 38.88 26.34 43.58 -17.16 Peak
15@.811 -11.99 39.91 27.92 43.58 -15.58 Peak
395.868 -8.53 37.46 28.93 46.80 -17.87 Peak
492,253 -5.95 39.86 33.11 46.88 -12.39 Peak
785.462 -3.13 37.89 34.76 46.88 -11.24 Peak

[ I, I S WY S ]
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Report No.: 2601U16169E-RFA

Above 1GHz:

Frequency Reading PK/Ave Polar Factor :&l;‘ﬁ:;zde Limit Margin
(MHz) (dBpV) H/V) (dB/m) (dBuV/m) (dBpV/m) (dB)
802.11b
Low Channel
4824.00 55.73 PK H -8.55 47.18 74 -26.82
4824.00 53.63 PK A% -8.55 45.08 74 -28.92
Middle Channel
4884.00 56.06 PK H -8.60 47.46 74 -26.54
4884.00 53.58 PK v -8.60 44.98 74 -29.02
High Channel
4944.00 55.85 PK H -8.66 47.19 74 -26.81
4944.00 52.50 PK v -8.66 43.84 74 -30.16
802.11¢g
Low Channel
4824.00 53.87 PK H -8.55 45.32 74 -28.68
4824.00 52.42 PK v -8.55 43.87 74 -30.13
Middle Channel
4884.00 53.55 PK H -8.60 44.95 74 -29.05
4884.00 52.40 PK v -8.60 43.80 74 -30.20
High Channel
4944.00 53.20 PK H -8.66 44.54 74 -29.46
4944.00 52.56 PK v -8.66 43.90 74 -30.10
802.11n20
Low Channel
4824.00 52.72 PK H -8.55 44.17 74 -29.83
4824.00 52.55 PK v -8.55 44.00 74 -30.00
Middle Channel
4884.00 52.30 PK H -8.60 43.70 74 -30.30
4884.00 52.32 PK v -8.60 43.72 74 -30.28
High Channel
4944.00 52.60 PK H -8.66 43.94 74 -30.06
4944.00 53.00 PK A% -8.66 44.34 74 -29.66
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

Frequency Reading PK/Ave Polar Factor gg;lelgltlil(:: Limit Margin
(MHz) (dBnpV) H/V) (dB/m) (dBuV/m) (dBpV/m) (dB)
802.11n40
Low Channel
4844.00 53.11 PK H -8.52 44.59 74 -29.41
4844.00 52.69 PK \Y% -8.52 44.17 74 -29.83
Middle Channel
4884.00 51.79 PK H -8.60 43.19 74 -30.81
4884.00 52.20 PK A% -8.60 43.60 74 -30.40
High Channel
4924.00 52.37 PK H -8.65 43.72 74 -30.28
4924.00 52.17 PK v -8.65 43.52 74 -30.48
Note:
Corrected Factor = Antenna factor (RX) + Cable Loss — Amplifier Factor
Corrected Amplitude = Corrected Factor + Reading
Margin = Corrected. Amplitude - Limit
The other spurious emission which is in the noise floor level was not recorded.
The test result of peak was less than the limit of average, so just peak values were recorded.
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Test plots

1-18GHz (Listed with the worst case test plot)

1-4GHz_Horizontal 802.11b_2442MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80

To

60 Fundamental Test with
Band Rejection Filter

50 /

40 1

30

20

10

0
1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_B_ 2443

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3777.825% -8.65 43.11 39.46 74.88 -34.54 Peak
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1-4GHz_Vertical 802.11b_2442MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80

T0

60 Fundamental Test with
Band Rejection Filter

50 e

40 1

30

20

10

0
1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_B_ 2443

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3737.58@ -8.8@ 47.86 38.86 74.88 -35.14 Peak
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4-18GHz_Horizontal Peak 802.11b 2442MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80

T0

60 2

50 1

40

30

20

10

0
4000 5000 10000 18000
Frequency (MHz)

Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_B_ 2443

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4334.888 -8.60 56.86 47.46 74.88 -26.54 Peak
2 17996.5@8@ 1@.74 47.81 58.55 74.88 -15.45 Peak
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4-18GHz_Horizontal Average 802.11b_2442MHz

90 Level (dBuVim)

Date: 2026-08-06

80

T0

60

50

40

30

20

10

0
4000 5000

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:1kHz Detector:Peak
2. AGWiFi_B_24437

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 17982.568 168.49

dBuv dBuV/m dBuv/m dB
37.89 47,58 54.88 -56.42 Average
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4-18GHz_Vertical Peak 802.11b_2442MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80

T0

60 2

50

40

30

20

10

0
4000 5000 10000 18000
Frequency (MHz)

Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_B_ 2443

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4334.888 -8.60 53.58 44.93 74.88 -29.82 Peak
2 17966.75%@ 1@.28 43.88 58.280 74.88 -15.88 Peak
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90 Level (dBuVim)

4-18GHz_Vertical Average 802.11b _2442MHz

Date: 2026-08-06

80

T0

60

50

40

30

20

10

0
4000 5000

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:1kHz Detector:Peak
2. AGWiFi_B_24437

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 15666.6686 16.80

dBuv dBuV/m dBuv/m dB
37.17 47,97 54.88 -56.83 Average
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1-4GHz_Horizontal 802.11g 2412MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80

T0

60 Fundamental Test with
Band Rejection Filter

50 iy

40 1

30

20

10

0
1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_G_2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3785.125 -8.63 43.18 39.47 74.88 -34.53 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

1-4GHz_Vertical 802.11g 2412MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80

T0

60 Fundamental Test with
Band Rejection Filter

50 iy
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0
1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_G_2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3743.87% -8.7% 47.71 38.96 74.88 -35.84 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Horizontal Peak 802.11g 2412MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_G_2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4324.@88@ -8.55 53.87 45.32 74.88 -28.68 Peak
2 17989.5@8@ 1@.61 43.48 59.89 74.88 -14.91 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Horizontal Average 802.11g 2412MHz

90 Level (dBuVim)

Date: 2026-08-06
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Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:1kHz Detector:Peak
2. AGWiFi_G_2412

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 17993.8688 168.67

dBuv dBuV/m dBuv/m dB
37.28 47,87 54.88 -6.13 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Vertical Peak 802.11g 2412MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Frequency (MHz)

Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_G_2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4324.88@ -8.55 52.42 43.87 74.88 -38.13 Peak
2 17933.588 9,75 49.13 58.88 74.88 -15.12 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

90 Level (dBuVim)

4-18GHz_Vertical Average 802.11g 2412MHz

Date: 2026-08-06
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Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:1kHz Detector:Peak
2. AGWiFi_G_2412

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 17996.5688 168.74

dBuv dBuV/m dBuv/m dB
37.18 47.84 54.88 -6.16 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

1-4GHz_Horizontal 802.11n-HT20 2412MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80

T0

60 Fundamental Test with
Band Rejection Filter
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1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi_N2©_24132

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3913.7%@ -8.64 47.49 38.85 74.88 -35.15 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

1-4GHz_Vertical 802.11n-HT20_2412MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80
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60 Fundamental Test with
Band Rejection Filter
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0
1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi_N2©_24132

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3712.e8@ -9.81 47.968 38.95 74.88 -35.85 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Horizontal Peak 802.11n-HT20 2412MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi_N2©_24132

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4324.@88@ -8.55 52.72 44.17 74.88 -29.83 Peak
2 17987.7%@ 1@.58 43.81 58.59 74.88 -15.41 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Horizontal Average 802.11n-HT20 2412MHz

90 Level (dBuVim)

Date: 2026-08-06
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Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:1kHz Detector:Peak
2. AGWiFi_N28 2412

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 17982.568 168.49

dBuv dBuV/m dBuv/m dB
37.17 47.66 54.88 -6.34 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Vertical Peak 802.11n-HT20 2412MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi_N2©_24132

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4324.@88@ -8.55 52.55 44.88 74.88 -38.80 Peak
2 1798@8.7%@ 1@.45 47.98 58.35 74.88 -15.65 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Vertical Average 802.11n-HT20 2412MHz

90 Level (dBuVim)

Date: 2026-08-06
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Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:1kHz Detector:Peak
2. AGWiFi_N28 2412

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 17996.5688 168.74

dBuv dBuV/m dBuv/m dB
37.82 47.76 54.88 -6.24 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

1-4GHz_Horizontal 802.11n-HT40 2422MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80
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60 Fundamental Test with
Band Rejection Filter

50 iy
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1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi_N4© 2433

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3577.7%@ -8.94 47.84 38.98 74.88 -35.1@ Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

1-4GHz_Vertical 802.11n-HT40 2422MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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60 Fundamental Test with
Band Rejection Filter
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Frequency (MHz)

Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi_N4© 2433

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3918.7%@ -8.68 47.62 38.94 74.88 -35.86 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Horizontal Peak 802.11n-HT40 2422MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Frequency (MHz)

Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi_N4© 2433

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4344.888 -8.52 53.11 44.59 74.88 -29.41 Peak
2 17886.258 49,12 49.78 58.82 74.88 -15.18 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Horizontal Average 802.11n-HT40 2422MHz

90 Level (dBuVim)

Date: 2026-08-06
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Project No.
Tester

Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:2kHz Detector:Peak
2. AGWiFi_NA® 2433

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 17998.258 18.77

dBuv dBuV/m dBuv/m dB
36.96 47.73 54.88 -6.27 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Vertical Peak 802.11n-HT40 2422MHz

90 Level (dBuVim)

Date: 2026-08-06
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Project No.
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Spectrum setting:
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Freq Factor

10000 18000
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
2. AGWiFi_NA® 2433

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 4844.8688 -5.52
2 17977.258 18.39

dBuv dBuV/m dBuv/m dB
52.69 44,17 74.88 -29.83 Peak
48.52 58.91 74.88 -15.89 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

4-18GHz_Vertical Average 802.11n-HT40 2422MHz

90 Level (dBuVim)

Date: 2026-08-06
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Project No.
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Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:2kHz Detector:Peak
2. AGWiFi_NA® 2433

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 17998.258 18.77

dBuv dBuV/m dBuv/m dB
36.97 47.74 54.88 -6.26 Average

TR-EM-RF012

Page 74 of 131 Version 4.2




Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

18-25GHz (Only Listed with the worst mode test plot)

18-25GHz_Horizontal 802.11b 2442MHz

Level {dBuVim) Date: 2026-08-06

a0
80
To
60 1
50 MWWWW
40
30
20
10
0
18000 20000 25000
Frequency (MHz)
Condition : Horizontal
Project No. : 2601U16169E-RF
Tester : Leon Guo
Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note . 2.AGWiFi_B_2442

Read Limit  Ower
Freq Factor Level Level Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 199@5.7%@ 17.8@ 39.51 57.31 74.88 -16.69 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

18-25GHz_Horizontal Average 802.11b_2442MHz

Level {dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Horizontal
Project No. : 2681U1616%9E-RF
Tester : Leon Guo
Spectrum setting: Average reading: RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.4GWiFi B 2442

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 19852.38e 17.77 27.89 44,86 54.88 -9.14 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

18-25GHz_Vertical 802.11b_2442MHz

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_B_ 2443

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 19941.63@ 17.82 48.24 58.86 74.88 -15.94 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

18-25GHz_Vertical Average 802.11b_2442MHz

QULE\'El (dBuV/m) Date: 2026-08-06
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Condition : Vertical
Project No. : 2601U16169E-RF
Tester : Leon Guo
Spectrum setting: Average reading: RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.4GWiFi B 2442

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 19871.63@ 17.77 27.15 44,92 54.88 -9.88 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Band Edge
Left Band edge Horizontal 802.11b
Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Horizontal
Project No. : 2681U16169E-RF
Tester : Leon Guo
Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note . 2.4GWiFi_B_2412

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuv dBuv/m dBuv/m dB
1 2375.634 -11.8@ 72.18 e@.38 74.88 -13.7@ Peak
2 239@8.888 -11.94 68.68 48.74 74.88 -25.26 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

120Levm:dﬂuhﬁnu

Left Band edge Horizontal Average 802.11b

Date: 2026-08-06
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Project No.
Tester

Spectrum setting:

Note

Freq Factor

2350 2440
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:18Hz Detector:Peak
2. AGWiFi_B_2412

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2375.731 -11.88
2 2396.6866 -11.94

dBuv dBuV/m dBuv/m dB
52.78 48,98 54.88 -13.82 Average
49,29 37.35 54.88 -l1l6.65 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Left Band edge Vertical 802.11b

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Vertical
Project No. : 2681U16169E-RF
Tester : Leon Guo
Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_B 24132

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2378.8%3 -11.8@ /5.56 53.76 74.88 -28.24 Peak
2 239@.888 -11.94 59.28 47.26 74.88 -26.74 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Right Band edge Horizontal 802.11b

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06
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Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_B_ 24732

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 72.23 59.96 74.88 -14.84 Peak
2 2483.515 -12.27 73.79 £1.52 74.88 -12.43 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

120Levm:dﬂuhﬁnu

Right Band edge Horizontal Average 802.11b

Date: 2026-08-06
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Spectrum setting:

Note

Freq Factor

Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:18Hz Detector:Peak
2. AGWiFi_B_2472

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2483.588 -12.27
2 2485.987 -12.29

dBuv dBuV/m dBuv/m dB
54.82 41.75 54.88 -12.25 Average
55.87 42.78 54.88 -11.22 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Right Band edge Vertical 802.11b

Level (dBuVim) Date: 2026-08-06
120
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Condition : Vertical
Project No. : 2681U1616%9E-RF
Tester : Leon Guo
Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi B 2472
Read Limit Owver

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 64.99 52.72 74.88 -21.28 Peak
2 2483.598 -12.27 75.57 £3.38 74.88 -18.7@ Peak
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120Levm:dﬂuhﬁnu

Right Band edge Vertical Average 802.11b

Date: 2026-08-06
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Spectrum setting:

Note

Freq Factor

2500
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:18Hz Detector:Peak
2. AGWiFi_B_2472

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2483.588 -12.27
2 2487.468 -12.29

dBuv dBuv/m dBuV/m dB
56.12 43.85 54.88 -18.15 Average
56.77 44.48 54.88 -9.52 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Left Band edge Horizontal 802.11g

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Horizontal
Project No. : 2681U16169E-RF
Tester : Leon Guo
Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_G_2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2376.884 -11.8@ 73.84 £1.24 74.88 -12.76 Peak
2 239@8.888 -11.94 /1.25 49.31 74.88 -24.69 Peak
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120Levm:dﬂuhﬁnu

Left Band edge Horizontal Average 802.11g

Date: 2026-08-06
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Spectrum setting:
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Frequency (MHz)

Horizontal
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Leon Guo

Average reading: RBW:1MHz VBW:588Hz Detector:Peak
2. AGWiFi_G_2412

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2376.121 -11.88
2 2396.6866 -11.94

dBuv dBuV/m dBuv/m dB
53.23 41.43 54.88 -12.57 Average
49.38 37.42 54.88 -16.58 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Left Band edge Vertical 802.11g

Level {dBuVim) Date: 2026-08-06

120
110
a0
To
1
50
30
10
0
2310 2320 2350 2440
Frequency (MHz)
Condition : Vertical
Project No. : 2681U16169E-RF
Tester : Leon Guo
Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_G_2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2376.495 -11.8@ /5.65 53.85 74.88 -28.15 Peak
2 239@.888 -11.94 53.97 47.83 74.88 -26.97 Peak
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Right Band edge Horizontal 802.11g

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06

10

a0

70

50

30

10

0
2440 2450 2500
Frequency (MHz)

Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_G_2472

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 73.84 £5.77 74.88 -8.23 Peak
2 2483.613 -12.27 88.89 /8.42 74.88 -5.58 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

120Levm:dﬂuhﬁnu

Right Band edge Horizontal Average 802.11g

Date: 2026-08-06

10

a0

70

50

30

10

/.,

0
2440 2450

Condition
Project No.
Tester

Spectrum setting:

Note

2500

Frequency (MHz)

Horizontal
2681U16169E-RF
Leon Guo

Average reading: RBW:1MHz VBW:588Hz Detector:Peak

2. AGWiFi_G_2472
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz  dB/m  dBuV dBuV/m dBuV/m dB
1 2483.5@8@ -12.27 59.36 47.89 54.88 -6.91 Average
2 2483.515 -12.27 59.48 47.13 54.88 -5.87 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Right Band edge Vertical 802.11g

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06

10

a0 : -

70

50

30

10

0
2440 2450 2500
Frequency (MHz)

Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi_G_2472

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 81.22 £8.95 74.88 -5.85 Peak
2 2483.888 -12.27 83.18 78.83 74.88 -3.17 Peak
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120Levm:dﬂuhﬁnu

Right Band edge Vertical Average 802.11g

Date: 2026-08-06

10

a0

70

50

30

10

0
2440 2450

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2500
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:588Hz Detector:Peak
2. AGWiFi_G_2472

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2483.588 -12.27
2 2483.673 -12.27

dBuv dBuV/m dBuv/m dB
6l.28 49.81 54.88 -4.99 Average
6l.34 49.87 54.88 -4.93 Average
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120Levm:dﬂuhﬁnu

Left Band edge Horizontal 802.11n-HT20

Date: 2026-08-06

10

a0

70

50

30

10

0
2310 2320

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2350 2440
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
2. AGWiFi_N28 2412

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2377.194 -11.81
2 2396.6866 -11.94

dBuv dBuV/m dBuv/m dB
74,22 62.41 74.88 -11.59 Peak
£1.39 49.45 74.88 -24.55 Peak
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Left Band edge Horizontal Average 802.11n-HT20

120Levm:dﬂuhﬁnu

Date: 2026-08-06

10

a0

70

50

30

10

0
2310 2320

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2350 2440
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:1kHz Detector:Peak
2. AGWiFi_N28 2412

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2376.137 -11.88
2 2396.6866 -11.94

dBuv dBuV/m dBuv/m dB
54.18 42.38 54.88 -11.7@ Average
49,82 37.88 54.88 -16.12 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

120Levm:dﬂuhﬁnu

Left Band edge Vertical 802.11n-HT20

Date: 2026-08-06

10

a0

70

50

30

10

0
2310 2320

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2350
Frequency (MHz)

Vertical
2681U16169E-RF
Leon Guo

2440

Peak reading: RBW:1MHz VBW:3MHz Detector:Peak

2.4GWiFi_N2@ 2412

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2315.736 -11.28
2 2396.6866 -11.94

dBuv dBuV/m dBuv/m dB
£1.53 58.33 74.88 -23.87 Peak
59.65 47.71 74.88 -26.29 Peak
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Right Band edge Horizontal 802.11n-HT20

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06

10

a0

70
50 I.
30

10

0
2440 2450 2500
Frequency (MHz)

Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi_N2©_2472

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.5%88 -12.27 8l.69 £9.42 74.88 -4.58 Peak
2 2483.588 -12.27 8l.89 £9.42 74.88 -4.58 Peak
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Right Band edge Horizontal Average 802.11n-HT20

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06

10

a0

70

50 ]

30

10

0
2440 2450 2500
Frequency (MHz)

Condition : Horizontal

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Average reading: RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.AGWiFi_N2©_2472

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.58@ -12.27 ol.82 47.75 54.88 -6.25 Average
2 2483.588 -12.27 o8.8c 47.79 54.88 -6.21 Average
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Right Band edge Vertical 802.11n-HT20

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06

10

a0

50

30

10

0
2440 2450 2500
Frequency (MHz)

Condition : Vertical

Project No. : 2681U16169E-RF

Tester : Leon Guo

Spectrum setting: Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi_N2©_2472

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 82.36 78.89 74.88 -3.91 Peak
2 2483.515 -12.27 82.44 78.17 74.88 -3.83 Peak
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Right Band edge Vertical Average 802.11n-HT20

120Levm:dﬂuhﬁnu

Date: 2026-08-06

10

a0

70

50

30

10

/M

0
2440 2450

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2500
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:1kHz Detector:Peak
2. AGWiFi_N2© 24732

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2483.588 -12.27
2 2483.588 -12.27

dBuv dBuV/m dBuv/m dB
6@8.94 48.67 54.88 -5.33 Average
68,96 48.69 54.88 -5.31 Average
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120Levm:dﬂuhﬁnu

Left Band edge Horizontal 802.11n-HT40

Date: 2026-08-06

10

a0

70

50

30

10

0
2310 2320

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2350

Frequency (MHz)

Horizontal
2681U16169E-RF
Leon Guo

2460

Peak reading: RBW:1MHz VBW:3MHz Detector:Peak

2.4GWiFi_N4@ 2422

Read Limit Owver
Level Level Line Limit

Remark

MHz dB/m
1 2375.558 -11.79
2 2396.6866 -11.94

dBuv dBuV/m dBuv/m dB
71.64 59.85 74.88 -14.15
B64.63 52.69 74.868 -21.31

Peak
Peak
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Page 100 of 131

Version 4.2




Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Left Band edge Horizontal Average 802.11n-HT40

120Levm:dﬂuhﬁnu

Date: 2026-08-06

10

a0

70

50

30

10

0
2310 2320

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2350 2460
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:2kHz Detector:Peak
2. AGWiFi_NA® 2433

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2376.319 -11.88
2 2396.6866 -11.94

dBuv dBuV/m dBuv/m dB
54.82 43,82 54.88 -18.98 Average
54,13 42.19 54.88 -11.81 Average
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120Levm:dﬂuhﬁnu

Left Band edge Vertical 802.11n-HT40

Date: 2026-08-06

10

a0

70

50

30

10

0
2310 2320

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2350 2460
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
2. AGWiFi_NA® 2433

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2389.462 -11.93
2 2396.6866 -11.94

dBuv dBuV/m dBuv/m dB
67.11 55.18 74.88 -18.82 Peak
g4.86 52.92 74.88 -21.88 Peak

TR-EM-RF012

Page 102 of 131 Version 4.2




Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

120Levm:dﬂuhﬁnu

Left Band edge Vertical Average 802.11n-HT40

Date: 2026-08-06

10

a0

70

50

30

10

0
2310 2320

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2350 2460
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:2kHz Detector:Peak
2. AGWiFi_NA® 2433

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2389.988 -11.94
2 2396.6866 -11.94

dBuv dBuV/m dBuv/m dB
54.87 42,13 54.88 -11.87 Average
54,14 42.28 54.868 -11.88 Average
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120Levm:dﬂuhﬁnu

Right Band edge Horizontal 802.11n-HT40

Date: 2026-08-06

10

a0

70

50

30

10

0
2410 24210

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2450 2500
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
2. AGWiFi_NA® 24632

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2483.588 -12.27
2 2483.721 -12.27

dBuv dBuV/m dBuv/m dB
74,18 61.91 74.88 -12.89 Peak
78.74 66.47 74.88 -7.53 Peak
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Right Band edge Horizontal Average 802.11n-HT40

120Levm:dﬂuhﬁnu

Date: 2026-08-06

10

a0

70

50

P

30

10

0
2410 24210

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2450 2500
Frequency (MHz)

Horizontal

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:2kHz Detector:Peak
2. AGWiFi_NA® 24632

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2483.588 -12.27
2 2483.888 -12.27

dBuv dBuV/m dBuv/m dB
oB.88 48.53 54.88 -5.47 Average
61.75 49.48 54.88 -4.52 Average
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120Levm:dﬂuhﬁnu

Right Band edge Vertical 802.11n-HT40

Date: 2026-08-06

10

a0

70

50

30

10

0
2410 24210

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2450 2500
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Peak reading: RBW:1MHz VBW:3MHz Detector:Peak
2. AGWiFi_NA® 24632

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2483.588 -12.27
2 2483.57% -12.27

dBuv dBuV/m dBuv/m dB
75.47 B63.28 74.88 -18.88 Peak
79.42 /7.15 74.88 -6.85 Peak
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Right Band edge Vertical Average 802.11n-HT40

120Levm:dﬂuhﬁnu

Date: 2026-08-06

10

a0

70

50

30

10

0
2410 24210

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

2450 2500
Frequency (MHz)

Vertical

2601U16169E-RF

Leon Guo

Average reading: RBW:1MHz VBW:2kHz Detector:Peak
2. AGWiFi_NA® 24632

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 2483.588 -12.27
2 2483.834 -12.27

dBuv dBuV/m dBuv/m dB
6l.96 49,69 54.88 -4.31 Average
62.78 58.43 54.88 -3.57 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

6dB Emission Bandwidth

Test Information:

Sample No.: | 3QRR-2 Test Date: | 2026/09/05
Test Site: | RF Test Mode: | Transmitting
Tester: | Vern Shen Test Result: | Pass
Environmental Conditions:
Relative
Temperat(‘fg)' 26 Humidity: 50 ATM Pres(sl‘(‘ifz)‘ 100.1
(%)
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Test Data:
Mode Test (Pl;/ll'(le;]zl;ency gﬁ;‘; (I'l\'/ilﬁizt) Verdict

2412 9.690 >0.5 Pass

802.11b 2442 10.130 >0.5 Pass
2472 9.650 >0.5 Pass

2412 16.497 >0.5 Pass

802.11g 2442 16.537 >0.5 Pass
2472 16.577 >0.5 Pass

2412 17.698 >0.5 Pass

802.11n20 2442 17.698 >0.5 Pass
2472 17.658 >0.5 Pass

2422 36.276 >0.5 Pass

802.11n40 2442 36.356 >0.5 Pass
2462 36.356 >0.5 Pass
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

802.11b_2412MHz

802.11b_2442MHz

Spectrum Spectrum
Ref Level 30,50 dBm  Offset 10,50 db @ RBW 200 kHz Ref Level 30.50 dBm  Offset 10.50 db @ RBW 200 kHz
lo att 35dB SWT 1ms @ VBW 1MHz Mode Sweep o At a5ds SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
M1[1] 9.64 dBm| M1[1] 9.36 dBm)|
2.4074154 GHz| 2.4369349 GHz|
20d o aeaoan D1[1] -0.13 dB)| 20 d| I D1[1] 0.16 dp|
=5 M1 9.6897 MHZ| = eed b ML 10.1301 MHZ]
e D2 10.173 dem X vau\ %{ 18- D2 9.820 dBm / JI D\i
od r\/J\ Mo, od /JJU\ M
-10d -10d
204 M Jf V\«\II ffa] oo d I rﬁ ﬂ,k\ MM
r’ “\ i\}v H\
W"U N T 204 { UAM
-40d -40d
s0d s0d
60 d 50 d
CF 2.412 GHz 1000 pts Span 40.0 MHz CF 2,442 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | y-value | Function | Function Result
M1 1 2.4074154 GHz 9.64 dBm [ mr 1 2,4369349 GHz 9.36 dBm
D1l ML 1 9.6897 MHz -0.13 dB | D1l M1 1 10,1301 MHz 0.16 dB |

)

Brojectlo. 12601016169

Date: 5.S2F.2026

JE-RF Tester:Vern Shen

00:20:38

802.11b_2472MHz

)

© 5.SEP.2026

$2601UL6163E-E:

Shen

00:13:01

802.11g 2412MHz

Spectrum o Spectrum o
Ref Level 30.50 dem  Offset 10.50 dB & RBW 200 kHz Ref Level 30.50 dem  Offset 10.50 dB @ RBW 200 kHz
fo Att 35 dE SWT 1ms @ VBW 1MHz Mode Sweep | Att 35de SWT lms @ VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
@ 1Pk Max @ 1Pk Max
M1[1] 8.86 dBm| M1[1] 0.40 dBm)|
2.4669349 GHz| 2.4037718 GHz|
20 T D1[1] 0.27 db)| 20 D1[1] 0.74 dB)|
D1 15.195 dBm v
g ; L g A VA o1 9.6497 MHzZ 104 16.4965 MHZ]
D2 9.195 dBm —
D1 7.255 dBm
M M : “l L
od T D2 1,255 d
v v
-10 df -10d
Y ", . s ™,
-20 IU V\ gk -20
el o o
-40 di -40d
-50 df -50d
-60 di -60 d
CF 2.472 GHz 1000 pts Span 40.0 MHz CF 2.412 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Tre | X-value | Y-value |__Function__| Function Result |
M1 1 2,4669349 GHz 8.86 dBm | M1 1 2,4037718 GHz 0.40 dBm
D1 M1 1 9.6496 MHz 0.27 dB | b1 M1 1 16.4965 MHz 0.74 dB |
i ) [*4 i o
3 tNo. 12601716169F-RF Tesler:Vern Shen J161658-RF Testor:Vern Shen

STP.

Date: 5.

00:22:

802.11g_2442MHz

00:44:14

802.11g_2472MHz

Spectrum o Spectrum o
Ref Level 30,50 dm  Offset 10,50 db @ RBW 200 kHz Ref Level 30.50 dem  Offset 10.50 dB @ RBW 200 kHz
lo Att 35d8 SWT 1ms @ VBW 1MHz Mode Sweep o att 35ds SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 3007300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
mM1[1] 1.17 dBm| M1[1] -0.01 dBm|
2.4337317 GHz 2.4637317 GHz
20 D1[1] -0.17 dB| 2od D1[1] -0.27 dp|
16.5365 MHz| 16.5766 MHZz]|
10d D1 7.346 di od
D1 7,346 derm i ; D1 6.258 dBm i .
o 2 1.346 d M‘H D2 0.258 d i
-10d )N/“ W\L -10d »,/‘(
20 d It 4 -20d| u
b fult B bl A o
r e T hs
-40 df -40d
S0 d s0d
60 d -0 d
CF 2.442 GHz 1000 pts Span 40.0 MHz CF 2.472 GHz 1000 pts Span 40.0 MHz
Marker marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function__| Function Result |
M| 1 2.4337317 GHz 1.17 dbm [ mt 1 2.4637317 GHz -0.01 dém
D1 M1 1 16.5365 MHz -0.17 dB | b1l mi| 1 16.5766 MHz -0.27 dé [

)

5.SEP.2026 0D

StMo. :2601U16169E-RF Tester:Vern Shen

115

)

Projectio. :

00:

2601U16169E-RT Tester:Vern Shen
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

802.11n20 2412MHz

802.11n20_2442MHz

Spectrum Spectrum
Ref Level 30.50 dBm Offset 10.50 dB @ RBW 200 kHz Ref Level 30.50 dém Offset 10.50 dB @ RBW 200 kHz
|& Att 35de  SWT 1ims @ YBW 1MHz Mode Sweep |& Att 35dB  SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300,300
@ 1Pk Max @ 1Pk Max
m1[1] 0.44 dBm M1[1] 1.56 dBm|
2.4031712 GHz| 2.4331712 GHz|
20d D1[1] 0.30 dB 20 d| p1[1] -0.81 dp|
17.6977 MHz 17.6977 MHz|
10 di a 10d 1 7.706 df
D1 6.964 dBm D1 7.706 dBm T
i M I
_— )2 0.964 1 i [t o 02 1,706 dem=Y I
-10 di prf,/ A\\'\\\ -10d NJJ“'/ “\‘L\Jl
20 d ki -20 di A
7
-40d -40d
-50 di -50d
-60 df -60 d
CF 2.412 GHz 1000 pts Span 40.0 MHz CF 2.442 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | y-value | Function | Function Result
Ml‘ 1 2.4031712 GHz 0.44 dBm M1 1 2.4331712 GHz 1.56 dBm
D1l ML 1 17.6977 MHz 0,30 dB | D1l M1 1 17,6977 MHz -0.81 d& |
] ) D wa )l [T

Projectlo. 126010161 Shen

Date: 5.S2F.2026

802.11n20 2472MHz

Spectrum o

Ref Level 30.50 dBm

Offset 10.50 dB @ RBW 200 kHz

$2601UL6163E-E:

© 5.9EP.2026 00:53:5C

Spectrum

Shen

802.11n40 2422MHz
(=)

Ref Level 30.50 dém

Offset 10.50 dB @ RBW 500 kHz

fo Att 35 dE SWT 1ms @ VBW 1MHz Mode Sweep | Att 35de SWT lms @ VBW 2MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
@ 1Pk Max @ 1Pk Max
M1[1] 0.33 dBm| M1[1] 2.21 dBm)|
2.4631712 GHz| 2.4038619 GHz|
20 D1[1] -0.07 db| 20 D1[1] 0.30 dB)|
17.6577 MHz 36.2763 MHZ|
10 d D 70 d iod D1 9465 dbm AP ARA, W MM
168 m Disfor el
M D2 65 derm L
o 2 0879 d f"’ oo o1 ”‘ﬁi 0d 2 3455 dery A\
-10 df //,/ M\L -10d /JJ \'LLI
204 204 " I "
A Ao 4
| palder i 0
-40 di -40d
-50 di -50d
-60 df -60 d
CF 2.472 GHz 1000 pts Span 40.0 MHz CF 2.422 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Tre | X-value | Y-value |__Function__| Function Result |
M1 1 2,4631712 GHz 0.33 dBm | M1 1 2,4038619 GHz 2.21 dBm
D1 M1 1 17.6577 MHz -0.07 dB | b1 M1 1 36.2763 MHz 0.30 dB |
i ) o i o
P Mo 126017161 69F-RF Testorivern Shon 1161667-RT TostoriVorn Shon

Date: 5.SIF.2026 00:57:02

802.11n40 2442MHz

802.11n40 2462MHz

Spectrum o Spectrum o
Ref Level 30,50 dm  Offset 10,50 db @ RBW 500 kHz Ref Level 30.50 dem  Offset 10.50 dB @ RBW 500 kHz
lo Att 35d8 SWT 1ms @ VBW 2MHz Mode Sweep o att 35ds SWT 1ms @ VBW 2MHz Mode Sweep
SGL Count 3007300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
mM1[1] 2.41 dBm| M1[1] 1.82 dBm|
2.4237818 GHz 2.4437818 GHz
20 D1[1] -0.43 dB| 2od D1[1] 0.03 dB|
36.3564 MHz| 36.3564 MHZz]|
10 dRm—r 10 dBm—
D1 8.906 dBm > D1 8.076 dBrm
i [ ; iR T T~
o3 D2 2.9 5dw,']'w ) [ Ta D2 2.076 um‘w [l
-10d / I\«[w -10d /ﬁ/ H‘m‘%
204 el A 204 Pl L
“Lod 2o d i
-40d -40d
S0 d s0d
60 d -0 d
CF 2.442 GHz 1000 pts Span 80.0 MHz CF 2.462 GHz 1000 pts Span 80.0 MHz
Marker marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function__| Function Result |
M| 1 2.4237818 GHz 2.41 dBm [ mt 1 2.4437818 GHz 1.62 dBm
D1 M1 1 36.3564 MHz -0.43 dB | b1l mi| 1 36,3564 MHz 0.03 dB [

) J

StMo. :2601U16169E-RF Tester:Vern Shen
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

99% Occupied Bandwidth

Test Information:

Sample No.: | 3QRR-2 Test Date: | 2026/09/05
Test Site: | RF Test Mode: | Transmitting
Tester: | Vern Shen Test Result: | N/A
Environmental Conditions:
Relative
Temperat(‘fg)' 26 Humidity: 50 ATM Pres(sl‘(‘ifz)‘ 100.1
(%)
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

Test Data:
Mode Test(Fl;/ll'(Ie_i}Zl;ency 99:1/\.;[ ggw

2412 14.640

802.11b 2442 14.920
2472 14.560

2412 16.600

802.11¢g 2442 16.680
2472 16.640

2412 17.800

802.11n20 2442 17.720
2472 17.760

2422 36.320

802.11n40 2442 36.240
2462 36.320
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Bay Area Compliance Laboratories Corp.

(Shenzhen)

Report No.: 2601U16169E-RFA

802.11b_2412MHz

802.11b_2442MHz

Spectrum Spectrum
Ref Level 35.50 dBm  Offset 10,50 dB @ RBW 200 kHz Ref Level 35.50 dBm  Offset 10.50 dB @ RBW 200 kHz
lo att 35de SWT 1ms @ VBW 1MHz Mode Sweep lo att 35de  SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
[@ 1Pk Max @ 1Pk Max
N M1[1] 16.12 dBm)| N M1[1] 15.79 dBm)|
30 2.4125400 GHz| 30 2.4425400 GHz|
Occ Bw 14.640000000 MHz Occ Bw 14.920000000 MHz|
20 df L 20d —
10d A Mw\ w0d Lt P,
i
T2) 1 2
o [ \ oa = gz
-10d -10d
20 d it »/J‘/ V\J\*\n L] 0 d ’J/ V\;k\ S AP
IO S Y il Kl i
it e A
i f
U v Y
40 d 40 d
-50 d -50
-60 d -60 df
CF 2.412 GHz 1000 pts Span 40.0 MHz CF 2.442 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Tre | X-value | Y-value |__Function Function Result |
M1 1 2.41254 GHz 16.12 dBm [ M1 1 2.44254 GHz 15.75 dém
T1 1 2,40486 GHz -1.01 dem Occ Bw 14.64 MHz | T 1 2.43446 GHz 0.91 dbm Occ Bw 14,92 MHz
T2 1 2,4195 GHz 0.80 dém | T2 1 2.44938 GHz -0.44 dém
)i J i o )i

Projectlo. :26010U16169E-RF Tester:Vern Shen

Date: 5.S2F.2026 00:21:2L

802.11b_2472MHz

$2601UL6163E-E:

¢ 5.SEP.2026 00:1

802.11g 2412MHz

Spectrum o Spectrum o
Ref Level 35,50 dm  Offset 10,50 db @ RBW 200 kHz Ref Level 35.50 dBm  Offset 10.50 db @ RBW 200 kHz
fo Att 35 dE SWT 1ms @ VBW 1MHz Mode Sweep | Att 35de SWT lms @ VBW 1MHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
P M1[1] 15.01 dBm| M1[1] 7.40 dBm|
0 2.4715400 GHz 20d 2.4182600 GHz
Occ B 14. MHz Occ Bw 16 MHz
20 d G 20 d
104 Al AR 10d M1
[r1 /\l T2 T 2
o4 M M d o i5
7 v /{ \
-10d -10d
20 di i1 /JV U\/V\A 20d /\{"—“ \»\'b‘“ L
20 o ru \l\ o 20 1 < JL
sl o B ol S
T T [ "
-40d -40d
=50 df -50d
60 d 50 d
CF 2.472 GHz 1000 pts Span 40.0 MHz CF 2.412 GHz 1000 pts Span 40.0 MHz
Marker Marker’
Type | Ref | Trc | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function Function Result |
M1 1 2.47154 GHz 15.01 dém [ w1 1 2.41826 GHz 7.40 dBm
TL 1 2,46446 GHz 0.42 dém Oce Bw 14,56 MHz T 1 2,40374 GHz 0.50 dém Occ Bw 16,6 MHz
T2 1 2.47902 GHz 1.19 dBm | T2 1 2.42034 GHz -0.79 dém
ProjectNo. 1 260 &169F-RF Tesler:Vern Shen Projocilo U181 66F-RT Tostor:Vern Shon

Date: 5.SIF.

802.11g_2442MHz

802.11g_2472MHz

)

StMo. :2601U16169E-RF Tester:Vern Shen

iP.2026 00

o

Spectrum s Spectrum =
Ref Level 35,50 dém  Offset 10,50 db @ RBW 200 kHz Ref Level 35.50 dBm  Offset 10.50 dB @ RBW 200 kHz
lo Att 35d8 SWT 1ms @ VBW 1MHz Mode Sweep o Att 35ds SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 1007100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
d mM1[1] 7.11 dBm)| J M1[1] 6.37 dBm)|
20 2.4485000 GHz 20 2.4782600 GHz
20d oce By 16.680000000 MHz 04 occ Bw 16.640000000 MHZ|
104 M1 104 w1
pept o o
o ¥ K2 o hE /JMMMW k2
-10 W'Jr XUW\ -10 di J‘,f'j] \%
-20 df # -20d i
gt LN, LT 30 el bl nﬂJ\l T P
i Y canico: I TR ey Pk
-40d -40d
S0 d S0 d
60 d 60 d
CF 2.442 GHz 1000 pts Span 40.0 MHz CF 2,472 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value Y-value | _Function Function Result | Type | Ref | Tre | X-value y-value | Function | Function Result
M1 T 2,485 GHz 7.11 dBm [ mr 1 2.47826 GHz 6.37 dBm
T1 1 2.43366 GHz -1.25 dém Oce Bw 16.68 MHz T1 1 2.46366 GHz -1.18 dém Oce Bw 16.64 MHz
T2 1 2.45034 GHz -1.51 dBm T2 1 2.4803 GHz -0.78 dém

)

12601U16169E-RT Tester:Vern Shen
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

802.11n20 2412MHz 802.11n20_2442MHz

Spectrum Spectrum

Ref Level 35.50 dem  Offset 10,50 dB @ RBW 200 kHz Ref Level 35.50 dBm  Offset 10.50 dB @ RBW 200 kHz
lo At 35d8  SWT 1ms @ VBW 1MHz Mode Sweep o att 35ds SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max @ 1Pk Max
0 M11] 6.85 dBm| 04 M1[1] 7.52 dBm)|
2.4170200 GHz| 2.4482600 GHz|
Occ Bw 17.800000000 MHz Occ Bw 17.720000000 MHZ|
20 df 20d
10d M1 10d M1

>
[

o T “\/“Mﬁ‘-ﬁw
-10d ;
20 d "MP

.
0d i

»,
-20 di

{z—'—/

FTOA TS iih g, i TR
Fome H P AN v
-40d -40d
-50 df -50d
60 d 60 d
CF 2.412 GHz 1000 pts Span 40.0 MHz CF 2.442 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Tre | X-value | Y-value |__Function Function Result |
ML T 2.41702 GHz 6.85 dBm [ mt 1 2.44826 GHz 7.52 dBm
TL 1 2,40314 GHz -1.08 dém Oce Bw 17.8 MHz T 1 2.43314 GHz -0.20 dBm Oce Bw 17.72 MHz
T2 1 2,42094 GHz -0.24 dém | T2 1 2.45086 GHz 0.71 dém
)i J M) e )i

Projectlo. :26010U16169E-RF Tester:Vern Shen $2601UL6163E-E:

Date: 5.S2F.2026 0L:01:0L © 5.SEP.2026 00:5

802.11n20_2472MHz 802.11n40_2422MHz

Ref Level 35,50 dem  Offset 10.50 db @ RBW 200 kHz Ref Level 35.50 dBm  Offset 10.50 db @ RBW 500 kHz
fo Att 35 dE SWT 1ms @ VBW 1MHz Mode Sweep | Att 35de SWT lms @ VBW 2MHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
Mi[1] 6.53 dBm) M1[1] 8.83 dBm|
0d 2.4732600 GHz 20d 2.4201600 GHz
Occ Bw 17. MHzZ] Occ Bw 36 MHz]
20 d 20d
10d = 10d - o —
o TPt g o o] > 5

/ \ - / Y
o ﬁf/ m‘h 0 r/J m"‘« Lily g 10
Wl

i
ol ol ot )
L e PP
-40d -40d
S0 d S0 d
60 d 50 d
CF 2.472 GHz 1000 pts Span 40.0 MHz CF 2.422 GHz 1000 pts Span 80.0 MHz
Marker Marker’
Type | Ref | Trc | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function Function Result |
M1 1 2.47326 GHz 6.53 dBm [ w1 1 2.42916 GHz 8.83 dBm
TL 1 2,4631 GHz -1.43 dém Oce Bw 17.76 MHz T 1 2.40388 GHz 2,17 dém Occ Bw 36,32 MHz
T2 1 2.48086 GHz -0.96 dém | T2 1 2.4402 GHz 1.71 dBm

Il

o 1 260

Proj

&169F-RF Teslor:Vern Shen

Date: 5.SIF.2026 00:57:3%

802.11n40_2442MHz 802.11n40_2462MHz

Ref Level 35,50 dBm _ Offset 10.50 d8 @ RBW 500 kHz Ref Level 35.50 dBm _ Offset 10.50 dB @ RBW 500 KHz
lo att 35d8  SWT i1ms @ VBW 2MHz Mode Sweep o att 3sds SWT 1ms @ VBW 2MHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max @ 1Pk Max
M1[1] 8.39 dBm)| M1[1] 8.14 dBm|
0d 2.4381200 GHz 20d 2.4540400 GHz
Occ Bw 36.. 0 MHz Occ Bw 36 MHZ]
204 20d
10d s 10d H

f ! /
o , J

F30'd H L"kuw
-40 di -40 d
-50 di -50d
-60 di -60 d
CF 2.442 GHz 1000 pts Span 80.0 MHz CF 2.462 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value Y-value | _Function Function Result | Type | Ref | Tre | X-value y-value | Function | Function Result
Ml‘ 1 2.43812 GHz 8.39 dBm ‘ M1 1 2.45404 GHz 8.14 dBm
T1 1 2.42388 GHz 2.89 dBm Occ Bw 36.24 MHz T1 1 2.4438 GHz 0.43 dBm Occ Bw 36.32 MHz
T2 1 2.46012 GHz 1.73 dBm T2 1 2.48012 GHz 1.68 dBm
ctNo.:2601U16169E-RF Tester:Vern Shen PrejectNo. :2601U1616SE-RT Tester:Vern Shen
5.8EP.2026 01:12:17 5.3FEP 01:2 B
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

Maximum Conducted OQutput Power

Test Information:

Sample No.: | 3QRR-2 Test Date: | 2026/09/05
Test Site: | RF Test Mode: | Transmitting
Tester: | Vern Shen Test Result: | Pass
Environmental Conditions:
Relative
Temperat(‘fg)' 26 Humidity: 50 ATM Pres(sl‘(‘ifz)‘ 100.1
(%)
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

Test Data:
woge | T Frawy | Bk Oupu | L | EIRE | RO |

2412 27.19 30 29.16 36 Pass
802.11b 2442 27.15 30 29.12 36 Pass
2472 26.36 30 28.33 36 Pass
2412 25.18 30 27.15 36 Pass
802.11¢g 2442 25.18 30 27.15 36 Pass
2472 24.34 30 26.31 36 Pass
2412 25.09 30 27.06 36 Pass
802.11n20 2442 25.24 30 27.21 36 Pass
2472 24.43 30 26.4 36 Pass
2422 25.60 30 27.57 36 Pass
802.11n40 2442 25.56 30 27.53 36 Pass
2462 25.05 30 27.02 36 Pass
TR-EM-RF012 Page 117 of 131 Version 4.2




Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

Power Spectral Density

Test Information:

Sample No.: | 3QRR-2 Test Date: | 2026/09/05
Test Site: | RF Test Mode: | Transmitting
Tester: | Vern Shen Test Result: | Pass
Environmental Conditions:
Relative
T : . . :
emperat(‘fg) 26 Humidity: 50 ATM Pres(sl‘(‘ifz) 100.1
(%)
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

Test Data:
Mode TeSt(f\;ﬁlzl;ency (dBlfl‘:/s;litHz) (dBII;:;;lli(tHz) Verdict
2412 2.51 8 Pass
802.11b 2442 1.88 Pass
2472 1.26 8 Pass
2412 -6.86 8 Pass
802.11¢g 2442 -6.83 8 Pass
2472 -7.26 8 Pass
2412 -7.25 8 Pass
802.11n20 2442 -6.75 8 Pass
2472 -7.96 8 Pass
2422 -9.60 8 Pass
802.11n40 2442 -10.01 8 Pass
2462 -11.00 8 Pass
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

802.11b_2412MHz

802.11b_2442MHz

Spectrum Spectrum
Ref Level 30,50 dem  Offset 10,50 dB @ RBW 3 kHz Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 3 kHz
lo att 30d8 SWT  216ms @ VBW 10kHz Mode Sweep o At 30dB SWT  226ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
M1[1] 2.51 dBm| M1[1] 1.88 dBm|
2.41285750 GHz| 2.4403939 GHz|
20 d 20d
10 d 10d
M1 M1
o J v ‘ .
WW TSN YT n\ Iw
-10 d Mm W MW -10d W M\/‘ N
o «MM o0 gomst \/" W ‘%
30 d M
a0d -40 di
s0d s0d
60 d -0 d
CF 2.412 GHz 2000 pts Span 10.3704 MHz CF 2.442 GHz 2000 pts Span 20.2602 MHz
Marker marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Tre | X-value | Y-value |__Function__| Function Result |
M1 1 2.4128575 GHz 2,51 dem M1 1 2,4403939 GHz 1,58 dBm

] )

Projectlo. :26010U16169E-RF Tester:Vern Shen

Date: 5.S2F.2026 00:33:17

802.11b_2472MHz

Spectrum

)

© 5.SEP.2026

Spectrum

$2601UL6163E-E:

00:3

802.11g 2412MHz

Ref Level 30,50 dem  Offset 10,50 dB @ RBW 3 kHz Ref Level 30.50 dBm  Offset 10.50 db @ RBW 3 kHz
fo att 30de SWT 215 ms @ VBW 10 kHz Mode Sweep |o Att 30de  SWT 367 ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
[@ 1Pk Max (@ 1Pk Max
mM1[1] 1.26 dBm)| M1[1] -6.86 dBm|
2.47096270 GHz 2.4138725 GHz
20 d 20 d
10 df 10d
M1
od od
MAWW‘MW fl‘w‘“‘w'w R
o4 Wm ki Vit 04 TR VMMWLM '.Wn.l ) N
W At \»/ \. 04 N Wv\/ \‘H
~30d i 304 MA m
60 d 50 d
CF 2.472 GHz 2000 pts Span 19.2992 MHz CF 2.412 GHz 2000 pts Span 32.993 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value | __Function | Function Result | Type | Ref | Tre | X-value | Y-value |__Function | Function Result |
M1 1 2.4709627 GHz 1.26 dbm ML 1 2.4138725 GHz ~6.86 dBm
Il J v ) v
ProjectNo. : 260 6169E-RF Tesler:Vern Shen oriVern Shen
Date: 5.STP.2026 00:31:51

802.11g_2442MHz

Spectrum s

Spectrum

802.11g_2472MHz
=)

Ref Level 30,50 dm  Offset 10.50 db @ RBW 3 kHz Ref Level 30.50 dBm  Offset 10.50 db @ RBW 3 kHz
o att 30de  SWT 368 ms @ VBW 10 kHz Mode Sweep lo att 30de SWT  369ms @ VBW 10kHz Mode Sweep
SGL Count 1007100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
mM1[1] -6.83 dBm)| M1[1] -7.26 dBm|
2.4392465 GHz 2.4695214 GHz
20 d 20d
10 df 10d
od od
M1 M1
~10 di bael gy IR 10d | T /\,WN\(\MWW
N ] W [ W‘W\W N ’ﬂj‘-‘W\W gy AR le/\h“
-30 di J\WJ ‘Wﬂ -30d M MM
a0d N .M‘ My, a0d o M
T kgl i s
X L AL LRL
60 d 60 d
CF 2.442 GHz 2000 pts Span 33,073 MHz CF 2.472 GHz 2000 pts Span 33.1532 MHz
Marker Marker’
Type | Ref | Trc | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 1 2.4392465 GHz -6.83 dém ML 1 2.4695214 GHz ~7.26 dBm

) J

StMo. :2601U16169E-RF Tester:Vern Shen

P.2026 0010

155

)
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601U16169E-RFA

802.11n20 2412MHz 802.11n20 2442MHz

Spectrum

Ref Level 30.50 dBm  Offset 10.50 d8 @ RBW 3 kHz Ref Level 30.50 dém  Offset 10.50 dB @ RBW 3 kHz
fo Att 30de SWT  394ms @ VBW 10 kH2 Mode Sweep |o Att 30ds SWT  394ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
@ 1Pk Max @ 1Pk Max
M1[1] -7.25 dBm M1[1] -6.75 dBm|
2.4051243 GHz| 2.4357443 GHZ|
20 di 20d
10d 10d
odl 0 di

-10d WWWWW i -10d
20 d J WV‘M -20d
30 d l” l\‘ -30d

-60 di -60d
CF 2.412 GHz 2000 pts Span 35.3954 MHz CF 2.442 GHz 2000 pts Span 35.3954 MHz
Marker marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Tre | X-value | Y-value |__Function__| Function Result |
M1] 1 2.4051243 GHz -7.25 dBm M1 1 2.4357443 GHz -6.75 dBm |
] ) i e )l (111

$2601UL6163E-E:

Projectlo. 126010161

© 5.SEP.2026 00:5

802.11n20_2472MHz 802.11n40_2422MHz

Date: 5.S2F.2026

Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 3 kHz Ref Level 30.50 dBm  Offset 10.50 d@ @ RBW 3 kHz
fo att 30de SWT 393ms @ VBW 10 kHz Mode Sweep |o Att 30de  SWT 807 ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
[@ 1Pk Max (@ 1Pk Max
M1[1] -7.96 dBm M1[1] -9.60 dBm|
2.4635503 GHz 2.4095027 GHz
20 d 20 d
10 df 10d
od od
M1 1
104 T s W{“M 104
20d l\ 20d j‘ L
30 d I -30d

-40 d # -40 d M‘
MWWM A b o1
=

daien
60 d 50 d
CF 2.472 GHz 2000 pts Span 35.3154 MHz CF 2.422 GHz 2000 pts Span 72.5526 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value | __Function | Function Result | Type | Ref | Tre | X-value | Y-value |__Function | Function Result |
M1 1 .4635503 GHz ~7.96 dém [ mt 1 2.4095027 GHz -9.60 dBm
Il J v ) v
ProjectNo. : 260 6169E-RF Tesler:Vern Shen ProjectNo oriVern Shen
Date: 5.SEP.2026 00:58:37 Date: 5.

802.11n40_2442MHz 802.11n40_2462MHz

Ref Level 30,50 dBm  Offset 10.50 B @ RBW 3 kHz Ref Level 30.50 dém  Offset 10.50 dB @ RBW 3 kHz
fo Att 30de SWT  808ms @ VBW 10kHz Mode Sweep o Att 30d8 SWT  808ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
M1[1] -10.01 dBm M1[1] -11.00 dBm|
2.4329286 GHz| 2.4601276 GHZ|
20d 20 di
10 df 10d
od 0 d
M1 ML

- JMWWWWNW mvwmwwmw - o, T
. ] \ . / \
il W My o !

60 d 60 d
CF 2.442 GHz 2000 pts Span 72.7128 MHz CF 2,462 GHz 2000 pts Span 72.7128 MHz
Marker Marker’
Type | Ref | Trc | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 1 2.4329286 GHz -10.01 dBm [ w1 1 2,4601276 GHz -11.00 dBm |

) J N

StNo. :2601U16169E-RF Tester:Vern Shen ProjectNo. :2601U16169E-RT Tester:Vern Shen

iP.2026  01:14:09 01:2
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

100 kHz Bandwidth of Frequency Band Edge

Test Information:

Sample No.: | 3QRR-2 Test Date: | 2026/09/05
Test Site: | RF Test Mode: | Transmitting
Tester: | Vern Shen Test Result: | Pass
Environmental Conditions:
Relative
Temperat(‘fg)' 26 Humidity: 50 ATM Pres(sl‘(‘ifz)‘ 100.1
(%)
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601U16169E-RFA

Test Data:

802.11b_2412MHz

802.11b_2472MHz

Spectrum o Spectrum o
Ref Level 30,50 dm  Offset 10,50 db @ RBW 100 kHz Ref Level 30.50 dBm  Offset 10.50 db @ RBW 100 kHz
fo Att 30de SWT 1.1ms @ VBW 300 kHz Mode Sweep |o Att 30de  SWT 1.3ms @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
(@ 1Pk Max (@ 1Pk Max
M1[1] 15.72 dBm| -5.24dBm M1[1] 14.76 dBm)|
2.4130680 GHz 2.471470 GHz
20 p1r11"} -31.18 dB| 20 D1[1] -34.53 dB
. -15.0480 MHz| 14.110 MHZ]
10 d : & 10d
od od
[+ 28dBm ht
-10d -10d
DL \
204 i L1 04
30d I nu/vw W I/ 304 l I
-40d JNW ! L"\M and MM
! .
i 50 d i :
-60 df -60 d
CF 2.4 GHz 1000 pts Span 88.0 MHz CF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Tre | X-value | Y-value |__Function__| Function Result |
M1] 1 2.413068 GHz 15,72 dBm M1 1 2.47147 GHz 14,76 dBm |
D1 M1 1 -15.048 MHz -31.18 dB | D1 M1 1 14.11 MHz -34.53 dB |
Il J v 1 v
ProjectNo.:2601U16169F-RF Tester:Vern Shen 601U1616SF-RF Tester
Date: 5.STP.2026 00:26:34 & 00:25:05

802.11g_2412MHz

802.11g_2472MHz

Spectrum s Spectrum o
Ref Level 30,50 dBm  Offset 10.50 dB & RBW 100 kHz Ref Level 30.50 dém Offset 10.50 dB @ RBW 100 kHz
| Att 30de SWT 1.1ms @ VBW 300 kHz Mode Sweep |» Att 30dB SWT 1.3ms @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
@ 1Pk Max @ 1Pk Max
mM1[1] 6.33 dBm)| -14.18dBm M1[1] 5.82 dBm)|
2.4170280 GHz| 2.465800 GHz|
20 D1[1] -30.92 dB 20d D1[1] -27.02 dB
-20.0640 MHz 18.140 MHz|
10 dl 44 10 dl
o JMWWUM i o fulw M\
-10 di -10d
|13 67dem JJ \1( / \rw
-20 di o1 M -20d mm
-30 di P Ml f -a0d J‘”%
-40d "'“p! s 40 d 4 l
A ors M 'y IR YR R
sty i b
-60 di -60d
CF 2.4 GHz 1000 pts Span 88.0 MHz CF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function__| Function Result |
M1 1 2.417028 GHz 6.33 dBm M1 1 2.4658 GHz 5.82 dBm
D1 M1 1 -20.064 MHz -30.92 dB D1 M1 1 18.14 MHz -27.02 dB

Date:

5.SEP.2026 00:4

Ul6169E-RF Tester:Vern Shen

a5

802.11n20_2412MHz

)

PrejectNo. 12601

Date: 5.

SEP.

ULE16CE-EF Tester:

00:4

Vern Shen

11

802.11n20_2472MHz

Spectrum “%1 Spectrum “%1
Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 100 kHz Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 100 kHz
lo att 30de SWT  1Llms @ VBW 300kHz Mode Sweep lo att 30de  SWT 1.3ms @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
(@ 1Pk Max @ 1Pk Max
M1[1] 6.69 dBm -13.74dBm M1[1] 6.26 dBm|
2.4194920 GHz 2.465800 GHz|
20d D1[1] -31.07 dB 20 d| p1[1] -31.76 dB)|
-22.1760 MHz 17.890 MHz
10d b1 10d
o JM b ML\ B
-10 d -10d
|13 31dem / \]
20 d 58 20 d
304 i 30.d
40 d il a0 di m. m
i ot ot doat. syl
50 e 50 d
-60 d 60 d
CF 2.4 GHz 1000 pts Span 88.0 MHz GF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | _Function | Function Result |
M1 1 2.419492 GHz 6.69 dBm [ M1 1 2.4658 GHz 6.26 dBm
D1 ML 1 -22,176 MHz -31,07 dB | D1 ™M1 1 17.89 MHz -31.76 dB |

sr:vern shen
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802.11n40 2422MHz

802.11n40 2462MHz

Spectrum u%l Spectrum o=
Ref Level 30,50 dem  Offset 10,50 dB @ RBW 100 kHz Ref Level 30.50 dBm  Offset 10.50 db @ RBW 100 kHz
lo att 30d8 SWT  11lms ® VBW 300kHz Mode Sweep o At 30dB SWT  1.3ms @ VBW 300kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
(@ 1Pk Max (@ 1Pk Max
MIL1] 4.09 dBm| -1S.90dem  M1[1] 4.10 dBm)|
2.4345400 GHz| 2.454580 GHz|
20d D1[1] -30.31 dB 20 d| p1[1] -29.24 dB)|
-36.0800 MHz 29.360 MHZ]
10 i 10 T
od AR IWENEOT (NAY |/ WRW N vd ATYVON) () FRRTOYET TN
/ muw \L -10d / “w l
-20d
D1 \‘w 1
L d 4y ul
-30d ! -3 bt i
a0d . W.MMM a0 d MHW
o
s0d s0d
60 d 50 d
CF 2.4 GHz 1000 pts Span 88.0 MHz CF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value | _Function Function Result | Type | Ref | Tre | X-value | y-value | Function | Function Result
M1 1 2.43454 GHz 4.09 dBm ML 1 2.45458 GHz 4.10 dBm
D1 M1 1 -36.08 MHz -30,31 dB | D1l M1 1 29,36 MHz -20.24 dB |

)i J NNRRID Wi

Projectlo. 126010161

RF Tester:Vern Shen

Date: 5.S2F.2026 01:29:0L

. 1260LULG16SE-RE Tes

5.5EP.2026 0l:

ern Shi

7

n

29:34
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Duty Cycle
Test Information:
Sample No.: | 3QRR-2 Test Date: | 2026/09/05
Test Site: | RF Test Mode: | Transmitting
Tester: | Vern Shen Test Result: | N/A

Environmental Conditions:

Relative
Temperat(‘fg)' 26 Humidity: 50 ATM Pres(sl‘(‘ifz)‘ 100.1
(%)
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Test Data:

Mode

Test Frequency
(MHz)

Ton

(ms)

Ton+Toff
(ms)

Duty Cycle
(%)

Duty Cycle
Factor(dB)

1/Ton
(Hz)

VBW
Setting
(kHz)

802.11b

2442

12.406

12.563

98.75

/

0.010

802.11g

2442

2.063

2.163

95.38

0.21

485

0.500

802.11n20

2442

1.918

2.082

92.12

0.36

521

1

802.11n40

2442

0.943

1.070

88.13

0.55

1060

2

Duty Cycle = Ton/(Ton+Toff)*100%

802.11b_2442MHz

802.11g_2442MHz

Spectrum s Spectrum L
Ref Level 30.00 dem  Offset 10.50 dB @ RBW 10 MHz Ref Level 30.00 dem  Offset 10.50 dB & RBW 10 MHz
lo Att 30d8 @ SWT  626ms @ VBW 10 MHz o Att 30dB @ SWT  10.9ms @ VBW 10 MHz
SGL Count 1/1 SGL Count 1/1
(@ 1Pk Clrw @ 1Pk Clrw ]
- 1011 615 dAm M1[1] 18.16 dBm)|
De 31448770 ms| )
20 d
D1[1] -0.01 db| £
- 12040614 ms 104 2.06269 ms|
od od
-10d -10d
20d 20d
-30d -30d .
-40d -40d
S0 d s0d
60 d 60 d
CF 2.442 GHz 10000 pts 6.26 ms/ CF 2,442 GHz 10000 pts 1.09 ms/
Marker Marker
Type | Ref | Trc | X-value Y-value | Function Function Result | Type | Ref | Tre | X-value y-value | Function Function Result |
ML 1 31,4877 ms 26,15 dbm ML 1 6.10085 ms 18.16 dBm
01 M1 1 12.40614 ms -0.01 d8 D1 M1 1 2.06269 ms -3.66 di
D2 M1 1 12.56255 ms 0.03 dB D2 M1 1 2.16299 ms 0.03 dB
J16169E-RF Tester:Vern Shen ProjectNo. :2601U1616SE-RF Tester:Vern Shen
0013103 Date: 5.8FP.2026 00:35:56

802.11n20 2442MHz

802.11n40 2442MHz

Spectrum = Spectrum =
Ref Level 30.00 dBm Offset 10.50 dB @ RBW 10 MHz Ref Level 30.00 dBm Offset 10.50 dB & RBW 10 MHz
| Att 30 dB @ SWT 10,4 ms @ VBW 10 MHz |» Att 30 dB @ SWT 5.5ms @ VBW 10 MHz
SGL Count 1/1 SGL Count 1/1
(@ 1Pk Cirw ] (@ 1Pk Clrw
m1[1] 19.01 dBm| M1[1] 15.49 dBm)|
| d b .188074 ms|
1.918[LH ms)| =N
10 d
od
-10 di
-20 di
30d “ w "
-40d
-50 di -Sod
-60 di -60 d
CF 2.442 GHz 10000 pts 1.04 ms/ CF 2.442 GHz 10000 pts 545.06 ps/
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Tre | X-value | Y-value |__Function__| Function Result |
M1 1 £.82725 ms 19,01 dem M1 1 2,188074 ms 15,49 dBm
D1 M1 1 1.91814 ms 1.87 dB D1 M1 1 943.041 ps -1.36 dB
D2 M1 1 2.0825 ms 0.04 dB D2 M1 1 1.070052 ms 0.02 de

Projectio. 12601016169

Date: 5.S3P.2026 00:

RF Tester:vern Shen
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Conducted Spurious Emission

Test Information:

Sample No.: | 3QRR-2 Test Date: | 2026/09/05
Test Site: | RF Test Mode: | Transmitting
Tester: | Vern Shen Test Result: | Pass
Environmental Conditions:
Relative
T : . . :
emperat(‘fg) 26 Humidity: 50 ATM Pres(sl‘(‘ifz) 100.1
(%)
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Report No.: 2601U16169E-RFA

Test Data:

Note: As shown in the test plots, the conducted spurious emission is below 30dBc, providing sufficient margin

against the 20dBc limit. The test result is Pass.

802.11b_2412MHz

802.11b_2442MHz

= pectrum =
Ref Level 32.50 dBm  Offset 12.50 dB @ RBW 100 kHz Ref Level 32,50 dBm  Offset 12.50 dé @ RBW 100 kHz
lo att a0de SWT  250ms @ VBW 300 kHz Mode Sweep lo Att 30de SWT  250ms @ VBW 300 kHz Mode Sweep
SGL Count 20/20 SGL Count 20/20
@17k Max (@ 1Pk Max
1 1[1] -35.15 dBm| I 1[1] -32.59 dBm|
| 7.2374 GHz| | 7.3249 GHz|
20 dl T 2[1] -35.94 dBm| 20 df 2[1] -36.78 dBm|
D1 16.180 dBm 2250 GHZ| D1 16.400 dBm 15.5691 GHz|
10d 10 d
0 d 0 di
-10 d -10 d
2 -13,820 dBr )2 -13.600
20 di -20 df
M
-30 df -30 df
e M3 w-f
a0 d w N e 404 A A
T i TV T T Loty P e TV P T S S AR TR S
-50 d -50
-60 df 60 di
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc X-value | Y-value | Function Function Result Type | Ref | Trc | X-value | Y-value | _Function Function Result
M1 1 7.2374 GHz -35.15 dBm M1 1 7.3249 GHz -32.59 dBm
M2 1 7,225 GHz -35,94 dbm M2 1 15.5691 GHz -36.76 dbm
M3 1 20,4032 GHz -37.74 dBm M3 1 15.6441 GHz -37.46 dBm

) J

Projec Mo :2601U161693-RF Tesler:Vers Shen

1 J

Projeclio. :2601U16169E-RF Tes

Date: 5.5EP.2026 00:27:35 Date: 5.3EP.2026 00:2
Spectrum Spectrum
Ref Level 32,50 dBm  Offset 12,50 dB @ RBW 100 kHz Ref Level 32,50 dBm  Offset 12,50 dB @ RBW 100 kHz
|» Att 30de  SWT 250 ms @ VBW 300 kHz Mode Sweep |& Att 30dB  SWT 250 ms @ VBW 300 kHz Mode Sweep
SGL Count 20/20 SGL Count 20/20
@ 1Pk Max @ 1Pk Max
I 1[1] -34.34 dBm)| 1[1] -37.16 dBm|
‘ 7.4123 GHz| 20.3657 GHz|
20d [11 -38.05 dBm 20 d 2[1] -37.34 dBm|
D1 16.520 dBm 15.5441 GHZ] 15.8314 GHZ|
10 10 df
D1 6.640 dBr
od od
-10 di -10
D2 -13.480 dBnr
-20d 20d
D2 -23,360 dBrn
-30 di -30
M2 M2 M3
o , P P oa I G ) ‘
L grrtmd e Y, TS RWRT N A RESTNP PR Y [ A—— IR SRy A W AT
-50 di 50 d
60 d 60d
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function Function Result | Type | Ref | Trc | X-value | Y-value |__Function Function Result |
M1 1 7.4123 GHz -34.34 dbm M1 1 20,3657 GHz -37.16 dbm
M2 1 15,5441 GHz -38,05 dBm M2 1 15.8314 GHz -37,34 dbm
M3 1 15.5191 GHz -38.07 dBm M3 1 20.3907 GHz -37.39 dBm
it G e Il J (T
0j2ctNo. 1 2601ULE169E- Projectio Vern Shen
Date: 5.SEP.2026 00: Date:
802.11g 2442MHz 802.11g 2472MHz
Spectrum = =
Ref Level 32.50 dem Offset 12.50 dB & RBW 100 kHz Ref Level 32.50 dBm Offset 12.50 dB & RBW 100 kHz
|» Att 30de  SWT 250 ms @ VBW 300 kHz Mode Sweep |» Att 30dB  SWT 250 ms @ VBW 300 kHz Mode Sweep
SGL Count 20/20 SGL Count 20/20
[@ 1Pk Max (@ 1Pk Max
1[1] -36.75 dBm 1[1] -36.40 dBm|
15.5067 GHz| 20.3907 GHz
20d 2[1] -37.87 dBm)| 20d 2[1] -37.30 dBm|
19.6163 GHz| 20.3657 GHz|
10dBm—rty; 5550 dpm 10d 51 7.470 dbrr
0 di 0 d
-10d -10d
20BN 21750 204 D2 22530 dbm
30 T R -30 += o
-40 df h ,,,Y -40 i 1
TR T T SR P, A T S L e VT L T TSP F v i ki T e P
50 d S0d
-60 df -60
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Tre | X-value | ¥-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function Function Result |
ML 1 15,5067 GHz -36.75 dBm M1 1 20,3907 GHz -36.40 dbm
M2 1 19.6163 GHz -37.87 dBm M2 1 20.3657 GHz -37.30 dBm
M3 1 20,3782 GHz -38.02 dBm M3 1 17.6177 GHz -37.69 dbm
Projectlo. :2601U161696-RE svern Sher Projectio. : r Shen

Jate: 3.9RP.2CRE  00:50:

Date: 5.5F2.2026 00:4
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802.11n20 2412MHz
Spectrum

Ref Level 32.50 dBm

Offset 12.50 dB @ RBW 100 kHz

802.11n20_2442MHz
Spectrum

Ref Level 32.50 dBm

Offset 12.50 dB @ RBW 100 kHz

lo att 30d8 SWT  250ms @ VBW 300kHz Mode Sweep o At 30dB SWT  250ms @ VBW 300kHz Mode Sweep
SGL Count 20/20 SGL Count 20/20
(@ 1Pk Max (@ 1Pk Max
111 -37.10 dBm 111 -37.85 dBm)|
20.3657 GHz 15.5316 GHZz]|
20 d 2[1] -37.57 dBm 20 d 2[1] -38.15 dBm)|
20.3907 GHz 15.6316 GHz|
10 dém 10 dBM=—{jp1 5610 dpm
od od
-10d -10d
20 dBM—H——" " 1 500 dere 20 dBm———p5 51 300 dbm
30d 30d
w? )
404 Ak 4 - 40 di b PP T e 0
| T L™ PRI NP P Y P [P ST B AR et LV ST K TR T A A WY Tl
50 d S0d
60 d 60d
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Tre | X-value | Y-value |__Function Function Result |
ML T 20.3657 GHz -37.10 dBm [ mt 1 15.5316 GHz -37.85 dém
M2 1 20,3907 GHz -37.57 dém | m2 1 15.6316 GHz -38.15 dBm
M3 1 20,3533 GHz -37.99 dém | M3 1 20,3408 GHz -38.37 dém

Projectlo. :26010U16169E-RF Tester:Vern Shen

Date: 5.S2F.2026 01:05:52

802.11n20_2472MHz

Ref Level 32,50 dBm

=)

Offset 12.50 dB @ RBW 100 kHz

$2601UL6163E-E:

Shen

¢ 5.8EP.2026 01:0

802.11n40_2422MHz

Ref Level 32,50 dém

=)

Offset 12.50 d8 @ RBW 100 kHz

fo att 30de SWT 250 ms @ VBW 300 kHz Mode Sweep |o Att 30de  SWT 250ms @ VBW 300 kHz Mode Sweep
SGL Count 20,20 SGL Count 20/20
(@ 1Pk Max (@ 1Pk Max
1[1] -36.76 dBm| 1[1] -36.83 dBm|
20.3782 GHz 15.6066 GHz|
20 d 2[1] -37.20 dBm 20 d 2[1] -37.15 dBm)|
15.5691 GHz 17.9300 GHz|
10 df 10d
D1 4.420 dBm D1 5.710 dBrm
od od
-10d -10d
20d 20d
D2 -25.580 dBrm D2 -24.290 dBm
-30d Mf -30d T
-40 d iR w5 T — -40d A I T
TR AV TR W YN g e A s T TR T LTV T SPRRRENR P EpYYT st T "™
S0 d S0 d
60 d 60 d
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker’
Type | Ref | Trc | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function Function Result |
M1 1 20,3782 GHz -36.76 dBm [ mr 1 15.6066 GHz -36.83 dBm
M2 1 15,5691 GHz -37.20 dém | m2 1 17,93 GHz -37.15 dém
M3 1 20.3408 GHz -37.45 dBm | w3 1 20.3408 GHz -37.43 dém
ProjectNo. : 260 6169E-RF Tesler:Vern Shen J1616SE-RF Tester:Vern Shen
Date: 5.SZP.2026 01:07: 01:3

802.11n40 2442MHz

802.11n40 2462MHz

Spectrum o Spectrum o
Ref Level 32,50 dBm Offset 12,50 dB @ RBW 100 kHz Ref Level 32,50 dém Offset 12.50 dB @ RBW 100 kHz
| Att 30de SWT 250 ms @ VBW 300 kHz Mode Sweep |» Att 30dB SWT 250 ms @ VBW 300 kHz  Mode Sweep
SGL Count 20/20 SGL Count 20/20
@ 1Pk Max @ 1Pk Max
1[1] -37.45 dBm| 1[1] -34.97 dBm|
20.3782 GHz| 2.5033 GHz]|
20 di 2[1] -37.61 dBm| 20d 2[1] -37.36 dBm|
15.5566 GHz 15.5067 GHz|
10 d 10 dl
D1 6.390 dBm- D1 5.770 dBmr
od 0O di
-10 di -10d
-20 di -20d
D2 -23.610 dBm D2 -24.230 dBrm
30 di -30 dBm—irft
M2 Mz [H M3
40 d X w1 a0 d T, ot N4
R L™ ST 7Y S AN T AT R WV S TR e VPP T .ﬂ T PR e
-50 di -Sod
-60 di -60 d
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc | X-value Y-value | _Function Function Result | Type | Ref | Tre | X-value y-value | Function Function Result
M1 1 20.3782 GHz -37.45 dBm [ M1 1 2.5033 GHz -34.97 dBm
M2 1 15,5566 GHz -37.61 dBm ‘ M2 1 15.5067 GHz -37.36 dBm
M3 1 20.4032 GHz -37.71 dBm ‘ M3 1 20.3657 GHz -37.55 dBm

)

StMo. :2601U16169E-RF Tester:Vern Shen

iP.2026  01:32:14

)

12601U16169E-RT Tester:Vern Shen

Projectio
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EUT PHOTOGRAPHS

Please refer to the attachment 2601U16169E-RF-EXP External photo and 2601U16169E-RF-INP Internal
photo.
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TEST SETUP PHOTOGRAPHS

Please refer to the attachment 2601U16169E-RF-TSPA Test Setup photo.

wxwis END OF REPORT ##%%%
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