
S14 Bluetooth Speaker Product Specification Sheet

1.Product Summary
1. Model：S14 E26
2. Product name： S14 Bluetooth speaker
3. Shape design： S14 Bulb Shape
4. Key feature：
   S14 bulb shape;E26bulb socket;
   It can be knob assembled on the E26 lamp holder for use;
   (limited to 12-24VDC voltage input).

2.Specification Parameter
1.Speaker unit: 1 full-range speaker (36MM diameter / dual magnets)
2.Input power supply voltage: 12-24V DC voltage input
3.Output power：3W
4.Frequency Response：100Hz - 18kHz
5.Bluetooth version：6.0
6.Bluetooth frequency band：2.4G
7.Bluetooth mode： Classic Bluetooth + BLE Dual Mode
8.Bluetooth signal connection range: over 15 meters

3.Function Connection Explanation
1.When Bluetooth connect successful,the display name will be：S14 Bluetooth speaker
2.Connection sequence description:

Power on (Bluetooth speaker is turned on and there is a volume indication) 

Turn on the Bluetooth audio source device (such as a mobile phone) 

Bluetooth connect successful (the mobile phone displays the name of the Bluetooth speaker, S14 
Bluetooth speaker, successfully pairs with the Bluetooth speaker, and there is an indication 
sound)

Bluetooth audio source device disconnects (the Bluetooth audio source device exits the 
Bluetooth connection, or the Bluetooth audio source device is beyond the Bluetooth connection 
distance, and there is an indication sound)

4.Boundary dimension
1.Product size：L3.44"*1.77"

5.Label

6.Installation method



FCC COMPLIANCE
CAUTION: Change or modifications not expressly approved by the party
responsible for compliance could void user’s authority to operate the equipment.
Note: This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to part 15 of the FCC Rules. These limits are 

designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses and can radiate radio 
frequency energy and, if not installed and used in accordance with the instructions, 
may cause harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to 
try to correct the interference by one or more of the following measures:
— Reorient or relocate the receiving antenna. 
— Increase the separation between the equipment and receiver.
— Connect the equipment into an outlet on a circuit different from that to which 
the receiver is connected.
— Consult the dealer or an experienced radio/TV technician for help.
This device complies with Part 15 of the FCC Rules.Operation is subject to the 
following two conditions: (1) this device may not cause harmful interference,and 
(2) this device must accept any interference received, including Interference that 
may cause undesirable operation.
The device has been evaluated to meet general RF exposure requirement. The 
device can be used in portable exposure condition without restriction.


