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Dongguan Pan Asia electronics Co., LTD

Shijie Town, Dongguan City, lumbar junction tetracarboxylic tetracarboxylic sand
behind the post office, Dongguan City, Guandong,China

SPECIFICATION FOR APPROVAL

® P
CUSTOMER:

PR
CUST P/N:
R = O 08%48P
FINE P/N:

it
ESC
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E &L % %5 CUST: 331
DESC ®43. 5%20.5-10Ts-0.08x48P-30mm R kL5 Fine P/N: FYD331003
Rev: A.0 % g5 CUST PIN: A1
A 40+0.5
—. X5 DIMENSION:(mm)
B 20+0. 5
—. JE#E SCHEMATIC DIAGRAM: C 0.6/%0.6 thick
S o D1 32mm=+2
& A A A A SO D2 30mm+2
F 43.6=+0. 2
=\ 5% Winding Specification: G 5.0 ot
F H o 1.3+1
‘ I 5.3 ref
C (¥
E 3+0.2

R

Note:

1. Coil attached magnetic disc, magnetic disc
size

43.5+£0.2mm, thickness is 0.6

2. Wrap 8mm(ref) width high-temperature
adhesive paper 1-2Ts around the coil outlet
position;

3. Stick a circular diameter on the back of the
disc

42mm(ref) white double-sided tape, inner

= Gummed paper E hole 20.5/8.6mm (ref), (must add 3mm
G double-sided tape with hole).
e Uiy - “&iz P £ GRER 7 IA)
NO. TERMINAL WIRE Turns Winding Direction
1 s | F HURZ 0. 08%48P 10Ts CCW
4. HS4FM: ELECTRICAL CHARACTERISTICS:
IR TEMPERATURE:25+10°C, ##/% RELATIVE HUMIDITY:75+20%
FPg | BH | T Frife MR 2% A &S
NO. | ITEM | TERMINAL | SPECIFICATION TEST FREQUENCY | TEST EQUIPMENTS
1 IND. | S-F 5.4uH £15% 100KHz/1.0V LCZ METER 1062B
Individual coil
2 IND. | S-F 6.5uH £15% 100KHz/1.0V LCZ METER 1062B
Magnetized sheet
3 DCR | S-F <50mQ LCZ METER 502B
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