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1.Antenna parameters

This report mainly provides test conditions and results for various electrical and structural
properties in devicetests,The antenna designed by TLT.
Electrical parameters

1.1.1 Electrical Performance Assessment

The band range of the antenna is 2400MHz-2500MHz and 5000MHz~5800MHz. below are the
basic parameters of the electrical performance of the antenna. This is designed antenna and
produced by Tian Lu Tong.

1.1.2 distribution circuit diagram
Use the original matching circuit diagram on the PCB board
1.2 Structural parameters

1.2.1 antenna assembly

Antennas generally consisted of plastic supports and hardware pieces.
1.2.2 can test the requirements

Test item description Acceptance criterie s
The 1. had no obvious damage
1. crytemperature test temperature:-20°C The 2. electrical performance
Time: 24 hours meets the standard
temperature.: 80°C The 1. had no obvious damage
The 2. high-temperature test Time: 24 hours The 2. electrical performance

meets the standard

5+ 0.1% salt mist 1.No color was changed
PH-value: 6.5-7.2 2.There are no obvious cracks in
3. salt fog test temperature: 35:1°C the appearance

Tim e: e:24 hours
Total value of Pb, Hg, Cr+6, Cd
in  packing materials is
smaller thall 50PPM
4. environmental adaptability test | Pb, Hg, Cr+6, PBBs, PBDEs in
components are smaller than
500PPM,Cd is smaller than
50PPM
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2.The test

Antenna are installed in a customer provided phone for testing. describes the antenna in mobile)
for the equipment (electrical performance test).

2.1The VSWR test

2.1.1Test the connection
Test VSWR order of device connections: Agilent E8753 network analyzer — test cable —
customer-provided machine

2.1.2 voltage standing to wave ratio

The table below describes the values of the voltage resident wave ratio of the antenna at the
two endpoints of the frequency band, involving drawings about the return impairment and resident
wave ratio, please refer.

Main antenna WIFI-2.4G WIFI-5.0G
Frequency (MHz) 2.4G 2.48G 5.15G 5.85G
VSWR 1.36 1.58 2.04 1.87
Return Loss -16.4 -12.9 -9.3 -10.3

2.2 GAIN & EFFCIENCY

2.2.1 test environment

Skyway microwave dark chamber: The test frequency range from 800MHz to 6GHz, in a 50cm
diameter spherical area, and the dark chamber is reflected less than-50 dB. from 800MHz—6GHz

2.2.2 Test the equipment
Agilent 8960 (8753C) Wireless Communication Test Device, Dipole antenna, French Sa t imo
Antenna Test System, Printer, etc.

3. summary

The antenna is designed according to the machine samples provided by the customer, and the
electrical parameters and result performance of the antenna meet the standard, and we are sure to
make you satisfied.
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4.Attachment diagram

4.1 Parameter diagram of return loss and voltage standing wave ratio

| ——F), 1 808.000 8A@ MH=
EHD sii&m LOB 10 dB/REF @ dB 4406 dB 5 £800.800 _

—————

E L = = i STOP F APRA.AAR RO MH=z

5. WIFI graphics and test data
5.2 WIFI gain and efficiency test:

Tesl Freq. TRP ] Galn | EMcienc | EMicienc |
Port D | (MHz) | (dBm) | (dB) yiu | yidsy |
1 240000 16D b 331
F 240500 054 % | 4853
3 241000 101 -4.37
4 241500 125 -412
B 242000 0.89 412
A 242500 1.43 -362
1 243000 188 336
B 243500 119 -413
3 244000 047 355
e 244500 048 -4.34
14 245000 025 348
12 245500 .03 -4.01
13 245000 179 307
14 295500 019 -396
18 074 _3.87
18 1.23 -4.21
1T 0.84 -3.82
18 o.s7 -3.90
18 0.63 407
20 1.17 -3.54
21 1,30 337
2 FRE| -3.68
23 2.14 352
24 0,06 -3.20
25 217 290
2% 052 -4.18
2T 1,53 347
28 13 -3.96
2 05 5

0 1.72 3.50
a1 1,15 420
kr 1.25 402
a3 0.53 432
kLY 0.60 -4.00
35 2,48 344
| & 0.68 -388
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7. Antenna 2D profile
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8. actual photo
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