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Appendix Test Data
Report No.: 18220WC10261901 | Test Sample No.: 1-2-2
Start Test Date: 2021.11.27 Finish Test Date: 2021.12.3
Test Engineer: }Oy He Auditor: ﬁMmﬁ [
Temperature: 24.3°C Relative Humidity: 57 %
Pressure: 1012 hPa

Appendix A: DTS Bandwidth

Test Result
DTS BW - .
TestMode | Antenna | Channel MHzZ] FL[MHz] FH[MHZ] LimitfMHz] | Verdict
z
2402 0.684 2401.648 2402.332 0.5 PASS
BLE_1M Ant1 2440 0.700 2439.644 2440.344 0.5 PASS
2480 0.668 2479.660 2480.328 0.5 PASS

Shenzhen Anbotek Compliance Laboratory Limited

Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, »\ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500
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Test Graphs

BLE_1M_Ant1_2402

o sy it Anﬂlyzer N
7

ALIGN AUTO
#Avg Type: RMS Frenuety
AvglHold: 100/100

IFGain:Low #Atten: 40 dB
Auto Tune

Ref 30.00 dBm

CenterFreq
2.402000000 GHz

StartFreq
2400000000 GHz

StopFreq
2404000000 GHz

Center 2.402000 GHz Span 4.000 MHz CFStep
#VBW 300 kHz Sweep 1.000 ms (1001 pts), 400.000 kHz

MKR MODE| TRC SCL X v FUNCTION | FUNCTION WIDTH FUNET\UNVALUE o |Auto hen
| 2401648GHz|  76%0cBm[ [ | ]
____

[iA) 68dkHz[(Ay o04MddB[ [ [ ] FreqOffset
_ 1 OHz

S e e

ALIGNAUTO
#hvg Type: RMS Frequency

RL RFE S0Q  AC
Center Freq 2.440000000 GHz

SNO: Wide ~+ Trig: Free Run AvglHold: 1001100
IFGain:Low #Atten: 40 dB
Auto Tune
Ref 30.00 dBm
CenterFreq
2.440000000 GHz
StartFreq
2.438000000 GHz
JR—
Stop Freq
2.442000000 GHz
=
Center 2.440000 GHz Span 4.000 MHz CFStep
#VBW 300 kHz Sweep 1.000 ms (1001 pts) 400.000 kHz
MKR MODE TRC| SCL| i b FUMCTION FUNCTION WIDTH FUNCTIONVALUE A M Hed
|
————
B 7oOkMz (A} oMeedB] | | | FreqOffset
R —— i

BLE_1M_Ant1_2480

Shenzhen Anbotek Compliance Laboratory Limited




Anbotek

Product Safety Page 3 of 22

Agilent Spectrum Analyzer - Swept SA
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Appendix B: Occupied Channel Bandwidth

Test Result

TestMode | Antenna | Channel OCB [MHZ] FL[MHZ] FH[MHz] | LimitfMHz] | Verdict
2402 1.0278 2401.490 2402.517 PASS

BLE_1M Ant1 2440 1.0246 2439.494 2440.519 PASS
2480 1.0283 2479.491 2480.519 PASS

Shenzhen Anbotek Compliance Laboratory Limited

Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500
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Test Graphs
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Agilent Spectrum Analyzer - Occupied BW
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Appendix C: Maximum conducted output power

Test Result
TestMode Antenna Channel Result[dBm] Limit[dBm] Verdict
2402 -0.27 <30 PASS
BLE_1M Ant1 2440 -1.4 <30 PASS
2480 0.17 <30 PASS

Shenzhen Anbotek Compliance Laboratory Limited

Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500
Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com
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Test Graphs
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Agilent Spectrum Analyzer - Swept SA
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Appendix D: Maximum power spectral density

Test Result
TestMode Antenna Channel Result{[dBm/3kHz] Limit[dBm/3kHz] | Verdict
2402 -15.24 <8 PASS
BLE_1M Ant1 2440 -16.41 <8 PASS
2480 -14.9 <8 PASS

Shenzhen Anbotek Compliance Laboratory Limited

Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500
Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com
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Test Graphs
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Agilent Spectrum Analyzer - Swept SA
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Appendix E: Band edge measurements

Test Result

TestMode | Antenna | ChName | Channel | RefLevel[dBm] | Result{[dBm] | Limit[dBm] | Verdict

Low 2402 -0.81 -59.84 <-20.81 PASS
High 2480 -0.61 -59.95 <-20.61 PASS

BLE_1M Ant1

Shenzhen Anbotek Compliance Laboratory Limited

Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500
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Product Safety

Test Graphs

BLE_1M_Ant1_Low_2402

Agilent Spectrum Analyzer - Swept SA

g R ALIGNAUTO e
Center Freq 2.357500000 GHz . #Avg Type: RMS q Y
PHO: Fast —+- Trig: Free Run Avg|Hold: 1004100
IFGain: #Atten: 30 dB

MKr5 2.399 870 GHz Auto Tune

-59.843 dBm

Ref 20.00 dBm
CenterFreq
2.357500000 GHz

StartFreq
2310000000 GHz,

Stop Freq|
2.405000000 GHz

'UI

Start 2.31000 GHz Stop 2.40500 GHz CFste
#Res BW 100 kHz #VBW 300 kHz Sweep 9.133 ms (1001 pts) 9:500000 MHz
MKR MODE TRC SCL X bi FUNCTION FUNCTION WIDTH FUNCTION VALUE A Auto

(N [1]f[  2401960GHz|  0809eéBm[ [ [ ]
P N [1[f[  2400000GHz[  60.104aBm[ [ [ ]
3 [ 2390000GHz| 62672dBm[ [ [ | Freq Offset
Pl N [1[F[  2310000GHz| 63021dBm[ [ [} 0Hz
I N [1[fF[  2399070GHz[ 69g43aBm[ [ [ ]

=
®
S

Agilent Spectrum Analyzer - Swept SA
ALIGNAUTO
#Avg Type: RMS Frequency

Kl RL RF 500  AC
Center Freq 2.487500000 GHz

Dot Fast —+— Trig: Free Run AvglHold: 1001100
IFGain:Low #Atten: 30 dB

Mkra 2.491 625 GHz) [

Ref 20.00 dBm ikl

1 CenterFreq

? T T - T T i 2.487500000 GHz|

I

‘ StartFreq

2.475000000 GHz

JE—

Stop Freq

2500000000 GHz
| JR—
Start 2.47500 GHz Stop 2.50000 GHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 2.400 ms (1001 pts) 2:500000 MHz
MKR MODE| TRC SCL " ¥ FUNCTION FUNCTION WIDTH FUNCTION VALUE A m re
| N [1[f]  2480000GHz| 0612 dBm| [

PN ]

Freq Offset,
0Hz

Shenzhen Anbotek Compliance Laboratory Limited

A




Anbotek

Product Safety Page 15 of 22

Appendix F: Conducted Spurious Emission

Test Result
FregRange RefLevel . .
TestMode | Antenna | Channel Result[dBm] | Limit[dBm] | Verdict
[MHZz] [dBm]
Reference -1.18 -1.18 -—- PASS
30~1000 -1.18 -70.66 <-21.18 PASS
2402
1000~265
-1.18 -45.94 <-21.18 PASS
00
Reference -2.22 -2.22 - PASS
30~1000 -2.22 -69.14 $-22.22 PASS
BLE_1M Ant1 2440
1000~265
-2.22 -50.17 <-22.22 PASS
00
Reference -0.84 -0.84 PASS
30~1000 -0.84 -67.95 <-20.84 PASS
2480
1000~265
00 -0.84 -49.33 <-20.84 PASS

Shenzhen Anbotek Compliance Laboratory Limited

Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500
Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com
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Test Graphs
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Agilent Spectrum Analyzer - Swept SA
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BLE_1M_Ant1_2440_1000~26500

Agilent Spectrum Analyzer - Swept SA
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Agilent Spectrum Analyzer - Swept SA
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Appendix G: Duty Cycle

Test Result
ON Time | Period X DC xFactor | .
TestMode | Antenna | Channel Limit | Verdict
[ms] [ms] [%]
0.603
2402 0.38 0.63 5 60.32 2.20 -— PASS
0.612
BLE_1M Ant1 2440 0.38 0.62 : 61.29 213 -— PASS
0.603
2480 0.38 0.63 5 60.32 2.20 -— PASS
Shenzhen Anbotek Compliance Laboratory Limited
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com
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Test Graphs
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Agilent Spectrum Analyzer - Swept SA
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