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Chip Antenna
RI/E

$$1E Feature

n EER, &HEXZE Light weight, compact

m B K, KA Wide bandwidth, low cost

m SIEZAE XL Built-in antenna with high gain R
» TYERE Operating Temp. : -40°C ~ +85°C Qﬁi}&m

B Application

m BT, T Bia M, s Bluetooth, Wireless
LAN, Mobile TV CSHXC-2450-31-SE-B

m A MAFHome RF system, etc

BB S451 Electrical Characteristics per line(TA=25°C)

£ ¥ Parameter MigSpecification B4 {v7 Units
sl Frequency Band 2400~2483 MHz
B KIEER Peak Gain 1.0 dBi
FE#T Impendance 50 Q

BARMEAT Typical Characteristics
Fig.1 BEiZLL VSWR
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Chip Antenna
RI/E

t5 53 #& I Radiation Pattern

TR EEREH TN, KUERERBUE, BERNRYREMAENE ST
YW ELIE . The Gain pattern is measured in FAR-field chamber. DUT is placed on
the table of rotator, a standard horn antenna and Vector Network Analyzer is used
to collect data.

Fig.2 lBE=ER~EE
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Chip Antenna

i:_;f_ TECHNOLOGY
3D tEEiR
3D Gain Pattern (2450 MHz)
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TECHNOLOGY

W ( dB

Chip Antenna
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Chip Antenna

==0OLRIVE
If B ltem IX 12 Condition Mg Specification
1. 3043 minutes at -40°C+5°C,
s 2. Convert to +105°C (5 minutes) No apparent damage
H! 3. 30+3 minutes at +105°C+5 OC’ Fulfill the electrical
Thermal shock 4. Convert to -40°C (5 minutes) spec. after test.
5. Total 100 continuous cycles
FrgM 1. Humidity: 85% R.H. No apparent damage
Humidit ! A — 2. Temperature: 85+£5°C Fulfill the electrical
y 3. Time: 1000 hours. spec . after test.
HEEt No apparent damage R .
High tel?nm;errature Fulfill the electrical l. T;mperature: 150°C+5°C
resistance spec. after test. 2 . Time: 1000 hours.
itz =1E] . o o No apparent damage
Low temperature 21;;@%%6%-40 C5°C Fulfill the electrical
resistance - Ame: ours. spec . after test.
MRt 1. Solder bath temperature : 260+5°C
Soldering heat resistance 2. Bathing time: 10+1 seconds No apparent damage
{248 1 The dipped surface of the terminal shall be
Sallelers 5 at least 95% covered with solder after dipped No apparent damage
y in solder bath 0f245+5°C for 3+1 seconds.

(2) tE7FIREE Storage Condition
(a)BF : IRENEO~30°CZE, BEMNF60%EE , FRmIMEREEZHiEg1FRER.
At warehouse: The temperature should be within 0 ~ 30°C and humidity should be
less than 60% RH.The product should be used within 1 year from the time of elivery.

(b)EMR : BEMNEA0~85°CiE , iZ2ERN/NF85%iEE ., On board: The temperature
should be within -40 ~85°C and humidity should be less than 85% RH.

(3) I{FIRIERE Operating Temperature Range
T{ERESEBE : -40°C to +85°C, Operating temperature range : -40°C to +85°C.

LR REMZ% Recommended Reflow Solder curve
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http://www.silabs.com/products/timing/oscillators
http://www.silabs.com/Si545-FAQ
http://www.silabs.com/oscillator-phase-noise-lookup
http://www.silabs.com/products/development-tools/timing/oscillator

Chip Antenna

TECHNOLOGY

(1) BBJEELAYEEA Soldering Gun Procedure
AN EESEINE X E A& T B2 4 iR,
Note the follows, in case of using solder gun for replacement.
(a) ER/NT30WHEIREE , IBEAST350°C, IZEE/NF3F,

The tip temperature must be less than 350°C for the period within 3 seconds

by using soldering gun under 30 W.

(b) JEERA T B R AR,
The soldering gun tip shall not touch this product directly.

(2) 12$B & Soldering Volume

TREEIEPESHNIERESRERGARIR,
Note that excess of soldering volume will easily get crack the body of this product

&R~ Product Dimension
i L s i s L
W
|
AT T AT
L W A A1 H
3.2+0.1 1.6 £0.1 0.15¢0.05 | 0.4+0.15 0.55+0.1

}f 7= 12 2 & Evaluation Board
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Chip Antenna
CURVVE

H#EZ R~ AREEL DIMENSIONS

Feature | Specifications | Tolerances
W 12.00 +0.30
P 4.00 +0.10
E 1.75 +0.10
F 5.50 +0.10
P2 2.00 +0.10
+0.10
Po 4.00 +0.10
10Po 40.00 +0.20

fmIGM MW Part Number System

CSHXC - 2450 - 31-SE-B

External Dimensions L*W (mm) 3.2*1.6

Central Frequency 2450MHz
Product Series: Chip Antenna

£ Ep) Marking
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http://www.silabs.com/oscillator-phase-noise-lookup

Chip Antenna

TECHNOLOGY

iJ % (£ B Order Information

FE

(DS
Net Weight

Package

CSHXC-2450-31-SE-B 3216

0.0089g

BXLT
Carrier
Tape&Reel

#H= TAUE
Quantity HSF Status

5000pcs

RoHS compliant

R 4~ {52 Revision history

HEHR/Date

2022-12-09

hRAE/Revision

V1.0

hRA$HIA/Description of changes
First Version






