


RADIO EXPOSURE TEST REPORT Report No. : FA542105-02

Table of Contents

L TSy (0T VAo 1 T 3R (=TS S 1= o o ¥ RS 3
YU T = LA o =TS A =TS U L U 4
1 CTCT o= Tl D=t o] o] A Lo o PSP PPUPT TP 5
11 EUT General INFOIMALION .......ooii ittt e e e e e e sttt e e e e e e s anbbnbe e e e e e e e e snnnbnneeas 5
1.2 ANENNA INFOPMELION ...t et e e s bt e e st bt e e s nbb e e e s anbbe e e s anbeeeesnneeas 6
1.3 LI Lo (=38 o a1V LW o] L= IR 1 g Vo OO PPEER 8
1.4 Table for EUT SUPPOIT FUNCHON. ......cii ettt e e e e ettt e e e e e e e e snbebeeeaaeeeaannes 8
15 Table for PermiSSive CRANQE ........ooi ittt e e e e e ettt e e e e e e e e snbeeeeeaaeeaannnes 8
1.6 AACCESSONES .ottt e ittt ettt ettt ettt e sttt et e ot bttt e o bttt e e 4Rk et e e s Rttt e oo Rttt e e oA e b b e e e e Rt e e e e e st be e e e nbb e e e e nnbeeeeeneeas 9
1.7 JLICEES o 0T 4o o OO PEER 9
2 Maximum PermiSSiDIE EXPOSUIE .....eeiiiiiiiiiie ittt ettt e ettt e e e e e e e abb e e e e e e e e s nnbneeeas 10
2.1 Limit of Maximum PermissibIe EXPOSUIE ..........uuiiiiiiiiiiiiiiiie ettt a et e e e e e ebeeees 10
2.2 MPE Calculation MEthO ..........ooiuiiiiiiiie ettt e e st e e s sabe e e e s sbbeeeeanes 10
2.3 Calculated RESUIL @nd LIMit........coiieiieiiiiee ittt e e st e e e snbe e e e snneeeessnneeee s 11

Photographs of EUT vO1

TEL : 886-3-656-9065 Page Number 2 of 11
FAX : 886-3-656-9085 Issued Date : Feb. 24, 2026
Report Template No.: CB-A1_1 Verl.1 Report Version : 01



RADIO EXPOSURE TEST REPORT Report No. : FA542105-02

History of this test report

Report No. Version Description Issued Date
FA542105-02 01 Initial issue of report Feb. 24, 2026
TEL : 886-3-656-9065 Page Number 3 of 11
FAX : 886-3-656-9085 Issued Date : Feb. 24, 2026

Report Template No.: CB-A1_1 Verl.1 Report Version : 01




RADIO EXPOSURE TEST REPORT Report No. : FA542105-02

Summary of Test Result

Report Ref Std. Result
Test Items Remark
Clause Clause (PASS/FAIL)
2 - Exposure evaluation PASS -

Conformity Assessment Condition:

1. The test results (PASS/FAIL) with all measurement uncertainty excluded are presented against the regulation
limits or in accordance with the requirements stipulated by the applicant/manufacturer who shall bear all the
risks of non-compliance that may potentially occur if measurement uncertainty is taken into account.

2. The measurement uncertainty please refer to each test result in the chapter "Measurement Uncertainty".

Disclaimer:

The product specifications of the EUT presented in the test report that may affect the test assessments are
declared by the manufacturer who shall take full responsibility for the authenticity.

Reviewed by: Sam Chen

Report Producer: Sophia Shiung
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RADIO EXPOSURE TEST REPORT

Report No. : FA542105-02

1 General Description

1.1 EUT General Information
RF General Information
. Frequency Operating
Ev:l/llgggon Range Frequency Modulation Type
(MH2z) (MHz)
802.11b: DSSS (DBPSK, DQPSK, CCK)
802.11g/n: OFDM (BPSK, QPSK, 16QAM, 64QAM)
VHT: OFDM (BPSK, QPSK, 16QAM, 64QAM, 256QAM,
2.4GHz WLAN | 2400-2483.5 2412-2462 1024QAM)
' ' 802.11ax: OFDMA (BPSK, QPSK, 16QAM, 64QAM,
256QAM, 1024QAM)
802.11be: OFDMA (BPSK, QPSK, 16QAM, 64QAM,
256QAM, 1024QAM, 4096QAM)
802.11a/n: OFDM (BPSK, QPSK, 16QAM, 64QAM)
802.11ac: OFDM (BPSK, QPSK, 16QAM, 64QAM,
5150-5250 5180-5250 256QAM, 1024QAM)
5GHz WLAN 5250-5350 5250-5320 802.11ax: OFDMA (BPSK, QPSK, 16QAM, 64QAM,

5470-5725 5500-5720 256QAM, 1024QAM)

5725-5850 5745-5825 802.11be/EHT240: OFDMA (BPSK, QPSK, 16QAM,
64QAM, 256QAM, 1024QAM,
4096QAM)

802.11ax: OFDMA (BPSK, QPSK, 16QAM, 64QAM,
i i 256QAM, 1024QAM)
6GHz WLAN | 5925-7125 5955-7095 802.11be: OFDMA (BPSK, QPSK, 16QAM, 64QAM,
256QAM, 1024QAM, 4096QAM)
Bluetooth 2400-2483.5 2402-2480 LE: GFSK
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RADIO EXPOSURE TEST REPORT Report No. : FA542105-02

1.2 Antenna Information
Port Antenna Gain
Ant. Brand Model Name Connector ]
2.4GHz | 5GHz | 6GHz |Bluetooth Type (dBi)
1 1 1 - - Galtronics| 02102140-08200B-1 |PCB Antenna| I-PEX
2 2 2 - - Galtronics| 02102140-08200B-2 |PCB Antenna| I-PEX
3 - - 1 1 Airgain |NOS8CBAUB-PK1-LG65U|PCB Antenna| I-PEX Notel
4 - - 2 - Airgain NOGCBA_‘E:JSL'\J/MS_PM PCB Antenna| I-PEX
Note 1:
Antenna Gain (dBi)
Ant.| WLAN WLAN 5GHz WLAN 6GHz
Bluetooth
24GHz | UNII1 | UNII2A | UNII2C | UNII 3 UNII 5 UNII 6 UNII 7 UNII 8
1 2.34 2.30 2.30 2.40 2.40 - - - - -
2 2.42 2.77 2.77 2.46 2.59 - - - - -
3 - - - - - 2.80 2.20 2.60 4.00 2.70
4 - - - - - 4.00 4.20 4.20 4.20 -
Note 2: The above information was declared by manufacturer.
<For 2.4GHz function>
For IEEE 802.11b/g/n/VHT/ax/be (2TX/2RX):
Port 1 and Port 2 can be used as transmitting/receiving antenna.
Port 1 and Port 2 could transmit/receive simultaneously.
<For 5GHz function>
For IEEE 802.11a/n/ac/ax/be (2T X/2RX):
Port 1 and Port 2 can be used as transmitting/receiving antenna.
Port 1 and Port 2 could transmit/receive simultaneously.
<For 6GHz function>
For IEEE 802.11ax/be (2TX/2RX):
Port 1 and Port 2 can be used as transmitting/receiving antenna.
Port 1 and Port 2 could transmit/receive simultaneously.
<For Bluetooth function> (1TX/1RX):
Only Port 1 can be used as transmitting/receiving antenna.
Port 1 could transmit/receive simultaneously.
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Note 3: Directional gain information

Type Maximum Output Power Power Spectral Density
Directional gain = Max.gain + array gain. NZ{NZQM}

Non-BF | For power measurements on IEEE 802.11 devices | DirectionalGain=10- log
Array Gain = 0 dB (i.e., no array gain) for N ANT <4

N ANT

Nes (N 2 Nss [N :
5[5n) 5[50
BF DirectionalGain =10 - log| .-~ DirectionalGain = 10 - log| 2+~
ANT NANT
Ex.
Directional Gain (NSS1) formula : y; . I
1 Sk
sl

Directiona 1Gain = 10 - log

;:»..
.
4

NSS1(g1,1) = 106%/2° : NSS1(g1,2)= 1062/20;

g,k =(Nss1(gl,1) + Nss1(gl,2) )?

DG = 10 log[(Nss1(g1,1) + Nss1(g1,2) )2 / Nantl => 10 log[(106%/20 + 1062/20 )2 | Nn7l
Where;

2.4G G1=2.34 dBi; G2=2.42 dBi; DG=5.39 dBi

5G UNII-1 G1= 2.3 dBi; G2= 2.77 dBi; DG= 5.55 dBi
5G UNII-2A G1= 2.3 dBi; G2= 2.77 dBi; DG= 5.55 dBi
5G UNII-2C G1= 2.4 dBi; G2= 2.46 dBi; DG= 5.44 dBi
5G UNII-3 G1= 2.4 dBi; G2= 2.59 dBi; DG= 5.51 dBi
6G UNII-5 G1= 2.8 dBi; G2= 4 dBi; DG= 6.43 dBi

6G UNII-6 G1= 2.2 dBi; G2= 4.2 dBi; DG= 6.27 dBi
6G UNII-7 G1= 2.6 dBi; G2= 4.2 dBi; DG= 6.45 dBi
6G UNII-8 G1= 4 dBi; G2= 4.2 dBi; DG= 7.11 dBi
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1.3 Table for Multiple Listing

The model names in the following table are all refer to the identical product.

Model Name Description
LNM610 For retail
LNM610WH For warehouse
LNM610MS For superstore
LNM610EC For e-commerce
SPNM61 For service provider

Note 1: From the above models, model: LNM610 was selected as representative model for the test and its data
was recorded in this report.
Note 2: The above information was declared by manufacturer.

1.4 Table for EUT Support Function

Function Support
AP Router WLAN 2.4GHz, 5GHz UNII 1~3, 6GHz UNII 5~8 and Bluetooth
Mesh WLAN 5GHz UNII 1~3 and 6GHz UNII 5~8

Note: The above information was declared by manufacturer.
1.5 Table for Permissive Change

This product is an extension of original one reported under Sporton project number: FA542105-01.

Below is the table for the change of the product with respect to the original one.

Modifications Performance Checking
Add a new EUT that is equipped with different equipment name and model
names. The differences between EUTs are listed below:
Sporton Project | o165 01 542105-02
Number
Equipment Name | Velop 7 Max Linksys Velop Micro Mesh 7
LNM620, LNM620WH, LNM610, LNM610WH,
Model Name LNM620MS, LNM620EC, LNM610MS, LNM610EC,
SPNM62 SPNM61
Brand: Brand:
BS045-PULSE HUIZHOU U&T After evaluation, it does
Transto r“nfer . | ELECTRONICS ELETRONICS CO., LTD. not need to re-test.
q Model: JFO-7000NLT Model: UTV36T06
p&rttefn(:fl'\';s:‘t Speed: 10G/2.5G/1G/100Mbps | Speed: 2.5G/1G/100Mbps
(WAN) Related Circuit: - Related Circuit: Changed
10G PHYS (Location: U13, 10G PHYS (Location: U13,
U14): With U14): Without
Components Moved the components to
(Location: C4, - the backside of the PCB due
C22, C135, CV13) to a process requirement.
SW Version 1.0.4.25072110 1.0.2.25080515

Note: All the test results are based on the original test report.
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1.6 Accessories

Accessories

Equipment Brand Model Ratin
Name Name Name 9
INPUT: 100-240V~50/60Hz, 1.5A
OUTPUT: 5.0V, 3.0A, 15.0W,
9.0V, 3.0A, 27.0W
Adapter 1 X ! .
12.0V, 3.0A, 36.0W,
(Interchlztn?eable Ktec KSA-45P-45W D5 15.0V. 3.0A. 45.0W.
piug 20.0V, 2.25A, 45.0W,
3.3-21.0V, 2.25A Max, 45.0w Max.
3.3-16.0V, 3.0A Max, 45.0w Max.
INPUT: 100-240V~50/60Hz, 1.2A
Adapter 2 OUTPUT: 5.0V, 3.0A, 15.0W ;
(Fixeg lug) Frecom FC045P13-150300U 9.0V, 3.0A, 27.0W ;
piug 12.0V, 3.0A, 36.0W ;
15.0V, 3.0A, 45.0W

Others

RJ-45 cable 1*1, non-shielded, 1.8m

RJ-45 cable 2*1, non-shielded, 0.9m

USB Type C cable*1, shielded, 1.5m (only for adapter 1 use)

US plug*1 (only for adapter 1 use)

1.7 Testing Location

Testing Location Information

Test Lab. : Sporton International Inc. Hsinchu Laboratory
Hsinchu ADD: No.8, Ln. 724, Bo’ai St., Zhubei City, Hsinchu County 302010, Taiwan (R.O.C.)
(TAF: 3787) TEL: 886-3-656-9065 FAX: 886-3-656-9085
Test site Designation No. TW3787 with FCC.
Conformity Assessment Body Identifier (CABID) TW3787 with ISED.
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2 Maximum Permissible Exposure

2.1

(A) Limits for Occupational / Controlled Exposure

Limit of Maximum Permissible Exposure

Frequency Range Electric Field Magnetic Field Power Density (S) A\iggﬁ_i'rllzgo'rrige
(MHz) Strength (E) (V/m) | Strength (H) (A/m) (mW/ cm?) (m,inutes)
0.3-3.0 614 1.63 *(100) <6
3.0-30 1842/f 4.89/f *(900/2) <6
30-300 61.4 0.163 1.0 <6

300-1500 - - /300 <6
1500-100,000 - - 5 <6

(B) Limits for General Population / Uncontrolled Exposure

Frequency Range Electric Field Magnetic Field Power Density (S) A\Elrflgﬂrlwzgo':i?e
(MHz) Strength (E) (V/m) | Strength (H) (A/m) (mW/ cm?) (m,inutes)
0.3-1.34 614 1.63 *(100) <30
1.34-30 824/f 2.19/f *(180/f2) <30
30-300 27.5 0.073 0.2 <30
300-1500 - - /1500 <30
1500-100,000 - - 1.0 <30
Note: f = frequency in MHz ; *Plane-wave equivalent power density
2.2 MPE Calculation Method
The MPE was calculated at 35 cm to show compliance with the power density limit.
The following formula was used to calculate the Power Density:
E (V/Im) = —“3OXPXG Power Density: Pd (W/m2) = E—Z
d 377
E = Electric field (V/m)
P = RF output power (W)
G = EUT Antenna numeric gain (numeric)
d = Separation distance between radiator and human body (m)
The formula can be changed to
_30xPxG
~ 377xd?
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2.3 Calculated Result and Limit

Exposure Environment: General Population / Uncontrolled Exposure

Mode DG_ Power EIRP Tolerance TuEnlg—sp EIRP Distance S S Limit Ra_tio_

(dBi) (dBm) (dBm) (dB) (dBm) (W) (cm) (mW/cm?) | (mW/cm?) | (S/Limit)
2.4G;D1D 5.39 26.99 32.38 0.50 32.88 1.94089 35 0.12608 1.00000 0.12608
5.2G;D1D 5.55 27.20 32.75 0.50 33.25 2.11349 35 0.13729 1.00000 0.13729
5.3G;D1D 5.55 23.62 29.17 0.50 29.67 0.92683 35 0.06021 1.00000 0.06021
5.6G;D1D 5.44 23.89 29.33 0.50 29.83 0.96161 35 0.06247 1.00000 0.06247
5.8G;D1D 551 27.69 33.20 0.50 33.70 2.34423 35 0.15228 1.00000 0.15228
6.2G;D1D 6.43 - 28.96 0.50 29.46 0.88308 35 0.05736 1.00000 0.05736
6.4G;D1D 6.27 - 26.93 0.50 27.43 0.55335 35 0.03595 1.00000 0.03595
6.8G;D1D 6.45 - 27.21 0.50 27.71 0.59020 35 0.03834 1.00000 0.03834
7.0G;D1D 7.11 - 25.02 0.50 25.52 0.35645 35 0.02315 1.00000 0.02315
2.4G;BT-LE 2.7 7.57 10.27 0.50 10.77 0.01194 35 0.00078 1.00000 0.00078

Simultaneous Transmission Analysis Mode: WLAN 2.4GHz + WLAN 5GHz + WLAN 6GHz + Bluetooth

Mode DG Power EiRp | Tolerance ) TUReUD | grp | Distance s SLimit | Ratio
(dBi) (dBm) (dBm) (dB) (dBm) (W) (cm) (mW/cm?) | (mW/cm?) | (S/Limit)

2.4G;D1D 5.39 26.99 32.38 0.50 32.88 1.94089 35 0.12608 1.00000 0.12608
5.8G;D1D 551 27.69 33.20 0.50 33.70 2.34423 35 0.15228 1.00000 0.15228
6.2G;D1D 6.43 - 28.96 0.50 29.46 0.88308 35 0.05736 1.00000 0.05736
2.4G;BT-LE 2.70 7.57 10.27 0.50 10.77 0.01194 35 0.00078 1.00000 0.00078
Sum Ratio | 0.33650

Ratio Limit 1

— THE END———
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