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[Test mode:TX High channel]; [Polarity: Vertical]

Test Result: Pass
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7 Appendix A

7.1Maximum PK Conducted Output Power

Condition Mode Frequency (MHz) Antenna Conducted Power (dBm) Limit (dBm) Verdict

NVNT BLE 1M 2402 Ant1 1.828 30 Pass

NVNT BLE 1M 2442 Ant1 1.478 30 Pass

NVNT BLE 1M 2480 Ant1 1.466 30 Pass

Power NVNT BLE 1M 2402MHz Ant1

Power NVNT BLE 1M 2442MHz Ant1
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Power NVNT BLE 1M 2480MHz Ant1
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7.2-6dB Bandwidth

Condition Mode Frequency (MHz) Antenna -6 dB Bandwidth (MHz) Limit -6 dB Bandwidth (MHz) Verdict

NVNT BLE 1M 2402 Ant1 0.706 0.5 Pass

NVNT BLE 1M 2442 Ant1 0.718 0.5 Pass

NVNT BLE 1M 2480 Ant1 0.692 0.5 Pass

-6dB Bandwidth NVNT BLE 1M 2402MHz Ant1

-6dB Bandwidth NVNT BLE 1M 2442MHz Ant1
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-6dB Bandwidth NVNT BLE 1M 2480MHz Ant1
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7.3Occupied Channel Bandwidth

Condition Mode Frequency (MHz) Antenna 99% OBW (MHz)

NVNT BLE 1M 2402 Ant1 1.1617

NVNT BLE 1M 2442 Ant1 1.2093

NVNT BLE 1M 2480 Ant1 1.2239

OBW NVNT BLE 1M 2402MHz Ant1

OBW NVNT BLE 1M 2442MHz Ant1
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OBW NVNT BLE 1M 2480MHz Ant1

mailto:marketing@cblueasia.com


Report No.: BLA-EMC-202510-A7102
Page 48 of 59

BlueAsia of Technical Services (Shenzhen) Co.,Ltd.

Tel: +86-755-23059481

Email: marketing@cblueasia.com www.cblueasia.com Version:v1.3

7.4Maximum Power Spectral Density Level

Condition Mode Frequency (MHz) Antenna Max PSD (dBm) Limit (dBm/3kHz) Verdict

NVNT BLE 1M 2402 Ant1 -13.303 8 Pass

NVNT BLE 1M 2442 Ant1 -13.828 8 Pass

NVNT BLE 1M 2480 Ant1 -13.794 8 Pass

PSD NVNT BLE 1M 2402MHz Ant1

PSD NVNT BLE 1M 2442MHz Ant1
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PSD NVNT BLE 1M 2480MHz Ant1
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7.5Band Edge

Condition Mode Frequency (MHz) Antenna Max Value (dBc) Limit (dBc) Verdict

NVNT BLE 1M 2402 Ant1 -46.28 -20 Pass

NVNT BLE 1M 2480 Ant1 -49.42 -20 Pass

Band Edge NVNT BLE 1M 2402MHz Ant1 Ref

Band Edge NVNT BLE 1M 2402MHz Ant1 Emission
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Band Edge NVNT BLE 1M 2480MHz Ant1 Ref

Band Edge NVNT BLE 1M 2480MHz Ant1 Emission
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7.6Conducted RF Spurious Emission

Condition Mode Frequency (MHz) Antenna Max Value (dBc) Limit (dBc) Verdict

NVNT BLE 1M 2402 Ant1 -42.38 -20 Pass

NVNT BLE 1M 2442 Ant1 -41.71 -20 Pass

NVNT BLE 1M 2480 Ant1 -40.32 -20 Pass

Tx. Spurious NVNT BLE 1M 2402MHz Ant1 Ref

Tx. Spurious NVNT BLE 1M 2402MHz Ant1 Emission
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Tx. Spurious NVNT BLE 1M 2442MHz Ant1 Ref

Tx. Spurious NVNT BLE 1M 2442MHz Ant1 Emission
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Tx. Spurious NVNT BLE 1M 2480MHz Ant1 Ref

Tx. Spurious NVNT BLE 1M 2480MHz Ant1 Emission
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Appendix B: photographs of test setup
Conducted emissions at AC power line (150kHz-30MHz)

Radiated Emissions (30MHz-1GHz)
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Radiated Emissions (above 1GHz)
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Appendix C: photographs of EUT

Reference to the test report no. BLA-EMC-202510-A7101

----END OF REPORT----

The test report is effective only with both signature and specialized stamp, the result(s) shown in this report refer

only to the sample(s) tested. Without written approval of BlueAsia, this report can’t be reproduced except in full.
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