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4 General Information

4.1 General Description of E.U.T

Product:

Model(s):

Wi-Fi Specification:
Bluetooth Version:
Zigbee :
SRD(433.92Mhz):

Operation Frequency:
Antenna installation:

Max. RF output power:

Antenna Gain:

Type of Modulation:
Hardware Version:

Software Version:

Powered from adapter:

Multi Functional Gateway

R4060

2.4G-802.11b/g/n HT20

Bluetooth v4.2 with BLE

Support

Support

2402-2480MHz, 79 Channels in total

Internal antenna
3.77dBm

1.2dBi
GFSK, T/4DQPSK, 8DPSK
VENZ_C03 JIEMABAN_V1.2
1.3.1

DC 5V/2A(Micro USB)

Manufacturer: andsmps
Model:AS013Z-0502000UU
Input:100-240VAC, 50/60Hz 0.45A

Frequency hopping systems (FHS):

Adapter information

This transmitter device is frequency hopping device, and complies with FCC Part15.247 Requirements.
This device uses Bluetooth radio which operates in 2400-2483.5 MHz band. Bluetooth uses a radio
technology called frequency-hopping spread spectrum, which chops up the data being sent and transmits
chunks of it on up to 79 bands (1 MHz each; centred from 2402 to 2480 MHz) in the range 2,400-
2,483.5MHz. The transmitter switches hop frequencies 1,600 times per second to assure a high degree of
data security. The average time of occupancy on any channel is less than 0.4 seconds within a period of 0.4
seconds multiplied by the number of hopping channels (79 channels) employed.

All Bluetooth devices participating in a given piconet are synchronized to the frequency-hopping channel for
the piconet. The frequency hopping sequence is determined by the master's device address and the phase
of the hopping sequence (the frequency to hop at a specific time) is determined by the master's internal
clock. Therefore, all slaves in a piconet must know the master's device address and must synchronize their
clocks with the master's clock.

Adaptive Frequency Hopping (AFH) was introduced in the Bluetooth specification to provide an effective
way for a Bluetooth radio to counteract normal interference. AFH identifies "bad" channels, where either
other wireless devices are interfering with the Bluetooth signal or the Bluetooth signal is interfering with
another device. The AFH-enabled Bluetooth device will then communicate with other devices within its
piconet to share details of any identified bad channels. The devices will then switch to alternative available
"good" channels, away from the areas of interference, thus having no impact on the bandwidth used.

This device was tested with an Bluetooth system receiver to check that the device maintained hopping
synchronization, and the device complied with these requirements for FCC Part15.247.

Pseudorandom Frequency Hopping Sequence Table as below:

Waltek Testing Group Co., Ltd.
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Channel: 08, 24, 19, 56, 40, 18, 50, 09, 02, 23, 32, 41, 33, 31, 65, 73, 53, 69, 06, 22, 67, 04, 20, 36, 52, 38,
46, 70, 78, 68, 76, 21, 29, 10, 26, 42, 58, 17, 60, 63, 54, 03, 00, 59, 64, 75, 35, 66, 43, 15, 45, 39, 77, 55,
71, 47,61, 27, 30, 48, 72, 01, 14, 07, 25, 34, 12, 28, 44, 51, 16, 49, 74, 11, 05, 13, 37 , 62 etc.

The system receiver have input bandwidths that match the hopping channel bandwidths of their
corresponding transmitters and shift frequencies in synchronization with the transmitted signals.

4.2 Channel List

Channel Frequency Channel Frequency | Channel | Frequency | Channel Frequency
No. (MHz) No. (MHz) No. (MHz) No. (MHz)
1 2402 2 2403 3 2404 4 2405
5 2406 6 2407 7 2408 8 2409
9 2410 10 2411 11 2412 12 2413
13 2414 14 2415 15 2416 16 2417
17 2418 18 2419 19 2420 20 2421
21 2422 22 2423 23 2424 24 2425
25 2426 26 2427 27 2428 28 2429
29 2430 30 2431 31 2432 32 2433
33 2434 34 2435 35 2436 36 2437
37 2438 38 2439 39 2440 40 2441
41 2442 42 2443 43 2444 44 2445
45 2446 46 2447 47 2448 48 2449
49 2450 50 2451 51 2452 52 2453
53 2454 54 2455 55 2456 56 2457
57 2458 58 2459 59 2460 60 2461
61 2462 62 2463 63 2464 64 2465
65 2466 66 2467 67 2468 68 2469
69 2470 70 2471 71 2472 72 2473
73 2474 74 2475 75 2476 76 2477

77 2478 78 2479 79 2480 - -

4.3 Test Mode

All test mode(s) and condition(s) mentioned were considered and evaluated respectively by performing
full tests, the worst data were recorded and reported.

Test mode

Low channel

Middle channel

High channel

Transmitting

2402MHz

2441MHz

2480MHz

Note: The EUT has been tested under its typical operating condition. Pre-defined engineering program
for regulatory testing used to control the EUT for staying in continuous transmitting.
Only the worst-case data were reported.

Waltek Testing Group Co., Ltd.
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5 Equipment Used during Test
5.1 Equipments List
Conducted Emissions Test Site 1#
Last . .
Item Equipment Manufacturer Model No. Serial No. Calibration cg::'g:&"
Date
1. EMI Test Receiver R&S ESCI 100947 2020-07-30 2021-07-29
2. LISN R&S ENV216 101215 2020-07-30 2021-07-29
3. Cable Top TYPE16(3.5M) - 2020-07-30 2021-07-29
Conducted Emissions Test Site 2#
. . !_ast. Calibration
Item Equipment Manufacturer Model No. Serial No. Calibration Due Date
Date
1. EMI Test Receiver R&S ESCI 101155 2020-07-30 2021-07-29
2. LISN SCHWARZBECK | NSLK 8128 8128-289 2020-07-30 2021-07-29
3. Limiter York MTS-IMP-136 | 28" 2)2);001' 2020-07-30 | 2021-07-29
4 Cable LARGE RF300 - 2020-07-30 2021-07-29
3m Semi-anechoic Chamber for Radiation Emissions Test site 1#
Last . .
Item Equipment Manufacturer Model No. Serial No. Calibration cg::'g:&"
Date
1 Spectrum Analyzer R&S FSP 100091 2020-04-20 2021-04-19
2 | Active Loop Antenna Beijing Dazhi ZN30900A - 2020-04-20 2021-04-19
3 Tr"oirﬁ;"nidaba”d SCHWARZBECK | VULB9163 336 2020-08-22 | 2021-08-21
Coaxial Cable
4 (below 1GHz) Top TYPE16(13M) - 2020-04-20 2021-04-19
5 | PBroacbandHom | scHWARZBECK | BBHA9120D | 667 2020-04-25 | 2021-04-24
6 | ProacbandHom | sCHWARZBECK | BBHA 9170 335 2020-04-20 | 2021-04-19
Broadband COMPLIANCE
7 Preamplifier DIRECTION PAP-1G18 2004 2020-04-20 2021-04-19
8 Coaxial Cable Top 1GHz-25GHz | EW02014-7 | 2020-04-20 | 2021-04-19
(above 1GHz)
3m Semi-anechoic Chamber for Radiation Emissions Test site 2#
Last . .
Item Equipment Manufacturer Model No. Serial No Calibration cg::'g:&"
Date
1 Test Receiver R&S ESCI 101296 2020-04-20 2021-04-19
g | TrogBroadband | scHWARZBECK | VULB9160 | 91603325 | 20200425 | 2021-04-24
Compliance
3 Amplifier pirection PAP-0203 22024 2020-04-20 2021-04-19
systems inc
4 Cable HUBER+SUHNER CBL2 525178 2020-04-20 2021-04-19

Waltek Testing Group Co., Ltd.
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RF Conducted Testing

Last Calibration
ltem Equipment Manufacturer Model No. Serial No. | Calibration Due Date
Date
EMC Analyzer
1. y Agilent E7405A  |MY45114943| 2020-04-20 | 2021-04-19
(9k~26.5GHz)
Spectrum Analyzer
2. R&S FSL6 100959 2020-04-20 2021-04-19
(9k-6GHz)
Signal Analyzer
3. Agilent N9O10A  |MY50520207 | 2020-04-20 | 2021-04-19
(9k~26.5GHz)
5.2 Measurement Uncertainty
Parameter Uncertainty
Radio Frequency +1x108
RF Power +1.0dB
RF Power Density +2.2dB
+5.03 dB (30M~1000MHz)
Radiated Spurious Emissions test
+5.47 dB (1000M~25000MHz)
Conducted Emissions test 1 3.64 dB (AC mains 150KHz~30MHz)
Confidence interval: 95%. Confidence factor: k=2
5.3 Subcontracted

Whether parts of tests for the product have been subcontracted to other labs:

[]Yes X No

If Yes, list the related test items and lab information:

Test Lab: N/A
Lab address: N/A

Test items: N/A

5.4 Test Facility

FCC Designation No.: CN1201. Test Firm Registration No.: 523476.
ISED CAB identifier: CN0013. Test Firm Registration No.: 7760A.

Waltek Testing Group Co., Ltd.
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6 Test Summary

Test Items Test Requirement Result
Conduct Emission 15.207 Pass
15.205(a)
Radiated Spurious Emissions 15.209 Pass
15.247(d)
15.247(d
Band edge 15.205;; Pass
Bandwidth 15.247(a)(1) Pass
Maximum Peak Output Power 15.247(b)(1) Pass
Frequency Separation 15.247(a)(1) Pass
Number of Hopping Frequency 15.247(a)(1)(iii) Pass
Dwell time 15.247(a)(1)(iii) Pass
Antenna Requirement 15.203 Pass
RF Exposure 1.1307(b)(1) Pass
Note: Pass=Compliance; NC=Not Compliance; NT=Not Tested; N/A=Not Applicable.
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7 Conducted Emission

Test Requirement: FCC CFR 47 Part 15 Section 15.207
Test Method: ANSI C63.10:2013
Test Result: PASS
Frequency Range: 150kHz to 30MHz
- Conducted Limit (dBuV)
Limit: Frequency (MHz) Quasi-peak Average
0.15t00.5 66 to 56* 56 to 46*
0.5t05.0 56 46
5.0 t0 30 60 50
*Decreases with the logarithm of the frequency.

7.1 E.U.T. Operation

Operating Environment:

Temperature: 22.4°C
Humidity: 53.7 % RH
Atmospheric Pressure: 101.8kPa

Test Voltage: AC 120V, 60Hz
EUT Operation:

The test was performed in Transmitting mode, the worst test data (GFSK modulation High Low
channel) were shown in the report.

7.2 EUT Setup

The conducted emission tests were performed using the setup accordance with the ANSI C63.10:2013.

0.4m
D L EE LT >|

o EUT Receiver |- PC System

] [ 1 T
:0.8m

1] ] Y
1
:50Q Terminator =

Waltek Testing Group Co., Ltd.
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7.3 Measurement Description

The maximised peak emissions from the EUT was scanned and measured for both the Live and Neutral
Lines. Quasi-peak & average measurements were performed if peak emissions were within 6dB of the
average limit line.

7.4 Conducted Emission Test Result
Remark: only the worst data (GFSK modulation High channel mode) were reported

Live line:

apn  dBu¥

70

50

40
an
20

10

0.0

0.150 0.5 L] 300 MHz
B R e e e
1 0.1620| 3581 10.78 46.58 | 65.36 |-18.77| QP
2 0.1620| 1924 10.78 30.02 | 55.36 |-25.34| AVG
3 0.2220| 3027 10.66 4083 | 62.74 |-21.81| QP
4 0.2220| 14.60 10.66 2526 | 52.74 |-27 48| AVG
5 0.6460| 27.21 10.58 37.79 | 56.00 [-18.21] QP
6 0.6460| 1582 10.58 26.40 | 46.00 |-19.60( AVG
7 2.0500| 27.72 10.60 38.32 | 56.00 [-17.68| QF
8 2.0500| 21.86 10.60 3246 | 46.00 [-13.54| AVG
9 7.5100( 26.74 10.67 3741 | 60.00 [-22.59| QF
10 7.5100| 18.52 10.67 2919 | 50.00 |-20.81| AVG
11 11.6100| 32.40 10.80 43.20 | 60.00 |-16.80| QP
12 11.6100| 24.47 10.80 35.27 | 50.00 [-14.73| AVG

Waltek Testing Group Co., Ltd.
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80.0

70

[:1]

50

40

30

20

10

dBu¥

f"*‘.u"

Jh\ﬂ"h .

oo :
0.150 0.5
No- | (is) | Tamovs | (@) | (@Buv) | dBuv gy |oeecr | Reman
1 0.1580| 35.43 10.80 46.23 | 6556 |-19.33| QP
2 0.1580| 17.32 10.80 2812 | 55.56 | -27.44| AVG
3 0.2060| 32.08 10.67 42.75 | 63.36 |-20.61| QP
4 0.2060| 15.18 10.67 2585 | 53.36 | -27.51| AVG
5 0.6419| 28.65 10.58 39.23 | 56.00 |-16.77| QP
& 0.6419| 21.82 10.58 3240 | 46.00|-13.60| AVG
7 1.3660| 25.00 10.60 3560 | 56.00|-20.40( QP
-] 1.3660| 21.79 10.60 32.39 | 46.00 |-13.61| AVG
9 2.7340| 25.60 10.67 36.27 | 56.00 [19.¥3| QP
10 2.7340| 21.68 10.67 3235 | 46.00 |-13.65| AVG
11 10.9300( 28.88 10.80 3968 | 60.00|-20.32 QP
12 10.9300( 22.65 10.80 3345 | 50.00 |-16.55| AVG

Waltek Testing Group Co., Ltd.
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Radiated Emissions
Test Requirement: FCC CFR47 Part 15 Section 15.209 & 15.247
Test Method: ANSI C63.10:2013
Test Result: PASS
Measurement Distance: 3m
Limit:
Field Strength Field Strength Limit at 3m Measurement Dist
Frequency .
(MHz) uV/m pistance uV/m dBuV/m
(m)
0.009 ~ 0.490 | 2400/F(kHz) 300 10000 * 2400/F(kHz) 20log(2400/F(kHz)) + g0
0.490 ~ 1.705 | 24000/F(kHz) 30 100 * 24000/F(kHz) 20l0g(24000/F(kH2)) + 40
1.705 ~ 30 30 30 100 * 30 20log®? + 40
30 ~ 88 100 3 100 20log(1%0)
88 ~ 216 150 3 150 20log"1%9)
216 ~ 960 200 3 200 20log?%0)
Above 960 500 3 500 20log®5%)

7.1 EUT Operation

Operating Environment:

Temperature: 23.5°C
Humidity: 54.3 % RH
Atmospheric Pressure: 101.6kPa

Test Voltage: AC 120V, 60Hz
EUT Operation:

The test was performed in Transmitting mode, the worst test data (8DPSK modulation) were
shown in the report.

Waltek Testing Group Co., Ltd.
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7.2 Test Setup

The radiated emission tests were performed in the 3m Semi- Anechoic Chamber test site, using the
setup accordance with the ANSI C63.10: 2013.

The test setup for emission measurement below 30MHz.

Semi-anechoic 3m Chamber
Turn Table From 0° to 360°

Turn Table

“ pectrum AMP ombining

The test setup for emission measurement from 30 MHz to 1 GHz.

Semi-anechoic 3m Chamber

Antenna Elevation Varies From 1 to 4 m
Turn Table From 0° to 360°

Turn Table

ot
o2
4—-——3-——-»|

System Analyzer Network

Waltek Testing Group Co., Ltd.
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The test setup for emission measurement above 1 GHz.

Anechoic 3m Chamber

Antenna Elevation Varies From 1 to 4 m
Turn Table From 0° to 360°

4
1 .5mi
i Turn Table
: Absorbers
v yVVVN

R —

ombining

NEelWOrK

7.3 Spectrum Analyzer Setup

Below 30MHz
Sweep Speed ... Auto
IF Bandwidth...........cccoecee 10 kHz
Video Bandwidth.............coovvveeiiiiiiiicieeee, 10 kHz
Resolution Bandwidth ..............cooovvvvieiiirieiinnn. 10 kHz
30MHz ~ 1GHz
Sweep Speed ... Auto
12 (=T o (o] S PK
Resolution Bandwidth...........cccccoeeeeiiiii. 100 kHz
Video Bandwidth.............ooovvieeiiiiiiiicieeeeee. 300 kHz
Above 1GHz
SWeep SPEEA ......oeeiiiiiiiiieee e Auto
DeteCtOr ... PK
Resolution Bandwidth..............ccovveeiiiiiiiiiinneen. 1 MHz
Video Bandwidth...........ccccvvvieiiiiiiiiiiceeee, 3 MHz
DeteCtOr ... Ave.
Resolution Bandwidth..............coovveeiiiiiiiiiinnnen. 1 MHz
Video Bandwidth...........ccccvvveiiiiiiiiiieeeee, 10 Hz

Waltek Testing Group Co., Ltd.
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7.4 Test Procedure

1. The EUT is placed on a turntable, which is 0.8m above ground plane for below 1GHz and 1.5m for

above 1GHz.

2. The turntable shall be rotated for 360 degrees to determine the position of maximum emission level.

3. EUT is set 3m away from the receiving antenna, which is moved from 1m to 4m to find out the
maximum emissions. The spectrum was investigated from the lowest radio frequency signal
generated in the device, without going below 9 kHz, up to the tenth harmonic of the highest
fundamental frequency or to 40 GHz, whichever is lower.

4. Maximum procedure was performed on the six highest emissions to ensure EUT compliance.

5. And also, each emission was to be maximized by changing the polarization of receiving antenna both
horizontal and vertical.

6. Repeat above procedures until the measurements for all frequencies are complete.

7. The radiation measurements are tested under 3-axes(X, Y, Z) position(X denotes lying on the table,
Y denotes side stand and Z denotes vertical stand), After pre-test, It was found that the worse
radiation emission was get at the X position. So the data shown was the X position only.

8. For the radiated emission test above 1GHz:

Place the measurement antenna away from each area of the EUT determined to be a source of
emissions at the specified measurement distance, while keeping the measurement antenna aimed at
the source of emissions at each frequency of significant emissions, with polarization oriented for
maximum response. The measurement antenna may have to be higher or lower than the EUT,
depending on the radiation pattern of the emission and staying aimed at the emission source for
receiving the maximum signal. The final measurement antenna elevation shall be that which
maximizes the emissions. The measurement antenna elevation for maximum emissions shall be

restricted to a range of heights of from 1 m to 4 m above the ground or reference ground plane.

7.5 Corrected Amplitude & Margin Calculation

The Corrected Amplitude is calculated by adding the Antenna Factor and Cable Factor, and subtracting
the Amplifier Gain from the Amplitude reading. The basic equation is as follows:

Corr. Ampl. = Indicated Reading + Antenna Factor + Cable Factor - Amplifier Gain
The “Margin” column of the following data tables indicates the degree of compliance with the applicable
limit. For example, a margin of -7dB means the emission is 7dB below the maximum limit for Class B.
The equation for margin calculation is as follows:

Margin = Corr. Ampl. — Limit
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7.6 Summary of Test Results
Test Frequency: 9KHz~26MHz

Remark: only the worst data (GFSK modulation Low channel mode) were recorded.

Page 17 of 59

Measurement S Correct | Extrapolatio Measurement Limits Margi
Frequency results dBuV R factor n factor results (calculated) | dBuV/m n
@3m dB/m dB dBpV/m @30m @30m dB
(MHz) Measurement S Correct | Extrapolatio Measurement . Margi
results factor n factor results (calculated) n
6.021 25.34 QP 21.84 40.00 7.18 29.54 | -22.36
15.720 25.36 QP 21.35 40.00 6.71 29.54 | -22.83
25.670 25.18 QP 20.67 40.00 5.85 29.54 | -23.69
Test Frequency : 26MHz ~ 30MHz
The measurements were more than 20 dB below the limit and not reported.
Test Frequency: 30MHz ~ 18GHz
Only the worst case 8DPSK mode were record in the report.
FCC Part
Frequency I;eceiyer Detector ’;li)rlg e Caltizeiee Corrected 1524712097205
cading Angle | Hight | Polar | o | AmPltude | Limit | Margin
(MHz) (dBpV) | (PK/QP/Ave) | Degree | (m) | (H/V) (dB) (dBuV/m) | (dBuV/m) | (dB)
8DPSK Low Channel 2402MHz
268.32 36.13 QP 258 1.0 H -13.35 22.78 46.00 -23.22
268.32 40.05 QP 22 1.6 \Y% -13.35 26.70 46.00 -19.30
4804.00 45.58 PK 32 1.1 \Y% -1.06 44.52 74.00 -29.48
4804.00 44.69 Ave 32 1.1 \Y% -1.06 43.63 54.00 -10.37
7206.00 39.34 PK 109 1.9 H 1.33 40.67 74.00 -33.33
7206.00 34.10 Ave 109 1.9 H 1.33 35.43 54.00 -18.57
2312.91 46.04 PK 188 1.8 \Y -13.19 32.85 74.00 -41.15
2312.91 37.10 Ave 188 1.8 \Y% -13.19 23.91 54.00 -30.09
2371.68 43.74 PK 226 1.5 H -13.14 30.60 74.00 -43.40
2371.68 38.90 Ave 226 1.5 H -13.14 25.76 54.00 -28.24
2492.96 42.58 PK 155 1.3 \Y% -13.08 29.50 74.00 -44.50
2492.96 36.01 Ave 155 1.3 \ -13.08 22.93 54.00 -31.07
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RX Antenna HEC e

Frequency Eecei.ver Detector ;Iz-:llthrlre‘ Corazis Corrected 1524712091205
<EEliE Angle Height | Polar Factor Amplitude Limit Margin

(MHz) (dBpV) | (PK/QP/Ave) | Degree | (m) | (H/V) (dB) (dBuV/m) | (dBuV/m) | (dB)

8DPSK Middle Channel 2441MHz

268.32 35.04 QP 76 1.2 H -13.35 21.69 46.00 -24.31
268.32 40.83 QP 193 1.5 \Y -13.35 27.48 46.00 -18.52
4882.00 46.41 PK 357 1.9 vV -0.62 45.79 74.00 -28.21
4882.00 45.96 Ave 357 1.9 \ -0.62 45.34 54.00 -8.66
7323.00 38.23 PK 287 1.8 H 2.21 40.44 74.00 -33.56
7323.00 33.60 Ave 287 1.8 H 2.21 35.81 54.00 -18.19
2317.45 45.41 PK 292 1.1 Vv -13.19 32.22 74.00 -41.78
2317.45 38.46 Ave 292 1.1 \ -13.19 25.27 54.00 -28.73
2355.32 43.01 PK 20 1.5 H -13.14 29.87 74.00 -44.13
2355.32 37.60 Ave 20 1.5 H -13.14 24.46 54.00 -29.54
2486.62 42.67 PK 14 2.0 Vv -13.08 29.59 74.00 -44.41
2486.62 37.24 Ave 14 2.0 \Y -13.08 24.16 54.00 -29.84
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RX Antenna HEC e

Frequency Eecei.ver Detector ;Iz-:llthrlre‘ Corazis Corrected 1524712091205
<EEliE Angle Height | Polar Factor Amplitude Limit Margin

(MHz) (dBpV) | (PK/QP/Ave) | Degree | (m) | (H/V) (dB) (dBuV/m) | (dBuV/m) | (dB)

8DPSK High Channel 2480MHz

268.32 35.39 QP 241 1.7 H -13.35 22.04 46.00 -23.96
268.32 40.04 QP 10 1.0 \ -13.35 26.69 46.00 -19.31
4960.00 47.36 PK 190 1.5 vV -0.24 47.12 74.00 -26.88
4960.00 44.94 Ave 190 1.5 \Y -0.24 44.70 54.00 -9.30
7440.00 36.94 PK 163 1.3 H 2.84 39.78 74.00 -34.22
7440.00 32.29 Ave 163 1.3 H 2.84 35.13 54.00 -18.87
2326.63 45.07 PK 84 1.3 Vv -13.19 31.88 74.00 -42.12
2326.63 38.37 Ave 84 1.3 \ -13.19 25.18 54.00 -28.82
2364.46 42.46 PK 63 1.6 H -13.14 29.32 74.00 -44.68
2364.46 38.24 Ave 63 1.6 H -13.14 25.10 54.00 -28.90
2488.32 44.97 PK 47 1.8 Vv -13.08 31.89 74.00 -42.11
2488.32 38.05 Ave 47 1.8 \Y -13.08 24.97 54.00 -29.03

Test Frequency: 18GHz~25GHz

The measurements were more than 20 dB below the limit and not reported.
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9 Band Edge Measurement

Test Requirement:

Test Method:
Test Limit:

Test Mode:
8.1 Test Procedure

Section 15.247(d) In addition, radiated emissions which fall in the

restricted bands. as defined in Section 15.205(a), must also comply

with the radiated emission limits specified in Section 15.209(a) (see

Section 15.205(c)).

ANSI C63.10:2013

Regulation 15.247 (d),In any 100 kHz bandwidth outside the

frequency band in which the  spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced
by the intentional radiator shall be at least 20 dB below that in the 100 kHz
bandwidth within the band that contains the highest level of the desired
power, based on either an RF conducted or a radiated measurement,
provided the transmitter demonstrates compliance with the peak conducted
power limits. If the transmitter complies with the conducted power limits
based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this
paragraph shall be 30 dB instead of 20 dB. Attenuation below the general
limits specified in §15.209(a) is not required. In addition, radiated emissions
which fall in the restricted bands, as defined in §15.205(a), must also
comply with the radiated emission limits specified in §15.209(a) (see
§15.205(c)).

Transmitting

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the

spectrum;

2. Set the spectrum analyzer: RBW = 100 kHz, VBW = 300 kHz, Sweep = auto

Detector function = peak, Trace = max hold

8.2 Test Setup

Spectrum Analyzer

Waltek Testing Group Co., Ltd.
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8.3 Test Result

Test plots
Modulation: GFSK
Transmitting Band edge-left side Hopping Band edge-left side
Offs 0.50 dB RBW 100 kHz Offs 0.50 dB RBW 100 kHz
Att 20dB VBW 300 kHz M2[1] -53.45 dBm Att 20dB VBW 300 kHz M2[1] -57.44 dBm
Ref 10.50 dBm SWT 10ms 2.399800000 GHz Ref 10.50 dBm SWT 10ms 2.399590000 GHz
[ M1[1] -53.08 dBm [ M1[1] -55.26 dBm
1Pk D1 3.490 dBm 2.4000000800 GHz 1Pk - D1 3.600 dBm 2.4000000
Max 0 dBm Max 0 dBm
-10 dBm -10 dBm
D2 -16.510 dBm —D2 -16.400 dBm
-20 dBm -20 dBm
-30 dBm \ -30 dBm
-40 dBlln \ -40 dB||u
-50 dBm &:L -50 dBm %
-60 dBlln Mj ('kkw -60 dB|||| "
WMWMW fuswn gl gl Wmmwwwmw WWVWM
-70 dBm -70 dBm
-80 dBm -80 dBm
F1 F1
|1 |
Start 2.31 GHz Stop 2.412 GHz Start 2.31 GHz Stop 2.412 GHz
Transmitting Band edge-right side Hopping Band edge-right side
Offs 0.50 dB RBW 100 kHz Offs 0.50 dB RBW 100 kHz
Att 20 dB VBW 300 kHz M2[1] -58.17 dBm Att 20dB VBW 300 kHz M2[1] -60.56 dBm
Ref 10.50 dBm SWT 5ms 2.483680000 GHz Ref 10.50 dBm SWT 5ms 2.484099000 GHz
M1[1] -59.12 dBm | M1[1] -62.38 dBm
1Pk D1 2.760 dBmT Y 2.483500000 GHz 1Pk D1 2.480 dBmy & 2.483500000 GHz
I S VTV AR
-10 dBm 1 r\
i A ARIARAA
20 dBr|r. D2 17.240 dB"'l o dee—D2 -17.520 ds..i
-30 d5.|.. \l -30 dBm L
-40 dB.|.. / \ﬁ -40 dB.|.. l‘
-50 dBm L -50 dBm
-60 dB| -""‘W/ % -60 dB| e
I %Wﬂ m %
WW MMM b M st s, ] | ARIINE WTRINRT, RV VI W2 N T
-70 dBr|n -70 dBm
-80 dBm -80 dBm
| i i
Start 2.47 GHz Stop 2.5 GHz Start 2.47 GHz Stop 2.5 GHz
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Modulation: = /4 DQPSK
Transmitting Band edge-left side Hopping Band edge-left side
Offs 0.50 dB RBW 100 kHz Offs 0.50 dB RBW 100 kHz
Att 20dB VBW 300 kHz M2[1] -52.01 dBm Att 20dB VBW 300 kHz M2[1] -53.31 dBm
Ref 10.50 dBm SWT 10ms 2.399390000 GHz Ref 10.50 dBm SWT 10ms 2.399800000 GHz
M1[1] -51.05 dBm M1[1] -51.05 dBm
1Pk 2.400000000 GHz 1Pk 2.400000000 GHz
Max |'? dBmD1 0.490 dBm Max | © dBmsD1 0.530 dBm
-10 dBr|n -10 dBr|n
=20-dBm—D2 -19.510 dBm =20-dBm—D2 -19.470 dBm
-30 dBr|n -30 dBr|n
-40 dB|||| |“ -40 dB|||| |“
-50 dB|||| HL -50 dB||||
-60 dBm o -60 dBm 'J
WMMWMJMWMWWWM M“ JMWJT' PRI TSV [ RN IR, TP TYPT PN WORFORPR’ SRR —
-70 dBr|n -70 dBr|n
-80 dBm -80 dBm
‘ F1 ‘ F1
|1 |1
Start 2.31 GHz Stop 2.412 GHz Start 2.31 GHz Stop 2.412 GHz
Transmitting Band edge-right side Hopping Band edge-right side
Offs 0.50 dB RBW 100 kHz Offs 0.50 dB RBW 100 kHz
Att 20dB VBW 300 kHz M2[1] -59.54 dBm Att 20dB VBW 300 kHz M2[1] -61.36 dBm
Ref 10.50 dBm SWT 5ms 2.483680000 GHz Ref 10.50 dBm SWT 5ms 2.484698000 GHz
M1[1] -60.61 dBm | M1[1] -61.78 dBm
1Pk 2.483500000 GHz 1Pk 2.483500000 GHz
Max [© dBrmD1 0.290 dBm Max D1 O.IWW
-10 dBr|n \ -10 dBr|n l
Tze—chTr—Dz -19.710 dB..,'\ %—d—BT—DZ -19.820 dBm
-30 dBr|n M -30 dBr|n ‘L
-40 dB.|.. IJW \ -40 dB.|.. M\
-50 dBm I“ -50 dBm
ol | T <o
dhdp] P D P | L2 7 { I ST -
-70 dBr|n -70 dBr|n
-80 dBm -80 dBm
‘ F1 ‘ F1
| |
Start 2.47 GHz Stop 2.5 GHz Start 2.47 GHz Stop 2.5 GHz
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Modulation: 8DPSK

Transmitting Band edge-left side

®

Hopping Band edge-left side

Offs 0.50 dB RBW 100 kHz Offs 0.50 dB RBW 100 kHz
Att 20dB VBW 300 kHz M2[1] -58.69 dBm Att 20 dB VBW 300 kHz M2[1] -54.27 dBm
Ref 10.50 dBm SWT 10ns 2.399800000 GHz Ref 10.50 dBm SWT 10ms 2.399800000 GHz
| M 400000000 otz | Mili] -52:36 don]
. z
0dBmgD1 0.470 dBm 1Pk 0 dBmaD1 0.890 dBm 2.400000000 GI:IZ
Max

-10 dB|||| -10 dBT
ﬁ'@‘d‘B‘T‘r—DZ -19.530 dBnr =20 dBm—D2 -19.110 dBm
-30 dBm -30 dBm

| \ |
-40 dBm -40 dB||n
-50 dBm -50 dBm t

| " N
-60 dBm -60 dBm
PPN NSO UN PSS U PPN | S PTTY o 1 WM o TPUMETIT] M WMWWWWW
-70 dBm -70 dBr|‘n
-80 dBr|n -80 dBm

1 | F1
[ [

Start 2.31 GHz

Stop 2.412 GHz

1Pk
Max

Transmitting Band edge-right side

Offs 0.50 dB
Att 20dB

Ref 10.50 dBm

RBW 100 kHz
VBW 300 kHz

SWT 5ms

M2[1]

-60.45 dBm
2.483862000 GHz

M1[1]

-60.33 dBm)|
2.483500000 GHz

70 dBm

-20.170

]
|

[

-30 dBm

-40 dBm

i Y

|

-50 dBm

-60 dBm

-70 dBm

NETYY I_|V LML A hor

-80 dBm

F1

Start 2.47 GHz

Stop 2.5 GHz
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Start 2.31 GHz

Stop 2.412 GHz

1Pk
Max

Hopping Band edge-right side

Offs 0.50 dB
Att 20dB

Ref 10.50 dBm

RBW 100 kHz
VBW 300 kHz
SWT Sms

M2[1]

-61.48 dBmr
2.484039000 GHz

W W

O dBmaD1 -0.450 dBm)|
R \ﬂ\

M1[1]

-63.77 dBir
2.483500000 GHz

-20.450 dBIIIl

|

-30 dBm

I

-40 dBm

|

-50 dBm

-60 dBm

-70 dBm

Al

Ny Adtn oo b,

-80 dBm

Start 2.47 GHz

Stop 2.5 GHz
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10 Conducted Spurious Emissions

Test Requirement: FCC CFR47 Part 15 Section 15.247
Test Method: ANSI C63.10: 2013
Test Result: PASS

Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF conducted or a radiated
measurement, provided the transmitter demonstrates compliance with the peak conducted power limits.
If the transmitter complies with the conducted power limits based on the use of RMS averaging over a
time interval, as permitted under paragraph (b)(3) of this section, the attenuation required under this
paragraph shall be 30 dB instead of 20 dB. Attenuation below the general limits specified in Section
15.209(a) is not required. In addition, radiated emissions which fall in the restricted bands, as defined in
Section 15.205(a), must also comply with the radiated emission limits specified in Section 15.209(a)
(see Section 15.205(c)).
9.1 Test Procedure

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the
spectrum;
2. Set the spectrum analyzer:
Blow 1GHz:
RBW = 100kHz, VBW = 300kHz, Sweep = auto
Detector function = peak, Trace = max hold
Above 1GHz:
RBW = 100kHz, VBW = 300kHz, Sweep = auto

Detector function = peak, Trace = max hold
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9.2 Test Result

9KHz - 30MHz
GFSK
Low Channel

Offs 0.50 dB RBW 100 kHz

Att 20 dB VBW 300 kHz M1[1] -41.37 dBm

Ref 10.50 dBm SWT 5ms 578.000000000 kHz
1Pk
Max 0 dBm

-10 dBm

Start 9.0 kHz Stop 30.0 MHz

Middle Channel

Offs 0.50 dB RBW 100 kHz
Att 20dB VBW 300 kHz M1[1] -42.79 dBm
Ref 10.50 dBm SWT 5ns 638.000000000 kHz
1Pk
Max 0 dBm
-10 dBm
-20 dBm

-60 dBm HiLLs
| A ol AL o A
-70 dBm
-80 dBr‘n
Start 9.0 kHz Stop 30.0 MHz
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High Channel

Offs 0.50 dB RBW 100 kHz

Att 20dB VBW 300 kHz M1[1] -41.91 dBm

Ref 10.50 dBm SWT 5ms 578.000000000 kHz
1Pk
Max 0 dBm

-10 dBm

-20 dBm

-30 dBm

-70 dBm

.60 dBm afbob ,
60 B| WMWW%WWW

-80 dBm

Start 9.0 kHz

Stop 30.0 MHz

Pi/4ADQPSK
Low Channel
Offs 0.50 dB RBW 100 kHz
Att 20 dB VBW 300 kHz M1[1] -42.32 dBm
Ref 10.50 dBm SWT 5ms 638.000000000 kHz
1Pk
Max 0 dBm
-10 dBm
-20 dBm
-60 dBm—hu Ty
| Pttt A o, B bbb om
-70 dBm
-80 dBr‘n
Start 9.0 kHz Stop 30.0 MHz
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Middle Channel

Offs 0.50 dB RBW 100 kHz
Att 20 dB VBW 300 kHz M1[1] -41.46 dBm
Ref 10.50 dBm SWT 5ns 578.000000000 kHz
1Pk
Max 0 dBm
-10 dBm
-20 dBm

Start 9.0 kHz Stop 30.0 MHz
High Channel

Offs 0.50 dB RBW 100 kHz

Att 20dB VBW 300 kHz M1[1] -41,32 dBm

Ref 10.50 dBm SWT 5ms 578.000000000 kHz
1Pk
Max |0 @Bm

-10 dBm

-20 dBm

-60 dBm
AR T T W T B T T
-70 dBm
-80 dBr‘n
Start 9.0 kHz Stop 30.0 MHz
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8DPSK
@ Low Channel
Offs 0.50 dB REW 100 kHz
Att 20 dB VBW 300 kHz M1[1] -39.63 dBm
Ref 10.50 dBm SWT 5ms 578.000000000 kHz
ol [
-10 dBm
20 dBr|n
-60 dBm ”AWNJWM
| b hita il NP P
-70 dBr|n
-80 dBm

Start 9.0 kHz

Stop 30.0 MHz

Offs 0.50 dB
Att 20 dB
Ref 10.50 dBm

Middle Channel

RBW 100 kHz
VBW 300 kHz
SWT 5ns

M1[1]

-41.46 dBm

578.000000000 kHz

1Pk 0 dBm

Max

-10 dBm

-20 dBm

Start 9.0 kHz

Stop 30.0 MHz
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High Channel

Offs 0.50 dB RBW 100 kHz

Att 20dB VBW 300 kHz M1[1] -42,06 dBm

Ref 10.50 dBm SWT 5ms 578.000000000 kHz
1Pk
Max 0 dBm

-10 dBm

-20 cIBr|n

-30 dBm

Start 9.0 kHz

Stop 30.0 MHz
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30MHz - 25GHz
GFSK Low Channel

Fundamental Agilent Spectrum Analyzer - Swept SA

QL it s 50l Al e | ALIGNAUTO 10:36:57 AM Jul29, 2016
Marker 1 9.618480000000 GHz . Avg Type: Log-Pwr

PNO: Fast (o  1rigiFree Run Avg|Held:>10/10

IFGain:Low #Atten: 20 dB

Ref Offset 0.5 dB Mkr1 9.618 GHz

Ref 10.50 dBm -49.191 dBm

Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

usc €3 Query INTERRUPTED

GFSK Middle Channel

Agilent Spectrum Analyzer - Swept S

Fundamental A e AIGNAUTO 1013044 AMALIZS, 2016
Marker 1 3.650650000000 GHz Avg Type: Log-Pwr TRA

PNO: Fast (o  1rigiFree Run Avg|Held:>10/10
IFGain:Low #Atten: 20 dB

Ref Offset 0.5 dB
Ref 10.50 dBm

Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

usc €3 Query INTERRUPTED
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GFSK High Channel

Agilent Spectrum Analyzer - Swept S

O [ e ALTGAUTO 16,5553 44 1125, 2016
Fundamental Marker 1 3.725560000000 GHz Aug Type: Log-Pur

PNO: Fast (o  1rigiFree Run Avg|Held:>10/10
IFGain:Low #Atten: 20 dB

Ref Offset 0.5 dB
Ref 10.50 dBm

Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

usc €3 Query INTERRUPTED

Pi/4 DQPSK Low Channel

Agilent Spectrum Analyzer - Swept S

QL it s 50l Al e | ALIGNAUTO 10:54:47 &M 123, 2016
Marker 1 9.618480000000 GHz . Avg Type: Log-Pwr
PNO: Fast (o  1rigiFree Run Avg|Held: 10110
Fundamental Fbsiniow ™ #ftten: 20 48

Mkr1 9.618 GHz
Rer 1050 asm 49.841 dBm

Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

usc €3 Query INTERRUPTED
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Pi/4 DQPSK Middle Channel

Agilent Spectrum Analyzer - Swept SA
| P Y e e B ALIGNAUTO 10:51:21 AM 29, 2016
Marker 1 3.650650000000 GHz - Avg Type: Log-Pwr

PNO: Fast (o  1rigiFree Run Avg|Held:>10/10

IFGain:Low #Atten: 20 dB

Fundamental Ref Offset 0.5 dB
Ref 10.50 dBm

Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

usc €3 Query INTERRUPTED

Pi/4 DQPSK High Channel

Agilent Spectrum Analyzer - Swept SA
| e e e B ALIGNAUTO 10:41:07 AM 129, 2016
Marker 1 3.725560000000 GHz - Avg Type: Log-Pwr

PNO: Fast (o  1rigiFree Run Avg|Held:>10/10

IFGain:Low #Atten: 20 dB

Fundamental Ref Offset 0.5 dB
Ref 10.50 dBm

Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

usc €3 Query INTERRUPTED
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8DPSK Low Channel

Agilent Spectrum Analyzer - Swept SA
| T e e B ALIGNAUTO 10:56:50 AM ul29, 2016
Marker 1 9.618480000000 GHz - Avg Type: Log-Pwr

PNO: Fast (o  1rigiFree Run Avg|Held:>10/10

IFGain:Low #Atten: 20 dB

Fundamental Ref Offset 05 dB
Ref 10.50 dBm

Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

usc €3 Query INTERRUPTED

8DPSK Middle Channel

Agilent Spectrum Analyzer - Swept S

| P Y e e B ALIGNAUTO 10:53:06 &M 23, 2016
Marker 1 3.650650000000 GHz . Avg Type: Log-Pwr
PNO: Fast (o  1rigiFree Run Avg|Held:>10/10
IFGain:Low #Atten: 20 dB
Fundamental Ref Offset0 dB Mkr1 3.651 GHz

Ref 10.50 dBm -51.380 dBm

Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

usc €3 Query INTERRUPTED
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8DPSK High Channel

Agilent Spectrum Analyzer - Swept SA

QL s s 50l Al e | ALIGNAUTO

Marker 1 3.725560000000 GHz . Avg Type: Log-Pwr
PNO: Fast (o  1rigiFree Run Avg|Held:>10/10
IFGain:Low #Atten: 20 dB

Fundamental Ref Offset 0.5 dB
Ref 10.50 dBm

Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.386 s (1001 pts)

usc €3 Query INTERRUPTED
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11 Bandwidth Measurement

Test Requirement: FCC CFRA47 Part 15 Section 15.247
Test Method: C63.10: 2013
Test Mode: Test in fixing operating frequency at low, Middle, high channel.

10.1 Test Procedure

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the

spectrum;
2. Set the spectrum analyzer: RBW = 30kHz, VBW = 100kHz

10.2 Test Setup
O ', ', . \

EUT

Spectrum Analyzer
10.3 Test Result

st el 20 dB Bandwidth 99% Bandwidth
MHz MHz
GFSK Low 1.012 0.898
GFSK Middle 1.030 0.904
GFSK High 1.036 0.916
n /4 DQPSK Low 1.341 1.198
14 DQPSK Middle 1.353 1.192
n /4 DQPSK High 1.341 1.198
8DPSK Low 1.317 1.204
8DPSK Middle 1.311 1.204
8DPSK High 1.317 1.204

Waltek Testing Group Co., Ltd.
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Modulation: GFSK

Low Channel Middle Channel
Offs 0.50 dB * RBW 30 kHz Offs 0.50 dB * RBW 30 kHz
*Att 20dB *VBW 100 kHz D1[1] -0.10 dB *Att 20dB *VBW 100 kHz D1[1] -0.19 dB
Batt Ref 10.50 dBm SWT 5ms 1.012000000 MHz Batt Ref 10.50 dBm SWT 5ms 1.029900000 MHz
M1[1] -17.02 dBm M1[1] -18.53 dBm|
1Pk D1 2.430 dBm — 2.401395200 GHz 1Pk ‘ N 2.440389200 GHz
Pk [0°dBm ] o [O@BADL 1160 dBir f{w -
fl
-10 dBm -10 dBm
D2 -17.570'dBm L1
-20 dBm // 4\\ =70 aBm=—D2 -18.840'dBm: _-\L‘
-30 dBr|n -30 dBm }/V
-40 dBmA~%; \\W‘ﬁ \’\k -40 dBm-Ang \W \
- Pim -5 m
0 S R e |
-60 dB.|.. -60 dBm
-70 dBr|n -70 dBm
-80 dBr‘n -80 dBm
CF 2.402 GHz Span 3.0 MHz CF 2.441 GHz Span 3.0 MHz
High Channel
®
Offs 0.50 dB “ RBW 30 kHz
*Att 20 dB “VBW 100 kHz D1[1] -0.03 dB
it Ref 10.50 dBm SWT 5me 1.035900000 MHz
| M1[1] 18.70 dBm
1Pk 101 1.490 dBrm 1 2.479383200 GHz
Max | 0 9BM p{v = _.\
-10 dBm
| M /‘/ "\IWQI
70 gBm—LC2 18.510%Bm ;3
-30 dBm —L\‘\

-60 dBm

-70 dBm

-B0 dBm

CF 2.48 GHz

Span 3.0 MHz
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Modulation: = /4 DQPSK
Low Channel Middle Channel
Offs 0.50 dB RBW 30 kHz Offs 0.50 dB RBW 30 kHz
Att 20 dB VBW 100 kHz D1[1] 0.03 dB Att 20 dB VBW 100 kHz D1[1] 0.24 dB
Ref 10.50 dBm SWT 5ms 1.341300000 MHz Ref 10.50 dBm SWT 5ms 1.353300000 MHz
M1[1] -21.77 dBm M1[1] -21.79 dBm
1PK 2.401233500 GHz 1PK 2.440227500 GHz
Max |9 9EMIp1 1,750 dBm /\/‘/k\/\,‘”/\, Max [&-9BMID1 1,460 dBm /\JJ\\A\M
-10 dBm VAN s -10 dBm SYAV! P
20 dB|— " \‘“‘ 20 dB|— M \”‘
= M—p2 -21%50 dBm 3 . r|“ D2 -21%60 dBm ®
-30 dBr|n \ -30 dBr|n \A
0 dBm il 0 m
%w"‘\ﬁ"/\ N WW\\
-50 dB|||| -50 dB||||
-60 dB.|.. -60 dB.|..
-70 dBr|n -70 dBr|n
-80 dBr‘n -80 dBr‘n
CF 2.402 GHz Span 3.0 MHz CF 2.441 GHz Span 3.0 MHz
High Channel
Offs 0.50 dB RBW 30 kHz
Att 20 dB VBW 100 kHz D1[1] -0.02 dB
Ref 10.50 dBm SWT 5ms 1.341300000 MHz
M1[1] -21.78 dBm
1PK 2.479227500 GHz
Max |2-9BMI5T 1 950 dBm M\\
-10 dBr|n pa 2\ s
M \m
20 dBm— % 50 dBm "&
-30 dBr|n \A
0 m LV N
-50 dB||||
-60 dB.|..
-70 dBr|n
-80 dBr‘n
CF 2.48 GHz Span 3.0 MHz



Low Channel Middle Channel
Offs 0.50 dB * RBW 30 kHz Offs 0.50 dB * RBW 30 kHz
*Att 20dB *VBW 100 kHz D1[1] 0.02 dB *Att 20 dB *VBW 100 kHz D1[1] -0.45 dB
Batt Ref 10.50 dBm SWT 5ms 1.317400000 MHz Batt Ref 10.50 dBm SWT 5ns 1.311400000 MHz
M1[1] -21.03 dBm| M1[1] -20.06 dBm|

1Pk
Max

Reference No.: WTD21D03021969W003 V2

Page 38 of 59

Modulation: 8DPSK

2.401251500 GHz

1Pk 2.440251500 GHz
0-dBmID1 -0.590 dBmi '\//‘/‘\, \w Max 6-eBmD1 -0.400 dBm N/J‘/\“\,J[\wﬂ
-10 dBm s - -10 dBm 7O
svash L S % "y
| D2 -20.%90 dBm % | D2 -20.200 dBm %
-30 dBm \ -30 dBm // \
-40/4Bm IW" \/V"\\‘ A Bm A ‘ u*\\'\
-50 dBm -50 dBm
-60 dBm -60 dBm
-70 dBm -70 dBm
-80 dBr‘n -80 dBm

CF 2.402 GHz

Span 3.0 MHz

CF 2.441 GHz

Span 3.0 MHz

High Channel
Offs 0.50 dB “ RBW 30 kHz
*Att 20 dB “VBW 100 kHz D1[1] -0.54 dB
att Ref 10.50 dBm SWT 5ms 1.317400000 MHz
M1[1] 21.03 dBm

1Pk
Max

-10 dBm

0-dBmny -0.960 dBm|

2.479245500 GHz

‘_.J\,JH_W(J\{\

L

M
20dBm—p, 50%s0

N

dBrm

-30 dB.|.. /J

m “ AN W/V ‘\\ﬁ'
-50 dB.|..
-60 dB.|.|
-70 dE!-r|r.
-80 dB.‘..
CF 2.48 GHz Span 3.0 MHz
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Modulation: GFSK

Low Channel Middle Channel
Offs 0.50 dB RBW 30 kHz Offs 0.50 dB RBW 30 kHz
Att 20 dB VBW 100 kHz M1[1] 2.47 dBm Att 20 dB VBW 100 kHz M1[1] 1.12 dBm
Ref 10.50 dBm SWT 5ms 2.402059900 GHz Ref 10.50 dBm SWT 5ms 2.441059900 GHz
M10cC Bw  898.203592814 kHz 1y O6C BW  904.191616766 kHz
1Pk s Y T1I1] -17.68 dBm| 1Pk y Ti[1] -18.15 dBm|
May | 0 9Bm AV 2.401449102 GHz May | 0 9Bm T 2.440449102 GHz
T2[1] -17.79 dBm| ﬁ/\r T2[1] -18.25 dBm|
-10 dBm 2.402347305 GHz -10 dBm 2.441353293 GHz
| e X | L 5
20 dBr|n /J) \ 20 dBr|n /V/ W“\
-30 dBr|n Y -30 dBr|n /f“ g
-40 dBmpef \Wﬁ“& -40 dBm75 k\"w
W“ WM ,)W" T
-60 dB.|.. -60 dB.|.. %\W
-70 dBr|n -70 dBr|n
-80 dBr‘n -80 dBr‘n

CF 2.402 GHz

Span 3.0 MHz

CF 2.441 GHz

Span 3.0 MHz

High Channel
Offs 0.50 dB RBW 30 kHz
Att 20 dB VBW 100 kHz M1[1] 1.38 dBm
Ref 10.50 dBm SWT 5ms 2.480053900 GHz
Occ Bw  916.167664670 kHz
1Pk y T1i[1] -18.36 dBm
Max | 0 dBm va v 2.479443114 GHz
T2[1] -17.41 dBm
-10 dBm A 2.480359281 GHz
| M T2
-20 dBr|n /\/ \&\
-30 dBr|n /J(u u\\‘
-40 dBm "W L\Ff
-60 d5.|.. e
-70 dBr|n
-80 dBr‘n
CF 2.48 GHz Span 3.0 MHz
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Modulation:
Low Channel
Offs 0.50 dB * RBW 30 kHz
*Att 20dB *VBW 100 kHz M1[1] -1.81 dBm
Batt Ref 10.50 dBm SWT 5ms 2.401910200 GHz
Occ Bw 1.197604790 MHz
1Pk M1 T1[1] -16.51 dBm|
Max | © 9Bm 2.401305389 GHz
" Mﬂ‘ﬁ_ T211 -17.58 dBm
-10 dBm w7 2.402502994 GHz
| 2
20 dBr|n K
-30 dBr|n /J \
0 dBm "NWW‘\MA\
-50 dB||||
-60 dB.|..
-70 dBr|n
-80 dBr‘n
CF 2.402 GHz Span 3.0 MHz
High Channel
Offs 0.50 dB * RBW 30 kHz
*Att 20 dB *VBW 100 kHz M1[1] -1.97 dBm
Batt Ref 10.50 dBm SWT 5ms 2.479904200 GHz
Occ Bw 1.197604790 MHz
1Pk M1 | Ti[1] -16.43 dBm
Max | © 9Bm 2.479299401 GHz
L /\/‘x\ TA1] -17.58 dBm
-10 dBm A 2.480497006 GHz
| 2
20 dBr|n /
-30 dBr|n \A
0,dBm iy WV\\‘\
-50 dB||||
-60 dB.|..
-70 dBr|n
-80 dBr‘n
CF 2.48 GHz Span 3.0 MHz

Waltek Testing Group Co., Ltd.
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n /4 DQPSK
Middle Channel
Offs 0.50 dB “ RBW 30 kHz
* Att 20 dB “ VBW 100 kHz M1[1] -1.56 dBm
Batt Ref 10.50 dBm SWT 5ms 2.440904200 GHz
Occ Bw 1.191616766 MHz
1Pk M1 T1[1] 15.51 dBm
May | © 9Bm ;\\/J\ 2.440305389 GHz
1 16.98 dBm
10 dBm e AN 5 2.441497006 GHz
-20 dBT /
-30 dBm / \A
0 dRm W ‘VW'V\
-50 dBm
-60 dBm
-70 dBm
-B0 dBm
CF 2.441 GHz Span 3.0 MHz
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Modulation: 8DPSK
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Low Channel Middle Channel
Offs 0.50 dB RBW 30 kHz Offs 0.50 dB RBW 30 kHz
Att 20 dB VBW 100 kHz M1[1] -0.65 dBm Att 20 dB VBW 100 kHz M1[1] -0.46 dBm
Ref 10.50 dBm SWT 5ms 2.402059900 GHz Ref 10.50 dBm SWT 5ms 2.441059900 GHz
Occ Bw 1.203592814 MHz Occ Bw 1.203592814 MHz
1Pk M1T1[1] -17.48 dBm 1Pk M1T1[1] -17.59 dBm
Max | © 9Bm 2.401299401 GHz Max | © 9Bm 2.440299401 GHz
p\ﬂ"ﬁ\ T2R] -16.15 dBm| (\/“"ﬂ\' Ta1] -15.51 dBm|
10 dBr|“ poey T2 2.402502994 GHz -10 dBr|n P,/ — T2 2.441502994 GHz
20 dBr|n / 20 dBr|n /
-30 dBr|n \ -30 dBr|n /
-40 4Bm WVWM/\‘\,‘ FA0/4Bm M WVU\\
-50 dB|||| -50 dB||||
-60 d5.|.. -60 d5.|..
-70 dBr|n -70 dBr|n
-80 dBr‘n -80 dBr‘n
CF 2.402 GHz Span 3.0 MHz CF 2.441 GHz Span 3.0 MHz
High Channel
Offs 0.50 dB RBW 30 kHz
Att 20dB VBW 100 kHz M1[1] -1.04 dBm
Ref 10.50 dBm SWT 5ms 2.480053900 GHz
Occ Bw 1.203592814 MHz
1Pk M1 T1[1] -17.68 dBm
Max | © dBm W T 2.479293413 GHz
T2k1] -15.98 dBm
-10 dBr|n — 7> 2.480497006 GHz
20 dBr|n /
-30 dBr|n {} \
404Bm 'vawvv\\.\
-50 dB||||
-60 d5.|..
-70 dBr|n
-80 dBr‘n
CF 2.48 GHz Span 3.0 MHz
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12 Maximum Peak Output Power

Test Requirement: FCC CFRA47 Part 15 Section 15.247
Test Method: C63.10:2013
Test Limit: Regulation 15.247 (b)(1), For frequency hopping systems

operating in the 2400-2483.5 MHz band employing at least 75
non-overlapping hopping channels, and all frequency hopping
systems in the 5725-5850 MHz band: 1 watt. For all other
frequency hopping systems in the 2400-2483.5 MHz band:
0.125 watts.

Refer to the result “Number of Hopping Frequency” of this
document. The 1watts (30 dBm) limit applies.

Test mode: Test in fixing frequency transmitting mode.

11.1 Test Procedure

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the
spectrum.

2. Set the spectrum analyzer: RBW = 3 MHz. VBW =3 MHz. Sweep = auto; Detector Function = Peak.
3. Keep the EUT in transmitting at lowest, medium and highest channel individually. Record the max
value.

11.2 Test Setup

O ', ', o
- =
Spectrum Analyzer EUT
11.3 Test Result
Peak Power(dBm)
TesuI Dt : : Limit (dBm)
Mode Rate Low Middle ngh
Channel | Channel | Channel

GFSK 1Mbps 3.64 2.62 2.92 30
n/4 DQPSK | 2Mbps 2.84 3.34 2.81 30

8DPSK 3Mbps 3.31 3.77 3.27 30

Waltek Testing Group Co., Ltd.
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Test plots
Modulation: GFSK
Low Channel Middle Channel

Offs 0.50 dB RBW 3 MHz Offs 0.50 dB RBW 3 MHz

Att 30 dB VBW 3 MHz M1[1] 3.64 dBm Att 30 dB VBW 3 MHz M1[1] 2.62 dBm

Ref 20.50 dBm SWT 2.5ms 2.401880000 GHz Ref 20.50 dBm SWT 2.5ms 2.441084000 GHz
|\];|l;')(( 10 dBII‘I M1 |\];|l;')(( 10 dBII‘I

\ 4

0 dBm 0 dBm

-10 dBr|n -10 dBr|n

-20 dBr|n -20 dBr|n

-30 dB|||| -30 dB||||

-40 dB|||| -40 dB||||

-50 dB||n -50 dB||n

-60 dBr|n -60 dBr|n

-70 dBr‘n -70 dBr‘n

CF 2.402 GHz Span 6.0 MHz CF 2.441 GHz Span 6.0 MHz

High Channel

Offs 0.50 dB RBW 3 MHz

Att 30 dB VBW 3 MHz M1[1] 2.92 dBm

Ref 20.50 dBm SWT 2.5ns 2.479796000 GHz
1Pk _ ‘
Max 10 dBm M1

‘ Y
0 dBm
\.‘__‘M\

-10 dBr|n

-20 dBr|n

-30 dB||||

-40 dB||||

-50 dB||n

-60 dBr|n

-70 dBr‘n

CF 2.48 GHz Span 6.0 MHz
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Modulation: = /4 DQPSK
Low Channel Middle Channel
Offs 0.50 dB RBW 3 MHz Offs 0.50 dB RBW 3 MHz
Att 30 dB VBW 3 MHz M1[1] 2.84 dBm Att 30 dB VBW 3 MHz M1[1] 3.34 dBm
Ref 20.50 dBm SWT 2.5ms 2.401808000 GHz Ref 20.50 dBm SWT 2.5ms 2.440844000 GHz
1Pk _ ‘ 1Pk _ ‘
Max 10 dBm Ivr] Max 10 dBm M1
| - | .
0 dBm 0 dBm
-‘—\‘-—. -—b-"ﬂ-;_‘__
M"’“‘-« \.""“"-«
-10 dBr|n -10 dBr|n
-20 dBr|n -20 dBr|n
-30 dB|||| -30 dB||||
-40 dB|||| -40 dB||||
-50 dB|||| -50 dB||||
-60 dBr|n -60 dBr|n
-70 dBr‘n -70 dBr‘n
CF 2.402 GHz Span 6.0 MHz CF 2.441 GHz Span 6.0 MHz
High Channel
Offs 0.50 dB RBW 3 MHz
Att 30 dB VBW 3 MHz M1[1] 2.81 dBm
Ref 20.50 dBm SWT 2.5ns 2.479832000 GHz
1Pk _ ‘
Max 10 dBm Y1)
‘ -
0 dBm
S~
'x.‘___\'\
-10 dBr|n
-20 dBr|n
-30 dB||||
-40 dB||||
-50 dB||||
-60 dBr|n
-70 dBr‘n
CF 2.48 GHz Span 6.0 MHz
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Modulation: 8DPSK
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Low Channel Middle Channel
Offs 0.50 dB RBW 3 MHz Offs 0.50 dB RBW 3 MHz
Att 30 dB VBW 3 MHz M1[1] 3.31 dBm Att 30dB VBW 3 MHz M1[1] 3.77 dBm
Ref 20.50 dBm SWT 2.5ms 2.401892000 GHz Ref 20.50 dBm SWT 2.5ms 2.440808000 GHz
1Pk _ ‘ 1Pk ‘
Max 10 dDII‘I M1l Max 10 dBII‘I M'I
Y
0 dBm E— — 0 dBm E— ]
M"“-\-. “““'-\-.__,__\
-10 dBr|n -10 dBr|n
-20 dBr|n -20 dBr|n
-30 dB|||| -30 dB||||
-40 dB|||| -40 dB||||
-50 dB||n -50 dB||u
-60 dBr|n -60 dBr|n
-70 dBr‘n -70 dBr‘n
CF 2.402 GHz Span 6.0 MHz CF 2.441 GHz Span 6.0 MHz
High Channel
Offs 0.50 dB REW 3 MHz
Att 30 dB VEBW 3 MHz M1[1] 3.27 dBm
Ref 20.50 dBm SWT 2.5ms 2.479928000 GHz
1Pk ‘
Max | 10 9B M1
X
0 dBm
—
|
-10 dBm
-20 dBm
-30 dBm
-40 dBm
-50 dBm
-60 dBm
-70 dBm
CF 2.48 GHz Span 6.0 MHz
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13 Hopping Channel Separation

Test Requirement:
Test Method:
Test Limit:

Test Mode:
12.1 Test Procedure

FCC CFRA47 Part 15 Section 15.247

C63.10:2013

Regulation 15.247(a)(1) Frequency hopping systems shall have
hopping channel carrier frequencies separated by a minimum of 25
kHz or the 20 dB bandwidth of the hopping channel, whichever is
greater. Alternatively, frequency hopping systems operating in the
2400-2483.5 MHz band may have hopping channel -carrier
frequencies that are separated by 25 kHz or two-thirds of the 20 dB
bandwidth of the hopping channel, whichever is greater, provided the
systems operate with an output power no greater than 1W.

Test in hopping transmitting operating mode.

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port

to the spectrum.

2. Set the spectrum analyzer: RBW = 30 kHz. VBW = 100 kHz, Span = 3MHz. Sweep = auto; Detector

Function = Peak. Trace = Max hold.

3. Allow the trace to stabilize. Use the marker-delta function to determine the separation between the

peaks of the adjacent channels. The limit is specified in one of the subparagraphs of this Section

Submit this plot.
12.2 Test Setup

.le

Spectrum Analyzer

Waltek Testing Group Co., Ltd.
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12.3 Test Result

Test result plot as follows:

VTP RS Test Result | 20dB Bandwidth | Limits (2/3 20dB Bandwidth)
MHz MHz MHz
GFSK Low 1.006 1.012 0.675
GFSK Middle 1.000 1.030 0.686
GFSK High 1.000 1.036 0.691
n /4 DQPSK Low 1.000 1.341 0.894
n /4 DQPSK Middle 1.000 1.353 0.902
n /4 DQPSK High 1.000 1.341 0.894
8DPSK Low 1.000 1.317 0.878
8DPSK Middle 1.000 1.311 0.874
8DPSK High 1.000 1.317 0.878
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1Pk

2.479056900 GHz

LR

N

M

vl

\/\W\//

W

5

-50 dBm

-60 dBm

-70 dBm

-80 dBm

CF 2.4795 GHz

Span 3.0 MHz
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Test plots
Modulation: GFSK
Low Channel Middle Channel
Offs 0.50 dB RBW 30 kHz Offs 0.50 dB RBW 30 kHz
Att 20 dB VBW 100 kHz D1[1] -0.33 dB Att 20 dB VBW 100 kHz D1[1] -0.01 dB
Ref 10.50 dBm SWT 5ms 1.006000000 MHz Ref 10.50 dBm SWT 5ms 1.000000000 MHz
M1 M1[1] 2.34 dBm M1 M1[1] 1.15 dBm
1Pk Y D1 2.402062900 GHz 1Pk ¥ D1 2.441056900 GHz
M 0 dBm N\“u.r s 0 dBm @
ax ’\(\(J Max "\/Jk I\;‘( V\J-"\
-10 dBm | M P
L RN | ey’ | [
-20 dBm 1\\\ L\
N :
wuf’"”\y\
-50 dB|||| -50 dB||||
-60 dB.|.. -60 dB.|..
-70 dBr|n -70 dBr|n
-80 dBr‘n -80 dBr‘n
CF 2.4025 GHz Span 3.0 MHz CF 2.4415 GHz Span 3.0 MHz
High Channel
Offs 0.50 dB RBW 30 kHz
Att 20dB VBW 100 kHz D1[1] -0.05 dB
Ref 10.50 dBm SWT 5ms 1.000000000 MHz
M1[1] 1.45 dBm



1Pk
Max
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Modulation: = /4 DQPSK
Low Channel Middle Channel

Offs 0.50 dB RBW 30 kHz Offs 0.50 dB RBW 30 kHz
Att 20 dB VBW 100 kHz D1[1] -0.18 dB Att 20 dB VBW 100 kHz D1[1] 0.02 dB
Ref 10.50 dBm SWT 5ms 1.000000000 MHz Ref 10.50 dBm SWT 5ms 1.000000000 MHz
M1[1] -1.81 dBm| M1[1] -1.58 dBm|
1 N 2.401913200 GHz 1Pk 1 o 2.440901200 GHz

Max

-50 dBm

-60 dBm

-70 dBm

-80 dBm

\

\

i

-50 dBm

-60 dBm

-70 dBm

-80 dBm

CF 2.4025 GHz

Span 3.0 MHz

CF 2.4415 GHz

Span 3.0 MHz

1Pk
Max

High Channel
Offs 0.50 dB RBW 30 kHz
Att 20dB VBW 100 kHz D1[1] -0.04 dB
Ref 10.50 dBm SWT 5ms 1.000000000 MHz
M1[1] -2.02 dBm

2.478901200 GHz

In%l

VA WY)W

\,

\

-50 dBm

-60 dBm

-70 dBm

-80 dBm

CF 2.4795 GHz

Span 3.0 MHz
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Modulation: 8DPSK

Low Channel Middle Channel
@ Offs 0.50 dB RBW 30 kHz Offs 0.50 dB RBW 30 kHz
Att 20 dB VBW 100 kHz D1[1] -0.13 dB Att 20 dB VBW 100 kHz D1[1] 0.05 dB
Ref 10.50 dBm SWT 5ms 1.000000000 MHz Ref 10.50 dBm SWT 5ms 1.000000000 MHz
M1[1] -0.63 dBm M1[1] -0.46 dBm
1Pk M1 Dy 2-402062900 GHz 1Pk M1 D1 2.441056900 GHz

Max

L P ™ - MU et ™)

-50 dB|||| -50 dB||||
-60 dB|||| -60 dB||||
-70 dBr|n -70 dBr|n
-80 dBr‘n -80 dBr‘n
CF 2.4025 GHz Span 3.0 MHz CF 2.4415 GHz Span 3.0 MHz
High Channel
Offs 0.50 dB RBW 30 kHz
Att 20 dB VBW 100 kHz D1[1] 0.01 dB
Ref 10.50 dBm SWT 5ms 1.000000000 MHz
M1[1] -1.03 dBm
1Pk M1 2.479056900 GHz

Max | © dBm x D
-10 dBm Mwﬂl%”\ ) JWMM

-50 dBm

-60 dBm

-70 dBm

-80 dBm

CF 2.4795 GHz Span 3.0 MHz
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14 Number of Hopping Frequency

Test Requirement: FCC CFRA47 Part 15 Section 15.247
Test Method: C63.10:2013
Test Limit: Regulation 15.247 (a)(1)(iii) Frequency hopping systems in the

2400-2483.5 MHz band shall use at least 15 channels.
Test Mode: Test in hopping transmitting operating mode.

13.1 Test Procedure

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the
spectrum.

2. Set the spectrum analyzer: RBW = 100 kHz. VBW = 300 kHz. Sweep = auto; Detector Function =
Peak. Trace = Max hold.

3. Allow the trace to stabilize. It may prove necessary to break the span up to sections. in order to
clearly show all of the hopping frequencies. The limit is specified in one of the subparagraphs of this
Section.

4. Set the spectrum analyzer: Start Frequency = 2.4GHz, Stop Frequency = 2.4835GHz. Sweep=auto;
13.2 Test Setup

.le ', ', O

Spectrum Analyzer EUT

13.3 Test Result

Total Channels are 79 Channels.
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Test Plot
Modulation: GFSK Modulation: n /4 DQPSK

Offs 0.50 dB RBW 100 kHz Offs 0.50 dB RBW 100 kHz

Att 20 dB VBW 300 kHz D1[1] -0.78 dB Att 20 dB VBW 300 kHz D1[1] -0.55 dB

Ref 10.50 dBm SWT 10ms 78.170000000 MHz Ref 10.50 dBm SWT 10ms 78.000000000 MHz

M1 M1[1] -1.20 dBm
1Pk ﬂflflﬂﬂﬂn nhidand 1Pk bl i ¢ y i 2'40192000(.) F\;‘IHZ
Max Max AR A A A TR AR AL AT

| TOSTTpY

20 dBr|n

30 dBr|n

-40 dB|||| \ \

-50 dB|||| L -50 dB|||| \‘(

-60 dB.|.. v -60 dB.|..

-70 dBr|n -70 dBr|n

-80 dBr‘n -80 dBr‘n

Start 2.4 GHz Stop 2.4835 GHz Start 2.4 GHz Stop 2.4835 GHz

Modulation: 8DPSK

Offs 0.50 dB RBW 100 kHz

Att 20dB VBW 300 kHz D1[1] 0.88 dB

Ref 10.50 dBm SWT 10ms 78.170000000 MHz

M1[1] -0.71 dBm

1Pk X A ,,2.401920000 Gz
Max AR MR

-50 dB|||| %

-60 dBm

-70 dBm

-80 dBm

Start 2.4 GHz Stop 2.4835 GHz
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15 Dwell Time

Test Requirement: FCC CFRA47 Part 15 Section 15.247
Test Method: C63.10:2013
Test Limit: Regulation 15.247(a)(1)(iii) Frequency hopping systems in

the 2400-2483.5 MHz band shall use at least 15 channels. The
average time of occupancy on any channel shall not be greater
than 0.4 seconds within a period of 0.4 seconds multiplied by
the number of hopping channels employed. Frequency hopping
systems may avoid or suppress transmissions on a particular
hopping frequency provided that a minimum of 15 channels are
used.
Test Mode: Test in hopping transmitting operating mode.

14.1 Test Procedure

1.Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the
spectrum.

2.Set spectrum analyzer span = 0. centred on a hopping channel;

3.Set RBW =1 MHz and VBW = 3 MHz. Sweep = as necessary to capture the entire dwell time per
hopping channel.

4.Use the marker-delta function to determine the dwell time. If this value varies with different modes of
operation (e.g. data rate. modulation format. etc.). repeat this test for each variation. The limit is

specified in one of the subparagraphs of this Section. Submit this plot(s).

14.2 Test Setup
e ', ', 1

EUT

Spectrum Analyzer
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14.3 Test Result

Dwell time = Pulse wide x (Hopping rate / Number of channels) x Period

The test period: T= 0.4(s) * 79 = 31.6 (s)

DH5 Packet permit maximum 1600 / 79 / 6 hops per second in each channel (5 time slots RX, 1 time
slot TX).

DH3 Packet permit maximum 1600 / 79 / 4 hops per second in each channel (3 time slots RX, 1 time
slot TX).

DH1 Packet permit maximum 1600 / 79 / 2 hops per second in each channel (1 time slot RX, 1 time
slot TX).

So, the Dwell Time can be calculated as follows:

Data Packet Dwell Time(s)

DH5 1600/79/6*31.6*(MkrDelta)/1000

DH3 1600/79/4*31.6*(MkrDelta)/1000

DH1 1600/79/2*31.6*(MkrDelta)/1000

Remark Mkr Delta is single pulse time.
. pulse . _
Modulation Data Packet Channel . Dwell Time(s) Limits(s)
time(ms)

Low 2.900 0.309 <0.4
GFSK DH5 Middle 2.880 0.307 <04
High 2.840 0.399 <0.4
Low 2.900 0.309 <0.4
n /4 DQPSK 2DH5 Middle 2.900 0.309 <0.4
High 2.900 0.309 <0.4
Low 2.900 0.401 <0.4
8DPSK 3DH5 Middle 2.880 0.307 <0.4
High 2.900 0.309 <0.4
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Test Plot
Modulation: GFSK
Data Packet: DH5

Low Channel Middle Channel
Offs 0.50 dB RBW 1 MHz Offs 0.50 dB RBW 1 MHz
Att 20 dB VBW 3 MHz D2[1] 0.02 dB Att 20 dB VBW 3 MHz D2[1] -0.11 dB
Ref 10.50 dBm SWT 10ms 3.760000000 ms Ref 10.50 dBm SWT 10ms 3.740000000 ms
M1 M1[1] 3.28 dBm| 1 M1[1] 2.29 dBm|
1pKk pL 2 +-32000¢666-ms 1K ‘ by D2 .020000000 ms|
Max | 0 4Bm D1[1] 0.12 dB| Max | P 9Bm D1[1] 0.04 dB|
2.900000000 ms 4.880000000 ms
-1 dBr|n 10 dBh
-2 dBr|n 20 dBm
-3 dBr|n 30 dBm
-4 dB|||| 40 dBm
-50 dBm 50 dBm
% ,t.gg‘lwf by L el m Wbl
-70 dBr|n -70 dBr|n
-80 dBr‘n -80 dBr‘n
CF 2.402 GHz 1.0 ms/ CF 2.441 GHz 1.0 ms/
High Channel
Offs 0.50 dB RBW 1 MHz
Att 20dB VBW 3 MHz M1[1] 2.62 dBm
Ref 10.50 dBm SWT 10ms 240.000000000 ps
D1[1] 0.06 dB|
- i b o 2.8460.00680
Max |9 9Bm D2[1] -0.18 dB
3/ 740000000 ms
-1o dBr|n
-po dBr|n
Bo dBr|n
-A0 dB||||
-50 dB||||
0 dBm Wi Mty
-70 dBr|n
-80 dBr‘n
CF 2.48 GHz 1.0 ms/
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Modulation: = /4 DQPSK
Data Packet: 2DH5
Low Channel Middle Channel
Offs 0.50 dB RBW 1 MHz Offs 0.50 dB RBW 1 MHz
Att 20 dB VBW 3 MHz D2[1] 0.88 dB Att 20 dB VBW 3 MHz D2[1] 0.01 dB
Ref 10.50 dBm SWT 10ms 3.760000000 ms Ref 10.50 dBm SWT 10ms 3.760000000 ms
M1[1] -7.72 dBm M1[1] 0.74 dBm|
ek | 380.000000000 ps 1Pk }51,‘1 Bl Db 160
0 dBm Bm
Max IR R oY) red2 A o W@ Max D1[1] 1.48 dB
R V@; 3‘3 ! 2.900000000 ms 2.900000000 ms
-1p dBr|n 10 dBr|n
-2p dBr|n 20 dBr|n
-3p dBr|n 30 dBr|n
-4p dB|||| 40 dB||||
-5p dBm 50 dBm
o dB.|.. Al oAV e o dB.|.. gy 4y
-70 dBr|n -70 dBr|n
-80 dBr‘n -80 dBr‘n
CF 2.402 GHz 1.0 ms/ CF 2.441 GHz 1.0 ms/
High Channel
Offs 0.50 dB RBW 1 MHz
Att 20 dB VBW 3 MHz D2[1] 0.14 dB
Ref 10.50 dBm SWT 10ms 3.760000000 ms
M1[1] 0.08 dBm|
1k |"8 1 g hmcunmranerny 240000000000, 145
Max | H9Bm D1[1] 1.55 dB
2|900000000 ms
-10 dBr|n
-0 dBr|n
-Bo dBr|n
-0 dB||||
-50 dB||||
ko aom (. e
-70 dBr|n
-80 dBr‘n
CF 2.48 GHz 1.0 ms/
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Modulation: 8DPSK
Data Packet: 3DH5

Low Channel Middle Channel
Offs 0.50 dB RBW 1 MHz Offs 0.50 dB RBW 1 MHz
Att 20 dB VBW 3 MHz M1[1] 0.10 dBm Att 20 dB VBW 3 MHz D2[1] 0.09 dB
Ref 10.50 dBm SWT 10ms 740.000000000 ps Ref 10.50 dBm SWT 10ms 3.760000000 ms
D1[1] 1.56 dB| W b M1[1] 0.76 dBm|
1Pk M‘}[ . RL | e ay 2.900 1Pk [ DD 200,
Max | © 9B D2[1] 0.20 dB Max | 9Bm D1[1] 1.97 dB|
3.760000000 ms 2/.880000000 ms
{10 dBr|n
20 dBr|n
30 dBr|n
40 dB||||
50 dB||||
A b 6o dB.|.. il UJ‘L}JW‘”
-70 dBr|n
-80 dBr‘n
CF 2.402 GHz 1.0 ms/ CF 2.441 GHz 1.0 ms/
High Channel
Offs 0.50 dB RBW 1 MHz
Att 20 dB VBW 3 MHz D2[1] 0.04 dB
Ref 10.50 dBm SWT 10ms 3.760000000 ms
M1[1] 0.06 dBm|
1Pk LLE S P Rl po £60.000
Max | © 9B D1[1] 1.55 dB|
2.900000000 ms
-10 dEr|n
-20 dEr|n
-30 dEr|n
-40 dE||||
-50 dBm
m' it
] “
-70 dBr|n
-80 dBr‘n
CF 2.48 GHz 1.0 ms/
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16 Antenna Requirement

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to comply
with the provisions of this section. The manufacturer may design the unit so that a broken antenna can
be replaced by the user, but the use of a standard antenna jack or electrical connector is prohibited.
This requirement does not apply to carrier current devices or to devices operated under the provisions
of §15.211, §15.213, §15.217, §15.219, or §15.221. Further, this requirement does not apply to
intentional radiators that must be professionally installed, such as perimeter protection systems and
some field disturbance sensors, or to other intentional radiators which, in accordance with §15.31(d),
must be measured at the installation site. However, the installer shall be responsible for ensuring that
the proper antenna is employed so that the limits in this part are not exceeded.

For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall be
designed to ensure that no antenna other than that furnished by the responsible party shall be used
with the device.

Result:

The EUT has a Internal antenna for Bluetooth Antenna, meets the requirements of FCC 15.203.
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17 F Exposure

Note: Please refer to RF Exposure Report: WTD21D03021969W005-FCC MPE report.
18 Photographs —Test Setup and EUT Photos

Note: Please refer to appendix: Appendix- R4060- Photos.
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