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Eight-core network
cable interface

Output shaft SET1. SET2

Product parameter

Input voltage (three wires): 100-240V~50/60Hz
Input voltage (five wires): 110V/ 220V~50/60Hz
Torque: 1.2N.m

Rated power: 36W

Bearing Capacity Parameter Table v

Eight-core network cable interface
£

nits: (Kg) Remark: Double YA—AAf Single —y

Weak current switch mode selection

A The default is mode one; The working mode of the switch is passive

dry contact mode

mode one:

modetwo:

Connection port
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Here by we recommend the formula to calculate the fabric weight as follows:fabric weight=fabric weight Kg/ m2 x fabric area covered m2 x wrinkles rate.

=

N Track style

;

3 Loading weight

2. |Fabriclength R500 R500 R500 R500 R3000 R3000
= 4m 60 50 45 40 35 30 31 21
3 8m 55 45 40 35 30 25 21 16
S 12m 50 40 35 30 25 20 — —

Description: 1. The chart shows the maximum load bearing of 1. 2N. m single motor with different track settings (length/opening way, etc. ).
When calculating the maximum load bearing, the fabric wrinkle rate should also be taken into account.
2. In the chart, the maximum load bearing does not consider the friction between fabric and track or curtain box.

Instructions

Take A13 button transmitter as an example, for other transmitters, please refer to the correspo

nsmitter manual.)

A i e | repeat the pairing operation once to eliminate the current pairing. Amotor stores up to 5 transmitter channels, adding a new transmitter channel will cover the earliest channel. For example, current

paired channels are 1~5. If you add channel 6,

1, Select the channel that will be paired;

2, Press[Set-1] button on motor;

, paired channels will be 2~6.

Motor response:
rotate back and forth once.

Motor response:
rotate back and forth once.

3, Within 10s after motor stops, press [Code] button;

0191/ add a new channel to control motor. (No need to touch motor)

(Atransmitter\,

1, Select the channel that will be copied.;

P
\A\transmlttgr,

2, Press & Hold [code] button on transmitter about 5s

Motor response:
rotate back and forth once.

[

Motor response:
rotate back and forth once.

\/B transmitte?,

B i Reset motor direction. Such as: before reset, press transmitte!
Resetdirection iseiiviiruwirniomaghg

1. Selectthechannelthat
will be reset direction;

2. Press&Hold[Set]button
ontransmitterabout5s

r up button, blinds runs down. After reset, press

Motor response:
rotate back and forth once.

[

Motor response:
rotate back and forth once.

3. Within 10s after motor stops,
press [Stop] button about 5s

Cancel limit

rotate back an;

1.Select the paired channel  2.Press& Hold [Set] button on transmitter about 5s 3,

Motor response:

Motor response:

d forth once. rotate back and forth once.

.Within 10s after motor stops, press [code] button on transmitter

Power off more than 10 seconds

Restore factory settings

Restore factory settlngs clear all settings on the motor and restore to the default state (Including delete limit and all pairing codes)

Motor response:
rotate back and forth
twice.

1.Press &Hold [Set-1] button on motor about 10s;

Motor response:
rotate back and forth once.

[

2.Release and press [Set-1] again.

AN IS ele S EETION T (Only for N21-4A5-1.2 curtain motor-N series) A The factory default is the first mode.

Motor response:
rotate back and forth once.

1. Press&Hold [Set] button
ontransmitterabout5s;

Motor response:
rotate back and forth once.

1. Press&Hold [Set] button
ontransmitterabout5s;

Motor response:
rotate back and forth once.

1. Press&Hold [Set] button
ontransmitterabout5s;

2. Press [Set-1] buttonon motor

2. Press [Set-1] button on motor

2. Press [Set-1] buttonon motor

3. Hold & Press [UPkey] ahout5s;

3. Hold & Press [Stop key] ahout5s;

B

3. Hold & Press [Downkey] ahout5s;

Motor response:
rotate back and forth once.

[

e

4. Setsuccessfully
[AC power double button non-rebound mode]

Motor response:
rotate back and forth once.

[E——

e

4. Setsuccessfully [Hotelmode]

Motor response:
rotate back and forth once.

[

e

4. Setsuccessfully
[AC power double button rebound mode]

Three-wire conventional wiring method:

Motor wire . .
@ Blue wire=Zero line

@ Black wire=Down line
¢ @ White wire=Up line
@ Brown wire=Fire wire
@ Green/yellow wire=ground wire

ANE slel el s e el AT le el [l (Only for N21-4A5-1.2 curtain motor-N series) A

AC power switch double button mode five-wire connection method:

Motor wire @ Blue wire=Zeroline

\ (@ Black wire=Down line
— (@ White wire=Up line
@ Brown wire=Fire wire
@ Green/yellow wire=ground wire

(Only for N21-3E-1.2 curtain motor-N series)

Brown wire Fire wire

e Blue wire Zero ling~==

Green/yellow wire  Ground wire

City line 220V

(1) Strong current control distance more than 60m, the need for special custom.

(2 Zero line and Fire wire can not be reversed. If there is a spare line after wiring,
please use pressure line cap to do well insulation.

—(N) Zero line
—(D) Fire wire
— @ Ground wire

Motor wire @ Blue wire=Zeroline

@ Black wire=Down line
\ — (3 White wire=Up line
@ Brown wire=Fire wire
@ Green/yellow wire=ground wire

AC power switch hotel mode connection method:

Motor wire
@ Blue wire @=zero line

@ Black wire ©=Empty

— (@ White wire@=Hotel mode wire
@ Brown wire=Fire wire
@ Green/yellow wire=ground wire

—(N) Zero line
—(D) Fire wire
—(@ Ground wire

pressure line cap

[ =

White wire ©
D Black wire@
Blue wire(Zero line)
Brown wire(Fire wire)

Green/yellow wire(ground wire)



Company reserves the right to change the product design and manual without prior notice. The pictures are for reference only, and the actual product shall prevail.

WiFi configuration method one (direct connection)
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1.Power on, press and hold the [SET-2] buttonfor
5 seconds, the indicator light flashescontinuously
and releases, and now canstart network configuration.

Reminder: If the indicator light is flashing fast,
please skip this step.

Add Device

ol PEKE T 15:09 @ 9o 78% wm)
-

< Add Manually ~ Auto Scan -

Start scanning

2.Click "Add Device", select Auto Scan, the
indicator light will go out after successful
connection.

WiFi configuration method two (scan the QR code)

3.The final operation interface is shown in the
figure above.

Intelligent Curtain Motor

Add

1.0penthe APP, select "Add Device"; select the
"Scan"iconinthe upperrightcorner, scanthe
QR code, and select Add after the "Intelligent
Curtain Motor" appears.

Clean network
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Long press the[SET-2] button for 5 seconds,
the indicator light flashes continuously and

releases. Network cleaned.

Voiceservice has beenactivated
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2.Confirm that the WiFi information is correct
and the indicator light flashes quickly, click
"Next," appears "Added", click "Done".

Configure Network QR Code

3.The final operation interface is shown in
the figure above.

Amazon Alexa  Google Assistant TmallGenie
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JD DingDong ~ Tencent Xiaowei ~ Baidu DUER works withXiaomi Home  Tencent Dingdang Yandex Alice
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FCC WARNING

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance
could void the user’s authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception,

which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.

To maintain compliance with FCC” s RF Exposure guidelines, This equipment should be
installed and operated with minimum distance between 20cm the radiator your body: Use
only the supplied antenna.
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