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1. Specification

Sample Photo

A. Electrical Characteristics

Frequency & 2400~2500MHz
SWR. HFH <=2.0
Antenna Gain 173 -0.08dBi
Polarization &{k 5 Linear
Impedance [HHi 50 Ohm

B. Material & Mechanical Characteristics
Cable Type Z&Hf#l#& PCB

Connector Type EZEHMEE |/

C. Environmental

Storage Temperature -40°C~+80°C
R
Operation Temperature -40°C~+80°C
TAERE

2. Characteristics and Reliability Test

Test Items Wi | Test Condition and Procedure MiiX 5% Requirements E3k Result
e giR
1 V.S.W.R. Set DUT on Network Analyzer; make individual Directive DUT specification PASS
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RETEHEBETERAF

HERHL | calibration to test #E ML S EHATIIR FFER AT
Insertion Set DUT on Network Analyzer; make individual Directive DUT specification PASS
Loss At | calibration to test B M4 HT A SHRETIIR Frar e
%K
Antenna Set DUT on Antenna Chamber; make individual Directive DUT specification PASS
Gain calibration to test ¥E XL ESHHATNIK &R IRTE
REM
Solderability | GB / T2423.28-2005 Tin evenly on full PASS
R Temp: 260+5° C;Duration: 5 seconds EFF 260+ | 45351

5° G4 5%
Pull Test Holding with individual specification; force 1. Directive DUT specification | PASS
EOWA| applied to axis of terminal .EaJli5E = imFHi /1 | 2. Frequency Tol.<5%

REE R IUPIATE R S <5%

Dimension Inspection of dimension, color, material, package, | Directive DUT specification PASS
R surface process. BB R, #8, B RELE | FER/HNMATE
Salt Spray #: | GB / T 2423.17-2008 1. No Visual Damage PASS
% Temp: 35°C; RH: = 95%; NaCl solution: = 2. Frequency Tol.<5%

5%;Time: 24H TR B R <5%

JELE 35°C: {BJF =95%; 3 /KIRE =5%; Mk 24H
RoHS With Reference to IEC 62321:2008 with flow chart | Directive RoHS 2015/863/EU PASS

£% |EC 62321 JiXFAE & RoHS 2015/863/EU 17k

3. Antenna - S Parameter Test Data
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Product Name: Antenna

E5071C Network Analyzer

1 Active ChfTrace 2Response 3 Stimulus 4 Mkr/fAnalysis 5 Instr State Resize

1 2.4000000 GHz 1.8510
2 2.4500000 GHz 1.2995
2.5000000 GHZz 1.7367

>3

10. 00

0. 000

[1 Start 2 GHz

~~~~~~ : : [ on

Frint

Abort Printing

Frinter Setup...

o SRR

| onN

= — =
| Screen Image...

Multiport Test Set
Setup :

Misc Setup

_ Bacdight

Firmware
Revision

Service Menu

Help

Return

IFBVW 70 kHz

4. Antenna - Radiation Pattern Test Data

[Frequency ID 1 2 3 4 5 6 7 8 9 10 11

{Frequency (MHz) 2400.0| 2410.0] 2420.0] 2430.0] 2440.0] 2450.0] 2460.0] 2470.0] 2480.0] 2490.0] 2500.0
|Gain (dBi) -0.89] -0.79] -0.56] -0.47] -0.08] -0.34] -0.62] -0.56] -0.37] -0.82] -75.00
|Efficiency (%s) 19.90] 19.98| 20.13| 20.09| 20.17| 19.82| 19.09| 18.42| 17.91| 17.38| 16.82

2400.0MHE H4W, EFE19.5%

2400 0MHz Tot{E1-XZ), Max= -7 7580 280000 H: Tokel] E2-YZ ), Mane= -5.8448
- R | R op *H B 3
20 20 400
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2850 0MH= H+\, B 198% 2450 0MHz Totl{ E1-XZ), Max= -7 29450 2450 0MH Totl{E2-YZ), Man= -5.4448
z ap 100,00 o
a0 ag

180 20 400 170 157 60 0 150 170 10
250000 Hx H+, B 18.8% 2500 00 Hx Total{E1-3), Maoc= - 48308 2500 00 Hz Total{E2-YZ}, Max= -6.55d08
z I 10 o 0
-20 ’ 20 an > 20
¥ Lt 0 s o

40

R -460 1650
170 1@0 170 110180 170

5. Mechanical Drawing See attached files
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2 | 3 | 4 | 5 | 6 | 7 | 8

|
SIGN | DATE DESCRIPTION APPROVER
HF ] A
RoHS [ | ﬁ
REACH O
CONFIDENTIAL

ISP L

, OO0 O

(9]
o
+I
O
VE:
1.8 5i: PCB(FR4) T=1.2mm . )
2 P02 T A B Ok B 3 - 1 6, 1 = Tengxiang Electronics Co., Ltd.
3R i sk 9 EL R RS Cpk RO fR il R e /0745 (= 1.33) TITLE: 24G PCB
4_4_\\%: ﬂi*ﬁffﬁﬁlﬁﬁﬁﬁfi{ﬁﬁ% PART NO.: AN2400-PCB10645 |CUSTOMER PIN: /

APPBY | CHKBY RFBY | DESBY @ = Tolerance

ONITS:mm_| XX #0.10
DWF I'SCALE: /1| XXX *0.05

1 | 2 | 3 | 4 | 5 6 | 7 | 8
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PACKING CRITERION

Date: 2022.11.25 Page: 1 of 1
Part Number: AN2400-PCB10645 Revision : A
Name: 2.4G PCB Customer : ALL

1.PACKING -

2. SEALING.

SIDE FRONT

KGS
Gw: KGS CINO
MADE IN CHINA

APPROVED BY : YCX CHECKED BY : HC DESIGNED BY : DWF




