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	› Analogue3D

	› Worldwide USB-C Power Supply*

	› HDMI cable

	› USB-C cable

 *[GaN, PD 3.0, 30W, 100-240v, 50/60hz, USA/JPN plug-type]

What’s in 
the box
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Getting 
Started

Game cartridges and peripherals can be 
removed while Analogue3D is on, but make 
sure to first select ‘Quit Game’ in the OS menu 
to avoid losing cartridge-based saves and 
preventing other undesired behavior.

01	 Connect the included USB-C cable and power supply to 
Analogue3D via the USB-C power port. 
 

02	 Plug the power supply into a standard AC outlet. 
The controller LEDs will briefly flash as power is connected. 
 

03	 Analogue3D has four original-style controller ports supporting 
original controllers and peripherals as well as two USB-A ports for 
connecting and charging controllers.

Caution: Do not insert or remove cartridges 
while a game is running.

Please use the included USB-C cable and 
power supply.
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Ports and 
Indicators
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Power Button 
Press to power on or wake 3D. Hold for 
2 seconds to power off 3D. 

Pairing Button 
Press to pair a wireless controller. 

Controller LEDs 
Indicates the number of players. There 
is no indication for connected original 
controllers. 

Reset Button 
Press to reset the current running game

Power Port 
Insert the USB-C Cable and connect it to 
the USB-C Power Supply to power 3D.

USB Ports x 2 
Connect directly or charge your 
controllers.

HDMI Port 
Output video and audio from 3D to your 
display or receiver. 

SD Card Slot 
Used for updating 3D (supports SD cards 
up to 1TB). 
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Compatible 
Media

Caution: Do not insert or remove cartridges 
while a game is running.

Please use the included USB-C cable and power 
supply.

	› Official Nintendo-manufactured N64 cartridges 

(all regions)

	› Official reproduction cartridges
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Supported 
Controllers

1		  8BitDo 64 Bluetooth controller

2		  8BitDo Modkit for N64 controllers

3		  Switch Online N64 controller

4		  Xbox X/S controller

5		  PS3, 4 and 5 controllers
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Wired 
Controllers

You can charge supported wireless controllers by 
connecting with a USB cable.
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Controller Paks 
and SD Cards

NOTE: Suggestion for handling both virtual 
and original Controller Paks:

e.g. If using modern controller – use library 
metadata to decide whether to use virtual 
Rumble Pak or Controller Pak. Default to virtual 
Rumble Pak (built-in rumble) for games that 
don’t use Controller Pak, default to virtual 
Controller Pak for games that do, with Select 
button or menu toggle to manually switch 
between the two

If using N64 controller – default to using the 
accessory plugged into the N64 controller. If 
there is no Controller Pak inserted, use a menu 
option to switch to using virtual Controller Paks 
(any accessory inserted into original controller 
will then be ignored)

Analogue3D supports both built-in or original Controller 
Paks for games that utilize them for saving. A virtual 
Controller Pak is created individually for each game that 
supports Controller Paks.



FCC regulatory conformance：
 This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions:
(1) This device may not cause harmful interference.
(2) This device must accept any interference received, including interference that may cause
undesired operation.
NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules.  These limits are designed to provide reasonable protection against 
harmful interference in a residential installation.  
This equipment generates uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications.  However, there is 
no guarantee that interference will not occur in a particular installation.  If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and 
on, the user is encouraged to try to correct the interference by one or more of the following measures:
- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-Consult the dealer or an experienced radio/TV technician for help
NOTE: The manufacturer is not responsible for any radio or TV interference caused by unauthorized modifications to this equipment. Such modifications could void the user’s authority to operate the equipment.

Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the equipment

RF Exposure
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance of 20 cm between the radiator and 
your body. This transmitter must not be co-located or operating in conjunction with any other antenna or transmitter.

IC regulatory conformance 
This device complies with CAN ICES (B)/NMB(B) . 
This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and Economic Development Canada's licence-exempt RSS(s). Operation is subject to the following two 
conditions:
(1) This device may not cause interference.
(2) This device must accept any interference, including interference that may cause undesired operation of the device.
Cet appareil est conforme à la norme CAN ICES (B)/NMB-003 (B).
Cet appareil contient des émetteurs / récepteurs exempt (s) de licence qui sont conformes aux RSS exemptes de licence d'Innovation, Sciences et Développement économique Canada. Son fonctionnement est 
soumis aux deux conditions suivantes:
(1) Cet appareil ne doit pas provoquer d'interférences.
(2) Cet appareil doit accepter toute interférence, y compris les interférences susceptibles de provoquer un fonctionnement indésirable de l'appareil.

The device is restricted to indoor use when operated in the Canada using frequency 5150MHz-5250MHz to reduce the potential for interference.
Lors de l'utilisation au Canada d'un appareil dont la fréquence est de 5150 MHz à 5250 MHz, l'appareil est limité à un usage intérieur afin de réduire les risques de brouillage.

RF Exposure
This equipment complies with IC radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance of 20 cm between the radiator and 
your body. This transmitter must not be co-located or operating in conjunction with any other antenna or transmitter.
Cet équipement est conforme aux limites d’ exposition aux rayonnements de la IC établies pour unenvironnement non contrôé. Cet équipement doit être installé et fonctionner à au moins 20cm de 
distance d’un radiateur ou de votre corps. Cet émetteur ne doit pas être co-localisé ni fonctionner en conjonction avec une autre antenne ou un autre émetteur.
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