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Download KAWA AUTO on Google 
Play and Apple APP Store

KAWA AUTO

E-mail: support@kawa-in.com

Website: www.kawa-in.com

Manufacturer:  KAWA ELECTRONICS COMPANY LIMITED

Address:  FLAT A 21/F CHEUNG LEE IND BLDG 9 CHEUNG 
LEE ST CHAI WAN HONG KONG 

a) Remove and immediately recycle or dispose of used batteries 
 according to local regulations and keep away from children. Do
 NOT dispose of batteries in household trash  or incinerate. 

b) Even used batteries may cause severe injury or death.
c) Call a local poison control center for treatment information.
d) The compatible battery type MS621FE.
e) The nominal battery voltage 3V.
f)  Non-rechargeable batteries are not to be recharged.
g) Do not force discharge, recharge, disassemble, heat above 

 (manufacturer's specified temperature rating) or incinerate. 
 Doing so may result in injury due to venting, leakage or  explosion
 resulting in chemical burns.

 Dash Camera
USER MANUAL

Product Overview

1. Cooling hole
2. Base installation slot
3. Rear camera interface
4. Display
5. LED
6. Power button

7. MIC
8. TF Card Slot
9. Power Port
10. Function Button
11. Speaker
12. Lens

Front Camera Installation Rear Camera Installation 

1. Insert TF card. 2. Install the base into the
recorder slot and slide it
upwards until you hear a "click"
sound, which indicates that the
installation is complete.

Scan the QR code for the online user manual,
and the languages below are supported. 

Contents
English

日本語

Certification 

Package Lists

Electrostatic
Sticker

3. Peel off the electrostatic
sticker and choose a suitable
place to stick it.

4. Peel off the adhesive paper on
the dash cam holder.

Button Functions

APP Installation

TF Card Usage Guide

Important Function Description

1. Specifications：
Supports 32GB‒256GB capacity with Class 10 or higher speed rating.
Use high-speed TF cards from reputable brands. Low-quality TF 
cards may cause abnormal video recording or TF card failure.

Format the card via the dash cam after initial insertion.
Back up important data beforehand (formatting erases all content).

Format monthly to maintain read/write performance.
Avoid inserting or removing the card while the dash cam is 
powered on.
Replace the card immediately if it experiences read/write errors or 
abnormal capacity due to repeated overwriting. 

1. Loop recording: The oldest video will be overwritten when the TF
card is full so that can keep recording over and over. The loop
recording duration can be adjusted in the app(1/2/3 min).

2. G-sensor: When the vehicle experiences a collision and vibrates, 
the dash cam will automatically start emergency video recording 
and lock the video.

 

3. Packing mode(additional Hardwire kit required):  When the dash
cam is connected to the hardwire kit, it enables 24-hour parking
surveillance. In this mode, the dash cam will automatically start
recording and lock the video upon detecting a collision. 

4. Time-lapse(additional Hardwire kit required): After correctly
connecting the hardwire kit, enable this feature via the app to
achieve 24-hour continuous monitoring. The 30-minute video
will be compressed to 1 minute for saving space.

5. Built-in GPS: Record the driving track,calibrate the time,and detect
the speed,ensuring the accuracy of the accident evidence.

6. Voice control: During the operation of the dash cam, simply
speaking the voice command can trigger the corresponding
function.

  Voice commands support English, Japanese, French, Russian, Thai, 
  and Vietnamese. For other languages, please use English commands. 

3.Routine Maintenance:

2. Initial Setup：

1. Download APP "KAWA AUTO" by scanning the
 QR code.

2. Open the APP "KAWA AUTO", click on the "+"
 in the upper right corner, select "KAWA Dash 
Cam D7" , and follow the instructions in the 
APP to operate.
3. Connect your phone to the dash cam's hotspot.
• Hotspot Name: KAWA_D7_XXXX
• Default Password: 12345678
Note:  (1) If VPN is enabled, please disable it before connecting to the

        dashcam.  
  (2) If you forget the password, you can reset the device and 

  then connect using the default password.

Operate

Turn the dash cam off
(when the power supply is connected)

Turn the dash cam on or turn the screen on/off 

Turn on/off the audio recording or switches
 camera  between front and rear.

Lock the video for emergency recording

One-click photo

Enter the settings.

Press         3s

Press          once

Press          once

Press          once

Press and hold

Press          once

Function

6. The power cord can be routed
according to the instructions
 in the image.

1.For installation, position the camera on the vehicle's rear window 
  as shown in the diagram below.

2.For rear camera mounting, apply the small electrostatic sticker.
3.For better visibility of the view behind the vehicle, please refer to 

  the pictures below for the placement of the electrostatic sticker. 
  Before installation, make sure to clean the window thoroughly.

5. Place the dash cam at the 
center of the large-sized
 electrostatic sticker and press
 firmly to secure it.

To ensure optimal user experience, video clips are limited to 
3 minutes when recording with a 256GB memory card.

Please use the original car charger, USB cable, or Hardwire Kit 
provided with the device (the Hardwire Kit is sold separately).  
If using non-original accessories, ensure the output voltage does 
not exceed 5V, as higher voltage may damage the device.

Do not install in high-temperature, humid, or wet areas (e.g., near 
heaters, vents, or doors).
Do not install where it obstructs the driver’s view, interferes with 
vehicle safety systems (e.g., airbags, hazard lights), or impairs safe 
operation. 

This device is used to record the surrounding environment but 
does not enhance driving safety. The manufacturer is not 
responsible for accidents, data loss, or misuse.
Performance may vary due to vehicle condition, driving 
environment, or external factors. Power loss, extreme temperatures, 
collisions, or TF card issues may result in recording failure.

NOTE: This equipment has been tested and found to comply with the 
limits for a Class B digital device, pursuant to part 15 of the FCC Rules. 
These limits are designed to provide reasonable protection against 
harmful interference in a residential installation. This equipment 
generates, uses and can radiate radio frequency energy and, if not 
installed and used in accordance with the instructions, may cause 
harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and on, 
the user is encouraged to try to correct the interference by one or more of 
the following measures:    

FCC Radiation Exposure Statement:

(1)this device may not cause harmful interference, and (2) this device 
must accept any interference received, including interference that may 
cause undesired operation. 

This equipment complies with FCC radiation exposure limits set forth for 
an uncontrolled environment. This equipment should be installed and 
operated with minimum distance 20cm between the radiator & your body. 

 Operation is subject to the following two conditions: 
(1)This device may not cause interference.
(2)This device must accept anyinterference, including interference that 
may causeundesired operation of the device. 
L’émetteur/récepteur exempt de licence contenu dans le présent 
appareil est conforme aux CNRd’ Innovation, Sciences et Développement 
économique Canada applicables aux appareils radio exempts de licence. 
L’ exploitation est autorisée aux deux conditions suivantes:  
(1)L'appareil ne doit pas produire de brouillage;
(2)L'appareil doit accepter tout brouillage radioélectrique subi, même si 
le brouillage est susceptible d'en compromettre le fonctionnement. 

—Reorient or relocate the receiving antenna.   
—Increase the separation between the equipment and receiver.   
—Connect the equipment into an outlet on a circuit different from that to 
     which the receiver is connected.   
—Consult the dealer or an experienced radio/TV technician for help.  
Changes or modifications not expressly approved by the party 
responsible for compliance could void the user's authority to operate the 
equipment. This equipment complies with Part 15 of the FCC Rules. This 
device complies with part 15 of the FCC Rules. Operation is subject to the 
following two conditions:  

This equipment complies with IC exposure limits set forth for an 
uncontrolled environment. This equipment shall be installed and 
operated with minimum distance 20cm between the radiator & body. 
Cet équipementest conforme aux limites d'exposition IC définies pour un
environnement non contrólé. Cet équipement doit être installé et utilisé 
avec une distance minimale de 20 cm entre le radiateur et la carrosserie. 

The manufacturer hereby, declares that this equipment is in 
compliance with the applicable Directives and European 
Norms, and amendments. 

  This marking indicates that this product should not be disposed 
  with other household wastes throughtout the EU. You should 
  protect human health and the environment by handing over 

your waste equipment to a designated collection point for the recycling 
of waste electrical and electronic equipment, appointed by the 
government or local authorities. Correct disposal and recycling will help 
prevent potential negative consequences to the environment and 
human health. Please contact the installer or local authorities for more 
information about the location as well as terms and conditions of such 
collection points.       

This product is designed and manufactured with high quality 
materials and components, which can be recycled and reused. 

Extended periods of non-use may cause the time to reset; 
reconnect the app to correct the time.
The rear camera is powered by the front camera, and it will 
automatically turn on/off when the front camera is powered on/off.

During the installation and usage of the camera, do not unplug the 
camera while the device is powered on, as this may cause damage to 
the product.

1. TF card incompatible (Remind to format)

2. WIFI shows unavailable on Phone（No Internet Connection）

3. Cannot find the recorded video

This device contains licence-exempt transmitter(s)/re-ceiver(s) that 
comply with Innovation, Science and Economic Development Canada’s 
licence-exemp RSS(s).  

IC Statement : 

FCC ID: 2AZWZ-D7

IC : 27280-D7

FCC RF Exposure Warning Statements:

Radio Frequency Exposure Statement for IC:

4. Dash cam not recording

TF card needs to be adapted to the dashcam, please follow the voice 
prompts. Replace the TF card if necessary.

Ignore it and reconnect the dashcam in the app.

Check phone permissions for KAWA AUTO app. If needed, 
restart app, reset device and retry connection.

Power the device with 5V    2A. Check if the car charger and the
device's power interface work properly.

Please drive the vehicle to an open area. The positioning process may 
take 1 to 5 minutes. If the GPS signal is still not restored, please 
perform a factory reset on the recorder and turn it on again.

Since the recording angle is opposite to the viewer's perspective,
the video during live streaming appears mirrored. However, it will
display normally when viewed in the album. If you have specific
requirements, you can contact the KAWA support team.

5. Emergency recording frequently

6. Forgot the modified hotspot password

8. Unable to connect to the dashcam

9. Dash cam not working

10. GPS not displayed

11. Rear camera mirror

7. APP crashes or lags

Adjust the sensitivity according to your needs or turn it off.

Reset the device(it can be performed through the settings on the 
app or the device), and the default password will be reset to 12345678.

Avoid using the dash cam's WiFi in environments with multiple 
devices or signal interference. 

.soediv lla weiv dna ,”mublA > weiverP eviL“ ot og ,ppa eht retnE

Reset the dash cam or replace the TF card.

Commands
Take photo

Lock the video

Turn on audio

Turn off audio

Turn on WiFi/hotspot

Turn off WiFi/hotspot

FAQsImportant Precautions

English 日本語
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1

1

2

3

4

Enter the album.Press          once4

5

2 3 4 5

Yellow-Green Fast Flash

  Function 

 Camera is recording

Camera is paused

TF card error

1 2 3

10 11 12

4 5 6 8 97

Indicator Light
Status

Yellow-Green Steady

 Yellow-Green Slow Flash

尺寸：148*90mm

90 mm

14
8 
m
m

所有材质符合RoHS/REACH/WEEE
模切+覆膜+粘贴

深圳市爱培科技术股份有限公司

CJ4519机器说明书-多国语言-XS25060193

1603003-0836-0

2025.07.23

尺寸：148*90mm
材质：80g哑粉

刘小薇

变更履历：
 1. 

 2.

 3.

爱培科产品包装图纸

物料编号

项目名称

图纸提供单位

设计时间

设计师

材质工艺要求

认证

214-250301

日语

Name

Model

Wide Angle

Working Temperature 

Storage Temperature

Power Supply

TF card capacity

Resolution

Special Function

DASH  CAMERA

D7

• 4K (3840×2160) (30FPS),

• 3K (2880×1620) (30FPS),

• 1440P (2560×1440) (30FPS)

Front + Rear Camera
(when rear camera is connected)
• 4K (3840×2160) (25FPS) + 1080P (25FPS)

• 3K (2880×1620) (30FPS) + 1080P (25FPS)

• 1440P (2560×1440) (30FPS) 
+ 1080P (25FPS)

GPS; Voice Control

150°(Front)

140°(Rear)

-20°C to 65°C(-4°F to 149°F)

-30°C to 80°C(-22°F to 176°F)

32GB-256GB

5V     2A

Power Interface Type-C

Front Camera

Basic Parameters

 前カメラ

Type-C ケーブル

後カメラ

ホルダー

取扱説明書

バール車用充電器
アダプター

製品外観

1. 冷却孔
2. ベース取り付けスロット
3. 後カメラインターフェース
4. ディスプレイ
5. LED
6. 電源ボタン

7. マイク
8. TFカードスロット
9. 電源ポート
10. 機能ボタン
11. スピーカー
12. レンズ

前カメラの取り付け。 後カメラの取り付け

1. TFカードを挿入してください。 2. ベースをレコーダーのスロット
  に取り付け、カチッと音がする
  までスライドさせてください。
  これで取り付けは完了です。 

パッキングリスト

静電気防止
フィルム

3. 静電気防止シールを剥がし、
 適切な場所に貼り付けてくだ
 さい。

4.ドライブレコーダーホルダーの
  粘着テープの保護フィルムを剥
  がしてください。 

ボタンの機能

APPの入手

TFカード使用ガイド

重要な機能の説明

1.仕様：
32GB～256GBの容量に対応し、クラス10以上の速度規格のカードを
使用してください。
信頼できるブランドの高速TFカードを使用してください。低品質の
TFカードは、異常な録画やTFカードの故障を引き起こす可能性があ
ります。

初めて挿入した後、ドライブレコーダーを使用してカードをフォーマ
ットしてください。
重要なデータは事前にバックアップしてください（フォーマットする
とすべてのデータが消去されます）。

読み書き性能を維持するために、毎月フォーマットしてください。
ドライブレコーダーの電源がオンの状態でカードを挿入または取り外
さないでください。
繰り返し上書きによる読み書きエラーや異常な容量が発生した場合
は、すぐにカードを交換してください。

1. ループ録画：TFカードが満杯になると、最も古い動画が上書きされ、
繰り返し録画を続けることができます。ループ録画の時間はアプリで
調整可能（1/2/3分）。

2. Gセンサー：車両が衝突や振動を検知すると、ドライブレコーダーは
自動的に緊急録画を開始し、動画をロックします。

 

3. 駐車モード（別途ハードワイヤーキットが必要）：ドライブレコー
ダーがハードワイヤーキットに接続されていると、24時間駐車監視
が可能になります。このモードでは、衝突を検知すると、ドライブ
レコーダーは自動的に録画を開始し、動画をロックします。

4. タイムラプス（別途ハードワイヤーキットが必要）：ハードワイヤー
キットを正しく接続した後、アプリでこの機能を有効にすると、24
時間連続監視が可能になります。30分の動画は1分に圧縮され、スペ
ースを節約します。

5. 内蔵GPS：運転経路を記録し、時間を補正し、速度を検出します。こ
れにより、事故証拠の正確性が保証されます。

6. 音声制御:  ドライブレコーダーの操作中に、音声コマンドを話すこと
で、対応する機能をトリガーできます。

  音声コマンドは、英語、日本語、フランス語、ロシア語、タイ語、ベ
  トナム語に対応しています。他の言語については、英語のコマンドを
   使用してください。

3.定期的なメンテナンス：

2.初期設定：

1. QRコードをスキャンして、APP「KAWA AUTO」
 をダウンロードします。

2. 「KAWA AUTO」APPを開き、右上隅の「+」を
 クリックして、「KAWA Dash Cam D7」を選択
 し、APPの指示に従って操作します。

3. スマートフォンをドライブレコーダーのWi-Fiに接
 続してください。

• ホットスポット名: KAWA_D7_XXXX
• デフォルトのパスワード: 12345678
注意： (1) VPNが有効になっている場合、ドライブレコーダーに接続する

        前に無効にしてください。
  (2) パスワードを忘れた場合は、デバイスをリセットして、デフ

  ォルトのパスワードを使って接続できます。

操作

電源が接続されている状態でドライブレ
コーダーの電源をオフにします

ドライブレコーダーの電源をオンにす
るか、画面のオン／オフを切り替えます

音声録音のオン/オフ、または前後のカメ
ラを切り替え

緊急録画のためにビデオをロック

ワンクリック写真を撮る

設定に入る

3秒間を押す

1回を押す

1回押をす

1回押をす

を長押しして
ください

1回を押す

 機能

6. 前面の接続ケーブルは、写真
に示された配線方法に従って
隠すことができます。

1.以下の画像を参考にして、リアカメラを車のリアウィンドウに取り付
  けてください。

2.リアカメラ取り付け時は小型の静電式ステッカーをご使用ください。
3.リアビューの視認性を向上させるため、以下の画像を参考にして静

  電ステッカーの配置を行ってください。取り付け前に、ウィンドウ
  をしっかりと清掃してください。

5. 大型の静電ステッカーの中央に
ドライブレコーダーを置き、し
っかり押して固定します。

最適なユーザー体験を確保するため、256GBのメモリーカードで録画
する場合、ビデオクリップは3分に制限されています。

本製品には、付属の純正カー充電器、USBケーブル、またはハード
ワイヤーキット（ハードワイヤーキットは別売）をご使用ください。 
純正品以外のアクセサリーを使用する場合は、出力電圧が5Vを超え
ないようにしてください。電圧が高すぎると、機器が故障する恐れ
があります。

高温、多湿、水気のある場所（例：ヒーター、通気口、ドア付近）
への設置は避けてください。

運転者の視界を妨げたり、車両の安全システム（例：エアバッグ、
ハザードランプ）に干渉したり、安全な運転を妨げる場所には設置
しないでください。

本製品は周囲の状況を記録するためのものであり、運転の安全性を
向上させるものではありません。製造元は事故、データの損失、ま
たは誤使用について責任を負いません。

車両の状態、運転環境、外的要因により性能が異なる場合がありま
す。電源喪失、極端な温度、衝突、またはTFカードの不具合により
記録が失敗する可能性があります。

長期間使用しないと、時刻がリセットされる場合があります。アプ
リを再接続して時刻を修正してください。

リアカメラはフロントカメラから給電されており、フロントカメラの
電源に連動して自動的にオン／オフします。

カメラの取り付けおよび使用中に、電源が入っている状態でカメラを
抜かないでください。製品が損傷する可能性があります。

1. TFカードが互換性がない（フォーマットのリマインダー）

2. WiFiがスマートフォンで「使用不可」と表示される（インターネッ
ト接続なし）

3. 録画されたビデオが見つからない

4. ドライブレコーダーが録画しない

TFカードはダッシュカムに適応する必要があります。音声の指示に従
ってください。必要に応じてTFカードを交換してください。

無視して、アプリでドライブレコーダーを再接続してください。

KAWA AUTOアプリのスマートフォンの権限を確認してください。
必要に応じて、アプリを再起動し、デバイスをリセットして再接続
を試みてください。

5V     2Aの電源を供給してください。車の充電器とデバイスの電源イ
ンターフェースが正常に動作するか確認してください。

車を開けた場所に移動してください。位置情報の取得には1～5分か
かることがあります。GPS信号がまだ回復しない場合は、レコーダ
ーを工場出荷状態にリセットし、再度電源を入れてください。

録画角度が視聴者の視点と逆であるため、ライブストリーミング中
のビデオは鏡像として表示されます。ただし、アルバムで再生する
と、通常の映像として表示されます。

5. 緊急録画が頻繁に作動する

6. 変更されたホットスポットのパスワードを忘れた

8. ドライブレコーダーに接続できない

9. ドライブレコーダーが動作しない場合

10. GPSが表示されない

11. 後カメラが鏡像表示される

7. アプリがクラッシュまたは遅延する

必要に応じて感度を調整するか、この機能をオフにしてください。

デバイスをリセットしてください（アプリの設定またはデバイスの設
定から実行できます）。デフォルトのパスワードは12345678にリセッ
トされます。

複数のデバイスや信号干渉のある環境でダッシュカムのWi-Fiを使用し
ないようにしてください。

ドライブレコーダーをリセットするか、TFカードを交換してください。

アプリを開き、「ライブプレビュー > アルバム」に移動して、すべ
てのビデオを確認してください。

命令 
写真を撮る

ビデオをロック

音声オン

音声オフ

WiFiを開く/ホットス
ポットオン

WiFiを閉じる/ホット
スポットオフ

よくある質問（FAQ）重要な注意事項

1

1

1

2

3

4

アルバムに入る1回を押す4

5

2 3 4 5

黄緑 高速点滅

  機能

 録画中です

カメラは一時停止中です

TFカードエラーです

10 11 12 13 14 15 17 1816

LED
状態

黄緑 常時点灯

黄緑 低速点滅

名前

モデル

広角

動作温度範囲

保存温度範囲

電源供給

TFカードの容量

解像度

特別機能

 ドライブレコーダー

D7

• 4K (3840×2160) (30FPS)

• 3K (2880×1620) (30FPS)

• 1440P (2560×1440) (30FPS)

フロント＋リアカメラ
（リアカメラ接続時）
• 4K (3840×2160) (25FPS) + 1080P (25FPS)

• 3K (2880×1620) (30FPS) + 1080P (25FPS)

• 1440P (2560×1440) (30FPS) 
+ 1080P (25FPS)

GPS・音声コントロール

150°（フロント）

140°（リア）

-20°C ~ 65°C(-4°F ~149°F)

-30°C ~ 80°C(-22°F ~ 176°F)

32GB-256GB

5V     2A

電源インターフェース Type-C

フロントカメラ

基本パラメーター

!

!


