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1 GENERAL
EUT passed the performed tests.
History sheet
Date Report No. Change Revision
2026-08-11 T251-0578/26 Initial Test Report issued. --
2026-09-29 T251-0578/26 M1 | This test report replaces previously issued test report 1.0
T251-0578/26, dated 2026-08-11. FCC registration
number and FCC CAB designation number were added
on first page..

1.1 Description of equipment under test

BP 18 TBX 8 ASI

FCC ID: 2BA2R-TBX8
IC: 30375-TBX8

Adaptive / non-adaptive equipment

non-adaptive equipment

Modulation type

Other than FHSS

Operating mode

Single antenna

SIQ sample number:

$202603707, S202603708

Maximum RF Output power -0.4 dBm
Operating frequency 2400 MHz — 2480 MHz
Number of channels 40

Antenna type and gain

Integral PCB antenna

Antenna Beamforming

/

Nominal channel bandwidth 1,2 MHz
Hardware version (HVIN): 11057923
Firmware version (FVIN): 11057926

Radio firmware version:

Nordic Softdevice S132v7
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Copy of marking plate

The artwork below may be only a draft. The use of certification marks on a product must be authorized by the
respective NCBs that own these marks.

BP 18 TBX 8 ASI FESTOOL
T-Nr. 11241933 | 5INR22/71-2

i-lon | S-Nr.

Festool GmbH - Wertstr. 20
Import UK: Festool UK Ltd 35,4 wendlingen - Germany
UK 1 Anglo Saxon Way . festool.com

Bury St Edmunds TCL
info@festool.com - v
CA pa0sxnos ¢ D SCA

CAUT'ON For use only PRECAUCléN ATTENT'ON A utiliser

with FESTOOL charger TCL, SCA. Para uso solamente con el seulement avec le chargeur
cargador FESTOOL TCL, SCA. FESTOOL TCL, SCA.

HVIN 11057923
FCC ID 2BA2R-TBX8
IC: 30375-TBX8
E555002 CAN ICES-003 (B) / NMB-003 (B)
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On all devices run test firmware Bluetooth Direct Test Mode. For testing purposes sample with integral antenna
and modified sample with added SMA connector were provided. For each test channel, radiated and conducted
samples were provided by the manufacturer.

1.2.1 Tested Channels

Channels Data rate Frequency [MHz] Set.:i):\g:meBrm] FEEE T Pac(l::;ttleesr)lgth
0 (Lowest) 1 Mbps 2402 4 PRBS9 37

19 (Middle) 1 Mbps 2440 4 PRBS9 37
39 (Highest) 1 Mbps 2480 4 PRBS9 37

0 (Lowest) 2 Mbps 2402 4 PRBS9 37

19 (Middle) 2 Mbps 2440 4 PRBS9 37
39 (Highest) 2 Mbps 2480 4 PRBS9 37

Normal test condition:
Ambient temperature: 15 °C to 35 °C

Relative humidity: 30 % to 60 %

Atmospheric pressure: 860 mbar to 1060 mbar
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1.3 Test Equipment used for testing
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Si=
. |

KEYSIGHT, attenuator

8491B 10 DB

/

/

Kambi€, Temperature chamber

[-190 CK

/

/

Manufacturer Model No. Used | Calibrated Calibrated until
Comtest engineering, SAC2 SAC 3 X 2025-03-27 2028-03-27
(together with controlling equipment) m
Maturo, Turn table (2 m diameter) TT 2.0l X / /
Maturo, Bore-sight antenna mast BAM-4.0-P X / /
Maturo, positioning equipment NCD X / /
Rohde & Schwarz, RFI receiver ESW 44 X 2026-03-10 2027-09-10
R&S, Ultra Broadband Antenna HL562E X 2023-09-26 2026-09-26
R&S, Horn Antenna HF907 X 2023-08-22 2026-08-22
R&S, Measurement SW EMC32 - V10.50.40 X / /
R&S, Spectrum Analyzer ESV 40 X 2024-11-08 2026-11-08
R&S, Vector signal generator SMBV100B / / /
R&S, Signal generator SMB100A X 2024-11-11 2026-11-11
R&S High resolution power meter OSP-B157W8 X 2024-11-12 2026-11-12
R&S Switch unit OSP-B157WX X 2024-11-13 2026-11-13
R&S Artificial Mains Network ENV216 X 2025-10-10 2026-10-10
Wainwright Instruments, High pass WHNX6-2555-3500- X 2026-05-28 2027-05-28
Wainwright Instruments, High pass WHNX6-5925-7500- / / /
Wainwright Instruments, High pass WHW?2-16340-21500- / / /
Hp, Manual step attenuator 8494B 11 DB X / /
Hp, Manual step attenuator 8496B 110 DB X / /
PMI Low noise amplifier PEC-42-1G40G X 2025-03-12 2026-09-12
/
/
/

R&S, Measurement SW

WMS32 V11.30

/

/

1.3.1 Measurement uncertainty

The following measurement uncertainty levels have been estimated for tests performed on the product, as
specified in ETSI TR 100 028-2 and C63.23. This represents an expanded uncertainty expressed at 95%

confidence level using a coverage factor k=2.

Measurements ULas U ETsI TR 100 028-2 U ce3.23

AC Line Conducted Emission 3.2dB / +4,13
Spurious emission 30 — 300 MHz 4.2 dB +6 /
Spurious emission 300 — 1000 MHz 4.4 dB +6 /
Spurious emission 1 GHz — 18 GHz 5.1dB +6 /
Spurious emission 18 GHz — 26GHz 5.6 dB +6 /
Tx spurious emission - conducted <1.8dB 4 /
6 dB Emission Bandwidth < 2% 5% /
Maximum peak output power <1dB 10,75 dB /
100 kHz Bandwidth of Frequency Band Edge <0.8dB / /
Power Spectral Density <1.3dB +3 dB /
Occupied bandwidth (99% emission bandwidth) < 2% 5% /

Note: Measurement uncertainty calculated in accordance with ETSI TR 100 028-2 and C63.23.
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1.4 Test setup configurations

1.4.1 Conducted measurement test setup

.| Power meter
DA > 0SP-B157TW
A
USB
connection ESV 40
Signal
v analyzer
PC
1.4.2 Radiated measurement test setup
2 |
specified height
1 range 1 mto4m
1.5m
ground
plane
—1 3

1) UUT
2) Measurement antenna
3) Measurement equipment

Note: Bellow 1G non-conductive Table 80 cm above ground plane and above 1G non-conductive Table 150 cm
above ground plane.
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1.4.3 AC Line Conducted Emission

Vertical Reference
Ground Plane

/ Test Receiver / 40 cm

EUT

JVWZZZ§|

LISN
80 cm

Horizontal Reference /

Ground Plane

For the actual test configuration, please refer to the related item — Photographs of the Test Configuration.
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2 TEST SUMMARY
47 CFR 15.247
Section
Test 47 CFR section within the | Conclusion

report
Antenna Requirement § 15.203 3.1 PASS
AC Line Conducted Emission § 15.207 (a) 3.2 PASS
Spurious emission - Conducted § 15.247 (d) 3.3 PASS

. einn . § 15.205, § 15.209,

Spurious emission - Radiated § 15.247 (d) 3.4 PASS
6 dB Emission Bandwidth § 15.247 (a) (2) 3.5 PASS
Maximum peak output power § 15.247 (b) (3) 3.6 PASS
100 kHz Bandmdéf(wjgo:J Frequency Band § 15.247 (d) 37 PASS
Power Spectral Density § 15.247 (e) 3.8 PASS

2.1 Application of decision rule

Application of decision rule and statement of conformity is defined in document TN023 Decision rule and
measurement uncertainty.

As a general rule Pass/Fail decisions are based on simple acceptance rule and acceptance limits chosen based
on simple acceptance (w = 0, AL = TL) except if a decision rule is governed by particular standard or guidance
document.

Decision rule:

Basic, general or product emission
standard in question includes
requirements for measurement
uncertainty consideration for
compliance assessment?
T
Yes

v

Guidance on measurement
uncertainty is placed in
ETSI TR 100 028-2 and C63.23.

Laboratory measurement
uncertainty ULas < UETSI TR 100 028-2
and Uc63.23
|
Yes

v

Measurement is under the limit
(see Compliance assessment UETSI TR 100 028-2 and
—» Uce3.23) — No —» Result = FAIL
Compliance is deemed to occur if no measured
disturbance level exceeds the disturbance limit.
|
Yes

v

Result = PASS
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3 TESTS RESULTS

3.1 47 CFR § 15.203 — Antenna requirements

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the responsible
party shall be used with the device.

The use of a permanently attached antenna or of an antenna that uses a unique coupling to the intentional
radiator shall be considered sufficient to comply with the provisions of this section. The manufacturer may design
the unit so that a broken antenna can be replaced by the user, but the use of a standard antenna jack or electrical
connector is prohibited.

According § 15.247 (b), if transmitting antennas of directional gain greater than 6 dBi are used, the conducted
output power from the intentional radiator shall be reduced below the stated values in paragraphs § 15.247 (b)(1),
(b)(2), and (b)(3) of this section, as appropriate, by the amount in dB that the directional gain of the antenna
exceeds 6 dBi.

3.1.1 Antenna Details

Type Gain Result
PCB Antenna <3 dBi PASS
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3.2 47 CFR § 15.207 — AC Line Conducted Emission

For an intentional radiator that is designed to be connected to the public utility (AC) power line, the radio
frequency voltage that is conducted back onto the AC power line on any frequency or frequencies, within the band
150 kHz to 30 MHz, shall not exceed the limits in the following table, as measured using a 50 uH/50 ohms line
impedance stabilization network (LISN). Compliance with the provisions of this paragraph shall be based on the
measurement of the radio frequency voltage between each power line and ground at the power terminal. The
lower limit applies at the boundary between the frequency ranges.

Frequency of Emission (MHz) QuaSi_PeakConducted LB o) Average
0.15-0.5 66 to 56* 56 to 46

0.5-5 56 46

5-30 60 50

*Decreases with the logarithm of the frequency.

3.2.1 Test procedure

EMI test receiver was set to investigate from 150 kHz to 30 MHz with the 9 kHz RBW.

During conducted emission EUT was connected to a LISN and maximum emissions was recorded in the QP and
average detection mode.

3.2.2 Test setup

For the test setup refer to chapter 1.4.

3.2.3 Test equipment

For the test equipment refer to chapter 1.3.
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3.2.4 Test results

Test Information

EUT:

Operating mode:

Line:

BP 18 TBX
Uin: 120 V / 60 Hz; Battery charging

L+N

Spectrum Overview

76 -

180K

200 k

Level in aBpVv
%pR
aSod 3
/

i

V|
\"rJrU"\ Jﬁ W

300k 400k 500k

700k

i

2Mm

AVG Level @Spectrum Ovenview \,PK+ Level @Spectrum Ovenvew

<> CAV Level @Fina! Results

EMI Final Results

> QPK Level @Final Results

\
WL

T

im

i i I
a4M S5M EMTM 10M

Frequency
[MHz]

QPK
Level
[dBuv]

QPK
Limit
[dBuv]

QPK
Margin
[dB]

CAV
Level
[dBuv]

CAV
Limit
[dBpv]

(&\Y
Margin
[dB]

Correction
[dB]

Line

Meas.
BW
[kHz]

Meas.
Time

[s]

0,168

35,22

65,06

29,84

9,52

9,000

1,000

0,161

35,02

65,40

3038

9,52

9,000

1,000

1,896

7,45

56,00

48,55

0,04

46,00

4596

9,57

L1

9,000

1,000

1,896

7,30

56,00

48,70

-0,01

46,00

46,01

9,57

L1

9,000

1,000

", CAV Limit @Class B
"\, QPK Limit @Ctass B

oM DM
Frequency In Hz
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3.3 47 CFR § 15.247(d) - Spurious emission - Conducted

§ 15.247 (d):

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall be at
least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the desired power,
based on either an RF conducted or a radiated measurement, provided the transmitter demonstrates compliance
with the peak conducted power limits. If the transmitter complies with the conducted power limits based on the use
of RMS averaging over a time interval, as permitted under paragraph (b)(3) of this section, the attenuation required
under this paragraph shall be 30 dB instead of 20 dB attenuation below the general limits specified in § 15.209(a)
is not required. In addition, radiated emissions which fall in the restricted bands, as defined in § 15.205(a), must
also comply with the radiated emission limits specified in § 15.209(a) (see § 15.205(c)).

Premeasurement separated in 3 sweeps

Start Frequency Stop Frequency
(MHz) (MHz)
30.000000 2400.000000
2400.000000 2483.500000
2483.500000 26000.000000

3.3.1 Test setup

For the test setup refer to chapter 1.4

3.3.2 Test equipment
For the test equipment refer to chapter 1.3

3.3.3 Test results

DUT Frequency Result
(MHz)
2402.000000 | PASS
1 MHz:
Inband Peak
Frequency Level
(MHz) (dBm)
2402.066832 -3.2
Pre Measurements
Frequency Level | Margin | Limit
(MHz) (dBm) | (dB) (dBm)
941.155462 -43.1 9.9 -33.2
811.701681 -43.1 10.0 -33.2
1837.373950 -45.2 12.0 -33.2
1897.121849 -45.2 12.0 -33.2
821.659664 -45.3 121 -33.2
921.239496 -51.0 17.8 -33.2
1847.331933 -51.2 18.0 -33.2
2395.021008 -51.3 18.1 -33.2
801.743697 -52.4 19.2 -33.2
1857.289916 -53.2 20.1 -33.2
931.197479 -53.6 20.4 -33.2
4807.166065 -54.1 21.0 -33.2
7205.789099 -54.6 21.5 -33.2
1887.163866 -55.1 22.0 -33.2
3797.745538 -56.0 22.8 -33.2
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Spurious

Level in dBm

30M 5060 8000M 200 30040%G00 8001G 2G 3G 4G5G6 810G 206G
Frequencyin Hz

Limit Sum Level S Threshold X Critical X Final Critical

Pre-measurement 1/3:

Spectrum I I%’I

Ref Level -30.00 ¢8m & RBW 100 kHz

Att 0dB  SWT 23.7 ms & VBW 300 kHz Mode Auto Sweep
SGL Count 3/3

ontrolled by EMC32 @1Pk Max

-40 dBm

—_ - i

-60 GBm }

A

<70 dBm r

Tl At o I T

-80 dBm j

Dn\;zwl et st

=100 dem

-110 dBm

120 dBm

CF 1.215 GHz 238 pts Span 2.37 GHz
. . J

i
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Pre-measurement 2/3:

Spectrum I
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&

Ref Level 0.00 ¢8

SGL Count 3/3

m

Att 20 db

&« RBW 100 kHz
SWT §4.8 ys = VBW 300 kHz Mode Auto FFT

[[controlled by EMC32 @1Pk Max

-50
-60 o8 /\

,«-./\/‘- - A

\
M

-80 GBm

Q0 gBm

CF 2.44175 GHz

101 pts

J

Pre-measurement 3/3:

Spectrum I

Span 83.5 MH2

Ref Level -30.00
Att
SGL Count 3/3

Bm
0dB

« RBW 100 kHz
SWT 236 ms & VBW 300 kHz Mode Auto Sweep

ontrolled by EMC32 @1Pk Max

-40 gBm

-50 gBm

-60 GBm

_ | i N AR

gBm

~100 dBm

-110 dBm

120 dBm

CF 14.24175 GHz

.

2353 pts SFan 23.5165 GHz
J




T251-0578/26 M1
Page: 16 (83)

DUT Frequency Result
(MHz)
2402.000000 | PASS
2 MHz:
Inband Peak
Frequency Level
(MHz) (dBm)
2401.240099 -7.8

Final measurements

i

Frequency Level Pre level Limit | Margin Result
(MHz) Measurement | (dBm) | (dBm) (dB)
(dBm)
2399.908789 -30.8 -50.5 -37.8 12.7 | PASS
Pre Measurements
Frequency Level | Margin Limit
(MHz) (dBm) (dB) (dBm)
2395.021008 -33.2 -4.6 -37.8
941.155462 -42.6 4.8 -37.8
1837.373950 -43.1 5.3 -37.8
811.701681 -44.0 6.2 -37.8
821.659664 -44.6 6.8 -37.8
1847.331933 -49.4 11.6 -37.8
1717.878151 -49.6 11.8 -37.8
1857.289916 -52.8 15.0 -37.8
801.743697 -53.9 16.1 -37.8
921.239496 -54.0 16.2 -37.8
931.197479 -55.9 18.1 -37.8
4807.166065 -56.1 18.3 -37.8
7205.789099 -56.3 18.5 -37.8
2528.474182 -57.4 19.6 -37.8
2275.525210 -59.3 21.5 -37.8
Spurious
-20T l
£ X
©
£
F>>
EI)

30M 5060 8a.00M
Limit
Final Critical

L 4

200 3004000

Sum Level

Fail

8001G 2G 3G 4G5G6 810G
Frequencyin Hz

206G

Threshold X
Pass

Critical
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FinalMeas_2395021008Hz

Level in dBm

2385.021 2390 2395 2400 2405.021
Frequency in MHz

Sum Level Limit

Pre-measurement 1/3:

Speactrum I lnv?l

Ref Level -30.00 ¢8m & RBW 100 kHz

Att 0dB  SWT 23.7 ms & VBW 300 kHz Mode Auto Sweep
SGL Count 3/3

ontrolled by EMC32 @1Pk Max

-40 dBm

-50 gBm

—

-60 GBm

70 dam . MP\A
-80 d8m h ﬁ ,f \\'\/
A y S| AR O /k,« \ ~ARAAAAR A/L_.l./\,wf WO | y kaM‘/‘J

’Q.Q_d_,&m AT TN B b

~100 dBm

-110 dBm

120 dBm

CF 1.215 GHz 238 pts Span 2.37 GHz

- . - J
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Pre-measurement 2/3:

Spectrum I

i

Ref Level 0.00 ¢8m

SGL Count 3/3

&« RBW 100 kHz

Att 20dB  SWT 94.8 ys & VBW 300 kHz

Mode Auto FFT

[[controlled by EMC32 @1Pk Max

110 dBm

Pre-measurement 3/3:

Speactrum I

\" \/‘1\" T N A Nt N N N/ —
-80 dgBm
90 dBm
CF 2.44175 GHz 101 pts Span 83.5 MH2z

Ref Level -30.00 ¢8m

SGL Count 3/3

& RBW 100 kHz

Att 0de  SWT 236 ms & VBW 300 kHz

Mode Auto Sweep

ontrolled by EMC32 @1Pk Max

-40 dBm

-50 gBm

-60 GBm

<70 B

dBm

~100 dBm

-110 dém

120 dBm:

CF 14.24175 GHz

2353 pts

- J

Span 23.5165 GHz2
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Spectrum
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&

Ref Level 0.00 ¢8m &« RBW 100 kHz
Att 20dB SWT 37.9 ys & VBW 300 kHz Mode Auto
SGL Count 100/100

FFT

[[controlled by EMC32 @15a Avalin

-10 dBm

-20 gBm

-30 édm

ﬁ/‘\
\

~40 2B

-50 dBém

-60 dBm

-70 dBm

-—’\f'-'\"\f"’-‘

N

B0 BB Ol 3 A ey

90 a8m

CF 2.395021008 GHz 401 pts

. J

Span 20.0 MHz
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DUT Frequency Result
(MHz)
2440.000000 | PASS
1 MHz:
Inband Peak
Frequency Level
(MHz) (dBm)
2440.096535 -4.6

Pre Measurements

i

Spurious

Frequency Level Margin | Limit
(MHz) (dBm) | (dB) (dBm)
941.155462 -43.7 9.1 -34.6
811.701681 -44.5 9.9 -34.6
821.659664 -45.0 10.3 -34.6
1837.373950 -47.8 13.2 -34.6
921.239496 -49.4 14.7 -34.6
801.743697 -51.2 16.6 -34.6
1847.331933 -53.6 19.0 -34.6
931.197479 -53.9 19.2 -34.6
1887.163866 -56.6 21.9 -34.6
1857.289916 -57.0 22.3 -34.6
7325.720251 -57.1 22.4 -34.6
7315.725988 -57.4 22.8 -34.6
4877.125903 -58.3 23.7 -34.6
14641.520506 -59.0 24.3 -34.6
2568.451232 -59.4 24.8 -34.6
O —
-20T
£ 4
)
©
£
[
g

30M 5060

Limit

80.00M

200 30040%G00 8001G 2G 3G 4G5G6 810G 20&@6G

Sum Level

Frequency in Hz

Threshold X Critical Final Critical
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Pre-measurement 1/3:

Spectrum I |n‘?|

Ref Level -30.00 ¢8m & RBW 100 kHz

Att 0dB  SWT 23.7 ms & VBW 300 kHz  Mode Auto Sweep
SGL Count 3/3

[[controlled by EMC32 @1Pk Max

-40 dBm

-50 dam ]’ |

-60 cém ! 1

70 ¢8m I v
-80 dBm L ”l A,h MJ/
J A LWWLMA/MH\M-. JNJ i L«Mw’

-90 .LW.A\.V* AL

~100 dBm

-110 dBém

120 dBm

CF 1.215 GHz 238 pts Span 2.37 GHz

.

Pre-measurement 2/3:

Spectrum I |ué'|

Ref Level 0.00 ¢8m » RBW 100 kHz

Att 20d6 SWT 94.8 ys & VBW 300 kHz Mode Auto FFT
SGL Count 3/3

[[controlled by EMC32 @1Pk Max

10 é8m j\
-20 dBm \

-30 ddm

40 dBm }

-50 dBm !
-60 dBr \\\
r
R / \
BEA'A NS ——e P SANA o o " ’
-80 aBm
90 gBm

CF 2.44175 GHz 101 pts Span 83.5 MH2

L
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Pre-measurement 3/3:

Spectrum I [l‘%’]

Ref Level -30.00 ¢8m &« RBW 100 kHz

Att 0dB  SWT 236 ms & VBW 300 kHz Mode Auto Sweep
SGL Count 3/3

[[controlled by EMC32 @1Pk Max

-40 dBm

-50 dBm

-60 cém

<70 3B

O ffgm ||“ il' ™ ,"&LWL";VMVWA PR T

-90 dBm

~100 dBm

-110 dBm

120 dBm

CF 14.24175 GHz 2353 pts Span 23.5165 GH2

. . J
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DUT Frequency Result
(MHz)
2440.000000 | PASS
2 MHz:
Inband Peak
Frequency Level
(MHz) (dBm)
2440.096535 -2.3

Pre Measurements

Frequency Level | Margin Limit
(MHz) (dBm) (dB) (dBm)
811.701681 -43.1 10.8 -32.3

1837.373950 -44.3 12.0 -32.3
821.659664 -45.0 12.7 -32.3
941.155462 -45.3 13.0 -32.3

1717.878151 -45.6 13.3 -32.3
801.743697 -49.5 17.2 -32.3

1737.794118 -49.7 17.4 -32.3

1887.163866 -50.4 18.1 -32.3
931.197479 -50.8 18.5 -32.3

1847.331933 -50.8 18.5 -32.3
921.239496 -52.6 20.3 -32.3

1857.289916 -53.9 21.6 -32.3

1777.626050 -54.9 22.6 -32.3

4877.125903 -58.2 25.9 -32.3

2568.451232 -59.0 26.7 -32.3

Spurious

Level in dBm
A
<

30M 5060 8a00M 200 30040000 8001G 2G 3G 4G5G6 810G 206G
Frequencyin Hz

Limit Sum Level Threshold X Critical Final Critical
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Pre-measurement 1/3:

Speactrum I

i

@

Ref Level -30.00 ¢8m

SGL Count 3/3

& RBW 100 kHz

Att 0dB  SWT 23.7 ms & VBW 300 kHz Mode Auto Sweep

[[controlled by EMC32 @1Pk Max

-40 cdBm

-50 gBm

-60 Gdm

<70 B

-80 dBm

q. - '-A A’\ ra e VY

g

A '\,JWW.MAM )

o |

~100 dBm

-110 dBém

120 dBm

CF 1.215 GHz

238 pts

L

- J

Pre-measurement 2/3:

Spectrum I

Span 2.37 GHz

Ref Level 0.00 ¢8m

SGL Count 3/3

&« RBW 100 kHz

Att 20d6 SWT 94.8 ys & VBW 300 kHz Mode Auto FFT

[[controlled by EMC32 @1Pk Max

-10 dBm

-20 gBm

-30 éBm

40 dBm

-50 dBém

-60 dBm

70— e

N

7~

-80 gBm

VoA

90 gBm

CF 2.44175 GHz

101 pts

L

J

Span 83.5 MHz
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Pre-measurement 3/3:

Spectrum I [n‘?]

Ref Level -30.00 ¢8m & RBW 100 kHz

Att 0dB  SWT 236 ms & VBW 300 kHz Mode Auto Sweep
SGL Count 3/3

ontrolled by EMC32 @1Pk Max

-40 dBm

-50 dBm

-60 GBm

BT Tl L e e

-90 g8

~100 dem

-110 dBém

120 dBm:

CF 14.24175 GHz 2353 pts Span 23.5165 GHz2

. L J
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DUT Frequency Result
(MHz)
2480.000000 | PASS
1 MHz:
Inband Peak
Frequency Level
(MHz) (dBm)
2479.779703 -4.3

Pre Measurements

Frequency Level | Margin | Limit
(MHz) (dBm) (dB) (dBm)
941.155462 -42.4 8.1 -34.3

1837.373950 -44.9 10.6 -34.3
821.659664 -46.5 12.2 -34.3
811.701681 -46.7 124 -34.3

12402.805674 -48.2 14.0 -34.3

1847.331933 -49.3 15.0 -34.3
921.239496 -49.4 15.2 -34.3
931.197479 -51.3 17.0 -34.3
801.743697 -52.8 18.5 -34.3

1857.289916 -54.6 20.3 -34.3

7435.657140 -56.8 22.6 -34.3

7445.651402 -57.3 23.0 -34.3

2355.189076 -57.3 231 -34.3

1757.710084 -57.6 23.3 -34.3

2365.147059 -60.6 26.3 -34.3

Spurious

Level in dBm

30M 5060 8a00M 200 3004000 8001G 2G 3G 4G5G6 810G 20&6G

Frequencyin Hz

Limit Sum Level Threshold X Critical Final Critical

i
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Pre-measurement 1/3:

Spectrum I

T251-0578/26 M1
Page: 27 (83)

=)

Ref Level -30.00 ¢8m

SGL Count 3/3

& RBW 100 kHz
Att 0dB SWT 23.7ms & VBW 300 kHz

Mode Auto Sweep

[[controlled by EMC32 @1Pk Max

-40 dBm

-50 gBm

-60 ddm

<70 ¢Bm

b

-80 dém,

o

A~

R

A

WA

-90 daeh A_A.Lwn Pa PR VAT

~100 dBm

-110 dBm

120 dBm

CF 1.215 GHz

238 pts

L

J

Pre-measurement 2/3:

Spectrum I

Span 2.37 GHz

Ref Level 0.00 ¢8m

SGL Count 3/3

» RBW

100 kHz

Att 20db  SWT 94.8 ys & VBW 300 kHz

Mode Auto FFT

[[controlled by EMC32 @1Pk Max

-10 dBm

-20 gBm

-30 Gém

~40 2B

-50 dBm

-60 dBm

70 ¢ dsr’:.“f\/lww\ N

-80 gBm

2

90 aBm

CF 2.44175 GHz

101 pts

L

J

Span 83.5 MHz
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Pre-measurement 3/3:

Spectrum I

i

@)

Ref Level -30.00 ¢8m

SGL Count 3/3

& RBW 100 kHz

Att 0dB  SWT 236 ms & VBW 300 kHz Mode Auto Sweep

ontrolled by EMC32 @1Pk Max

-40 dBm

-50 gBm

-60 Gdm

<70 dBm

~100 dBm

-110 dBm

120 dBm

CF 14.24175 GHz

2353 pts Span 23.5165 GHz

J
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DUT Frequency Result
(MHz)
2480.000000 | PASS
2 MHz:
Inband Peak
Frequency Level
(MHz) (dBm)
2479.779703 -6.4
Final measurements
Frequency Level Pre level Limit | Margin Result
(MHz) Measurement | (dBm) | (dBm) (dB)
(dBm)
1879.383317 -62.2 -77.3 -36.4 40.8 | PASS
Pre Measurements
Frequency Level | Margin | Limit
(MHz) (dBm) (dB) (dBm)
1887.163866 -32.3 -4.1 -36.4
811.701681 -42.2 5.8 -36.4
1837.373950 -44.0 7.6 -36.4
941.155462 -44.0 7.6 -36.4
821.659664 -45.3 8.9 -36.4
12402.805674 -48.1 11.7 -36.4
1847.331933 -50.9 14.5 -36.4
921.239496 -51.2 14.7 -36.4
931.197479 -52.1 15.7 -36.4
1857.289916 -52.6 16.1 -36.4
801.743697 -54.7 18.3 -36.4
12392.811411 -55.5 19.0 -36.4
2355.189076 -58.6 221 -36.4
2488.497131 -60.1 23.6 -36.4
7435.657140 -61.3 24.9 -36.4
Spurious
-20T
IS
o
°
£
F>>
)

30M

Limit

Final Critical

5060 8a00M

Sum Level

2 Fail

200 30040600 8001G
Frequencyin Hz

2G 3G 4G5G6 810G

206G
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FinalMeas_1887163866Hz

i

Level in dBm

1885
Frequency in MHz

189%5 1897.164

Sum Level

Pre-measurement 1/3:

Spectrum I

Limit

Ref Level -30.00 ¢8m
Att 0 dB
SGL Count 3/3

& RBW 100 kHz

SWT 23.7 ms & VBW 300 kHz

Mode Auto Sweep

ontrolled by EMC32 @1Pk Max

-40 dBm

-50 dBm

-60 cBm

<70 dBm

_ ]

——

i
A

CF 1.215 GHz
. .

J

-80 dBm,
nﬂ; 14 ot eA saA ot /\'&‘\ F‘\AV\,A}LF. "1|_P e ﬂ
|90 S8
=100 dem
-110 dBm
<120 dBm
238 pts Span 2.37 GHz
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Pre-measurement 2/3:

Spectrum I |?|

Ref Level 0.00 ¢8m * RBW 100 kHz

Att 20dB SWT 94.8 ys & VBW 300 kHz Mode Auto FFT
SGL Count 3/3

[[controlled by EMC32 @1Pk Max

-10 dBm m

-20 dBm

e |
. R
[ |

-50 dBm /
-60 dBm /[
AN Nl = == . Al
’-70-\@“1 /\ A‘/ A - SN—" < i T
-80 gBm
Q0 dBm
CF 2.44175 GHz 101 pts Span 83.5 MH2z

. J

Pre-measurement 3/3:

Spectrum I |I'.lvn|

Ref Level -30.00 ¢8m « RBW 100 kHz

Att 0dB SWT 236 ms & VBW 300 kHz Mode Auto Sweep
SGL Count 3/3

[[controlled by EMC32 @1Pk Max

-40 dBm

-50 gBm

-60 gBm

CF 14.24175 GHz 2353 pts Span 23.5165 GHz

L J
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3.4 47 CFR § 15.205, § 15.209, § 15.247 (d) — Spurious emission - Radiated

§ 15.247 (d):

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall be at
least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the desired
power, based on either an RF conducted or a radiated measurement, provided the transmitter demonstrates
compliance with the peak conducted power limits. If the transmitter complies with the conducted power limits
based on the use of RMS averaging over a time interval, as permitted under paragraph (b)(3) of this section, the
attenuation required under this paragraph shall be 30 dB instead of 20 dB attenuation below the general limits
specified in § 15.209(a) is not required. In addition, radiated emissions which fall in the restricted bands, as
defined in § 15.205(a), must also comply with the radiated emission limits specified in § 15.209(a) (see §

15.205(c)).

§ 15.205:

Except as provided in paragraphs (d) and (e) of this section, the field strength of emissions appearing within these
frequency bands shall not exceed the limits shown in § 15.209. At frequencies equal to or less than 1000 MHz,
compliance with the limits in § 15.209 shall be demonstrated using measurement instrumentation employing a
CISPR quasi-peak detector. Above 1000 MHz, compliance with the emission limits in § 15.209 shall be
demonstrated based on the average value of the measured emissions. The provisions in § 15.35 apply to these

measurements.

§ 15.209:

Except as provided elsewhere in this subpart, the emissions from an intentional radiator shall not exceed the field
strength levels specified in the following table:

Frequency (MHz) Field strength (microvolts/ meter) Measurement distance (meters)

0.009-0.49 2400/F(kHz) 300
0.49-1.705 24000/F(kHz) 30
1.705-30 30 30
30-88 100* 3
88-216 150* 3
216-960 200* 3
Above 960 500 3

* Except as provided in paragraph (g), fundamental emissions from intentional radiators operating under this
section shall not be located in the frequency bands 54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz.
However, operation within these frequency bands is permitted under other sections of this part, e.g., §§ 15.231

and 15.241.

§ 15.35:

Unless otherwise specified, on any frequency or frequencies above 1000 MHz, the radiated emission limits are
based on the use of measurement instrumentation employing an average detector function. Unless otherwise
specified, measurements above 1000 MHz shall be performed using a minimum resolution bandwidth of 1 MHz.
When average radiated emission measurements are specified in this part, including average emission
measurements below 1000 MHz, there also is a limit on the peak level of the radio frequency emissions. Unless
otherwise specified, e.g., see §§ 15.250, 15.252, 15.253(d), 15.255, 15.256, and 15.509 through 15.519, the limit
on peak radio frequency emissions is 20 dB above the maximum permitted average emission limit applicable to
the equipment under test. This peak limit applies to the total peak emission level radiated by the device, e.g., the
total peak power level. Note that the use of a pulse desensitization correction factor may be needed to determine
the total peak emission level. The instruction manual or application note for the measurement instrument should
be consulted for determining pulse desensitization factors, as necessary.
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3.4.1 Test procedure

According ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024:

Preliminary tests shall be performed following the procedures in 6.3 on a site meeting the requirements of
5.2. For emissions from the EUT, the maximum level shall be determined by rotating the EUT and its
antenna through 0° to 360°. For each mode of operation required to be tested, the frequency spectrum
(based on findings from exploratory measurements) shall be monitored.

Final measurements are performed with the EUT rotated from 0° to 360°; the antenna height scanned in
accordance with 6.6.3.1, 6.6.3.2, or 6.6.3.3, as appropriate; and the antenna rotated to repeat the
measurements for both the horizontal and vertical antenna polarizations. Variations in cable or wire
placement shall be explored to maximize the measured emissions.

The emission signal shall be kept within the illumination area of the 3 dB beamwidth of the antenna so that
the maximum emission from the EUT is measured. This may be achieved by either pointing the

3.4.2 Test setup
For the test setup refer to chapter 1.4.
3.4.3 Test equipment

For the test equipment refer to chapter 1.3.
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3.4.4 Test results

Radiated measurement:

Channel 2402 MHz:

EUT Information
EUT:
Operating mode:

Full Spectrum

BP 18 TBX 8 ASI
TX 2402 MHz + 4dBm

i

130 -
120 T+
100 T
E }
3
8 80
[ L
< \
§ e
40+ 3
T -
20 +—+ + + + + +—o—+ + + + + !
9k 20 30 50 100k 200 300 500 ™ M M SM 10M 20 30M
Frequency in Hz
Preview Result 1-PK+ - Critical_Freqs PK+
FCC Part 15209 @ Final_Result QPK
Comment
Final_Result
(MHz) (dBpVim) | (dBpV/im) | (dB) (ms) (kHz) (cm) h (dB/
10871, 7292 1000.0 0.200 100.0 359.0| 17.3
1.497750 20.11 64.12 44,01 1000.0 9.000 100.0 3380 171
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EUT Information
EUT: BP 18 TBX 8 ASI
Operating mode: TX 2402 MHz + 4dBm

Full Spectrum

80

-~
o

Level in dBuV/m
8 8 8 8 8

30M 100M 200 300 400 500 800 1G
Frequency in Hz

Preview Result 1H-PK+ Preview Resuit 1V-PK+ * Critical_Freqs PK+
FCC Part 15.209 & Final_Result QPK
Comment

Final Result

Frequency | QuasiPeak | DET2 Limit Margin Height Pol | Azimuth
(MHz) (dBuV/m) | (dBuV/m) | (dBuV/m) (dB) (cm) (deg)
30.210000 14.20 - 40.00 25.80 100.0 | H 153.0
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i

EUT Information
EUT: BP 18 TBX
Operating mode: TX 2402, +4dbm

Full Spectrum

80T FCC Part 15.209 PK

3

Level in dBuV/m
r & ¢
1

20 -
0 + + !
1G 2G G 4G
Frequency in Hz
Preview Result 2H-AVG Preview Result 1H-PK+ Preview Result 2V-AVG
Preview Result 1V-PK+ * Critical_Freqs AVG * Critical_Fregs PK+
FCC Part 15.209 PK FCC Part 15.209 % Final_Result PK+

< Final_Result CAV

Comment

Final Result

Frequency | MaxPeak | CAverage Limit Margin Helght Pol | Azimuth
(MHz) (dBuVim) | (dBuV/m) | (dBuV/m) (dB) (cm)

3998.750000 - 42.06 54.00 11.94 155.0 |V 7.0

3871.000000 58.35 e 74.00 15.65 155.0 [V 244.0
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EUT Information

EUT: BP 18 TBX
Operating mode: TX 2402, +4dbm

Full Spectrum

S
@
-
£
E
3
20 “+
0 + + + + + + 1
4G 6 ¢ 8 9 10G 18G
Frequency in Hz
Preview Result 2H-AVG Preview Result 1H-PK+ Preview Result 2V-AVG
— Preview Result 1V-PK+ * Critical_Freqs AVG * Critical_Fregs PK+
FCC Part 15.209 PK FCC Part 15.209 & Final_Resuit PK+
@ Final_Result CAV
Comment
Final Result
Frequency MaxPeak | CAverage Limit Margin Height Pol Azimuth
(MHz) (dBuVim) | (dBuV/m) | (dBuV/m) (dB) (cm) (deg)
4803.750000 — 35. 54.00 18.44 155.0|V 0.0
12008.750000 — 47.29 54.00 6.71 155.0 |H 44.0
| 12011.250000 59.79 o 74.00 14.21 155.0|H 440
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EUT Information

EUT:

Operating mode:

Full Spectrum

BP 18 TBX 8 ASI

TX 2402 MHz + 4dBm

i

L FCC Part 15.209 PK
€ 60
>
g
|
)
>
s
20 -
0 t + + + + + + + t + t t + 1
18 19 20 21 22 23 24 25 26
Frequency in GHz
Preview Result 2H-AVG Preview Result 1H-PK+ Preview Result 2V-AVG
Preview Result 1V-PK+ * Critical_Fregs AVG - Critical_Freqs PK+
FCC Part 15.209 PK FCC Part 15.209 @ Final_Result PK+
& Final_Result CAV
Comment
Final Result
Frequency MaxPeak | CAverage Limit Margin Height Pol Azimuth
(MHz) | (dBuV/m) | {cm) (deg)
23610.750000 61.91 - 74.00 12.09 1550 | H 0.0
25373.500000 - 47.25 54.00 6.75 1550V 0.0
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i

Channel 2440 MHz:

EUT Information

EUT: BP 18 TBX 8 ASI
Operating mode: TX 2440 MHz + 4dBm

Full Spectrum

130
120
100
E
2
a 80
©
B
® 60
B
- o/ Dar
40 r i
20
10 L Ls L Ll Ll Ll Ll ; ; : ; ; ; ; :
9K 20 30 50 100k 200 300 500 ™ 2M 3M 5M 10M 20 30M
Frequency in Hz
Preview Resull 1-PK+ * Critical_Freqs PK+
FCC Part 15209 & Final_Result QPK
Comment

Final Result

(dBuVim) | (dBuV/im) | (dB) (ms) (kHz) (em) h (31_
____0.058650 40.36 112.23 71.86 1000.0 0.200 1000 | H 350.0| 174
1.695750 19.60 63.05 43.45 1000.0 9.000 1000 H 2840| 171
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EUT Information
EUT: BP 18 TBX 8 ASI
Operating mode: TX 2440 MHz + 4dBm

Full Spectrum

80
70
60 FCC Part 15.209_

50

40
30

Level in dBuV/m

+ " + + 4 4 " " + " " " " 4
T T T T T T T T T T 1

30M 50 60 80 100M 200 300 400 500 800 1G
Frequency in Hz
Preview Result 1H-PK+ Preview Result 1V-PK+ * Critical_Fregs PK+
FCC Part 15.209 L 4 Final_Result QPK

Comment

Final_Result
Frequency | QuasiPeak DET 2 Limit Margin Height Pol Aﬂmﬂh'
60.0

(MHz) (dBuV/m) | (dBuV/im) | (dBuV/m) (dB) (em)
30.240000 14.16 - 40.00 25.84 100.0 [ H
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EUT Information
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EUT: BP 18 TBX
Operating mode: TX 2440, +4dbm
Full Spectrum
ST FCC Part 15.209 PK
60 + : il
E i 2 AL L abiand : d e
= o St e ) g
g I o M
° X
-
20 1
0 t t i
1G 2G 3G 4G
Frequency in Hz
Preview Result 2H-AVG Preview Result 1H-PK+ Preview Result 2V-AVG

Preview Result 1V-PK+ * Critical_Fregs AVG +* Critical_Fregs PK+
FCC Part 15.209 PK e FCC Part 15.209 i Final_Result PK+
4 Final_Result CAV
Comment
Final_Result
Frequency MaxPeak | CAverage Limit Margin Height Pol Azimuth
(MHz) (dBuVim) | | (dBuV/m) (dB) (cm) (deg)
3999.000000 — 42.02 54.00 11.98 155.0 | H 0.0
3998.000000 59.22 - 74.00 14.78 155.0 [ H 49.0
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EUT Information
EUT: BP 18 TBX
Operating mode: TX 2440, +4dbm

Full Spectrum

= T FCC Part 15.209 PK

3

Level in dBuV/im
o
o

n

o
N
LJ

0 + t + t t t
4G 6 7 8 9 10G 18G

Frequency in Hz

Preview Result 2H-AVG Preview Result 1H-PK+ Preview Result 2V-AVG
——  Preview Result 1V-PK+ * Critical_Fregs AVG * Critical_Fregs PK+
FCC Part 15.209 PK FCC Part 15.209 L Final_Result PK+

& Final_Result CAV
Comment

Final Result

Frequency | MaxPeak | CAverage | Limit Margin Height Pol | Azimuth
(MHz) (dBuVim) | (dBuV/m) | (dBuV/m) (dB) (em) (deg)
12198.750000 --- 45.79 54.00 8.21 155.0 | H 49.0
7319.750000 - 40.22 54.00 13.78 1550 | H 170.0
57.72 - 74.00 16.28 155.0 | H 49.0|

7324.250000 47.83 — 74.00 26.17 155.0 | H 170.0
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EUT Information

EUT: BP 18 TBX 8 ASI
Operating mode: TX 2440 MHz + 4dBm

Full Spectrum

o

60 Sole 1 15 700
2 L T —— e e et
Y
£
T 1
3
-l

20 s

o Ll Ll Ll Ls L | ; Ll Ll Ll ; LA Ll Ll ; Ll ;

18 19 20 21 22 23 24 25 26

Frequency in GHz

Preview Result 2H-AVG Preview Result 1H-PK+ Preview Result 2V-AVG
Preview Result 1V-PK+ * Critical_Freqs AVG * Critical_Fregs PK+
FCC Part 15.209 PK - FCCPart 15.209 ¢ Final_Result PK+
& Final_Result CAV
Comment
Final Result
Frequency MaxPeak | CAverage Limit Margin Height Pol Azimuth
(MHz) (dBpVim) | (dBpV/im) | (dBuV/m) (dB) (cm) (deg)
25342.000000 — 47.18 54.00 6.82 155.0 |H 125.0
24961.750000 61.28 — 74.00 12.72 155.0|V 232.0
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Channel 2480 MHz:

EUT Information

EUT:

Operating mode:

Full Spectrum

BP 18 TBX 8 ASI
TX 2480 MHz + 4dBm

i

130 1
120 T
100 T
E L
2
a 80T
p B \
£
T 60T
P |
-
40 + ‘ FCC Part 15209
8 *
201 @
10 + + + + + + + + t + + + t !
9k 20 30 50 100k 200 300 500 ™ 2M 3M 5M 10M 20 30M
Frequency in Hz
Preview Result 1-PK+ * Critical_Freqs PK+
FCC Part 15.209 ¢ Final_Result QPK
Comment
Final Result
Frequency | QuasiPeak Limit Margin | Meas. Time | Bandwidth Pol | Azimut | Corr.
(MHz) (dBuV/m) | (dBpV/m) | (dB) (ms) (kHz) (cm) h (dB/
(deg) | m) |
0.058650 40.12 112.23 72.11 1000.0 0.200 1000 | H 13.0| 174
1.657500 19.83 63.25 43.42 1000.0 9.000 1000 | H 2100] 171
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EUT Information
EUT:
Operating mode:

BP 18 TBX 8 ASI
TX 2480 MHz + 4dBm

Full Spectrum

80
70

g 8
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Page: 45 (83)

Level in dBVim
& &

04 t S e t ¢ . + S S f
30M 50 60 80 100M 200 300 400 500 800 16
Frequency in Hz
Preview Result 1H-PK+ — Preview Result 1V-PK+ * Critical_Freqs PK+
FCC Part 15.200 & Final_Result QPK
Comment
Final Result
Frequency | QuasiPeak DET 2 Limit Margin Height Pol Azimuth
_(MHz) | (dBuVim) | (dBuVim) | (dBuVim) (dB) {cm)
30330000 14.16 — 40.00 2584 104.0
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EUT Information
EUT: BP 18 TBX
Operating mode: TX 2480, +4dbm

Full Spectrum

0T ! 209 PK
60 T :
3 ¥ e .
e e I B e B
g I PO e
£ 40 M
g
m RS
0 Ll : L)
1G 2G 3G 4G
Frequency in Hz
Preview Result 2H-AVG Preview Result 1H-PK+ Preview Result 2V-AVG
Preview Resull 1V-PK+ * Critical_Fregs AVG - Critical_Fregs PK+
FCC Part 15.209 PK FCC Part 15.209 ¢ Final_Resuit PK+

& Final_Result CAV

Comment

Final_Result |
3999.750000 — 42.05 54.00 11.95 1550 |V 20
_3999.000000 58.44 - 74.00 15.56 1550 |V 149.0.
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EUT Information
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EUT: BP 18 TBX
Operating mode: TX 2480, +4dbm
Full Spectrum
i art 15.209 PK
S
- 8
a
©
£
2
3
201
0 t t t t t t {
4G 6 7 8 9 10G 18G
Frequency in Hz
Preview Result 2H-AVG Preview Result 1H-PK+ Preview Result 2V-AVG
Preview Result 1V-PK+ * Critical_Fregs AVG * Critical_Fregs PK+
- FCC Part 15.209 PK FCC Part 15.209 » Final_Result PK+
® Final_Result CAV
Comment
Final Result
Frequency MaxPeak | CAverage Limit Margin Height Azimuth
| (dBuV/m) | (dBuV/m) | (dBuVim) (dB) (cm) (deg) |
12398.750000 — 46.08 54.00 7.92 155.0 | H 48.0
17989.750000 — 43.85 54.00 10.15 155.0 | H 0.0
|___7439.750000 o 41.55 5400 1245 1550 |V 0.0 |
12398.750000 58.42 -- 74.00 15.58 155.0 | H 48.0 |
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i

EUT Information
EUT: BP 18 TBX 8 ASI
Operating mode: TX 2480 MHz + 4dBm

Full Spectrum

g.:»—7hAW—V--7—"—~‘»_‘—";V‘ﬁ]
é v T el W o T ——— ——
c T
3
=
204-
0 A+ ——————+———
18 19 20 21 22 23 24 25 26

Frequency in GHz

Preview Result 2H-AVG Preview Result 1H-PK+ Preview Result 2V-AVG
Preview Result 1V-PK+ * Cntical_Freqs AVG * Critical_Freqs PK+
FCC Part 15209 PK — FCC Part 15.209 & Final_Result PK+

®  Final_Result CAV

Comment

Final Result
Frequency | MaxPeak | CAverage | Limit Margin |  Height Pol | Azimuth
25371.00000: 61.50 - 74.00 12.50 155.0 H 288.0
25373.500000 - 47.21 54.00 6.79 1550 |V 0.0
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3.5 47 CFR § 15.247 (a) (2) — 6 dB Emission Bandwidth

Systems using digital modulation techniques may operate in the 902-928 MHz, 2400-2483.5 MHz, and 5725-5850
MHz bands. The minimum 6 dB bandwidth shall be at least 500 kHz.

3.5.1 Test procedure
According ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024:

a) The spectrum analyzer center frequency is set to the nominal EUT channel center frequency.
The span range for the EMI receiver or spectrum analyzer shall be between two times and five
times the OBW.

b) The nominal IF filter bandwidth (3 dB RBW) shall be in the range of 1% to 5% of the OBW and
video bandwidth (VBW) shall be approximately three times RBW, unless otherwise specified
by the applicable requirement.

c) Set the reference level of the instrument as required, keeping the signal from exceeding the
maximum input mixer level for linear operation. In general, the peak of the spectral envelope
shall be more than [10 log (OBW/RBW)] below the reference level. Specific guidance is given
in4.1.5.2.

d) Steps a) through ¢) might require iteration to adjust within the specified tolerances.

e) The dynamic range of the instrument at the selected RBW shall be more than 10 dB below the
target “-xx dB down” requirement; that is, if the requirement calls for measuring the —20 dB
OBW, the instrument noise floor at the selected RBW shall be at least 30 dB below the

reference value.

f) Set detection mode to peak and trace mode to max hold.

g) Determine the reference value: Set the EUT to transmit an unmodulated carrier or modulated
signal, as applicable. Allow the trace to stabilize. Set the spectrum analyser marker to the
highest level of the displayed trace (this is the reference value).

h) Determine the “—xx dB down amplitude” using [(reference value) — xx]. Alternatively, this
calculation may be made by using the marker-delta function of the instrument.

i) If the reference value is determined by an unmodulated carrier, then turn the EUT modulation
ON, and either clear the existing trace or start a new trace on the spectrum analyser and allow the
new trace to stabilize. Otherwise, the trace from step g) shall be used for step j).

j) Place two markers, one at the lowest frequency and the other at the highest frequency of the
envelope of the spectral display, such that each marker is at or slightly below the “—xx dB down
amplitude” determined in step h). If a marker is below this “~xx dB down amplitude” value,

then it shall be as close as possible to this value. The occupied bandwidth is the frequency
difference between the two markers. Alternatively, set a marker at the lowest frequency of the
envelope of the spectral display, such that the marker is at or slightly below the “~—xx dB down
amplitude” determined in step h). Reset the marker-delta function and move the marker to the
other side of the emission until the delta marker amplitude is at the same level as the reference
marker amplitude. The marker-delta frequency reading at this point is the specified emission
bandwidth.

k) The occupied bandwidth shall be reported by providing plot(s) of the measuring instrument

display; the plot axes and the scale units per division shall be clearly labeled. Tabular data may
be reported in addition to the plot(s).

3.5.2 Test setup

For the test setup refer to chapter 1.4.

3.5.3 Test equipment
For the test setup refer to chapter 1.3.

3.5.4 Test results
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DUT Frequency Bandwidth Limit Min Limit Max Band Edge Band Edge
(MHz) (MHz) (MHz) (MHz) Left Right

(MHz) (MHz)
2402.000000 0.732674 0.500000 2401.603960 2402.336634

(continuation of the "6 dB Bandwidth" table from column 6 ...)

DUT Frequency Max Level | Result
(MHz) (dBm)
2402.000000 -1.6 PASS
6 dB Bandwidth
5_-
0_-

-107
S
m 4
o°
c
- -201
[
>
> 4
- ekt |
-307
-40T
2401 2401.5 2402 2402.5 2403

Frequency in MHz

Spectrum I |mv l

Ref Level -10.00 ¢8m » RBW 100 kHz

Att 10 dB  SWT 18.9 ps » VBW 300 kHz Mode Auto FFT
SGL Count 100/100

Controlled by EMC32 @1Pk Max

-20 8m —

-30 d&m w

-40 cGBm

-50 2Bm

-60 dBm

-70 dBm

80 dBm

-90 GBm

<100 dBm

CF 2.402 GHz 101 pts Span 2.0 MH2
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DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
2402.000000 1.188118 0.500000 --- 2401.405941 2402.594059

(continuation of the "6 dB Bandwidth" table from column 6 ...)

DUT Frequency Max Level Result
(MHz) (dBm)
2402.000000 -1.6 | PASS

6 dB Bandwidth

' '
B 8 o o
1 1 1 1 } } i

Level in dBm

W
2

-40

Frequency in MHz

Speactrum I

& RBW 100 kHz
SWT 18.9 ps & VBW 300 kHz

Ref Level -10.00 ¢8m
Att 10 dB
SGL Count 100/100

Mode Auto FFT

Controlled by EMC32 @1Pk Max

-20 dBm — 3 —

-30 GBm 7 - . Yy

-40 cdm

50 (Bm————

J

-60 dBm

-70 GBm

-80 gBm

-90 GBm

<100 dBm

CF 2.402 GHz 101 pts

5

4 4

Span 4,0 MH2
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DUT Frequency
(MHz)

Bandwidth
(MHz)

Limit Min
(MHz)

Limit Max
(MHz)

Band Edge Left
(MHz)

Band Edge
Right
(MHz)

2440.000000

0.732674

0.500000

2439.603960

2440.336634

i

(continuation of the "6 dB Bandwidth" table from column 6 ...)

DUT Frequency Max Level Result
(MHz) (dBm)

2440.000000 -2.6

PASS

6dB Bandwidth

I TN

Level in dBm

2439
Frequency in MHz

Spectrum I

® RBW 100 kHz
SWT 18.9 ps w VBW 300 kHz

Ref Level -10.00 ¢8m
Att 10 dB
SGL Count 100/100

Mode Auto FFT

Controlled by EMC32 @1Pk Max

-20 ¢Bm - : S

-30 dBm

-40 cBm

50 dBm=

-60 dBm

-70 GBmn

80 dBm

-90 GBm

<100 dBm

CF 2.44 GHz Span 2.0 MHz

Y

| - 4 4

101 pts
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DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
2440.000000 1.188118 0.500000 --- 2439.405941 2440.594059

(continuation of the "6 dB Bandwidth" table from column 6 ...)

Level in dBm

DUT Frequency Max Level Result
(MHz) (dBm)
2440.000000 -2.6 | PASS
6 dB Bandwidth
0 pu—

Frequency in MHz

Att

Spectrum I

Ref Level -10.00 ¢8m

& RBW 100 kHz

SWT 18.9 ps & VBW 300 kHz Mode Auto FFT

10 dB

SGL Count 100/100

Controlled by EMC32 @1Pk Max

-20 dBm

-30 dBm

-40 cdm

S0 dim—

-60 dBm

-70 dBm

-80 dBm

-90 GBm

<100 dBm

CF 2.44 GHz

101 pts

L - 4L 4

Span 4.0 MHz
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DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
2480.000000 0.712872 0.500000 --- 2479.623762 2480.336634

(continuation of the "6 dB Bandwidth" table from column 6 ...)

DUT Frequency

(MHz)

Max Level
(dBm)

Result

2480.000000

-3.1 | PASS

6 dB Bandwidth

o
1
1

N e
e . 2

Level in dBm

T N

-

2479

2479.5

Frequency in MHz

Att

Speactrum I

Ref Level -10.00 ¢8m

10 d&

SGL Count 100/100

» RBW

100 kKHz
SWT 18.9 pys & VBW 300 kHz

Mode Auto FFT

Controlled by EMC32 @1Pk Max

-20 dBm

-30 dBm

-40 cBm

50 dBr-

-60 dBm

=70 GBm

-80 dBm

-90 GBm

<100 dBm

CF 2.48 GHz

101 pts

- J

.

w

Span 2.0 MHz
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DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
2480.000000 1.188118 0.500000 --- 2479.405941 2480.594059

(continuation of the "6 dB Bandwidth" table from column 6 ...)

DUT Frequency Max Level Result
(MHz) (dBm)
2480.000000 -3.0 | PASS

6 dB Bandwidth

Page: 55 (83)

Level in dBm

Frequency in MHz

Spectrum I

Ref Level -10.00 ¢8m
Att 10 dB
SGL Count 100/100

» RBW 100 kHz
SWT 18.9 ps & VBW 300 kHz

Mode Auto FFT

Controlled by EMC32 @1Pk Max

-20 gBm e

<100 dBm

CF 2.48 GH2z

101 pts

| . 4L

s

Span 4.0 MH2
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3.6 47 CFR § 15.247 (b) (3) — Maximum peak output power

For systems using digital modulation in the 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz bands: 1 Watt.
As an alternative to a peak power measurement, compliance with the one Watt limit can be based on a
measurement of the maximum conducted output power. Maximum Conducted Output Power is defined as the
total transmit power delivered to all antennas and antenna elements averaged across all symbols in the signaling
alphabet when the transmitter is operating at its maximum power control level. Power must be summed across all
antennas and antenna elements. The average must not include any time intervals during which the transmitter is
off or is transmitting at a reduced power level. If multiple modes of operation are possible (e.g., alternative
modulation methods), the maximum conducted output power is the highest total transmit power occurring in any
mode.

3.6.1 Test procedure

According ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024:

Measurement using an RF average power meter. The procedure for this method is as follows:
a) Measurements may be performed using a wideband RF power meter with a thermocouple
detector or equivalent if all of the following conditions are satisfied:

1) The EUT is configured to transmit continuously, or to transmit with a constant duty

cycle.

2) At all times when the EUT is transmitting, it shall be transmitting at its maximum

power control level.

3) The integration period of the power meter exceeds the repetition period of the

transmitted signal by at least a factor of five.

b) If the transmitter does not transmit continuously, measure the duty cycle D of the transmitter
output signal as described in 12.2.

c) Measure the average power of the transmitter. This measurement is an average over both the ON
and OFF periods of the transmitter.

d) Adjust the measurement in dBm by adding [10 log (1 / D)], where D is the duty cycle {e.g.,
[10 log (1 /0.25)], if the duty cycle is 25%]}.

3.6.2 Test setup

For the test setup refer to chapter 1.4.
3.6.3 Test equipment

For the test setup refer to chapter 1.3.

3.6.4 Test results

47 CFR § 15.247 Requirement

DUT Frequency Bandwidth Gated RMS DutyCycle Limit Max Result
(MHz) (MHz) (dBm) (%) (dBm)
2402.000000 1 -0.4 63.395 30.0 PASS
2440.000000 1 1.3 63.398 30.0 PASS
2480.000000 1 -2.0 63.400 30.0 PASS
2402.000000 2 -0.5 33.631 30.0 PASS
2440.000000 2 1.3 33.635 30.0 PASS
2480.000000 2 -2.0 33.638 30.0 PASS
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RSS 247 Requirement
DUT Frequency Bandwidth Gated RMS Limit Max Equivalent isotropically | Limit Max Result

(MHz) (MHz) (dBm) (dBm) radiated power (e.i.r.p) (dBm)
2402.000000 1 -0.4 30.0 -8.15 36.2 PASS
2440.000000 1 -1.3 30.0 -9.05 36.2 PASS
2480.000000 1 -2.0 30.0 -9.75 36.2 PASS
2402.000000 2 -0.5 30.0 -8.25 36.2 PASS
2440.000000 2 1.3 30.0 -9.05 36.2 PASS
2480.000000 2 -2.0 30.0 -9.75 36.2 PASS




T251-0578/26 M1 -SI_’:_?J
Page: 58 (83) _-==-

3.7 47 CFR § 15.247 (d) —100 kHz Bandwidth of Frequency Band Edge

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall be at
least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the desired
power, based on either an RF conducted or a radiated measurement, provided the transmitter demonstrates
compliance with the peak conducted power limits. If the transmitter complies with the conducted power limits
based on the use of RMS averaging over a time interval, as permitted under paragraph (b)(3) of this section, the
attenuation required under this paragraph shall be 30 dB instead of 20 dB attenuation below the general limits
specified in § 15.209(a) is not required. In addition, radiated emissions which fall in the restricted bands, as
defined in § 15.205(a), must also comply with the radiated emission limits specified in § 15.209(a) (see §
15.205(c)).

3.7.1 Test procedure
According ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024:

a) Connect the EMI receiver or spectrum analyzer to the EUT using an appropriate RF cable
connected to the EUT output. Configure the spectrum analyzer settings as described in step e)
(be sure to enter all losses between the unlicensed wireless device output and the spectrum
analyzer).

b) Set the EUT to the lowest frequency channel (for the hopping on test, the hopping sequence
shall include the lowest frequency channel).

c) Set the EUT to operate at maximum output power and 100% duty cycle, or equivalent “normal
mode of operation” as specified in 6.10.3.

d) If using the radiated method, then use the applicable procedure(s) of 6.4, 6.5 6.6, and orient
the EUT and measurement antenna positions to produce the highest emission level.

e) Perform the test as follows:

1) Span: Wide enough to capture the peak level of the emission operating on the channel
closest to the band edge, as well as any modulation products that fall outside of the
authorized band of operation.

2) Reference level: As required to keep the signal from exceeding the maximum
instrument input mixer level for linear operation. In general, the peak of the spectral
envelope shall be more than [10 log (OBW/RBW)] below the reference level. Specific
guidance is given in 4.1.5.2.

3) Attenuation: Auto (at least 10 dB preferred).

4) Sweep time: Coupled.

5) Resolution bandwidth: 100 kHz.
6) Video bandwidth: 300 kHz.
7) Detector: Peak.

8) Trace: Max hold.

f) Allow the trace to stabilize. For the test with the hopping function turned ON, this can take
several minutes to achieve

g) Set the marker on the emission at the band edge, or on the highest modulation product outside of
the band, if this level is greater than that at the band edge. Enable the marker-delta function, and
then use the marker-to-peak function to move the marker to the peak of the in-band emission.

h) Repeat step c) through step e) for every applicable modulation.

i) Set the EUT to the highest frequency channel (for the hopping on test, the hopping sequence
shall include the highest frequency channel) and repeat step c) through step d).

j) The band-edge measurement shall be reported by providing plot(s) of the measuring instrument
display; the plot axes and the scale units per division shall be clearly labeled. Tabular data may
be reported in addition to the plot(s).
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3.7.2 Test setup

For the test setup refer to chapter 1.4.

3.7.3 Test equipment

For the test setup refer to chapter 1.3.

3.7.4 Test results — Conducted measurement of band edges

DUT Frequency Bandwidth Result
(MHz) (MHz)
2402.000000 1 PASS
Inband Peak
Frequency Level
(MHz) (dBm)
2401.975000 -2.0
Measurements
Frequency Level Margin | Limit Result
(MHz) (dBm) | (dB) (dBm)
2399.975000 -50.1 18.1 -32.0 PASS
2399.675000 -51.3 19.3 -32.0 PASS
2399.725000 -51.3 19.4 -32.0 PASS
2399.925000 -51.5 19.6 -32.0 PASS
2399.625000 -51.6 19.6 -32.0 PASS
2399.775000 -51.6 19.7 -32.0 PASS
2399.875000 -52.0 20.1 -32.0 PASS
2399.825000 -52.1 20.1 -32.0 PASS
2400.000000 -52.1 20.1 -32.0 PASS
2399.575000 -52.9 20.9 -32.0 PASS
2399.175000 -54.5 22.5 -32.0 PASS
2399.225000 -54.5 22.5 -32.0 PASS
2399.275000 -54.5 22.6 -32.0 PASS
2399.125000 -54.5 22.6 -32.0 PASS
2399.075000 -54.6 22.6 -32.0 PASS
Band Edge
0 p—
-10T
c -20“
3
< %7
2
3

2310 2350 2400 2450 2483.5
Frequencyin MHz

Limit —— Sum Level X Fail
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Spectrum I

i

Ref Level 0.00 ¢8m
Att 20 db
SGL Count 100/100

& RBW 100 kHz
SWT 113.7 ps & VBW 300 kHz  Mode Auto FFT

[[controlled by EMC32 @1Pk Max
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DUT Frequency Bandwidth Result
(MHz) (MHz)
2402.000000 2 PASS
Inband Peak
Frequency Level
(MHz) (dBm)
2401.975000 -1.9
Measurements
Frequency Level | Margin Limit Result
(MHz) (dBm) (dB) (dBm)
2399.975000 -31.9 0.0 -31.9 | PASS
2399.925000 -32.1 0.2 -31.9 | PASS
2400.000000 -33.9 2.0 -31.9 | PASS
2399.875000 -34.7 2.8 -31.9 | PASS
2399.825000 -38.1 6.2 -31.9 | PASS
2399.775000 -40.0 8.1 -31.9 | PASS
2399.725000 -40.8 8.9 -31.9 | PASS
2399.675000 -42.9 11.0 -31.9 | PASS
2399.625000 -45.5 13.6 -31.9 | PASS
2399.575000 -47.2 15.3 -31.9 | PASS
2399.525000 -47.8 15.9 -31.9 | PASS
2399.475000 -50.9 19.0 -31.9 | PASS
2399.175000 -52.3 20.4 -31.9 | PASS
2399.225000 -52.5 20.6 -31.9 | PASS
| 2399.125000 -52.7 20.8 -31.9 | PASS

Band Edge

Level in dBm

Limit

Sum Level

2400 2450 2483.5
Frequency in MHz

X Fail
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Spectrum I

i

Ref Level 0.00 ¢8m

SGL Count 100/100

& RBW 100 kHz

Att 20dB SWT 113.7 ps & VBW 300 kHz  Mode Auto FFT

[[controlled by EMC32 @1Pk Max
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DUT Frequency Bandwidth Result
(MHz) (MHz)
2480.000000 1 PASS
Inband Peak
Frequency Level
(MHz) (dBm)
2479.975000 -3.2
Measurements
Frequency Level | Margin Limit Result
(MHz) (dBm) (dB) (dBm)

2483.525000 -57.7 24.6 -33.2 | PASS
2483.575000 -58.3 25.2 -33.2 | PASS
2485.075000 -59.6 26.4 -33.2 | PASS
2485.125000 -59.6 26.5 -33.2 | PASS
2484.075000 -59.7 26.5 -33.2 | PASS
2484.025000 -59.7 26.5 -33.2 | PASS
2486.325000 -59.7 26.6 -33.2 | PASS
2485.025000 -59.9 26.8 -33.2 | PASS
2486.375000 -60.1 26.9 -33.2 | PASS
2487.875000 -60.1 26.9 -33.2 | PASS
2483.625000 -60.1 26.9 -33.2 | PASS
2486.275000 -60.2 27.0 -33.2 | PASS
2487.925000 -60.3 271 -33.2 | PASS
2484.475000 -60.3 271 -33.2 | PASS
2484.125000 -60.3 27.2 -33.2 | PASS

Level in dBm

Band Edge

T251-0578/26 M1
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2400

Limit

Sum Level

2440
Frequency in MHz

X

Fail
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Spectrum I

i

Ref Level 0.00 ¢8m
Att 20 db
SGL Count 100/100

» RBW
SWT 94.7 ys = VBW

100 kHz
300 kHz

Mode Auto FFT

[[controlled by EMC32 @1Pk Max
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DUT Frequency Bandwidth Result
(MHz) (MHz)
2480.000000 2 PASS
Inband Peak
Frequency Level
(MHz) (dBm)
2479.975000 -3.1
Measurements
Frequency Level | Margin Limit Result
(MHz) (dBm) (dB) (dBm)

2484.475000 -57.4 24.3 -33.1 | PASS
2484.525000 -57.4 24.3 -33.1 | PASS
2483.525000 -57.7 24.7 -33.1 | PASS
2483.575000 -57.8 24.8 -33.1 | PASS
2484.425000 -58.3 25.2 -33.1 | PASS
2483.625000 -58.9 25.8 -33.1 | PASS
2484.575000 -58.9 25.9 -33.1 | PASS
2483.925000 -59.3 26.2 -33.1 | PASS
2485.075000 -59.3 26.2 -33.1 | PASS
2483.975000 -59.4 26.3 -33.1 | PASS
2485.125000 -59.6 26.5 -33.1 | PASS
2484.925000 -59.6 26.5 -33.1 | PASS
2484.875000 -59.6 26.5 -33.1 | PASS
2484.075000 -59.7 26.6 -33.1 | PASS
2485.725000 -59.8 26.7 -33.1 | PASS

Level in dBm

Band Edge

T251-0578/26 M1

Limit

Sum Level

2440
Frequencyin MHz

X

Fail

2460
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Spectrum I

i

Ref Level 0.00 ¢8m &« RBW 100 kHz
Att 20dB SWT 94.7 ys & VBW 300 kHz Mode Auto FFT
SGL Count 100/100

[[controlled by EMC32 @1Pk Max
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(]

Ref Level 0.00 ¢8m &« RBW 100 kHz
Att 20dB SWT 94.7 ys & VBW 300 kHz Mode Auto FFT
SGL Count 100/100

[[controlled by EMC32 @1Pk Max

-10 dBm

-20 dBm

-30 ¢Bm

40 dBm

-50 dBm

| ssunnaaldapmmfamicin e s

-80 dgBm

Q0 gBm

CF 2.44175 GHz 1670 pts

. J

Span 83.5 MHz
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3.7.5 Test results - Radiated measurements of band edges:

DUT Frequency Result
(MHz)
2402.000000 | PASS

EUT Information

EUT: BP 18 TBX
Operating mode: TX 2402, +4dbm
Polarization: Vertical

FCC 2,4GHz LOWER BAND EDGE
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2484

120 T
100 + 2.401989700 GHz
L B4 988 dBUVIM
E B0 + |
> L
g
E 60 .
E - |
S w0 e e
20T
0 t t - t +
2310 2350 2400 2450
Frequency in MHz
AVG_MAXH —— PK¢_MAXH FCC Part 15247 PK FCC Part 15247
Comment
EUT Information
EUT: BP 18 TBX
Operating mode: TX 2402, +4dbm
Polarization: Horizontal
FCC 2,4GHz LOWER BAND EDGE
120 T
i 2401989700 GHz
100 T 81,174 dByVim
g 80T f
>
= 4+
=
g 60T
T .
3 @ o
20 S
0 + + + + + + 4
2310 2350 2400 2450 2484
Frequency in MHz
AVG_MAXH ———  PK+_MAXH FCC Part 15 247 PK FCC Part 15247

Comment
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DUT Frequency Result
(MHz)
2480.000000 | PASS

EUT Information

EUT

Operating mode
Antenna polarization

i

BP 18 TBX
TX 2480, +4dbm
Vertical

FCC_2,4GHz UPPER BAND EDGE

120 1

100 1

80 1

601

Level in dBy\V/im

2479380000 GHz

TG,SSO?W@ B
i

)\

EUT Information

EUT:

Operating mode:

Antenna polarization:

2420 2440 2460 2480 2500

Frequency in MHz

PK+_MAXH FCC Pant 15.247 PK FCC Part 15.247

Comment

BP 18 TBX
TX 2480, +4dbm
Horizontal

FCC_2,4GHz UPPER BAND EDGE

120 1

100 1

Level in dBpV/im

40 1

20 1

80 1

60 1

2,479580000 GHz
83,776 dBpVim

+ + ™ 0 4 4.5 + L2 “t

2420 2440 2460 2480 2500

Frequency in MHz
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3.8 47 CFR § 15.247 (e) — Power Spectral Density

For digitally modulated systems, the power spectral density conducted from the intentional radiator to the antenna
shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous transmission. This power
spectral density shall be determined in accordance with the provisions of paragraph (b) of this section. The same
method of determining the conducted output power shall be used to determine the power spectral density.

3.8.1 Test procedure

According ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024

a) Set analyser center frequency to EUT channel center frequency
b) Set the RBW between 3 kHz to 100 kHz

c) Set VBW > 3 x RBW

d) Set the frequency span to 1.5 times the EUT bandwidth

e)

Use peak detector and max hold function. Trace to fully stabilize 3 times.
f) If measured value exceeds requirements, then reduce RBW (no less than 3 kHz) and repeat

5.8.2 Test setup

For the test setup refer to chapter 1.4.
3.8.3 Test equipment

For the test setup refer to chapter 1.3.

3.8.4 Test results

DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
2402.000000 2401.797500 -11.614 8.0 PASS

Power Spectral Density (AVGPSD-3)

-101

-20

-301

-40

-507

Level in dBm

2401.25 24014 2401.6 2401.8 2402 2402.2 2402.4 2402.6 2402.75
Frequency in MHz

Limit Sum Level L 2 PSD
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Spectrum I

Ref Level -10.00 ¢8m & RBW 10 kHz
Att 10 dB & SWT 6 ms & VBW 30 kHz  Mode Sweep
SGL Count 10000/10000

[[controlled by EMC32 @12m Max

-20 éBm

30 d&m o a [\f\l V\;E"/\‘/NJK

h
D>
b
4

VI

FIRY S s
-40 ddm r’\r

A

-50 cigf
/-

fgdam

-70 dBm

B0 gBm

-90 gBm

<100 dBm

CF 2.402 GHz 300 pts

L J

Span 1.5 MH2
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Level in dBm

DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
2402.000000 2401.982500 | -11.863 8.0 | PASS
Power Spectral Density (AVGPSD-3)
10
0_..

2402
Frequency in MHz

2402.5

Limit Sum

Spectrum I

*

Level PSD

Ref Level -10.00 ¢8m
Att
SGL Count 5000/5000

10 dB & SWT 12 ms & VBW 30 kHz

» RBW 10 kHz
Mode Sweep

Controlled by EMC32 @12m Max

-20 cdBm

-30 dBm

. T
N\‘,I.A\}{'.ljrl LJNUMF"‘B’ h“s'l“iv\-\l“ML‘

Aol
‘] 1

-40 ddm tr

Mhin
i W"Lnj

A JJAA(“V‘\‘ |
il

-50 dBm
ey

W

-Bi m

I

0 dBm

80 agBm

-90 dBm

100 dBm

CF 2.402 GHz

600 pts Span 3.0 MH2

o

. J L

J
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DUT Frequency
(MHz)

Frequency
(MHz)

PSD
(dBm)

Limit
Max
(dBm)

Result

2440.000000

2439.947500

-12.627

8.0

PASS

Power Spectral Density (AVGPSD-3)

-207

-301

-40

-507

Level indBm

2430.25 2439.4

2439.8

Frequencyin MHz

2440 2440.2 2440.4 2440.6 2440.75

Limit

Speactrum I

Sum Level

PSD

4

Ref Level -10.00 ¢8m
Att
SGL Count 10000/10000

=« RBW

10 kH2

10 dB & SWT 6 ms & VBW 30 kHz

Mode Sweep

Controlled by EMC32 @12m Max

-20 dBm

(TAN

A

-30 dBm

{

o

\

AR

AN

-40 cdBm

¥
NV

50 dBip=
/

\I‘\

.,4513 dBm

W

-70 dBmn

80 gBm

-90 GBm

<100 dBm

CF 2.44 GHz

—

\ J L

300 pts

Span 1.5 MHz

T
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DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
2440.000000 2439.982500 | -12.796 8.0 | PASS

Power Spectral Density (AVGPSD-3)

Level in dBm

2440 2440.5

Frequency in MHz

Limit Sum

Spectrum I

*

Level PSD

Ref Level -10.00 ¢8m
Att
SGL Count 5000/5000

10 dB & SWT 12 ms & VBW 30 kHz

&« RBW 10 kHz
Mode Sweep

Controlled by EMC32 @12m Max

-20 ¢Bm

-30 dBm

o ]-{ll"”“r‘w

~.;M..‘\}"“|,. ) {“'\a{h

-—

Ay

-40 cdm

A
T
T l“

La

<50 ¢Bm
v

Gl

-60,G9m
/

0 dBm

B0 gBm

-90 GBm

<100 dBm

CF 2.44 GHz

600 pts Span 3.0 MH2

X
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PSD
(dBm)

Limit Result
Max
(dBm)

DUT Frequency
(MHz)

Frequency
(MHz)

2480.000000 2479.972500 | -12.906 PASS

Power Spectral Density (AVGPSD-3)

i

-107

-207

-307

-40-

-501

Level in dBm

2480 2480.2 2480.4

Frequency in MHz

2479.25 2479.4 2479.6 2479.8

2480.6 2480.75

4

Limit Sum Level PSD

Spectrum I

&

Ref Level -10.00 ¢8m w RBW 10 kHz
Att 10 dB & SWT 6 ms » VBW 30 kHz
SGL Count 10000/10000

Mode Sweep

Controlled by EMC32 @12m Max

-20 ¢Bm

F

no

A "
-30 gBm K y Ly y

7 ! N \ WA AN / W\ \
S \f} SR W VM

-40 cdm

a
NN

WA

v
50 d?fr}’“’

WA\
\

dBm

6

>3
A f

-70 dBm

80 gBm

-90 GBm

<100 dBm

CF 2.48 GHz 300 pts

Span 1.5 MHz

- 4L
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DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
2480.000000 2479.977500 | -13.043 8.0 | PASS
Power Spectral Density (AVGPSD-3)
10¢
0_..

Level in dBm

2480
Frequency in MHz

2480.5

¢

PSD

Sum Level

Limit

Spectrum I

Ref Level -10.00 ¢8m « RBW 10 kHz
Att 10 dB & SWT 12 ms & VBW 30 kHz
SGL Count 5000/5000

Mode Sweep

Controlled by EMC32 @12m Max

-20 ¢Bm

-30 dBm

o ™ UU\'J"-W“A!

—

L
1

LM

-40 cdm

LT ')
o \f"h mik.

L

<

W,

1
urd

CF 2.48 GHz 600 pts

\ j. J

Span 3.0 MHz
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4 Annex | — Additional data

. |
Si=
. |

Cross-reference table

Section
47 CFR IC requirements within .
Test . Conclusion
requirements the
report
Antenna Requirement § 15.203 RSS-G;éwgssue 5 3.1 PASS
AC Line Conducted Emission § 15.207 (a) RSS'Ggé‘gSS”e 5 3.2 PASS
RSS-Gen Issue 5
§8.9*
. e § 15.205, § 15.209, RSS-Gen Issue 5
Spurious emission § 15.247 (d) §8.10% 3.3 PASS
RSS-247 Issue 4
§6.6*
6 dB Emission Bandwidth § 15.247 (a) (2) RSS§'§4371'(S:)“3 4 3.4 PASS
Maximum peak output power §15.247(b) (3) RSSé%427 :Iasgue 4 3.5 PASS
100 kHz Bandwidth of RSS-247 Issue 4
Frequency Band Edge § 15.247 (d) §6.6* 3.6 PASS
Power Spectral Density §15.247 (e) RSS§_§A:'371I(S§)UG 4 3.7 PASS

— CAB identifier: SI0001
— ISED#: 21434

*Note: Radiated measurements performed in laboratory recognized by ISED Canada:
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4.1 Occupied bandwidth (99% emission bandwidth)

The occupied bandwidth or the “99% emission bandwidth” is defined as the frequency range between two points,
one above and the other below the carrier frequency, within which 99% of the total transmitted power of the
fundamental transmitted emission is contained.

411 Test procedure
According ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024

a) The spectrum analyzer center frequency is set to the nominal EUT channel center frequency.
The span range for the EMI receiver or spectrum analyzer shall be between two times and five
times the OBW.

b) The nominal IF filter bandwidth (3 dB RBW) shall be in the range of 1% to 5% of the OBW and
video bandwidth (VBW) shall be approximately three times RBW, unless otherwise specified
by the applicable requirement.

c) Set the reference level of the instrument as required, keeping the signal from exceeding the
maximum input mixer level for linear operation. In general, the peak of the spectral envelope
shall be more than [10 log (OBW/RBW)] below the reference level. Specific guidance is given
in4.1.5.2.

d) Steps a) through c¢) might require iteration to adjust within the specified tolerances.

e) The dynamic range of the instrument at the selected RBW shall be more than 10 dB below the
target “-xx dB down” requirement; that is, if the requirement calls for measuring the —20 dB
OBW, the instrument noise floor at the selected RBW shall be at least 30 dB below the

reference value.

f) Set detection mode to peak and trace mode to max hold.

g) Determine the reference value: Set the EUT to transmit an unmodulated carrier or modulated
signal, as applicable. Allow the trace to stabilize. Set the spectrum analyser marker to the
highest level of the displayed trace (this is the reference value).

h) Determine the “—xx dB down amplitude” using [(reference value) — xx]. Alternatively, this
calculation may be made by using the marker-delta function of the instrument.

i) If the reference value is determined by an unmodulated carrier, then turn the EUT modulation
ON, and either clear the existing trace or start a new trace on the spectrum analyser and allow the
new trace to stabilize. Otherwise, the trace from step g) shall be used for step ).

j) Place two markers, one at the lowest frequency and the other at the highest frequency of the
envelope of the spectral display, such that each marker is at or slightly below the “-xx dB down
amplitude” determined in step h). If a marker is below this “—xx dB down amplitude” value,

then it shall be as close as possible to this value. The occupied bandwidth is the frequency
difference between the two markers. Alternatively, set a marker at the lowest frequency of the
envelope of the spectral display, such that the marker is at or slightly below the “~—xx dB down
amplitude” determined in step h). Reset the marker-delta function and move the marker to the
other side of the emission until the delta marker amplitude is at the same level as the reference
marker amplitude. The marker-delta frequency reading at this point is the specified emission
bandwidth.

k) The occupied bandwidth shall be reported by providing plot(s) of the measuring instrument
display; the plot axes and the scale units per division shall be clearly labeled. Tabular data may
be reported in addition to the plot(s).

41.2 Test setup
For the test setup refer to chapter 1.4.
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4.1.3 Test equipment
For the test setup refer to chapter 1.3.

i

DUT Frequency | Bandwidth Limit Min | Limit Max | Band Edge Left | Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right

(MHz)
2402.000000 1.050000 - - 2401.467500 2402.517500

(continuation of the "99 % Bandwidth" table from column 6 ...)

DUT
(MHz)

Frequency

Result

2402.000000

PASS

99 % Bandwidth

Level in dBm

KN
Q
;

)
i
¥

W
2
¥

401

-50T

2401

Frequency in MHz

2403

Spectrum I

Ref Level -10.00 ¢8m
Att 10 dB
SGL Count 100/100

SWT 189.56 ps & VBW 30 kHz

« RBW 10 kHz

Mode Auto FFT

Controlled by EMC32 @1Pk Max

-20 ¢Bm

M v
1'\.".[ \‘." '\J""‘ I“XA».Y S

-30 dBm

-40 cBm '\/le

o
Ao la
g g

LA ¥

50 dBm

W \_/-.,-.“,1;

N
\‘ I f"\

nd .'\ Al

-60 dBm

-70 dBm

80 aBm

-90 GBm

<100 dBm

CF 2.402 GHz

400 pts

| - 4

Span 2.0 MHz

D |
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DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
2402.000000 2.050000 --- --- 2400.975000 2403.025000

(continuation of the "99 % Bandwidth" table from column 6 ...)

DUT Frequency Result
(MHz)
2402.000000 | PASS

99 % Bandwidth

Level in dBm

2400 2401 2402 2403 2404
Frequency in MHz

Spectrum I ln'?l

Ref Level -10.00 ¢8m ® RBW 20 kHz

Att 10dB  SWT 54.2 ps & VBW 100 kHz Mode Auto FFT
SGL Count 100/100

Controlled by EMC32 @1Pk Max

-20 dBm n
.,' |
A _\ ('l".\v-."h‘ \"‘._{1}"1 A Ad A
f y Y ‘J \’_\_\
AN M,

-40 cGBm — o ‘\

-30 gBm

-50 dBm - -
f“f hf\'l A
i | ALY §
Y sen— L L VAANA
) l‘ r}

-70 g8

80 aBm

-90 GBm

<100 dBm

CF 2.402 GHz 400 pts Span 4.0 MH2

>

FRE -
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DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left | Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
2440.000000 1.050000 --- --- 2439.467500 2440.517500

(continuation of the "99 % Bandwidth" table from column 6 ...)

DUT Frequency Result
(MHz)
2440.000000 PASS

99 % Bandwidth

i

Level in dBm

Frequencyin MHz

Speactrum I

Ref Level -10.00 ¢8m
Att 10 d8
SGL Count 100/100

SWT 189.6 ps & VBW 30 kHz

« RBW 10 kHz
Mode Auto FFT

Controlled by EMC32 @1Pk Max

-20 dBm

[t
!

M A

-30 dBm

.
ot
T VS

-40 dBm o

50 dBm

s ami—4

"N
Y

»/

A

N/ LJ"/I

a ‘L_J“fr

-70 dBm

-80 dBm

-90 GBm

<100 dBm

CF 2.44 GHz

Span 2.0 MH2

>

- J L

400 pts
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Limit Min
(MHz)

Bandwidth
(MHz)

DUT Frequency
(MHz)

Limit Max
(MHz)

Band Edge Left
(MHz)

Band Edge
Right
(MHz)

2440.000000 2.040000

2438.985000

2441.025000

(continuation of the "99 % Bandwidth" table from column 6 ...)

DUT Frequency Result
(MHz)

2440.000000

PASS

99 % Bandwidth

Level in dBm

2441

Frequency in MHz

Spectrum I

Ref Level -10.00 ¢8m » RBW
Att 10 dB

SGL Count 100/100

20 kKHz
SWT 594.2 ps w VBW 100 kHz

Mode Auto FFT

Controlled by EMC32 @1Pk Max

-20 dBm

~ A
. AWAVE
X..

P
Nl

-30 dBm

A 3
v i AP /
L

-40 cdm 7

<50 dBm rrd

| A M
N o T

"

A\

6t et

-70 dBm

-80 dBm

-90 GBm

<100 dBm

CF 2.44 GH2z

400 pts

e

| - J .

4

Span 4.0 MH2z
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i

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
2480.000000 1.050000 --- --- 2479.467500 2480.517500
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
2480.000000 | PASS
99 % Bandwidth
-20T
c 4
oM
©
£
°©
>
Q
|
2479 2479.5 2480 2480.5 2481

Frequency in MHz

Speactrum I

Ref Level -10.00 ¢8m
Att 10 dB
SGL Count 100/100

« RBW 10 kHz
SWT 189.6 ys & VBW 30 kHz

Mode Auto FFT

Controlled by EMC32 @1Pk Max

-20 gBm

/ !
W A'L‘AA j 1)
G~ 28
/

-30 dBm . II Y

,«"J"

TRV AT o

A\ ) }"j' .

Vi

A
v

-40 cdm 7
’\

'

Ly

-50 dBm /

A

N ‘r'\"‘n G

»
|| P A P 1.
BB —

-70 g8

80 dBm

-90 GBm

<100 dBm

CF 2.48 GHz

- 4L

Span 2.0 MHz

400 pts
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99 % Bandwidth
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Level in dBm

2478
Frequency in MHz

Spectrum I

w RBW 20 kHz
SWT 94.2 ps & VBW 100 kHz

Ref Level -10.00 ¢8m
Att 10 dB
SGL Count 100/100

Mode Auto FFT

Controlled by EMC32 @1Pk Max

-20 dBm

-30 dBm sy

IR JVV ‘ﬁ V

-40 cBm

50 dBm 7

e Ad!

A JAY

L0 ety —
\n[’

-70 dBm ¥

80 agBm

-90 dBm

<100 dBm:

CF 2.48 GHz 400 pts

. 1L J

Span 4.0 MHz

END OF TEST REPORT




