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D2

The D2 was designed to be a cost effective way to add audio to any home. Using the latest digital
technology, the D2 is able to run much cooler than a standard class AB amplifier, meaning it can be
placed in almost any dry location. We also added convenience features: A subwoofer RCA out,
Bluetooth, and a mono switch so you can play both channels of music in full range from all
speakers.

Box Contents

- D2 - Power Cord - User Manual
Features
1. Bluetooth antenna 8. Subwoofer out
2. Bluetooth pairing/release button 9. Knob gain control
3. eARC (HDMI) input 10. Dip switches
4. Analog RCA input UP [FULL_] BTON | STEREO | BRIDGE OFF | MASTER|_BTPRIORTY
5' Link’ in and out DOWN | HIGH | BTOFF | MONO | BRIDGEON | SLAVE | BTINFERIORITY
6. Speaker connections 11. Power switch
7. Knob subwoofer frequency 12. Power 120V - 240V AC
adjustment
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Installation

Connectingtoa TV
1. Connect the D2 Amplifier to a TV with an

HDMI cable
2. Set dip switch 6 to the BT Inferiority

setting (down) amn
3. Connect an RCA or LFE cable from the 123456

powered subwoofer to the D2 “Sub out”
4, Connect the speakers or soundbar

SPEAKERS SUBWOOFER
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Installation

Linking Multiple D2 Amplifiers Together

1. Set dip switch 5 to corresponding position on each D2 (Master or Slave).
2. Connect an LFE or RCA cable to the “Link Out” on the Master D2 to the “Link In" on the

Slave D2.
3. For linking more D2 amplifiers, repeat the “Link Out” to “Link In” process to each
additional D2
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Bridging Two D2 Amplifiers

1. Set dip switch 4 to “Bridge Mode"” on both D2 amplifiers

2. Connect either the Left or Right channel to the top two speaker posts (Top left +, top left
)

3. Connect the source via RCA to both D2 amplifiers, with the white RCA going into what
would be the left channel and the red going into what would be the right channel.
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Specifications

D2

Amplifier Type: 2-Channel Digital Amp

Power Output: 100W @ 8Q2

200W @ 4Q)

Bridge: 400W @ 8Q)

Inputs: HDMI eARC, Link,

Analog, Bluetooth

Outputs: Sub out with adjustable
Subwoofer Out: crossover, Link
Bluetooth: Bluetooth 5.3

Power Requirements: | 100-240V 50/60Hz
Dimensions: W:8.7"x D:9.9" x H:1.7"

220 x 252 x 43.5mm

Weight: 4 |bs

FCC Caution:
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must accept any interference received, including interference
that may cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance could void the user’s authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is
no guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception,which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following
measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.

To maintain compliance with FCC” s RF Exposure guidelines, This equipment should be installed and operated with minimum distance between 20cm the radiator your body: Use only the supplied antenna.




