
LCD Projector Product Specification
Model TP360 Android version

Product
picture

Product 
parameters

Product Color White
Product size 151.4*140*154.4mm

Optical 
parameters

Native Resolution 720P (1280X720)
Color Temperature 8000K（±10%）

Brightness(Lumens) 200 Ansi LM
Contrast Ratio 2000
Uniformity 75%
Aspect Ratio 16:9
Throw Ratio 0.8:1
Keystone Correction automatic
Language Support for multiple languages
Bulb Life 50000 Hrs
Lamp Type White LED module
Adjustment Mode Manual focus
Operation Mode Button pannel and remote control
Projection Distance 0.6M-2.5M
Projection Size 25-110 inch

system 
parameter

Same screen mirroring ScreenCast
system Android 14

CPU
Allwinner H726
Quad-core 64-bit Quad-core Arm® 
Cortex®-A53 CPU

GPU Arm® Mali™-G31 GPU 
Buffer Memory(RAM) 1GB 
Storage(ROM) 8GB

WIFI AIC8800DC  -- Dual band 2.4G/5G 
WiFi6 + BT5.4 Module

BT Bluetooth 5.4



Basic 
parameters

Video File

Full-format decoding including 
HEVC/VP9/AVS2/AVC 8K@24fps and 
MPEG1/MPEG2/ 1080p/60fps 
decoding and so on

Audio File MP3/WMA
Image File JPG,BMP,PNG,support image scaling
Key control power button
remote control Infrared remote controller
Speaker 1X3W
Bluetooth audio support
Optical power 30W
Overall Power 
Consumption

38W
Working Voltage(V) 36V-0.95A/12V-1.0A
interface  USB*1/HDMI *1/DC*1

Power indicator light LED (red when powered on, green 
when turned on)

Projection Mode Rotate Front,Rotate Rear,Rotate 
Ceiling,Rotate Rear Ceiling

Standby power 0.3W 
product 

accessories Standard Accessory Gif BOX、User Manual，Power，
Remote control,



FCC Warning Statement: Changes or modifications to this unit not expressly
approved by the party responsible for compliance could void the user’s
authority to operate the equipment. This equipment has been tested and found
to comply with the limits for a Class B digital device, pursuant to Part 15 of the
FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful
interference to radio or television reception, which can be determined by
turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to
which the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) this device may not cause harmful interference,
and (2) this device must accept any interference received, including
interference that may cause undesired operation.

FCC Radiation Exposure Statement

The antennas used for this transmitter must be installed to provide a separation
distance of at least 20 cm from all persons and must not be co‐located for
operating in conjunction with any other antenna or transmitter.


