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HUAK TESTING

4.5 Conducted Band Edge and Spurious Emission Measurement

Test Specification

Test Requirement: FCC Part15 C Section 15.247 (d)

Test Method: KDB 558074 D01 15.247 Meas Guidance v05r02

In any 100 kHz bandwidth outside of the authorized
frequency band, the emissions which fall in the
non-restricted bands shall be attenuated at least 20 dB /
30dB relative to the maximum PSD level in 100 kHz by
RF conducted measurement and radiated emissions
which fall in the restricted bands, as defined in Section
15.205(a), must also comply with the radiated emission
limits specified in Section 15.209(a).

Limit:

OO >

Test Setup:

Spectrum Analyzer EUT

Test Mode: Transmitting mode with modulation

1. The testing follows FCC KDB Publication 558074 D01
15.247 Meas Guidance v05r02.

2. The RF output of EUT was connected to the spectrum
analyzer by RF cable. The path loss was
compensated to the results for each measurement.

3. Set to the maximum power setting and enable the
EUT transmit continuously.

4. Set RBW =100 kHz, VBW=300 kHz, Peak Detector.
Unwanted Emissions measured in any 100 kHz
bandwidth outside of the authorized frequency band

Test Procedure: shall be attenuated by at least 20 dB relative to the
maximum in-band peak PSD level in 100 kHz when
maximum peak conducted output power procedure is
used. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over
a time interval, the attenuation required under this
paragraph shall be 30 dB instead of 20 dB per
15.247(d).

5. Measure and record the results in the test report.

6. The RF fundamental frequency should be excluded
against the limit line in the operating frequency band.

Test Result: PASS
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HUAK TESTING
Test Instruments

RF Test Room

Equipment Manufacturer| Model [Serial Number Calibration Calibration
Date Due
Spectrum analyzer Agilent N9020A HKE-025 Feb. 19, 2025 | Feb. 18, 2026
Spectrum analyzer Agilent N9020A HKE-117 Feb. 19, 2025 | Feb. 18, 2026
High Z?lslts filter |\ tonscend | JS0806-F | HKE-055 Feb. 19, 2025 | Feb. 18, 2026
RF Cable

(9KHz-26.5GHz) Tonscend 170660 N/A Feb. 19,2025 | Feb. 18, 2026

RF automatic

Tonscend JS0806-2 HKE-060 Feb. 19, 2025 | Feb. 18, 2026

control unit
JS1120-3
RF Test software Tonscend Version HKE-083 N/A N/A
3.5.39

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

/4 > 1T Q\

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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HUAK TESTING
Test Data

802.11b Modulation
Lowest Channel Highest Channel

Band Edge Band Edge

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
B T O 5 Y N MM E Y RS TR oo ac ] et | AIGNAUTO  [o4msipusepns a0z
Center Freq 2.365000000 GHz #Avg Type: RMS = 4 Center Freq 2.495000000 GHz #Avg Type: RMS e 4

Frequency

‘PNO: Fast —»~ Trig:FreeRun Avg|Hold: 1001100 'PNO: Fast ~»= Trig:FreeRun Avg|Hold: 1001100
IFGain:Low #Atten: 30 dB IFGain:Lov #Atten: 30 dB
Auto Tune Auto Tune
Ref Offset 8.64 dB Ref Offset 8.64 dB
Ref 20.00 dBm - Ref 20.00 dBm
CenterFreq o CenterFreq
2365000000 GHz 2.495000000 GHz
J—
StartFreq StartFreq
2300000000 GHz 2440000000 GHz
[
StopFreq| StopFreq|
2.430000000 GHz 2550000000 GHz
[
Stop 2.43000 GHz| CFStep| Start 2.44000 GHz CFStep|
#VBW 300 kHz Sweep 12.47 ms (1001 pts] 13.000000 MHz| #Res BW 100 kHz 11.000000 MHz|
FUNCTION | FUNCTION WIDTH FNCTICNVALE o (Ao ey FUNCTION | FUNCTION WIDTH FNCTICNVALE o (Ao ey
| oatosGHzl sasasm| | [ W [N | 2ss3cgm| | J—
2.400 00 GHz 39396dBm| [ [}
2.390 00 GHz 48506dBm| | ] Freq Offset Freq Offset|
231000GHz|  $0363dBm| [ | | 0Hz, 0Hz,
2.39997 GHz 3936dBm| [ [}
N A A

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
so Al L [ GEMEINT] [ AIGNAUTO o | ke oo Al L [ GENSEINT] ALIGNAUTO

Center Freq 2.412000000 GHz #Avg Type: RMS RACE Frequency Center Freq 2.462000000 GHz #Avg Type: RMS Rac Frequency —_
BN fast o Trig:Free Run Avg|Hold: 1001100 BROTFost r Trig: Free Run AvglHold: 1001100 @
IFGain:Low #Atten: 30 dB IFGain:Low #Atten; 30 dB

Ref Offset .64 dB WMkr1 2.411 97 GHz GO Ref Offset8.64 dB Mkr1 2.461 97 GHz S —
Ref 28.64 dBm 3.169 dBm Ref 28.64 dBm 2.972 dBm| ’ U
CenterFreq Center Freq -

2412000000 GHz, 2462000000 GHz|
—— >PR
y [

StartFreq StartFreq
/L[UV\M J\m\ 2387000000 GHz| 2.447000000 GHz| ‘
S~——

J’J\ StopFreq Stop Freq

J\\M 2427000000 GHz, 2477000000 GHz|

CF Step| CFStep
xkn\ 3.000000 MHz 3.000000 MHz
Man Auto an

Freq Offset
0Hz

Freq Offset
0Hz,

Span 30.00 MHz, Center 2.46200 GHz Span 30.00 MHz,
#VBW 300 kHz Sweep 2.933 ms (1001 pts) #Res BW 100 kHz #/BW 300 kHz Sweep 2.933 ms (1001 pts)

sTaTUS
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Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
S O I 2 N O [ MM TET R R ST R o ac ] T [ Gweemt 0 AIGNAUTO [4sizaPMsepnaazs
Center Freq 515.000000 MHz ) : RMS RACE Center Freq 515.000000 MHz ) #Avg Type: RNS 55
O: Past —»+ Trig: Frez Run AvglHold: 1010 RO Fast > Trig: Free Run AvglHold: 10110
IFGain:Low __#Atten: 20 dB \FGain:Low _ #Atten: 20 dB

Frequency

Auto Tune|

Auto Tune|
Ref Offset 8.64 dB N Ref OffsetB8.64 dB N
Ref 18.64 dBm . Ref 18.64 dBm -41.357 dBm|

Center Freq|
515.000000 MHz

Center Freq|
515000000 MHz

StartFreq
30.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1.000000000 GHz|

Stop Freq
1.000000000 GHz

J—

CF Step CF Step
97.000000 MHz 97.000000 MHz
Auto Man Auto Man

FreqOffset
0Hz

FreqOffset
0 Hz,

Start 30.0 MHz Stop 1.0000 GHz Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts| #Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts;

sTaTUS

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

T T O = ) BV . o R =T e o L [ eenm  AIGIAUTO |Msadssepinzes
Center Freq 13.750000000 GHz i #Avg Type: RMS Rec: (CLTES) Center Freq 13.750000000 GHz ) #Avg Type: RMS TR

O Tost > Trig: Free Run Avg|Hold: 10110 oot —r Trig: Free Run AvglHold: 10110

IFGain:Low #Atten: 20 dB #Atten: 20 dB

Ref Offect .64 4B Mkr2 1.607 75 GHZ AutoliLe Aot Offeats 64 dB Mkr2 25.339 75 GHZ]
Ref 18.64 dBm -47.098 dBm| Ref 18.64 dBm -49.124 dBm)

Frequency

Auto Tune|

Center Freq
13.750000000 GHz

\[1 Center Freq
13.750000000 GHz|

StartFreq|
1.000000000 GHz|

StartFreq|
1.000000000 GHz,

Stop Freq

Stop Freq

26.500000000 GHz| 26.500000000 GHz

JE—

Stop 26.50 GHz| CF Step K Stop 26.50 GHz CFStep

#VBW 300 kHz Sweep 2.438 s (30001 ptsyf RPN # #VBW 300 kHz Sweep 2.438 s (30001 pts)fPLLVIIITERF

MKR MODE TRC| SCL X Y FUNCTION FUNCTION WIDTH FUNCTION VALJE & MKR MODE| TRC| SCL X Y FUNCTION FUNCTION WIDTH FUNCTIONVALUE A m han)

1 IR 241185 GHz gottdgm [ T 1 INNEEEA| 40250 GHz asesdBm [ | M
I N 1] f]  teor7scHz|  drosedem| [ | | U N [1[f|  2553975GMz|  dsia4dBm| | | |

S A . I A FreqOffset

0Hz,

sTaTUS
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Middle Channel

Agilent Spectrum Analyzer - Swept SA
o R R s0a Al L [ SENSEINT] ALIGNAUTO

Center Freq 2.437000000 GHz #Avy Type: RMS
AvglHold: 1001100

== Trig: Free Run
#Atten: 30 dB

Ref OffsetB.64 dB
Ref 28.64 dBm

W

bbb

Center 243700 GHz
#VBW 300 kHz

Agilent Spectrum Analyzer - Swept SA

#Avg Type: RNS

T E T
Center Freq 13.750000000 GHz
AvglHold: 1010

et —+ Trig: Free Run
IFGain:Low #Atten: 20 dB
Ref Offset8.64 dB
Ref 18.64 dBm

Stan 1.00 GHz
#VBW 300 kHz

X A FUNCTION
[ 243735GHz|  2030dBm| |
[ 162476GHz| 46565eBm[ [ T |
- o r
- ¢
1

FUNCTION WIDTH

FUNCTION VALLE

-+
- ¢
- ¢
) A
i - ¢
1 [ 1 |
<

| [ ENSEINT] ALIGNAUTO  |04:45:37 PM Sep03, 2025
TRAC P

Stop 26.50 GHz
Sweep 2.438 5 (30001 pts

Frequency

Auto Tune|

CenterFreq|
2437000000 GHz

StartFreq
2.422000000 GHz|

Stop Freq
2.452000000 GHz

CF Step
3.000000 MHz,
Auto Man

FreqOffset
OHz

Span 30.00 MHz]
Sweep 2.933 ms (1001 pts)

Spurious Emission

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz
PI

Ref Offset 8.64 dB
Ref 18.64 dBm

Start 30.0 MHz

soa Al L [ SESEINT] | ALGNAUTO

#Avg Type: RMS Frequency

AvglHold: 1010

= Trig; Free Run
#Atten: 20 dB
Auto Tune

Mkr1 829.44 MHz
-39.002 dBm|

CenterFreq|
515.000000 MHz

StartFreq|
30.000000 MHz|

Stop Freq
1.000000000 GHz|

CF Step
$§7.000000 MHz|
uto Man|

Freq Offset|
0 Hz|

Stop 1.0000 GHz

#VBW 300 kHz Sweep 94.00 ms (30001 pts)

Frequency

Auto Tune|

CenterFreq|
13.750000000 GHz

StartFreq
1.000000000 GHz,

Stop Freq
26500000000 GHz

CF Step
2550000000 GHz|
(s}

=
=
El

I|E

FreqOffset
OHz

sTATUS

\ Wl Y /4

Shenzhen HUAK Testing Technology Co., Ltd.
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HUAK TESTING
802.11g Modulation

Lowest Channel Highest Channel
Band Edge Band Edge
Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

g RL_ [ R soe ac |l [ sEMEINT] [ AIGNAUTO | F g RL_ [ R soc A ] [ GENGENT] 0 | AUGNAUTO |
Center Freq 2.365000000 GHz #Avg Type: RMS TRAC (L7 Center Freq 2.495000000 GHz #Avg Type: RM:

Frequency

PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100 PNO: Fast ~»~- Trig:Free Run Avg|Hold: 1001100
IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB
Auto Tune| Auto Tune
Ref Dffset 8.64 dB ", Ref Offset 864 dB
Ref 20.00 dBm . Ref 20.00 dBm
CenterFreq 1 CenterFreq
2.365000000 GHz| 2.495000000 GHz
[
StartFreq StartFreq|
2.300000000 GHz, 2.440000000 GHz
Lt JE—
StopFreq| Stop Freq
2430000000 GHz, 2.550000000 GHz
J——
Stop 2.43000 GHz] CFStep Start 244000 GHz Stop 2.55000 GHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 12.47 ms (1001 pts] 13.000000 MHz #VBW 300 kHz Sweep 10.53 ms (1001 pts) ST TEH
WKR MODE TRZ SCL FUNCTION FUNCTION WIDTH FUNCTICNVALUE A MKR MODE| TRC| ¢CL FUNCTION FUNCTICN WIDTH FUNCTION VBLUE A M Lt
1 IR 3 41193.GHz 2506 dEm I R 1 RN 246200 Ghiz T S —— |
[1[f[  240000GHz| _40391dBm| | [ | T [ sodszaBm| [ [ |
[ 239%000GHz| 49380dBm| | [ | 3 IIIIIII___ FreqOffset
231000GHz|  50050dBm| | ] 249477GHz[  A7d67dBm| | [ | 0Hz,
239984GHz| _ S7gsddBm| [ [ | _——

<

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
so Al L [ GEMEINT] [ AIGNAUTO E I

Center Freq 2.412000000 GHz ) #Avg Type: RMS (R Center Freq 2.462000000 GHz ) #Avg Type: RMS
Trig:FreeRun Avg|Hold: 1001100 et - Trig: Free Run Avg|Hold: 100100

PNO: Fast —— PNC: Fast
IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB
Mkr1 2.411 94 GHZ AuolLne Mkr1 2.461 34 GHZ
T 0016 atn mime D7 o )

Frequency

CenterFreq
2.462000000 GHz|

CenterFreq
2412000000 GHz|

StartFreq 1 StartFreq
2.397000000 GHz| 2.447000000 GHz|
teapr MWWWWWMM o

W\’k StopFreq|

2.477000000 GHz|

StopFreq|
2427000000 GHz

CF Ste|
3.000000 MHz

'“I

CFStep
3.000000 MHz
Man

Freq Offset
0Hz

Freq Offset
0Hz

Span 30.00 MHz, Center 246200 GHz Span 30.00 MHz|
#VBW 300 kHz Sweep 2.933 ms (1001 pts) #VBW 300 kHz Sweep 2.933 ms (1001 pts)

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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Agilent Spectrum Analyzer - Swept SA
T ) = Vi s e e

Center Freq 515.000000 MHz § #Avg Type: RMS
RO: Fast ~> Trig: Free Run Avg|Hold: 10110
IFGain:Low #Atten: 20 dB

Agilent Spectrum Analyzer - Swept SA
T O = N OV N 2

Center Freq 515.000000 MHz . #Avg Type: RMS
NO: Fast ~>+ Trig:FreeRun AvglHold: 10/10
IFGain:Low

Frequency Frequency

#Atten: 20 dB
Auto Tune|

Mkr1 479.98 MHz|
Ref Offset 8.64 dB Ref Offset 864 dB
Ref 18.64 dBm Ref 18.64 dBM -55.947 dBm

CenterFreq|
515.000000 MHz

CenterFreq|
515.000000 MHz

StartFreq|
30.000000 MHz

StartFreq|
30.000000 MHz

StopFreq|

1.000000000 GHz 1.000000000 GHz,

J— —
CFStep CFStep
97.000000 MHz 97.000000 MHz

o Man

Auto Man|

FreqOffset
0 Hz,

FreqOffset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz

Start 30.0 MHz Stop 1.0000 GHz
i# ‘Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts;

Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts)

Agilent Spectrum Analyzer - Swept SA
o A I = O N M EE TR g T s | LT et AUGNAUTO  [iso6apusensans
Center Freq 13.750000000 GHz ) #Avg Type: RMS TRAcE edLencY Center Freq 13.750000000 GHz . #Avg Type: RNS pac

oot v Trig: Fres Run AvglHold: 10110 oot —r Trig: Free Run AvglHold: 10110

IFGain:Low #Atten: 20 dB IFGain:Low #Atten: 20 dB

Auto Tune

Ref Offset 8.64 dB Mkr2 1.607 75 GHz| Ref Offset8.64 dB Mkr2 1.640 90 GHz|
Ref 18.64 dBm -46.945 dBm Ref 18.64 dBm -47.072 dBm|

Agilent Spectrum Analyzer - Swept SA

Frequency

Auto Tune|

Center Freq
13.750000000 GHz

Center Freq
13.750000000 GHz

StartFreq|
1.000000000 GHz|

StartFreq
1.000000000 GHz,

Stop Freq
26500000000 GHz

Stop Freq

26.500000000 GHz|
IR
Stop 26.50 GHz CFStep . Stop 26.50 GHz CFStep
#VBW 300 kHz Sweep 2.438 s (30001 pts)fREX e # #VBW 300 kHz Sweep 2.438 s (30001 pts)fPLLVIIITERF
MKR MODE TRC| SC_ X v FUNCTION FUNCTIONWIDTH FUNCTION VALUE A & ey MKR MODE| TRC| SCL X Y FUNCTION FUNCTION WIDTH FUNCTIONVALUE A
[ N 1 ]f] 0 omsosGH o2oaddem| [ M (0 N [1[f]  248200GHz|  0780dBm| | | |
PN [1f[ 160775GHz|  46945dBm| [ | | | N [1[f]  164090GHz[ 47072dBm| | [ |
I A Freq Offset I I A
0Hz

usc sTaTUS
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Middle Channel

Spurious Emission

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

pa R | RS0 Al [ | GENSEINT|  ALGNAUTO | [ rammm— pa RL | RE S0 acl L [ SENSEINT] | ALGNAUTO |
Center Freq 2.437000000 GHz . #Avy Type: RNS Center Freq 515.000000 MHz . #Avg Type: RMS
= Trig: Free Run AvglHold: 1001100 s = Trig: Free Run AvglHold: 10110

#Atten: 30 dB #htten: 20 dB

Frequency

Auto Tune| Auto Tune|
Ref Offset8.64 dB s Ref Offset 864 dB Mkr1 480.02 MHz
Ref 28.64 dBm - Ref 18,64 dBm -55.635 dBm)|

CenterFreq|
515.000000 MHz

CenterFreq|
2437000000 GHz

StartFreq|
30.000000 MHz|

StartFreq
2.422000000 GHz|

Stop Freq
1.000000000 GHz|

Stop Freq
2.452000000 GHz

CF Step CF Step
3.000000 MHz, $§7.000000 MHz|
Auto Man uto Man|

Freq Offset|
0 Hz|

FreqOffset
OHz

[Center 243700 GHz Span 30.00 MHz] Start 30.0 Wz Stop 1.0000 GHz
#VBW 300 KHz Sweep 2.933 ms (1001 pts) #VBW 300 KHz Sweep 94.00 ms (30001 pts

Agilent Spectrum Analyzer - Swept SA

T T | | GENSEINT|  ALGNAUTO [05:01:56PMSen03,a0es

Center Freq 13.750000000 GHz . #Avy Type: RMS TRACE 4
oerost —r Trig: Free Run AvglHold: 1010

IFGain:Low #Atten: 20 dB

Frequency

Auto Tune|

Ref Offset8.64 dB
Ref 18.64 dBm

CenterFreq|
13.750000000 GHz

StartFreq
1.000000000 GHz,

Stop Freq
26500000000 GHz

/4> 1T Q\

Start 1,00 GHz Stop 26,50 CHz CF Step

#/BW 300 kHz Sweep 2.438 s (30001 pts)IRPEENF
X Y FUNCTION FUNCTION WIDTH FUNCTIONYVALUE A e (i
243650GHz|  2631dBm| | J—

162475 GHz 47189Bm| [T |
A A A FreqOffset
1 0Hz

-+
- ¢
- ¢
) A
i - ¢
1 [ [ 1
<

usc sTATUS

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China



WAL
Page 39 of 55 Report No.: HK2509014978-1E

HUAK TESTING
802.11n (HT20) Modulation

Lowest Channel Highest Channel
Band Edge Band Edge

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO sio Al [ GEMSEINT] | ALGNAUTO

Center Freq 2.365000000 GHz #Avg Type: RMS TRAC (R Center Freq 2.495000000 GHz #Avg Type: RMS
PNO: Fast —+— 1rig:FreeRun AvglHold: 100100 'PNO: Fast ~»~ Trig:Free Run Avg|Hold: 100/100

IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB
Auto Tune|

Frequency

Auto Tune

Ref Dffset 8.64 dB g Ref Offset £.64 dB
Ref 20.00 dBm - Ref 20.00 dBm
CenterFreq| 1 CenterFreq|
2365000000 GHz 2.495000000 GHz,
JE—
StartFreq StartFreq
2300000000 GHz 2.440000000 GHz|
IR
StopFreq StopFreq
2430000000 GHz 2550000000 GHz,
[
CFStep Start 244000 GHz Stop 2.55000 GHz CFStep
#Res BW 100 kHz . 13.000000 MHz #VBW 300 kHz Sweep 10.53 ms (1001 pts) 11 000000 MHz
WKR MODE TRZ SCL FUNCTION FUNCTION WIDTH FUNCTICNVALUE A MKR MODE TRC| SCL FUNCTION FUNCTIONWIDTH FUNCTIONVALUE A
B N [1]f] z 41206 GHz 3. 597 dBm N[t 246178 GHz X 927 dBm
[1] [1] _ 46.921 dBm
[ 53000GHz|  47667dBm| | 50.824 dBm
231000 GHz 513330Bm| |
239386GHz[ 34898 dBm

<

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
T =7 ) IV = T T .
Center Freq 2.412000000 GHz ) Avg Type: Log-Pwr (LR Center Freq 2.462000000 GHz ) #Avg Type: RMS AL —
BN fast o Trig:Free Run Avg|Hold: 1001100 BN rast r Trig: Free Run AvglHold: 100/100 v :
IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB R
Auto Tune
Ref Offset 8.64 dB Mkr1 2.411 94 GHz Ref Offset 864 dB Mkr1 2.461 82 GHz
Ref 28.64 dBm 1.557 dBm| Ref 28.64 dBm 2.951 dBm R

CenterFreq ’ U

CenterFreq

2412000000 GH| 2462000000 GHz| ==
PR
1
’1 StartFreq m StartFreq
2397000000 GHz 2.447000000 GHz
ol o [

StopFreq|
2427000000 GHz

StopFreq|
2477000000 GHz

'“I

CF Ste|

CFStep|
3.000000 MHz 3.000000 MHz
Ul - WWWﬂ Pt .

Freq Offset
0Hz

Freq Offset
0Hz

Span 30.00 MHz, Center 246200 GHz Span 30.00 MHz|
#VBW 300 kHz Sweep 2.933 ms (1001 pts) #VBW 300 kHz Sweep 2.933 ms (1001 pts)

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com

Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
T ) = O Vs - e

Center Freq 515.000000 MHz § #Avg Type: RMS
Trig: Free Run AvglHold: 10/10

PNO: Fast %~
IFGain:Low #Atten: 20 dB

Agilent Spectrum Analyzer - Swept SA
T O = N VT 52
=

Center Freq 515.000000 MHz . Avg Type: Log-Pwr
Trig: FreeRun AvglHold: 10110

PNO: Fast ~—
IFGain:Low #Atten: 20 dB

Frequency Frequency

Auto Tune|

Mkr1 480.02 MHZz

Ref Offset 8.64 dB -54.992 dBm)|

Ref Offset8.64 dB
Ref 18.64 dBm

Ref 18.64 dBm

CenterFreq|
515.000000 MHz

CenterFreq|
515.000000 MHz

StartFreq|
30.000000 MHz

StartFreq|
30.000000 MHz

StopFreq|
1.000000000 GHz|

StopFreq|
1.000000000 GHz|

"’I

CF Ste|
97.000000 MHz
Auto Man|

CFStep
97 000000 MHz|

FreqOffset
0 Hz,

FreqOffset
0 Hz

Stal’t 30.0 MHz Stop 1.0000 GHz

Slal’t 30.0 MHz Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts;

#VBW 300 kHz Sweep 94.00 ms (30001 pts)

Agilent Spectrum Analyzer - Swept SA

Y I T [ [ SEENT [ AUGNAUTO  [0513:03PMSep33, 2025 Frequenc R RIS Ac ] ] | SENSEINT|  ALIGNAUTO  [05:32:07PMSep03,2025
Center Freq 13.750000000 GHz ) Avg Type: Log-Pwr TRAC quency Center Freq 13.750000000 GHz ) #Avg Type: RS RacE|
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IFGi?ln :Low - #Atten: 20 dB |FGainTn§\l« #Atten: 20 dB
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Ref Offset 8.64 dB Ref Offset8.64 dB
Ref 18.64 dBm . Ref 18.64 dBm -46.817 dBm)
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Middle Channel

Agilent Spectrum Analyzer - Swept SA
o R R s0a Al L [ SENSEINT] ALIGNAUTO

Center Freq 2.437000000 GHz #Avy Type: RMS
AvglHold: 1001100

== Trig: Free Run
#Atten: 30 dB

Ref OffsetB.64 dB
Ref 28.64 dBm
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Agilent Spectrum Analyzer - Swept SA

#Avg Type: RNS

T E T
Center Freq 13.750000000 GHz
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PNO: Fast ~»— 1rig: Free Run
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StartFreq
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Spurious Emission

Agilent Spectrum Analyzer - Swept SA
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Start 30.0 MHz

soa Al L [ SESEINT] | ALGNAUTO

#Avg Type: RMS Frequency

AvglHold: 1010

= Trig; Free Run
#Atten: 20 dB
Auto Tune

Mkr1 479.98 MHz
-56.972 dBm|

CenterFreq|
515.000000 MHz

StartFreq|
30.000000 MHz|

Stop Freq
1.000000000 GHz|

CF Step
$§7.000000 MHz|
uto Man|

Freq Offset|
0 Hz|

Stop 1.0000 GHz

#VBW 300 kHz Sweep 94.00 ms (30001 pts)

Frequency

Auto Tune|

CenterFreq|
13.750000000 GHz

StartFreq
1.000000000 GHz,

Stop Freq
26500000000 GHz

CF Step
2550000000 GHz|
(s}

=
=
El

I|E

FreqOffset
OHz

sTATUS

\ Wl Y /4

Shenzhen HUAK Testing Technology Co., Ltd.

Tel.: +86-0755-2302 9901

E-mail: info@huak.com Web.: www.huak.com

Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China



Page 42 of 55 Report No.: HK2509014978-1E

HUAK TESTING
4.6 Radiated Spurious Emission Measurement

Test Specification

Test Requirement: FCC Part15 C Section 15.209
Test Method: ANSI C63.10: 2020
Frequency Range: 9 kHz to 26 GHz
Measurement Distance: 3m
Antenna Polarization: Horizontal & Vertical
Operation Mode: Transmitting mode with modulation
Frequency Detector RBW VBW Remark
9kHz- 150kHz | Quasi-peak | 200Hz 1kHz Quasi-peak Value
150kHz- Quasi-peak 9kHz 30kHz | Quasi-peak Value
Receiver Setup: 30MHz
30MHz-1GHz | Quasi-peak | 120KHz | 300KHz | Quasi-peak Value
Peak 1MHz 3MHz Peak Value
Above 1GHz Peak 1MHz 10Hz Average Value
Frequenc Field Strength Measurement
9 y (microvolts/meter) Distance (meters)
0.009-0.490 2400/F(KHz) 300
0.490-1.705 24000/F(KHz) 30
1.705-30 30 30
30-88 100 3
88-216 150 3
Limit: 216-960 200 3
Above 960 500 3
Field Strength | Measurement
Frequency . Distance Detector
(microvolts/meter)
(meters)
500 3 Average
Above 1GHz 5000 3 Peak

For radiated emissions below 30MHz

RX Antenna

Test Setup: | | t
e \ 4

Ground Plane

Receiver
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30MHz to 1GHz

Ant. feed
point
< 3m >

"'l' 14m
e EUT /Tm »
0.8 m|
Ground Plane
| Receiver | W
Above 1GHz
b 3m
o [EUT]
| Taa

Ground Plane

1. For the radiated emission test below 1GHz:
The EUT was placed on a turntable with 0.8 meter
above ground. The EUT was set 3 meters from the
interference receiving antenna, which was mounted
on the top of a variable height antenna tower. The
EUT was arranged to its worst case and then tune
the antenna tower (from 1 m to 4 m) and turntable
(from 0 degree to 360 degrees) to find the maximum
reading. A pre-amp and a high PASS filter are used
for the test in order to get better signal level.
2. For the radiated emission test above 1GHz:
Test Procedure: Place the measurement antenna on a turntable with
1.5 meter above ground, which is away from each
area of the EUT determined to be a source of
emissions at the specified measurement distance,
while keeping the measurement antenna aimed at
the source of emissions at each frequency of
significant emissions, with polarization oriented for
maximum response. The measurement antenna
may have to be higher or lower than the EUT,
depending on the radiation pattern of the emission
and staying aimed at the emission source for
receiving the maximum signal.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com

Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Test Procedure:

The final measurement antenna elevation shall be
that which maximizes the emissions. The
measurement antenna elevation for maximum
emissions shall be restricted to a range of heights of
from 1 m to 4 m above the ground or reference
ground plane.

3. Corrected Reading: Antenna Factor + Cable Loss +

Read Level - Preamp Factor = Level

4. For measurement below 1GHz, If the emission level
of the EUT measured by the peak detector is 3 dB
lower than the applicable limit, the peak emission
level will be reported. Otherwise, the emission
measurement will be repeated using the quasi-peak
detector and reported.

5. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the
emission being measured;

(2) Set RBW=120 kHz for f < 1 GHz; VBW =RBW,;
Sweep = auto; Detector function = peak; Trace =
max hold;

(3) Set RBW =1 MHz, VBW= 3MHz for f 1 GHz for
peak measurement.

6.For average measurement: VBW = 10 Hz, when duty

cycle is no less than 98 percent.VBW = 1/T, when
duty cycle is less than 98 percent where T is the
minimum transmission duration over which the
transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.

Test Results:

PASS

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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Test Instruments
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Radiated Emission Test Site (966)
Na_me of Manufacturer Model Serial Calibration Calibration
Equipment Number Date Due
Spectrum analyzer Agilent N9020A HKE-025 Feb. 19, 2025 | Feb. 18, 2026
Spectrum analyzer Agilent N9020A HKE-117 Feb. 19, 2025 | Feb. 18, 2026
Spectrum analyzer R&S FSV3044 HKE-126 Feb. 19, 2025 | Feb. 18, 2026
Preamplifier EMCI EMC051845S | HKE-006 Feb. 19, 2025 | Feb. 18, 2026
Preamplifier Schwarzbeck BBV 9743 HKE-016 Feb. 19, 2025 | Feb. 18, 2026
Preamplifier A.H. Systems SAS-574 HKE-182 Feb. 19, 2025 | Feb. 18, 2026
6dB Attenuator Pasternack 6db HKE-184 Feb. 19, 2025 | Feb. 18, 2026
EMI Test Receiver | S o ESR-7 HKE-010 | Feb. 19,2025 | Feb. 18,2026 |
Boadband | schwarzbeck | VULB9168 | HKE-167 | Feb. 21,2024 | Feb. 20, 2026 :j
Loop Antenna COM-POWER AL-130R HKE-014 Feb. 21,2024 | Feb. 20, 2026 f
Horn Antenna Schewarzbeck 9120D HKE-013 Feb. 21,2024 | Feb. 20,2026 |
EMI Test Software Tonscend |JS32-RE 5.0.0| HKE-082 / /
RSE Test Software | Tonscend JS%?&%SE HKE-184 / /

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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Below 1GHz Test Results
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All the test modes completed for test. Only the worst result was reported as below:

Antenna polarity: Horizontal

110

100

Q0

80

70

60

50

Level[dBuv/m]

40

FCC PART 15 C CLASS B

FCCPART 15 C CLASS B-QP Limit

-

— QP Limit

® QP Detector

—— Horizontal PK

Frequency[Hz]

1 44.5646 -13.72 47.61 33.89 40.00 6.11 100 204 Horizontal
2 54.2743 -13.50 45.96 32.46 40.00 7.54 100 320 Horizontal
3 94.0841 -15.78 50.63 34.85 43.50 8.65 100 178 Horizontal
4 109.6196 -14.22 53.30 39.08 43.50 4.42 100 127 Horizontal
5 173.7037 -16.83 53.99 37.16 43.50 6.34 100 196 Horizontal
6 240.7007 -13.63 51.59 37.96 46.00 8.04 100 335 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;

Margin = Limit — Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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Antenna polarity: Vertical

110 FCC PART15C CLASS B

100
a0
80

70

60 FCC PART 15 C CLASS B-QP Limit

50 |—

40

9
30

Level[dBuV/m]

30M 100M 1G

Frequency[Hz]
— QP Limit — Vertical PK

@ QP Detector

1 30.0000 -15.74 50.06 34.32 40.00 5.68 100 121 Vertical N
2 40.6807 -13.83 48.41 34.58 40.00 5.42 100 289 Vertical %

54.2743 -13.50 47.42 33.92 40.00 6.08 100 321 Vertical T
4 91.1712 -16.91 52.04 35.13 43.50 8.37 100 293 Vertical j
5 144.5746 -18.32 56.50 38.18 43.50 5.32 100 35 Vertical o
6 165.9359 -17.41 55.68 38.27 43.50 5.23 100 158 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level

Harmonics and Spurious Emissions
Frequency Range (9kHz-30MHz)

Frequency (MHZz) Level@3m (dBuV/m) Limit@3m (dBuV/m)

Note:1. Emission Level=Reading+ Cable loss-Antenna factor-Amp factor.

2. The emission levels are 20 dB below the limit value, which are not reported. It is deemed to comply with the requirement.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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Above 1GHz Test Results
All the test modes completed for test. Only the worst result was reported as below:
For 1GHz to 18GHz

Antenna polarity: Horizontal

110 FCC PART 15 C CLASS B

100
Q0

80 FCC PART 15 C CLASS B-PK Limit.

70

G0 FCC PART15C CIASS BAV Limg

Level[dBuv/m]

50 13 A T——
4 4 g
3
40
P 3

30 &
20
10

0 L L L L L I L |

1G 2G 3G 4G 6G 8G 18G

Frequency[Hz]
—— PK Limit —— AV Limit —— Horizontal PK —— Horizontal AV
¥ AV Detector

1 1575.657 52.69 33.97 -18.72 74.00 40.03 150 130 Horizontal
2 | 3651.065 5155 38.97 -12.58 74.00 35.03 150 80 Horizontal
3 | 5461.746 50.53 4153 -9.00 74.00 32.47 150 290 Horizontal
4 | 7395.439 50.44 46.62 -3.82 74.00 27.38 150 330 Horizontal
5 | 9329.132 50.51 49.77 -0.74 74.00 2423 150 210 Horizontal
6 10655.26 51.38 52.85 1.47 74.00 21.15 150 330 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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Antenna polarity: Vertical

110

100

a0

80

Page 49 of 55

FCC PART15C CLASS B

Report No.: HK2509014978-1E

FCC PART 15 C CLASS B-PK Limit

70

60

FCC PART 15C CLASS B-AV Li

50

Level[dBuV/m]

40

30

20

3G

4G

6G

18G

— PK Limit — AV Limit — Vertical PK — Vertical AV eneneE]
#* AV Defector
1 | 1686.068 | 5247 33.91 -18.56 74.00 40.09 150 80 Vertical
2 | 3580558 | 5219 38.98 -13.21 74.00 35.02 150 100 Vertical
3 | 4639664 | 5223 4213 -10.10 74.00 31.87 150 120 Vertical
4 | 7966996 | 4993 48.19 174 74.00 25.81 150 60 Vertical
5 | 9497149 | 4000 49.31 0.31 74.00 24.69 150 0 Vertical
6 | 1070477 | 4957 51.42 1.85 74.00 22.58 150 280 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;

Margin = Limit — Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document

is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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For 18GHz to 26GHz

Antenna polarity: Horizontal

110 FCC PART15C CLASS B

100
a0

80 FCC PART 15 C CLASS B-PK Limit

70

60 FCC PART 15 C CLASS B-AV Limit

50

Level[dBuv/im]

40

30

20

10

0 I |

18G 206 266G
Frequency[Hz]
— PK Limit — AV Limit —— Horizontal PK —— Horizontal AV
¥* AV Defector
/
1 18916.89 39.94 45.56 5.62 74.00 28.44 150 100 Horizontal S
2 19500.95 39.53 45.63 6.10 74.00 28.37 150 200 Horizontal |=-
f
3 20048.20 40.05 46.23 6.18 74.00 2777 150 40 Horizontal ¢
4 20377.05 40.68 46.58 5.90 74.00 27.42 150 20 Horizontal s
5 21123.51 41.64 46.95 5.31 74.00 27.05 150 220 Horizontal
6 2179317 42.39 47.94 5.55 74.00 26.06 150 30 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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Antenna polarity: Vertical

110

100

a0

80

Page 51 of 55

FCC PART15C CLASS B
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FCC PART 15 C CLASS B-PK Limit

70

60

FCC PART 15 C CLASS B-AV Limit

50

Level[dBuV/m]

30

20

10

0

“ o

18G

— PK Limit

— AV Limit

20G

— Vertical PK

Frequency[Hz]

— Vertical AV

26G

% AV Detector
1 19423.34 39.44 45.50 6.06 74.00 28.50 150 230 Vertical
2 19914.59 40.03 46.20 6.17 74.00 27.80 150 170 Vertical
3 20719.47 40.26 46.01 5.75 74.00 27.99 150 180 Vertical
4 21141.1 41.90 47.21 5.31 74.00 26.79 150 260 Vertical
5 21792.37 42.69 48.24 5.55 74.00 25.76 150 130 Vertical
6 22408.44 43.88 49.56 5.68 74.00 24.44 150 110 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;

Margin = Limit — Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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4.7 Antenna Requirement

Standard Applicable

For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall be
designed to ensure that no antenna other than that furnished by the responsible party shall be used with
the device. And according to FCC 47 CFR Section 15.247, if transmitting antennas of directional gain
greater than6dBi are used, the power shall be reduced by the amount in dB that the directional gain of
the antenna exceeds 6dBi.

Refer to statement below for compliance.

The manufacturer may design the unit so that the user can replace a broken antenna, but the use of a
standard antenna jack or electrical connector is prohibited. Further, this requirement does not apply to
intentional radiators that must be professionally installed.

Antenna Connected Construction

The antenna used in this product is an FPC Antenna, need professional installation, not easy to remove.
It conforms to the standard requirements. The directional gains of antenna used for transmitting is
4.49dBi.

Antenna

2= H|

|® |

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
...,



i} Page 53 of 55 Report No.: HK2509014978-1E

HUAK TESTING
5. Test Setup Photos of the EUT

Radiated Emission
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RF Conducted Emission
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The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
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6. Photos of the EUT
Reference to the report: ANNEX A of external photos and ANNEX B of internal photos.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
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