Brookstone

REAL-TIME
LED TICKER

USER MANUAL
MODEL: BS-TICKL-SLV

ITEMS INCLUDED

Please verify that all items are included.
« Brookstone Real-Time LED Ticker x1
e USB-C Charging Cable x1
¢ User Manual x1

PRODUCT FEATURES
¢ Real-time LED display
e Wi-Fi connectivity
« Browser-based setup and control
« Download additional display apps
o Adjustable screen brightness
e Schedule apps to run automatically
« Supports multiple information displays
e Simple web-based management
e Compact desktop design

GETTING STARTED
Before using your LED display:
« Have a 2.4 GHz Wi-Fi network available.

« Make sure your phone, tablet, or computer has Wi-Fi
enabled.

e Keep the included USB-C cable nearby.

Important: Initial setup requires a 2.4 GHz Wi-Fi network. A 5

GHz-only network cannot be used during the first-time setup.

CHARGING & POWERING ON
TO POWER THE DISPLAY
1. Connect the included USB-C cable to the display.

2. Connect the other end to a 5V USB power adapter (not
included).

3. Plug the adapter into a power outlet.

The display will automatically power on.

WAIT FOR STARTUP
After powering on:
e Allow the startup process to finish.
« Do not disconnect power during startup.

When setup is complete, the display will show:

CONNECT TO WIFI PIXEL

or

192.168.4.1

The display is now ready for setup.

CONNECT YOUR PHONE TO THE DISPLAY
1. Open the Wi-Fi Settings on your phone or tablet.
2. Locate the temporary Wi-Fi network named: PIXEL
3. Connect to the PIXEL network.

Note: Your device may indicate that the network has no
internet connection. This is normal during setup. Remain
connected until setup is complete.
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CONNECT THE DISPLAY TO YOUR WI-FI NETWORK

After connecting to the PIXEL network:
Step 1

Tap Scan Wi-Fi.

Select your home Wi-Fi network.

Step 2

Enter:
e Wi-Fi Password
e Time Zone
« City (optional)

Verify all information is correct.

Step 3
Tap Save & Reboot.

The LED display will restart and connect to your Wi-Fi
network

PIXEL Wi-Fi Setup

RECORD THE LOCAL IP ADDRESS
After successfully connecting

The display will show:

Example:

192.168.1.158

Important: Write down or take a photo of the IP address. You'll
need it to access the display settings.

OPEN THE CONTROL PAGE

To manage your display:

Step 1

Connect your phone, tablet, or computer to the same Wi-Fi
network as the LED display.

Step 2

Open any web browser.

Type the IP address shown on the display into the address bar.
Example:

http://192.168.1.158

The LED display control page will open.

Note: Your IP address will likely be different from the example
shown above.

MANAGING APPS

From the control page you can:
e Launch installed apps
« Configure app settings
e Schedule apps
« Download new apps from the App Store

RUN AN APP
Tap Run.

The selected app will immediately appear on the LED display.

APP SETTINGS
Some apps include additional settings.
Tap Settings to customize supported apps.

SCHEDULING
Use the Schedule option to automatically launch supported
apps at specific times.

APP STORE
Browse and install additional compatible display apps.
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System Settings

The System Settings page allows you to customize your
display.

Available settings include:

e Wi-Fi Network

e Screen Brightness
e Time Zone

e Schedule

« Power Saver

ADJUSTING SCREEN BRIGHTNESS
1. Open System Settings.
2. Adjust the brightness slider.
3. Tap Apply Brightness.

POWER SAVER
Power Saver allows the display to turn off and on automatically.
You can configure:

e Screen Off Time

e Screen OnTime

CHANGING WI-FI NETWORKS

If you need to connect to a different Wi-Fi network:
1. Open System Settings.
2. Tap Scan.
3. Select the new Wi-Fi network.
4. Enter the password.
5. Tap Save & Reboot.
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TROUBLESHOOTING

PIXEL Wi-Fi Network Does Not Appear
« Verify the display is powered on.
e Wait until CONNECT TO WIFI PIXEL appears.
« Restart the display if necessary.

Display Will Not Connect to Wi-Fi
e Confirm you are using a 2.4 GHz Wi-Fi network.
o Verify the Wi-Fi password.
e Move the display closer to your router during setup.

Cannot Open the Control Page
« Confirm your device is connected to the same Wi-Fi
network.
« Enter the IP address exactly as shown on the display.

« If your router has restarted, the IP address may have
changed.

Words or Numbers Appear Cut Off In Photos

When taking photos, some words or numbers on the screen
may appear partially cut off or incomplete. This is caused by
the phone camera’s shutter speed not being synchronized
with the screen’s refresh rate and does not indicate a display
issue.

To reduce this effect, use Pro or Manual mode, disable Auto
Exposure, set the shutter speed to approximately 1/100s or
1/120s, and lower the ISO as needed.

HELPFULTIPS

« Save a photo of the display's IP address after setup. Use
the same Wi-Fi network on your phone and the LED
display when making changes.

e The available apps and interface may change as software
updates are released.

CARE & MAINTENANCE
To keep your LED display operating properly:
e Use only a suitable 5V USB power source.
o Keep the display dry.
« Avoid excessive heat.
o Disconnect power before cleaning.
e Clean using a soft, dry cloth.

« Do not disassemble or modify the product.

SPECIFICATIONS

FEATURE DESCRIPTION
Model BS-TICKL-SLV
Power Input 5V USB
Charging Port UsSB-C
Connectivity 2.4 GHz Wi-Fi
Control Method Web Browser
Brightness Control Yes
Scheduling Yes

App Store Support Yes

WARNING Not a Toy - KEEP AWAY FROM CHILDREN
The BROOKSTONE® trademarks, names and logos are owned by
BKST Brand Holdings LLC® 2026. All rights reserved. Manufactured,
marketed and distributed by Truststone Group, LLC under license.
Customer Service: customerservice@truststonegroup.com
WARNING Cancer and Reproductive Harm -www.P65Warnings.ca.gov

Please Visit us at www.truststonegroup.com
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MADE IN CHINA

FCC Statement

This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against harmful
interference in a residential installation. This equipment generates, uses
and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will
not occur in a particular installation. If this equipment does cause harmful
interference to radio or television reception, which can be determined by
turning the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

Reorient or relocate the receiving antenna.

«Increase the separation between the equipment and receiver.

«Connect the equipment into an outlet on a circuit different from that to
which the receiver is connected.

«Consult the dealer or an experienced radio/TV technician for help.
Caution: Any changes or modifications to this device not explicitly
approved by manufacturer could void your authority to operate this
equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to
the following two conditions: (1) This device may not cause harmful
interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation.

RF Exposure Information

This equipment complies with FCC radiation exposure limits set forth for
an uncontrolled environment. This equipment should be installed and
operated with minimum distance 20cm between the radiator and your
body.




