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TEST REPORT DECLARATION
Applicant - Qingdao Machenike Technology Co., Ltd.

Room 1005, Building 1, No.169 Binhai Road, Jimo District, Qingdao City,
Shandong Province, China.
Manufacturer - Qingdao Machenike Technology Co., Ltd.

Room 1005, Building 1, No.169 Binhai Road, Jimo District, Qingdao City,

Address

Address Shandong Province, China.
EUT Description : Gaming Mouse
(A)  Model No. . MK-G7
(B) Trademark : MACHENIKE

Measurement Standard Used:

FCC Rules and Regulations Part 15 Subpart C Section 15.249
ANSI C63.10-2020

Test Result: PASS

The device described above is tested by Shenzhen PSI Testing Co., Ltd. to determine the maximum
emission levels emanating from the device. The maximum emission levels are compared to the FCC Part
15 Subpart C limits both conducted and radiated emissions. The test results are contained in this test report
and Shenzhen PSI Testing Co., Ltd. is assumed of full responsibility for the accuracy and completeness of
these tests.

After the test, our opinion is that EUT compliance with the requirement of the above standards.

This report applies to above tested sample only. This report shall not be reproduced in parts without written
approval of Shenzhen PSI Testing Co., Ltd.

Tested by (name + signature).............. 'IIT:S!LXEZZ?r?eer f{yﬁbf Pa«g

Approved by (name + signature).......: Simple Guan {71" b

Project Manager

Date of iISSUE......cvvvieiiiiiieeedd Jan.20, 2026
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1. General Information
1.1. Description of Device (EUT)

EUT Name
Model No./HVIN
DIFF.

Power supply

Radio technology
Operation frequency
Modulation

Channel No.
Antenna Type

Software version
Hardware version

Intend use environment

Note

Shenzhen PSI Testing Co., Ltd.

Gaming Mouse

MK-G7

N/A

DC 3.7V From Battery or DC 5V 300mA

2.4G SRD
2402-2480MHz
GFSK

79CH
PCB antenna, maximum gain is 2.08dBi.

N/A
N/A

Residential, commercial and light industrial environment

Antenna information is provided by applicant.
Testing lab is not responsible for the accuracy of the information.
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1.2. Test Facility

Shenzhen PSI Testing Co., Ltd.

1-2/F., Building 5, Yudafu Industrial Park, No.10, Xingye West Road, Shajing Subdistrict, Bao'an
District, Shenzhen, Guangdong, China

September 21, 2023 File on Federal Communication Commission
Registration Number: 916281

September 21, 2023 Certificated by IC
Registration Number: 31123
CAB identifier: CN0158
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1.3. Equipment List

Item | Equipment Manufacturer | Model No. | Serial No. Flrmvyare Last Cal. el
Version Interval
9*6*6 anechoic ok
1. chamber SKET 9*6*6 N/A / 2025.12.18| 3 Year
2. Test Receiver | Rohde&Schwarz ESCI 7 101032/003 | 4.42 SP3 |2025.12.18| 1 Year
3. L.I.S.N.#1 Rohde&Schwarz| ENV 216 102282 / 2025.12.18| 1 Year
4. L.I.S.N.#2 EMCO 3810-2 00094944 / 2025.12.18| 1 Year
5. Loop Antenna | Schwarz beck fggg 00128 / 2025.01.02| 2 Year
6. Bilog Antenna | Schwarz beck | VULB 9168 01448 / 2025.01.02| 2 Year
7. Spectrum | o de&Schwarz | FSVA40-N 101648 3.70  [2025.12.18| 1 Year
Analyzer
8. Horn Antenna Schwarz beck BBH%9120 02706 / 2025.01.02| 2 Year
9. Amplifier SKET LNPA_0118 | SK20220329 / 2025.12.18| 1 Year
G-50 01
10. Horn Antenna Schwarz beck | BBHA 9170 00946 / 2024.12.31| 2 Year
11. Amplifier SKET LNPA_18804 SK20190403 / 2025.12.18| 1 Year
G-50 02
1138.3004.0
12. |RF Power Probe| Rohde&Schwarz| NRP-zZ11 | 2-1111533-F / 2025.12.18| 1 Year
z
13. | RF Sensor Unit Tachoy TR1029-2 20223328P0 / 2025.12.18| 1 Year
14, Spectrum Agilent N9O20A |MY51281067| A.14.03 [2025.12.18| 1 Year
Analyzer
15, | 1emp. & Humid Auchno 9606 / / 2025.12.18| 1 Year
Chamber
16. Regulated DC Xinouhua ADC120V10| 2022112516 / 2025.12.18| 1 Year
Power Supply A 38
17. Cable SKET Cable-RE-1 #02/#03 / 2025.12.18| 1 Year
18. Cable SKET Cable-RE-2 #01 / 2025.12.18| 1 Year
19. Cable SKET Cable-RE-3 #04 / 2025.12.18| 1 Year
20. Cable SKET Cable-CE-1 A-E-24 / 2025.12.18| 1 Year
21. | 6dB Attenuator Schwarzbeck DG%SESZN CK4186 / 2025.12.18| 1 Year
22. Power meter Agilent E4419B GB40202121 / 2025.12.18| 1 Year
93, | Comprehensive | o o e Schwarz| CMW 500 | 145266 / |2025.12.18| 1 Year
Test Instrument
For Test Software Information
Iltem Software Name Manufacturer Version
RE EZ EMC Farad PSI-3A1
CE EZ EMC Farad PSI-3A1
RF RTS TACHOY V1.0.0
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2. Summary Of Measurement

2.1. Summary of Test Result

EMISSION
Description of Test Item Test Requirement Standard Paragraph Results
Power Line Conducted Emission Test FCC Part 15 Section 15.207 P
Spurious Emission Test FCC Part 15 Section 15.249&15.209 P
Occupied bandwidth FCC Part 15 Section 15. 249 P
Band edge Requirement FCC Part 15 Section 15.249&15.209 P
Antenna Requirement FCC Part 15 Section 15.203 P

Note: 1. P is an abbreviation for Pass.
2. F is an abbreviation for Fail.

3. N/A is an abbreviation for Not Applicable.

4. The conclusion of this test report is judged by actual test data without considering measurement

uncertainty.

Note: The EUT has been tested as an independent unit. And continual transmitting in maximum power.
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2.2. Test Connection

Auxiliary EUT
Equipment

A 4

2.3. Assistant Equipment Used For Test

No. Description Manufacturer Model Serial Number | Certification
1 Notebook computer DELL Vostro 3520 / 1
2 N/A N/A N/A N/A N/A

2.4. Accessories of Device (EUT)

Accessories : N/A
Manufacturer : N/A
Model © N/A
Rating : N/A

2.5. Test Mode

Mode Channel Frequency(MHz)
CHO1 2402
CH40 2441
CFR CH79 2480
Charging
Note: According exploratory test, EUT will have maximum output
power in those data rate. So those data rate were used for all test.
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2.6. Software test version and power setting information

Software testing version

Manufacturer's special fixed frequency method

Mode

The client 's preset testing software is used to control the operation of EUT in
continuous transmission mode and select the testing channel, wireless mode:

Power level setup by client

Mode Channel Frequency (MHZz) Soft Set

CHO1 2402 TX level is set as

GFSK CH40 2441 TX level is set as

CH79 2480 TX level is set as

Operation Frequency each of channel
Channel Frequency Channel Frequency Channel Frequency | Channel Frequency
1 2402MHz 21 2422MHz 41 2442MHz 61 2462MHz
2 2403MHz 22 2423MHz 42 2443MHz 62 2463MHz
3 2404MHz 23 2424MHz 43 2444MHz 63 2464MHz
4 2405MHz 24 2425MHz 44 2445MHz 64 2465MHz
5 2406MHz 25 2426MHz 45 2446MHz 65 2466MHz
6 2407MHz 26 2427MHz 46 2447MHz 66 2467MHz
7 2408MHz 27 2428MHz 47 2448MHz 67 2468MHz
8 2409MHz 28 2429MHz 48 2449MHz 68 2469MHz
9 2410MHz 29 2430MHz 49 2450MHz 69 2470MHz
10 2411MHz 30 2431MHz 50 2451MHz 70 2471MHz
11 2412MHz 31 2432MHz 51 2452MHz 71 2472MHz
12 2413MHz 32 2433MHz 52 2453MHz 72 2473MHz
13 2414MHz 33 2434MHz 53 2454MHz 73 2474MHz
14 2415MHz 34 2435MHz 54 2455MHz 74 2475MHz
15 2416MHz 35 2436MHz 55 2456MHz 75 2476MHz
16 2417MHz 36 2437MHz 56 2457MHz 76 2477MHz
17 2418MHz 37 2438MHz 57 2458MHz 77 2478MHz
18 2419MHz 38 2439MHz 58 2459MHz 78 2479MHz
19 2420MHz 39 2440MHz 59 2460MHz 79 2480MHz
20 2421MHz 40 2441MHz 60 2461MHz

Shenzhen PSI Testing Co., Ltd.
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2.7. Test Conditions

Temperature range 21-25C
Humidity range 40-75%
Pressure range 86-106kPa

2.8. Measurement Uncertainty (95% confidence levels, k=2)

Item Uncertainty
Power Line Conducted Emissions Test 2.13dB
Radiation Emission test in 3m chamber(Below 30MHZz) 4.07dB
Radiation Emission test in 3m chamber(30MHz to 1GHz) 4.51dB
Radiation Emission test in 3m chamber(1GHz to 18GHz) 5.07dB
Radiation Emission test in 3m chamber(18GHz to 40GHZz) 5.21dB

Radio Frequency 48.24KHz
Conducted RF Power 0.41dB
Power Spectral Density 0.39 dB
Occupied-Bandwidth 968Hz

Duty Cycle 1%
Conducted-Spurious Emission 1.26dB
Shenzhen PSI Testing Co., Ltd. Tel: 0755-23011775 | E-mail: service@psi-lab.cn | http://www.psi-lab.com
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3. Radiated Emission and Band Edge

3.1. Radiated Emission Limits
FCC Part 15.209

Frequency Distance Field Strengths Limits
MHz (Meters) uv/m dB uV/m
0.009 ~ 0.490 300 2400/F(kHz)
0.490 1.705 30 24000/F(kHz)
1.705 30 30 30 29.5
30 88 3 100(3nW) 40
88 216 3 150(6.8nW) 43.5
216 960 3 200(12nW) 46
Above 960 3 500(75nW) 54
. 113.97(peak)
Carrier frequency 3 50000(avg) 93.97(avg)
Notes: 1. Emission level = Read level + Antenna Factor - Preamp Factor + Cable Loss
2. The smaller limit shall apply at the cross point between two frequency bands.
3. Distance is the distance in meters between the measuring instrument, antenna and the
closest point of any part of the device or system.
4. For frequencies above 1000 MHz, the field strength limits are based on average limits.
However, the peak field strength of any emission shall not exceed the maximum permitted
average limits specified above by more than 20 dB under any condition of modulation.

Spectrum Parameter Setting
Detector Peak
Attenuation Auto
Start Frequency 1000 MHz

Stop Frequency 10th carrier harmonic

RB / VB (emission in restricted band) 1MHz/3MHz
Receiver Parameter Setting
Attenuation Auto

9kHz~90kHz / RB 200Hz for PK & AV
90kHz~110kHz / RB 200Hz for QP
110kHz~490kHz / RB 200Hz for PK & AV
490kHz~30MHz / RB 9kHz for QP
30MHz~1000MHz / RB 120kHz for QP

Start ~ Stop Frequency
Start ~ Stop Frequency
Start ~ Stop Frequency
Start ~ Stop Frequency
Start ~ Stop Frequency

Shenzhen PSI Testing Co., Ltd. Tel: 0755-23011775 | E-mail: service@psi-lab.cn | http://www.psi-lab.com
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3.2. Test Procedure

a. The measuring distance of 3m shall be used for measurements. The EUT was placed on the top of a
rotating table 0.8 meter above the ground at a 3 meter semi-anechoic chamber. The table was rotated
360 degrees to determine the position of the highest radiation(Below 1GHz)

b. The measuring distance of 3m shall used for measurements. The EUT was placed on the top of a
rotating table 1.5 meter above the ground at a 3 meter semi-anechoic chamber. The table was rotated
360 degrees to determine the position of the highest radiation(Above 1GHz)

c. The height of the test antenna shall vary between 1m to 4m.Both horizontal and vertical polarization of
the antenna are set to make the measurement.

d. The initial step in collecting radiated emission data is a receive peak detector mode. Pre-scanning the
measurement frequency range. Significant peaks are then marked and then Quasi Peak detector mode
re-measured.

e. All readings are peak unless otherwise stated QP in column of Note. Peak denoted that the Peak
reading compliance with the QP limits and then QP Mode measurement didn’t perform
(Below 1GHz)

f.  All readings are Peak mode value unless otherwise stated AVG in column of Note. If the Peak mode
measured value compliance with the Peak limits and lower than AVG Limits, the EUT shall be deemed to
meet Peak & AVG limits and then only Peak mode was measured, but AVG mode didn’t perform.(Above
1GHz)

g. For the actual test configuration, please refer to the related Item —EUT Test Photos.

Note: Both horizontal and vertical antenna polarities were tested
and performed pretest to three orthogonal axis. The worst case emissions were reported

3.3. Test Setup
(A) Radiated Emission Test-Up Frequency Below 30MHz

RX Antenna
: |
e 3m > T
im
Y ;
Metal Full Soldered Ground Plane
00
Spectrum Analyzer / Receiver
Shenzhen PSI Testing Co., Ltd. Tel: 0755-23011775 | E-mail: service@psi-lab.cn | http://www.psi-lab.com
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(B) Radiated Emission Test-Up Frequency 30MHz~1GHz
RX Antenna

Ant. feed
point

Metal Full Soldered Ground Plane

S0

Spectrum Analyzer [ Receiver

(C) Radiated Emission Test-Up Frequency Above 1GHz
RX Antenna

Ant. feed
point

EUT 44— 3m EEE——
—I D‘E:'—— 1-4m

+

1.5m

Mctol Full Soldored Ground Plonc

== ..

Spectrum Analyzer / Receiver

3.4. Eut Operating Conditions
The EUT tested system was configured as the statements of 2.4 Unless otherwise a special operating

condition is specified in the follows during the testing.

3.5. Test Results
For the actual test, please refer to the ANSI C63.10, refer to section 7 for more detail

Shenzhen PSI Testing Co., Ltd. Tel: 0755-23011775 | E-mail: service@psi-lab.cn | http://www.psi-lab.com
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We have scanned from 9kHz to the 10th harmonic of the EUT’s highest frequency.
Detailed information please see the following page.

From 9KHz to 30MHz:

Test Date : 2026.01.14 Temperature 1 22.4°C
Test Engineer : Felix Pang Humidity D 44%
Test Mode . GFSK mode

Test Results : PASS

The amplitude of spurious emissions which are attenuated by more than 20dB below the

Note: permissible value has no need to be reported.

From 30MHz to 1000MHz:

Test Date : 2026.01.14 Temperature 1 224°C
Test Engineer : Felix Pang Humidity D 44%
Test Mode : GFSK mode

Test Results . PASS

1. The test results are listed in next pages.

2. If the limits for the measurement with the average detector are met when using a
Note: | receiver with a peak detector, the test unit shall be deemed to meet both limits and the
measurement with the average detector and quasi-peak detector need not be carried out.
3. All modes have been tested, and only worst data of GFSK 2415MHz mode was listed
in this report.

Shenzhen PSI Testing Co., Ltd. Tel: 0755-23011775 | E-mail: service@psi-lab.cn | http://www.psi-lab.com
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Polarization: Vertical
20.0 dBu¥/m

70
(7]
HCC Clas3 B 3M |Radigtion
50 Wargin -6 fi |r
|
40 I -
2
30 L}% 4 o )
S T T
20 % hUM i mﬁiﬁ“ 1 -MJ“, l.s.-.w
10 W MWMMW
0.0
30.000 1] 100 MHz] hO0 1000.0
Frequency | Reading | Factor | Level Limit |Margin|_
bk (MHz) (dBuV) | (dB/im) |(dBuV/m)|(dBuV/m)| (dB) o
1 57.7961 | 46.82 | -22.38 | 24.44 | 4000 |-1556| QP
2 | 1494857 | 56.45 | -2055 | 3590 | 4350 |-7.60 | QP
3 | 1614740 | 50.98 | -2063 | 30.35 | 4350 |-13.15| QP
4 | 189.7384 | 5123 | -23.09 | 2814 | 4350 |-15.36| QP
5 | 2325318 | 50.30 | -22.88 | 27.42 | 4600 |-1858| QP
6 | 462.3455 | 4161 | -1554 | 26.07 | 46.00 |-19.93| QP

Note: Level = Reading + Factor Margin = Level - Limit
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Polarization: Horizontal
20.0 dBu¥/m

70
G0
HCC Class B 3M R adigtion
50 L -h 1l !-
|
40 I L
5 5
30 2 it 1 ?LL peak

N i F’MWW(LMW WU ,M‘“‘W il
10 Wmmmw M%M

W T
0.0
30.000 60 100 [MHz) H00 1000.0
No. | Froaseny Treadng [ Facr | Lovel | Lt Mg o
1 102.3596 45.48 -24.95 20.53 43.50 (-22.97| QP
2 150.0107 49.41 -20.50 28.91 43.50 |-14.59| QP
3 222.1697 50.85 -23.45 27.40 46.00 |-18.60| QP
4 309.9977 48.98 -19.86 29.12 46.00 |-16.88| QP
5 414.7223 47.81 -16.69 31.12 46.00 |-14.88| QP
5] 958.7943 35.19 -3.73 31.46 46.00 |-14.54| QP

Note: Level = Reading + Factor Margin = Level — Limit
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From 1GHz to 40GHz:

Test Date : 2026.01.14 Temperature 22.4°C
Test Engineer : Felix Pang Humidity 44%
Test Mode . GFSK mode

Test Results . PASS

Note:

1. The test results are listed in next pages.

2. If the limits for the measurement with the average detector are met when using a
receiver with a peak detector, the test unit shall be deemed to meet both limits and the
measurement with the average detector and quasi-peak detector need not be carried out.
3. If the limits for the measurement with the average detector are met when using a
receiver with a quasi-peak detector, the test unit shall be deemed to meet both limits and
the measurement with the average detector need not be carried out.

Shenzhen PSI Testing Co., Ltd.
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Frequency range: 1GHz~40GHz

Test Mode GFSK TX 2403MHz

No. | i | Polarity (Egi(\j/i;]n?) Factor (dF;iS\'/u/lr;) (déLnC;}m) Margin | Remark
1 2402 v 86.72 -20.41 66.31 113.97 -47.66 Peak
2 2402 Y% 68.68 -20.41 48.27 93.97 -45.70 Avg
3 4804 Y% 55.59 -13.25 42.34 74.00 -31.66 Peak
4 4804 v - - - 54.00 - Avg
5 2402 H 89.28 -20.41 68.87 113.97 -45.10 Peak
6 2402 H 68.24 -20.41 47.83 93.97 -46.14 Avg
7 4804 H 53.74 -13.25 40.49 74.00 -33.51 Peak
8 4804 H -- -- -- 54.00 - Avg

Test Mode GFSK TX 2441MHz
1 2441 v 86.77 -20.24 66.53 113.97 -47.44 Peak
2 2441 v 70.87 -20.24 50.63 93.97 -43.34 Avg
3 4882 v 49.26 -12.98 36.28 74.00 -37.72 Peak
4 4882 v - - - 54.00 ] Avg
5 2441 H 90.56 -20.24 70.32 113.97 -43.65 Peak
6 2441 H 69.56 -20.24 49.32 93.97 -44.65 Avg
7 4882 H 55.08 -12.98 42.10 74.00 -31.90 Peak
8 4882 H -- -- -- 54.00 -- Avg

Test Mode GFSK TX 2480MHz
1 2480 v 86.35 -20.15 66.20 113.97 -47.77 Peak
2 2480 Y% 72.21 -20.15 52.06 93.97 -41.91 Avg
3 4960 Y% 56.35 -12.70 43.65 74.00 -30.35 Peak
4 4960 \% - -- - 54.00 - Avg
5 2480 H 88.16 -20.15 68.01 113.97 -45.96 Peak
6 2480 H 69.02 -20.15 48.87 93.97 -45.10 Avg
7 4960 H 55.67 -12.70 42.97 74.00 -31.03 Peak
8 4960 H - - - 54.00 - Avg

Note: margin.

2. Correct Factor=Cable Loss+ Antenna Factor-Amplifier Gain.

Result=Reading + Correct Factor. Margin= Result-Limit.

1. Means other frequency and mode comply with standard requirements and at least have 20dB
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Fundamental Test

Freq Polarity Reading Correct Result Limit Margin Remark
MHz (dBuVv/m) Factor (dBuVv/m) (dBuVv/m)
2403 Vv 86.72 -20.41 66.31 113.97 -47.66 Peak
2403 Vv 68.68 -20.41 48.27 93.97 -45.70 Avg
2403 H 89.28 -20.41 68.87 113.97 -45.10 Peak
2403 H 68.24 -20.41 47.83 93.97 -46.14 Avg
2441 Vv 86.77 -20.24 66.53 113.97 -47.44 Peak
2441 Vv 70.87 -20.24 50.63 93.97 -43.34 Avg
2441 H 90.56 -20.24 70.32 113.97 -43.65 Peak
2441 H 69.56 -20.24 49.32 93.97 -44.65 Avg
2480 Vv 86.35 -20.15 66.20 113.97 -47.77 Peak
2480 \% 72.21 -20.15 52.06 93.97 -41.91 Avg
2480 H 88.16 -20.15 68.01 113.97 -45.96 Peak
2480 H 69.02 -20.15 48.87 93.97 -45.10 Avg

Note : 1. Means other frequency and mode comply with standard requirements and at least have

20dB margin.

2. Correct Factor=Cable Loss+ Antenna Factor-Amplifier Gain.

Result=Reading + Correct Factor. Margin= Result-Limit.
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4. Band Edge Test

4.1. Block Diagram of Test Setup

RX Antenna
i Ant. feed I
o—————— Im point
"T’ Fi D’E — 1 1-am
1.5m
Mctal Full Soldcred Ground Mlanc
oo

Spectrum Analyzer / Receiver

4.2. Test Limit

radiated emissions which fall in the restricted bands, as defined in § 15.205(a), must also comply with
the radiated emission limits specified in § 15.209(a) (see § 15.205(c))

4.3. Test Procedure

Refer to ANSI C 63.10, Clause 6.10.
All restriction band and non- restriction band have been tested, only worse case is reported.

Details see the KDB558074 D01 Meas Guidance v05r02

4.3.1 Put the EUT on a 1.5m high table, power on the EUT. Emissions were scanned and measured
rotating the EUT to 360 degrees, Find the maximum Emission

4.3.2 Check the spurious emissions out of band.
4.3.3 RBW 1MHz, VBW 3MHz, peak detector for peak value, RBW 1MHz, VBW 10Hz, RMS detector

for AV value.
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4.4. Test Results

Test Date 2026.01.14 Temperature 22.4°C

Test Engineer Felix Pang Humidity 44%

Test Results PASS

Frequency Range 2310MHz~2410MHz

Test Mode GFSK TX 2402MHz

Freq . Reading Correct Result Limit .
No. |z | POlY | ipuvim) | Factor | (dBuvim) | (dBuvim) | Margin | Remark

1 2390 H 55.63 -20.45 35.18 74.00 -38.82 Peak
2 2390 H - -20.45 - 54.00 - Avg
3 2400 H 55.91 -20.41 35.50 74.00 -38.50 Peak
4 2400 H - -20.41 - 54.00 - Avg
1 2390 \Y, 58.07 -20.45 37.62 74.00 -36.38 Peak
2 2390 Vv - -20.45 - 54.00 - Avg
3 2400 Vv 60.84 -20.41 40.43 74.00 -33.57 Peak
4 2400 \Y, - -20.41 - 54.00 - Avg

Frequency Range 2450MHz~2550MHz

Test Mode GFSK TX 2480MHz
1 2483.5 57.83 -20.15 37.68 74.00 -36.32 Peak
2 2483.5 - -20.15 - 54.00 - Avg
1 2483.5 \Y 61.97 -20.15 41.82 74.00 -32.18 Peak
2 2483.5 \Y - -20.15 - 54.00 - Avg

Note: margin.

2. Correct Factor=Cable Loss+ Antenna Factor-Amplifier Gain.
Result=Reading + Correct Factor. Margin= Result-Limit.
3. If the limits for the measurement with the average detector are met when using a receiver with a
peak detector, the test unit shall be deemed to meet both limits and the measurement with the

average detector need not be carried out.

1. Means other frequency and mode comply with standard requirements and at least have 20dB
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5. Power Line Conducted Emission
5.1. Test Limits

Frequency Limits dB(pV)

MHz Quasi-peak Level Average Level
0.15-0.50 66 -56* 56 - 46*
0.50 -5.00 56 46

5.00 -30.00 60 50

Notes: 1. *Decreasing linearly with logarithm of frequency.
2. The lower limit shall apply at the transition frequencies.
3. The limit decreases in line with the logarithm of the frequency in the range of 0.15 to 0.50MHz.

5.2. Test Procedure

The EUT is put on the plane 0.8m high above the ground by insulating support and is connected to the
power mains through a line impedance stabilization network (L.I.S.N.). This provides a 50ohm coupling
impedance for the EUT system. Please refer the block diagram of the test setup and photographs. Both
sides of AC lines are checked to find out the maximum conducted emission. In order to find the
maximum emission levels, the relative positions of equipment and all of the interface cables shall be

changed according to ANSI C63.10-2020 on Conducted Emission Measurement.
The bandwidth of test receiver is set at 9 kHz.

5.3. Test Setup

Shielding Room

Test Receiver

AE | ———

80cm

-l |
LISN1

LISN2

Ground Reference Plane
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5.4. Test Results

Test Date : 2025.12.11 Temperature © 24.1C
Test Engineer : Felix Pang Humidity : 45%
Test Mode . Charging

Test voltage . AC 120V/60Hz

Test Results . PASS

Note:

1. The test results are listed in next pages.

2. If the limits for the measurement with the average detector are met when using a
receiver with a peak detector, the test unit shall be deemed to meet both limits and the
measurement with the average detector and quasi-peak detector need not be carried out.
3. If the limits for the measurement with the average detector are met when using a
receiver with a quasi-peak detector, the test unit shall be deemed to meet both limits and
the measurement with the average detector need not be carried out.
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Polarization: L

20.0 dBu¥
70
\‘\\ FCCRart1h Classp AC Conduction[QP)
60 P
HCCPart15|Claz=B| AL Clonduction[AVG)
a0 [ S
40 N/ﬂ‘m 2 5 7 . 1t
30 l,ljwhwmul I )‘II“ | hTu IIJ
W o ! J b M b
20 iy h
' 2 et poak
f ") \uj M {\(ﬂ"w\\ i P
10 \*J\/\—/\_J‘w / y ““I L uﬂ! "_("’"\..’J’ J.""‘. iy v \L\J‘M""Mwwﬂh
AYG
1}
-10
-20
0.150 [MHz] 30.000
Frequency | Reading | Factor Level Limit |Margin Detecto
L (MHz) (dBuv) | (dB) | (@Buv) | (@Buv) | @B) |
1 0.5181 27.71 9.94 37.65 26.00 (-18.35| QP
2 0.5181 10.49 9.94 2043 46.00 (-25.57| AVG
3 0.6719 28 47 9.94 38.41 56.00 (-17.59| QP
4 0.6719 12.90 9.94 2284 46.00 |-23.16| AVG
9 1.0597 26.22 59.95 3617 26.00 (-19.83| QF
G 1.0597 9.23 9.95 19.18 46.00 |-26.82| AVG
7 1.9386 24 .90 9.86 3476 56.00 ([-21.24| QP
8 1.9386 6.22 9.86 16.08 46.00 |-29.92| AVG
9 29152 21.72 9.85 31.57 56.00 (-2443| QP
10 29152 59.22 59.85 15.07 46.00 |-30.93| AVG
11 4.5254 26.44 5.84 36.28 26.00 (-19.72| QP
12 45254 576 9.84 15.60 46 .00 (-3040| AVG

Result=Reading + Correct Factor. Margin= Result-Limit.
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Polarization: N

20.0 dBu¥
70
50 \\ FCCRart1h Classp AC Conduction[QP)
—
HCCPart15|Claz=B| AL Clonduction[AVG)
50 —
40 3
! 5 7 g 11
30 W ﬁ'j"‘lw %‘j " i
LAY M"x!nt Lt I
= A T e il
Y
10 ' AAMA™S U AVG
0
-10
-20
0.150 (MHz] 30.000
No. Frequency | Reading | Factor Level Limit  |Margin Detector

{(MHz) (dBuV) (dB) (dBuv) | (dBuv) | (dB)
0.5144 23.83 9.94 3377 56.00 |-2223| QP
0.5144 16.20 9.94 26.14 46.00 |-19.86| AVG
0.6674 27.14 9.94 37.08 o600 |-1892| QP

0.6674 19.33 9.94 2927 46.00 [-16.73| AVG
1.0589 2247 9.95 32.42 56.00 |-2358| QP
1.0589 15.44 9.95 2539 46.00 [-2061| AVG

1.1669 22.32 9.94 32.26 56.00 |-23.74| QP
1.1669 14.98 9.94 24.92 46.00 |-21.08| AVG
1.8509 20.26 9.86 3012 o6.00 |-25.88| QP

ZTlalw|lm| N oo s]w| ] =

1.8509 11.64 9.86 21.50 46.00 [-24.50| AVG
44699 2277 9.83 32.60 56.00 |-2340| QP
12 44699 5.88 9.83 19.71 46.00 |[-26.29| AVG

Result=Reading + Correct Factor. Margin= Result-Limit.
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6. Bandwidth Test

6.1. Test Standard and Limit

Test Standard |FCC 15.249
Test Limit N/A

6.2. Test Setup

Spectrum Analyzer EUT

6.3. Test Procedure

Using the following spectrum analyzer settings:

1. Span= approximately 2 to 3 times the 20dB bandwidth, centered on a hopping channel.

2. Set the RBW 1%-5%*OBW.

3. Set the VBW = 3*RBW

4. Sweep time = auto couple.

5. Detector function = peak.

6. Trace mode = max hold.

7. Allow trace to fully stabilize.

8. Measure the frequency difference of two frequencies that were attenuated 20dB from the reference
level. Record the frequency difference as the emission bandwidth.

9. Measure the 99% Bandwidth use the function button of “Occupied Bandwidth”.

6.4. Test Results

-20dB 99%
Mode Antenna Frequency (MHz) BW(MHz) BW(MHz)
NVNT ANT1 2403.00 1.081 0.92934
NVNT ANT1 2441.00 1.096 0.95727
NVNT ANT1 2480.00 1.107 0.95665
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-20dB_Bandwidth  NVNT_ANT1_ User_2402

' Keysight Spectrum Analyzer - Occupied BW E=RE==
RL RF 50Q AC | EENEE:PULEEl SOURCE OFF ‘ ALIGN AUTO | 02:12:26 PMDec 19, 2025

Center Freq: 2.402000000 GHz
—w. Trig: Free Run Avg|Hold: 100/100
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Mkr3 2.402559 GHZ

Radio Std: None

Ref Offset7.93 dB
Ref 27.93 dBm

Center 2.402 GHz
#Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 5.62 dBm

929.34 kHz

Transmit Freq Error 18.870 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.081 MHz x dB -20.00 dB

MSG STATUS.

-20dB_Bandwidth_ NVNT _ANT1 User 2441

==
SENSE:PULSE| SOURCE OFF | ALIGN AUTO | 02:14:03 PMDec 19, 2025
Center Freq: 2.441000000 GHz Radic Std: None
—»— Trig: Free Run Avg|Hold: 100/100
#FGain:Low #Atten: 30 dB Radioc Device: BTS

Mkr3 2.441566 GHZ

| Keysight Spectrum Analyzer - Occupied BW

Ref Offset7.93 dB
10 dBidiv Ref 27.93 dBm
L

#Res BW 100 kHz #VBW 300 kHz Sweep 1.333ms

Occupied Bandwidth Total Power 5.48 dBm
957.27 kHz

Transmit Freq Error 17.313 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.096 MHz x dB -20.00 dB

IM SG STATUS
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-20dB_Bandwidth_NVNT_ANT1 User 2480

. Keysight Spectrum Analyzer - Occupied BW ==
| RL RF 50Q AC | 5ENEE:PULEE| SOURCE OFF ‘ ALIGN AUTO | 02:15:41 PMDec 19, 2025

Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None
—w. Trig: Free Run Avg|Hold: 100/100

#IFGain:Low #Atten: 30 dB Radio Device: BTS

Mkr3 2.480574 GHZ
Ref Offset 7.84 dB
Refargadem . 20.785dBm

Center 2.48 GHz
#Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 4.87 dBm

956.65 kHz

Transmit Freq Error 19.994 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.107 MHz x dB -20.00 dB

MSG STATUS.
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7. Antenna Requirement

7.1. Standard Requirement

According to the FCC Part 15 Paragraph 15.203& RSS-GEN(6.8), an intentional radiator shall be designed
to ensure that no antenna other than that furnished by the responsible party shall be used with the device.
The use of a permanently attached antenna to the intentional radiator shall be considered sufficient to
comply with the provisions of this section. This product use a permanent ceramic printed antenna, fulfill the
requirement of this section

7.2. EUT Antenna

The EUT antenna is internal antenna. It complies with the standard requirement.
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8. Photos of test setup

Reference to the appendix | Test Setup Photo for details.

9. Photos of EUT

Reference to the appendix Il external photos and appendix Ill internal photos for details.
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