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OBW NVNT n40 5795MHz Antl

Test Result: The unit does meet the FCC requirements.
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5.6. -6dB Bandwidth
LIMIT

FCC CFR Title 47 Part 15 Subpart E Section 15.407(e)
Within the 5.725-5.85 GHz band, the minimum 6 dB bandwidth of U-NII devices shall be at least 500 KHz

TEST CONFIGURATION

Spectrum Analyzer

T EUT

Non-Conducted
Table

== (Ground Reference Plang ==

TEST PROCEDURE

1. The testing follows the KDB 789033 D02 v02r01 Section I.C.D and ANSI C63.10:2020 Section 12.5.1.

2. The RF output of EUT was connected to spectrum analyzer by RF cable and attenuator, the path loss was
compensated to the results for each measurement.

3. Use the spectrum analyzer “Channel Bandwidth” functions to measurement the 26dB EBW, 6dB EBW and
99% OBW.

4. Set center frequency to the nominal EUT channel center frequency.

5. Set span = 1.5 times to 5.0 times the OBW or EBW.6. For 26dB EBW and 99% OBW Measurement: Set
RBW = approximately 1% EBW or 1.5 times to 5.0 times the OBW, VBW = 3 x RBW.

7. For 6dB EBW Measurement: Set RBW=100KHz.VBW>3x RBW.

8. Set Detector = Peak, Trace mode = max hold and Sweep time = auto couple.
9. Allow the trace to stabilize.

10. Replace the EUT center frequency and repeat steps 3~9.

TEST MODE:
Please refer to the clause 3.3

TESTRESULTS

X Passed [ ] Not Applicable
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-6dB Bandwidth

Band IV
Mode Frequency -6 dB Bandwidth Limit -6 dB Bandwidth Verdict
(MH2) (MH2z) (MH2)

a 5745 16.428 0.5 Pass

a 5785 16.461 0.5 Pass

a 5825 16.44 0.5 Pass
ac20 5745 17.547 0.5 Pass
ac20 5785 17.544 0.5 Pass
ac20 5825 17.544 0.5 Pass
ac40 5755 35.7 0.5 Pass
ac40 5795 35.928 0.5 Pass
ax20 5745 18.969 0.5 Pass
ax20 5785 18.981 0.5 Pass
ax20 5825 18.954 0.5 Pass
ax40 5755 37.878 0.5 Pass
ax40 5795 37.848 0.5 Pass
n20 5745 17.565 0.5 Pass
n20 5785 17.553 0.5 Pass
n20 5825 17.559 0.5 Pass
n40 5755 36.3 0.5 Pass
n40 5795 36.294 0.5 Pass

-6dB Bandwidth NVNT a 5745MHz Antl
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-6dB Bandwidth NVNT a 5785MHz Antl

-6dB Bandwidth NVNT a 5825MHz Antl
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-6dB Bandwidth NVNT ac20 5745MHz Antl

-6dB Bandwidth NVNT ac20 5785MHz Antl
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-6dB Bandwidth NVNT ac20 5825MHz Antl

-6dB Bandwidth NVNT ac40 5755MHz Antl
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-6dB Bandwidth NVNT ac40 5795MHz Antl
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-6dB Bandwidth NVNT ax20 5785MHz Antl
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-6dB Bandwidth NVNT ax40 5755MHz Antl

-6dB Bandwidth NVNT ax40 5795MHz Antl
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-6dB Bandwidth NVNT n20 5745MHz Antl

-6dB Bandwidth NVNT n20 5785MHz Antl
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-6dB Bandwidth NVNT n20 5825MHz Antl

-6dB Bandwidth NVNT n40 5755MHz Antl
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-6dB Bandwidth NVNT n40 5795MHz Antl

Test Result: The unit does meet the FCC requirements.
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5.7. Band Edge
LIMIT

FCC CFR Title 47 Part 15 Subpart E Section 15.407(b)

Un-restricted band emissions above 1GHz

Operating Band Frequency EIRP Limit Value
5150-5250MHz Above 1GHz -27dBm/MHz (68.2dBuV/m@3m) Peak
5250-5350MHz Above 1GHz -27dBm/MHz (68.2dBuV/m@3m) Peak
5470-5725MHz Above 1GHz -27dBm/MHz (68.2dBuV/m@3m) Peak
1GHz-5.65GHz -27dBm/MHz (68.2dBuV/m@3m) Peak
5 65GH2-5.7GHz -27*dBm/MHz to 10dBm/MHz Peak

(68.2* dBuV/m to 105.6dBuV/m@3m)

10*dBm/MHz to 15.6dBm/MHz
S-7GHz:5.72GHz | 135 6+dBUVIM to 110.8dBUV/M@3m) Peak

15.6*dBm/MHz to 27dBm/MHz
5. 12GH2-5.725GH2 | 114 gdBuVIm to* 122.2dBuVIm@3m) Peak

O725-5850 Mz 27dBm/MHz to 15.6*dBm/MH
m Z10 . m z
5-85GHZ-5.855GHZ | 155 2dBuVIM 10110.8* dBUVIM@3m) Peak

15.6dBm/MHz to 10*dBm/MHz
5.855GHz-5.875GH Peak
z Z | (110.8dBuv/m to 105.6* dBUV/m@3m) ea

10dBm/MHz to -27*dBm/MHz
S-875GH2-5.925GHZ |} 45 s4BuVIM to 68.2* dBUVIM@3m) Peak

Above 5.925GHz -27dBm/MHz (68.2dBuV/m@3m) Peak

* Increase/Decreases with the linearly of the frequency.

For emission above 1GHz and in restricted band, according to FCC KDB 789033 D02 General UNII Test
Procedure, all emission that complies with both the average and peak limits of Section 15.209 is not required
to satisfy the -27 dBm/MHz peak emission limit. E [dBuV/m] = EIRP [dBm] + 95.2, for d = 3 meters.

TEST CONFIGURATION

Antenna (Boresight)
tower
Hom
antenna
e 3 =
EUT A
\ 1 ~dm
Spectrum
A analyzer 3
o s \\
Tumtable | V¥ | ‘ |
1.5m —
A 30cm \‘_‘ ‘Jj
F 3 Pre-amp DL OO
FVVVVYVVV ] L ]
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TEST PROCEDURE

=

The EUT was setup and tested according to ANSI C63.10:2020 requirements.

2. The EUT is placed on a turn table which is 1.5 meter above ground. The turn table is rotated 360 degrees
to determine the position of the maximum emission level.

3. The EUT waspositioned such that the distance from antenna to the EUT was 3 meters.

4. The antenna is scanned from 1 meter to 4 meters to find out the maximum emission level. This is
repeated for both horizontal and vertical polarization of the antenna. In order to find themaximum
emission, all of the interface cables were manipulated according to ANSI C63.10:2020 on radiated
measurement.

5. The receiver set as follow:

RBW=1MHz, VBW=3MHz Peak detector for Peak value.

RBW=1MHz, VBW=3MHz RMS detector for Average value.

TEST MODE:
Please refer to the clause 3.3

TEST RESULTS

X Passed ] Not Applicable
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Band: 1&ll Worst mode: 802.11a Test Channel: CH.
Frequency Read | Antenna | Cable | Preamp Level Li'mit Ma'lrg'in - Test
(MH2) Level Factor Loss Factor (dBuV/m) Line Limit | Polarization el
(dBuV) | (dB/m) (dB) (dB) (dBuV/m) (dB)
5150 19.77 34.9 8.18 25.6 37.25 68.2 -30.95 Horizontal Peak
5150 21.77 34.9 8.18 25.6 39.25 68.2 -28.95 Vertical Peak
5150 19.25 34.9 8.18 25.6 36.73 68.2 -31.47 Horizontal Peak
5150 23.11 34.9 8.18 25.6 40.59 68.2 -27.61 Vertical Peak
Band: 1&ll Worst mode: 802.11a Test Channel: CHy
5350 18.42 34.1 8.18 25.6 35.1 68.2 -33.1 Horizontal Peak
5350 21.55 34.1 8.18 25.6 38.23 68.2 -29.97 Vertical Peak
5350 17.85 34.1 8.18 25.6 34.53 68.2 -33.67 Horizontal Peak
5350 20.93 34.1 8.18 25.6 37.61 68.2 -30.59 Vertical Peak
Band: IlI Worst mode: 802.11a Test Channel: CH.
5460 24.89 34.5 8.18 25.6 41.97 68.2 -26.23 | Horizontal Peak
5460 23.59 34.5 8.18 25.6 40.67 68.2 -27.53 Vertical Peak
5460 24.91 34.5 8.18 25.6 41.99 68.2 -26.21 | Horizontal Peak
5460 26.2 34.5 8.18 25.6 43.28 68.2 -24.92 Vertical Peak
Band: IlI Worst mode: 802.11a Test Channel: CHy
5725 21.54 34.8 8.18 25.6 38.92 110.8 -71.88 Horizontal Peak
5725 23.41 34.8 8.18 25.6 40.79 110.8 -70.01 Vertical Peak
5725 215 34.8 8.18 25.6 38.88 110.8 -71.92 Horizontal Peak
5725 28.68 34.8 8.18 25.6 46.06 110.8 -64.74 Vertical Peak
Band: IV Worst mode: 802.11a Test Channel: CH,
5725 27.75 34.8 8.18 25.6 45.13 110.8 -65.67 Horizontal Peak
5725 19.21 34.8 8.18 25.6 36.59 110.8 -74.21 Vertical Peak
5725 23.5 34.8 8.18 25.6 40.88 110.8 -69.92 Horizontal Peak
5725 27.78 34.8 8.18 25.6 45.16 110.8 -65.64 Vertical Peak
Band: IV Worst mode: 802.11a Test Channel: CHy
5850 27.64 34.7 8.18 25.6 44,92 122.2 -77.28 | Horizontal Peak
5850 18.15 34.7 8.18 25.6 35.43 122.2 -86.77 Vertical Peak
5850 24.06 34.7 8.18 25.6 41.34 122.2 -80.86 | Horizontal Peak
5850 28.83 34.7 8.18 25.6 46.11 122.2 -76.09 Vertical Peak
Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor

2. The emission levels of other frequencies are very lower than the limit and not show in test report.

3. Test802.11a, 802.11n, 802.11ac, 802.11ax mode, all modulations and antennas have been tested,
only worst case is reported.

Test Result: The unit does meet the FCC requirements.
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5.8. Radiated Spurious Emissions
LIMIT
FCC CFR Title 47 Part 15 Subpart C Section 15.209 and Part 15 Subpart E Section 15.407

Unwanted emissions below 1GHz and Restricted band emissions above 1GHz

Frequency Limit (dBuV/m @3m) Value
30MHz-88MHz 40.00 Quasi-peak
88MHz-216MHz 43.50 Quasi-peak
216MHz-960MHz 46.00 Quasi-peak
960MHz-1GHz 54.00 Quasi-peak

74.00 Peak

Above 1GHz
54.00 Average

TEST CONFIGURATION
® 9KHz ~30MHz

EUT& 3m
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Turn Table
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TEST PROCEDURE

1. The EUT was setup and tested according to ANSI C63.10:2020 Section 11.11

2. The EUT is placed on a turn table which is 0.8 meter above ground for below 1 GHz, and 1.5 m for above
1 GHz. The turn table is rotated 360 degrees to determine the position of the maximum emission level.

3. The EUT was set 3 meters from the receiving antenna, which was mounted on the top of a variable
height antenna tower.

4. For each suspected emission, the EUT was arranged to its worst case and then tune the Antenna tower
(from 1 m to 4 m) and turntable (from O degree to 360 degrees) to find the maximum reading. A pre-amp

This report is for the exclusive use of ITL's client and is provided pursuant to the agreement between ITL assumes no liability to any party, other
than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client is
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and a high pass filter are used for the test in order to get better signal level to comply with the guidelines.
5. Set to the maximum power setting and enable the EUT transmit continuously.
6. Use the following spectrum analyzer settings
(1) Span shall wide enough to fully capture the emission being measured;
(2) Below 1 GHz:
RBW=120 KHz, VBW=300 KHz, Sweep=auto, Detector function=peak, Trace=max hold;
If the emission level of the EUT measured by the peak detector is 3 dB lower than the applicable limit,
the peak emission level will be reported. Otherwise, the emission measurement will be repeated
using the quasi-peak detector and reported.
(3) From 1 GHz to 10" harmonic:
RBW=1MHz, VBW=3MHz Peak detector for Peak value.
RBW=1MHz, VBW=3MHz RMS detector for Average value.

TEST MODE:
Please refer to the clause 3.3

TESTRESULTS

X Passed ] Not Applicable
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Measurement data:

B 9KHz ~ 30MHz

The low frequency, which started from 9 KHz to 30MHz, was pre-scanned and the result which was
20dB lower than the limit line per 15.31(0) was not reported.

Bm  30MHz ~ 1GHz Spurious Emissions .Quasi-Peak Measurement

Worst Case Test Mode: 802.11 a
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Horizontal:
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Vertical:
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B Above 1GHz

Band: | Worst mode: 802.11a Test channel: CH,
Margin

Frequency e R R o Level Limit Line . g_ - Test

(MH2) Level Factor Loss Factor (dBuv/m) | (dBuv/m) Limit | Polarization value
(dBuV) | (dB/m) (dB) (dB) (dB)

5106 21.5 34.9 8.18 25.6 38.98 74 -35.02 | Horizontal Peak
7486 28.34 38 10.31 25 51.65 74 -22.35 | Horizontal Peak
16657 19.06 48.1 15.9 24.2 58.86 74 -15.14 | Horizontal Peak
17029 23.28 47.6 17.08 23.5 64.46 74 -9.54 Horizontal Peak
3056 28.84 29.5 5.79 26.2 37.93 74 -36.07 Vertical Peak
6624 23.4 36.5 10.24 25.1 45.04 74 -28.96 Vertical Peak
7064 17.2 38 10.31 25 40.51 74 -33.49 Vertical Peak
7305 26.44 38 10.31 25 49.75 74 -24.25 Vertical Peak

Band: | Worst mode: 802.11a Test channel: CHy,

o Margin

Frequency Regu) | AEnTEL| el | [PeenmT Level Limit Line . g' L Test

(MH2) Level Factor Loss Factor (dBuv/m) | (dBuV/m) Limit | Polarization value
(dBuV) | (dB/m) (dB) (dB) (dB)

4935 27.98 34.2 7.22 26 43.4 74 -30.6 Horizontal Peak
15787 19.55 47.1 15.13 23.9 57.88 74 -16.12 | Horizontal Peak
16054 18.41 47.9 15.9 24.2 58.01 74 -15.99 | Horizontal Peak
16281 22.26 47.9 15.9 24.2 61.86 74 -12.14 | Horizontal Peak
5903 21.75 34.7 8.18 25.6 39.03 74 -34.97 Vertical Peak
8349 21.68 36.3 10.42 25.2 43.2 74 -30.8 Vertical Peak
9816 19.02 36.3 11.15 24.9 41.57 74 -32.43 Vertical Peak
16031 19.76 47.9 15.9 24.2 59.36 74 -14.64 Vertical Peak

Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. The emission levels of other frequencies are very lower than the limit and not show in test report.
3. Measuring frequencies from 1 GHz to 40GHz.
4, Test802.11a, 802.11n, 802.11ac,802.11ax mode, all modulations and antennas
have been tested, only worst case is reported.
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Band: | Worst mode: 802.11a Test channel: CHy
Marai
Frequency N R R o Level Limit Line a.lrg.m N~ Test
(MH2) Level Factor Loss Factor (@dBuv/m) | (dBuv/m) Limit | Polarization e
(dBuV) | (dB/m) (dB) (dB) (dB)
1523 25.27 26.4 3.38 25.7 29.35 74 -44.65 | Horizontal Peak
4445 20.04 33 7.22 26 34.26 74 -39.74 | Horizontal Peak
11188 20.02 41.3 12.68 24.7 49.3 74 -24.7 Horizontal Peak
16867 17.68 48.1 15.9 24.2 57.48 74 -16.52 | Horizontal Peak
10488 27.89 39 11.97 25 53.86 74 -20.14 Vertical Peak
11117 23.43 41.3 12.68 24.7 52.71 74 -21.29 Vertical Peak
1751 23.28 245 3.38 25.7 25.46 74 -48.54 Vertical Peak
7286 22.78 38 10.31 25 46.09 74 -27.91 Vertical Peak
Band: Il Worst mode: 802.11a Test channel: CH,
Mardi
Frequency e R R o Level Limit Line a.lrg.m - Test
(MH2) Level Factor Loss Factor (dBuv/m) | (dBuv/m) Limit | Polarization e
(dBuV) | (dB/m) (dB) (dB) (dB)
10132 24.28 39 11.97 25 50.25 74 -23.75 | Horizontal Peak
16615 22.57 48.1 15.9 24.2 62.37 74 -11.63 | Horizontal Peak
17542 24.39 46.7 17.08 235 64.67 74 -9.33 Horizontal Peak
17561 20.63 46.7 17.08 235 60.91 74 -13.09 | Horizontal Peak
3781 28.11 31.5 5.79 26.2 39.2 74 -34.8 Vertical Peak
5021 18.86 34.9 8.18 25.6 36.34 74 -37.66 Vertical Peak
9063 19.29 37 11.15 24.9 42.54 74 -31.46 Vertical Peak
14218 19.4 43.1 14.57 23.6 53.47 74 -20.53 Vertical Peak
Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. The emission levels of other frequencies are very lower than the limit and not show in test report.
3. Measuring frequencies from 1 GHz to 40GHz.
4, Test802.11a, 802.11n, 802.11ac,802.11ax mode, all modulations and antennas
have been tested, only worst case is reported.
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Band: Il Worst mode: 802.11a Test channel: CHy,
Marai
Frequency N R R o Level Limit Line a.lrg.m N~ Test
(MH2) Level Factor Loss Factor (@dBuv/m) | (dBuv/m) Limit | Polarization e
(dBuV) | (dB/m) (dB) (dB) (dB)
11887 18.82 41.5 12.68 24.7 48.3 74 -25.7 Horizontal Peak
13318 27.21 38.9 14.17 24.9 55.38 74 -18.62 | Horizontal Peak
12652 23.18 40.1 13.46 25 51.74 74 -22.26 | Horizontal Peak
14223 18.49 43.1 14.57 23.6 52.56 74 -21.44 | Horizontal Peak
8562 27.58 36.7 10.42 25.2 49,5 74 -24.5 Vertical Peak
12302 26.52 40 13.46 25 54.98 74 -19.02 Vertical Peak
3194 24.37 29.5 5.79 26.2 33.46 74 -40.54 Vertical Peak
9461 24.64 37 11.15 24.9 47.89 74 -26.11 Vertical Peak
Band: Il Worst mode: 802.11a Test channel: CHy
Mardi
Frequency N R R o Level Limit Line a.lrg.m - Test
(MH2) Level Factor Loss Factor (@dBuv/m) | (dBuv/m) Limit | Polarization e
(dBuV) | (dB/m) (dB) (dB) (dB)
3751 24.97 315 5.79 26.2 36.06 74 -37.94 | Horizontal Peak
4334 21.47 32.4 7.22 26 35.09 74 -38.91 | Horizontal Peak
4593 20.15 33 7.22 26 34.37 74 -39.63 | Horizontal Peak
14700 23.81 45.3 14.57 23.6 60.08 74 -13.92 | Horizontal Peak
2226 26.84 28.5 4.83 25.9 34.27 74 -39.73 Vertical Peak
6346 27.8 35.7 10.24 25.1 48.64 74 -25.36 Vertical Peak
11089 28.3 41.3 12.68 24.7 57.58 74 -16.42 Vertical Peak
16657 28.43 48.1 15.9 24.2 68.23 74 -5.77 Vertical Peak
Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. The emission levels of other frequencies are very lower than the limit and not show in test report.
3. Measuring frequencies from 1 GHz to 40GHz.
4, Test802.11a, 802.11n, 802.11ac,802.11ax mode, all modulations and antennas
have been tested, only worst case is reported.
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Band: Il Worst mode: 802.11a Test channel: CH,
Marai
Frequency e R R o Level Limit Line a.lrg_m N~ Test
(MH2) Level Factor Loss Factor (dBuv/m) | (dBuv/m) Limit | Polarization e
(dBuV) | (dB/m) (dB) (dB) (dB)
4752 21.77 33.7 7.22 26 36.69 74 -37.31 | Horizontal Peak
4955 21.91 34.2 7.22 26 37.33 74 -36.67 | Horizontal Peak
9694 21.66 36.3 11.15 24.9 44.21 74 -29.79 | Horizontal Peak
16861 26.72 48.1 15.9 24.2 66.52 74 -7.48 Horizontal Peak
1057 28.78 24.6 3.38 25.7 31.06 74 -42.94 Vertical Peak
7075 22.65 38 10.31 25 45.96 74 -28.04 Vertical Peak
12926 28.42 40.1 13.46 25 56.98 74 -17.02 Vertical Peak
16965 27.17 48.1 15.9 24.2 66.97 74 -7.03 Vertical Peak
Band: Il Worst mode: 802.11a Test channel: CHy,
o Margin
Frequency Regu) | AEnTEL| el | [PeenmT Level Limit Line . g' L Test
(MH2) Level Factor Loss | Factor (dBuv/m) | (dBuV/m) Limit | Polarization value
(dBuV) | (dB/m) (dB) (dB) (dB)
3823 19.8 324 5.79 26.2 31.79 74 -42.21 | Horizontal Peak
10940 26.28 40.5 11.97 25 53.75 74 -20.25 | Horizontal Peak
11692 21.21 41.5 12.68 24.7 50.69 74 -23.31 | Horizontal Peak
11954 19.78 41.5 12.68 24.7 49.26 74 -24.74 | Horizontal Peak
1378 24.84 25.1 3.38 25.7 27.62 74 -46.38 Vertical Peak
1999 21.28 27 3.38 25.7 25.96 74 -48.04 Vertical Peak
8349 28.94 36.3 10.42 25.2 50.46 74 -23.54 Vertical Peak
12335 26.21 40 13.46 25 54.67 74 -19.33 Vertical Peak
Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. The emission levels of other frequencies are very lower than the limit and not show in test report.
3. Measuring frequencies from 1 GHz to 40GHz.
4, Test802.11a, 802.11n, 802.11ac,802.11ax mode, all modulations and antennas
have been tested, only worst case is reported.
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Band: IlI Worst mode: 802.11a Test channel: CHy
Marai
Frequency e B R o Level Limit Line a.lrg.m N~ Test
(MH2) Level Factor Loss Factor (@dBuv/m) | (dBuv/m) Limit | Polarization e
(dBuV) | (dB/m) (dB) (dB) (dB)
6372 26.52 35.7 10.24 25.1 47.36 74 -26.64 | Horizontal Peak
7299 21.18 38 10.31 25 44.49 74 -29.51 | Horizontal Peak
8036 20.29 36.3 10.42 25.2 41.81 74 -32.19 | Horizontal Peak
17985 19.88 46.7 17.08 235 60.16 74 -13.84 | Horizontal Peak
5075 23.88 34.9 8.18 25.6 41.36 74 -32.64 Vertical Peak
9826 21 36.3 11.15 24.9 43.55 74 -30.45 Vertical Peak
9828 17.35 36.3 11.15 24.9 39.9 74 -34.1 Vertical Peak
14419 20.87 43.1 14.57 23.6 54.94 74 -19.06 Vertical Peak
Band: IV Worst mode: 802.11a Test channel: CH,
Mardi
Frequency e R R o Level Limit Line a.lrg.m - Test
(MH2) Level Factor Loss Factor (dBuv/m) | (dBuv/m) Limit | Polarization e
(dBuV) | (dB/m) (dB) (dB) (dB)
3254 19.72 30.3 5.79 26.2 29.61 74 -44.39 | Horizontal Peak
9149 24.96 37 11.15 24.9 48.21 74 -25.79 | Horizontal Peak
10915 24.53 40.5 11.97 25 52 74 -22 Horizontal Peak
13275 23.16 38.9 14.17 24.9 51.33 74 -22.67 | Horizontal Peak
7278 19.39 38 10.31 25 42.7 74 -31.3 Vertical Peak
11948 21.64 41.5 12.68 24.7 51.12 74 -22.88 Vertical Peak
16769 22.65 48.1 15.9 24.2 62.45 74 -11.55 Vertical Peak
17127 25.92 47.6 17.08 235 67.1 74 -6.9 Vertical Peak
Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. The emission levels of other frequencies are very lower than the limit and not show in test report.
3. Measuring frequencies from 1 GHz to 40GHz.
4, Test802.11a, 802.11n, 802.11ac,802.11ax mode, all modulations and antennas
have been tested, only worst case is reported.

This report is for the exclusive use of ITL's client and is provided pursuant to the agreement between ITL assumes no liability to any party, other
than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client is
authorized to permit copying or distribution of this report and then only in its entirety. Any use of the ITL name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by ITL. The observations and test results in this report are
relevant only to the sample tested. This report by itself does not imply that the material, product, or service is or has ever been under an ITL
certification program. The test report only allows to be revised within the retention period unless further standard or the requirement was noticed.




I I L Page 155 of 173 Report No.: 250730041-2

Band: IV Worst mode: 802.11a Test channel: CHy,
Marai
Frequency N R R o Level Limit Line a.lrg.m N~ Test
(MH2) Level Factor Loss Factor (@dBuv/m) | (dBuv/m) Limit | Polarization e
(dBuV) | (dB/m) (dB) (dB) (dB)
1207 25.26 25.1 3.38 25.7 28.04 74 -45.96 | Horizontal Peak
8380 20.92 36.3 10.42 25.2 42.44 74 -31.56 | Horizontal Peak
8781 18.31 36.7 10.42 25.2 40.23 74 -33.77 | Horizontal Peak
17597 24.55 46.7 17.08 235 64.83 74 -9.17 Horizontal Peak
4974 22.66 34.2 7.22 26 38.08 74 -35.92 Vertical Peak
12804 19.73 40.1 13.46 25 48.29 74 -25.71 Vertical Peak
14795 20.69 45.3 14.57 23.6 56.96 74 -17.04 Vertical Peak
16248 26.74 47.9 15.9 24.2 66.34 74 -7.66 Vertical Peak
Band: IV Worst mode: 802.11a Test channel: CHy
Mardi
Frequency N R R o Level Limit Line a.lrg.m - Test
(MH2) Level Factor Loss Factor (@dBuv/m) | (dBuv/m) Limit | Polarization e
(dBuV) | (dB/m) (dB) (dB) (dB)
4277 18.47 32.4 7.22 26 32.09 74 -41.91 | Horizontal Peak
8539 26.26 36.7 10.42 25.2 48.18 74 -25.82 | Horizontal Peak
12497 22.98 40 13.46 25 51.44 74 -22.56 | Horizontal Peak
14080 26 43.1 14.57 23.6 60.07 74 -13.93 | Horizontal Peak
6070 21.65 35.7 10.24 25.1 42.49 74 -31.51 Vertical Peak
9237 19.2 37 11.15 24.9 42.45 74 -31.55 Vertical Peak
14914 25.05 45.3 14.57 23.6 61.32 74 -12.68 Vertical Peak
16097 19.03 47.9 15.9 24.2 58.63 74 -15.37 Vertical Peak
Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. The emission levels of other frequencies are very lower than the limit and not show in test report.
3. Measuring frequencies from 1 GHz to 40GHz.
4, Test802.11a, 802.11n, 802.11ac,802.11ax mode, all modulations and antennas
have been tested, only worst case is reported.

Test Result: The unit does meet the FCC requirements.
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5.9. Frequency stability
LIMIT

Within Operation Band

TEST CONFIGURATION

Temperature Chamber

Spectrum analyzer EUT

g |
[ ]

Variable Power Supply

Note :  Measurement setup for testing on Antenna connector

TEST PROCEDURE

1. The testing follows the of KDB 789033 D02 v02r01 Section I.A.3 and ANSI C63.10:2020 Section 6.8

2. The EUT is installed in an environment test chamber with external power source, was connected to the
spectrum analyzer by RF cable and attenuator. The path loss was compensated to the results for each
measurement.

3. Set to the maximum power setting and enable the EUT transmit continuously.

4. Set the chamber to operate at 50° C and external power source to output at nominal voltage of EUT
5. A sufficient stabilization period at each temperatures in used prior to each frequency measurement.

6. The test shall be performed under -30°C to 50°C and 85% to 115% of the nominal voltage. Change
setting of chamber and external power source to complete all conditions.

7. Replace the EUT center frequency and repeat steps 3~6.

TEST MODE:
Transmitting with unmodulation

TESTRESULTS

X Passed [ ] Not Applicable

Note: We tested all antennas, and recorded the worst data for this item.

This report is for the exclusive use of ITL's client and is provided pursuant to the agreement between ITL assumes no liability to any party, other
than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client is
authorized to permit copying or distribution of this report and then only in its entirety. Any use of the ITL name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by ITL. The observations and test results in this report are
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Normal Temperature Frequency stability

Report No.: 250730041-2

Band: | Test Frequency: 5180.00MHz
Temperature ('C) | Voltage (V) | Frequency Deviation (Hz) | Frequency Deviation (ppm) Result
25 120 2000 3.85 Pass
25 120 2000 3.87 Pass
25 120 2000 3.86 Pass
Band: I Test Frequency: 5260.00MHz
Temperature ('C) | Voltage (V) | Frequency Deviation (Hz) | Frequency Deviation (ppm) Result
25 120 2000 3.52 Pass
25 120 2000 3.48 Pass
25 120 2000 3.44 Pass
Band: IlI Test Frequency: 5500.00MHz
Temperature ('C) | Voltage (V) | Frequency Deviation (Hz) | Frequency Deviation (ppm) Result
25 120 4000 3.19 Pass
25 120 4000 3.19 Pass
25 120 4000 3.18 Pass
Band: IV Test Frequency: 5745.00MHz
Temperature ('C) | Voltage (V) | Frequency Deviation (Hz) | Frequency Deviation (ppm) Result
25 120 2700 3.96 Pass
25 120 2700 3.92 Pass
25 120 2700 3.78 Pass

This report is for the exclusive use of ITL's client and is provided pursuant to the agreement between ITL assumes no liability to any party, other
than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client is
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advertisement of the tested material, product or service must first be approved in writing by ITL. The observations and test results in this report are
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Extreme Temperature Frequency stability

Band: | Test Frequency: 5180.00MHz
Temperature ('C) | Voltage (V) | Frequency Deviation (Hz) | Frequency Deviation (ppm) Result
-20 110 2000 3.74 Pass
-10 110 2000 3.59 Pass
0 110 2000 3.85 Pass
10 110 2000 3.4 Pass
20 110 2000 3.95 Pass
30 110 2000 3.49 Pass
40 110 2500 3.95 Pass
50 110 2600 4.15 Pass
Band: Test Frequency: 5260.00MHz
Temperature ('C) | Voltage (V) | Frequency Deviation (Hz) | Frequency Deviation (ppm) Result
-20 110 2000 3.19 Pass
-10 110 2000 3.78 Pass
0 110 2000 3.45 Pass
10 110 2000 3.76 Pass
20 110 2000 3.18 Pass
30 110 2000 3.85 Pass
40 110 2500 3.58 Pass
50 110 2600 4.42 Pass
Band: IlI Test Frequency: 5500.00MHz
Temperature ('C) | Voltage (V) | Frequency Deviation (Hz) | Frequency Deviation (ppm) Result
-20 110 4000 4.16 Pass
-10 110 4000 4.48 Pass
0 110 4000 4.18 Pass
10 110 4000 4.74 Pass
20 110 4000 4.18 Pass
30 110 4000 4,52 Pass
40 110 4100 5.49 Pass
50 110 4100 5.40 Pass
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Band: IV Test Frequency: 5745.00MHz
Temperature ('C) | Voltage (V) | Frequency Deviation (Hz) | Frequency Deviation (ppm) Result
-20 110 2700 4.74 Pass
-10 110 2700 4,78 Pass
0 110 2700 4.58 Pass
10 110 2700 4.59 Pass
20 110 2700 4.57 Pass
30 110 2800 4.58 Pass
40 110 2800 4.59 Pass
50 110 2800 4.95 Pass

Test Result: The unit does meet the FCC requirements.
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5.10. Radiated Emissions which fall in the restricted bands
Test Requirement: FCC Part 15 C section 15.247

(d) In addition, radiated emissions which fall in the restricted bands,
as defined in Section 15.205(a), must also comply with the radiated
emission limits specified in Section 15.209(a) (see Section 15.205(c)).

Test Method: ANSI C63.10:2020
Test Status: Pre-Scan has been conducted to determine the worst-case mode from
all possible combinations between available modulations, channels and
antenna ports (if EUT with antenna diversity architecture). Following
channel(s) was (were) selected for the final test as listed below.

Test site: (Semi-Anechoic Chamber)
Measurement Distance: 3m
Limit: 40.0 dBuV/m between 30 MHz & 88MHz;

43.5 dBpV/m between 88MHz & 216MHz;
46.0 dBuV/m between 216MHz & 960MHz;
54.0 dBpV/m above 960MHz.

Detector: For PK value:

RBW =1 MHz for f =1 GHz, 100 KHz for f <1 GHz
VBW = RBW Sweep = auto

Detector function = peak

Trace = max hold

For AV value:

RBW =1 MHz for f 2 1 GHz, 100 KHz for f <1 GHz
VBW =10Hz

Sweep = auto

Detector function = peak

Trace = max hold

Section 15.205 Restricted bands of operation.
(a) Except as shown in paragraph (d) of this section. Only spurious emissions are permitted in any of the
frequency bands listed below:
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5.10.1 Test Result
Pre-test under all modes; choose the worst case mode record on the report.
Test mode: 802.11a

Frequency Reading Correct Emission Limit Margin Antenna
(MH2) Level (dB/m) Level (dBpv/m) (dB) polarization Detector
(dBuv/m) (dBuv/m)
Low Channel
4500.000 33.15 8.15 35.95 74.00 -35.38 H PK
4500.000 25.94 8.19 28.16 54.00 -26.05 H AV
5150.000 36.11 8.26 39.15 74.00 -34.85 V PK
5150.000 30.18 8.27 34.84 54.00 -24.49 Vv AV
High Channel
5350.000 34.95 8.44 35.61 74.00 -36.04 H PK
5350.000 21.52 8.45 25.85 54.00 -26.85 H AV
5460.000 34.95 8.96 38.84 74.00 -33.34 \Y PK
5460.000 28.95 8.96 30.96 54.00 -22.16 \Y AV

Test Result: The unit does meet the FCC requirements.
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5.11.Dynamic Frequency Selection(DFS)

Requirement

Report No.: 250730041-2

Table 1: Applicability of DFS Requirements Prior to Use of a Channel

Operational Mode

Requirement Master Client Without Client With Radar
Radar Detection Detection
Non-Occupancy Period Yes Not required Yes
DFS Detection Threshold Yes Not required Yes
Channel Availability Check Time Yes Not required Not required
U-NII Detection Bandwidth Yes Not required Yes

Table 2: Applicability of DFS requirements during normal operation

Requirement

Operational Mode

Master Device or Client with
Radar Detection

Client Without Radar
Detection

DFS Detection Threshold Yes Not required
C.hannel Closing Transmission Yes Yes
Time

Channel Move Time Yes Yes
U-NII Detection Bandwidth Yes Not required

Additional requirements for
devices with multiple bandwidth
modes

Master Device or Client with
Radar Detection

Client Without Radar Detection

U-NII Detection Bandwidth and
Statistical Performance Check

All BW modes must be tested

Not required

Channel Move Time and
Channel Closing Transmission
Time

Test using widest BW mode
available

Test using the widest BW mode
available for the link

All other tests

Any single BW mode

Not required

Note: Frequencies selected for statistical performance check (Section 7.8.4) should include several
frequencies within the radar detection bandwidth and frequencies near the edge of the radar detection
bandwidth. For 802.11 devices it is suggested to select frequencies in each of the bonded 20 MHz channels
and the channel center frequency.

LIMIT

1. DFS Detection Thresholds

Table 3: DFS Detection Thresholds for Master Devices and Client Devices With Radar Detection

Maximum Transmit Power

Value (See Notes 1, 2, and 3)

EIRP = 200 milliwatt -64 dBm
EIRP < 200 milliwatt and
power spectral density < 10 dBm/MHz -62 dBm
EIRP < 200 milliwatt that do not meet the power
-64 dBm

spectral density requirement
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Note 1: This is the level at the input of the receiver assuming a 0 dBi receive antenna.

Note 2: Throughout these test procedures an additional 1 dB has been added to the amplitude of the test
transmission waveforms to account for variations in measurement equipment. This will ensure that the
test signal is at or above the detection threshold level to trigger a DFS response.

Note3: EIRP is based on the highest antenna gain. For MIMO devices refer to KDB Publication 662911 DO1.

2. DFS Response Requirements
Table 4: DFS Response Requirement Values

Paramenter Value
Non-occupancy period Minimum 30 minutes
Channel Availability Check Time 60 seconds
Channel Move Time 10 seconds See Note 1

200 milliseconds + an aggregate of 60 milliseconds

Channel Closing Transmission Time over remaining 10 second period. See Notes 1 and 2

Minimum 100% of the U-NII 99% transmission power

U-NII Detection Bandwidth bandwidth. See Note 3

Note 1. Channel Move Time and the Channel Closing Transmission Time should be performed with Radar
Type 0. The measurement timing begins at the end of the Radar Type 0 burst.

Note 2: The Channel Closing Transmission Time is comprised of 200 milliseconds starting at the beginning of
the Channel Move Time plus any additional intermittent control signals required facilitating a Channel
move (an aggregate of 60 milliseconds) during the remainder of the 10 second period. The aggregate
duration of control signals will not count quiet periods in between transmissions.

Note 3: During the U-NII Detection Bandwidth detection test, radar type 0 should be used. For each frequency
step the minimum percentage of detection is 90 percent. Measurements are performed with no data
traffic.

RADAR TEST WAVEFORMS

This section provides the parameters for required test waveforms, minimum percentage of successful
detections, and the minimum number of trials that must be used for determining DFS conformance. Step
intervals of 0.1 microsecond for Pulse Width, 1 microsecond for PRI, 1 MHz for chirp width and 1 for the
number of pulses will be utilized for the random determination of specific test waveforms.

Table 5 Short Pulse Radar Test Waveforms

Pulse Minimum Percentage Minimum
Radar Tvpe Width PRI Number of Pulses of Successful Number of
YPE I (11sec) (Hsec) Detection Trials
0 1 1428 18 See Note 1 See Note 1
Test A: 15 unique
PRI values
randomly selected o
1 1 from the list of 23 60% 30
PRI values in Table
5a
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Test B: 15 unique
PRI values
randomly selected
within the range of
518-3066 psec,
with a minimum
increment of 1
usec, excluding
PRI values selected

in Test A
2 1-5 150-230 23-29 60% 30
3 6-10 200-500 16-18 60% 30
4 11-20 200-500 12-16 60% 30
Aggregate 80% 120

Note 1: Short Pulse Radar Type 0 should be used for the detection bandwidth test, channel move time,
and channel closing time tests.

A minimum of 30 unique waveforms are required for each of the Short Pulse Radar Types 2 through 4. If
more than 30 waveforms are used for Short Pulse Radar Types 2 through 4, then each additional
waveform must also be unique and not repeated from the previous waveforms. If more than 30
waveforms are used for Short Pulse Radar Type 1, then each additional waveform is generated with Test
B and must also be unique and not repeated from the previous waveforms in Tests A or B.

For example if in Short Pulse Radar Type 1 Test B a PRI of 3066 usec is selected, the number of pulses

would be Round up = Round up {17.2} = 18.
Table 5a - Pulse Repetition Intervals Values for Test A
Pulse Repetition Frequency Pulse Repetition Frequency Pulse Repetition Interval
Number (Pulses Per Second) (Microseconds)

1920.7 562
2 1828.7 577
3 1695.1 448
4 1860.2 595
5 1752.9 562
6 1788.9 623
7 1757.8 635
8 1752.1 678
9 1474.9 662
10 1432.7 678
11 1392.8 730
12 1355.9 762
13 1319.3 711
14 1362.8 752
15 1452.9 845
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16 1362.7 832
17 1532.3 816
18 1265.8 845
19 1139.6 874
20 1483.5 812
21 1529.7 930
22 1562.1 945
23 1326.2 1203
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Table 6 — Long Pulse Radar Test Waveform

_ Minimum o
Radar Pulse Chip .- Number of | Number of | Percentage of Minimum
Type Width Width (Hsec) | pulses per Bursts Suaeese] Number
(usec) (MHz) Burst Detection of Trials
5 50-100 5-20 1000-2000 1-3 8-20 80% 30

The parameters for this waveforms are randomly chosen. Thirty unique waveforms are required for the
Long Pulse Radar Type waveforms. If more than 30 waveforms are used for the Long Pulse Radar
Type wave forms, then each additional waveform must also be unique and not repeated from the
previous waveforms.

Calibration of Radar Waveform

Radar Waveform Calibration Procedure

1) A 50 ohm load is connected in place of the spectrum analyzer, and the spectrum analyzer
is connected to place of the master

2) The interference Radar Detection Threshold Level is -62dBm + 0dBi +1dB = -61dBm that had
been taken into account the output power range and antenna gain.

3) The following equipment setup was used to calibrate the conducted radar waveform. A vector
signal generator was utilized to establish the test signal level for radar type 0. During this
process there were no transmissions by either the master or client device. The spectrum analyzer
was switched to the zero spans (time domain) at the frequency of the radar waveform generator.
Peak detection was used. The spectrum analyzer resolution bandwidth (RBW) and video
bandwidth (VBW) were set to 3
MHz. The spectrum analyzer had offset -1.0dB to compensate RF cable loss 1.0dB.

4) The vector signal generator amplitude was set so that the power level measured at the
spectrum analyzer was - -62dBm + 0dBi +1dB = -61dBm. Capture the spectrum analyzer plots on

short pulse radar waveform.

Conducted Calibration Setup
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Radar Waveform Calibration Result

Reference DFS test signal Figure 1
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Reference DFS test signal Figure 3
Radar Calibration
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Reference DFS test signal Figure 5
Radar Calibration
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TEST CONFIGURATION

Setup for Client with injection at the Master

Radar Test O
Signal Generator Master

Output Q

\—w 2-Way 2-Way
Splitter/ Splitter/

| ATT30dB ll Combiner Combiner

ATT 30 dB

O O  Spectrum

uuTt Analyzer
(Client) (with 10 dB internal
Attenuation)

TEST PROCEDURE

1. The radar pulse generator is setup to provide a pulse at frequency that the master and client are

operating. A type 0 radar pulse with a 1us pulse width and a 1428us PRI is used for the testing.

2. The vector signal generator is adjusted to provide the radar burst (18 pulses) at the level of

approximately -61dBm at the antenna port of the master device

3. Atrigger is provided from the pulse generator to the DFS monitoring system in order to capture the

traffic and the occurrence of the radar pulse.

4. EUT will associate with the master at channel. The file “iperf.exe” specified by the FCC is streamed
from the PC 2 through the master and the client device to the PC 1 and played in full motion video
using Media Player Classic Ver. 6.4.8.6 in order to properly load the network for the entire period of the

test.

5. When radar burst with a level equal to the DFS Detection Threshold +1dB is generated on the
operating channel of the U-NII device. At time TO the radar waveform generator sends a burst of pulse
of the radar waveform at Detection Threshold +1dB.

6. Observe the transmissions of the EUT at the end of the radar Burst on the Operating Channel Measure
and record the transmissions from the UUT during the observation time (Channel Move Time). One 15
seconds plot is reported for the Short Pulse Radar Type 0. The plot for the Short Pulse Radar Types
start at the end of the radar burst. The Channel Move Time will be calculated based on the zoom in
600ms plot of the Short Pulse Radar Type

7. Measurement of the aggregate duration of the Channel Closed Transmission Time method. With the
spectrum analyzer set to zero span tuned to the center frequency of the EUT operating channel at the
radar simulated frequency, peak detection, and max hold, the dwell time per bin is given by: Dwell

(0.3ms) =S (12000ms) / B (4000); where Dwell is the dwell time per spectrum analyzer sampling bin, S
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is sweep time and B is the number of spectrum analyzer sampling bins. An upper bound of the
aggregate duration of the intermittent control signals of Channel Closing Transmission Time is
calculated by: C (ms)= N X Dwell (0.3ms); where C is the Closing Time, N is the number of spectrum
analyzer sampling bins (intermittent control signals) showing a U-NII transmission and Dwell is the

dwell time per bin.

8. Measurement the EUT for more than 30 minutes following the channel move time to verify that no
transmission or beacons occur on this channel.

TEST MODE:

Please refer to the clause 3.3

TESTRESULTS

X Passed [ ] Not Applicable
BW/ Maximum EIRP
Test Iltem Test Result Limit Result
Channel Power(dBm)
Channel
, 1.1405 <10s Pass
Move Time(s)
20MHz/
16.52 Channel
5180MHz Closin
, g, 0.0096 <0.06s Pass
Transmission
Time(s)
Channel
, 1.5609 <10s Pass
Move Time(s)
40MHz/ Channel
14.61
5310MHz Closin
_ g_ 0.0168 <0.06s Pass
Transmission
Time(s)
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Test Result: The unit does meet the FCC requirements.
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