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GENERAL INFORMATION

Product Description for EQquipment under Test (EUT)

Product Name Aero Bluetooth Glasses
Tested Model LCD012-40

LCD012-10, LCD012-11, LCDO012-13, LCD012-14, LCDO012-16,
LCDO012-17, LCD012-20, LCD012-30, LCD012-50

Multiple Model

The differences among all the above models are model name, the lenses,
Model Difference” frame designs and size, etc. Please refer to DOS letter for details. The
applicant provided model “LCD012-40" for testing.

LCD012-40, LCD012-10, LCD012-11, LCD012-13,
HVIN LCD012-14, LCD012-16, LCD012-17, LCD012-20,
LCD012-30, LCD012-50

Voltage Range” DC 5V from charging port or DC 3.8V from battery
Frequency Range BLE: 2402-2480MHz
Data Rate 1Mbps & 2Mbps
Maximum Conducted Left temple:-1.16dBm
Output Power(Peak) Right temple:-0.66dBm

(actual test result)

Modulation Technique GFSK

Antenna Specification” Chip Antenna, Gain: 3.35 dBi (It is provided by the applicant.)

For RSE Test: 3LU7-2 (Left temple), 3LU7-4 (Right temple)
Sample Serial Number For RF Conducted Test: 3LU7-1 (Left temple), 3LU7-3 (Right temple)
(Assigned by BACL, Shenzhen, Guangming)

Sample/EUT Status Good condition
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Objective

This test report is in accordance with Part 2-Subpart J, Part 15-Subparts A and C of the Federal
Communication Commission rules; RSS-GEN Issue 5, Feb. 2021 Amendment 2 and RSS-247 Issue 4, July
24, 2025 of the Innovation, Science and Economic Development Canada rules.

The tests were performed in order to determine compliance with FCC Part 15, Subpart C, and section 15.203,
15.205, 15.209 and 15.247 rules; RSS-GEN Issue 5, Feb. 2021 Amendment 2 and RSS-247 Issue 4, July 24,
2025.

Test Methodology

All measurements contained in this report were conducted with ANSI C63.10-2020+Cor.1-2023+
C63.10a-2024+Errata to C63.10a-2024 A, American National Standard of Procedures for Compliance
Testing of Unlicensed Wireless Devices; KDB 558074 D01 15.247 Meas Guidance v05r02; RSS-GEN Issue 5,
Feb. 2021 Amendment 2 and RSS-247 Issue 4, July 24, 2025.

Unless otherwise stated there are no any additions to, deviations, or exclusions from the method.

Test Facility

The test site used by Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) to collect test data is
located on the Floor 1, KuMaKe Building, Dongzhou Community, Guangming Street, Guangming District,
Shenzhen, Guangdong, China.

Accredited by American Association for Laboratory Accreditation (A2LA).The Certificate Number is 4297.01.

The lab has been recognized by Innovation, Science and Economic Development Canada to test to Canadian
radio equipment requirements. The Registration Number is 30241.

Measurement Uncertainty

Parameter Uncertainty
Occupied Channel Bandwidth 5%
RF Frequency 0.064*10”"
RF output power, conducted 0.3dB
Unwanted Emission, conducted 1.2dB
9kHz - 30MHz 2.1dB
Emissions, 30MHz - 1GHz 4.3dB
Radiated 1GHz - 18GHz 4.9 dB
18GHz - 26.5GHz 5.2dB
Temperature 1C
Humidity 2%
Supply voltages 0.4%

Note: The extended uncertainty given in this report is obtained by combining the standard uncertainty times the coverage
factor K with the 95% confidence interval. Otherwise required by the applicant or Product Regulations, Decision Rule in
this report did not consider the uncertainty.
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SYSTEM TEST CONFIGURATION

Description of Test Configuration

For BLE, 40 channels are provided to testing:

Freq. Freq. Freq. Freq.

Channel (MHz) Channel (MH2) Channel (MH2) Channel (MHz)
0 2402 10 2422 20 2442 30 2462

1 2404 11 2424 21 2444 31 2464

8 2418 18 2438 28 2458 38 2478

9 2420 19 2440 29 2460 39 2480

EUT was tested with Channel 0, 19 and 39.

EUT Exercise Software and Power Level”

Exercise Software:

BlueTest3

Power Level: | 3

Note: The information in the above table is provided by the applicant.

Special Accessories and Equipment Modifications

No special accessories or modifications were used on the device under test (EUT) during the test.

Support Equipment List and Details

Manufacturer Description Model Serial Number
/ / / /
External 1/0O Cable
Cal_)le_ Shielding Length From Port To
Description Type (m)
/ / / /
Rev:A/5.0 Page 7 of 107 TR-4-E-R136
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Block Diagram of Test Setup
For Radiated Emission Below 1GHz:

EUT
e
o
=
v}
@
Non-Conductive Table
80 cm above Ground Plane v
4 | 1.5 Meters ; >
For Radiated Emission Above 1GHz:
i EUT ! A
iNon-Conductive Table i =
1150cm above Ground Plane | P
__________________________ 9
Non-Conductive Table
80cm above Ground Plane v
< | 150 cm I >
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SUMMARY OF TEST RESULTS

FCC Rules ISED Rules Description of Test Result

§15.203 RSS-Gen §6.8 Antenna Requirement Compliance
§15.207(a) RSS-Gen §8.8 AC Line Conducted Emissions Not Applicable

§15§212524§71 (5d')209 RRS SS SGZT; Zito Radiated Spurious Emissions Compliance

RSS-Gen 86.7 6 dB Emission Bandwidth :

§15.247(2)(2) RSS-247 §6.3.1(a) & Occupied Bandwidth Compliance

815.247(b)(3) RSS-247 §86.3.2 Maximum Conducted Output Power Compliance

§15.247(d) RSS-247 86.6 Conducted Spurious Emission Compliance

§15.247(e) RSS-247 §6.3.1(b) Power Spectral Density Compliance

Not Applicable: When the EUT is charging, the Bluetooth will be disconnected.
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TEST EQUIPMENT LIST

Left temple:
Manufacturer Description Model Serial Number Calgaarl?;ion Cgllji‘la)rggtoen
Radiated Spurious Emission Test(Below 1GHz)

Rohde & Schwarz Test Receiver ESR 102725 2025/09/18 2026/09/17
INg?SS,\'X'EANT Amplifier 310N 186131 2026/01/20 | 2027/01/19
Schwarzbeck Bilog Antenna VULB9163 9163-323 2024/08/08 2027/08/07

Unknown RF Coaxial Cable No.12 NO40 2025/05/30 | 2026/05/29
Unknown RF Coaxial Cable No.13 N300 2025/05/30 2026/05/29
Unknown RF Coaxial Cable No.14 N800 2025/05/30 2026/05/29
BACL LOOP ANTENNA 1313-1A 3110711 2024/01/16 2027/01/15
Test Software: €3 191218 (V9)
Radiated Spurious Emission Test(Above 1GHz)

Rohde & Schwarz | Spectrum Analyzer FSV40 101949 2025/09/17 2026/09/16
Decentest Filter Switch Unit DT7220FSU DQ77927 2025/09/18 2026/09/17
Decentest #";‘S'?%g)r‘ms(;’;"éceht DT7220CSU DQ77924 2025/09/18 | 2026/09/17
COM-MW Band Reject Filter ZBSF8 12232062 2025/10/13 | 2026/10/12

A.H. Systems, inc. Preamplifier PAM-0118 226 2026/01/20 2027/01/19
Schwarzbeck Horn Antenna BBHA9120D 837 2026/01/29 2029/01/30

Unknown RF Coaxial Cable No.10 NO50 2025/05/30 2026/05/29
Unknown RF Coaxial Cable No.11 N1000 2025/05/30 2026/05/29
Unknown RF Coaxial Cable No.19 N500 2025/05/30 2026/05/29
Schwarzbeck HORN ANTENNA BBHA9170 9170-359 2023/12/12 2026/12/11
BACL Amplifier BACL-1313-A1840 4012521 2025/05/30 2026/05/29
Unknown RF Coaxial Cable No.15 N600 2025/05/30 2026/05/29
Unknown RF Coaxial Cable No.16 N650 2025/05/30 2026/05/29

Test Software: €3 191218 (V9)
RF Conducted test

Rohde & Schwarz | Spectrum Analyzer FSV-40 101590 2025/09/17 2026/09/16

WEINSCHEL 10dB Attenuator 5324 AU 3842 2026/01/20 2027/01/19
Test Software: JDAutoTestSystem V1.0.0
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Right temple:
Manufacturer Description Model Serial Number Cal:;aarl?;ion Cgllji‘la)rggtoen
Radiated Spurious Emission Test(Below 1GHz)

Rohde & Schwarz Test Receiver ESR 102725 2026/05/07 2027/05/06
INg'(I?I'?\IL(J)l\l/\I@NT Amplifier 310N 186131 2026/01/20 | 2027/01/19
Schwarzbeck Bilog Antenna VULB9163 9163-323 2024/08/08 | 2027/08/07

Unknown RF Coaxial Cable No.12 N040 2026/05/07 2027/05/06
Unknown RF Coaxial Cable No.13 N300 2026/05/07 2027/05/06
Unknown RF Coaxial Cable No.14 N800 2026/05/07 2027/05/06
BACL LOOP ANTENNA 1313-1A 3110711 2024/01/16 2027/01/15
Test Software: €3 191218 (V9)
Radiated Spurious Emission Test(Above 1GHz)

Rohde & Schwarz | Spectrum Analyzer FSV40 101948 2026/05/07 2027/05/06
Decentest Filter Switch Unit DT7220FSU DQ77927 2026/05/07 2027/05/06
Decentest Nultiplex Swicn DT7220CSU DQ77924 | 2026/05/07 | 2027/05/06
COM-MW Band Reject Filter ZBSF8 12232062 2025/10/13 | 2026/10/12

A.H. Systems, inc. Preamplifier PAM-0118 226 2026/01/20 2027/01/19
Schwarzbeck Horn Antenna BBHA9120D 837 2026/01/29 2029/01/30

Unknown RF Coaxial Cable No.10 N050 2026/05/07 2027/05/06
Unknown RF Coaxial Cable No.11 N1000 2026/05/07 2027/05/06
Unknown RF Coaxial Cable No.19 N500 2026/05/07 2027/05/06
Schwarzbeck HORN ANTENNA BBHA9170 9170-359 2023/12/12 2026/12/11
BACL Amplifier BACL-1313-A1840 4012521 2026/05/07 2027/05/06
Unknown RF Coaxial Cable No.15 N600 2026/05/07 2027/05/06
Unknown RF Coaxial Cable No.16 N650 2026/05/07 2027/05/06

Test Software: €3 191218 (V9)
RF Conducted test

Rohde & Schwarz | Spectrum Analyzer FSV-40 101495 2026/05/07 2027/05/06

WEINSCHEL 10dB Attenuator 5324 AU 3842 2026/01/20 | 2027/01/19

Test Software: JDAutoTestSystem V1.0.0

* Statement of Traceability: Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) attests that
all calibrations have been performed in accordance to requirements that traceable to National Primary
Standards and International System of Units (SI).
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ANTENNA REQUIREMENT

Applicable Standard

According to FCC § 15.203:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an antenna
that uses a unique coupling to the intentional radiator shall be considered sufficient to comply with the
provisions of this section. The manufacturer may design the unit so that a broken antenna can be replaced by
the user, but the user of a standard antenna jack or electrical connector is prohibited. The structure and
application of the EUT were analyzed to determine compliance with section §15.203 of the rules. §15.203
state that the subject device must meet the following criteria:

a. Antenna must be permanently attached to the unit.

b. Antenna must use a unique type of connector to attach to the EUT.

c. Unit must be professionally installed, and installer shall be responsible for verifying that the correct
antenna is employed with the unit.

And according to FCC 47 CFR section 15.247 (b), if the transmitting antennas of directional gain greater than
6dBi are used, the power shall be reduced by the amount in dB that the directional gain of the antenna
exceeds 6 dBi.

According to RSS-GEN §6.8:

The applicant for equipment certification shall provide a list of all antenna types that may be used with the
transmitter, where applicable (i.e. for transmitters with detachable antenna), indicating the maximum
permissible antenna gain (in dBi) and the required impedance for each antenna. The test report shall
demonstrate the compliance of the transmitter with the limit for maximum equivalent isotropically radiated
power (e.i.r.p.) specified in the applicable RSS, when the transmitter is equipped with any antenna type,
selected from this list.

For expediting the testing, measurements may be performed using only the antenna with highest gain of each
combination of transmitter and antenna type, with the transmitter output power set at the maximum level.
However, the transmitter shall comply with the applicable requirements under all operational conditions and
when in combination with any type of antenna from the list provided in the test report (and in the notice to be
included in the user manual, provided below).

When measurements at the antenna port are used to determine the RF output power, the effective gain of the
device’s antenna shall be stated, based on a measurement or on data from the antenna’s manufacturer.

The test report shall state the RF power, output power setting and spurious emission measurements with each
antenna type that is used with the transmitter being tested.

For licence-exempt equipment with detachable antennas, the user manual shall also contain the following
notice in a conspicuous location:

This radio transmitter [enter the device’s ISED certification number] has been approved by Innovation, Science
and Economic Development Canada to operate with the antenna types listed below, with the maximum
permissible gain indicated. Antenna types not included in this list that have a gain greater than the maximum
gain indicated for any type listed are strictly prohibited for use with this device.

Immediately following the above notice, the manufacturer shall provide a list of all antenna types which can be
used with the transmitter, indicating the maximum permissible antenna gain (in dBi) and the required
impedance for each antenna type.

Antenna Connector Construction

The EUT has two internal antennas, one in the left temple and the other in the right temple. The antennas
were permanently attached and gain is as below. They fulfill the requirement of this section. Please refer to
the product photos.

Location Antenna Type Antenna Gain” Antenna Impedance#
Left temple Chip 3.35 dBi 50Q
Right temple Chip 3.35 dBi 50Q

Result: Compliance.
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RADIATED SPURIOUS EMISSIONS

Applicable Standard
FCC §15.205; §15.209; §15.247(d)

RSS-GEN §8.10 & RSS-247 §6.6

Restricted frequency bands, identified in table 7, are designated primarily for safety-of-life services (distress
calling and certain aeronautical activities), certain satellite downlinks, radio astronomy and some government
uses. Except where otherwise indicated, the following conditions related to the restricted frequency bands
apply:(a) The transmit frequency, including fundamental components of modulation, of licence-exempt radio
apparatus shall not fall within the restricted frequency bands listed in table 7 except for apparatus compliant
with RSS-287, Emergency Position Indicating Radio Beacons (EPIRB), Emergency Locator Transmitters
(ELT), Personal Locator Beacons (PLB), and Maritime Survivor Locator Devices (MSLD).(b) Unwanted
emissions that fall into restricted frequency bands listed in table 7 shall comply with the limits specified in table
5 and table 6.(c) Unwanted emissions that do not fall within the restricted frequency bands listed in table 7
shall comply either with the limits specified in the applicable RSS or with those specified in table 5 and table 6.

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum device, digitally
modulated device, or hybrid system is operating, the RF power that is produced shall be at least 20 dB below
that in the 100 kHz bandwidth within the band that contains the highest level of the desired power — based on
either an RF conducted or a radiated measurement — provided that the transmitter demonstrates compliance
with the peak conducted power limits. If the transmitter complies with the conducted power limits based on the
use of root-mean-square averaging over a time interval, as permitted under section 6.3.2, the attenuation
required shall be 30 dB instead of 20 dB. Attenuation below the general field strength limits specified in
RSS-Gen is not required.

For the spurious emission below 30MHz, the unit of final result on the test plots are dBuV/m, so the limit
should be added by 51,5 dB from dBuA/m to dBuV/m.

EUT Setup
9kHz - 30MHz:
RX Antenna
Distance from the center of the Turn Table
' tothe RX Antenna
:: 3m >
-y EUT] T
‘ Turn Table m

Ground Plane

EMI Receiver
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30MHz - 1GHz:
RX Antenna
21 I I I I
Distance from the center of the Turn Table T I
' tothe RX Antenna '
1< 3m >
] |
¥ EUT] i 1-4m
0.8m Turn Table E
|

4

Ground Plane

EMI Receiver

Above 1GHz:
RX Antenna
R o S
Distance from the center of the Turn Table |
' to the RX Antenna '
1< 3m >
' y 4m
-y | | T
1.5m | Turn Table | 1m
ll 1
y | Y v

!

Ground Plane

\J‘\/\/\\

oG

Spectrum Analyzer

The radiated emission performed in the 3 meters, using the setup accordance with the ANSI C63.10-2020.
The specification used was the FCC 15.209, FCC 15.247, RSS-GEN and RSS-247 limits.
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Report No.: 2604T13224E-RFB

EMI Test Receiver & Spectrum Analyzer Setup

The system was investigated from 9kHz to 25GHz.

During the radiated emission test, the EMI test receiver & Spectrum Analyzer Setup were set with the
following configurations:

9kHz - 1000MHz:

Frequency Range Measurement RBW Video B/W IF B/W Detector
PK 0.3kHz 1kHz / PK
9kHz - 150kHz QP/AV / / 200Hz QP/AV
PK 10kHz 30kHz / PK
150kHz - 30MHz OP/AV / / 9kHz OP/AV
PK 100kHz 300kHz / PK
30MHz - 1000MHz oP ] ] 120KHZ oP
1GHz - 25GHz:
Pre-scan:
Measurement Detector Duty cycle RBW Video B/W
PK Peak Any 1MHz 3MHz
Ave Peak >98% 1MHz 5kHz
' <98% 1MHz 21/T, no less than 3kHz
Final measurement for emission identified during the pre-scan:
Measurement Detector Duty cycle RBW Video B/W
PK Peak Any 1MHz 3MHz
Ave Peak >98% 1MHz 10Hz
' <98% 1MHz 21T

Note 1: T is minimum transmission duration

Note 2: The 1GHz-18GHz testing use the notch filter.
Note 3: The band edge testing use 10dB attenuator.

Note 4: The filters and attenuators are all integrated within the filter switch unit.

Test Procedure

Maximizing procedure was performed on the highest emissions to ensure that the EUT complied with all
installation combinations.

The emission limits shown in the above table are based on measurements employing a CISPR quasi-peak
detector except for the frequency bands 9-90 kHz, 110-490 kHz and above 1000 MHz. Radiated emission
limits in these three bands are based on measurements employing an average detector.

According to FCC 815.209(e), the provisions in §15.31, 15.33, and 15.35 for measuring emissions at
distances other than the distances specified in the above table, determining the frequency range over which

radiated emissions are to be measured, and limiting peak emissions apply to all devices operated under this
part.

According to FCC815.31 measurement standard (f)(2), at frequencies below 30 MHz, measurements may be
performed at a distance closer than that specified in the regulations; however, an attempt should be made to
avoid making measurements in the near field. Pending the development of an appropriate measurement
procedure for measurements performed below 30 MHz, when performing measurements at a closer distance
than specified, the results shall be extrapolated to the specified distance by either making measurements at a
minimum of two distances on at least one radial to determine the proper extrapolation factor or by using the
square of an inverse linear distance extrapolation factor (40 dB/decade). This paragraph (f) shall not apply to
Access BPL devices operating below 30 MHz.
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

For 9kHz-30MHz, test distance is 3m, extrapolation limit shall be calculated using Equation:

dStandard
Elimit —measure Elimit —Standard T 40 x loglo( )
measure

Note 1: If the maximized peak measured value is under the QP/Average limit by more than 6dB, then it is
unnecessary to perform an QP/Average measurement.

Note 2: For above 1GHz, the test result of peak was 20dB below to the limit of peak, which can be compliant
to the average limit, so just peak value was recorded.

Calculation

The Factor is calculated by adding the Antenna Factor and Cable Loss, and subtracting the Amplifier Gain.
The basic equation is as follows:

Factor = Antenna Factor + Cable Loss - Amplifier Gain

The “Over Limit/Margin” column of the following data tables indicates the degree of compliance with the
applicable limit. For example, an over limit/margin of -7dB means the emission is 7dB below the limit. The
equation for calculation is as follows:

Over Limit/Margin = Level / Corrected Amplitude — Limit
Level / Corrected Amplitude = Read Level + Factor

Test Data

For Radiated Spurious Emissions, this device is installed vertically in Y-axes orientation. It was provided by
applicant. The Y-axes orientation was tested and recorded in the report.

Left temple:
9kHz-1GHz

Environmental Conditions

Temperature: 22.5C
Relative Humidity: 48%
ATM Pressure: 100.6kPa
Test Engineer: Jayden Luo
Test Date: 2026-05-21
EUT Operation Mode: BLE Transmitting

Test Result: Compliance, please refer to the below data.

Note 1: The Loop Antenna were tested in parallel, perpendicular, and ground-parallel. The worst
orientation was parallel and the data was recorded in report.

Note 2: The pre-scan maximum output power mode and channel was tested: BLE 2M Low channel.
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Report No.: 2604T13224E-RFB

9kHz~30MHz:

Level (dBuVim)

Date: 2026-05-21

140
130
110
a0
70
50
30
10
0
0.009 0.02 0.05 0.1 0.15
Frequency (MHz)
Site chamber
Condition 3m
Job No. 2604T13224E-RF
Polarization Parallel Tester: Jayden Luo
Test Mode BLE Transmitting
Receiver Setting: RBW:3286Hz VBW:1kHz
Read Limit  Owver
Freq Factor Lewvel Level Line Limit Remark
MHz dB/m  dBuV dBuV/m dBuv/m dB
1 @.815 33.42 34.380 B7.72 123.83 -56.11 Peak
2 @.824 29.68 23.37 52.97 119.99 -§7.82 Peak
3 @.842 24.43 21.44 45.87 115.18 -59.23 Peak
4 @.872 19.64 20.86 40.58 118.44 -59.94 Peak
5 @.@98 17.46 22.18 39.56 188.51 -65.95 Peak
B @.128 15.15 21.14 36.29 185.43 -59.14 Peak
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Report No.: 2604T13224E-RFB

Level {dBuVim)

Date: 2026-05-21

140
130
110
a0
70
2 3
50 1 W
30
10
0
0.15 0.2 0.5 1 2
Frequency (MHz)
Site chamber
Condition 3m
Job No. 2604T13224E-RF
Polarization Parallel Tester: Jayden Luo
Test Mode BELE Transmitting
Receiver Setting: RBW:18kHz VBW:38kHz
Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark
MHz  dB/m  dBuV dBuv/m dBuVW/m dB
1 @.532 2.91 42.75 45.67 73.87 -27.48 Peak
2 1.216 -2.58 6B.48 57.838 65.74 -7.94 Peak
3 2.199 -5.46 B2,96 57.580 6£9.54 -12.84 Peak
4 3.241 -5.95 £3.92 57.97 £9.54 -11.57 Peak
5 18,125 -5.31 39.94 34,63 £9.54 -34.91 Peak
B 268.856 -3.35 37.96 34.58 £9.54 -34.94 Peak
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Report No.: 2604T

13224E-RFB

30MHz~1GHz:

Level (dBuVim)

Date: 2026-05-21

80
70
60
50 [
I
40
30
20
10
0
30 50 100 200 500 1000
Frequency (MHz)
Site chamber
Condition 3m HORIZONTAL
Job No. 2684T13224E-RF Tester: Jayden Luo
Test Mode BLE Transmitting
Receiver Setting: RBW:188kHz VBW:308kHz
Read Limit  Owver
Freq Factor Lewvel Level Line Limit Remark
MHz dBé/m  dBuV dBuV/m dBuV/m dB
1 55.689 -18.69 3@.85 19.356 49.88 -208.64 Peak
2 86.579 -15.14 32.98 17.76 48.88 -22.24 Peak
3 115.624 -12.48 31.43 18.9% 43.58 -24.55 Peak
4 288.855 -18.62 29.51 185.89 43.58 -24.61 Peak
5 314.928 -8.59 32.15 23.56 46.88 -22.44 Peak
B 66l.151 -1.85 28.96 27.91 46.88 -18.89 Peak
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Report No.: 2604T13224E-RFB

70

60

50

40

Level {dBuVim)

Date: 2026-05-21

0
30 50 100 200 500 1000
Frequency (MHz)
Site chamber
Condition 3m VERTICAL
Job No. 2684T13224E-RF Tester: Jayden Luo
Test Mode BLE Transmitting
Receiver Setting: RBW:188kHz VBW:308kHz
Read Limit  Ower
Freq Factor Lewel Level Line Limit Remark
MHz dB/m  dBuv dBuv/m dBuv/m dB
1 54.847 -18.42 36.54 26.12 48.88 -13.83 Peak
2 88.187 -14.22 35.96 21.74 43.58 -21.76 Peak
3 128.282 -14.49 31.78 17.29 43.58 -26.21 Peak
4 192.587 -18.81 28.7@ 185.89 43.58 -24.31 Peak
5 315.866 -8.58 31.21 22.63 46.88 -23.37 Peak
B 528.246 -3.45 29.23 25.77 46.88 -20.23 Peak
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Report No.: 2604T13224E-RFB

1GHz-25GHz

Environmental Conditions

Temperature: 24.3C
Relative Humidity: 54 %
ATM Pressure: 100.6 kPa
Test Engineer: Max Tao
Test Date: 2026-05-18

EUT Operation Mode:

Transmitting

Test Result: Compliance, please refer to the below data.

Note 1: For 1GHz-18GHz, the fundamental with band reject filter.

Note 2: For 18GHz-25GHz, the pre-scan maximum output power mode and channel was tested: BLE 2M

Low Channel.
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BLE 1M Low Channel 1GHz-18GHz_HORIZONTAL

100 Level ({dBuVim) Date: 2026-05-18

a0
a0

70

60 Fundamental

50 /

40
30
20
10

0
1000 1500 2000 5000 10000 18000
Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
Mote : BLE 1M Low Channel 2482MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48e4.888 -£.93 52.95 45.82 74.88 -27.98 Peak
2 72e6.882 -1.65 51.81 49.36 74.88 -24.84 Peak
3 14937.888 6.79 38.94 45.73 54.88 -8.27 Average
4 14937.888 .79 52.81 58.88 7J4.88 -15.28 Peak
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Report No.: 2604T13224E-RFB

Level (dBuVim)

BLE 1M Low Channel 1GHz-18GHz_VERTICAL

Date: 2026-05-18

100
a0
80
7o
60 4
Fundamental
50 /'
40
30
20
10
0
1000 1500 2000 5000 10000 18000
Frequency (MHz)
Site chamber
Condition 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode Transmitting Tester:Max Tao
Mote BLE 1M Low Channel 2482MHz 1GHz-18GHz
SA setting Peak:RBW:1MHz ,VBW: 3MHz Ave:RBW:1MHz ,VBW:5kHz
Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark
MHz dBé/m  dBuV dBuV/m dBuV/m dB
1 4884.888 -5.93 51.83 44.98 74.88 -29.18 Peak
2 7286.888 -1.65 51.27 49.82 74.88 -24.38 Peak
3 13783.258 7.69 48.15 47.84 54.88 -6.16 Average
4 13783.258 7.69 51.83 58.72 74.88 -15.28 Peak
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120
110

a0

70

50

30

10

BLE 1M Low Channel Bandedge HORIZONTAL

Level (dBuVim) Date: 2026-05-18

0
2310 2320 2350 2405

Site

Frequency (MHz)

chamber

Condition : 3m HORIZONTAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Max Tao

Mote

BLE 1M Low Channel 2482MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2398.888 -18.91 59.41 48.58 74.88 -25.58 Peak
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120
110

a0

70

50

30

10

BLE 1M Low Channel Bandedge VERTICAL

Level (dBuVim) Date: 2026-05-18

0
2310 2320 2350 2405

Site

Frequency (MHz)

chamber

Condition : 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Max Tao

Mote

BLE 1M Low Channel 2482MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2398.888 -18.91 59.21 48.38 74.88 -25.78 Peak
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BLE 1M Middle Channel 1GHz-18GHz_HORIZONTAL

100 Level ({dBuVim) Date: 2026-05-18

a0
a0

70
60 4
50 1
40
30
20
10

0
1000 1500 2000 5000 10000 18000
Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
Mote : BLE 1M Middle Channel 2440MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48838.888 -£.95 54,383 47.43 74.88 -26.57 Peak
2 7J328.e82 -1.26 51.583 58.32 74.88 -23.88 Peak
3 13787.5688 7.66 48,22 47.88 54.88 -6.12 Average
4 13787.588 7.66 51.51 59.17 74.88 -14.83 Peak
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BLE 1M Middle Channel 1GHz-18GHz_VERTICAL

Level (dBuVim) Date: 2026-05-18

100

a0
a0

70
60 4

]

50
40
30
20
10

0
1000 1500 2000 5000 10000 18000
Frequency (MHz)

Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
Mote : BLE 1M Middle Channel 2440MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 4888.888 -6.95 51.84 44.89 74.88 -29.11 Peak
2 7J328.e8e2 -1.26 5l1.66 S@8.48 T4.88 -23.88 Peak
3 136B88.388 7.54 48.23 47.77 54.88 -6.23 Average
4 13688.388 7.54 51,95 59.49 74,88 -14.51 Peak
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BLE 1M High Channel 1GHz-18GHz_HORIZONTAL

100 Level ({dBuVim) Date: 2026-05-18

a0
a0

70
60 4
50 1
40
30
20
10

0
1000 1500 2000 5000 10000 18000
Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
MNote : BLE 1M High Channel 2486MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 49s8.888 -6.66 52.78 46.12 74.88 -27.88 Peak
2 7445.088 -8.83 58.78 49.87 74.88 -24.13 Peak
3 14574.5688 7.85 38.45 46.18 54.88 -7.98 Average
4 14574 .586 7.65 51.36 59.81 7J4.88 -14.99 Peak
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BLE 1M High Channel 1GHz-18GHz_VERTICAL

Level (dBuVim)

Date: 2026-05-18

100
a0
80
7o
60 4
50 i !
40
30
20
10
0
1000 1500 2000 5000 10000 18000
Frequency (MHz)
Site chamber
Condition 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode Transmitting Tester:Max Tao
MNote BLE 1M High Channel 2488MHz 1GHz-18GHz
SA setting Peak:RBW:1MHz ,VBW: 3MHz Ave:RBW:1MHz ,VBW:5kHz
Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark
MHz dBé/m  dBuV dBuV/m dBuV/m dB
1 4968.888 -5.66 5B.79 44.13 74.88 -29.87 Peak
2 7449.8088 -8.83 SB.66 49.83 74.88 -24.17 Peak
3 l4s78.138 7.88 38.53 46.33 54.88 -7.87 Average
4 1l4s78.138 7.88 5@.95 58.7% 74.88 -15.25 Peak
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120
110

a0

70

50

30

10

BLE 1M High Channel Bandedge  HORIZONTAL

Level (dBuVim) Date: 2026-05-18

0
2475 2500

Site

Frequency (MHz)

chamber

Condition : 3m HORIZONTAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Max Tao

Mote

BLE 1M High Channel 2488MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2483.598 -18.93 59.61 48.68 74.88 -25.32 Peak
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120
110
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30

10

BLE 1M High Channel Bandedge VERTICAL

Level (dBuVim) Date: 2026-05-18

/N

0
2475 2500

Site

Frequency (MHz)

chamber

Condition : 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Max Tao

Mote

BLE 1M High Channel 2488MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2483.598 -18.93 59,95 49.82 74.88 -24.93 Peak
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BLE 2M Low Channel 1GHz-18GHz_HORIZONTAL

100 Level ({dBuVim) Date: 2026-05-18

a0
a0

70
60 4
50 1 2
40
30
20
10

0
1000 1500 2000 5000 10000 18000
Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
Mote : BLE 2M Low Channel 2482MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48e4.888 -£.93 53.87 46.94 74.88 -27.86 Peak
2 72e6.882 -1.685 51.82 49.97 74.88 -24.83 Peak
3 13716.068 7.59 48.15 47.74 54.88 -6.26 Average
4 13716.0686 7.59 51.88 59.19 7J4.88 -14.81 Peak
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BLE 2M Low Channel 1GHz-18GHz_VERTICAL

100 Level ({dBuVim) Date: 2026-05-18

a0
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70
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40
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20
10

0
1000 1500 2000 5000 10000 18000
Frequency (MHz)

Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
Mote : BLE 2M Low Channel 2482MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48e4.888 -6.93 51.81 44.83 74.88 -29.92 Peak
2 72e6.882 -1.65 51.34 49.59 7J4.88 -24.31 Peak
3 13694.758 7.64 4@8.86 47.78 54.88 -6.38 Average
4 13694,758 7.64 51.54 59.28 7J4.88 -14.72 Peak
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BLE 2M Low Channel 18GHz-25GHz_HORIZONTAL

1DDLe#e|:dBu1Hn1} Date: 2026-05-18

a0
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B T e
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10

0
18000 20000 25000
Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project MNo.: 2684T13224E-RF

Test Mode : Transmitting Tester:Max Tao
MNote : BLE 2M Low Channel 2482MHz 18GHz-25GHz

SA setting : Peak:RBW:1MHz ,VBW:3MHz

Read Limit  Over
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuY dBuVW/m dBu¥,/m dB
1 22454 .638 @.92 51.83 51.95 74.88 -22.85 Peak
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BLE 2M Low Channel 18GHz-25GHz_VERTICAL

mDLe\reI {dBuVim) Date: 2026-05-18
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0
18000 20000 25000
Frequency (MHz)

Site : chamber

Condition : 3m VERTICAL

Project MNo.: 2684T13224E-RF

Test Mode : Transmitting Tester:Max Tao
MNote : BLE 2M Low Channel 2482MHz 18GHz-25GHz

SA setting : Peak:RBW:1MHz ,VBW:3MHz

Read Limit  Over
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuY dBuVW/m dBu¥,/m dB
1 24959, 388 4,26 48.88 52.86 74.88 -21.14 Peak
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120
110

a0

70

50

30

10

BLE 2M Low Channel Bandedge HORIZONTAL

Level (dBuVim) Date: 2026-05-18

0
2310 2320 2350 2405

Site

Frequency (MHz)

chamber

Condition : 3m HORIZONTAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Max Tao

Mote

BLE 2M Low Channel 2482MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2398.888 -18.91 59.26 48.35 74.88 -25.65 Peak
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BLE 2M Low Channel Bandedge VERTICAL

Level (dBuVim) Date: 2026-05-18

0
2310 2320 2350 2405

Site

Frequency (MHz)

chamber

Condition : 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Max Tao

Mote

BLE 2M Low Channel 2482MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2398.888 -18.91 59.59 48.68 74.88 -25.32 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

BLE 2M Middle Channel 1GHz-18GHz_HORIZONTAL

Level (dBuVim) Date: 2026-05-18
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Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
Mote : BLE 2M Middle Channel 2440MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48838.888 -£.95 53.44 45.49 74.88 -27.51 Peak
2 7J328.e8e2 -1.26 52.29 51.83 74.88 -22.97 Peak
3 13711.758 7.682 48.31 47.93 54.88 -6.87 Average
4 13711.758 7.62 51.88 59.22 7J4.88 -14.78 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

BLE 2M Middle Channel 1GHz-18GHz_VERTICAL

100 Level ({dBuVim) Date: 2026-05-18
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Frequency (MHz)

Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
Mote : BLE 2M Middle Channel 2440MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48838.888 -£.95 51.59 44,54 7T4.88 -29.36 Peak
2 7J328.e82 -1.26 51.97 5S8.71 74.88 -23.29 Peak
3 13699, 888 7.78 39.83 47.53 54.88 -6.47 Average
4 13699, 886 7.78 51.54 59.24 7J4.88 -14.76 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

BLE 2M High Channel 1GHz-18GHz_HORIZONTAL

Level (dBuVim) Date: 2026-05-18
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Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
MNote : BLE 2M High Channel 2486MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 49s8.888 -6.66 52.683 45.97 74.88 -28.83 Peak
2 74458.888 -8.83 58.83 49.20 74.88 -24.88 Peak
3 13698.588 7.57 48.12 47.69 54.88 -6.31 Average
4 13698.586 7.57 51.57 59.14 7J4.88 -14.86 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

BLE 2M High Channel 1GHz-18GHz_VERTICAL

Level (dBuVim) Date: 2026-05-18
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Frequency (MHz)

Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
MNote : BLE 2M High Channel 2486MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 49s8.888 -6.66 51.84 44,33 74.88 -29.82 Peak
2 74458.888 -8.83 58.83 49.20 74.88 -24.88 Peak
3 13634.138 7.47 48.37 47.84 54.88 -6.16 Average
4 13684.138 7.47 51.14 58.61 7J4.88 -15.39 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

BLE 2M High Channel Bandedge  HORIZONTAL

Level (dBuVim) Date: 2026-05-18
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Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Max Tao
MNote : BLE 2M High Channel 2488MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 2483.582 -18.93 81.77 5S8.84 74.88 -23.16 Peak
2 2498.156 -18.95 B4.85 53.18 7J4.88 -28.98 Peak
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10

BLE 2M High Channel Bandedge VERTICAL

Level (dBuVim) Date: 2026-05-18

0
2475 2500

Site

Frequency (MHz)

chamber

Condition : 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Max Tao

Mote

BLE 2M High Channel 2488MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2483.598 -18.93 608.85 49.12 74.868 -24.88 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming)

Report No.: 2604T13224E-RFB

Right temple:
9kHz-1GHz

Environmental Conditions

Temperature: 25.7°C
Relative Humidity: 51 %
ATM Pressure: 99.2kPa
Test Engineer: Jayden Luo
Test Date: 2026-09-17

EUT Operation Mode:

BT Transmitting

Test Result: Compliance, please refer to the below data.

Note 1: The Loop Antenna were tested in parallel, perpendicular, and ground-parallel. The worst

orientation was parallel and the data was recorded in report.

Note 2: The pre-scan maximum output power mode and channel was tested: BLE 1M High channel.
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming)

Report No.: 2604T13224E-RFB

9kHz~30MHz:

Level (dBuVim)

Date: 2026-09-16

140
130
110
a0
70
50
30
10
0
0.009 0.02 0.05 0.1 0.15
Frequency (MHz)
Site chamber
Condition 3m
Job No. 2604T13224E-RF
Polarization Parallel Tester: Jayden Luo
Test Mode BLE Transmitting
Receiver Setting: RBW:3286Hz VBW:1kHz
Read Limit  Owver
Freq Factor Lewvel Level Line Limit Remark
MHz dB/m  dBuV dBuV/m dBuv/m dB
1 @.815 33.42 34.380 B7.72 123.83 -56.11 Peak
2 @.824 29.68 23.37 52.97 119.99 -§7.82 Peak
3 @.842 24.43 21.44 45.87 115.18 -59.23 Peak
4 @.872 19.64 20.86 40.58 118.44 -59.94 Peak
5 @.@98 17.46 22.18 39.56 188.51 -65.95 Peak
B @.128 15.15 21.14 36.29 185.43 -59.14 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming)

Report No.: 2604T13224E-RFB

Level {dBuVim)

Date: 2026-09-16
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Frequency (MHz)
Site chamber
Condition 3m
Job No. 2604T13224E-RF
Polarization Parallel Tester: Jayden Luo
Test Mode BELE Transmitting
Receiver Setting: RBW:18kHz VBW:38kHz
Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark
MHz  dB/m  dBuV dBuv/m dBuVW/m dB
1 @.532 2.91 42.75 45.67 73.87 -27.48 Peak
2 1.216 -2.58 6B.48 57.838 65.74 -7.94 Peak
3 2.199 -5.46 B2,96 57.580 6£9.54 -12.84 Peak
4 3.241 -5.95 £3.92 57.97 £9.54 -11.57 Peak
5 18,125 -5.31 39.94 34,63 £9.54 -34.91 Peak
B 268.856 -3.35 37.96 34.58 £9.54 -34.94 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen,

Guangming)

Report No.: 2604T13224E-RFB

30MHz~1GHz:

Level (dBuVim)

Date: 2026-09-16
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Frequency (MHz)
Site chamber
Condition 3m HORIZONTAL
Job No. 2684T13224E-RF Tester: Jayden Luo
Test Mode BLE Transmitting
Receiver Setting: RBW:188kHz VBW:308kHz
Read Limit  Owver
Freq Factor Lewvel Level Line Limit Remark
MHz dBé/m  dBuV dBuV/m dBuV/m dB
1 45.775 -9.68 28.37 18.69 48.88 -21.31 Peak
2 183.886 -11.13 29.82 17.89 43.58 -25.61 Peak
3 239.357 -18.86 28.65 18.59 46.88 -27.41 Peak
4 329.183 -7.78 28.46 20.68 46.88 -25.32 Peak
5 513.488 -3.68 28.97 25.37 46.88 -208.63 Peak
B Jo@.291 @.37 29.48 29.77 46.88 -16.23 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming)

Report No.: 2604T13224E-RFB

70
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40

Level {dBuVim)

Date: 2026-09-16

0
30 50 100 200 500 1000
Frequency (MHz)
Site chamber
Condition 3m VERTICAL
Job No. 2684T13224E-RF Tester: Jayden Luo
Test Mode BLE Transmitting
Receiver Setting: RBW:188kHz VBW:308kHz
Read Limit  Ower
Freq Factor Lewel Level Line Limit Remark
MHz dB/m  dBuv dBuv/m dBuv/m dB
1 43.6851 -9.81 29.66 19.85 48.88 -28.15 Peak
2 98.876 -11.49 28.7% 17.26 43.58 -26.24 Peak
3 194.795 -9.82 28.88 18.26 43.58 -25.24 Peak
4 296.573 -8.87 28.83 19.76 46.88 -26.24 Peak
5 483,427 -5.88 28.81 22.93 46.88 -23.87 Peak
B 685.947 -1.12 29.49 28.37 46.88 -17.63 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming)

Report No.: 2604T13224E-RFB

1GHz-25GHz

Environmental Conditions

Temperature: 25.1C
Relative Humidity: 56 %
ATM Pressure: 99.2 kPa
Test Engineer: Angel Chen
Test Date: 2026-09-18

EUT Operation Mode:

Transmitting

Test Result: Compliance, please refer to the below data.

Note 1: For 1GHz-18GHz, the fundamental with band reject filter.

Note 2: For 18GHz-25GHz, the pre-scan maximum output power mode and channel was tested: BLE 1M

High Channel.
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

Band Edge

BLE 1M Low Channel Bandedge HORIZONTAL

12':]L»:at'l.n:atl {dBuVim} Date: 2026-09-18
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Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 1M Low Channel 2482MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 2324.416 -18.49 £8.17 49.63 74.88 -24.32 Peak
2 2398.882 -18.93 59.47 48.54 74.88 -25.46 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB
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BLE 1M Low Channel Bandedge VERTICAL

Level (dBuVim) Date: 2026-09-18

0
2310 2320 2350 2405

Site

Frequency (MHz)

chamber

Condition : 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Angel Chen

Mote

BLE 1M Low Channel 2482MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2398.808 -18.93 68.81 49.38 74.88 -24.12 Peak
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BLE 1M High Channel Bandedge  HORIZONTAL

Level (dBuVim) Date: 2026-09-18

[\

0
2475 2500

Site

Frequency (MHz)

chamber

Condition : 3m HORIZONTAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Angel Chen

Mote

BLE 1M High Channel 2488MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2483.598 -18.97 64.41 53.44 74.88 -208.56 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

BLE 1M High Channel Bandedge VERTICAL

12':]L»:at'l.n:atl {dBuVim} Date: 2026-09-18
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Frequency (MHz)

Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 1M High Channel 2488MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 2483.582 -18.97 68.83 49.86 74.88 -24.94 Peak
2 2495.859 -11.81 68.88 49.87 74.88 -24.13 Peak
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BLE 2M Low Channel Bandedge HORIZONTAL

Level (dBuVim) Date: 2026-09-18

0
2310 2320 2350 2405

Site

Frequency (MHz)

chamber

Condition : 3m HORIZONTAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Angel Chen

Mote

BLE 2M Low Channel 2482MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2398.888 -18.93 68.33 49.48 74.80 -24.608 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

BLE 2M Low Channel Bandedge VERTICAL

12':]L»:at'l.n:atl {dBuVim} Date: 2026-09-18
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Frequency (MHz)

Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 2M Low Channel 2482MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 2398.882 -18.93 59.98 48.97 74.88 -25.83 Peak
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BLE 2M High Channel Bandedge  HORIZONTAL

Level (dBuVim) Date: 2026-09-18

~

0
2475 2500

Site

Frequency (MHz)

chamber

Condition : 3m HORIZONTAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Angel Chen

Mote

BLE 2M High Channel 2488MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2483.598 -18.97 63.88 52.91 74.86 -21.89 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB
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BLE 2M High Channel Bandedge VERTICAL

Level (dBuVim) Date: 2026-09-18

/N

0
2475 2500

Site

Frequency (MHz)

chamber

Condition : 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode : Transmitting Tester:Angel Chen

Mote

BLE 2M High Channel 2488MHz Bandedge

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB

1 2483.598 -18.97 68.89 49.12 74.88 -24.88 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

Spurious Emission

BLE 1M Low Channel 1GHz-18GHz_HORIZONTAL

Level (dBuVim) Date: 2026-09-18
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Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
Mote : BLE 1M Low Channel 2482MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48e4.888 -£.95 53.38 46.35 74.88 -27.85 Peak
2 72e6.882 -1.68 51.86 49.33 74.88 -24.82 Peak
3 17864 .568 7.22 39.54 46.76 54.88 -7.24 Average
4 17864 . 586 7.22 51.22 58.44 74.88 -15.56 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

Level (dBuVim)

BLE 1M Low Channel 1GHz-18GHz_VERTICAL

Date: 2026-09-18
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Frequency (MHz)
Site chamber
Condition 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode Transmitting Tester:Angel Chen
Mote BLE 1M Low Channel 2482MHz 1GHz-18GHz
SA setting Peak:RBW:1MHz ,VBW: 3MHz Ave:RBW:1MHz ,VBW:5kHz
Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark
MHz dBé/m  dBuV dBuV/m dBuV/m dB
1 4884.888 -5.95 5B.68 43.85 74.88 -38.35 Peak
2 7286.888 -1.68 51.26 49.58 74.88 -24.42 Peak
3 1e6386.758 6.93 48.11 47.84 54.88 -6.96 Average
4 166386.758 6.93 51.89 58.82 74.88 -15.18 Peak
Rev:A/5.0 Page 59 of 107 TR-4-E-R136




Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

BLE 1M Middle Channel 1GHz-18GHz_HORIZONTAL

aneveI {dBuVim} Date: 2026-09-18
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Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 1M Middle Channel 2448MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 4888.888 -6.98 52.81 45.83 74.88 -28.17 Peak
2 7J328.e8e -1.27 52.21 58.94 7J4.88 -23.86 Peak
3 16956.638 7.56 39,11 46.67 54.88 -7.33 Average
4 16956.638 7.56 5@.95 58.51 7J4.88 -15.49 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming)

Report No.: 2604T13224E-RFB

BLE 1M Middle Channel 1GHz-18GHz_VERTICAL

Level (dBuVim)

Date: 2026-09-18
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Site chamber
Condition 3m VERTICAL
Project No.: 2604T13224E-RF
Test Mode Transmitting Tester:Angel Chen
MNote BLE 1M Middle Channel 2448MHz 1GHz-18GHz
SA setting Peak:RBW:1MHz ,VBW: 3MHz Ave:RBW:1MHz ,VBW:5kHz
Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark
MHz dBé/m  dBuV dBuV/m dBuV/m dB
1 4880.8088 -5.98 51.9% 44.97 74.88 -29.83 Peak
2 7320.888 -1.27 51.92 5B.85 74.88 -23.35 Peak
3 17919.258 7.41 39.81 46.42 54.88 -7.58 Average
4 17919.258 7.41 51.34 58.7% 74.88 -15.25 Peak
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BLE 1M High Channel 1GHz-18GHz_HORIZONTAL

aneveI {dBuVim} Date: 2026-09-18
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Frequency (MHz)

Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 1M High Channel 2486MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 49s8.888 -6.78 53.51 46.81 74.88 -27.19 Peak
2 7445 .888 -8.85 58.16 49.31 7J4.88 -24.89 Peak
3 17422.0688 6.87 39.89 46.76 54.88 -7.24 Average
4 17422 .08688 #.87 51.87 58.54 74.88 -15.46 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

BLE 1M High Channel 1GHz-18GHz_VERTICAL

aneveI {dBuVim} Date: 2026-09-18
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Frequency (MHz)

Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 1M High Channel 2486MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 4968.888 -6.780 58.83 44.13 74.88 -29.87 Peak
2 7448.888 -8.85 58.83 49.93 74.88 -24.82 Peak
3 17951.138@ 7.47 39.84 47.11 54.88 -6.89 Average
4 17951.138 7.47 5@.983 58.45 74.88 -15.55 Peak
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BLE 1M High Channel 18GHz-25GHz_HORIZONTAL

1DDLeve|:dEu1Hn1} Date: 2026-09-18
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Site : chamber

Condition : 3m HORIZONTAL

Project Mo.: 2684T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
Mote : BLE 1M High Channel 2488MHz 18GHz-25GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Over
Freq Factor Level Level Line Limit Remark

MHz dB/m dBuV dBuVW/m dBuV/m dB
1 24934, 388 4,18 48.11 52.29 74.88 -21.71 Peak
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BLE 1M High Channel 18GHz-25GHz_VERTICAL

1DDLe1.re| {dBuVim) Date: 2026-09-18
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Site : chamber

Condition : 3m VERTICAL

Project Mo.: 2684T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
Mote : BLE 1M High Channel 2488MHz 18GHz-25GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz

Read Limit  Over
Freq Factor Level Level Line Limit Remark

MHz dB/m dBuV dBuVW/m dBuV/m dB
1 24942, 258 4,28 48.85% 52.85 74.88 -21.15 Peak
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BLE 2M Low Channel 1GHz-18GHz_HORIZONTAL

aneveI {dBuVim} Date: 2026-09-18
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Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
Mote : BLE 2M Low Channel 2482MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48e4.888 -£.95 53.38 46.35 74.88 -27.85 Peak
2 72e6.882 -1.68 51.44 49.76 74.88 -24.24 Peak
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BLE 2M Low Channel 1GHz-18GHz_VERTICAL

aneveI {dBuVim} Date: 2026-09-18
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Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
Mote : BLE 2M Low Channel 2482MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48e4.888 -£.95 53.53 46.53 74.88 -27.42 Peak
2 72e6.882 -1.68 51.15 49.47 74.88 -24.53 Peak
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BLE 2M Middle Channel 1GHz-18GHz_HORIZONTAL

aneveI {dBuVim} Date: 2026-09-18
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Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 2M Middle Channel 2448MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48838.888 -£.93 53.19 45.21 74.88 -27.79 Peak
2 7328.888 -1.27 51.44 58.17 74.88 -23.83 Peak
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BLE 2M Middle Channel 1GHz-18GHz_VERTICAL

Level (dBuVim) Date: 2026-09-18
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Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 2M Middle Channel 2448MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 48838.888 -£.93 51.73 44.75 74.88 -29.25 Peak
2 7J328.e8e2 -1.27 51.67 5S8.48 7T4.88 -23.88 Peak
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BLE 2M High Channel 1GHz-18GHz_HORIZONTAL

aneveI {dBuVim} Date: 2026-09-18
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Site : chamber

Condition : 3m HORIZONTAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 2M High Channel 2486MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 4968.888 -6.78 53.20 45.58 74.88 -27.58 Peak
2 7448.888 -8.85 58.91 S8.86 T4.88 -23.94 Peak
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BLE 2M High Channel 1GHz-18GHz_VERTICAL

aneveI {dBuVim} Date: 2026-09-18
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Site : chamber

Condition : 3m VERTICAL

Project No.: 2604T13224E-RF

Test Mode : Transmitting Tester:Angel Chen
MNote : BLE 2M High Channel 2486MHz 1GHz-18GHz

SA setting : Peak:RBW:1MHz,VBW:3MHz Awve:RBW:1MHz,VBW:S5kHz

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuV dBuvV/m dBuV/m dB
1 49s8.888 -6.78 51.55 44,85 74.88 -29.15 Peak
2 7445.888 -8.85 58.38 49.53 74.88 -24.47 Peak

Rev:A/5.0 Page 71 of 107 TR-4-E-R136




Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming) Report No.: 2604T13224E-RFB

6 dB EMISSION BANDWIDTH & OCCUPIED BANDWIDTH

Applicable Standard
According to FCC §15.247(a)(2):

Systems using digital modulation techniques may operate in the 902-928 MHz, 2400-2483.5 MHz, and
5725-5850 MHz bands. The minimum 6 dB bandwidth shall be at least 500 kHz.

According to RSS-247 §6.3.1(a):

The following applies to the bands 902-928 MHz and 2400-2483.5 MHz:
a. the minimum 6 dB bandwidth shall be 500 kHz.

According to RSS-GEN 86.7:

The occupied bandwidth or the “99% emission bandwidth” is defined as the frequency range between two
points, one above and the other below the carrier frequency, within which 99% of the total transmitted power
of the fundamental transmitted emission is contained. The occupied bandwidth shall be reported for all
equipment in addition to the specified bandwidth required in the applicable RSSs.

In some cases, the “6 dB bandwidth” is required, which is defined as the frequency range between two points,
one at the lowest frequency below and one at the highest frequency above the carrier frequency, at which the
maximum power level of the transmitted emission is attenuated 6 dB below the maximum in-band power level
of the modulated signal, where the two points are on the outskirts of the in-band emission.

Test Procedure
According to ANSI C63.10-2020, section 11.8 and section 6.9

The steps for the first option are as follows:

a) Set RBW = shall be in the range of 1% to 5% of the OBW but not less than 100 kHz.

b) Setthe VBW 2 [3 x RBW].

c) Detector = peak.

d) Trace mode = max-hold.

e) Sweep = No faster than coupled (auto) time.

f) Allow the trace to stabilize.

g) Measure the maximum width of the emission by placing two markers, one at the lowest frequency
and the other at the highest frequency of the envelope of the spectral display, such that each marker
is at or slightly below the “~6 dB down amplitude”. If a marker is below this “-6 dB down amplitude”
value, then it shall be as close as possible to this value.

According to ANSI C63.10-2020, section 7.8.6 and section 6.9.3

The occupied bandwidth is the frequency bandwidth such that, below its lower and above its upper frequency
limits, the mean powers are each equal to 0.5% of the total mean power of the given emission. The following
procedure shall be used for measuring 99% power bandwidth:

a) The instrument center frequency is set to the nominal EUT channel center frequency. The frequency
span for the spectrum analyzer shall be between 1.5 times and 5.0 times the OBW.

b) The nominal IF filter bandwidth (3 dB RBW) shall be in the range of 1% to 5% of the OBW, and VBW
shall be at least three times the RBW, unless otherwise specified by the applicable requirement.

c) Set the reference level of the instrument as required, keeping the signal from exceeding the
maximum input mixer level for linear operation. In general, the peak of the spectral envelope shall be
more than [10 log (OBW/RBW)] below the reference level. Specific guidance is given in 4.1.6.2.

d) Step a) through step c) might require iteration to adjust within the specified range.

e) Video averaging is not permitted. Where practical, a sample detection and single sweep mode shall
be used. Otherwise, peak detection and max-hold mode (until the trace stabilizes) shall be used.

f) Use the 99% power bandwidth function of the instrument (if available) and report the measured
bandwidth.
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)

h)

If the instrument does not have a 99% power bandwidth function, then the trace data points are
recovered and directly summed in linear power terms. The recovered amplitude data points,
beginning at the lowest frequency, are placed in a running sum until 0.5% of the total is reached; that
frequency is recorded as the lower frequency. The process is repeated until 99.5% of the total is
reached; that frequency is recorded as the upper frequency. The 99% power bandwidth is the
difference between these two frequencies.

The occupied bandwidth shall be reported by providing spectral plot(s) of the measuring instrument
display; the plot axes and the scale units per division shall be clearly labeled. Tabular data may be
reported in addition to the plot(s).

According to RSS-GEN §6.7,

The following conditions shall be observed for measuring the occupied bandwidth and x dB bandwidth:

The transmitter shall be operated at its maximum carrier power measured under normal test
conditions.

The span of the spectrum analyzer shall be set large enough to capture all products of the modulation
process, including the emission skirts, around the carrier frequency, but small enough to avoid having
other emissions (e.g. on adjacent channels) within the span.

The detector of the spectrum analyzer shall be set to “Sample”. However, a peak, or peak hold, may
be used in place of the sampling detector since this usually produces a wider bandwidth than the
actual bandwidth (worst-case measurement). Use of a peak hold (or “Max Hold”) may be necessary
to determine the occupied / x dB bandwidth if the device is not transmitting continuously.

The resolution bandwidth (RBW) shall be in the range of 1% to 5% of the actual occupied / x dB
bandwidth and the video bandwidth (VBW) shall not be smaller than three times the RBW value.
Video averaging is not permitted.

Note: It may be necessary to repeat the measurement a few times until the RBW and VBW are in compliance
with the above requirement.

For the 99% emission bandwidth, the trace data points are recovered and directly summed in linear power
level terms. The recovered amplitude data points, beginning at the lowest frequency, are placed in a running
sum until 0.5% of the total is reached, and that frequency recorded. The process is repeated for the highest
frequency data points (starting at the highest frequency, at the right side of the span, and going down in
frequency). This frequency is then recorded. The difference between the two recorded frequencies is the
occupied bandwidth (or the 99% emission bandwidth).

EUT _q Spectrum Analyzer

Attenuator

Note: Offset = RF cable loss(0.5dB") + Attenuator(10dB)

Test Data

Test Result: Please refer to the Appendix.
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MAXIMUM CONDUCTED OUTPUT POWER

Applicable Standard
According to FCC 8§15.247(b)(3):

For systems using digital modulation in the 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz bands: 1
Watt. As an alternative to a peak power measurement, compliance with the one Watt limit can be based on a
measurement of the maximum conducted output power. Maximum Conducted Output Power is defined as the
total transmit power delivered to all antennas and antenna elements averaged across all symbols in the
signaling alphabet when the transmitter is operating at its maximum power control level. Power must be
summed across all antennas and antenna elements. The average must not include any time intervals during
which the transmitter is off or is transmitting at a reduced power level. If multiple modes of operation are
possible (e.g., alternative modulation methods), the maximum conducted output power is the highest total
transmit power occurring in any mode.

According to RSS-247 §6.3.2:

For DTS operating in the band 902-928 MHz, the maximum peak conducted output power shall not exceed
1W, and the e.i.r.p. shall not exceed 4 W.

For DTS operating in the band 2400-2483.5 MHz, the maximum peak conducted output power shall not
exceed 1W, and the e.i.r.p. shall not exceed 4 W, except as provided in section 6.5 a) and b).

As an alternative to a peak power measurement, compliance can be based on a measurement of the
maximum conducted output power.

Test Procedure
According to ANSI C63.10-2020, section 11.9.1.1

® Measurement using a spectrum analyzer (SA)
The following procedure shall be used when an instrument with a resolution bandwidth that is greater than the
DTS bandwidth is available to perform the measurement:

a) Setthe RBW = DTS bandwidth.

b) SetVBW 2[3 x RBW].

c) Setspan =[3 x RBW].

d) Sweep time = No faster than coupled (auto) time.

e) Detector = peak.

f) Trace mode = max-hold.

g) Allow trace to fully stabilize.

h) Use peak marker function to determine the peak amplitude level.

EUT _q Spectrum Analyzer

Attenuator

Note: Offset = RF cable loss(0.5dB") + Attenuator(10dB)

Test Data

Test Result: Please refer to the Appendix.
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CONDUCTED SPURIOUS EMISSION

Applicable Standard
According to FCC 8§15.247(d):

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall be
at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20 dB.
Attenuation below the general limits specified in 815.209(a) is not required. In addition, radiated emissions
which fall in the restricted bands, as defined in §15.205(a), must also comply with the radiated emission limits
specified in 815.209(a) (see §15.205(c)).

According to RSS-247 86.6:

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum device, digitally
modulated device, or hybrid system is operating, the RF power that is produced shall be at least 20 dB below
that in the 100 kHz bandwidth within the band that contains the highest level of the desired power — based on
either an RF conducted or a radiated measurement — provided that the transmitter demonstrates compliance
with the peak conducted power limits. If the transmitter complies with the conducted power limits based on the
use of root-mean-square averaging over a time interval, as permitted under section 6.3.2, the attenuation
required shall be 30 dB instead of 20 dB. Attenuation below the general field strength limits specified in
RSS-Gen is not required.

Test Procedure
According to ANSI C63.10-2020, section 11.11

a) Setthe center frequency and span to encompass frequency range to be measured. Note that the
frequency range might need to be divided into multiple frequency ranges to retain frequency resolution.
NOTE—the number of points can also be increased for large spans to retain frequency resolution

b) Setthe RBW: 100 kHz

c) Setthe VBW = [3 x RBW].

d) Detector = peak.

e) Sweep time = No faster than coupled (auto) time.

f) Trace mode = max-hold.

g) Allow trace to fully stabilize.

h) Use the peak marker function to determine the maximum amplitude level.

Ensure that the amplitude of all unwanted emissions outside of the authorized frequency band (excluding
restricted frequency bands) is attenuated by at least the minimum requirements specified in 11.11. Report the
three highest emissions relative to the limit.

EUT _q Spectrum Analyzer

Attenuator

Note: Offset = RF cable Ioss(O.SdB#/S.OdB#) + Attenuator(10dB)
The cable loss of 0.5dB” has been added into test result, except for test result of frequencies from 30 MHz to
25 GHz, where a maximum cable loss of 3.0dB* has been added.

Test Data

Test Result: Please refer to the Appendix.
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POWER SPECTRAL DENSITY

Applicable Standard
According to FCC §15.247(e):

For digitally modulated systems, the power spectral density conducted from the intentional radiator to the
antenna shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous
transmission. This power spectral density shall be determined in accordance with the provisions of paragraph
(b) of this section. The same method of determining the conducted output power shall be used to determine
the power spectral density.

According to RSS-247 §6.3.1(b):

The following applies to the bands 902-928 MHz and 2400-2483.5 MHz:

b. the transmitter power spectral density conducted from the transmitter to the antenna(s) shall not be greater
than 8 dBm/3 kHz band during any time interval of continuous transmission. This power spectral density shall
be determined in accordance with the provisions of section 6.3.2 The power spectral density shall be
determined using the same method as is used to determine the maximum conducted output power.

Test Procedure
According to ANSI C63.10-2020, section 11.10.2

a) Setanalyzer center frequency to DTS channel center frequency.

b) Setthe span >1.5 times the DTS bandwidth.

c) Setthe RBW to 3 kHz < RBW < 100 kHz.

d) Setthe VBW =[3 x RBW].

e) Detector = peak.

f) Sweep time = No faster than coupled (auto) time.

g) Trace mode = max-hold.

h) Allow trace to fully stabilize.

i) Use the peak marker function to determine the maximum amplitude level within the RBW.

j) If measured value exceeds requirement, then reduce RBW (but no less than 3 kHz) and repeat.

EUT _q Spectrum Analyzer

Attenuator

Note: Offset = RF cable Ioss(O.SdB#) + Attenuator(10dB)

Test Data

Test Result: Please refer to the Appendix.
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DUTY CYCLE

Test Procedure
According to ANSI C63.10-2020 Section 11.6

Measurements of duty cycle and transmission duration shall be performed using one of the following
techniques:

a) A diode detector and an oscilloscope that together have a sufficiently short response time to permit
accurate measurements of the ON and OFF times of the transmitted signal.

b) The zero-span mode on a spectrum analyzer or EMI receiver if the response time and spacing between
bins on the sweep are sufficient to permit accurate measurements of the ON and OFF times of the transmitted
signal:

1) Set the center frequency of the instrument to the center frequency of the transmission.

2) Set RBW = OBW if possible; otherwise, set RBW to the largest available value.

3) Set VBW = RBW. Set detector = peak or average.

4) The zero-span measurement method shall not be used unless both RBW and VBW are > 50/T and the
number of sweep points across duration T exceeds 100. (For example, if VBW and/or RBW are limited to
3 MHz, then the zero-span method of measuring the duty cycle shall not be used if T < 16.7 ps.)

EUT _q Spectrum Analyzer

Attenuator

Note: Offset = RF cable Ioss(O.SdB#) + Attenuator(10dB)

Test Data
Test Result: Please refer to the Appendix.
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APPENDIX- LEFT TEMPLE

Test Information:

Sample No.: | 3LU7-1

Test Date: 2026/05/19

Test Site: | RF

Tester:  Cayde Hou

Environmental Conditions:

Test Mode: | Transmitting

Test Result: | Pass

) Relative )
Temperat(‘fce)' 24.6 Humidity: 51 ATM Pres(itgz)' 100.6
(%)
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6dB Emission Bandwidth

BLE 1M
Result Limit .
Channel (MH2) (MH2) Verdict
Low 20.5 Pass
Middle 20.5 Pass
High 0.729 20.5 Pass
BLE 2M
Result Limit .
Channel (MHz2) (MH2) Verdict
Low 20.5 Pass
Middle 20.5 Pass
High 1.429 20.5 Pass
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3 2 G T =1or -0.193 .
20 d f - -20 d =
a0 d 7 v -an d
- \ 4 4 -
! r"rM e A ™ J‘”M lonet” \’b\
-40 7 = -4n o v
s o opoent] ot
-50 d 50 di
-60 -60
CF 2,44 GHz 1000 pts Span 6.0 MHz CF 2.40 GHz 1000 pts Span 6.0 MHz
Marker Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 [ 2.43925826 GHZ | -10.15 dBm | M1 1 2.47928829 GHz | -9.38 dBm |
D1 ML 1 1,48949 MHz 0.01 da D1 ML 1 1,42943 MHz 0.05 d
— —
\ )it J - L )t J -
Projectia. ayde Hou Frojectio. 1 ayde Hou

Date:
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99% Occupied Bandwidth

BLE 1M
99% OBW
Channel (MH2)
Low 1.052
Middle
High 1.036
BLE 2M
99% OBW
Channel (MH2)
Low 2.082
Middle
High 2.106
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BLE 1M

BLE_1M_Low_Channel
(%]

Ref Level 30.50 dém

Offset 10.50 d& & RBW 30 kHz

BLE_1M_Middle_Channel
(=]

Ref Level 30.50 dém

Offset 10.50 d& & RBW 30 kHz

o At 0B SWT  Lims e VBW 100kHz Mode Swaep o Att 0B SWT  Lims e VBW 100kHz Mode Swaep
SGL Count 100/100 SGL Count 1007100
(@ 1k Max [0 17k tax
™MI1] 5.73 dBm)| ™MI1] 6.00 dBm|
; 2.40192600 GHz| . 2.44009000 GHz]
= oce B 1.052000000 MHz| 0 oce B 1056000000 MHz|
10 df 10 d
o — 0 d -
o ool o b
o T A
204 b 20 o o
/ ) ;
30 ’ 1\ -30 7
/ / e A 4
and o - N 40 di s
q v J \ ), V
50 L — =0 e ‘
o P IR | e v v
-60 df -60 df
CF 2.402 GHz 1000 pts Span 4.0 MHz GCF 2.4 GHz, 1000 pts Span 4.0 MHz
Marker Marker
Type | Ref | Tre | X-valug | Y-value | Function | Function Result | Type | Ref | Tre | X-valug | Y-value | Function | Function Result |
M| 1 2.401926 GHz -5.73 dBm M1 1 2.44000 GHz ~6.00 dBm
TL 1 2.40147 GHz -19.32 dém Oce Bw 1.052 MHz 1 1 2.439466 GHz -20.82 dém Oce Bw 1,056 MHz
T2 1 2.402522 GHz -21.51 dem T2 1 2.440522 GHz -21.77 dem

sctr

Ref Level 30.50 dém
At

BLE_1M_High_Channel

Offset 10.50 d& & RBW 30 khz

m
Ref Level 30.50 dém

BLE_2M_Low_Channel
(®]

Offset 10.50 d& & RBW 30 khz

=3 SWT 1.1 ms @ VBW 100 kHz Mode Sweep po ALt SWT 1.1 ms @ VBW 100 kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
L.JPk Max [@ 19k Max
ML) 5.21 dBm| ML) 0.20 dbm}
2.47993800 GHz - 2.40175100 GHz|
204 oce Bw 1.036000000 MHZ| 20 oce Bw 2.082000000 MHZ]
10d 10 d
od 0 d
2]
i I
104 -10 i i N
20 d % 20 d Lo
" \1\ o
a0 { -30 ¥ .
40 d P e 40 d 4 \
N v i ! [ A,
50 d i 5 v v .
AT T AT s vy [T
-60 o -e0d
CF 2.48 GHz 1000 pts Span 4.0 MHz CF 2,402 GHz 1000 pts Span 6.0 MHz
Marker Marker
Type | Ref | Tre | X-value ¥-value | _Function | Function Result Type | Ref | Tre | X-value | ¥-value | _Function | n Result
ML 1 2.479938 GHz -5.21 dBm M1 1 2.401751 GHz -8.28 dBm
T 1 2.479474 GHz ~20.81 dem e Bw 1.035 MHz T1 T 2.400947 GHz ~23.31 dem e Bw 2,082 WHz
T2 1 2.48051 GHz -20.32 dBm T2 1 2.403029 GHz -23.26 dBm

Date: 18.MAY.Z0286

] (]

BLE_2M_Middle_Channel

] (]

BLE_2M_High_Channel

2 m iid
Ref Level 30.50 dém  Offset 10.50 db & RBW 30 kHz Ref Level 30.50 dém  Offset 10.50 db & RBW 30 kHz
fo Att SWT 1.1 ms @ VBW 100 kHz Mode Sweep po ALt SWT 1.1 ms @ VBW 100 kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
L.JPk Max [@ 19k Max
ML) .56 dbm) ML) 0.29 dbm}
2.44023100 GHz - 2.47978700 GHz|
204 oce Bw 2.112000000 MHZ] 20 oce Bw 2.106000000 MHZ]
10d 10 d
od 0 d
M1 [
i i A
-1od 7 Tl ir -0 g ]
204 Lt o, 204 1 P
- - -
B % P in
= 7 o 30 e
i = \ e, i N IJ 1
40 - e 40 e
ST b by RN T "
50 ot
7 LT BT || ST
60 df -0 d
CF 2.44 GHz 1000 pts Span 6.0 MHZz CF 2,48 GHz 1000 pts Span 6.0 MHz
Marker Marker
Type | Ref | Tre | X-value ¥-value | _Function | Function Result Type | Ref | Tre | X-value | ¥-value | _Function | n Result
ML 1 2.440231 GHz ~8.56 dam M1 1 2.479787 GHz -8.23 dBm
T 1 2.438929 GHz ~22.18 dem e Bw 2.112 MHz T1 T 2.478941 GHz ~22.38 dem e Bw 2,106 MHz
T2 1 2.441041 GHz -24.92 dBm T2 1 2.481047 GHz -23.08 dm
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Maximum Conducted Output Power

BLE 1M
Peak Output Power Limit .
Channel (dBm) (dBm) Verdict
Low 30.00 Pass
Middle -1.23 30.00 Pass
High -1.21 30.00 Pass
BLE 2M
Peak Output Power Limit .
Channel (dBm) (dBm) Verdict
Low 30.00 Pass
Middle -1.25 30.00 Pass
High -1.23 30.00 Pass

Note 1: The Maximum antenna gain is 3.35dBi".
Note 2: EIRP= Output Power + Antenna Gain

Note 3: The maximum EIRP is -1.16dBm+3.35dBi=2.19dBm<36dBm, so it's compliance with ISEDC
EIRP limit.
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BLE 1M

BLE_1M_Low_Channel

BLE_1M_Middle_Channel

v E v
Ref Level 20.00 dbm  OFfset 10.50 db @ RBW 3 MHz Ref Lavel 20.00 dom  OFfset 10.50 db @ RBW 3 MHz
o At a0 dE SWT 1ms @ VBW 10MHz  Mode Sweep o Att a0 dE SWT 1ms @ VBW 10MHz  Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
(@ 1Pk Max [0 37k Max
Mi[1] ~1.18 dBm| Mi[1] ~1.23 dBm)|
2.40217500 GHz| 2.44014500 GHz|
10d 104
1
od | — 0 d —+— —
”/_/—’ ] e i
10 - = 10 — —
- . ] T
- | - ~
-20 df 20 df
. ~—
e — |~ -
30 df =30 di
40 -40
50 df -50 i
-60 o -60 di
7o d 70 di
CF 2.402 GHz 1000 pts Span 10.0 MHz CF 2.44 GHz 1000 pts Span 10.0 MHz
— — —_— —_—
) (] \ )i ) [
Spectrum L2 Spectrum -
Ref Level 20.00 dom  Offset 10,50 0B @ RBW 3 MHz Ref Level 20.00 dom  Offset 10,50 0B w RBW 3 MHz
o At a0 dE SWT 1ms @ VBW 10 MHz  Mode Sweep o att =0 dE SWT 1ms @ VBW 10MHz  Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
@ 1Pk Max @10k Max
M1[1] -1.21 dBm)| M1[1] -1.16 dBmj
2.47978500 GHz 2.40259500 GHe|
10 df 10 di
M1
o d — — 0 d — —
"] I e -
-0 T = 10 f— .
— o - .
~ L~ -
20 d 204 =
. .,f‘w R
N
-an d a0 d
40 -40
-50 df -50 df
60 df 60 df
-70 df 70 df
CF 2.48 GHz 1000 pts Span 10.0 MHz CF 2.402 GHz 1000 pts Span 10.0 MHz
—_
)t J o \ )it J ]
Hou Hou
Spectrum = E &3
Ref Level 20.00 dom  Offset 10,50 0B @ RBW 3 MHz Ref Level 20.00 dom  Offset 10,50 0B w RBW 3 MHz
o At a0 dE SWT 1ms @ VBW 10 MHz  Mode Sweep o att =0 dE SWT 1ms @ VBW 10MHz  Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
@ 1Pk Max @10k Max
M1[1] -1.25 dBm)| M1[1] -1.23 dBmj
2.44029500 GHz 2.47944500 GHe|
10 df 10 di
1 M1
od === od
""" I ] I
-10 - e -10 = o
— -~ - -
~ - ~{_
20 -20 g =
20 48 . d —
-an d a0 d
40 -40
-50 df 50 df
60 df 60 df
-70 df 70 df
CF 2.44 GHz 1000 pts Span 10.0 MHz CF 2.48 GHz 1000 pts Span 10.0 MHz
—_
)t J o \ )it J ]
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Power Spectral Density

BLE 1M
Result Limit .
Chnginz) (dBm/3kHz) (dBm/3kHz) Ve e
Low -13.81 8 Pass
Middle 8 Pass
High -13.80 8 Pass
BLE 2M
Result Limit .
CIEIiE (dBm/3kHz) (dBm/3kHz) VI
Low -16.83 8 Pass
Middle -16.72 8 Pass
High 8 Pass
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BLE 1M
BLE_1M_Low_Channel

BLE_1M_Middle_Channel

Ref Level 30.50 dom  OHset 10.50 db = RBW 3 khz RefLevel 30.50 dom  OHset 10.50 db = RBW 3 khz
o Att 300E SWT  16.4ms @ VBW 10kHz Mode Sweep e Att 300E SWT  16.4ms @ VBW 10kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
(@ 17k Max (@ 17k Mzx
™Mi[1] 13.81 dBm)| ™Mi[1] 13.74 dBm)
2.401957280 GHz| 2.440010310 GHz|
20 di 20 di
10 10
o o
-10 d " 10 df it
T kaiabadt Mt L T N P R bt il 2
-20d o o "
A iy Wi
a0 o M, [,
o1 B T
A AN i\
7 w M'h‘
60 d -60
CF 2.402 GHz 2001 pts Span 1.474 MHz CF 2.44 GHz 2001 pts Span 1.474 MHz
Marker Marker
Type | Ref | Tre | X-value l Y-value | Function | Function Result | Type | Ref | Tre | X-value l Y-value | Function | Function Result |
1 1 2.40195728 GHz -13.81 dm M1 1 2.44001031 GHz -13.74 dom
— —
{ 1 J - L Il J -

LE2EO4TLE

rojects

Date: 19.MAY.2026

BLE_1M_High_Channel

19.MAY.

BLE 2M

BLE_2M_Low_Channel

: = pectrum o
Ref Level 30.50 dém  Offset 10.50 dB & RBW 3 kHz Ref Level 30.50 dém  Offset 10.50 dB & RBW 3 kHz
jo Art 30 dB BWT 16.2 ms @ VBW 10 kHz Mode Sweep po ALt 30 dE SWT  33.1ms @ VBW 10kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
L.JPk Max @19k Max
mi[1] 13.50 dBm)| mi[1] 16.83 dem|
2.480010930 GHz, 2.40203870 GH|
20 d 20 d
10 10
o 0
-1odl L -1od
PY L T
™ el en a7 LT Bah gt A,
20 d 20 di
[Forrl W\ﬂ Ty MWM%
s0d ot g 0 b g,
o ot |
e My, o
Y N ' ™,
- B v o
&0 -60
CF 2.48 GHz 2001 pts Span 1.458 MHz CF 2.402 GHz 2001 pts Span 2.978 MHz
Marker Marker
Type | Ref | Trc | X-value | ¥-value | _Function | Function Result | Type | Ref | Trc | X-value | ¥-value | _Function | Function Result |
ML 1 248001093 GHz -13.80 dém M1 1 24020387 GHz -15.83 dem
— —
J w [ I J (]
Projectlo. :2604T
Date: 19.MAY.
: = pectrum o
Ref Level 30.50 dém  Offset 10.50 dB & RBW 3 kHz Ref Level 30.50 dém  Offset 10.50 dB & RBW 3 kHz
jo Art 20dE SWT  33.1ms @ VBW 10kHz Mode Sweep po ALt 30 dE SWT  31.8ms @ VBW 10kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
L.JPk Max @19k Max
mi[1] 16.72 dBm)| mi[1] 16.68 dem|
2.44003870 GHz| 2.48003860 CHZ|
20 d 20 d
10 10
o 0
-10d ; -10di =
v
» 1 bt tasaatl g s P I POV P g
-20 % 20
g Tt AT el
" e [
a0d > W i 30 -.‘-M M"v
M/‘W %h J,JFM m*«p
40 demadsd 40 d
o ™ f ‘\‘
-sq@“ * \“
L/ )
601 -60
CF 2.44 GHz 2001 pts Span 2.978 MHz CF 2.48 GHz 2001 pts Span 2.858 MHz
Marker Marker
Type | Ref | Trc | X-value | ¥-value | _Function | Function Result | Type | Ref | Trc | X-value | ¥-value | _Function | Function Result |
ML 1 2.4400387 GHz -15.72 dém M1 1 24300386 GHz -15.58 dem
— —
I J L] ( ) J -
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Duty Cycle
BLE 1M
Channel Ton Ton+Toff | Duty Cycle Duty Cycle 1/Ton VBW Setting
(ms) (ms) (%) Factor(dB) (Hz2) (kHz)
Middle 100 100 0 NA 0.010
BLE 2M
Channel Ton Ton+Toff | Duty Cycle Duty Cycle 1/Ton VBW Setting
(ms) (ms) (%) Factor(dB) (Hz2) (kHz)
Middle 100 100 0 NA 0.010
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BLE 1M BLE 2M
BLE_1M_Middle_Channel BLE_2M_Middle_Channel

Spectrum Ea Spectrum -
Ref Level 20.00 d8m Offset 10.50 d8 & RBW 10 MHz Ref Level 20.00 d8m Offset 10.50 dB8 & RBW 10 MHz
fo ALL 30 dE &« SWT 100 ms & VBW 10 MHz Jo Att 30 dE & SWT 100 ms & VBW 10 MHz
SGL Count 1/1 SGL Count 1/1
[[e1Pk Cirwr (@ 1Pk Cirw
Mi[1] -4.98 dBm M1[1] -4.98 dBm)|
11.04110 ms| 67.55676 ms|
10 i 104
ol oo ar
L]
-10 dém -10 dBm:
-20 dém -20 dem
-30 dém: -30 dBm
40 dem. 40 dBm
-50 dém -50 dBm:
60 dBm. -60 dBm
-70 dBm: 70 dBm
CF 2,44 GHz 10000 pts 10.0ms/ CF 2,44 GHz 10000 pts 10.0 ms/
Marker Marker
Type | Ref | Tre | X-value | ¥-value | _Function | Function Result | Type | Ref | Tre | X-valug | ¥-value | _Function | Function Result |
M1 1 11.0411 ms -4.98 dBm M. 1 67.5568 ms -4.98 dBm
)| . )| o
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Report No.: 26

04T13224E-RFB

Conducted Spurious Emission

BLE 1M

BLE_1M_Low_Channel

BLE_1M_Low_Channel

Spectrum Kl Spectrum v
Ref Level 20.00 dbm  Offsel 10.50 0B w RBW 100 kHz Reflevel 20.00 dBm  Offsel 10,50 08 e RBW 100 kHz
e att 20de SWT 2ms @ VBW 300 kHz  Mode Sweep o At 20de SWT 5ms @ VBW 300 kHz  Mode Sweep
SGL Count 3000/3000 SGL Count 1000/1000
[@ 17K Max (@ 1Fk Max
MI[1] -1.81 dBm]| ETEN] 52.75 dbm
2.40225700 GHZ] 2.39988200 GH|
10 0
M 0 d
od 1 I
I \
M x’\ . J
-10 f \
’ . BE
o0 21.61d8 | \
-30
4 A Fl
-30
L™ L -a0)
\ . n
-40 -S0 5
N - S IR T ainil® Wl .
- [ 2
G w\mﬂ
60 -70
20 d CF 2.4 GHz 5000 pts Span 20.0 MHz
Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result |
CF 2.402 GHz 2000 pts Span 4.0 MHz ML 1 2.399862 GHz -52.75 dBm
( )i J L I J -
Spectrum 2 Spectrum 2
Ref Level 22.50 dBrm  Offset 13.00 48 @ RBW 100 kHz RefLevel 20.00 dBr  Offset 10.50 48 & RBW 100 kHz
o Att 20de SWT  250ms @ VBW 300 kHz Mode Swesp o Att 20dE SWT 2ms @ VBW 300kHz Mode Sweep
SGL Count 20/20 SGL Count 3000,/3000
| Y (@ 1Pk Max
20 Mi[1] 45.55 dBmj M1[1] -2.04 dBm|
19.8620 GHz| 2.43972700 GHz|
10 io
ol o —
/'\,JJH-\/‘\\
10 10
20 dBm—} 4
-20
30 d / A\
-30
-a0 d /““"x/ N
AN
S0 B I A A s AT bl - 40
Jouptoni Y e Y | A
" S0 s M
50 AT T e
70 -60
Start 30.0 MHz 2000 pts Stop 25.0 GHz 70 d
Marker
Type | Ref | Trc | X-valus | ¥-valug | _Function__| Function Result
ML 1 19,662 GHz 45 55 b CF 2,44 GHz 2000 pts Span 4.0 MHz
— — - —
] w L Jj! J -
¢ ' ayds Hou
:54
Spectrum 2 Spectrum 2
Ref Level 2250 dem  Offset 13.00 08 @ RBW 100 kHz RefLevel 20.00 dbm  Offset 10,50 08 @ RBW 100 kHz
e att 20d6  SWT  250ms @ VBW 300 kHz Mode Sweep o At 20de SWT 2ms @ VBW 300 kHz  Mode Sweep
SGL Count 20720 SGL Count 3000/3000
[@ 17K Max (@ 1Fk Max
20 MIL1] 4520 dim| Mi[1] -1.87 dbm|
15.7050 GHz] 2.48025300 GHz|
10 10
od o 1
S '\
10 -10
204 /
2 D1 -22.040 dbrrr o0 T
304 / \
-30 L
.40 d . /‘4‘\/ L
s0d T y AT DT - 40 N
w7 s g
o e e ] o
-60 d AT LT
70 -60
Start 30.0 MHz 2000 pts Stop 25.0 GHz 70 d
Marker
Type | Ref | Tre | X-value | ¥-value | Function | Function Result
ML 1 15.705 GHz -45.29 dbm CF 2.48 GHz 2000 pts Span 4.0 MHz
( N ] w
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BLE_1M_High_Channel

BLE_1M_High_Channel

Spectrum - -
Ref Level 20.00 dém  Offset 10.50 dB & RBW 100 kHz Ref Level 22.50 dém Offset 13.00 dB & RBW 100 kHz
b= Att 20de  SWT Sms @ VBW 300 kHz Mode Sweep jo Att 20de  SWT 250 ms @ VBW 300 kHz  Mmode Sweep
SGL Count 1000/1000 SGL Count 20/20
'.JPk Max @ 1Pk Max
-21.87dEm Mi[1] 52.63 dBm 20 di TEN] 45.17 dbm)|
104 2.48577400 GHz 20,0370 GHz|
10 e
0 ﬂ/‘sf\' 0
-10 di
\ -10
2o l‘ 20 dBm—
I : o1 21970 dur
-30 (\/ V\ .
-40 di
A \ o 1
b
-0 | Y " I YIRS Y. S
P T L T s T . " =0 Pl T P et
Yo ¥ Aol " " e
60 d =
-60
-70 70d
CF 2.4835 GHz 5000 pts Span 20.0 MHz Start 30.0 MHz 2000 pts Stap 25.0 GHz
Marker Marker
Type | Ref | Trc | X-value | v¥-value | Function | Function Result | Type | Ref | Trc | X-value | v¥-value | Function | Function Result |
1 2.485774 GHz -52.63 dBm 1 20.037 Ghz -35.17 dBm
T ey T ey
) e )
===) oo
Ref Level 20.00 dBm  Offset 10.50 dP & RBW 100 kHz Ref Level 20.00 dém  Offset 10.50 dB @ RBW 100 kHz
o att 208 SWT 2ms @ VBW 300 kHz Made Sweep o att 20de SWT Sms @ VBW 300kHz  Made Sweep
SGL Count 20000/20000 SGL Count 1000/1000
[@ 1Pk Max @ 1Pk Max
Mi[1] -3.12 dBm)| Mi(1] 34.92 dBm
2.401488: 2 y 2.40000200 GHZ]
10 di 10
0 dby L a
At | o TN
-10 di \
p 20
20 di 23 12dEm \
-30
-30 -40 de V\\
™
40 d 50 \'wf‘
\14 ™
I & Ju (PP P el
osevead ] I =4 a0 o
o d -70
70 d CF 2.4 GHz 5000 pts §pan 20.0 MHz
Marker
Type | Ref | Trc | X-value | v¥-value | Function | Function Result |
CF 2.402 GHz 2000 pts Span 6.0 MHz 1 2.400002 GHz -34.92 dam
2000 —— :

BLE_2M_Low_Channel

BLE_2M_Middle_Channel

===) oo
v v
Ref Level 22.50 dBm  Offset 13.00 dB & RBW 100 kHz Ref Level 20.00 dém Offset 10.50 dB & RBW 100 kHz
b= Att 20de  SWT 250 ms @ VBW 300 kHz Mode Sweep jo Att 20de  SWT 2ms @ VYBW 300 kHz Mode Sweep
SGL Count 20/20 SGL Count 20000/20000
[@ 1Pk Max @ 1Pk Max
20d 1] 45.04 dBm) M1[1]
19.4130 GHz|
10d 10d
0 0db a1
N e
-10 10
0 a /
B -20 d
-30
30 df 7
40 o . e, \V‘/ﬂh
=0 | i , " N RSV T N Lobh o d 7
Lirpaeie i3 T Tl PP iy b bl / n
i’ ‘{um...f" My ]
-60
-70 di -60 df
Start 30.0 MHz 2000 pts Stap 25.0 GHz 70 d
Marker
Type | Ref | Trc | X-value | v¥-value | Function | Function Result |
1 19.413 GHz -45.04 dBm CF 2.44 GH. 2000 pt: i 6.0 MH.
. _ z B pan z
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BLE_2M_Middle_Channel

Spectrum o Spectrum o
Ref Level 22.50 dBm  Offset 13.00 B & RBW 100 kHz Ref Level 20.00 dBm  Offset 10.50 GB & RBW 100 kHz
jo ALt 20de SWT 250 ms @ VBW 300 kHz Mode Sweep j= Att 20dE SWT 2ms w VBW 300 kHz mode Sweep
SGL Count 20/20 SGL Count 20000/20000
@ 1Pk Max @ 1Pk Max
20 d MI[1] -44.35 dBm) mi[1] -3.14 dBm)
20.0750 GHz 2.47948550 GHz
10d 10 dem
0 dém od 2
ER S
10 d . -~
-10 d8)
-20 dB /
D1 -23,090 dem 20 df
-30 d
30 df
40 dBy \K//_, o
" A
S0d ™ " . MMM&.V\..MMIM sunilpa) ™ -40 T
dBr - + e skt S "
Pttt | A e
-60 df s
-70 dB -60 d
Stort 30.0 MHz 2000 pts Stop 25.0 GHz 70 d
Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 1 20.075 GHz -44,35 dBm CF 2.48 GHz 2000 pts Span 6.0 MHz
— —
il J w ) (]
u u
ctrum o rum o
Ref Level 20.00 dBm  Offset 10.50 GB & RBW 100 kHz Ref Level 22.50 dBm  Offset 13.00 B & RBW 100 kHz
jo ALt 20de SWT 5ms @ VBW 300 kHz Mode Sweep j= Att 20dE SWT 250 ms & VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 20/20
@ 1Pk Max @ 1Pk Max
23.14dBm Mi[1] -51.82 dBm 20 ds M1[1] -45.48 dBm
2.48635800 GHz 18.1020 GHz|
10d
104d
0 de
" 0 dBm
=10 d
/ \ 10 d
20 dB ¥ 2048
\ D1 -23.140 dBim
-30 d f + 20 o
-
40 dB A A}
§ -40 dg —
N M1
-50 d A “‘w‘ v 50 der P _ " _AMNAAMM PR R
i " Sl Aot L A e AT T DA R
-0 di . A
-60 d
-70 de
0d 70 dB
CF 2.4835 GHz 5000 pts Span 20.0 MHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre| X-value | Y-value | Function | Function Result |
M1 1 2.486358 GHz -51,82 dBm M1 1 18.102 GHz -45,48 dBm
— —
il J w ) ] (]
u
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APPENDIX- RIGHT TEMPLE

Test Information:

Sample No.: | 3LU7-3

Test Date: 2026/09/22

Test Site: | RF

Tester:  Cayde Hou

Environmental Conditions:

Test Mode: | Transmitting

Test Result: | Pass

) Relative )
Temperat(‘fce)' 24.5 Humidity: 48 ATM Pres(itgg)' 99.2
(%)
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6dB Emission Bandwidth

BLE 1M
Result Limit .
Channel (MH2) (MH2) Verdict
Low 0.713 20.5 Pass
Middle 20.5 Pass
High 0.717 20.5 Pass
BLE 2M
Result Limit .
Channel (MH2) (MH2) Verdict
Low 1.273 20.5 Pass
Middle 20.5 Pass
High 20.5 Pass

Rev:A/5.0

Page 93 of 107

TR-4-E-R136




Bay Area Compliance Laboratories Corp. (Shenzhen, Guangming)

Report No.: 2604T13224E-RFB

BLE 1M

BLE_1M_Low_Channel

BLE_1M_Middle_Channel

BLE_1M_High_Channel

G o)
Ref Level 30.50 dém  Offset 10.50 d& @ RBW 100 khz RefLevel 30.50 dém  Offset 10.50 d& @ RBW 100 khz
o Att 300E SWT ims @ VBW 300 kHz Mode Sweep e Att 300E SWT ims @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
(@ 17k Max (@ 17k Mzx
CETEN] 5.03 dBm| CETEN] 8.13 dBm]
. 2.40163764 GHz| . 2.43963363 GHz]
20 D1[1] -0.07 db| 20 D1[1] -0.21 de
712.71 kHz| 724.73 ki
10 10
0 dm—ro OdBm——rt. . o1s
fP— ~ ] L~~~ o]
=T =r Dz -£.015 dbm -
7 \
-20d 20 di /
a0 d \‘ 30 di
I/m/ N — /ﬂx ; \h_d_,\\
and -40 d ™y
|ttt . P g™ gt
e, i [Verom o i TN ke B S
600 -60
CF 2,402 GHz 1000 pts Span 4.0 MHZ CF 2.44 GHz 1000 pts Span 4.0 MHz
Marker Marker
Type | Ref | Tre | X-value | Y-value | _Function | Function Result | Type | Ref | Trc | X-value | Y-value | _Function | Function Result |
ML 1 2.40163764 GHz -8.03 dém ML 1 2.43953383 GHz -8.13 dém
o1 ML 1 712,71 kHz -0.07 dé D1 M1 1 724,72 kHz -0.21 dé
— —
] [ _] ] A

BLE_2M_Low_Channel

) G
v v
Ref Level 30.50 dém  Offset 10.50 db @ RBW 100 khz RefLevel 30.50 dém  Offset 10.50 db @ RBW 100 khz
o At a0 dE SWT 1ms @ VBW 300 kkz  Mode Sweep o At S0dB SWT 1ms @ VBW 300 kkz  Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
L.JPk Max [@ 10k Max
ML) .04 dbm) ML) 0.41 dbm}
2.47963764 GHz| . 2.40133634 GHz|
204 D1[1] -0.04 dB| 20 D1[1] 0.06 dB|
716.72 kHz| 1.27327 MHg]
10 10
0 dém—roI 0 =
01 01 2,230 dem
— 0 i A
5 32 dBrr ,‘/\J \».' 5 D2 -8.239 dBm; =
/- Pl R
-20 d 20 di — \
-an d — \\w a0 d
/ N et f \ A
a0 d . -4 df " |
e, ",
e - i ., o] o P
-60 -60
CF 2.40 GHz 1000 pts Span +.0 MHz CF 2,402 GHz 1000 pts Span 6.0 MHz
Marker Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 1 2.47963764 GHz -8.04 dam M1 1 2.40133634 GHz -8.41 dam
D1 ML 1 716,72 kHz -0.04 0B D1 ML 1 1.27327 MHz 0.06 6B
— —
)| i L ] i
ayde Hou Projectia. ayde Hou

oy Date:
pectrum L2 Spectrum -
Ref Level 30.50 dém  Offset 10.50 db @ RBW 100 khz RefLevel 30.50 dém  Offset 10.50 db @ RBW 100 khz
o At a0 dE SWT 1ms @ VBW 300 kkz  Mode Sweep o At S0dB SWT 1ms @ VBW 300 kkz  Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
L.JPk Max @19k Max
ML) .50 dbm) ML) 0.36 dbm}
2.43933033 GHz| . 2.47933033 GHz|
204 D1[1] -0.25 dB| 20 D1[1] -0.11 de)|
1.27928 MHz] 1.27928 MHg]
10 10
It D1 -2.346 danm i 2 D1 -2.362 dan 7 4
' I L - N o H
B 2 -8.346 ST 8.362
e Ty ad e
-20 d 20 d L
a0 d <
F !
free - s \ -
r \rf" ™, a0 ST Wi M“-\.L‘\
A «,.EI.\MAN'JJ e
60 -60
CF 2.44 GHz 1000 pts Span 6.0 MHz CF 2,48 GHz 1000 pts Span 6.0 MHz
Marker Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 1 2.43933033 GH2 -8.38 dBm M1 | 1 2.47933033 GH2 -8.36 dBm
D1 ML 1 127928 MHz -0.25 0B D1 ML 1 127928 MHz -0.11 dB
— —
L )t J - L )it J (]
ayde Hou Projectia. ayde Hou

Date:

22.SEP.2028 21:16:28
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99% Occupied Bandwidth

BLE 1M
99% OBW
Channel (MH2)
Low 1.044
Middle
High 1.036
BLE 2M
99% OBW
Channel (MH2)
Low 2.058
Middle
High 2.058
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BLE 1M

BLE_1M_Low_Channel

BLE_1M_Middle_Channel

Ref Level 30.50 dom  Offset 10.50 db = RBW 30 khz Ref Level 30.50 dom  Offset 10,50 db = RBW 30 khz
o At 0B SWT  Lims e VBW 100kHz Mode Swaep o Att 0B SWT  Lims e VBW 100kHz Mode Swaep
SGL Count 100/100 SGL Count 1007100
(@ 1k Max [0 17k tax
™MI1] 5.84 dBm)| ™MI1] 6.10 dBm)|
; 2.40226200 GHz| . 2.44026200 GH]
= oce B 1.044000000 MHz| 0 oce B 1.048000000 MHz|
10 df 10 d
o — 0 d -
_10d fia Pt _10d ) S
A X TV ¥
1] T T
204 IF 204 b :
/ J N
-30 -30
7 i / I
and I 1 fern, o v / | wt
r v I N ~ v N ‘\\\
7 \ W
-0 T T 50 A T
P gt WV o | Maprnnd i
60 df -60 df
CF 2.402 GHz 1000 pts Span 4.0 MHz GCF 2.4 GHz, 1000 pts Span 4.0 MHz
Marker Marker
Type | Ref | Tre | X-valug | Y-value | Function | Function Result | Type | Ref | Tre | X-valug | Y-value | Function | Function Result |
M| 1 2.402262 GHz -5.84 dBm M1 1 2.440262 GHz -6.10 dBm
TL 1 2.401478 GHz ~20.98 dém Oce Bw 1044 MHz 1 1 2.439478 GHz -21.32 dém Oce Bw 1.048 MHz
T2 1 2.402522 GHz -20.86 dBm T2 1 2.440526 GHz -20.25 dem
—
) (]

BLE_1M_High_Channel

) ]

BLE_2M_Low_Channel

BLE_2M_Midd|

pectr

n

e_Channel

=)

= Spectrum &3
Ref Level 30.50 dém  Offset 10.50 db & RBW 30 kHz Ref Level 30.50 dém  Offset 10.50 db & RBW 30 kHz
o At 0B SWT  Llms @ VBW 100 kHz Mode Sweep o att S0 6B SWT  Llms @ VBW 100 kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
L.JPk Max [@ 19k Max
ML1] .43 dBm) ML1] .16 dem)
2.47997000 GHz| p 2.40200900 GH]
204 oce Bw 1.036000000 MHZ| 20 oce Bw 2.058000000 MHZ]
10d 10 d
od 0 d
1
10 d — A 10 di
T ~ AL AT (S,
y oT J b 12
20d 7 < 20 di . Ty
a0 + - a0 -
i / L\ o o ',
“J \/ A T W\.q,L w T
50 df a5 50 - e
E ; : =
v e e o o=
-£0d -60 df
CF 2.48 GHz 1000 pts Span 4.0 MHZ GF 2.402 GHz 1000 pts Span 6.0 MHz
Marker Warker
Type | Ref | Tre | X-value ¥-value | _Function | Function Result Type | Ref | Tre | X-value | ¥-value | _Function | Function Result
M1 T 2.47997 GHz ~6.43 dBm ML 1 2.402009 Gz ~5.18 dgm
1 1 2.479486 GHz -21.29 dom oo Bw 1.086 MHz 1 1 2.400983 Gz -25.40 dom oo Bw 2,088 MHz
T2 1 2.480522 GHz ~21.14 dBm T2 1 2.403041 GHz -22.57 dBm
— —
) [] J o

BLE_2M_High_Channel

Spectrum -
Ref Level 30.50 dém  Offset 10.50 di RBW 30 kHz Ref Level 30.50 dém  Offset 10.50 di RBW 30 kHz
lo At S0CE SWT  1.1ms @ VBW 100kHz Mode Sweep e At 0B SWT  1.1ms @ VBW 100kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
L.JPk Max [@ 19k Max
mi[1] 10.09 dBm)| mi[1] 7.93 dBm)|
2.43963100 GHz| y 2.48051300 GHZ|
204 oce Bw 2.088000000 MHZ| 20 oce Bw 2.058000000 MHZ]
10d 10d
od od —
ML v
-1 d - - -0d n
L U . AP e o
20d y - "i -20 df )J' -
\
a0 e a0 L,
/ Yy
o4 " 04 /
Jee w T » \n‘w i iy 'L/‘“‘ o
=04 I i - i b 1} oy,
p o Y o v
gl o, franany™ Moo
-60 d -60 d
CF 2.44 GHz 1000 pts Span 6.0 MHz CF 2.48 GHz 1000 pts Span 6.0 MHz
Marker Marker
Type | Ref | Tre | X-value ¥-value | _Function | Function Result Type | Ref | Tre | X-value | ¥-value | _Function | Function Result
ML 1 2.439531 GHz -10.09 dém [ 1 2.480513 GHz ~7.93 dém
T 1 2.438965 GHz -25.61 dBm occ Bw 2.088 MHz T1 1 2.478971 GHz -25.94 dBm occ Bw 2.058 MHz
T2 1 2.441053 GHz -22.50 dém T2 1 2.481029 GHz -24.52 dém
—
( )t J o

] (]
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Maximum Conducted Output Power

BLE 1M
Peak Output Power Limit .
Channel (dBm) (dBm) Verdict
Low -0.69 30.00 Pass
Middle -0.67 30.00 Pass
High 30.00 Pass
BLE 2M
Peak Output Power Limit .
Channel (dBm) (dBm) Verdict
Low 30.00 Pass
Middle 30.00 Pass
High -0.71 30.00 Pass

Note 1: The Maximum antenna gain is 3.35dBi".

Note 2: EIRP= Output Power + Antenna Gain

Note 3: The maximum EIRP is -0.66dBm+3.35dBi=2.69dBm<36dBm, so it's compliance with ISEDC

EIRP limit.
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Report No.: 2604T13224E-RFB

BLE 1M
BLE_1M_Low_Channel

BLE_1M_Middle_Channel

BLE_1M_High_Channel

[_]nn [_]m
v L v
Ref Level 20.00 dém  Offset 10.50 d& & RBW 3 MHz Ref Level 20.00 dém  Offset 10.50 d& & RBW 3 MHz
j= Att 30dB SWT 1ms @ VBW 10 MHz Mode Sweep fo Att 30dB SWT 1ms @ VBW 10 MHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
@ 1Pk Max [@1Pk Max
Mm1[1] -0.69 dBm| Mm1[1] -0.67 dBmj
2.40168500 GHZ| 2.44029500 GHz|
10 di 10di
M1 M1
od Odi
] [ [ T _‘_ﬁi‘ﬁ
-10d - 10 e N
T Ry o~ hay
-20 df -20 df
L . ’,/”W pt
-30 df -30 df
-40 -40
-50 df -50 df
-60 df 60 df
-70 di -70 de
CF 2.402 GHz 1000 pts Span 10.0 MHz CF 2.44 GHz 1000 pts Span 10.0 MHz
SSLR=LE e —_— —
) (] [ )i ) i

BLE_2M_Low_Channel

Spectrum L2 Spectrum -
Ref Level 20.00 dm Offset 10.50 db @ RBW 3 MHz RefLevel 20.00 dm Offset 10.50 db @ RBW 3 MHz
lo At S0 0B SWT 1ms @ VBW 10MHz  Mode Sweep o At S0dB SWT 1ms @ VBW 10 MHz  Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
@ 1Pk Max @10k Max
m1[1] -0.66 dBm| M1[1] -0.70 dBm|
2.48027500 GHe| 2.40250500 GHz]
10 df 10 di
M1 M1
o d — — 0d =
[ —" | Tt T
o — o —
-10 —1 ~ -10 — ~—
P ~ - -
-20 dEm- -20 deri-
e s - -~
-20 -30d
40 40
-50 df 50 df
60 df 60 df
-70 df 70 df
CF 2.48 GHz 1000 pts Span 10.0 MHz CF 2.402 GHz 1000 pts Span 10.0 MHz
—
] J w

BLE_2M_Middle_Channel

\ )it J wa

BLE_2M_High_Channel

Spectrum = E &3
Ref Level 20.00 dm Offset 10.50 db @ RBW 3 MHz RefLevel 20.00 dm Offset 10.50 db @ RBW 3 MHz
o At a0 dE SWT 1ms @ VBW 10MHz  Mode Sweep o At S0dB SWT 1ms @ VBW 10MHz  Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
@ 1Pk Max @10k Max
m1[1] -0.70 dBm| M1[1] -0.71 dBm|
2.43037500 GHz 2.47938500 GHe|
10 df 10 di
M1 M1
od — 0 d —
P T 1 I
-10 - - 10 - i -
— . - -
- .| - ~
1 I -
20 20 d
/ﬁ: T .
-20 -30d
-an -a0
-50 df 50 df
60 df 60 df
-70 df 70 df
CF 2.44 GHz 1000 pts Span 10.0 MHz CF 2.48 GHz 1000 pts Span 10.0 MHz
—_ —
] J [ )il ] [
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Power Spectral Density

BLE 1M
Result Limit .
Chnginz) (dBm/3kHz) (dBm/3kHz) Veme e
Low -18.59 8 Pass
Middle 8 Pass
High -18.64 8 Pass
BLE 2M
Result Limit .
SIEilE (dBm/3kHz) (dBm/3kHz) ML
Low -20.80 8 Pass
Middle -20.74 8 Pass
High 8 Pass
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BLE 1M

BLE_1M_Low_Channel

BLE_1M_Middle_Channel

BLE_1M_High_Channel

v E v
Ref Level 30.50 dom  OHset 10,50 db = RBW 3 khz Reflevel 30.50 dom  OHset 10.50 db = RBW 3 khz
o At 0GR SWT 15.9ms @ VBW 10kHz Mode Sweep e Att 300E SWT  16.2ms @ VBW 10kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
(@ 1Pk Max [0 37k Max
™Mi[1] 18.59 dBm)| ™Mi[1] 18.54 dBm)
2.402004990 GHz| 2.440005070 GHz|
20 di 20 di
10 10
o o
-10 10 di
M1 M1
20 d i 20 d
n ] AT LS ey AT UL el L ] W L RPTE
0 w .J“WWM“«”"T'M o - - i ™ o Bl -
5 \e "
WAW o e g
40 g ‘\ﬂ"‘\qm -40 depy M‘W
3 &‘M Y
W
60 d -60
CF 2.402 GHz 2001 pts Span 1.426 MHz CF 2.44 GHz 2001 pts Span 1.45 MHz
Marker Marker
Type | Ref | Tre | X-value l Y-value | Function | Function Result | Type | Ref | Tre | X-value l Y-value | Function | Function Result |
1 1 2.40200499 GHz -18.59 dm M1 1 2.44000507 GHz -18.54 dbm
— —
] L ] g

BLE_2M_Low_Channel

Spectrum L2 Spectrum -
Ref Level 30.50 dém  Offset 10.50 dB & RBW 3 kHz Ref Level 30.50 dém  Offset 10.50 dB & RBW 3 kHz
jo Art 30 dB BWT 16 ms & VBW 10 kHz Mode Sweep po ALt 30 dE SWT Z2B.3ms @ VBW 10kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
L.JPk Max @19k Max
mi[1] 18.64 dBm)| mi[1] 20,80 dBm}
2.480005020 GHz, 2.40199110 GH|
20 d 20 d
10 10
o 0
-10d -10di
! )
20 d 20 di
P T T [ e "
el ™y, O T L et W
a0 d f i -30 5y
e ", g
P i g gom
,ﬁlﬂ H“u\ o
o “\,; -50 d
&0 -60
CF 2.48 GHz 2001 pts Span 1.434 MHz CF 2.402 GHz 2001 pts Span 2.546 MHz
Marker Marker
Type | Ref | Trc | X-value | ¥-value | _Function | Function Result | Type | Ref | Trc | X-value | ¥-value | _Function | Function Result |
ML 1 248000502 GHz -18.64 deém M1 1 24019911 GHz -20.60 dém
— —
] ) w J [

BLE_2M_Middle_Channel

BLE_2M_High_Channel

Spectrum = : o
Ref Level 30.50 dém  Offset 10.50 dB & RBW 3 kHz Ref Level 30.50 dém  Offset 10.50 dB & RBW 3 kHz
jo Art 20dE SWT  2B.5ms @ VBW 10kHz Mode Sweep po ALt 30 dE SWT  ZB.5ms @ VBW 10kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
L.JPk Max @19k Max
mi[1] 20.74 dbm| mi[1] 20.57 dBm}
2.43999110 GHz| 2.47999110 GH|
20 d 20 d
10 10
o 0
-10d -10di
) M
20 d 20 di
¢ I "
s T e L Lt i vy P " TR e G N G M P
= Py L - B i T
e T L Ty
,‘:‘]MM "“'““HM ';G?J“W T 'f‘w‘%
S0 d Sod
601 -60
CF 2.44 GHz 2001 pts Span 2.558 MHz CF 2.48 GHz 2001 pts Span 2.558 MHz
Marker Marker
Type | Ref | Trc | X-value | ¥-value | _Function | Function Result | Type | Ref | Trc | X-value | ¥-value | _Function | Function Result |
ML 1 24393911 GHz -20.74 dem M1 1 24799911 GHz -20.57 dém
— —
I J L] ( ) J -
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Duty Cycle
BLE 1M
Channel Ton Ton+Toff | Duty Cycle Duty Cycle 1/Ton VBW Setting
(ms) (ms) (%) Factor(dB) (Hz2) (kHz)
Middle 100 100 0 / 0.010
BLE 2M
Channel Ton Ton+Toff | Duty Cycle Duty Cycle 1/Ton VBW Setting
(ms) (ms) (%) Factor(dB) (Hz) (kHz)
Middle 100 100 0 / 0.010
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BLE 1M

BLE 2M

BLE_1M_Middle_Channel

BLE_2M_Middle_Channel

Spectrum Ea Spectrum -
Ref Level 20.00 d8m Offset 10.50 d8 & RBW 10 MHz Ref Level 20.00 d8m Offset 10.50 dB8 & RBW 10 MHz
fo ALL 30 dE &« SWT 100 ms & VBW 10 MHz Jo Att 30 dE & SWT 100 ms & VBW 10 MHz
SGL Count 1/1 SGL Count 1/1
[[e1Pk Cirwr (@ 1Pk Cirw
Mi[1] -0.59 dBm M1[1] -0.62 dBm)|
73.66737 ms| 59.31593 ms|
10 i 104
M1
nd o
-10 dém -10 dBm:
-20 dém -20 dem
-30 dém: -30 dBm
-40 dem. 40 dBm
-50 dém -50 dBm:
60 dBm. -60 dBm
-70 dBm: 70 dBm
CF 2,44 GHz 10000 pts 10.0ms/ CF 2,44 GHz 10000 pts 10.0 ms/
Marker Marker
Type | Ref | Tre | X-value | ¥-value | _Function | Function Result | Type | Ref | Tre | X-valug | ¥-value | _Function | Function Result |
M1 1 73.6674 ms -0.58 dBm M. 1 59.3159 ms -0.62 dBm
. o
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Conducted Spurious Emission

BLE 1M

BLE_1M_Low_Channel

BLE_1M_Low_Channel

L ] J

BLE_1M_Low_Channel

BLE_1M_Middle_Channel

Spectrum o Spectrum o=
Ref Level 20.00 dbm__ Offsel 10.50 08 = RBW 100 kHz Ref Level 20.00 dbm__ Offsel 10.50 08 w RBW 100 kriz
o At 20d8  SWT 2ms @ VBW 300kHz Mode Sweep o Att 20de SWT 5ms @ VBW 300kHz Mode Swaep
SGL Count 20000,20000 SGL Count 1000,/1000
| Y (@ 1Pk Max
mi[1] -2.03 dBm)| M1[1] 52.46 dBm|
2.40225500 GHz| 2.39975000 GHz|
0 10
od M1 o
- f
|~ P ™, o T
-10 [
[ ]
/ \ I T
-20 \
/ \ A h
= ] \ 0 {
./
/ A PN
e X =0 1 i
— | " e, PV A il Aot
p— bt
jpugne o]
60 -70
20d CF 2.4 GHz 5000 pts Span 20.0 MHz
Marker
Type | Ref | Tre | X-value | Y-valug |__Function__| Function Result |
CF 2,402 GHz 2000 pts Span 4.0 MHz ML 1 2.39975 GHz ~52.45 cBm
- — — —
. L J1 ] W

Spectrum 2 Spectrum 2
Ref Level 22.50 dBm  Offsat 13.00 d8 & RBW 100 kHz RefLevel 20.00 dBm  Offset 10.50 d8 & RBW 100 kHz
o Att 20de SWT  250ms @ VBW 300 kHz Mode Swesp o Att 20dB SWT 2ms @ VBW 300kHz Mode Sweep
SGL Count 20,20 SGL Count 20000,/20000
| Y (@ 1Pk Max
20 Mi[1] 45.73 dem| m1[1] -1.90 dBm|
18.0150 GHz] 2.44025500 GH|
0 10
od 0d 1
P VAN
10 10 N
20 D1 -22.050 dem 20 / ™
30d / \
-30
40 /—'*\.4 Ny
— \
v / \
52 0am |1 pompabed | - CLECT I, TP o 40 2
IR T R pa
bt N A .
50 d ol pa
70 -60
Start 30.0 MHz 2000 pts Stop 25.0 GHz 00
marker
Type | Ref | Trc | X-valus | ¥-valug | _Function__| Function Result
ML 1 18.015 GHz 4573 dbrm CF 2.44 GHz 2000 pts Span 4.0 MHz
L ] J - )\

BLE_1M_Middle_Channel

BLE_1M_High_Channel

L )| ]

Spectrum Spectrum
Ref Level 22.50 dBm _ Offsel 13,00 08 = RBW 100 kHz Reflevel 20.00 dBm  Offsel 10,50 08 w RBW 100 kHz
o att 20d6  SWT  250ms @ VBW 300 kHz Mode Sweep o At 20de  SWT 2ms @ VBW 300 kHz  Mode Sweep
SGL Count 20420 SGL Count 20000/20000
[0 17k Max @17k Max
0 MIL1] 33.05 abm| Mil1] -1.76 dBm|
15.9920 GH] 2.48025500 GHZ|
10 10
i .
0 oo -
Pl AN
-10 o ~
N
-20 dBm—y \
-20
-30 df \_\
-30
s
40 d b s Sy
/ AN
S0 LT v Mlm'm TP, PR o 0 N
| b S i " e e
60 d Py T
-70 -60
Start 90.0 MHz 2000 pts Stop 25.0 GHz 0
Marker
Type | Ref | Tre | X-value | ¥-value | Function | Function Result |
ML 1 15,952 GHz -43.95 dbm OF 2.48 GHz 2000 pts Span 4.0 MHz
- ] = — —
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BLE_1M_High_Channel

BLE_1M_High_Channel

BLE_2M_Low_Channel

Spectrum - -
Ref Level 20.00 dém  Offset 10.50 dB & RBW 100 kHz Ref Level 22.50 dém Offset 13.00 dB & RBW 100 kHz
b= Att 20de  SWT Sms @ VBW 300 kHz Mode Sweep jo Att 20de  SWT 250 ms @ VBW 300 kHz  Mmode Sweep
SGL Count 1000/1000 SGL Count 20/20
'.JPk Max @ 1Pk Max
-21.73dEm Mi[1] 53.01 dBm 20 di TEN] 45.67 dbm)|
104 2.48408200 GHz 16.3040 GHz
10 e
0
o
o
10 dl / ﬁ'
\ -10
di 1
-20
! \l 20 dBM—4:,1 21 780 derm
-30 [‘j L}_\ 30
-40 di
J‘ \, 40 -
fn ; Mr MI' 0 ) “k _ - P\ el i g nHN_._“W.'J.. .
et " " PPV Py N PN TIPS . N PR T P—— A v
50 o - i u h o bt "
-60
-70 70d
CF 2.4035 GHz 5000 pts Span 20.0 MHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc | X-value | v¥-value | Function | Function Result | Type | Ref | Trc | X-value | v¥-vaue | Function | Function Result |
1 2.4B4082 GHz -53.01 dém 1 16.304 Ghz -45.67 dBm
T ey T ey
J o

BLE_2M_Low_Channel

===) oo
Ref Level 20.00 dBm  Offset 10.50 dP & RBW 100 kHz Ref Level 20.00 dém  Offset 10.50 dB @ RBW 100 kHz
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BLE_2M_Middle_Channel
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EXHIBIT A-EUT PHOTOGRAPHS

Please refer to the Attachment No.1 2604T13224E-RF EUT External Photos and Attachment No.2
2604T13224E-RF EUT Internal Photos.
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EXHIBIT B-TEST SETUP PHOTOGRAPHS

Please refer to the Attachment No.3 2604T13224E-RF Test Photos.
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