RF Exposure eval uation
FCC I D. 2BBZS-B113015BL

According to 447498 D04 Interi m General RF Exposure Gui dance vO01
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2040f 0.3 GHz < f < 1.5 GHz
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3060 1.5GHz< f <6GHz

Table B.2—Example Power Thresholds (mW)

Distance (mm)

5 110 15]2 [25] 30 [ 35 [ 40 | 45 [ 50

<300 [ 39 ] 65| 88 [110]129] 148 | 166 [ 184 | 201 | 217
S [450 [ 22 [ 44 [ 67 [ 89 [112] 135 [ 158 [ 180 [ 203 | 226
1835 [ 9 | 25| 44 [ 66| 90 | 116 | 145 [ 175 | 207 | 240
g 11900 [ 3 [ 122644 66| 92 [122]157]195 [ 236
S {2450 3 [10 |22 (38|59 83 [111]143] 179|219
= [3600 | 2 [ 8 [ 18 [ 3249 [ 71 | 96 [ 125 ] 158 | 195
5800 | 1 [ 6 | 14 |25 [40] 58 | 80 | 106 [ 136 [ 169

Di pol e Ant enna:

ERP=Peak Power + Antenna Gain -2.15=-2.70+4.13-2. 15=-0. 72dBnm=0. 85m\ <

2. 8nmwV

(Worst case recorded)

FPC Ant enna:

ERP=Peak Power + Ant enna Gai n-2. 15=-2. 70+3. 97- 2. 15=- 88dBm=0. 82n\< 2. 8n\
(Worst case recorded)

Then SAR eval uation is not required



