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Item/sub item Contents 

Name Pocket Remote LV camera remote 

Model Wireless Tethering Hub for Cameras 

Control method 
A device that can remotely control camera shooting via a mobile phone or tablet 

within a range of 500m in unobstructed or slightly obstructed situations 

Functions 
Shooting funct10n Camera App control the camera to shoot 

App Manufacturer's App 

Compatible model Osmo Pocket3/2, Osmo Action 5/4/3 

The communication distance behveen camera and camera remote$200m. 

Communication The communication distance bet、veen mobile phone/tablet and camera remote � 300m. 
distance 

Different remote control distance for different models and environments. 
Communkation 

Antenna Built-in 2 high-gain antennas 

Wi-Fi standard 
1201 Mbps (5 GHz, I lax)+ 574 Mbps (2.4 GHz, I lax), Compatible to 
EEE802.11B /G/N/AC/AX Wi-Fi standard 

Frequency 2.4 GHz and 5.0 GHz 

Communication 
Transmit p ower FCC: <22dBm(2.4GHz), <22dBm(SGHz) 

Signal rate 2.4GHz 574 Mbps, 5GHz 1201 Mbps 

Dimension 95*95*27mrn 

Hardware Network 152g 

Input voltage 5V=3A 

Certification Passes the FCC, CE, SRRC, RoHS test 
Operating 0°C~40°C (32°F~ 104°F) 

Ambient 
temperature 

temperature 
Storage temperatl归 -40°c-70°c (-40°F-1ss°F) 

and Operatmg hum]小ty I 0%~90%11011-condensing 

hwnidity Storage humidity 5%~90%non-condensing 



FCC Statement
This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation.
This equipment generates, uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference by one or more of the
following measures:
-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.
-Consult the dealer or an experienced radio/TV technician for help.
To assure continued compliance, any changes or modifications not expressly
approved by the party.
Responsible for compliance could void the user’s authority to operate this
equipment. (Example- use only shielded interface cables when connecting to
computer or peripheral devices).
This equipment complies with Part 15 of the FCC Rules. Operation is subject to
the following two conditions:
(1) This device may not cause harmful interference, and
(2) This device must accept any interference received, including interference that
may cause undesired operation.

FCC Radiation Exposure Statement:
The equipment complies with FCC Radiation exposure limits set forth for
uncontrolled environment. This equipment should be installed and operated with
minimum distance 20cm between the radiator and your body.
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‐ English: This device contains licence-exempt transmitter(s)/receiver(s) that 
comply with Innovation, Science and Economic Development Canada’s licence-exempt RSS(s).
Operation is subject to the following two conditions:

(1) This device may not cause interference.

(2) This device must accept any interference, including interference that may cause undesired
operation of the device.

‐ French:Cet appareil contient des émetteurs/récepteurs exempts de licence qui sont 
conformes aux CNR exempts de licence d’Innovation, Sciences et Développement économique
Canada. Le fonctionnement est soumis aux deux conditions suivantes : 

(1) Cet appareil ne doit pas causer d’interférences.

(2) Cet appareil doit accepter toute interférence, y compris les interférences susceptibles de
provoquer un fonctionnement indésirable de l’appareil.

This device meets the exemption from the routine evaluation limits in section 5.3.2 of RSS 102

and compliance with RSS 102 RF exposure, users can obtain Canadian information on RF

exposure and compliance.

cet appareil est conforme à l'exemption des limites d'évaluation courante dans la section 5.3.2 
du cnr - 102 et conformité avec rss 102 de l'exposition aux rf, les utilisateurs peuvent

obtenir des données canadiennes sur l'exposition aux champs rf et la conformité.

This equipment complies with Canada radiation exposure limits set forth for an uncontrolled

environment.

This equipment should be installed and operated with minimum distance 20cm between 
the radiator & your body.

Cet équipement est conforme Canada limites d'exposition aux radiations dans un environnement

non contrôlé.

Cet équipement doit être installé et utilisé avec une distance minimale de 20 cm entre le 
radiateur et votre corps.

The device for operation in the band 5150 5250 MHz is only for indoor use to
reduce the potential for harmful interference to cochannel mobile satellite systems.

L'appareil destiné à fonctionner dans la bande 5150 5250 MHz est uniquement
destiné à une utilisation en intérieur afin de réduire le potentiel
d'interférences nuisibles aux systèmes mobiles par satellite cocanaux.




