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1. Summary of Test Result

FCC Rules Description of Test Result Remarks
§15.207 (a) AC Power Conducted Emission PASS -—-
§15.247(b)(3) Maximum Conducted Output Power PASS —
§15.247(a)(2) 6dB Bandwidth PASS
§15.247(e) Power Spectral Density PASS —
§15.24§71(g.),2§;5.209, Band Edge PASS
§15.247(d) Conducted Spurious Emissions PASS -
§15.247(d), §15.209, Radiated Spurious Emissions and PASS .

§15.205 Restricted Bands

§15.203 Antenna Requirement PASS —
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2. General Description of EUT

Product Information

Product Name: Wine Cooler
Main Model Name: ROCCO02023
Additional Model Name:  |N/A

Model difference: N/A

S/N: 2604-7157

Brand Name: W
Hardware Version: Not stated
Software Version: V1.0

Rating:

AC 120V/60Hz

Typical Arrangement:

Floor-standing

I/O Port:

Refer to the user manual

Accessories Information

Adapter: N/A

Cable: Power cord: 1.95m, unshielded, un-detachable

Other: N/A

Additional Information

Note: N/A

Remark: All the information above are provided by the manufacturer. More detailed feature of

the EUT please refers to the user manual.
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Technical Specification

Frequency Range: 2412-2462MHz for IEEE 802.11b/g/n(HT20)/ax(HE20)
2422-2452MHz for IEEE 802.11n(HT40)/ax(HE40)

Modulation Technology: |DSSS, OFDM, OFDMA

Modulation Type: CCK, DQPSK, DBPSK, QPSK, BPSK, 16-QAM, 64-QAM, 256-QAM

Number of Channel: 11 for IEEE 802.11b/g/n(HT20)/ax(HE20)
7 for IEEE 802.11n(HT40)/ax(HE40)

Channel Space: 5MHz

Antenna Type: FPC antenna

Number of Antenna: 1

Antenna Gain: -4.74 dBi (Declared by the manufacturer)

Note: This report only replies to 2.4G WIFI feature of the EUT.
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1 2412 - -
2 2417 - -
3 2422 3 2422
4 2427 4 2427
5 2432 5 2432
6 2437 6 2437
7 2442 7 2442
8 2447 8 2447
9 2452 9 2452
10 2457 - -
1 2462 - -

Page 7 of 84



NTC

Nore
Testing Center

Report No.: NTC2604497FV00

3. Test Channels and Modes Detail

Frequency

Mode Channel (MHz) Remark
1 2412 IEEE 802.11b/ g/ n(HT20) / ax(HE20)
3 2422 802.11n(HT40) / ax(HE40)
IEEE 802.11b/ g/ n(HT20) / ax(HE20)
1 R 6 2437 802.11n(HT40) / ax(HE40)
9 2452 802.11n(HT40) / ax(HE40)
11 2462 IEEE 802.11b/ g/ n(HT20) / ax(HE20)
2. WIFI Link

Note: TX mode means that the EUT was programmed to be in continuously transmitting mode.

4. Configuration of EUT

AC Mains <«—

EUT

Test fixture

Laptop

5. Modification of EUT

No modifications are made to the EUT during all test items.

Page 8 of 84



NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00

6. Description of Support Device

The EUT has been tested as an independent unit together with other necessary accessories or support units. The

following support units or accessories were used to form a representative test configuration during the tests.

No. Equipment Brand M/N SIN Spegi?’?clztion Remarks
R720.1 I/P: AC 100-240V
720-15 50-60Hz, 1.5A
1. Lapto Lenovo PF0Z35FH ) . Provided by the Lab
ptop 1KBN O/P: DC 20V 6.75A y
Power cord: 1.10m
- unshielded
Adapter o ADL135N DC Line: 1.15m
2. Delta - ; : Provided by the Lab
laptop DC3A unshlelctf)?g with a y
i Provide by the
3 Test fixture
: manufacturer
Power Setting
Software

Mode Setting
IEEE 802.11b Default
IEEE 802.11g Default

IEEE 802.11 n(HT20) 16

SecureCRT

IEEE 802.11 n(HT40) 14

IEEE 802.11 ax(HE20) 16

IEEE 802.11 ax(HE40) 14

Note: The manufacturer declared that for 802.11ax mode, the RU was set to full by default and cannot be

configured.
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7. Test Facility and Location

Test Site : | Dongguan Nore Testing Center Co., Ltd. (Dongguan NTC Co., Ltd.)
Accreditations and : | The Laboratory has been assessed and proved to be in compliance with
Authorizations CNAS/CLO1

Listed by CNAS, August 13, 2018
The Certificate Registration Number is L5795.
The Certificate is valid until August 13, 2030

The Laboratory has been assessed and proved to be in compliance with
ISO17025

Listed by A2LA, November 01, 2017

The Certificate Registration Number is 4429.01

The Certificate is valid until December 31, 2027

Listed by FCC, November 06, 2017
Test Firm Registration Number: 907417

Listed by ISED, June 08, 2017
The Certificate Registration Number. Is 9743A

Test Site Location : | Room 101, 1101, Building 2, No. 61, Hongmei Section, Wangsha Road,

Hongmei Town, Dongguan, Guangdong, People's Republic of China

Page 10 of 84



NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00

8. Applicable Standards and References

According to the specifications of the manufacturer, the EUT must comply with the requirements of the following
standards:

Test Standards:
47 CFR Part 15, Subpart C, 15.247
ANSI| C63.10-2020+Cor 1-2023

References Test Guidance:
DTS KDB 558074 D01 15.247 Meas Guidance v05r02

Remark:

The EUT has also been tested and complied with the requirements of FCC Part 15, Subpart B, recorded in a
separate test report.

9. Deviations and Abnormalities from Standard Conditions

No additions, deviations and exclusions from the standard.
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10. Test Conditions

No. Test Item Test Mode Test Voltage Tested by Remarks
1. AC Power Conducted Emission 1-2 AC 120V 60Hz Chance See note 1
3. 6dB Bandwidth 1 AC 120V 60Hz Chance See note 1
4. Power Spectral Density 1 AC 120V 60Hz Chance | See note 1
5. Band Edge and Conducted 1 AC 120V 60Hz | Chance | See note 1

Spurious Emissions
6. | Radiated Spurious Emissions and 12 AC 120V 60Hz | Chance | See note 1
Restricted Bands
7. Antenna Requirement . - - See note 1
Note:

1. The testing climatic conditions for temperature, humidity, and atmospheric pressure are within: 15~35°C, 30~70%, 86~106kPa

2. Only the worst case was recorded in the report.
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11. Measurement Uncertainty

No. Test Item Frequency Uncertainty Remarks
1. | Conducted Emission 150KHz ~ 30MHz +2.46 dB -
9kHz ~ 30MHz 1+5.63 dB ---
30MHz ~ 1GHz 15.63 dB -
2. | Radiated Emission
1GHz ~ 18GHz 15.16 dB '“
18GHz ~ 40GHz 15.16 dB '“
3. | Conducted Spurious Emissions 10Hz ~ 40GHz +1.06 dB -
4. | RF Output Power 10Hz ~ 40GHz +1.08 dB
5. | Power Spectral Density 10Hz ~ 40GHz +1.08 dB
6. | Occupied Channel Bandwidth - +1.05% -

Note:

1. This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level using a coverage
factor of k=2.

2. The measurement uncertainly levels above are estimated and calculated according to CISPR 16-4-2.

3. The conformity assessment statement in this report is based solely on the test results, measurement uncertainty is excluded.
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12. Sample Calculations

0.1620 17.64 20.56 38.20 55.36 -17.16 QP
Where,
Freq. = Emission frequency in MHz
Reading Level = Spectrum Analyzer/Receiver Reading
Corrector Factor = Insertion loss of LISN + Cable Loss + RF Switching Unit attenuation
Measurement = Reading + Corrector Factor
Limit = Limit stated in standard
Margin = Measurement - Limit
Detector = Reading for Quasi-Peak / Average / Peak

186.1700 39.33 -8.63 30.70 43.50 -12.80 QP
Where,
Freq. = Emission frequency in MHz
Reading Level = Spectrum Analyzer/Receiver Reading
Corrector Factor = Antenna Factor + Cable Loss - Pre-amplifier
Measurement = Reading + Corrector Factor
Limit = Limit stated in standard
Over = Margin, which calculated by Measurement - Limit
Detector = Reading for Quasi-Peak / Average / Peak

Note: For all conducted test items, the spectrum analyzer offset or transducer is derived from RF cable loss and
attenuator factor. The offset or transducer is equal to the RF cable loss plus attenuator factor.
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13. Test Items and Results

13.1 Duty cycle

Mode Ton Ton+off Duty Cycle 1/T minimum Dugc(tzz::le
(ms) (ms) (%) VBW (kHz) (dB)
802.11b 12.22 12.34 99.03% 0.08 0.04
802.11g / / 100% 0 0
802.11n(HT20) / / 100% 0
802.11n(HT40) / / 100% 0 0
802.11ax(HE20) / / 100% 0 0
802.11ax(HE40) / / 100% 0 0

Remark: Duty Cycle= (Ton/ Ton+off)*100%
Duty Cycle factor=10*log(1/ Duty cycle)
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Duty Cycle
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13.2 Conducted Emissions Measurement

LIMITS

According to the requirements of FCC PART 15.207, the limits are as follows:

Frequency (MHZz) Quasi-peak Average
0.15t0 0.5 66 to 56 56 to 46
05t05 56 46
510 30 60 50

Note: 1. If the limits for the average detector are met when using the quasi-peak detector, then the limits for
the measurements with the average detector are considered to be met.
The lower limit shall apply at the transition frequencies.
The limit decreases linearly with the logarithm of the frequency in the range 0.15 MHz to 0.5MHz.

BLOCK DIAGRAM OF TEST SETUP

40cm

l 10cm
<4 >

<+« 80cm ——* Eut AE Test Receiver

80cm ? T

40cm 0.01m

Power ] LISN L.I.S.N
Source v

= ~ =

- Ground Reference Plane
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TEST PROCEDURES

a. The EUT was placed on a wooden table 0.8m height from the metal ground plan and 0.4m from the
conducting wall of the shielding room and it was kept at 0.01m from any other grounded conducting

surface.

b. AllI/O cables and support devices were positioned as per ANSI C63.10.

c. Connect mains power port of the EUT to a line impedance stabilization network (LISN).

d. Connect all support devices to the other LISN and AAN, if needed.

e. Scan the frequency range from 150KHz to 30MHz at both sides of AC line for maximum conducted

interference checking and record the test data.

TEST RESULTS

PASS

Please refer to the following pages of the worst case.
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M/N: ROCCO02023 Testing Voltage: AC 120V/60Hz

Phase: L1 Detector: QP & AVG

Test Mode: 1 (the worst case 802.11b / CH6)

Conducted Emission Measurement
Date: 2026/5/28 Time: 13:29:17
20.0 dBuV

70

FCC PART 15C_QF
60

50

A0

an

20

10

0.0

0.150 0.5 [MHz] 5 30.000
MNo. Mk. Freq. REZSLTQ ?:?ﬂ;?;rt Mﬁf::tre_ Limit Cwver
MHz dBuv dB dBuv dBuv dB Detector Comment

1 0.1590 34.44 19.76 54.20 65.52 -11.32 QP

2 0.1590 20.84 19.76 40.60 55.52 -14.92 AVG

3" 0.1940 33.14 19.76 52.90 63.86 -10.96 QP

4 0.1940 2194 19.76 41.70 53.86 -12.16 AVG

5 0.7780 2017 19.73 39.90 56.00 -16.10 QP

6 0.7780 917 19.73 28.90 46.00 -17.10 AVG

7 1.2459 19.09 19.71 38.80 56.00 -17.20 QP

8 1.2459 879 19.71 28.50 46.00 -17.50 AVG

g 14.3856 2546 19.94 45.40 60.00 -14.60 QP
10 143856 13.06 19.94 33.00 50.00 -17.00 AVG
11 29.9660 19.90 21.00 40.90 60.00 -19.10 QP
12 29.9660 8.20 21.00 29.20 50.00 -20.80 AVG
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M/N: ROCCO2023

Testing Voltage: AC 120V/60Hz

Phase: N

Detector: QP & AVG

Test Mode: 1 (the worst case 802.11b / CH6)

Date: 2026/5/28
20.0 dBuV

70

60

o0

40

Conducted Emission Measurement

Time: 13:36:50

\\\ﬁ iy,

FCC PART 15C_QF

bty h peak
30 HWMM««MMH%“ Ry 3 Niry. >sf__\ Anve
- o N aw,.«-f W | “.,,a"
o
10
0.0
0.150 0.5 [MHz] 5 30.000
No. MEk. Freq. Rfsﬁg:g {“;:c;rz?{::rt Mﬁf;:tre_ Limit Owver
MHz dBuY dB dBuv dBuv dB Detector Comment
1 0.1539 35.98 19.72 55.70 65.79 -10.09 QP
2 0.1539 25.08 19.72 44.80 55.79 -10.99 AVG
3 0.1900 34.18 19.72 53.90 64.04 -10.14 QP
4 * 0.1900 25.08 19.72 44.80 54.04 -9.24 AVG
5 0.3738 2458 19.72 44.30 58.42 -14.12 QP
6 0.3738 14.78 19.72 34.50 48.42 -13.92 AVG
7 1.4174 18.23 19.67 37.90 56.00 -18.10 QP
8 1.4174 7.43 19.67 2710 46.00 -18.90 AVG
9 6.5137 15.58 19.72 35.30 60.00 -24 70 QpP
10 6.5137 8.38 19.72 2810 50.00 -21.90 AVG
11 14.6100 2510 19.80 44 90 60.00 -15.10 QpP
12 14.6100 8.70 19.80 28.50 50.00 -21.50 AVG
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13.3 Maximum Conducted Output Power Measurement

LIMITS

For system using digital modulation in the 2400-2483.5 MHz bands, the limit for peak output power is 1 Watt.

If the transmitting antenna of directional gain greater than 6dBi are used the peak output power form the
intentional radiator shall be reduced below the above stated value by the amount in dB that the directional gain

of the Antenna exceeds 6dBi.

In case of point-to-point operation, the limit has to be reduced by 1dB for every 3dB that the directional gain of

Antenna exceeds 6dBi.

BLOCK DIAGRAM OF TEST SETUP

EUT Attenuator Spectrum Analyzer

TEST PROCEDURES

ANSI C63.10, Section 11.9.2
ANSI C63.10, Section 11.9.2.2.3

TEST RESULTS

PASS

Please refer to the following tables.
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1 2412 1 16.92 -4.74 12.18 <30.00 PASS
6 2437 1 17.44 -4.74 12.73 <30.00 PASS
11 2462 1 16.87 -4.74 12.14 <30.00 PASS
1 2412 6 14.40 -4.74 9.66 <30.00 PASS
6 2437 6 15.45 -4.74 10.71 <30.00 PASS
11 2462 6 15.55 -4.74 10.81 <30.00 PASS
1 2412 MCSO0 14.41 -4.74 9.68 <30.00 PASS
6 2437 MCSO0 14.53 -4.74 9.79 <30.00 PASS
1 2462 MCSO 13.67 -4.74 8.93 <30.00 PASS

3 2422 MCSO0 12.89 -4.74 8.15 <30.00 PASS
6 2437 MCSO 13.21 -4.74 8.47 <30.00 PASS
9 2452 MCSO0 12.54 -4.74 7.80 <30.00 PASS

1 2412 MCSO 14.26 -4.74 9.50 <30.00 PASS
6 2437 MCSO0 14.44 -4.74 9.70 <30.00 PASS
11 2462 MCSO0 13.54 -4.74 8.80 <30.00 PASS

3 2422 MCSO0 12.89 -4.74 8.15 <30.00 PASS
6 2437 MCSO0 13.28 -4.74 8.54 <30.00 PASS
9 2452 MCSO 12.61 -4.74 7.88 <30.00 PASS

Note: Duty factor has considered during the test; EIRP values are used for reporting.
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Test Plots
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Test Plots
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13.4 6dB Bandwidth Measurement

LIMITS

The minimum 6dB bandwidth shall be at least 500 kHz

BLOCK DIAGRAM OF TEST SETUP

EUT

TEST PROCEDURES

Attenuator

Spectrum Analyzer

The antenna port of the EUT was connected to the input of a spectrum analyzer. Analyzer was set as below

according to ANSI C63.10 and KDB558074 (v05r02):

For DTS Bandwidth measurement:

a. Setthe RBW = shall be in the range of 1% to 5% of the OBW but not less than 100KHz.

b. Setthe VBW =3 x RBW
c. Setthe Detector = peak.

d. Setthe Sweep time = No faster than coupled (auto) time..

e. Setthe Trace mode = max hold.

f.  Allow trace to fully stabilize.

g. Measure the maximum width of the emission by placing two markers, one at the lowest frequency and the

other at the highest frequency of the envelope of the spectral display, such that each marker is at or slightly

below the “-6dB down amplitude”. If a marker is below this “-6 dB down amplitude” value, then it shall be as

close as possible to this value.

TEST RESULTS

PASS

Please refer to the following tables.
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1 2412 1 8.633 - >0.5 PASS
6 2437 1 10.08 - >0.5 PASS
11 2462 1 10.09 - >0.5 PASS
1 2412 6 16.54 - >0.5 PASS
6 2437 6 16.54 - >0.5 PASS
11 2462 6 16.54 - >0.5 PASS
1 2412 MCSO0 17.81 - >0.5 PASS
6 2437 MCSO 17.78 - >0.5 PASS
11 2462 MCSO0 17.78 - >0.5 PASS

3 2422 MCSO0 36.61 - >0.5 PASS
6 2437 MCSO 36.59 - >0.5 PASS
9 2452 MCSO0 36.60 - >0.5 PASS

1 2412 MCSO0 19.18 - >0.5 PASS
6 2437 MCSO0 19.12 - >0.5 PASS
11 2462 MCSO0 19.11 - >0.5 PASS

3 2422 MCSO0 38.13 - >0.5 PASS
6 2437 MCSO0 38.11 - >0.5 PASS
9 2452 MCSO0 38.14 - >0.5 PASS
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Test Plots of 6dB Bandwidth
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Test Plots of 6dB Bandwidth

IEEE 802.11n(HT20) - 2412MHz
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Test Plots of 6dB Bandwidth

IEEE 802.11ax(HEZ20) - 2412MHz
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13.5 Power Spectral Density Measurement

LIMITS

The Maximum of Power Spectral Density Measurement is 8dBm in any 3 kHz.

BLOCK DIAGRAM OF TEST SETUP

EUT Attenuator Spectrum Analyzer

TEST PROCEDURES

The antenna port of the EUT was connected to the input of a spectrum analyzer. Analyzer was set as below
according to KDB558074 (v05r02) and ANSI C63.10:

a. Set analyzer center frequency to DTS channel center frequency.

b. Setthe span to 1.5 times the DTS bandwidth.

c. Setthe RBW to: 3 kHz < RBW < 100KHz

d. Setthe VBW =3 x RBW.

e. Setthe Detector = AVG.

f. Set the Sweep time = auto couple.

g. Setthe Trace mode = max hold.

h. Allow trace to fully stabilize.

i. Use the peak marker function to determine the maximum amplitude level within the RBW.

j- If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat.

TEST RESULTS

PASS

Please refer to the following tables.
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2412 1 0.003 0.043 8
2437 1 0.04 0.060 0.100 8
2462 1 -0.533 -0.493 8
2412 6 -2.626 -2.626 8
2437 6 0 -1.477 -1.477 8
2462 6 -1.341 -1.341 8
2412 MCSO0 -3.009 -3.009 8
2437 MCSO0 0 -2.658 -2.658 8
2462 MCSO0 -3.625 -3.625 8

2422 MCSO0
2437 MCSO0
2452 MCSO0

2412 MCSO0
2437 MCSO0
2462 MCSO0

2422 MCSO0
2437 MCSO0
2452 MCSO0

-7.590 -7.590 8
-6.978 -6.978 8
-7.538 -7.538 8

-7.660 -7.660 8
-7.401 -7.401 8
-8.385 -8.385 8

-12.230 -12.230 8
-11.230 -11.230 8
-11.852 -11.852 8

Note: Duty cycle factor have been considered. The PSD value in dBm/100KHz is converted to a PSD value in
dBm/3KHz using the formula: PSD(dBm/100KHz) + BWCF, where BWCF is bandwidth correction factor,
calculated by 10log (3kHz/100kHz), approximately -15.22dB. Since the measured PSD values in dBm/100KHz

are more than 6dB below the limit, no further calculation is required.
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Test Plots of Power Spectral Density
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Test Plots of Power Spectral Density

IEEE 802.11n(HT20) - 2412MHz

IEEE 802.11n(HT20) - 2437MHz

S

eysight Spectrum Analyzer - Swept

R RE_ [s00 Ac
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Test Plots of Power Spectral Density
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13.6 Band Edge and Conducted Spurious Emissions Measurement

LIMITS

In any 100KHz bandwidth outside the frequency band in which the spread spectrum intentional radiator is

operating, the radio frequency power that is produced by the intentional radiator shall be at least 20dB below

that in the 100KHz bandwidth within the band that contains the highest level of the desired power, based on

either an RF conducted or a radiated measurement.

If the transmitter complies with the conducted power limits based on the use of RMS averaging over a time

interval, as permitted under paragraph (b)(3) of this section, the attenuation required under this paragraph shall

be 30 dB instead of 20 dB. Attenuation below the general limits specified in S15.209(a) is not required.

BLOCK DIAGRAM OF TEST SETUP

EUT Attenuator Spectrum Analyzer

TEST PROCEDURES

The antenna port of the EUT was connected to the input of a spectrum analyzer. Analyzer was set as below
according to ANSI C63.10, Section 11.11

Measurement Procedure REF

a.

b.

Set the RBW = 100 kHz.

Set the VBW 2 300 kHz.

Set the Detector = peak.

Set the Sweep time = auto couple.

Trace mode = max hold.

Allow trace to fully stabilize.

Use the peak marker function to determine the maximum power level in any 100 kHz band segment within

the fundamental EBW.
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Measurement Procedure OOBE
a. Set RBW =100 kHz.

b. Set VBW 2 300 kHz.

c. Setthe Detector = peak.

d. Setthe Sweep = auto couple.
e. Setthe Trace Mode = max hold.
f.  Allow trace to fully stabilize.

g. Use the peak marker function to determine the maximum amplitude level.

TEST RESULTS

PASS

Please refer to the following test plots.

Page 37 of 84



TC

Nore
Testing Center

Report No.: NTC2604497FV00

Band Edge
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Band Edge
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Conducted Spurious Emissions —

IEEE 802.11b (The Worst Case)
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13.7 Radiated Spurious Emissions and Restricted Bands Measurement

LIMIT of Radiated Band Edges and non-restricted bands

In any 100 kHz bandwidth outside the intentional radiator frequency band, all harmonics/spurious must be at
least 20 dB below the highest emission level within the authorized band. If the output power of this device was

measured by spectrum analyzer, the attenuation under this paragraph shall be 30 dB instead of 20 dB.

LIMIT of Restricted bands

In addition, radiated emissions which fall in the restricted bands must also comply with the limits as below:

Field Strengths Limit (15.209)
Frequency range Distance Meters
MHz
uV/m
0.009 ~ 0.4900) 300 2400/F(kHz)
0.490 ~ 1.705 30 24000/F(kHz)
1.705 ~ 30 30 30
30 ~ 88 3 100
88 ~ 216 3 150
216 ~ 960 3 200
Above 960 3 500

Remark: (1) Emission level (dB)uV = 20 log Emission level uV/m.

(2) The smaller limit shall apply at the cross point between two frequency bands.

(3) As shown in 15.35(b), for frequencies above 1000MHz, the field strength limits are based on
average detector, however, the peak field strength of any emission shall not exceed the
maximum permitted average limits, specified above by more than 20dB under any condition of
modulation.

(4) The frequency range scanned is from the lowest radio frequency signal generated in the
device which is greater than 9 kHz to the tenth harmonic of the highest fundamental
frequency or 40 GHz, whichever is lower.

(5) §15.247(d) specifies that emissions which fall in the restricted bands, as defined in §15.205

comply with radiated emission limits specified in §15.209.
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BLOCK DIAGRAM OF TEST SETUP

For Radiated Emission below 30MHz

P am [ EUT

Ground Reference Plane Turntable 0.01m

For Radiated Emission 30-1000MHz

Antenna Tower

3am

v

EUT

Ground Reference Plane Turntable 0.01m

Amplifier Spectrum Analyzer
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For Radiated Emission Above 1000MHz.

Antenna Tower

3m

EUT

v

Amplifier

Spectrum Analyzer

TEST PROCEDURES

Turntable

Ground Reference Plane

a. Below 1GHz, the EUT was placed on the top of a rotating table 0.01 meters above the ground at a 3 meter

semi- anechoic chamber room.

b. For the radiated emission test above 1GHz:

The EUT was placed on the top of a rotating table 1.5 meters above the ground at a 3 meter full anechoic

chamber room. The table was rotated 360 degrees to determine the position of the highest radiation. Place

the measurement antenna away from each area of the EUT determined to be a source of emissions at the

specified measurement distance, while keeping the measurement antenna aimed at the source of emissions

at each frequency of significant emissions, with polarization oriented for maximum response. The

measurement antenna may have to be higher or lower than the EUT, depending on the radiation pattern of the

emission and staying aimed at the emission source for receiving the maximum signal. The final measurement

antenna elevation shall be that which maximizes the emissions. The measurement antenna elevation for

maximum emissions shall be restricted to a range of heights of from 1 m to 4 m above the ground or reference

ground plane.
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c. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the top of a
variable-height antenna tower.

d. The height of antenna is varied from one meter to four meters above the ground to determine the maximum
value of the field strength. Both horizontal and vertical polarizations of the antenna are set to make the
measurement.

e. For each suspected emission, the EUT was arranged to its worst case and then the antenna was tuned to
heights from 1 meter to 4 meters and the rotatable table was turned from 0 degrees to 360 degrees to find the
maximum reading. The test-receiver system was set to peak detect function and specified bandwidth with
maximum hold mode.

f. A Quasi-peak measurement was then made for that frequency point for below 1GHz test. PK and AV for

above 1GHz emission test.

g. During the radiated emission test, the spectrum analyzer was set with the following configurations:

Frequency Band : _ : :
Detector Resolution Bandwidth Video Bandwidth
(MHz)
0.009~0.15 QP & AVG 200 Hz 1 kHz
0.15~30 QP & AVG 10 kHz 30 kHz
30 to 1000 QP 120 kHz 300 kHz
Peak 1 MHz 3 MHz
Above 1000
Average 1 MHz 10 Hz
TEST RESULTS

PASS

Please refer to the following pages of the worst case.
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M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz
Polarization: Horizontal Detector: QP
Test Mode: 1 (the worst case 802.11b / CH 6) Distance: 3m

Radiated Emission Measurement

Date: 2026/5/27 Time: 15:00:04
800 dBuV/m

70

60
FCC_Part 15C_3m

. ]
40 —I—I

30

Ne%s

10

CV_

0.0
30.0000 127.000 224000 321.000 418.000 515.000 612.000 709.000 806.000 1000.000 MHz

No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment

MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
111.4800 39.09 -7.79 31.30 43.50 -12.20 QP
185.2000 37.62 -8.72 2890 4350 -14.60 QP
*  408.3000 4229 -3.19 39.10 46.00 -6.90 QP
705.1200 30.13 2.27 3240 46.00 -13.60 QP
8545000 29.87 4.83 34.70 46.00 -11.30 QP
928.2200 28.16 6.24 3440 46.00 -11.60 QP

;| ;| B W] P =

Note: Below 30MHz, the emissions are lower than 20dB below the allowable limit.
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M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: QP
Test Mode: 1 (the worst case 802.11b / CH 6) Distance: 3m

Radiated Emission Measurement

Date: 2026/5/27 Time: 14:54:43
80.0 dBuV/m

70

60
FCC_Part 15C_3m

. =
40 —l—l

]
b
- 4
” ‘ WWWWW
20 pranghroned
10
0.0
300000 127000 224000 321.000 418.000 515.000 612.000 709.000 806.000 1000.000 MHz

No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment

MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
* 408.3000 4048 -4.19 36.30 46.00 -9.70 QP
482.9900 31.60 -3.00 28.60 46.00 -17.40 QP
556.7100 33.20 -1.60 31.60 46.00 -14.40 QP
631.4000 30.03 0.37 30.40 46.00 -15.60 QP
854.5000 2417 4.83 29.00 46.00 -17.00 QP
911.7300 2312 4.98 28.10 46.00 -17.90 QP

;| ;| B W M =

Note: Below 30MHz, the emissions are lower than 20dB below the allowable limit.
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M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Horizontal Detector: PK, AVG

Test Mode: 802.11b (the worst case) / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 23:57:25
106.0 dBuV/m

96

o6
75 FCC_15.947_3m_Peak

66
5

56
M

45

3EW

26

LY
{5

16

6

-4

14
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No. Mk Freq. Reading Correct Measure- |init  Over
Level Factor ment

MHz dBuv dB/m dBuVim dBuVim dB Detector Comment

4824000 4534 3.88 49.20 7400 -2480 peak

4824.000 36.06 3.86 39.92 54.00 -14.08 AVG

7236.000 3587 868 44 53 7400 -2947 peak

17932.000 39.83 2042 60.25 7400 -13.75 peak

1
2
3
4 7236.000 2532 8.66 33.98 5400 -2002 AVG
5
&

¥ 17932.000 2921 2042 4963  54.00 437 AVG
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NTC

Nore

Testing Center

Report No.: NTC2604497FV00

M/N: ROCCO2023

Testing Voltage: AC 120V / 60Hz

Polarization: Vertical

Detector: PK, AVG

Test Mode: 802.11b (the worst case) / Low Channel

Distance: 3m

Radiated Emission Measurement

Date: 2026/5/21 Time: 0:05:36
106.0 dBuV¥/m
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1000.00002700.000 4400000 610D.000 7800.000 9500.000 11200.000 12900.000 14600.000 12000.0004H=
No. Mk. Freq. Reading Comect Measure- |jnit Qver
Level Factor ment
MHz dBuv dB/m dBuVim dBuVim dB Detector Comment

1 4824 000 4387 3.88 4773 7400 -28.27 peak
2 4824.000 3418 3.86 38.04 54.00 -15.96 AVG
3 7236.000 3536 8.66 44 02 7400 -2998 peak
4 7236.000 2443 8.66 33.09 54.00 -2091 AVG
5 17983.000 38.74 20.66 59.40 74.00 -14.60 peak
6 * 17983.000 28862 2066 4928 5400 472 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00
M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Horizontal Detector: PK, AVG

Test Mode: 802.11b (the worst case) / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/21 Time: 1:20:27
106.0  dBuV/m
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No. Mk. Freq. Reading Correct Measure- |jmjit Qver
Level Factor ment

MHz dBuv dB/m dBuvim dBuvim dB Detector Comment
19296.000 44.05 6.97 51.02 74.00 -2298 peak
19296.000 34.37 6.97 41.34 F4.DD -12.66 AVG
21708.000 45.05 5.10 50.15 74.00 -23.85 peak
21708.000 36.32 5.10 41.42 54.00 -1258 AVG
24120.000 4572 550 51.22 74.00 -2278 peak
* 24120.000 3598 550 41.48 54.00 -12.52 AVG

| | s Ll M| =

Page 49 of 84



NTC
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Testing Center

Report No.: NTC2604497FV00

M/N: ROCCO2023

Testing Voltage: AC 120V / 60Hz

Polarization: Vertical

Detector: PK, AVG

Test Mode: 802.11b (the worst case) / Low Channel

Distance: 3m

Date: 2026/5/21
106.0  dBuV/m

Radiated Emission Measurement

Time: 1:27:54
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FCC_15.247 3m_Peak
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1£000.00009700.000 19400.000 20100.000 20800.000 21500000 22200000 22900.000 23600.000 25000.00MHz
No. Mk Freq. Reading Correct Measure- | jmit  Over
Level Factor ment
MHz dBuv dBim dBuv/m dBuVim dB Detector Comment

1 19296.000 4432 6.97 51.29 74.00 -22.71 peak
2 * 19296.000 34862 6.97 41.59 5400 -12.41 AVG
3 21708.000 4475 5.10 49.85 74.00 -2415 peak
4 21708.000 36.10 510 41.20 5400 -1280 AVG
5 24120000 4510 550 50.60 7400 -2340 peak
6 24120.000 3588 550 41.38 5400 -1282 AVG
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NTC

Nore
Testing Ceniter Report No.: NTC2604497FV00
M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Horizontal Detector: PK, AVG
Test Mode: 802.11b (the worst case) / Middle CH Distance: 3m
Radiated Emission Measurement
Date: 2026/5/21 Time: 0:20:42
1060  dBuW/m
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bb

B
L1

H
26
16

B

-4

14
1000.0000 2700.000  4400.000 G10D.000 7200.000 9500.000 11200.000 12900.000 14600.000 1B000.00MH=

No. Mk. Freq. Reading Comect Measure- |imit  Over
Level  Factor ment

MHz dBuv dB/m dqum dBulvim dB Detector Comment
4874.000 41.75 4.02 4577 74.00 -28.23 peak
4874.000 31.81 4.02 3583 54.00 -18.17 AVG
7311.000 3555 8.97 44 52 7400 -2948 peak
7311.000 2480 8.97 3377 54.00 -20.23 AVG
18000.000  38.51 20.74 59.25 7400 -14.75 peak
* 18000.000 2879 2074 4953 5400 447 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00

M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: PK, AVG
Test Mode: 802.11b (the worst case) / Middle CH Distance: 3m
Radiated Emission Measurement

Date: 2026/5/21 Time: 0:12:57
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1000. 0000 2700000 A4400.000 G100.000 F200. 000 9500.000 11200000 12900000 14600.000 12000 00MH=

No. Mk Freq. Reading Correct Measure- |imit  Over

Level Factor ment
MHz dBuv dB/m dBuvim dBuvim dB Detector Comment
4874000 3642 402 40.44 7400 -3356 peak
4874.000 29.23 4.02 33.25 54.00 -20.75 AVG
7311.000 3479 897 4376 7400 -3024 peak

7311.000 2575 897 3472 5400 -1928 AVG

17983.000 37.59 20.66 5825 7400 -1575 peak

S| | | w2 R =

* 17983.000 28.30 20.66 48.96 5400 -504 AVG
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NTC

Nore

Testing Center Report No.: NTC2604497FV00
M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Horizontal Detector: PK, AVG
Test Mode: 802.11b (the worst case) / Middle CH Distance: 3m

Radiated Emission Measurement

Date: 2026/5/21 Time: 1:12:21
1060 dBuV/m
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No. Mk. Freq. Reading Correct Measure- |imit  Over
Level Factor ment

MHz dBuv dB/m dBuVim dBuvim dB Detector Comment
1 19496.000 4406 6.67 50.73 7400 -2327 peak
19496.000 33.89 6.67 40.56 5400 -1344 AVG
21933.000 4490 540 50.30 74.00 -23.70 peak
21933.000 34385 540 40.25 5400 -1375 AVG
24370.000 4528 565 50.93 7400 -23.07 peak
¥ 24370000 3517 565 40.82 5400 -13.18 AVG

G| | da| 2| RS
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NTC

Non_e
Testing Ceniter Report No.: NTC2604497FV00
M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: PK, AVG
Test Mode: 802.11b (the worst case) / Middle CH Distance: 3m
Radiated Emission Measurement
Date: 2026/5/21 Time: 1:04:26
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No. Mk. Freq. Reading Correct Measure- |jmit Over
Level Factor ment

MHz dBuv dB/m dBu\Vim dBuVim dB Detector Comment
19496.000 4463 6.67 51.30 74.00 -22.70 peak
* 19496.000 34.65 6.67 41.32 54.00 -12.68 AVG
21933.000 4485 540 50.25 7400 -2375 peak
21933.000 2494 540 40.34 5400 -13.66 AVG
24370000 453 565 50.96 7400 -23.04 peak
24370000 3537 5.65 41.02 5400 -1298 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00

M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal Detector: PK, AVG

Test Mode: 802.11b (the worst case) / High Channel || Distance: 3m

Radiated Emission Measurement

Date: 2026/5/21 Time: 0:27:38
106.0 dBuV/m
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No. Mk Freq. Reading Correct Measure- |imit  Over
Level Factor ment

MHz dBu\v dB/m dBuVim dBu\Vim dB Detector Comment

4924000 4377 420 47.97 7400 -26.03 peak

4924000 33.14 420 37.34 5400 -16.66 AVG

7386.000 36.24 9.33 45.57 74.00 -2843 peak

17915.000  38.54 20.34 58.88 7400 -1512 peak

1
2
3
4 7386.000 26.63 9.33 35.96 5400 -18.04 AVG
5
&

* 17915.000 28.52 20.34 48.86 5400 -5.14 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00

M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz

Polarization: Vertical Detector: PK, AVG

Test Mode: 802.11b (the worst case) / High Channel || Distance: 3m

Radiated Emission Measurement

Date: 2026/5/21 Time: 0:34:11
106.0 dBuV/m

95

i1

76 FCC_15 247_3m_Peak

(1]

[+
i1

[i
45 1 3 &

M

- W 3
26
16

]

-4

14
1000.00002700.000 4400.000 G100.000 7B00.000 9500.000 11200.000 12900.000 14600.000 1B000.00MH=

No. Mk. Freq. Reading Correct Measure- | imit  Over
Level Factor ment

MHz dBuv dB/m dBuVim dBu\vim dB Detector Comment

4924000 40.18 420 44 .38 7400 -29.62 peak

4924000 31.05 420 3525 5400 -18.75 AVG

7386.000 3524 §.33 44 57 7400 -29.43 peak

7386.000 2595 9.33 3528 5400 -18.72 AVG

18000.000 37.63 20.74 58.37 7400 -15.63 peak

S| | k| | RS =

* 18000.000 2752 20.74 48.26 5400 -574 AVG
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NTC
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Testing Center

Report No.: NTC2604497FV00

M/N: ROCC02023

Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal

Detector: PK, AVG

Test Mode: 802.11b (the worst case) / High Channel

Distance: 3m

Radiated Emission Measurement

Date: 2026/5/21
106.0  dBuV¥/m

Time: 0:50:14
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25000_00MH=z

No. Mk Freq. Reading Correct Measure- [imit  Over
Level Factor ment
MHz dBuv dBim dBuVvim dBuV/m dB Detector Comment
1 19696.000 43.86 6.62 50.48 74.00 -23.52 peak
2 19696.000 3434 6.62 40.98 5400 -13.04 AVG
3 22158.000 4571 551 51.22 7400 -2278 peak
4 * 22158000 3584 551 41.35 5400 -1265 AVG
5 24620.000 4511 573 50.84 74.00 -23.16 peak
6 24620.000 35.29 573 41.02 5400 -1298 AVG
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NTC

Non_e

Testing Center Report No.: NTC2604497FV00
M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: PK, AVG

Test Mode: 802.11b (the worst case) / High Channel || Distance: 3m

Radiated Emission Measurement

Date: 2026/5/21 Time: 0:57:21
106.0 dBEuV/m
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No. Mk Freq. Reading Correct Measure- |imit  Over

Level Factor ment
MHz dBuv dB/m dBuvim dBuvim dB Detector Comment
1 19696.000 4481 6.62 51.43 7400 -2257 peak
2 19696.000 3463 6.62 41.25 5400 -1275 AVG
3 22158.000 4599 551 51.50 74.00 -22.50 peak
4 22158.000 3588 551 41.39 5400 -1261 AVG
5 24620000 4577 573 51.50 7400 -2250 peak
6 * 24620.000 35.71 573 41.44 54.00 -12.56 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00
M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11b / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 21:00:09
106.0 dBuVW/m
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2310.00002319.000 2328000 2337.000 2346.000 2355000 2364.000 2372000  2382.000 2400.000 MHz

No. Mk. Freq. Reading Comect Measure- |jmit Over
Level Factor ment
MHz dBuv dB/m dBuvim dBuvfim dB Detector Comment

2387580 4810 -2.98 45.12 7400 -28.88 peak
* 2387580 3613 -2.98 33.15 54.00 -20.85 AVG
2390.000 4732 -2.98 44 34 7400 -29.66 peak
2390.000 3582 -2.98 32.84 5400 -21.16 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00

M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz

Polarization: Vertical Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11b / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 21:07:54

106.0 dBuV¥im
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2310.0000 2319.000 2328.000 2337000 2346000 2355 000 2264.000 2372000 2382.000 2400.000 HH=z

No. MK Freq. Reading Comrect Measure- | imit  Over
Level Factor ment

MHz dBuv dB/m dBuv/m dBuvim dB Detector Comment
2388.480 5450 -2.98 51.62 7400 -22.48 peak
* 2388480 3923 -2.98 36.25 5400 1775 AVG
2390.000 53.20 -2.98 50.22 74.00 -23.78 peak
2390.000 37.98 -2.98 35.00 5400 -19.00 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00
M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11b / High Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 21:22:00
106.0 dBuVim
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2480.0000 2482 000 2424000 2485000 2488000 2490.000 2492000 2494000 2495.000 2500.000 MH=

No. Mk Freq. Reading Correct Measure- | jmit  Over
Level Factor ment

MHz dBuv dB/m dButvim dButvim dB Detector Comment
2483500 53156 -2.83 50.32 7400 -2368 peak
2483500 39.26 -2.83 36.43 54.00 -17.57 AVG
2487140  53.35 -2.83 50.52 74.00 -23.48 peak
* 2487140  39.28 -2.83 36.45 54.00 -17.55 AVG
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NTC

Non_e

Testing Center Report No.: NTC2604497FV00
M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11b / High Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 21:14:26
106.0 dBuV/m
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No Mk Freq. Reading Correct Measure- |jmit  Owver
Level Factor ment

MHz dBuv dB/m dBuvim dBuV/im dB Detector Comment
2483500 48.03 -2.83 45.20 74.00 -28.380 peak
2483500 36.00 -2.83 3317 54.00 -2083 AVG
2490.060 4908 -2.83 46.25 7400 -2775 peak
* 2490060 37.08 -2.83 34.25 5400 -1975 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00

M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

|IEEE 802.11g / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 21:45:49
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2310.00002319.000 2328000 2337.000 2346.000 2355000 2364.000 2372.000 2382000 2400.000 MHz

No. Mk. Freq. Reading Correct Measure- |imit  Over
Level  Factor ment

MHz dBuv dB/m dBuVim dBuVim dB Detector Comment
2381.280 5079 -2.99 47.80 7400 -26.20 peak
2381.280 37.72 -2.99 34.73 F4.DD -19.27 AVG
2390.000 51.78 -2.98 48.80 7400 -2520 peak
* 2390000 3850 -2.98 3552 5400 -18.48 AVG
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NTC

Non_e

Testing Center Report No.: NTC2604497FV00
M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11g / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 21:52:25

106.0  dBuV/m
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No. Mk. Freq. Reading Comect Measure- |imit  Over
Level  Factor ment

MHz dBuv dB/m dBuv/m dBuvim dB Detector Comment
2389110 53.50 -2.98 50.52 74.00 -23.48 peak
* 2389110 4026 -2.98 37.28 54.[}0 -16.72 AVG
2390000 51.31 -2.98 48.33 7400 -2567 peak
2390.000 38.10 -2.98 3512 54.00 -18.88 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00

M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11g / High Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 21:30:45
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24800000 2482.000 2484.000 2485000 2488.000 2490.000 2492.000 2494.000 2495.000 2500.000 MHz

No. Mk. Freq. Reading Correct Measure- | imit  Over
Level Factor ment

MHz dBuv dB/m dFIqu dBuvim dB Detector Comment

2483.500 5535 -2.84 52.51 7400 -21.48 peak

2483500 41.20 -2.84 38.36 5400 -15.64 AVG

2488560 60.13 -2.83 57.30 7400 -16.70 peak

| w2 M| =

* 2488560 50.18 -2.83 47.35 5400 -665 AVG
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NTC

Non_e

Testing Center Report No.: NTC2604497FV00
M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: PK, AVG

Test Mode: Restricted Band

|IEEE 802.11g / High Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 21:37:48
1060 dBuV/m
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2480.00002482.000  2494.000 2486.000 2488.000 2490.000 2492.000 2494.000  2496.000 2500.000 MH=z

No. Mk. Freq. Reading Comect Measure- |imit  Qver
Level  Factor ment

MHz dBuv dB/m dBuvim dBuV/m dB Detector Comment
2483500 51.09 -2.84 48.25 74.00 -25.75 peak
2483500 37.80 -2.84 34.96 54.00 -19.04 AVG
2488880 5483 -2.83 52.00 7400 -2200 peak
¥ 2488880 4117 -2.83 38.34 5400 -15.66 AVG
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NTC

Nore

Testing Ceniter Report No.: NTC2604497FV00

M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11n(HT20) / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 22:00:07
1060 dBuV/m
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2310.00002319.000 2328.000 2337.000 2346.000 2355000 2364.000 2372000 2382.000 2400.000 MHz

No. Mk. Freq. Reading Correct Measure- |imit  Over
Level  Factor ment

MHz dBuv dB/im dBuVim dBuVim dB Detector Comment
2388.840 5418 -2.98 51.20 7400 -2280 peak
* 2388840 4118 -2.98 38.20 E4_DD -15.80 AVG
2390.000 52.30 -2.98 4932 7400 -2468 peak
2390.000 4023 -2.98 37.25 5400 -16.75 AVG

I B B ) e

Page 67 of 84



NTC
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Testing Center

Report No.: NTC2604497FV00

M/N: ROCCO2023

Testing Voltage: AC 120V / 60Hz

Polarization: Vertical

Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11n(HT20) / Low Channel

Distance: 3m

Date: 2026/5/20
106.0  dBuV/m
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Radiated Emission Measurement

Time: 22:07:45

FCC_15 247 3m_Peak
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2310.00002319.000 2328.000 2337.000 2346.000 2355000 2364.000 2373.000 2382.000 2100.000 MHz
No. Mk. Freq. Reading Comrect Measure- |jmit OQver
Level Factor ment
MHz dBuv dBim dBuv/m dBuVvim dB Detector Comment

1 2385870 5568 -2.98 5270 7400 -21.30 peak
2 2385870 41.01 -2.98 38.03 E4.DD -15.97 AVG
3 2390.000 56.48 -2.98 53.50 74.00 -20.50 peak
4 * 2390.000 41.23 -2.98 38.25 54.00 -1575 AVG
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Testing Ceniter Report No.: NTC2604497FV00
M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

|IEEE 802.11 n(HT20) / High Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 22:57:45

106.0  dBuV/m

96
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76 FCC_15 247 3m_Peak
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24800000 2482.000 2484.000 2485000 2488.000 2490.000 2432000 2494.000 2495000 2500.000 MH=

No. Mk. Freq. Reading Correct Measure- |jmit  Qver
Level Factor ment

MHz dBuv dBim dBuvim dBuv/m dB Detector Comment
1 2483500 58.14 -2.84 55.30 7400 -18.70 peak
2483500 51.37 -2.84 48.53 54.00 -547 AVG
2484020 59.03 -2.83 56.20 7400 -17.80 peak
* o 2484.020 51.55 -2.83 48.72 5400 -528 AVG

| o] RS
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M/N: ROCCO2023

Testing Voltage: AC 120V / 60Hz

Polarization: Vertical

Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11 n(HT20) / High Channel

Distance: 3m

Date: 2026/5/20
106.0  dBuV/m

Radiated Emission Measurement

Time: 23:04:02

96

[L]

FCC_15 947 3m_Peak
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2420.00002482.000  2484.000 2486000 2489.000 2490000 2492.000 2494.000  2495.000 2500.000 MHz
No. Mk. Freq. Reading Correct Measure- |imit  Over
Level Factor ment
MHz dBuv dB/m dBuvim dBuvim dB Detector Comment

1 2433500 4809 -2.83 4526 7400 -2874 peak

2 2483500 3755 -2.83 3472 E4.DO -19.28 AVG

3 2433680 491 -2.83 4628 7400 -27.72 peak

4 * 2483680 38.04 -2.83 3521 54.00 -18.79 AVG
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M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11n(HT40) / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 22:14:18
106.0 dBuV/m
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76 FCC_15.247_3m_Peak
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23100000 239,000 2320.000 2337000 2346.000 2355000 2364.000 2372000  2382.000 2400.000 MH=

No. Mk Freq. Reading Correct Measure- |imit  Over
Level Factor ment

MHz dBuv dB/m dBuvim dBuv/m dB Detector Comment
2387760 60.18 -2.98 57.20 7400 -16.80 peak
¥ 2387.760 41.04 -2.98 38.06 54.00 -15.94 AVG
2390.000 59.98 -2.98 57.00 74.00 -17.00 peak
2390.000 4091 -2.98 37.93 54.00 -16.07 AVG

I B B B L )
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M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11n(HT40) / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 22:21:52
1060 dEuW/m
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76 FCC_15.247_3m_Peak
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2310.0000 2319000 2328000 2337 000 2346.000 2355 000 2364.000 2373.000 2382000 2400.000 HH=

No. Mk Freq. Reading Correct Measure- | jmit  Over
Level Factor ment

MHz dBuv dB/m dBuv/m dBuvim dB Detector Comment
2385150 53.06 -298 50.08 7400 -23.92 peak
2385150 38.711 -2.98 3573 54.00 -18.27 AVG
2390.000 56.02 -2.98 53.04 7400 -20.96 peak
* 2390000 3976 -298 36.78 5400 -17.22 AVG

| | M| =
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M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

|IEEE 802.11 n(HT40) / High Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 22:42:26
106.0 dBuV/m
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2490.0000 2482000 2424000 2485000  2488.000 2490000 2492.000 2494000 2496000 2500.000 MH=

No. Mk. Freq. Reading Correct Measure- |jmit Over
Level Factor ment

MHz dBuv dB/m dBuvim dBuv/m de Detector Comment
2483500 5787 -2.84 55.03 7400 -1897 peak
2483500 50.84 -2.84 48.00 54.00 -6.00 AVG
2487120 60.08 -2.83 57.25 7400 -16.75 peak
* 2487120 51.30 -2.83 48.47 5400 -553 AVG

B ] R =
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Testing Center Report No.: NTC2604497FV00
M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11 n(HT40) / High Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 22:50:59
106.0 dBuW/m
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76 FCC_15.247_3m_Peak
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2480.0000 2482.000  2484.000 2485000 2488.000 2490.000 2492.000 2494.000  2495.000 2500.000 MHz

No. Mk. Freq. Reading Correct Measure- |imit  Over
Level Factor ment

MHz dBuv dBim dBuvim dBuv/m dB Detector Comment
2483500 5208 -2.83 4925 7400 -2475 peak
2483500 3866 -2.83 3583 5400 -1817 AVG
2487100 5421 -2.83 51.38 7400 -2282 peak
* 2487100 40.20 -2.83 37.37 54.00 -16.63 AVG
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M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11ax(HE20) / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 23:11:37

1060 dBuV/m
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76 FCC_15.247_3m_Peak
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2310.0000 2219.000 2328.000 2337.000 2246000 2355000 2364000 2372.000 2382000 2400.000 MH=

No. Mk Freq. Reading Correct Measure- | imit  Over
Level Factor ment

MHz dBuv dBim dBuvim dBuvim dB Detector Comment
2389.200 6568 -2.98 62.70 74.00 -11.30 peak
* 2389200 5333 -2.98 50.35 F4.DD -3.65 AVG
2390.000 ©4.23 -2.98 61.25 7400 1275 peak
2390.000 52.36 -2.98 49.38 54.00 -4 .62 AVG
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M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz

Polarization: Vertical Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11ax(HE20) / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 23:17:32
106.0 dBuV/m
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76 FCC_15.247_%m_Peak
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23710,00002319.000  2328.000 2337.000 2346.000 2355000 23654.000 2373.000 2382.000 2400.000 MH=

No. Mk. Freq. Reading Correct Measure- |injt  Over
Level Factor ment

MHz dBuv dBim dBuVim dBuVim dB Detector Comment
2389110 5855 -2.98 5557 7400 -1843 peak
* 2389110 4461 -2.98 4163 5400 -1237 AVG
2390.000 56.26 -2.98 53.28 74.00 -20.72 peak
2390000 4336 -2.98 40.38 5400 -1362 AVG
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M/N: ROCCO2023

Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal

Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11 ax(HE20) / High Channel

Distance: 3m

Date: 2026/5/20
106.0  dBuV/m

Radiated Emission Measurement

Time: 22:28:57
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2420.00002482.000  2484.000 2485000 2482000 2490000 2492.000 2494000  2495.000 2500.000 MHz
No. MK Freq. Reading Correct Measure- |jmit  Over
Level Factor ment
MHz dBuv dB/m dBuv/im dBuvim dB Detector Comment

1 2483500 5942 -2.84 56.58 7400 -17.42 peak
2 2483500  50.57 -2.84 47.73 5400 -6.27 AVG
3 2487620 61.25 -2.83 58.42 7400 -1558 peak
4 * 2487620 5252 -2.83 49.69 5400 43 AVG
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M/N: ROCCO2023

Testing Voltage: AC 120V / 60Hz

Polarization: Vertical

Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11 ax(HE20) / High Channel

Distance: 3m

Date: 2026/5/20
106.0  dBuV/m

Radiated Emission Measurement

Time: 22:35:58
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24800000 2482 000 2484 000 248E.000 2488.000 2490.000 2492000 2494 000 2495000 2500.000 HH=
No. Mk Freq. Reading Correct Measure- |imit  Over
Level Factor ment
MHz dBuv dB/m dBuVim dBuVim dB Detector Comment
1 2483500 5231 -2.84 4947 7400 -2453 peak
2 2483500 3868 -2.84 35 84 F4_DD -18.16 AVG
3 2487740 54.55 -2.83 51.72 7400 -22.28 peak
4 * 2487740 3956 -2.83 36.73 5400 -17.27 AVG
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Testing Ceniter Report No.: NTC2604497FV00
M/N: ROCC02023 Testing Voltage: AC 120V / 60Hz
Polarization: Horizontal Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11ax(HE40) / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 23:25:07
106.0 dBuW/m
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270.0000 239,000 2328.000 2237.000 2346.000 2355000 2364000 2372.000 2382000 2400.000 MHz

No. Mk Freq. Reading Correct Measure- |imit  Over
Level Factor ment

MHz dBuy dB/m dBuvim dBuvim dB Detector Comment
2382990 6095 -2.99 57.96 74.00 -16.04 peak
* 2382990 51.08 -299 48.09 5400 -59 AVG
2390.000 59.23 -2.98 58.25 74.00 -17.75 peak
2390.000 50.37 -2.98 47.39 5400 661 AVG
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Testing Center Report No.: NTC2604497FV00
M/N: ROCCO02023 Testing Voltage: AC 120V / 60Hz
Polarization: Vertical Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11ax(HE40) / Low Channel Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20 Time: 23:34:09
106.0 dBuV/m
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270.00002319.000 2328000 2337.000 22346000 2355000 2364000 2372000  2382.000 2400.000 HH=

No. Mk. Freq. Reading Correct Measure- |imit Qver
Level Factor ment

MHz dBuv dB/m dBuvim dBuv/m dB Detector Comment
2383260 5081 -2.99 47.82 7400 -26.18 peak
* 2383260 3974 -2.99 36.75 54_00 -17.25 AVG
2390.000 4833 -2.98 45.35 74.00 -28.65 peak
2390.000 3832 -2.98 35.34 54.00 -18.66 AVG
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M/N: ROCCO2023

Testing Voltage: AC 120V / 60Hz

Polarization: Horizontal

Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11 ax(HE40) / High Channel

Distance: 3m

Date: 2026/5/20
106.0  dBuV/m

Radiated Emission Measurement

Time: 23:42:05
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No. Mk Freq. Reading Correct Measure- |imit  Over
Level Factor ment
MHz dBuv dBim dBuV/m  dBuVim  dB Detector Comment
1 2483500 6019 -2.83 5736 7400 -16.64 peak
2 2483500 4918 -2.83 46.35 btl.DD -7.65 AVG
3 2483930 6108 -2.83 5825 7400 -1575 peak
4 * 2483930 5068 -2.83 4785 5400 -615 AVG
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M/N: ROCCO2023

Testing Voltage: AC 120V / 60Hz

Polarization: Vertical

Detector: PK, AVG

Test Mode: Restricted Band

IEEE 802.11 ax(HE40) / High Channel

Distance: 3m

Radiated Emission Measurement

Date: 2026/5/20
106.0  dBuV/m

Time: 23:50:43
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2420.00002483.000  2485.000 2489.000 2492000 2495000 2498.000 2501.000  2504.000 2510.000 MHz
No. Mk. Freq. Reading Correct Measure- |jmit Qver
Level Factor ment
MHz dBuY dB/m dBuVim  dBuVvim  dB Detector Comment
1 2483500 49.08 -2.83 4625 7400 -2775 peak
2 2483.500 38.08 -2.83 3525 5400 -18.75 AVG
3 2491430 4990 -2.82 4708 7400 -2692 peak
4 * 2491430 3940 -2.82 3658 5400 -1742 AVG
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13.8 Antenna Requirement

STANDARD APPLICABLE

According to of FCC part 15C section 15.203 and 15.247:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the responsible
party shall be used with the device. The use of a permanently attached antenna or of an antenna that uses a
unique coupling to the intentional radiator, the manufacturer may design the unit so that a broken antenna can
be replaced by the user, but the use of a standard antenna jack or electrical connector is prohibited.

Systems operating in the 2400-2483.5MHz band that are used exclusively for fixed, point-to-point operations
may employ transmitting antennas with directional gain greater than 6dBi provided the maximum peak output
power of the intentional radiator is reduced by 1dB for every 3dB that the directional gain of the antenna

exceeds 6dBi.

ANTENNA CONNECTED CONSTRUCTION

The antenna is FPC antenna that no antenna other than furnished by the responsible party shall be used with
the device, and the best case gain of the antenna is -4.74 dBi, therefore, the antenna is considered to meet the

requirement.
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14. Test Equipment List

Item Equipment Manufacturer Model No. Serial No. Last Cal. ol
Interval
1. Test Receiver Rohde & Schwarz ESCI 101152 Aug. 21, 2025 1 Year
2. L..S.N Rohde & Schwarz ENV 216 101317 Aug. 21, 2025 1 Year
3. L.LS.N Schwarzbeck NNLK8129 00558 Aug. 23, 2025 1 Year
4. | RF Switching Unit | Compliance Direction| ooy p1o 38311 Aug. 21,2025 | 1 Year

Systems Inc.
5. Test Receiver Rohde & Schwarz ESCI7 100837 Aug. 21, 2025 1 Year
6. | Spectrum Analyzer Keysight N9020A MY50510314 | Aug. 21, 2025 1 Year
7. | Spectrum Analyzer Keysight N9020A MY54200831 | Aug. 22, 2025 1 Year
8. | Spectrum Analyzer Keysight N9010B MY62170254 | Aug. 21, 2025 1 Year
9. Antenna Schwarzbeck VULB9163 01552 Aug. 16, 2025 2 Year
10. Loop Antenna Schwarzbeck FMZB 1513 1513-272 Aug. 16, 2025 2 Year
1. Horn Antenna COM-Power AH-118 071078 Aug. 16, 2025 2 Year
12. Pre-Amplifier HP HP 8447D 1145A00203 | Aug. 21, 2025 1 Year
13. Pre-Amplifier HP HP 8449B 3008A00964 | Aug. 23, 2025 1 Year
14, Com%‘;?écrat'm Rohde & Schwarz | CMWS500 109851 Aug. 28,2025 | 1 Year
15. Power Sensor DARE RPR3006W | 15100041SNO64 | Aug. 28, 2025 1 Year
16. Horn Antenna COM-Power AH-840 10100020 Aug. 28, 2025 2 Year
17. | , Temperature & Wanshun SS-HWHS-80 N/A Aug. 09, 2025 | 1 Year
Humidity Chamber

18. DC Source ZHAOXIN KXN305D N/A Aug. 23, 2025 1 Year

19, | Temporary antenna TESCOM SS402 N/A N/A N/A

connector
20. Chamber YIHENG 9*6*6m N/A Sep. 22, 2025 2 Year
MTS 8310,
21. Test Software MWRF V2.0.0.0 N/A N/A N/A
EZ EMC,

22. Test Software EZ NTC-3A11 N/A N/A N/A
23. Power Meter Agilent N1912A MY41497159 | Aug. 21, 2025 1 Year
24. Power Sensor Agilent N1921A MY48251036 | Aug. 21, 2025 1 Year

Note: For photographs of EUT and measurement, please refer to appendix in separate documents.

—End---
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