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4、Product drawings
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5、Passive performance test parameters

Fre(GHz) 2.4 2.5 5.15 5.85
ReeturnLoss -13.30 -13.69 -24.30 -16.55

VSWR 1.55 1.47 1.13 1.35
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6、Electrical Performance Test Report
Electrical param- eters

frequency range
2.4-2.5GHz /5.15-5.85GHz

input impedence
50Ω

standing-wave
ratio

<2.0

gain

2.4GHz 3 dBi

5.8GHz 3 dBi

Polarization mode

cross polarization

radiation
direc- tion

omnidir-
ectional

Type of conne-
ctor

Ipex1

Mechanical pa-rameters

wire length 60mm

maintenance

ene- rgy

/

coax Black 1. 13mm

Salt Spray Test

enviromental parame- ter

working temperature -40~85℃

Shenzhen chenxinwei Technology Co.,LTD

Contact: Wang Jianguo Mobile phone:13424341872



Shenzhen chenxinwei Technology Co.,LTD

7、Reliability Test Report
7.1. Steady Temperature Damp Test

Trial/trial
project

steady temperature damp test Inspecti

on

order

nu- mber

Product
Name/Specificatio
n

2.4G&5.8G-FPC

RF1. 13mm wire, wire length 60mm,
Ip ex1

Number of tests: 5PCS

Date of submission: 2023-8-29 Completion date: 2023-8-30

Test/inspection equipment:

1. Programmable
constant temperature

and humidity test

chamber

2. 8753ES network analyzer

Test/inspection conditions:

1. Test 12H at constant temperature-40℃

2. +65°65 ~70%RH test 12H, a total of 24 hours;

Test Results

requirement ：

1 、 The metal surface should not be cracked, wrinkled, separated, etc.; the non-
metal parts should not be discolored, cracked, deformed, delamination and other bad;

2 、 The electrical test meets the standard requirements; the voltage standing wave
ratio test is qualified

Test/inspection determination: qualified ounqualified ONo
determination

test ： examine and verify ：
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7.2.High and Low Temperature Hot and Cold Shock

Trial/trial
project

High and low
temperature

hot and cold

shock

Inspect

ion

order

nu-

mber

Product
Name/Specificatio
n

2.4G&5.8G-FPC

RF1. 13mm wire, wire length
60mm, Ip ex1

Number of tests: 5PCS

Date of submission: 2023-8-29 Completion date: 2023-8-30

Test/inspection equipment:

1. High and low

temperature

alternating hot

and humid

2. 8753ES network analyzer

Test/inspection conditions:
-40℃ (2H) --interval 80℃ (2H), 6 cycles, a total of 24 hours;

Test Results
requirement ：

3 、 The metal surface coating should be free from peeling, cracking, wrinkling,
separation, etc.; the non- metal parts should not have discoloration, cracking,
deformation, delamination and other bad;

4 、 The electrical test meets the standard; the voltage standing wave ratio test is
qualified.

Test/inspection determination: qualified ounqualified ONo
determination

test ： examine and verify ：
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8、package specification
Product
material
number:
Product Specifications: Built-in Antenna/2.4G&5.8G WiFi/3dBi/50Ω FPC 43.40X12.00mm
RF1.13mm Black Coaxial Cable Length:60mm+1m Ipex1
connector.

I. Labeling requirements

The inner label is 45 long
and 70 wide

The outer label is 45 long
and 70 wide

demander demander

supplier Tianfu Intelligent
Internet of Things
Technology
(Shenzhen) Co., LTD

supplier Tianfu Intelligent
Internet of Things
Technology
(Shenzhen) Co., LTD

Customer
order num-
ber

Customer
order

Customer

part

nu- mber

Customer

part nu

- mber

material
code

material
code

Name and

specif-

ication

examina
tion
clerk

Name and

specif-

ication

examina
tion
clerk

Quantity/Un
it

date
of
manufa
-
cture

Quantity/Un
it

date
of
manufa
-
cture

remarks remarks

II. Packing requirements

1.Pack-aged product 50PCS
5000PCS

2.external packing

matters
need
at-
tention
：
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