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Test Result Certification

Applicant’s name.................... Shenzhen Yueshun Electronics Co., Ltd
405, Building B, Yuanchuangyuan, No. 4 Xiaolong Road,
Address .........ccccceeeeeeeeeennnnnnn.... Henglang Community, Dalang Street, Longhua District,
Shenzhen, China
Manufacturer's Name............. Shenzhen Yueshun Electronics Co., Ltd
405, Building B, Yuanchuangyuan, No. 4 Xiaolong Road,
Address ..........ccccceeeeeennnnnnnnn.... Henglang Community, Dalang Street, Longhua District,

Shenzhen, China
Product description

Trade Mark: N/A

Product name............ccccoceee : Ear Wax Removal Tool Camera

Model and/or type reference .. Y-205

FCC Rules and Regulations Part 15 Subpart C Section 15.247
ANSI C63.10: 2013

This publication may be reproduced in whole or in part for non-commercial purposes as long as

the Shenzhen HUAK Testing Technology Co., Ltd. is acknowledged as copyright owner and
source of the material. Shenzhen HUAK Testing Technology Co., Ltd. takes no responsibility for

Standards .............ccooeeiiiil

and will not assume liability for damages resulting from the reader's interpretation of the S
reproduced material due to its placement and context. f
Dateof Test.........occovveiiiiiiieeee : H
Date (s) of performance of tests ............. . Apr. 15,2024 ~ Apr. 19, 2024 \F
Date of ISSUE.....ceieeeeeeeeeeeeeeeeeeeeeeen : Apr. 19, 2024 NS
Test ReSult.....c..oeiieeiieeeeeeee i . Pass

Testing Engineer : u V\ tJlM

(Len Liao)

.
. —~ .
Technical Manager SUvoy W

(Sliver Wan)

Authorized Signatory : }ﬁm %Lm )

(Jason Zhou)
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1. Test Result Summary

1.1. Test Procedures and Results

Requirement CFR 47 Section Result
Antenna requirement §15.203/§15.247(b)(4) PASS
AC PoweEr L!ne. Conducted §15.207 PASS
mission
Conductngj Peak Output §15.247(b)(3) PASS
ower
6dB Emission Bandwidth §15.247(a)(2) PASS
Power Spectral Density §15.247(e) PASS
Band Edge §15.247(d) PASS
Spurious Emission §15.205/§15.209 PASS

Note:
1. PASS: Test item meets the requirement.
2. Fail: Test item does not meet the requirement.
3. N/A: Test case does not apply to the test object.
4. The test result judgment is decided by the limit of test standard.

\ LY/

1.2. Information of the Test Laboratory

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai
Street, Bao’an District, Shenzhen, Guangdong, China

Testing Laboratory Authorization :

A2LA Accreditation Code is 4781.01.

FCC Designation Number is CN1229.
Canada IC CAB identifier is CN0045.
CNAS Registration Number is L9589.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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1.3. Measurement Uncertainty

The reported uncertainty of measurement y + U, where expended uncertainty U is based
on a standard uncertainty multiplied by a coverage factor of k=2, providing a level of
confidence of approximately 95 %.

No. Item MU
1 Conducted Emission +2.71dB
2 RF power, conducted +0.37dB
3 Spurious emissions, conducted +0.11dB
4 All emissions, radiated(<1G) +3.90dB
5 All emissions, radiated(>1G) +4.28dB
6 Temperature +0.1°C
7 Humidity +1.0%

this document cannont be reproduced except in Tull with our prior written permission. 1he more details and the authenticity ot the report will be contirmed at nttp://www.cer-mark.com
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2. EUT Description

Page 7 of 72 Report No

2.1. General Description of EUT

.. HK2404151761-E

Equipment: Ear Wax Removal Tool Camera
Model Name: Y-205

Series Model: N/A

Model Difference: N/A

FCC ID: 2BCIY-Y-205

Antenna Type: Internal Antenna

Antenna Gain:

0dBi

Operation frequency:

802.11b/g/n 20:2412~2462 MHz
802.11n 40: 2422~2452MHz

Number of Channels:

802.11b/g/n20: 11CH
802.11n 40: 7CH

Modulation Type:

CCK/OFDM/DBPSK/DAPSK

Power Source:

DC 5V From Type-C or DC 3.7V From Battery

Power Rating:

DC 5V From Type-C or DC 3.7V From Battery

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK

this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

Add: 1-2F,, Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

confirmed at http://www.cer-mark.cor
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2.2. Carrier Frequency of Channels

Page 8 of 72

Report No.: HK2404151761-E

Channel List For 802.11b/802.119/802.11n (HT20)

Channel Fr?:\:]nl:'ezl;cy Channel Fr?:\:]nl;ezl;cy Channel Frtz'?ntlj-lezr;cy Channel Fr?mj_g;cy
01 2412 04 2427 07 2442 10 2457
02 2417 05 2432 08 2447 1 2462
03 2422 06 2437 09 2452 - --

Channel List For 802.11n (HT40)

Channel Fr(:l?nl:-lezr;cy Channel Fr(:l?nl:-lezr;cy Channel Frt:'?nllj-lezr)\cy Channel Fr?,?nl;lez';cy
- - 04 2427 07 2442 - --

- - 05 2432 08 2447 - -
03 2422 06 2437 09 2452 - --

Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle
frequency, and the highest frequency of channel were selected to perform the test, and the selected channel see
below:

2.3. Operation of EUT During Testing

/M T R\

Operating Mode

The mode is used: Transmitting mode for 802.11b/802.11g/802.11n (HT20)
Low Channel: 2412MHz
Middle Channel: 2437MHz
High Channel: 2462MHz

The mode is used: Transmitting mode for 802.11n (HT40)
Low Channel: 2422MHz
Middle Channel: 2437MHz
High Channel: 2452MHz

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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2.4. Description of Test Setup

Operation of EUT during conducted testing and below 1GHz radiation testing:

Adapter EUT
AC Plug |

Operation of EUT during above 1GHz radiation testing:

EUT

The sample was placed (0.8m below 1GHz, 1.5m above 1GHz) above the ground plane of
3m chamber. Measurements in both horizontal and vertical polarities were performed.
During the test, each emission was maximized by: having the EUT continuously working,
investigated all operating modes, rotated about all 3 axis (X, Y & Z) and considered typical
configuration to obtain worst position, manipulating interconnecting cables, rotating the
turntable, varying antenna height from 1m to 4m in both horizontal and vertical polarizations.
The emissions worst-case are shown in Test Results of the following pages. The worst case
is X position.

results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK

annont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http://www.cer-mark.com
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2.5. Description of Support Units

The EUT has been tested as an independent unit together with other necessary
accessories or support units. The following support units or accessories were used to
form a representative test configuration during the tests.

Item | Equipment 1;2?; Model/Type No. Specification Remark
Ear Wax
1 Removal Tool N/A Y-205 N/A EUT
Camera
2 USB cable N/A N/A Length: 1m Peripheral
Input: AC100-240V,
50/60Hz, 0.7A ,
3 Adapter N/A MDY-10-EH Output: DC5V/3A, 9V/3A, Peripheral
12V/2.25A, 20V/1.35A
Input: AC100-240V,
50/60Hz, 0.75A ,
4 Adapter N/A N/A Output: DC5V/2A, OV/2A, Peripheral
10V/2.25A MAX

Note:
1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test.
2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended

use.

3. For conducted measurements (Output Power, 6dB Emission Bandwidth, Power Spectral Density, Spurious
Emissions), the antenna of EUT is connected to the test equipment via temporary antenna connector, the

antenna connector is soldered on the antenna port of EUT, and the temporary antenna connector is listed in the
Test Instruments.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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3. Genera Information
3.1. Test Environment and Mode

Operating Environment:

Temperature: 25.0°C
Humidity: 56 % RH
Atmospheric Pressure: 1010 mbar
Test Mode:
Engineering mode: Keep the EUT in continuous trgnsmitting
by select channel and modulations

The sample was placed (0.8m below 1GHz, 1.5m above 1GHz) above the ground
plane of 3m chamber. Measurements in both horizontal and vertical polarities were
performed. During the test, each emission was maximized by: having the EUT
continuously working, investigated all operating modes, rotated about all 3 axis (X,
Y & Z) and considered typical configuration to obtain worst position, manipulating
interconnecting cables, rotating the turntable, varying antenna height from 1m to 4m
in both horizontal and vertical polarizations. The emissions worst-case are shown in
Test Results of the following pages. For the full battery state and The output power
to the maximum state.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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We have verified the construction and function in typical operation. All the test
modes were carried out with the EUT in transmitting operation, which was shown in
this test report and defined as follows:

Per-scan all kind of data rate in lowest channel, and found the follow list
which it was worst case.

Mode Data rate
802.11b 1Mbps
802.11g 6Mbps

802.11n(H20) 6.5Mbps
802.11n(H40) 13.5Mbps

Final Test Mode:

Keep the EUT in continuous transmitting

Operation mode: with modulation

1. For WIFI function, the engineering test program was provided and enabled to
make EUT continuous transmit/receive.

2.According to ANSI C63.10 standards, the test results are both the “worst case”
and “worst setup” 1Mbps for 802.11b, 6Mbps for 802.11g, 6.5Mbps for
802.11n(H20), 13.5Mbps for 802.11n(H40).

3. Mode Test Duty Cycle

Mode Duty Cycle Ryty C{gée) Factor
802.11b 0.93 -0.34
802.11g 0.82 -0.85

802.11n(H20) 0.81 -0.90
802.11n(H40) 0.81 -0.90

Test plots as follows:

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China



WAL

@ HUAK TESTING Page 14 of 72 Report No.: HK2404151761-E

4. Test Results and Measurement Data
4.1. Conducted Emission

Test Specification

Test Requirement: FCC Part15 C Section 15.207
Test Method: ANSI C63.10:2013
Frequency Range: 150 kHz to 30 MHz
Receiver setup: RBW=9 kHz, VBW=30 kHz, Sweep time=auto
Frequency range Limit (dBuV)
(MHZz) Quasi-peak Average
Limits: 0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50
Reference Plane
40cm
E.U.T [—{Ac power || socm Lr=N

Test Setup: AC power

Test table/Insulation plane

EMI
Remark Receiver
F LT Fguipment Undar Test

LISMN Line impedence Stabilizalion Metwork

Tgsttable heigit=0 &rr

Test Mode: transmitting with modulation

1. The E.U.T is connected to the main power through a
line impedance stabilization network (L.I.S.N.). This
provides a 50o0hm/50uH coupling impedance for the
measuring equipment.

2. The peripheral devices are also connected to the main
power through a LISN that provides a 50ohm/50uH
coupling impedance with 50ohm termination. (Please
refer to the block diagram of the test setup and
photographs).

3. Both sides of A.C. line are checked for maximum
conducted interference. In order to find the maximum
emission, the relative positions of equipment and all of
the interface cables must be changed according to
ANSI C63.10: 2013 on conducted measurement.

Test Result: PASS

Test Procedure:

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Test Instruments

Page 15 of 72

Report No.: HK2404151761-E

Conducted Emission Shielding Room Test Site (843)
Equipment Manufacturer Model Serial Number SEllEE CellloEier
Date Due
Receiver R&S ESR-7 HKE-005 Feb. 20, 2024 | Feb. 19, 2025
LISN R&S ENV216 HKE-002 Feb. 20, 2024 | Feb. 19, 2025
Coax cable :
(9KHzZ-30MHz) Times 381806-002 N/A Feb. 20, 2024 | Feb. 19, 2025
10dB Attenuator | Schwarzbeck |VTSD9561F HKE-153 Feb. 20, 2024 | Feb. 19, 2025
Conducted test | ons0end | T>F RV | HKkE-081 N/A N/A
software 2.5.0.0

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.2. Test Result

Remark: All the test modes completed for test. only the worst result

Of was reported as below:
Conducted Emission on Line Terminal of the power line (150 kHz to 30MHz)

Test Specification: Line

150 FGC PART 15 C CLASS BIL)
120

10
100
80
&0
0
GO
50
40+,
SI}-
20}
10

LevelldBuv]

ox ™ —Tom ; 30M
FrequencyHz] —

— QP Limd —_— A Limit — PK —_— R n
o (0P Detector ® AV Detector I

=
1 01835 47.48 18.98 85.28 17.82 2748 PK L
2 05840 4401 2006 56.00 11.09 2395 PK L
3 1.3085 387 20010 56.00 2233 13.57 PK L
4 1.8200 .48 20013 56.00 21.54 1433 PK L
5 31830 .04 20023 56.00 21.068 14.71 PK L
il 11.0805 358.61 1909 80.00 2339 1g.82 PK L

Remark: Margin = Limit - Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK

this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http cer-mark.com.
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Ay,

Test Specification: Neutral
130 FCC PART 15 C CLASSB (N)

120
10
100
a0
80
0

B0
50 oo

Level[dBuv]

a0}
-
30 WA

2']' _ et

10

o i
FrequencyiHz]

— QP Limit — A Limit —PK — AV
o (OF Detector ® AV Detector

oM : oM

=

\
[
1 0.1770 37.35 20,05 B4.63 77.28 17.30 PK. M AL
2 0.5685 4323 20.05 56.00 1277 2318 PK. M 4
3 1.1715 3277 20.00 56.00 2323 1288 PK. M
4 1.6620 33.49 2012 56.00 22.51 13.37 PK. M
5 3.1920 34.30 2023 56.00 21.70 14.07 PK. M
8 5.1270 33.60 2026 B0.00 26.40 13.24 PK. M

Remark: Margin = Limit - Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK

this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http cer-mark.com.
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4.3. Maximum Conducted Output Power

Test Specification

Test Requirement:

Test Method:

FCC Part15 C Section 15.247 (b)(3)
KDB 558074 D01 15.247 Meas Guidance v05r02

Limit: 30dBm

Test Setup: = =2 . il
RF automatic control unit EUT

Test Mode: Transmitting mode with modulation

1. The testing follows the Measurement Procedure of
FCC KDB 558074 D01 15.247 Meas Guidance
v05r02.

2. The RF output of EUT was connected to the RF
automatic control unit by RF cable and attenuator.
The path loss was compensated to the results for
each measurement.

3. Set to the maximum power setting and enable the
EUT transmit continuously.

4. Measure the Peak output power and record the results
in the test report.

PASS

Test Procedure:

Test Result:

Test Instruments

RF Test Room
Equipment Manufacturer| Model |Serial Number FelllEmEer FelllanE
Date Due
Spectrum Agilent N9020A | HKE-048 | Feb. 20,2024 | Feb. 19, 2025
analyzer
Power meter Agilent E4419B HKE-085 Feb. 20, 2024 | Feb. 19, 2025
Power Sensor Agilent E9300A HKE-086 Feb. 20, 2024 | Feb. 19, 2025
RF cable Times 1-40G HKE-034 Feb. 20, 2024 | Feb. 19, 2025
RF automatic | scend | JS0806-2 | HKE-060 | Feb. 20,2024 | Feb. 19, 2025
control unit

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

TEL : +86-755 2302 9901 FAX :
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

+86-755 2302 9901 E-mail : service@cer-mark.com
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Test Data
Maximum Peak
Mode o) Frequency Conducted LIMIT
Channel Output Power
(MHz) (dBm) dBm
802.11b CHO1 2412 5.56 30
802.11b CHO6 2437 5.91 30
802.11b CH11 2462 5.24 30
802.11g CHO1 2412 4.11 30
802.11g CHO06 2437 4.6 30
802.11g CH11 2462 4.54 30
802.11n(HT20)| CHO1 2412 4.16 30
802.11n(HT20)| CHO06 2437 4.98 30
802.11n(HT20)| CH11 2462 4.12 30
802.11n(HT40)| CHO3 2422 4.94 30
802.11n(HT40)| CHO06 2437 4.83 30
802.11n(HT40)| CHO09 2452 4.34 30

Note: 1.The test results including the cable lose.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK

this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http://www.cer-mark.corr

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F,, Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.4. Emission Bandwidth

Test Specification

Test Requirement: FCC Part15 C Section 15.247 (a)(2)

Test Method: KDB 558074 D01 15.247 Meas Guidance v05r02
Limit: >500kHz
Test Setup: i . _ﬂ .
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

1. The testing follows FCC KDB Publication 558074 D01
15.247 Meas Guidance v05r02.

2. Set to the maximum power setting and enable the
EUT transmit continuously.

3. Make the measurement with the spectrum analyzer's
resolution bandwidth (RBW) = 100 kHz. Set the
Video bandwidth (VBW) = 300 kHz. In order to make
an accurate measurement. The 6dB bandwidth must
be greater than 500 kHz.

4. Measure and record the results in the test report.

PASS

Test Procedure:

/M T R\

Test Result:

Test Instruments

RF Test Room
Equipment Manufacturer| Model |Serial Number Calibration Calibration
Date Due
Spectrum analyzer Agilent N9020A HKE-048 Feb. 20, 2024 | Feb. 19, 2025
RF cable Times 1-40G HKE-034 Feb. 20, 2024 | Feb. 19, 2025
RF automatic Tonscend | JS0806-2 | HKE-060 | Feb. 20,2024 | Feb. 19, 2025
control unit

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Test data
6dB Emission Bandwidth (MHz)
Test channel
802.11b 802.11g 802.11n(H20) | 802.11n(H40)
Lowest 9.600 16.320 17.600 34.560
Middle 10.040 16.040 16.640 35.040
Highest 9.560 16.320 16.480 35.760
Limit: >500kHz
Test Result: PASS
Test plots as follows:
The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK
this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http://wy I

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11b Modulation

Lowest channel

Agilent Spectrum Analyzer - Swept SA
o | fF Isto ac | [ [ GENSEINT| | ALIGNAUTO  [12:35:42PMApri3,2024

Center Freq 2.412000000 GHz #Avg Type: RMS TRA Frequency
PNO: Fast ~- Trig:Free Run Avg|Hold: 1001100 Y

IFGain| an #Atten: 40 dB

Auto Tune|

Ref Offset8.74 dB.
Ref 30.00 dBm

CenterFreq|
2412000000 GHz|

StartFreq|
2392000000 GHz|

Stop Freq
2432000000 GHz

3
<

Span 40.00 MHz] CF S

#VBW 300 kHz Sweep 3.8367 ms (1001 pts) 4.000000 MHz|

MKR MODE TRC SCL FUNCTION FUNCTION wIDTH FUNCTION VALUZ A
I S

1 IEEEE 2407 44 GHz 0513 dBm
| N | 241162 GHz[ _ 4.279 dBm|
[ 360 MHz|

Agilent Spectrum Analyzer - Swept SA
R ste ol L [ SENSEINT| | AIGNAUTO ;5
e

Center Freq 2.437000000 GHz § #Avg Type: RMS
'PNO: Fast —+— Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 40 dB

Frequency

Auto Tune|
Ref Offset8.74 dB.
Ref 30.00 dBm

CenterFreq|
2437000000 GHz

StartFreq|
2417000000 GHz|

Stop Freq|
2457000000 GHz|

ity

Span 40.00 MHz| CF Step
#VBW 300 kHz Sweep 3.8367 ms (1001 pts) 4.000000 MHz|

FUNCTION  FUNCTION WIDTH FUNCTIONVALLE A

X v
243196 GHz -0.826 dBm

243752 GHz 4924 dBm

B) 10.04 MHz[{A) 0.386 dB
r ]

Agilent Spectrum Analyzer - Swept SA
sco sc |l [ SENSEINT] [ AUGNAUTO

[/ —
Center Freq 2.462000000 GHz . #Avg Type: RMS
'PNO: Fast —»— Trig: Free Run AvglHold: 1001100

IFGain:Low #Atten: 40 dB

Frequency

Auto Tune|

Ref OffsetB.74 dB.
Ref 30.00 dBm

CenterFreq|
2462000000 GHz

StartFreq|
2442000000 GHz|

Stop Freq
2482000000 GHz

Span 40.00 MHz CF Step
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz

MKR MODE_ TRG SCL FUNCTION __ FUNCTION WIDTH FUNCTION VALUE_ ~
(N [1[f] 2 A57 44 GHz 0. 627 dBm 0 ]
2 | N [1[F] 2.46352 GHz 4752dBm| [
SIXIRREAID 956 MHz|(A) osoodB| [
]

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Lowest channel

Agilent Spectrum Analyzer - Swept SA
o | fF Isto ac | [ | GENSEINT| | ALIGNAUTO  [12:51:40PMApri3.2024

Center Freq 2.412000000 GHz #Avg Type: RMS TRA Frequency
PNO: Fast ~- Trig:Free Run Avg|Hold: 1001100 Y

IFGain| an #Atten: 40 dB

Auto Tune
Ref Offset8.74 dB
Ref 30.00 dBm 0.010 dB|

CenterFreq|
2412000000 GHz|

StartFreq|

WI,JJ 2392000000 GHz|
oottt

Stop Freq
2432000000 GHz

3
<

[Center 241200 GHz Span 40.00 MHz] CF S

#VBW 300 kHz Sweep 3.8367 ms (1001 pts) 4.000000 MHz|

MKR MODE TRC SCL FUNCTION FUNCTION wIDTH FUNCTION VALUZ A
[ ]

1 IEEEE 2 A0384 GHz 4 665 dBm
| N | 241700GHz[ __ 1.320 dBm|

Agilent Spectrum Analyzer - Swept SA
R ste ol L [ SENSEINT| | AIGNAUTO iS4
e

Center Freq 2.437000000 GHz § #Avg Type: RMS
'PNO: Fast —+— Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 40 dB

Frequency

Auto Tune|
Ref Offset8.74 dB.
Ref 30.00 dBm

CenterFreq|
2437000000 GHz

StartFreq|
2417000000 GHz|

|t

Stop Freq|
2457000000 GHz|

[Center 243700 GHz Span 40,00 MHz] CFStep|
#VBW 300 kHz Sweep 3.8367 ms (1001 pts) 4.000000 MHz|

FUNCTION  FUNCTION WIDTH FUNCTIONVALLE A

X v
242384 GHz -2.632 dBm

243200 GHz 2145 dBm

B) 15.04 MHz /(2] 638 dB
r ]

Agilent Spectrum Analyzer - Swept SA
e R sco oL [ SENSEINT] | AUGNAUTO

Center Freq 2.462000000 GHz . #Avg Type: RMS
'PNO: Fast —»— Trig: Free Run AvglHold: 1001100

IFGain:Low #Atten: 40 dB

Frequency

Auto Tune|

Ref OffsetB.74 dB.
Ref 30.00 dBm

CenterFreq|
2462000000 GHz

StartFreq|
2442000000 GHz|

Stop Freq
2482000000 GHz

Span 40.00 MHz CF Step
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz

MKR MODE_ TRG SCL FUNCTION __ FUNCTION WIDTH FUNCTION VALUE_ ~
(N [1[f] 2 45384 GHz A 636 dBm 0 ]
2 | N [1[F] 245700GHz[ — 1A11dBm| [ |
SIXIRREAID 15.32 MHz/(A) &7 T
]

<

\ L

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11n (HT20) Modulation

Lowest channel

Agilent Spectrum Analyzer - Swept SA
o | fF Isto ac | [ [ GENSEINT| | ALIGNAUTO  [12:5%:50PMApri3.2024

Center Freq 2.412000000 GHz #Avg Type: RMS TRA Frequency
PNO: Fast ~- Trig:Free Run Avg|Hold: 1001100 Y

IFGain| an #Atten: 40 dB

Auto Tune|

AMKr3 17.50 MHZ
Ref Offset8.74 dB
Ref 30.00 dBm -0.190 dB|

CenterFreq|
2412000000 GHz|

StartFreq|
2392000000 GHz|

[Frmtaire StopFreq

2432000000 GHz|

3
<

[Center 241200 GHz Span 40.00 MHz] CF S

#VBW 300 kHz Sweep 3.8367 ms (1001 pts) 4.000000 MHz|

MKR MODE TRC SCL FUNCTION FUNCTION wIDTH FUNCTION VALUZ A
[ ]

1 IEEEE 2 A0320 GHz 157 dBm
| N | __

Agilent Spectrum Analyzer - Swept SA
R ste ol L [ SENSEINT| | AIGNAUTO i02:
e

Center Freq 2.437000000 GHz § #Avg Type: RMS
'PNO: Fast —+— Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 40 dB

Frequency

Auto Tune|
Ref Offset8.74 dB.
Ref 30.00 dBm

CenterFreq|
2437000000 GHz

StartFreq|
2417000000 GHz|

Stop Freq|
2457000000 GHz|

[Center 243700 GHz Span 40,00 MHz] CFStep|
#VBW 300 kHz Sweep 3.8367 ms (1001 pts) 4.000000 MHz|

FUNCTION  FUNCTION WIDTH FUNCTIONVALLE A

X 3
2,423 48 GHz 34%dBm 00000000 00000000 |
242948GHz[  2221dBm| [ |

1664MHz[(8) 00%8dB] | |
[ ]

Agilent Spectrum Analyzer - Swept SA
e R sco oL [ SENSEINT] | AUGNAUTO

Center Freq 2.462000000 GHz . #Avg Type: RMS
'PNO: Fast —»— Trig: Free Run AvglHold: 1001100

IFGain:Low #Atten: 40 dB

Frequency

Auto Tune|

Ref OffsetB.74 dB.
Ref 30.00 dBm

CenterFreq|
2462000000 GHz

StartFreq|
2442000000 GHz|

Stop Freq
2482000000 GHz

Span 40.00 MHz CF Step
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz

MKR MODE_ TRG SCL FUNCTION __ FUNCTION WIDTH FUNCTION VALUE_ ~
(N [1[f] 2 45104 GHz 4. 427 dBm 0 ]
ZIIIIIII 2.46700 GHz 0817dBm| [ |
SIXIRREAID 1648MHz[(8)  oMa1dB] ]
]

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11n (HT40) Modulation

Lowest channel

Agilent Spectrum Analyzer - Swept SA
R sto oL [ SENSEINT] | AUGNAUTO

Center Freq 2.422000000 GHz . #Avg Type: RMS
'PNO: Fast —»— Trig: Free Run AvglHold: 1001100

IFGain:Low #Atten: 40 dB

Frequency

Auto Tune|

Ref OffsetB.74 dB.
Ref 30.00 dBm

CenterFreq|
2422000000 GHz

StartFreq|
2382000000 GHz|

Stop Freq
2462000000 GHz

Span 80.00 MHz| CF Ste|
#VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz|

MKR MODE TRC SCL v FUNCTION _ FUNCTION WIDTH FUNCTION VALLE

'5|

=

STATUS

Agilent Spectrum Analyzer - Swept SA
S W |

Center Freq 2.437000000 GHz ) #Avg Type: RMS
PNO: Fast > Trig: Free Run AvglHold: 1001100

IFGain:Low #Atten: 40 dB

Frequency

Auto Tunhe|
Ref Offset8.74 dB.
Ref 30.00 dBm

CenterFreq|
2437000000 GHz

StartFreq|
2397000000 GHz|

Stop Freq
2477000000 GHz

Span 80.00 MHz| CF Step
#VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz|

MKR MODE TRC SCL X FUNCTION _ FUNCTION WIDTH FUNCTION VALLE

A

wsc STATUS

Agilent Spectrum Analyzer - Swept SA
o | mIsce ol L | SENGEINT] | ALGNAUTO

Center Freq 2.452000000 GHz #Avg Type: RMS TRA Frequency
PNO: Fast ~- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 40 dB

Auto Tune|

Ref Offset8.74 dB.
Ref 30.00 dBm

CenterFreq|
2452000000 GHz|

StartFreq|
2412000000 GHz|

Stop Freq
2492000000 GHz

Span 80.00 MHz CFStep
#VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz|

FUNCTION _FUNCTION WDTH FUNCTIONVALLE &

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.5. Power Spectral Density

Test Specification

Test Requirement:

FCC Part15 C Section 15.247 (e)

Test Method: KDB 558074 D01 15.247 Meas Guidance v05r02
The average power spectral density shall not be greater
Limit: than 8dBm in any 3kHz band at any time interval of
continuous transmission.
Test Setup: e — _3 _
Spectrum Analyzer Ul
Test Mode: Transmitting mode with modulation

Test Procedure:

1. The testing follows Measurement procedure 10.2
method PKPSD of FCC KDB Publication 558074 D01
15.247 Meas Guidance v05r02.

2. The RF output of EUT was connected to the spectrum
analyzer by RF cable and attenuator. The path loss
was compensated to the results for each
measurement.

3. Set to the maximum power setting and enable the
EUT transmit continuously.

4. Make the measurement with the spectrum analyzer's
resolution bandwidth (RBW): 3 kHz < RBW < 100
kHz. Video bandwidth VBW = 3 x RBW. Set the span
to at least 1.5 times the OBW.

5. Detector = Peak, Sweep time = auto couple.

6. Employ trace averaging (Peak) mode over a minimum
of 100 traces. Use the peak marker function to
determine the maximum power level.

7. Measure and record the results in the test report.

Test Result:

PASS

TEL : +86-755 2302 9901
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

/M T R\
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Test Instruments

RF Test Room

Equipment Manufacturer| Model |Serial Number Gl e el
Date Due
Spectrum Agilent N9020A | HKE-048 | Feb. 20,2024 | Feb. 19, 2025
analyzer
RE Cable Tonscend | 170660 N/A Feb. 20,2024 | Feb. 19, 2025

(9KHz-26.5GHZz)
RF automatic
control unit

Tonscend JS0806-2 HKE-060 Feb. 20, 2024 | Feb. 19, 2025

JS1120-B
RF test software Tonscend Version HKE-083 N/A N/A
2.6

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (SI).

this document cannont be reproduced except in Tull with our prior written permission. 1he more details and the authenticity ot the report will be contirmed at nttp://www.cer-mark.com

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Test data
EUT SetMode |  Channel (;gf:l /'ggig';) Result (dBm/3kHz)
Lowest 0.91 -9.09
802.11b Middle 0.9 -9.1
Highest 0.31 -9.69
Lowest -4.43 -14.43
802.11g Middle -2.59 -12.59
Highest -2.98 -12.98
Lowest -4.42 -14.42
802.11n(H20) Middle -2.14 -12.14
Highest -3.68 -13.68
Lowest -5.26 -15.26
802.11n(H40) Middle -3.65 -13.65
Highest -4.95 -14.95
PSD test result (dBm/3kHz)= PSD test result (ABm/30kHz)-10
Limit: 8dBm/3kHz
Test Result: PASS

Test plots as follows:

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

E-mail : service@cer-mark.com
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Lowest channel

Agilent Spectrum Analyzer - Swept SA
o | rF Isto ac | [ | GENSEINT| | ALIGNAUTO  [12:40:5PMApri3.2024

Center Freq 2.412000000 GHz #Avg Type: RMS TRA Frequency
PNO: Fast ~r- Trig:Free Run Avg|Hold: 1001100 Y

IFGain:Low #Atten: 30 dB

Auto Tune|

Ref Offset8.74 dB
Ref 20.00 dBm

CenterFreq|
2412000000 GHz|

StartFreq|
2402400000 GHz|

Stop Freq
2421600000 GHz

(2]
m
o

Ste|
1.920000 MHz|

Span 19.20 MHz,
#VBW 100 kHz #Sweep 22.00 ms (30000 pts)

STATUS

Middle channel

R ste ol L [ SENSEINT| | AIGNAUTO ;461

Center Freq 2.437000000 GHz § #Avg Type: RMS
'PNO: Fast —+— Trig: Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune|
Ref Offset 8.74 dB
Ref 20.00 dBm

CenterFreq|
2437000000 GHz

StartFreq|
2426960000 GHz|

Stop Freq|
2447040000 GHz|

CF Step
2,008000 MHz|
Auto Man|

FreqOffset|
0 Hz|

Center 2.43700 GHz Span 20.08 MHz,
es BW 30 kHz #VBW 100 kHz #Sweep 22.00 ms (30000 pts)

wsc

Center Freq 2.462000000 GHz ) #Avg Type: RMS ki Frequency
PNO: Fast ~r- Trig:Free Run Avg|Hold: 1001100 Y

IFGain:Low __ #Atten: 30 4B
Auto Tune

Ref Offset8.74 dB
Ref 20.00 dBm

CenterFreq|
2462000000 GHz|

StartFreq|
2452440000 GHz|

Stop Freq
2471550000 GHz

CF Step
1.912000 MHz|

ICenter 2.462000 GHz Span 19.12 MHz,
#Res BW 30 kHz #VBW 100 kHz #Sweep 22.00 ms (30000 pts)

\ L

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11g Modulation
Lowest channel

Center Freq 2.412000000 GHz BAvg Type: RMS
‘PHO: Pt~ 10 Fras Rum AvglHeld: 100100
IFGalnlow Shen: 30 48

Ref Offset 874 08
Ref 20.00 dBm

1

[Center 241200 GHz Span 32.64 MHz
#Res BW 30 kHz #VBW 100 kHz #5weep 22.00 ms (30000 pis]

Middle channel

Center Freq 2437000000 GHz Bhvg Tip+: RMS
Po Faw —re Trig: Fres Rum Aygleld: 100100
IFGalnow SAten: 30 4B

Ref Offet 8.74 08
Ref 20.00 dBm

Center 243700 GHz Span 32.08 MHz
#Res BW 30 kHz #VBW 100 kHz #Bweep 22.00 ms (30000 pis|

Highest channel

Center Freq 2.462000000 GHz Bhvg Type: RMS
PHO: Fam e+ 17 Fres Rum AvglHeld; 100100
IFGalnd aw SAmen: 30 4B

Ref Offset 874 dB
Ref 20.00 dBm

4 1
AR A
'f.

pﬂnﬂ“&‘ﬂw

[Center 246200 GHz Span 32.64 MHz,
#Res BW 30 kHz #VBW 100 kHz #Sweep 22.00 ms (30000 pts)

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11n (HT20) Modulation
Lowest channel

Hhvg Type: RMS
Trig: Fras Run Avgltteld: 1001100

Center Freq 2.412000000 GHz
o #Aten: 30 4B

O Fast e
IFGainlow

Ref Offget 8.74 08
Ref 20,00 dBm

A ﬂl

i
f

#
b

nter 2.41200 GHz

Cel
#Res BW 30 kHz

#VBW 100 kHz

Middle channel

7000000 GHz g Type: RMS
AvglHeld: 1001900

Center Freq 2.43
0 Farsd -
IFGainLow

® Trig:Frae fum
Samen: 3 48

Ref Offset 874 dB
Ref 20.00 dBm

¢ 1
MR Wit

!

mter 243700 GHz

Ce
#Res BW 30 kHz

#VBW 100 kHz #Eweep 2

Center Freq 2.462000000 GHz Hhvg Type: RMS
O Fast ~#= YOG Fras Rum AygiHeld: 1001100
IFGalnd o SAten: 30 4B

Red Offset 8.74 08
Ref 20.00 dBm

It 1 L ) e
L N

nter 246200 GHz
es BW 30 kHz

Ce

#VBW 100 kHz #Eweep

TEL: +86-755 2302 9901 FAX : +86-755 2302 9901

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

Report No.: HK2404151761-E

Center Freq
2412000000 GHz

I
Start Freq

Span 35.20 MHz

#Sweep 22.00 ms (30000 pts|

Span 33.28 MHz
2.00 ms (30000 pts|

Span 32.96 MHz
22,00 ms (30000 pts|

E-mail : service@cer-mark.com
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802.11n (HT40) Modulation
Lowest channel

Center Freq 2.422000000 GHz g Type: RS
Ay giHeld: 100M00

PHO:Fast 4
IFGainLaw

Trig: Fros Rum
Bharen: 3 4B

Fied Offset 874 dB
Ref 20.00 dBm

' 1
st ey sy
y

[Center 2.42200 GHz

es BW 30 kHz FVBW 100 kHz

Middle channel

Center Freq 2.437000000 GHz Fhvg Typa: RMS
PHO: Fast ~# AvglHeld: 1001100

IFialndaw

Trige Fras Rum
Shsmen: 3 <8

Ref Offget 8.74 0B
Rel 20,00 dBm

;
PSR sty
¥

#VBW 100 kHz

Highest channel

‘Center 243700 GHz
#Res BW 30 kHz

Center Freq 2452000000 GHz Bhvg Trpe: NS
PND: M'Iald: 1005400

st —re Trigs Frow Rum
1FGaind ow

Shtmen: 30 4B

Ref Offset 874 dB
Ref 20.00 dBm

uﬂ'mW’

‘Center 2.45200 GHz

es BW 30 kHz #VEW 100 kHz

TEL: +86-755 2302 9901 FAX : +86-755 2302 9901

Report No.: HK2404151761-E

Center Freq
2422000000 GHz|

StartFreg

Span 69.12 MHz
#Sweep 22.00 ms (30000 pts

Center Freq
2437000000 GHz|

StartFreq

/M T R\

Span 70,08 MHz
#Sweep 22,00 ms (30000 pts

Center Freq
2.452000000 GHz|

‘StartFreq
2416240000 GHz

I
Stop Freq

Span 71.52 MHz,

#Sweep 22.00 ms (30000 pts|

E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.6. Conducted Band Edge and Spurious Emission Measurement

Test Specification

Test Requirement:

FCC Part15 C Section 15.247 (d)

Test Method:

KDB 558074 D01 15.247 Meas Guidance v05r02

Limit:

In any 100 kHz bandwidth outside of the authorized
frequency band, the emissions which fall in the
non-restricted bands shall be attenuated at least 20 dB /
30dB relative to the maximum PSD level in 100 kHz by
RF conducted measurement and radiated emissions
which fall in the restricted bands, as defined in Section
15.205(a), must also comply with the radiated emission
limits specified in Section 15.209(a).

Test Setup:

10 .

Spectrum Analyzer EUT

Test Mode:

Transmitting mode with modulation

Test Procedure:

1. The testing follows FCC KDB Publication 558074 D01
15.247 Meas Guidance v05r02.

2. The RF output of EUT was connected to the spectrum
analyzer by RF cable and attenuator. The path loss
was compensated to the results for each
measurement.

3. Set to the maximum power setting and enable the
EUT transmit continuously.

4. Set RBW =100 kHz, VBW=300 kHz, Peak Detector.
Unwanted Emissions measured in any 100 kHz
bandwidth outside of the authorized frequency band
shall be attenuated by at least 20 dB relative to the
maximum in-band peak PSD level in 100 kHz when
maximum peak conducted output power procedure is
used. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over
a time interval, the attenuation required under this
paragraph shall be 30 dB instead of 20 dB per
15.247(d).

5. Measure and record the results in the test report.

6. The RF fundamental frequency should be excluded
against the limit line in the operating frequency band.

Test Result:

PASS

TEL : +86-755 2302 9901
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Test Instruments

RF Test Room

Equipment Manufacturer| Model |Serial Number SRV CEULTEL
Date Due

Spectrum Agilent N9020A | HKE-048 | Feb.20,2024 | Feb. 19, 2025

analyzer

Hligh %?]Sitsf"ter Tonscend | JS0806-F | HKE-055 | Feb. 20,2024 | Feb. 19, 2025

RF Cable

(9KHz-26.5GHz) Tonscend 170660 N/A Feb. 20,2024 | Feb. 19, 2025

RF automatic

Tonscend JS0806-2 HKE-060 Feb. 20, 2024 | Feb. 19, 2025

control unit
JS1120-B
RF test software Tonscend Version HKE-083 N/A N/A
2.6

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (SI).

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Lowest Channel

Highest Channel

Band Edge

7 N =T N
Center Freq 2.365000000 GHz
PN

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100

==
#Atten: 30 dB

Stop 2.43000 GHzZ|

#VBW 300 kHz Sweep 12.47 ms (1001 pts)

% FUNCTIOV | FUNCTIDN WICTH FUNCTION VALLE

v

[f[  241349GHz|  3992dBm [ [ |
[ 240000GHz| 38886dBm| [ [ |
[ 239000GHz| 6292%6dBm| [ [ |
[ 231000GHz| &6122%6dBm| [ [ |
[f| 230045GHz| 36177dBm[ [ T |
- - -
-
-
.

Frequency

Auto Tune|

CenterFreq
2365000000 GHz

StartFreq
2.300000000 GHz

Stop Freq
2.430000000 GHz,

CF Step
13.000000 MHz|
uto Man

FreqOffset
0 Hz|

[ —
Center Freq 2.495000000 GHz
PI

Band Edge

Agilent Spectrum Analyzer - Swept SA

[/ [soe o | ]
#Avg Type: RMS

Trig: Free Run AvglHold: 100/100

==
#Atten: 30 dB

Ref Offset 8.74 dB

10 dB/div__Ref 20.00 dBm
Log

CenterFreq|
2.495000000 GHz|
[
StartFreq
2.440000000 GHz,
[

Stop Freq
2550000000 GHz,

CF Step
11.000000 MHz|
Auto Man

#VBW 300 kHz Sweep 10.53 ms (1001 pts)

FUNCTION | FUNCTION WIDTH FUNCTIONVALLE A

< v
| 246145GHz|  4grodBm| | | —
[ 248350GHz|  $lo0zdBm[ | | |

[ 250000GHz| &2fradBm[ | | | FreqOffset
[ 253713GHz| 4966cBm[ [ | | o
IS I B

N Y I B
N I B
s N Y I B
Y I B

Agilent Spectrum Analyzer - Swept A

#Avg Type: RMS

Center Freq 2.412000000 GHz
Avg|Hold: 100/100

PNO: Fast —+—
IFGain:Low

Trig: Free Run
#Atten: 30 dB

Ref Offset 8.74 dB
f 28.74 dBm

Span 30,00 MHz
Sweep 2.933 ms (1001 pts)

um Analyzer - Swept SA

7 T =TT N E—

o= Trig: Free Run
#Atten: 20 dB

ALIGN AUTO
#Avg Type: RMS
AvglHold: 10/10

12:40:37 PM Apr 18, 2024
4

IFGain:Low

Ref Offset 874 dB Mkr1 880.17 MHz
Ref 18.74 dBm

TR RSO PTIeY]

bl bl ok Lt

ke i Lol

Stop 1.0000 GHz
Sweep 94.00 ms (30001 pts)

STATUS

#VBW 300 kHz

Frequency

Auto Tune

CenterFreq|
2.412000000 GHz,

StartFreq|
2.397000000 GHz

Stop Freq
2.427000000 GHz

CF Step
3.000000 MHz

FreqOffset
O0Hz

Frequency

Auto Tune

CenterFreq
515.000000 MHz

StartFreq|
30.000000 MHz,

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz,
0 Man

Freq Offset,
O0Hz

Agilent Spectrum Analyzer - Swept SA
I TR

(7 — [ [ SENSENT[ [ ALGNAUO
Center Freq 2.462000000 GHz RM:
P

vg Typ 3 Frequency
Avg|Hold: 100100

e Trig: Free Run
#Atten: 30 dB
Auto Tune|

CenterFreq|
2.462000000 GHz,

StartFreq
2.447000000 GHz

Stop Freq
2477000000 GHz
———

CF Step
3.000000 MHz
Man

FreqOffset,
0Hz

Span 30.00 MHzZ,

#VBW 300 kHz Sweep 2.933 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA
EIT I

[ | [ sEMsEINT[ | ALGNAUTO. 12:48:57 PM Apr 18, 2024
Center Freq 515.000000 MHz e
Pl

#hvg Type: RMS
AvglHold: 10/10

Frequency

= Trig: Free Run
#Atten: 20 dB

Auto T
Ref Offset 8.74 dB Mkr1 880.21 MHZ] lojiunc

Ref 18.74 dBm

CenterFreq
515.000000 MHz

StartFreq|
30.000000 MHz,

———
Stop Freq

CF Step
97.000000 MHz,
Man

FreqOffset

Lot L b e L i 0Hz

bt WG g L bl N L

Stop 1.0000 GHz
Sweep 94.00 ms (30001 pts)

#VBW 300 kHz

STATUS

TEL : +86-755 2302 9901 FAX

+86-755 2302 9901

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

E-mail : service@cer-mark.com
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Agilent Spectrum Analyzer Swept SA Agilent Spectrum Analyzer - Swept SA
T — S0 A | | [Nt | AGNAUO - T R .
. requenc
Center Freq 13 750000000 GHz ) #Avg Type: RMS B Center Freq 13.750000000 GHz . A M: e
NO:Fast > Trig: Free Run AvglHold: 10/10 PNO: Fast ~»+ Trig: Free Run
Foamiow . Bhtter:20 dB IFGaindow __#Atten:20 dB

Auto Tune

Ref Offset 674 0B Ref Offset 674 dB
0By Ref 18.74 dB 43 0 gevaiu_Ref 18.74 dBm

CenterFreq
13750000000 GHz

StartFreq|

StartFreq
1.000000000 GHz 1.000000000 GHz
[

Stop Freq

Stop Freq

26.500000000 GHz, 26.500000000 GHz,

[2)
m
@
ko
]

Stop 26.50 GHz CF Step
Sweep 2.438 s (30001 pto)IPLIIIIITRF 2550000000 GHz|
MK3 MODZ TRC SCL FUNCTION FUNCTION WIDTH FUNCTIONVALUE A e i MKR MODE  TRC SCL B FUNCTION FUNCTION WICTH FUNCTIONVALUE A e i
m | I I S
482416GHz]  daasiaBm| [ [ | |
- - - Freq Offset | Freq Offset
N S A A R 0 Hz, | 0 Hz,
N S A A R |
N S A A R |
N S A A R |
N S A A R |
A A A A |
10 ]
1 LB
>

Middle Channel
Spurious Emission

Agilent Spectrum Analyzer - Swept SA

o R oo ac [ L | SEMSEINT] | AIGNAUTO Frequency

Agilent Spectrum Analyzer - Swept SA

R0 ac L | SENSENT]

Center Freq 2.437000000 GHz . #hvg Type: RMS IO Center Freq 515.000000 MHz . #Avg Type: RMS
o> Trig:Free Run Avg|Hold: 1001100 ’ o0: Fast —»— Trig:FreeRun AvglHold: 10110
#Atten: 30 dB :Low  HAtten:20 dB
Auto Tune Auto Tune|
Ref Offset 8.74 dB Ref Offset8.74 dB.
Ref 28.74 dBm - 1L%gBIdiv Ref 18.74 dBm
Center Freq CenterFreq|
2437000000 GHz, 515.000000 MHz|
JR——
StartFreq| StartFreq|
2.422000000 GHz, 30.000000 MHz|
s
Stop Freq StopFreq
2.452000000 GHz, 1.000000000 GHz|
|
CF Step CF Step
3.000000 MHz 97.000000 MHz|
Auto Man|
e
Freq Offset, ) Freq Offset|
0Hz bt kg el i b e 0Hz]

il bl 0 o i L i Ul

Span 30.00 MHz .| Stop 1.0000 GHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts) # #VBW 300 kHz Sweep 94.00 ms (30001 pts|

Agilent Spectrum Anﬂlyzer Swept SA
soe  sc |l [ SENSENT| [ ALBNAUTO : [a—
ACE

[ —
Center Freq 13 750000000 GHz #Avg Type: RMS
Trig: Free Run AvglHold: 10/10

-
IFGain:Low #Atten: 20 dB

Auto Tune|

Ref Offset 8.74 dB
Ref 18.74 dBm

CenterFreq
13.750000000 GHz

StartFreq
1.000000000 GHz|

. g
N 2 i

IO T o kit StopFreq
[
Stop 26.50 GHz| CF Step
#VBW 300 kHz Sweep 2.438 s (30001 ptsREL NN
MKR MODE TF X Y FUNCTION FUNCTION WICTH FUNCTIONVALUE A m Man
| 243820GHz|  4839dBm | | JE—

[ isra30GHz| aagradem| | [ |
] FreqOffset
) ) E) N B o

1 - - ]

" [ [ [ [ N

< >
use STaTUS

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11g Modulation

Lowest Channel Highest Channel
Band Edge Band Edge

Agllent Spectrum Analyzer Swepl SA Agllenl Spectrum Analyzer - Swepl SA

SENSEINT| ALGNAUTO 12:52i22 PM Apr 18, 2024 SENSEINT] ALIGNAUTO 1257:59 PM Apr 18, 2024
#Avg Type: RMS G Frequency Cenler Freq 2. 495000000 GHz #Ag Type: RMS g (A
e Trig:Free Run AvglHold: 100/100 PHO: Fast —»~ Trig: Free Run Avg|Hold: 1001100
#Atten: 30 dB IFGain:Low #Atten: 30 dB
Auto Tune|
Ref Offset 8.74 dB Ref Offset 8.74 dB
Ref 20.00 dBm - 10 geic Ref 20.00 dBm
Center Freq| Center Freq
2.365000000 GHz 2.495000000 GHz
[
StartFreq StartFreq
2.300000000 GHz| 2.440000000 GHz|
[
Stop Freq Stop Freq
2.430000000 GHz, 2560000000 GHz,
IR
Stop 2.43000 GHz, CF Step . Stop 2.55000 GHz, CF Step
Sweep 1247 ms (1001 pts) 13.000000 MHz # #V/BW 300 kHz Sweep 10.53 ms (1001 pts) 11.000000 MHz
FUNCTION FUNCTION WIDTH FUNCTIONVALUE A Auto Man X v FUNCTION FUNCTIONWIDTH FUNCTION VALUE A Auto Man
— [N 1] 2.469 48 GHz [T I N R S
[ 2.40000GHz|  -34.921dBm] 248350 GHz 47494dBm| [ [ ]

2.390 00 GHz 46494 dBm| [ ] Freq Offset| 1] 2.500 00 GHz 52412dBm| [ Freq Offset
231000 GHz b2662dBm| [ [ ] 0Hz 248378 GHz 44844dBm| [ [ ] 0Hz

2.39997 GHz 34921dBm| [ -

N A B

nsc sTaTUS

Spurious Emission

Agilent Spectrum Analyzer - Swept SA Agilenl Spectrum Analyzer - Swept SA
SENSEINT, AUGNAUTO _|12:52:29 PMApr 16, 2024 R 1500 AC SENSEINT] ALIGNAUTO | 1256:07 PMApr 16, 2024

Center Freq 2.412000000 GHz X #Avg Type: RMS TRACE G Cenler Freq 2.462000000 GHz #Aug Type: RMS
‘BNO: Fast >~ 1ig: Free Run Avg|Hold: 100/100 DNO: Fast > Trig: Fres Run AvglHold: 100/100
IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB
Auto Tune
Ref Offset 8.74 dB Mkr1 2.418 21 GHz Ref Offsst 8.74 dB Mkr1 2.466 98 GHz
19 gBtaiv Ref 28.74 dBm .835 dBm| — 10 deici Ref 28.74 dBm -0.978 dBm|

--------- Center Freq -- Center Freq
-- 2.462000000 GHz,

Frequency

2.412000000 GHz,
[

StartFreq| StartFreq
2.397000000 GHz| B - 2.447000000 GHz|

Stop Freq| ] Stop Freq|
2.427000000 GHz 2477000000 GHz

CF Step ! | CF Step
3.000000 MHz 3.000000 MHz,
Man

Freq Offset ' FreqOffset
0 Hz, 0Hz,

SENSEINT] ALGNAU-O AC SENSEINT] ALIGNAUTO

Center Freq 515.000000 MHz . #Avg Type: RMS 4 G Cenler Freq 515.000000 MHz #Avg Type: RS
oot Trig: Free Run ; / O Fast o Trig: Fres Run AvgiHol: 10/10 .

IFGainlow  HAtten: 20 dB Feamiow  #Atten: 20 dB

Ref Offset 8.74 dB Mkr1 914.74 MHz, G Ref Offset 8.74 dB Mkr1 880.21 MHz SUCILE

19 gBtaiv Ref 18.74 dBm -48.075 dBm| — 10 deici Ref 18.74 dBm -46.168 dBm|

---------- CenterFreq Center Freq
515.000000 MHz 515.000000 MHz
[

StartFreq| StartFreq
30.000000 MHz B 30.000000 MHz

Stop Freq| - Stop Freq|
1.000000000 GHz 1.000000000 GHz

Frequency

CF Step ) CF Step
97.000000 MHz 97.000000 MHz
Man Auto Man

Freq Offset | FreqOffset
0 Hz, 0Hz,

Jlde g Ll dde:

#VBW 300 kHz Sweep 94.00 ms (30001 pts) #/BW 300 kHz Sweep 94.00 ms (30001 pts)

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

e [ & [soo ac | ] | SENSEINT| | AUGNAUTO  [12:5300PMapris 2024 Frequency
TRAC

Center Freq 13.750000000 GHz . #Avg Type: RMS
o Tast r Trig: Free Run AvglHold: 10110 PNO: Fast ——

IFGain:Low  #Atten: 20 dB IFGainLow

Auto Tune
Ref Offset8.74 dB Ref Offset874 dB
8.74 dB [ iv__Ref 18.74 dBm
og

[ ALIEN AUTO. 12:58:46 PM Apr 18, 2024
Center Freq 13.750000000 GHz . #Avg Type: RMS

Trig: Free Run AvglHold: 10110
#Atten: 20 dB

Frequency

Auto Tune

CenterFreq

CenterFreq
13.750000000 GHz

13.750000000 GHz|

StartFreq|
1.000000000 GHz|

StartFreq|
1.000000000 GHz|

Stop Freq| Stop Freq|
26,500000000 GHz
JE—
CF Step Stop 26.50 GHz| CF Step
2550000000 GHz, #VBW 300 kHz Sweep 2.438 s (30001 pts)REXLIINEF
MK3 MODZ TRC| SCL FUNCTION FUNCTION WIDTH FUNCTIONVALUE A m Man) MKR MODE TRC| SCL L Y FUNCTIO FUNCTION WICTH FUNCTIONYALUE A m Man)
1 ITNEREE  leea Cry SSTEdEm I I N S 1 ITHEE| 246880 GHz 1,139 dBm I JE—
LN (1] f] 2537375 GHz 48361dBm| [ [ ] | N [1] 2523690 GHz 48489dBm| [ [ ]
@ ] Freq Offset| e N A I FreqOffset
0 Hz, e N A A 0 Hz,
- 0

e

2Bvo~naswnN

se STATUS

Middle Channel
Spurious Emission

Agilent Spectrum Analvzer Swept SA

Sn AC | | | GENSEINT |  ALGNAUTO |12iohyPMApr1s, 2024 -
requency
TRac

Agilent Spectrum Analyzer - Swept S
B e e T e | Ao moieriarisze: [ —
Center Freq 2.437000000 GHz #Avg Type: RMS RACE (CER=T Center Freq 515 000000 MHz #hvg Type: RMS

PNO: Fast ~»— Irig: Free Run AvglHold: 1001100 PNO: Fast =+~ Trig:FreeRun Avg|Hold: 10110
IFGain:iLow _ HAtten: 20dB

IFGainLow #Atten: 30 dB

Auto Tune

Auto Tune
Ref Offset 874 dB. Ref Offset8.74 dB
0 geidiv_Ref 28.74 dBm 21 0 gerdiv_Ref 18.74 dBm
Center Freq| CenterFreq|
2.437000000 GHz 515.000000 MHz|
[
StartFreq| StartFreq| 7
2.422000000 GHz| 30.000000 MHz|
[
Stop Freq StopFreq H
2.452000000 GHz 1.000000000 GHz| = F
[
CF Step CF Step
3.000000 MHz 97.000000 MHz|
Auto Man
\
Freq Offset E Freq Offset
O 'WWMWNMWHWWMMMWMMMWW1WN ok

il it s L wes o it el bl sl

Span 30.00 MHz Stop 1.0000 GHz,
Sweep 2.933 ms (1001 pts) #VBW 300 kHz Sweep 94.00 ms (30001 pts)

m

#Avg Type: RMS Frequency

SO Tast r Trig: Free Run Avg|Hold: 10/10
Fogmiow | #tten:20 dB
Auto Tune|

Ref Offset 874 dB Mkr2 5.244 90 GHz

10 ¢Bidiv__ Ref 18.74 dBm
Log

CenterFreq|
13.750000000 GHz|

a2
o
=
@
E-

al
1.000000000 GHz|

Stop Freq
26.500000000 GHz|

N

o
fs)
-
2
3

50000000 GHZ
an

MKR MODE| TRC SCL FUNCTIOV | FUNCTION WICTH FUNCTIONVALLE &

[ N [1[f] z A3565 GHz 0. 293 dBm I
2 | N 1] 524490 GHz 43818dBm| [ [ ]
-

|)>
=

FreqOffset
O0Hz

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11n (HT20) Modulation

Lowest Channel Highest Channel
Band Edge Band Edge

Agllent Spectrum Analyzer Swepl SA Agllenl Spectrum Analyzer - Swepl SA

SENSEINT| ALGNAUTO 01:00:31 PM Apr 18, 2024 SENSEINT] ALIGNAUTO 02:39:06 PM Apr 18, 2024
#Avg Type: RMS RAG Frequency Cenler Freq 2. 495000000 GHz #Ag Type: RMS g (A
o Trig: Free Run Avg|Hold: 1601100 PHO: Fast —»~ Trig: Free Run Avg|Hold: 1001100
#Atten: 30 dB IFGain:Low #Atten: 30 dB
Auto Tune|
Ref Offset 8.74 dB Ref Offset 8.74 dB
Ref 20.00 dBm - 19 iv__Ref 20.00 dBm
Center Freq Center Freq|
2.365000000 GHz 2.495000000 GHz
[
StartFreq StartFreq
2.300000000 GHz| 2.440000000 GHz|
[
Stop Freq Stop Freq
2.430000000 GHz, 2560000000 GHz,
IR
Stop 2.43000 GHz, CF Step . Stop 2.55000 GHz, CF Step
Sweep 1247 ms (1001 pts) 13.000000 MHz # #V/BW 300 kHz Sweep 10.53 ms (1001 pts) 11.000000 MHz
FUNCTION FUNCTION WIDTH FUNCTIONVALUE A Auto Man | X v FUNCTION FUNCTIONWIDTH FUNCTION VALUE A Auto Man
I | N [1] 2.466 95 GHz 1200dBm| | [ WA
Hz|  37.887 dBm| 248350 GHz 46077dBm| [ [ ]

2.390 oo GHz 48046dBm| [ ] Freq Offset| 1] 2.500 00 GHz 51149dBm| [ ] Freq Offset
231000 GHz 63303dBm| [ [ 0Hz 2.48389 GHz 43864dBm| [ [ ] 0Hz

239841 GHz 36997dBm| [ [ -

N A B

nsc sTaTUS

Spurious Emission

AgilentSpecmm Analyzer - Swept SA AgilenlSpectrum Analyzer - Swept SA

SENSEINT] ALGNAU-O |DLODE8 PMApY 18, 2024 . R 500 AC SENSEINT ALIGNAUTO |02:39:13 PMADr 18, 2024
Center Freq 2.412000000 GHz X #Avg Type: RMS TRACE requency Cenler Freq 2.462000000 GHz #Aug Type: RMS 3

‘BNO: Fast >~ 1ig: Free Run Avg|Hold: 100/100 BHO: rast e Trig: Fres Run AvglHold: 100/100
\FGainlow _ #Atten:30 B \FGaindlow  HAtten: 30 dB
Auto Tune

Ref Offset 8.74 dB Mkr1 2.418 21 GHz Ref Offsst 8.74 dB Mkr1 2.467 85 GHz
0 geidiv_Ref 78.74 dBm -0.481 dBm|FERSEEEEE N 0 geidiv_Ref 28,74 dBm -1.926 dBm

--------- Center Freq -- Center Freq
-- 2.462000000 GHz,

Frequency

2.412000000 GHz,
[

StartFreq| StartFreq
2.397000000 GHz| B 2.447000000 GHz|

Stop Freq| ] Stop Freq|
2.427000000 GHz 2477000000 GHz

CF Step ! CF Step
3.000000 MHz 3.000000 MHz,
uto Man

Freq Offset ' FreqOffset
0 Hz, 0Hz,

SENSEINT] ALGNAU-O AC SENSEINT] ALIGNAUTO

Center Freq 515.000000 MHz . #Avg Type: RMS 4 G Cenler Freq 515.000000 MHz #Avg Type: RS
Trig: Free Run : OO Fast =»+ Trig: Fres Run AvglHold: 10110

II':)sz_ ns:l ™ tatter: 20 0B _ IEGain:Low #Atten: 20 dB P

Auto Tune Auto Tune|
Ref Offset8.74 dB Mkr1 902.61 MHz Ref Offset 8.74 dB Mkr1 687.85 MHz
(ogeiciv_Ref 1874 dBm -48.802 dBm — [0 geiciv_Ref 18.74 dBm -80.431 dBm

---------- CenterFreq Center Freq
515.000000 MHz 515.000000 MHz
[

StartFreq| StartFreq
30.000000 MHz B 30.000000 MHz

Frequency

Stop Freq| - Stop Freq|
1.000000000 GHz 1.000000000 GHz

CF Step ) CF Step
97.000000 MHz 97.000000 MHz
Man uto Man

Freq Offset | FreqOffset
0 Hz, 0Hz,

puk gt bk i i

Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts) #Res BW 100 kHz #/BW 300 kHz Sweep 94.00 ms (30001 pts)

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
o R soo oo | L [ SENSEINT| | AUGNAUTO  [01:0117PMApr 18,2024
TRA

Center Freq 13.750000000 GHz . #Avg Type: RMS
PNO: Fast ~>- Trig:Free Run AvglHold: 10110

IFGain:Low  #Atten: 20 dB

Ref Offset8.74 dB
74

1

] 524575 GHz 46606dBm| | [ |
N A E—

MK3 MODZ TRG SCL FUNCTION | FUNCTION WIDTH FcTonvale A AUt ian

1 IIIH- 2 A18 65 GHz 2 87E aBm| | [ W

Page 40 of 72 Report No.: HK2404151761-E

Frequency

Auto Tune

CenterFreq
3.750000000 GHz

StartFreq|
1.000000000 GHz|

CF Step
2550000000 GHz,

FreqOffset,
0Hz

[/ —
Center Freq 13.750000000 GHz #Avg Type: RMS

Agilent Spectrum Analyzer - Swept SA

500 AC | | [ SENSEINT[ | ALIGNAUTO |02:39:53 PMApr 18, 2024 Frequency
RAC

rast + Trig: Free Run AvglHold: 10/10
IFGain:Low #Atten: 20 dB

Auto Tune

Ref Offset 874 dB
Ref 18.74 dBm

CenterFreq
13.750000000 GHz

StartFreq|
1.000000000 GHz|

Stop Freq
26.500000000 GHz|

o
m
L
o
-]

Stal‘t 1.00 GHz Stop 26.50 GHz

#VBW 300 kHz Sweep 2.438 s (30001 pts)REXLIINEF

MKR MODE| TRC| SCL FUNCTION | FUNCTION WICTH P~ (B Man)

1 INENEE 2 467 96 GHz E] 879 aBm| | [ WA
2 IYEN 25.20460 GHz 48730dBm| | [}

- Freq Offset|

- 0 Hz,

.
r - -
-
-
-
10 -
[ [ [ [ N

>

se STATUS

Middle Channel

Agilent Spectrum Analyzer - Swept SA
[ R lson Ac | | | ewedut| | ALGNAUTO |0LO302PMepris, 2024
RacE

U —
Center Freq 2.437000000 GHz #Avg Type: RMS
PNO: Fast <> Trig: Free Run AvglHold: 100/100

IFGainLow #Atten: 30 dB

Ref Offset 8.74 dB
10 dBIdlv Ref 28.74 dBm

Span 30.00 MHz
Sweep 2.933 ms (1001 pts)

#Avg Type: RMS
SO Tast r Trig: Free Run Avg|Hold: 10/10
Fogmiow | #tten:20 dB
Mkr2 25.924 §5 GHZz
Ref Offset 8.74 dB
Ref 18.74 dBm -48.308

MKR MODE| TRC SCL FUNCTIOV | FUNCTION WICTH FUNCTIONVALLE &

(N N [1[f] 2 44160 GHz 0 062 dBml ! 000 00|
2 | N [1[f[ 2592455 GHz| 308dBm| [ [}
—_

Frequency

Auto Tune

CenterFreq
2.437000000 GHz

StartFreq|
2.422000000 GHz|

Stop Freq
2.452000000 GHz

CF Step
3.000000 MHz
/Auto Man

Freq Offset
0 Hz

Spurious Emission

Agilent Spectrum Analyzer Swept SA
[ R lsom Ac | | | GewedNT| | AIGNAUTO |0LO3:08PMApris, 2024 -
requency

TRad

C—
Center Freq 515 000000 MHz #Avg Type: RMS
'ONO: Fast Trig: FreeRun AvglHold: 10110

: ==
IFGain:Low #Atten: 20 dB

Auto Tune

Ref Offset8.74 dB
10 dBIdlv Ref 18.74 dBm

CenterFreq|
515.000000 MHz

StartFreq|
30.000000 MHz|

StopFreq
1.000000000 GHz,

'UI

CF Ste|
97.000000 MHz|

>
=
=
5
5

uf

Freq Offset
0 Hz|

#VBW 300 kHz Sweep 94.00 ms (30001 pts)

Frequency

Auto Tune

CenterFreq|
13.750000000 GHz|

StartFreq|
1.000000000 GHz,

Stop Freq
26.500000000 GHz|

N

o
fs)
-
2
3

50000000 GHZ
an

|)>
=

Freq Offset,

O0Hz
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802.11n (HT40) Modulation

Lowest Channel Highest Channel
Band Edge Band Edge

Agllent Spectrum Analyzer Swepl SA Agllent Spectrum Analyzer - Swept SA
SENSEINT] ALGNAUTO  [02i41157 PMApr 16,2024 SENBEIINT ALIGNAUTO

#Avg Type: RMS RAG Frequency #Avg Type: RMS Frequency
= Trig: Free Run AvglHold: 100/100 ot Fast - Trig FreeRun AvglHold: 100/100
#Atten: 30 dB \FGanitow _#Atten: 30 dB
Auto Tune|
Ref Offset8.74 dB " RefOffset 8.74 dB
Ref 20.00 dBm - 1L%gBIdiv Ref 20.00 dBm
CenterFreq CenterFreq|
2365000000 GHz 2.495000000 GHz
[
StartFreq StartFreq
2300000000 GHz 2.440000000 GHz
e
Stop Freq Stop Freq
2.430000000 GHz 2550000000 GHz
s
Stop 2.43000 GHz, CF Step . Stop 2.55000 GHz, CF Step
Sweep 1247 ms (1001 pts) 13.000000 MHz # Sweep 10.53 ms (1001 pts) 11.000000 MHz
FUNCTON | FUNCTON WioTH | FUXCTIONvALUE . (S Man FONCTION | FURCTIONWIOTH | FURCTOnvaliE_ . (A4 Man
——— . - | S | P
[ 2.40000GHz|  -39.287 dBm| 248350 GHz 42180dBm| [ [ ]

2.390 00 GHz 4148¢dBm| [ ] Freq Offset| 2.500 00 GHz 49363dBm| [ Freq Offset
231000 GHz 53M1%6dBm| [ [ ] 0Hz 248378 GHz 360%dBm| [ [ ] 0Hz

2.39165 GHz 36186dBm| [ [ - 1

- =

Spurious Emission

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
SENSEINT, AUGNAUTO _|02:4206 PMApr 16,2024 R 1500 AC SENSEINT ALIGNAUTO

Center Freq 2.422000000 GHz X #Avg Type: RMS TRACE G Center Freq 2.452000000 GHz #Avg Type: RMS
PNO: Fast ~»~ 17ig:FreeRun Avg|Hold: 1001100 PND: Fast ~»+ Trig: FreeRun AvglHold: 1001100
IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB
Auto Tune
Ref Offset8.74 B Mkr1 2.424 §2 GHZ Ref Offset 8.74 dB Mkr1 2.435 74 GHZz
(ogBiciv_Ref 28.74 dBm .598 dBm — 0 gerdiv_Ref 28.74 dBm -1.604 dBm

--------- Center Freq -- CenterFreq
- 2.452000000 GHz|

Frequency

2.422000000 GHz,

StartFreq| StartFreq|
2.392000000 GHz| 2.422000000 GHz|

\ L

Stop Freq| : l Stop Freq|
2.452000000 GHz 2.482000000 GHz

CF Step CF Step
6.000000 MHz 6.000000 MHz,
Auto Man Man

i N "
wg=....==wmw ] M

0Hz O0Hz

#VBW 300 kHz

AgilentSpectmm Analyzer - Swept SA
SENSEINT] ALGNAUO . T SENGEINT AIGNAUTO
Center Freq 515.000000 MHz . #Avg Type: RMS 4 requency Center Freq 515.000000 MHz #Avg Type: RMS
'PNO: Fast ~»- Trig: Free Run : v Ot Fast o Trig: FreeRun AvglHold: 10/10
IFGain:Low #Atten: 20 dB IFGain:Low #Atten: 20 dB
Ref Offset 8.74 dB Mkr1 817.80 MHz, G Ref Offset 8.74 dB Mkr1 803.19 MHz SUCILE
0 geidiv_Ref 18.74 dBm -61.285 dBm SRS il |0 gl Ref 18,74 dBm -60.843 dBm

T e m—
515.000000 MHz

515.000000 MHz

Frequency

StartFreq| StartFreq|
30.000000 MHz - 30.000000 MHz

Stop Freq Stop Freq
1.000000000 GHz 1.000000000 GHz|

CF Step CF Step
97.000000 MHz 97 000000 MHz|
Man

Freq Offset R Freq Offset
0 Hz, 0Hz,

#VBW 300 kHz Sweep 94.00 ms (30001 pts) # #VBW 300 kHz Sweep 94.00 ms (30001 pts)
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Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
e [ & [sog ac | ] | GENSEINT| | AUGNAUTO  [02:4245PMapris 2024 Frequenc [ fF fsoo ac | | [ GENSENT| | ALGNAUTO  [02:46:36PMApris, 2024 Frequenc
Center Freq 13.750000000 GHz ) #Avg Type: RMS TRA quency Center Freq 13.750000000 GHz ) #Avg Type: RMS RAC Lency)

BHO Fast - Trig: Free Run AvglHold: 10110 PHO: Fast - Trig: Free Run AvglHold: 10110
#Atten: 20 dB IFGain:Low #Atten: 20 dB

MKr2 5.244 05 GHZ] (DT Mkr2 24.682 70 GHz

Ref Offset8.74 dB Ref Offset 874 dB
Ref 18.74 dBm -46.318 dBm [NG— 74
CenterFreq|

13.750000000 GHz|

IFGain:Low

Auto Tune

CenterFreq
13.750000000 GHz

StartFreq|
1.000000000 GHz|

StartFreq|
1.000000000 GHz|

L ——
lﬂmmnmmmmmm'““ StopFreq
e T M .

Stop Freq
26.500000000 GHz|

26.500000000 GHz,

JE—

CF Step

2550000000 GHz,

| FUNCTION FUNCTION WIDTH FUNCTION VALUE ian FUNCTIOY FUNCTION WICTH FUNCTIONVALUE A Auto ian

1 Ill--__— ——— 1 III--___ J—
2 [f|  524405GHz| 4631gdBm| [ T | | N [1[f[  2468270GHz| 48762eBm[ [ [ |

- o 1 Freq Offset| rr o 1 Freq Offset|

0Hz,

0Hz

Middle Channel
Spurious Emission

Agilent Spectrum Analvzer Swept SA Agilent Spectrum Analyzer - Swept SA
R [sog Ac | | | et | B0 R Tson ac | | emwemt | aiAuTO
#Avg Type: RMS Frequency #Avg Type: RMS Frequency
Center Freq 2 437000000 GHz g Type: Center Freq 515.000000 MHz g Type:
DNO: Fast > Trig: Free Run AvglHold: 100/100 v 0! Fast > TrigiFree Run AvglHold: 10110
IFGainlow __ #Atten:30 dB IFGain:Low _ #Atten: 20 dB

Auto Tune Auto Tune
Ref Offset 874 dB Ref Offset8.74 dB Mkr1 898.41 MHZ|

0 geidiv_Ref 28.74 dBm 67 0 gerdiv_Ref 18.74 dBm

CenterFreq|
515.000000 MHz

CenterFreq
2.437000000 GHz

StartFreq StartFreq
2.407000000 GHz| 30.000000 MHz]
[

Stop Freq StopFreq|
2.467000000 GHz| 1.000000000 GHz
[

CF Ste| CF Step

p
6000000 MHz| 97.000000 MHz]

>
=
=
5
5

uf

Freq Offset
0 Hz|

Freq Offset
0 Hz

Span 60.00 MHz
#VBW 300 kHz Sweep 5.800 ms (1001 pts) #VBW 300 kHz Sweep 94.00 ms (30001 pts)

Agilent Spectrum Analyzer - Swept A
R (soe ac ]l | GENSENT] | ALGNAUTO | PP

Center Freq 13.750000000 GHz #Avg Type: RMS
Trig: Free Run Avg|Hold: 10110

PNO: Fast —+—
Fogmiow | #tten:20 dB

Auto Tune
Mkr2 25.211 40 GHZ|
Ref Offset 874 dB -48.884

10 ¢Bidiv__ Ref 18.74 dBm
Log

CenterFreq|
13.750000000 GHz|

StartFreq|
1.000000000 GHz,

Stop Freq
26.500000000 GHz|

m

o
fs)
-
2
3

550000000 GHZ

=
=
5

MKR WODE TRC SCL FINGTOY | FONCTONWIETH | FURCTOWvALUE & (A
N N [1[f] 2 42290 GHz -l 455 dBm P

2 | N [1[f[ 2521140 GHe| 884dBm| [ [}
—_ Freq Offset

O0Hz
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4.7. Radiated Spurious Emission Measurement

Test Specification

Test Requirement: FCC Part15 C Section 15.209
Test Method: ANSI C63.10: 2013
Frequency Range: 9 kHz to 25 GHz
Measurement Distance: 3m
Antenna Polarization: Horizontal & Vertical
Operation mode: Transmitting mode with modulation
Frequency Detector RBW VBW Remark
9kHz- 150kHz | Quasi-peak | 200Hz 1kHz Quasi-peak Value
150kHz- Quasi-peak 9kHz 30kHz | Quasi-peak Value
Receiver Setup: 30MHz
30MHz-1GHz | Quasi-peak | 120KHz | 300KHz | Quasi-peak Value
Peak 1MHz 3MHz Peak Value
Above 18H2 ™ peak IMHz | 10Hz | Average Value
Frequenc Field Strength Measurement
9 y (microvolts/meter) Distance (meters)
0.009-0.490 2400/F(KHz) 300
0.490-1.705 24000/F(KHz) 30
1.705-30 30 30
30-88 100 3
88-216 150 3
Limit: 216-960 200 3
Above 960 500 3
Field Strength | Measurement
Frequency . Distance Detector
(microvolts/meter)
(meters)
500 3 Average
Above 1GHz 5000 3 Peak
For radiated emissions below 30MHz
RX Antenna
Test setup: I N T ,I..
30MHz to 1GHz

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Ant. feed
point

3m

H‘ 14m
EUT Turn Tabl
£ 4
0.8 m|
Ground Plane
| Receiver | IAmp I
Above 1GHz
: 3m

. [E0T]

L1 -

|5m I

Ground Plane

1. For the radiated emission test below 1GHz:
The EUT was placed on a turntable with 0.8 meter
above ground. The EUT was set 3 meters from the
interference receiving antenna, which was mounted
on the top of a variable height antenna tower. The
EUT was arranged to its worst case and then tune
the antenna tower (from 1 m to 4 m) and turntable
(from O degree to 360 degrees) to find the maximum
reading. A pre-amp and a high PASS filter are used
for the test in order to get better signal level.
2. For the radiated emission test above 1GHz:
Test Procedure: Place the measurement antenna on a turntable with
1.5 meter above ground, which is away from each
area of the EUT determined to be a source of
emissions at the specified measurement distance,
while keeping the measurement antenna aimed at
the source of emissions at each frequency of
significant emissions, with polarization oriented for
maximum response. The measurement antenna
may have to be higher or lower than the EUT,
depending on the radiation pattern of the emission
and staying aimed at the emission source for
receiving the maximum signal.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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The final measurement antenna elevation shall be
that which maximizes the emissions. The
measurement antenna elevation for maximum
emissions shall be restricted to a range of heights of
from 1 m to 4 m above the ground or reference
ground plane.

3. Corrected Reading: Antenna Factor + Cable Loss +

Read Level - Preamp Factor = Level

4. For measurement below 1GHz, If the emission level
of the EUT measured by the peak detector is 3 dB
lower than the applicable limit, the peak emission
level will be reported. Otherwise, the emission
measurement will be repeated using the quasi-peak
detector and reported.

5. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the
emission being measured;

(2) Set RBW=120 kHz for f < 1 GHz; VBW =RBW;
Sweep = auto; Detector function = peak; Trace =
max hold;

(3) Set RBW =1 MHz, VBW= 3MHz for f > 1 GHz for
peak measurement.

6.For average measurement: VBW = 10 Hz, when duty

cycle is no less than 98 percent.VBW = 1/T, when
duty cycle is less than 98 percent where T is the
minimum transmission duration over which the
transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.

Test results:

PASS

TEL : +86-755 2302 9901

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Test Instruments

Radiated Emission Test Site (966)
Name of Manufacturer Model Serial Calibration Calibration
Equipment Number Date Due
Receiver R&S ESR-7 HKE-010 Feb. 20, 2024 | Feb. 19, 2025
Spectrum analyzer Agilent N9020A HKE-048 Feb. 20, 2024 | Feb. 19, 2025
Spectrum analyzer R&S FSP40 HKE-025 Feb. 20, 2024 | Feb. 19, 2025
High gain antenna | Schwarzbeck | LB-180400KF | HKE-054 Feb. 21, 2024 | Feb. 20, 2026
Preamplifier Schwarzbeck BBV 9743 HKE-006 Feb. 20, 2024 | Feb. 19, 2025
Preamplifier EMCI EMCO? 8455 HKE-015 Feb. 20, 2024 | Feb. 19, 2025
Preamplifier Agilent 83051A HKE-016 Feb. 20, 2024 | Feb. 19, 2025
Loop antenna Schwarzbeck | FMZB 1519 B | HKE-014 Feb. 21, 2024 | Feb. 20, 2026
Rroadband Schwarzbeck | VULB 9163 | HKE-012 | Feb. 21,2024 | Feb. 20, 2026
antenna
Horn antenna Schwarzbeck 9120D HKE-013 Feb. 21, 2024 | Feb. 20, 2026
High pass filter unit| Tonscend JS0806-F HKE-055 Feb. 20, 2024 | Feb. 19, 2025
Antenna Mast Keleto CC-A-4M N/A N/A N/A
Position controller Taiwan MF MF7802 HKE-011 Feb. 20, 2024 | Feb. 19, 2025
Radiated test Tonscend TStRev | e 082 N/A N/A
software 2.5.0.0
RF cable Times 9kHz-1GHz HKE-117 Feb. 20, 2024 | Feb. 19, 2025
RF cable Times 1-40G HKE-034 Feb. 20, 2024 | Feb. 19, 2025
Horn Antenna Schewarzbeck | BBHA 9170 HKE-017 Feb. 21, 2024 | Feb. 20, 2026

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (SI).

TEL : +86-755 2302 9901 FAX :
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

+86-755 2302 9901 E-mail : service@cer-mark.com



Test Data

All the test modes completed for test. only the worst result of (802.11b at 2412MHz)
was reported as below:
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Below 1GHz
Horizontal
Rk (o] FCC PART 15 C CLASS B
100
= s
-]
0
=
El » FCC PART 158 CCLARE B.OP Limil
1 r
1@ [} T
e o]
» | '”I l{ J p ;
A |'I'| Iﬁl'l | | .I. IIIl ."l | I I | ...
“:'.__.-’ I’ -.__-___,_\___'_ el M'jll___llll_-‘]llr- il
u 1 L 1 1 L 1 1 1 1 1 L L ' L J
A0kA 1008
Fraguancy]Hz]
—— QP Limil —— Hauzoreal PE
& TP Deteclor

w ./

u
=

\\

1 155.25525 -17.80 51.13 33.33 43.50 1017 100 68 Horizontal
2 167.87787 -17.31 53.02 35.71 4350 7.79 100 118 Horizontal
3 215.45545 -14.72 53.24 38.52 43.50 4.98 100 258 Horizontal
4 264.00400 -13.15 52.70 39.55 46.00 5.45 100 122 Horizontal
5 287.30730 -12.28 52.73 40.45 46.00 5.55 100 109 Horizontal
6 383.43343 -9.11 49.57 40.46 46.00 5.54 100 81 Horizontal

Remark: Factor = Cable loss + Antenna factor - Preamplifier; Level = Reading + Factor; Margin =

Limit

- Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK,
this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http://www.cer-mark.com.
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Vertical
" FCQ PART 15 C CLASS B
100
=]
&0
[l
E
i & FCC PART 15 C CLASS BOF Limit
t - r
" : —
o] A F:I i | | f \II . |
- ¥, \ A .'r"\--z"'l L\ || II LY | ||| | |I | | w l
W =" |I I _'
L[+ : i il
I L L L L L L L L L L L 1 L i
30k 1008 15
Freguancy|Hz)
— QP Lirit — Vedlical PE
& P Dwtecior

1 59.129129 | 1354 48.07 34.53 40.00 547 100 220 Vertical
2 | 83403403 | -18.05 52.16 .11 40.00 5.89 100 280 Vertical
3 155.25525 | -17.80 54.24 36.44 4350 7.08 100 51 Vertical
4 167.87787 | -17.31 56.19 35.88 4350 4.62 100 84 Vertical
5 | 21545545 | -14.72 53.87 39.15 43.50 4.35 100 126 Vertical
6 | 287.30730 | -12.28 52.82 40.54 46.00 5.46 100 334 Vertical
Remark: Factor = Cable loss + Antenna factor - Preamplifier; Level = Reading + Factor; Margin =
Limit - Level

Harmonics and Spurious Emissions
Frequency Range (9kHz-30MHz)

Frequency (MHz) Level@3m (dBuV/m) Limit@3m (dBuV/m)

Note:1. Emission Level=Reading+ Cable loss-Antenna factor-Amp factor.

2. The emission levels are 20 dB below the limit value, which are not reported. It is deemed to comply with the requirement.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK,
this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http://www.cer-mark.com.
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HUAK TESTING

Above 1GHz

Radiated Emission Test

LOW CH1 (802.11b Mode)/2412

Horizontal:

Frequency | Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB) JLepe

4824 52.38 -3.64 48.74 74 -25.26 peak
4824 41.32 -3.64 37.68 54 -16.32 AVG
7236 51.07 -0.95 50.12 74 -23.88 peak
7236 39.16 -0.95 38.21 54 -15.79 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit
Vertical:

Frequency Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuVv) (dB) (dBpV/m) (dBuV/m) (dB) Type
4824 51.53 -3.64 47.89 74 -26.11 peak
4824 40.31 -3.64 36.67 54 -17.33 AVG
7236 50.03 -0.95 49.08 74 -24.92 peak
7236 40.55 -0.95 39.6 54 -14.4 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit

TEL: +86-755 2302 9901 FAX : +86-755 2302 9901

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

E-mail : service@cer-mark.com
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HUAK TESTING

MID CH6 (802.11b Mode)/2437

Horizontal:
Frequency | Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBpV) (dB) (dBuV/m) (dBuV/m) (dB) Type
4874 51.47 -3.51 47.96 74 -26.04 peak
4874 42.78 -3.51 39.27 54 -14.73 AVG
7311 49.09 -0.82 48.27 74 -25.73 peak
7311 39.62 -0.82 38.8 54 -15.2 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit
Vertical:

Frequency | Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB) Type
4874 51.54 -3.51 48.03 74 -25.97 peak
4874 40.79 -3.51 37.28 54 -16.72 AVG
7311 51.53 -0.82 50.71 74 -23.29 peak
7311 39.44 -0.82 38.62 54 -15.38 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit

/M T R\
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HIGH CH11 (802.11b Mode)/2462

Horizontal:

Frequency Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuV) (dB) (dBpV/m) (dBuV/m) (dB) Type
4924 53.06 -3.43 49.63 74 -24.37 peak
4924 40.63 -3.43 37.2 54 -16.8 AVG
7386 49.93 -0.75 49.18 74 -24.82 peak
7386 39.81 -0.75 39.06 54 -14.94 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit

Vertical:

Frequency Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuVv) (dB) (dBpV/m) (dBuV/m) (dB) Type
4924 53.11 -3.43 49.68 74 -24.32 peak
4924 39.08 -3.43 35.65 54 -18.35 AVG
7386 50.86 -0.75 50.11 74 -23.89 peak
7386 37.17 -0.75 36.42 54 -17.58 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit
Remark:

(1) Measuring frequencies from 1 GHz to the 25 GHz.

(2) “F” denotes fundamental frequency; “H” denotes spurious frequency; “E” denotes band edge
frequency.

(3) * denotes emission frequency which appearing within the Restricted Bands specified in provision of
15.205, then the general radiated emission limits in 15.209 apply.

(4) The emissions are attenuated more than 20dB below the permissible limits are not recorded in the
report.

(5) The IF bandwidth of EMI Test Receiver between 30MHz to 1GHz was 120KHz, 1 MHz for measuring
above 1 GHz, below 30MHz was 10KHz.

(6) When the test results of Peak Detected below the limits of Average Detected, the Average Detected is
not need completed. For example: Top Channel at Fundamental73.16dBuV/m(PK Value) <93.98(AV
Limit), at harmonic 53.20 dBuV/m(PK Value) <54dBuV/m(AV Limit), the Average Detected not need to
completed.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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LOW CH1 (802.11g Mode)/2412

Horizontal:

Frequency | Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuV) (dB) (dBpV/m) (dBuV/m) (dB) Type
4824 51.11 -3.64 47.47 74 -26.53 peak
4824 44.46 -3.64 40.82 54 -13.18 AVG
7236 49.45 -0.95 48.5 74 -25.5 peak
7236 39.01 -0.95 38.06 54 -15.94 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit
Vertical:

Frequency | Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuV) (dB) (dBpV/m) (dBuV/m) (dB) Type
4824 52.99 -3.64 49.35 74 -24.65 peak
4824 41.6 -3.64 37.96 54 -16.04 AVG
7236 49.69 -0.95 48.74 74 -25.26 peak
7236 38.67 -0.95 37.72 54 -16.28 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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MID CH6 (802.11g Mode)/2437

Horizontal:
Frequency Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuVv) (dB) (dBuV/m) (dBuV/m) (dB) Type
4874 54.27 -3.51 50.76 74 -23.24 peak
4874 41.15 -3.51 37.64 54 -16.36 AVG
7311 46.86 -0.82 46.04 74 -27.96 peak
7311 37.49 -0.82 36.67 54 -17.33 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit
Vertical:
Frequency Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBpV) (dB) (dBpV/m) (dBpV/m) (dB) Type
4874 52.23 -3.51 48.72 74 -25.28 peak
4874 43.94 -3.51 40.43 54 -13.57 AVG
7311 47.59 -0.82 46.77 74 -27.23 peak B
7311 39.48 -0.82 38.66 54 -15.34 AVG o
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level- 3
Limit v

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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HIGH CH11 (802.11g Mode)/2462

Horizontal:

Frequency Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuV) (dB) (dBuV/m) (dBuv/m) (dB) Type
4924 50.95 -3.43 47.52 74 -26.48 peak
4924 41.33 -3.43 37.9 54 -16.1 AVG
7386 52.23 -0.75 51.48 74 -22.52 peak
7386 41.39 -0.75 40.64 54 -13.36 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit
Vertical:

Frequency | Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB) Type
4924 52.29 -3.43 48.86 74 -25.14 peak
4924 41.38 -3.43 37.95 54 -16.05 AVG
7386 48.64 -0.75 47.89 74 -26.11 peak
7386 41.89 -0.75 41.14 54 -12.86 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
Limit
Remark:

(1) Measuring frequencies from 1 GHz to the 25 GHz.

(2) “F” denotes fundamental frequency; “H” denotes spurious frequency; “E” denotes band edge
frequency.

(3) * denotes emission frequency which appearing within the Restricted Bands specified in provision of
15.205, then the general radiated emission limits in 15.209 apply.

(4) The emissions are attenuated more than 20dB below the permissible limits are not recorded in the
report.

(5) The IF bandwidth of EMI Test Receiver between 30MHz to 1GHz was 120KHz, 1 MHz for measuring
above 1 GHz, below 30MHz was 10KHz.

(6) When the test results of Peak Detected below the limits of Average Detected, the Average Detected is
not need completed. For example: Top Channel at Fundamental73.16dBuV/m(PK Value) <93.98(AV
Limit), at harmonic 53.20 dBuV/m(PK Value) <54dBuV/m(AV Limit), the Average Detected not need to
completed.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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LOW CH1 (802.11n/H20 Mode)/2412

Horizontal:

Frequency Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuV) (dB) (dBpV/m) (dBuV/m) (dB) Type
4824 51.71 -3.64 48.07 74 -25.93 peak
4824 42.37 -3.64 38.73 54 -16.27 AVG
7236 50.58 -0.95 49.63 74 -24.37 peak
7236 40.59 -0.95 39.64 54 -14.36 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit

Vertical:

Frequency | Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBpV) (dB) (dBuV/m) (dBuV/m) (dB) Type
4824 50.32 -3.64 46.68 74 -27.32 peak
4824 39.97 -3.64 36.33 54 -17.67 AVG
7236 48.52 -0.95 47.57 74 -26.43 peak
7236 36.96 -0.95 36.01 54 -17.99 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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MID CH6 (802.11n/H20 Mode)/2437

Horizontal:

Frequency Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBuVv) (dB) (dBuV/m) (dBuV/m) (dB) Type
4874 51.62 -3.51 48.11 74.00 -25.89 peak
4874 42.59 -3.51 39.08 54.00 -14.92 AVG
7311 48.69 -0.82 47.87 74.00 -26.13 peak
7311 40.84 -0.82 40.02 54.00 -13.98 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
Limit
Vertical:

Frequency Reading Result Factor Emission Level Limits Margin Detector
(MHz) (dBpV) (dB) (dBpV/m) (dBpV/m) (dB) Type
4874 49.07 -3.51 45.56 74.00 -28.44 peak
4874 44.30 -3.51 40.79 54.00 -13.21 AVG
7311 51.57 -0.82 50.75 74.00 -23.25 peak
7311 38.32 -0.82 37.50 54.00 -16.50 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-
| imit

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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HIGH CH11 (802.11n/H20 Mode)/2462

Horizontal:
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
4924 52.14 -3.43 48.71 74 -25.29 peak
4924 41.11 -3.43 37.68 54 -16.32 AVG
7386 52.66 -0.75 51.91 74 -22.09 peak
7386 40.88 -0.75 40.13 54 -13.87 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type

(MHz) (dBupV) (dB) (dBpV/m) (dBpV/m) (dB)

4924 52.47 -3.43 49.04 74 -24.96 peak
4924 41.49 -3.43 38.06 54 -15.94 AVG
7386 51.76 -0.75 51.01 74 -22.99 peak
7386 38.01 -0.75 37.26 54 -16.74 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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LOW CHS (802.11n/H40 Mode)/2422

Horizontal:
Frequency Meter Reading Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuVv) (dB) (dBpV/m) (dBuV/m) (dB)
4844 50.92 -3.63 47.29 74 -26.71 peak
4844 41.38 -3.63 37.75 54 -16.25 AVG
7266 49.24 -0.94 48.3 74 -25.7 peak
7266 41.01 -0.94 40.07 54 -13.93 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency Meter Reading Factor Emission Level Limits Margin
Detector Type

(MHz) (dBuVv) (dB) (dBpV/m) (dBuV/m) (dB)

4844 53.10 -3.63 49.47 74 -24.53 peak
4844 40.53 -3.63 36.9 54 -17.1 AVG
7266 50.10 -0.94 49.16 74 -24.84 peak
7266 40.85 -0.94 39.91 54 -14.09 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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MID CH6 (802.11n/H40 Mode)/2437

Page 59 of 72

Report No.: HK2404151761-E

Horizontal:
Frequency Meter Reading Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBpV/m) (dB)
4874 52.62 -3.51 49.11 74 -24.89 peak
4874 42.32 -3.51 38.81 54 -15.19 AVG
7311 50.38 -0.82 49.56 74 -24.44 peak
7311 40.67 -0.82 39.85 54 -14.15 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency Meter Reading Factor Emission Level Limits Margin
Detector Type

(MHz) (dBuVv) (dB) (dBpV/m) (dBuV/m) (dB)

4874 50.25 -3.51 46.74 74 -27.26 peak

4874 40.98 -3.51 37.47 54 -16.53 AVG ON

7311 47.75 -0.82 46.93 74 -27.07 peak B

7311 39.36 -0.82 38.54 54 -15.46 AVG 3
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit. -

TEL : +86-755 2302 9901

FAX :

+86-755 2302 9901

E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HIGH CH9 (802.11n/H40 Mode)/2452

Horizontal:
Frequency Meter Reading Factor Emission Level Limits Margin
Detector Type

(MHz) (dBuV) (dB) (dBuV/m) (dBpV/m) (dB)

4904 51.99 -3.43 48.56 74 -25.44 peak
4904 40.95 -3.43 37.52 54 -16.48 AVG
7356 48.97 -0.75 48.22 74 -25.78 peak
7356 37.85 -0.75 371 54 -16.9 AVG

Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency Meter Reading Factor Emission Level Limits Margin
Detector Type
(MHz) (dBpVv) (dB) (dBpV/m) (dBpV/m) (dB)
4904 52.18 -3.43 48.75 74 -25.25 peak
4904 42.94 -3.43 39.51 54 -14.49 AVG
7356 51.01 -0.75 50.26 74 -23.74 peak
7356 41.13 -0.75 40.38 54 -13.62 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Remark:

(1) Measuring frequencies from 1 GHz to the 25 GHz.

(2) “F” denotes fundamental frequency; “H” denotes spurious frequency; “E” denotes band edge frequency.
(3) * denotes emission frequency which appearing within the Restricted Bands specified in provision of
15.205, then the general radiated emission limits in 15.209 apply.

(4) The emissions are attenuated more than 20dB below the permissible limits are not recorded in the
report.

(5) The IF bandwidth of EMI Test Receiver between 30MHz to 1GHz was 120KHz, 1 MHz for measuring
above 1 GHz, below 30MHz was 10KHz.

(6) When the test results of Peak Detected below the limits of Average Detected, the Average Detected is
not need completed. For example: Top Channel at Fundamental 73.16dBuV/m(PK Value) <93.98(AV Limit),
at harmonic 53.20 dBuV/m(PK Value) <54 dBuV/m(AV Limit), the Average Detected not need to completed.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING

Test Result of Radiated Spurious at Band edges

Operation Mode:

802.11b Mode TX CH Low (2412MHz)

Horizontal
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBpV) (dB) (dBuV/m) (dBuV/m) (dB)
2310.00 51.63 -5.81 45.82 74 -28.18 peak
2310.00 40.74 -5.81 34.93 54 -19.07 AVG
2390.00 48.15 -5.84 42.31 74 -31.69 peak
2390.00 39.76 -5.84 33.92 54 -20.08 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
2310.00 50.53 -5.81 44.72 74 -29.28 peak
2310.00 43.65 -5.81 37.84 54 -16.16 AVG
2390.00 49.96 -5.84 4412 74 -29.88 peak
2390.00 36.49 -5.84 30.65 54 -23.35 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Operation Mode: TX CH High (2462MHz)

Horizontal
Frequency | Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
2483.50 52.25 -5.81 46.44 74 -27.56 peak
2483.50 41.77 -5.81 35.96 54 -18.04 AVG
2500.00 51.35 -6.06 45.29 74 -28.71 peak
2500.00 39.01 -6.06 32.95 54 -21.05 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency | Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBpV) (dB) (dBpV/m) (dBpV/m) (dB)

2483.50 53.77 -5.81 47.96 74 -26.04 peak

2483.50 43.24 -5.81 37.43 54 -16.57 AVG

2500.00 51.35 -6.06 45.29 74 -28.71 peak

2500.00 40.83 -6.06 34.77 54 -19.23 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.
Remark: All the other emissions not reported were too low to read and deemed to comply with FCC limit.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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Page 63 of 72

Operation Mode: 802.11g Mode TX CH Low (2412MHz)

Report No.: HK2404151761-E

Horizontal
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBpV) (dB) (dBpV/m) (dBpV/m) (dB)
2310.00 48.92 -5.81 43.11 74 -30.89 peak
2310.00 43.36 -5.81 37.55 54 -16.45 AVG
2390.00 48.33 -5.84 42.49 74 -31.51 peak
2390.00 39.76 -5.84 33.92 54 -20.08 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
2310.00 51.24 -5.81 45.43 74 -28.57 peak
2310.00 43.74 -5.81 37.93 54 -16.07 AVG
2390.00 51.96 -5.84 46.12 74 -27.88 peak
2390.00 39.63 -5.84 33.79 54 -20.21 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Operation Mode: TX CH High (2462MHz)

Page 64 of 72

Report No.: HK2404151761-E

Horizontal
Frequency | Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBpV) (dB) (dBuVv/m) (dBuV/m) (dB)
2483.50 52.34 -5.65 46.69 74 -27.31 peak
2483.50 42.33 -5.65 36.68 54 -17.32 AVG
2500.00 50.21 -5.65 44.56 74 -29.44 peak
2500.00 37.21 -5.65 31.56 54 -22.44 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBpV) (dB) (dBuV/m) (dBuV/m) (dB)
2483.50 52.53 -5.65 46.88 74 -27.12 peak
2483.50 41.84 -5.65 36.19 54 -17.81 AVG
2500.00 51.45 -5.65 45.8 74 -28.2 peak
2500.00 40.13 -5.65 34.48 54 -19.52 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.
Remark: All the other emissions not reported were too low to read and deemed to comply with FCC limit.

TEL: +86-755 2302 9901 FAX : +86-755 2302 9901

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Operation Mode: 802.11n/H20 Mode TX CH Low (2412MHz)

Report No.: HK2404151761-E

Horizontal
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
2310.00 51.27 -5.81 45.46 74 -28.54 peak
2310.00 41.51 -5.81 35.7 54 -18.3 AVG
2390.00 49.18 -5.84 43.34 74 -30.66 peak
2390.00 40.21 -5.84 34.37 54 -19.63 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
2310.00 54.15 -5.81 48.34 74 -25.66 peak N
2310.00 41.94 -5.81 36.13 54 -17.87 AVG ~
2390.00 49.32 -5.84 43.48 74 -30.52 peak :l_
2390.00 39.67 -5.84 33.83 54 -20.17 AVG é
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Operation Mode: TX CH High (2462MHz)

Horizontal
Frequency | Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
2483.50 54.78 -5.65 49.13 74 -24.87 peak
2483.50 39.42 -5.65 33.77 54 -20.23 AVG
2500.00 49.48 -5.65 43.83 74 -30.17 peak
2500.00 38.51 -5.65 32.86 54 -21.14 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency [Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
2483.50 52.22 -5.65 46.57 74 -27.43 peak
2483.50 40.08 -5.65 34.43 54 -19.57 AVG
2500.00 48.67 -5.65 43.02 74 -30.98 peak
2500.00 38.41 -5.65 32.76 54 -21.24 AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.
Remark: All the other emissions not reported were too low to read and deemed to comply with FCC limit.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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Operation Mode: 802.11n/H40 Mode TX CH Low (2422MHz)

Horizontal
Frequency Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuv) (dB) (dBuV/m) (dBpV/m) (dB)
2310.00 54.49 -5.81 48.68 74 -25.32 peak
2310.00 / -5.81 / 54 / AVG
2390.00 52.40 -5.84 46.56 74 -27.44 peak
2390.00 / -5.84 / 54 / AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency | Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBpV) (dB) (dBpV/m) (dBpV/m) (dB)
2310.00 55.87 -5.81 50.06 74 -23.94 peak
2310.00 / -5.81 / 54 / AVG
2390.00 57.40 -5.84 51.56 74 -22.44 peak
2390.00 / -5.84 / 54 / AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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Operation Mode: TX CH High (2452MHz)

Horizontal
Frequency | Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
2483.50 52.95 -5.65 47.3 74 -26.7 peak
2483.50 / -5.65 / 54 / AVG
2500.00 49.92 -5.65 4427 74 -29.73 peak
2500.00 / -5.65 / 54 / AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.

Vertical:
Frequency | Reading Result Factor Emission Level Limits Margin
Detector Type
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
2483.50 51.45 -5.65 458 74 -28.2 peak
2483.50 / -5.65 / 54 / AVG
2500.00 57.24 -5.65 51.59 74 -22.41 peak
2500.00 / -5.65 / 54 / AVG
Remark: Factor = Antenna Factor + Cable Loss — Pre-amplifier; Level = Reading + Factor; Margin = Level-Limit.
Remark: All the other emissions not reported were too low to read and deemed to comply with FCC limit.

Remark:

1. If the PK measured levels comply with average limit, then the average level were deemed to comply with
average limit.

2. In restricted bands of operation, the spurious emissions below the permissible value more than 20dB.

3. The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible value
has no need to be reported.
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4.8. Antenna Requirement

Standard Applicable

For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall be
designed to ensure that no antenna other than that furnished by the responsible party shall be used
with the device. And according to FCC 47 CFR Section 15.247, if transmitting antennas of directional
gain greater than6dBi are used, the power shall be reduced by the amount in dB that the directional
gain of the antenna exceeds 6dBi.

Refer to statement below for compliance.

The manufacturer may design the unit so that the user can replace a broken antenna, but the use of a
standard antenna jack or electrical connector is prohibited. Further, this requirement does not apply to
intentional radiators that must be professionally installed.

Antenna Connected Construction
The antenna used in this product is an Internal antenna, need professional installation, not easy to
remove. It conforms to the standard requirements. The directional gains of antenna used for transmitting

is OdBi.
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6. Photos of the EUT
Reference to the report: ANNEX A of external photos and ANNEX B of internal photos.
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