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1. T50 Overview

T50 is a full-featured GNSS receiver designed for long
battery life and high precision. It includes an advanced
positioning  module  supporting  full-system  and
multi-frequency satellite signal tracking. Equipped with 4G
universal connectivity, Bluetooth, WiFi, a 1.5W data radio,
and a large-capacity battery, it can operate continuously for
up 16h on a single charge. The device integrates a
high-precision inertial navigation system combined with AR
and laser camera technology for AR stakeout and laser
measurement, and augmented reality plotting, making
surveying tasks more efficient and convenient.

1.1 Appearance
T50 is as follows:

Radio
Indicator Light 6
SIM Card Slot
Type-C g Bellmouth
AR
n Camera
Laser

Camera Laser

project Function Function or status

FunctioBrief press for Ts to display the battery level;
@ Power Button Long press for 3sto turn on the device when itis off;
Long press for 3s to turn off the device when it is on.n or status

Rover/base station: 1second interval flashing in the

positioning state;
Satellite Light when not searching for satellites, the light goes out;

Static mode: flashes at intervals based on the sampling frequency.
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Rover mode: Blink when receiving differential data;

1l Differential Light
— Base mode: Blink when sending differential data.
- USBinterface Type-C interface, supports PD fast charging up to 33W,
please refer to1.5.
fr— SIM Card Slot External SIM card, supports 4G full network access.
' UHF antenna Built-in radio: supports low (0.5W)
Q,/ interface and high power (1.5W) options.

Laser Camera HD camera for tracking laser

Professional ultra-wide-angle camera which provides high-

AR Camera definition real-scene stakeout.

- Millimeter-level laser ranging module, integrated with high-

Laser precision inertial navigation, and enables measurement at
anytime and anywhere.
1.2 Battery Indicator

Press the power button for one second when the device
is off; and the battery level can be informed based on the
quantity of lights on.

Indicator Lights Battery level

0% -33%

34 % -66%

67 % -100 %
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1.3 Power On and Off

Power On: In the power-off state, press and hold the
power button for 3 seconds until you hear the voice prompt
“waiting to start.” Release the power button and wait for the
panel indicator light to stop flashing alternately. Once you
hear the voice prompt “communication connection
successful,” the device has completed the power-on
process.

Power Off: In the power-on state, press and hold the
power button for 3 seconds until you hear the voice prompt
"Power off." Wait for all the panel indicator lights to go out,
indicating that the device has completed the power-off
process.

Forced Shutdown: In case of unexpected malfunction,
press and hold the power button for 10 seconds, and the
device will shut down automatically.

1.4 Insert a SIM Card
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The device supports network working mode, a 4G full
network solution based on the Linux platform, and fully
supports China Mobile/China Unicom/China Telecom
2/3/4G networks, with better compatibility, stronger signals
and more stable connections.

How toinsert a SIM card?

1. Open the rubber cover;

2. Insert the SIM card into the slot according to the
instructions (chip facing the connector and notch facing the
slot);

3. Put on the rubber cover.

1.5 Charging

The device comes with a Type-C charger that supports
up to 33W PD fast charging. The battery can be fully
charged in just 4 hours. And the battery indicator light
shows:

Red light: The battery is charging;

Green light: The battery is fully charged.

Battery charging: Open the rubber cover, connect one
end of the data cable to the Type-C port and the other end
to the charger.

Note: For the safety of your device, please use the
adapter that comes with the package or a brand adapter that
complies with 3C certification for charging.
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1.6 Packing List

After receiving and unpacking the package, please
check whether the device and all accessories are complete
according to the following table.

Serial i i
name model |quanti icture Remark

number a 'ty P

==
1 Geodetic GNSS Receiver T50 1 [ 33 Standard
-_—
2 450-470M Radio Antenna AT0038 1 \ Standard
‘-

3 CC Data Cable L0602-1 1 \ Standard
4 33W PD Power Adapter ©G0004 1 ‘ Standard
5 T50 yellow PP box packaging 1 j Standard

PCR100T BB0036 \ Optional
PON controller bracket BBOO37 % Optional
Type-C Data Cable L0602-2 Q Standard
5V/2V USB Power Adapter CG0003 ’ Standard

06




2. WEBUI

The device WIFI can be used as a hotspot, which can be
connected with a PC, smartphone or tablet. After
connecting to the hotspot, you can log in to the device’s
Web Ul Manage work status, change work mode, modify
basic settings, download raw data, update firmware, and
register devices, etc.

Taking your computer's interface as an example, enter
the Web Ul and do the following:

1. Use a computer to find and connect to the device's
WIFI hotspot. Hotspot name: device serial number, and the
default password is empty.

2. Open the web browser and input the IP address
10.10.10.10. The interface is shown in Figure 2-1.

W54276861000018

GNSS Status Register Info

Quality  Differental ssas. SN W54276861000018
ot 1 Model 150

Register Code | EDOA3E1538530F8F

Latiude  23.16499883" o = 03034m Expied Date  2024-10-27
Helght  ~6.7221+20.3586-1 6960-20.9406m Functionalty | 0x0000
PDOP 158
wooP 085
HRMSE 05772m
VRMSE  08656m

RefstationD 178

Working Mode
Working Mode  Rover Mode

Station Name  W54276851000015

EevCutolf 5
Diff Age Max 60
Datalink  Bluetootn
DiffSream  0B/s 54162898

Copyright © 2003 - 2024, Guangzhou TokSurvey Information Technology Co.td

Figure 2-1
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3. Meaning of icons arranged horizontally above the

interface:
Basso |H 8 332C A 0000V |l 25 7.875 || & 75%
Us::/‘ﬁ‘r!‘ceke o | Temperature EC;T;;:E: Supply Voltage | Battery Voltage|  Battery Info
2.1System View

(D GNSS Status: Quality, diff, Longitude, latitude,
Height, accuracy, Ref station ID;

(@Register info: SN, Model, Register Code, Expired
Date, Functionality, Scheme, Exception;

(®Working mode: working mode, Station name, Elev
cutoff, Diff Age Max, Data Link, Diff Stream.

(@ Device Operation:

1) System command: shut down and restart the device

2) Configuration and data: reset configuration, clean
storage, export configuration, and import configuration;

3) Registration code: The registration code is a valid
time code that authorizes the device positioning function.
When the registration code is found to have expired and the
device positioning function is unavailable, you can obtain a
new registration code from the supplier by providing the
device number, enter it into this page, and click [Register] to
register. The page effect is shown in Figure 2.1-1.
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W54276861000018

g @ ©
Device Firmware  Skyplot  Data Stream  Mode Config  Others Config

©2024-08.06 105637 B f341°C @000V M0000V EITE0V 7% [Advance U} (Eng
‘GNSS Status Register Info

Working Mode

Working Mode | Rover Mode
Station Name |~ WS4276861000018
Elew Cutoft
Diff Age Max 60
Datalink | Bluctooth

Diff tream 08/ 54162898
Copyright © 2003 - 2024, Guangzhou Toksurvey Information Technology Co.td

Figure 2.1-1

2.2 Device Firmware

The device firmware displays the Device Info, System
Version and a local upgrade button, as shown in Figure 2.2.

(DDevice Info: SN, Hardware, GNSS Type, GNSS SN,
GNSS Hardware, IMEI, Feature, Product Date, Brand, Model,
and Board SN.

@ System Version: system, Linux Version, positioning
board, tilt module, radio firmware version, device firmware
version.

Click the local upgrade below to automatically identify
the positioning board firmware, tilt module firmware and
device firmware that need to be upgraded. The specific
steps are as follows:
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1. Click [Local Upgrade];

2. Select the correct device firmware in the pop-up
window, upload the firmware and wait for the device to
restart;

3. After the restart is completed, the firmware upgrade
is completed;

4. Reconnect the device to WIFI, enter the WEB Ul, and
check whether the firmware is upgraded successfully.

®

W54276861000018 Bl & ) ©
O Device Firmware Skyplot Data Stream  Mode Config  Others Config

Jauic @oo0v AoV EA7ETV @7% [Advance UI]
Device Info
SN Ws4276861000018 Feature
Hardware  1.1.00/GAKCMINTP3S2TCRI ProductDate  2024-07-04
GNSSType  UMSEOD Brand TokNav
GNSSSN MD22A2225012692 Model 50
GNSS Hardware 2310415000001 Boardi SN 6100000001
ML 867929062897642 Board2 SN 0002.10000201.02

System Version

System 230240679

UnuxVersion  3.18.4 Fi Jun 14 183621 CST 2024
GNSS  Ra.10Build11833

INS H2.B22 A1 CleeSadchbGbcsdbAGes
Radio  R4200200000
Fimuare 254824082171

Local Upgrade

Figure2.2

2.3 Skyplot

This diagram mainly displays satellite tracks and
satellite status diagrams, for example, traces, satellite lists,
status, etc., as shown in Figure 2.3-1:
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W54276861000018 =2 s - ® R @ v
= SystemView  Device. GNSS Network  Storage Data Port

W54276861000018 = o 4 P ® o
System View  Device Fimuare [SCSCSMN DataSteam Mode Conflg  Others Conflg e

©2024-0806110020 B M5 §341T D000V F0000V 788V EING Simple Ul (Engiish v

20240806 105803 B 34/53 [Advance Il (Engish_~]

GNSS System
Skyplot

7 505
o L]

]

o Mea e Bec B B

e GALILEO & 52 Mo B e
& e} A GLonass I TE L
o518 3 System
A S8 KX ops Lica @ uc L2c e s
RS & o
e i
A K IRNSS s
3
A azss QicalE aic B ox B o
seas Fnavie < [ Ao "
o
PR
" L coe] £ pep Disable B2b PPP
& s T jsable o (e =

&y d &/ &
o o o8
® ) &

9 GIONASS®6 || GPS'O  IRNSS*0 || Qzsst4 | SEAS*B
\ A YOI ¥ )
R05
612 0 & L
24 o g
BDS B10) B20) B30) BICE) B26(P) Eev Azim
2 o
o5 . oo o 739 67 3843 a7 121
0 Yo 15 o 43 414 288 476 254
9 Coe1s
=3 2031 w221 4000 641 1875
Figure 2.3-2
Figure 2.3-1

2.4 Data Stream
(D GNSS System: Elev Cutoff: Set the Elev Cutoff; Data stream is mainly used to debug data information.

@ Satellite List: There are many satellite systems You can view the status of current data, as shown in Figure
available, such as BDS, GALILEO, GPS, GALONASS, etc. If 24T
you find that the device receives fewer satellites under WSRTSEEI000018 e o ramins  sor [T ioiaZonsy O onty e

8341 @oov A ooy

v ®% {Advance UI]

normal conditions, you can enter the page to check whether
all satellite systems are turned on, click the small box at the

Data Stream

back to turn on/off the corresponding satellite system. — T
(3 SBAS: Choose to turn on or off the satellite-based ooe (T

augmentation system; .G'?T‘SSEO:%
(@) PPP: Select to disable or enable PPP mode, as shown m:"“

Message Static

in Figure 2.3-2 Nuipcien

Bluetooth Diff ¥,

Figure 2.4-1
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For example:

1.Message Text: see 2.9 in this Section for the
configuration of message text, and the output is shown in
Figure 2.4-2:

W54276861000018 a £ © © =
System View  Devie Firmware  Sigpiot  [LRRRURN Mode Config Others Conflg  File

© 2240806112705 B32/52 § 31T B0V [ 0000V EITHTV @7TI% TAdvance UI](Englsh

Data Stream

Config
o et | tortoron [ o e rome - ([

Data

3057: $GPGST,032705.09,1.1125,0.0,0.0,0.0,0.3559,0.5250,0.9506°5C.
3055 SGPUTG, 165.66,T,165.66,1,0.004,1,0.008, K A2

3650: 5GPO0P,032705.00,2.1,6.7,2.8%41

3160: SGPUSY,3,2,19,13,64,154,43,15, 42,212, 01, 19,6, 150,35,20,45, 20,4170
1o serasv,3,3,1, 1, -
3103: 5865, 215,51, 201,97,10,56,14,63,11,40,335,

Figure 2.4-2

2.Message Raw: as shown in Figure 2.4-3:

W54276861000018 = <] ® ©
SystemView  Device Firnware  Skyplot  [ISERSIN Wode Config  Others Config File

0806111216 P32 ) 342C D000V 000V 782V @71% {Advance Ul] (Englsh )

Data Stream

Config
.

5 binary: size-7088 tine-3024-08:06 03:12:25.000/160 id- £3.RANGE smunt-isl
2: binary: sice- 28 tine-2024-86-06 03:12:26.009/160 id- 952.RTKOOP

31 binary: sise-7o8s cine-2024-08.06 03:12626.000/160 1d- £3.RAGE seunt-1l
4 binary: 2:27.000/160 1d= 952.77¥000

5: binary: size-7088 time-2024-
o

binory: sizee 28 time-2024-68-06 03:12:28.009/160
binary: sizer7ess tine-224-65.06 03:12125.000/160
e 28 tine-2024-08-06 03:12:29.000/160

30.000/160 16- 12.8557905. ype-seis
03:12:30.000/169 i6- 161, TINE st-1
12:30.000/160 1= 43 RANGE ancunt-261

s 2021-08-06 83:12:31.090/160 L= 952,51
e 63:12:31.000/160 id- 4. RAGE amount-161
v 026-68-06 03:12:32.000/160 30~ 952, RIKDOP

12 2024-08-06 03:12132.000/160 16~ 43.RAIGE anount-161

2024-08-06 83:12:33.090/160 Ld= 952.RTD0P

Figure 2.4-3
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3.Message Diff: when the device is a base station, you
can check here whether there is differential data output, as
shown in Figure 2.4-3:

= [} 4 e ©
System View Device Fimware  Skyplot  [SSRMSUN \iode Config  Others Config File

W54276861000018

©2040806111811 B4y § 42T D000V A0V ED7ERAV E@TI% {Advance U1 [EngiEn ]

Data Stream

Config

tevel o Deta: [N Normel | Detail  Nofier .

Len-162 station=d tine-day 2 83:18:27.000
Len 94 stationsp tine-day 2 03:19:27.009
Len-213 station-o tine-day 2 63:18:27.000

161 o tesg-1124,605 4 314 seation
Figure 2.4-4

4. Message Static: When the device is in static mode,
you can check here whether there is static data output, as
shown in Figure 2.4-5:

-

W54276861000018 = ] 4 ® )
SystemView | Device Firmware  Sigpiot  [RSSEUSBN Mode Config  Others Config  File

24-08-06 1122111 33/53 C @000V 0000V EI70V ETI% [Advance UI] [En

Data Stream

Config
Date: Messagesat | Lovel o Dot NN Mol | Oetl | Nofiter -
Data

1489: rtoms msg-1077.GPS NS len-266 station-d time-day 2 63:22:20.000
10100 067.6L0 S len-34 station-o tine-day 2 03:22129.000
P <§-1097.GAL IS Len-376 station-0 tine-day 2 63:22:29.000
2012: mEE-1117.025 NS len-167 station-o tine-day 2 63122129.000
1413: rtems msge1127.805_197

1020: recns msge1127.805 1
1415: rtcm3 msgo1005.REF_PHASE  len- 25 10-23.16435964 lo-113. 43138535 t-24.6455

Len-449 station-d time-day 2 63:22:29.000

Len~199 station-o tinerday 2 63:22:29.090 end

L016: rtoms mcg1033 RECANT  len- 74 -0
1617: rtoms msge1677.G95 M len-266 stotionsd timesday 2 03:22:30.000
L418: rtoms imcg1087.GL0_MS  len-1a1 station-d tine-day 2 63:22:30.000
1619: Ttom3 msg1097.GALMS  len-376 stotion-d time-day 2 63:22:30.000

1420: rtoms msg-1117.IS_NSY  len-167 station-d time-day 2 63:22:30.000
16205 rtems msg-1127.805 49 len-449 stotion-d time-day 2 63:22130.000
1422: rtons imsg-1127.805 NS len-s99 station-d time-day 2 63:22:30.000 end

Figure 2.4-5
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2.5 Mode Config

@D Working mode: You can select Rover Mode/ Base
Mode/Static Mode, and select the Elev Cutoff at the same
time;

1. Rover Mode: the following parameters (Station Name,
Elev Cutoff, Diff Age Max, Height Type, Antenna Height,
Record, PPK) can be configured, as shown in Figure 2.5-1:

W54276861000018

@ £ ©
System View Device Fimware  Skyplot Data Stream [NUSTYSXUM Others Config

7 Bays § D000V F0000V EITBI4V @T1% [Advance Ul

Mode Config

Working Mode
Mode: [EUNEIVMNN GoccMode | Static Mode

Station Name | W54276861000018

Hev Cutoft: | § Degree
Diff Age Max: | 60 Second
Height Type:  phase »)
Antenna Height: | 16960 Meter
Record:  Enable v
PPK: Disable | not affect by Record
Figure 2.5-1

2. Base Mode: You can configure parameters (Station
Name, Elev Cutoff, Station ID, PDOP Threshold, Diff Type,
Base Mode, Height Type, Antenna Height, Record), as
shown in Figure 2.5-2:
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W54276861000018 = o

System View  Device Fi

@oooov A 0000V

Mode Config

Working Mode

Mode: | Rover Mode [y

A static Mode

Station Name | W54276861000018

Elev Cutoft: | 5 Degree

StationD: | o

PDOP Threshold: | 30000

DiffType: | rrcmaz =
Base Mode: | Auto v
Height Type: | Phase v
Antenna Height | 16960 Weter
Record: | Enable v
Figure 2.5-2

3. Static mode: the following parameters (Station
Name, Elev Cutoff, PDOP Threshold, Sample Interval,
Height Type, Antenna Height, Record) can be configured, as
shown in Figure 2.5-3:

W54276861000018

(o} & pa
Device Firmware  Skyplot  Data Stream

[Advance UI]

Mode Config

Working Mode

e | ot e v |

Station Name  W54276861000018
Elev Cutoft: | 5 Degree

PDOP Threshold: | 3,0000

Sample Interval: 1 Hz .

Height Type: | phase v
Antenna Helght: | 1.6960 Meter

Record:  Enable v

File Type: | GNss. v

Apply

Figure 2.5-3
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@ Data link: You can choose No Data link/Bluetooth/
WIFI /Built-in  Network/Built-in Radio /External radio
/XLink/PPP, as shown in Figure 2.5-4:

Data Link

No Data Link

Bluetooth

i
Buitin Network
External Radlio
Built-in Radio
Xuink

PP

Figure 2.5-4

1. Bluetooth: the device obtains the differential data of
tSurvey2.0 software accessed by the controller network
through Bluetooth connection;

2. Built-in network: the device receives or sends data
through the built-in network. To select this data link, please
insert the SIM card into the device first;

3. Built-in Radio: the device receives data via the built-in
radio. To select this data link, please connect the radio
antenna to the device first.

2.6 Others Config

O WIFI: You can choose from three types: Disable/AP
/Station, and you can set the WIFI name and password by
yourself. When the device WIFI is used as the Station, you
can access the network by entering the name and password
of the external hotspot.

@ Others: You can select the device’s UTC time and set
it according to your region. The interface is shown in Figure
2.6-1:
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W54276861000018 ¢
w  Devicefimware  Siyplot  Data Stream | M

© 2024-08-06 11:46:36 1 D000V {0000V EDTE08V @DT0%

WiFi

SSID: | DEVECENT5G

PSK: 52006473

Empty or Length not ess than 8

Others

Time Zone: [ urC+0800 <!
Voice: &
J1C+0900
UTC+00:30
uT11000
UTC 11100 v
Figure 2.6-1

2.7 File

In this interface, you can batch delete the data foldersin
the device, as shown in Figure 2.7.1; enter the file directory
and you can choose to download the data of each channel,
as shown in Figure 2.7.2.

wsa276861000018 [IREEIEiE ©
g Otwers Confg
20240806 11:51:00 B 32 [Advance U1l [English ]
File
oot/
Select Al
20240705/ Detete.
s 20240708/ Delete
20240108/ Detete
20040710/ Delete
20240712/ Delete
20040713/ Delete

B 2020015/ Delete

Figure 2.7-1
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= @ £ -~ @ © - W54276861000018 o - ® - E3 @ -
W54276861000018 stem View evice etwork orage. ata
System View  Device Firmware Skyplot Data Stream  Mode Config ~ Others Config File Syste Dk CNSS Netuork storag Data Port
©2024-08-0611:5351 B 32/51  §341°C D000V 30000V EI7804V @ 70% (Simple UI] (Engish __v)
2024-08-0611:51:58 @ 32/51  § 341°C $ooo0v (3 0000V g [Advance UI] -
Log
File
e Nome TmeModtied  Operstion
Root/ 20240705/ chO1/ [ ws+276861000013-0185.2i0g 17863K8 2024.08.0611:5343  Download
[ Wsa276851000018-01-20240705-08 1124 gnss 4182348 Download [ wssareastonoote-oisaziog #i6kD  2024-00.05192242  Downiosd
[ wse276s61000018-01-20240705 081236 gnss LS43ME  Downlosd [ s4276861000018-0183.7i0g 15012k8 20240805 11:4807  Downlosd
[ ws#276861000018-0182:2i00 58K8  2024-0801 185203 Download
[ Ws4276851000018-01-20240705-081739.gnss 5663k Download
[ Ws4276861000015-0181.2i0g 6655 k8 2024-08-01 175225 Download
() Ws4276861000018-01-20240705-081744 gnss 2718M8  Download
[ ws#276851000018-0180:2i09 6628K8 20240801 17:1440  Download
[ Ws4276861000018-01-20240705-082544 gnss 7027MB  Download
[ ws#276861000018-0179:10g 6133k8  2024-08-01160521  Download
[ ws4276861000018-01-20240705-084333 gnss 6400M8  Download [ ws+276861000013-0178:2100 7675kB 2040801152732 Download
[) ws4276851000018-01-20240705-085926.gnss 65518 Download [ wse2rsas1000018-0177 205 15590k 20240801 142134 Download
[ wstarasstoooats-or 20240705 csts#7.nss 4061M8  Download [ weezrssstosoots.orrs g Atk aeoraiessas Dowowd
[ wsszrsesionnors-or-20240705-02526gnss 80k8  Downosd [ ws#276851000018-0175 2109 6134k8 2024073119158 Download
Figure 2.7-2 [0 ws4276861000018-0174.210g 7536K8 2040731192640 Download
[ Ws#276861000018-0173:2i09 14059K8  202407-31182111  Download
[ ws4276861000018-0172.10g 7749 k8 2024-07-31163135  Download
[ ws#276861000018-0171.2i0g 949kE  2024-07-0175630  Download
2 8 LOg [ ws1276861000018-0170:2i00 sk 2020730162417 Download
: [ ws+276861000018-0169:2109 7997k8  2024-0730120856  Download
It provides the download of equipment operation logs. [ ws4275661000015-0168:2000 21k 2000730024908 Downlosd
. . [ we+276861000013-0167.2100. 9674kB 2040720185221  Download
When an abnormality occurs during the use of the Faure 28
equipment, you can download the logs generated at the B - o "
'W54276861000018 = - £ ik -
. . . e L e
corresponding time and provide them to our company so @ 240005111508 8 3353 < Qooov Mooy E7ayv_ e Isimple U (&
B Message Text
that we can troubleshoot the problem for you, as shown in
Figure 2.8: A

2.9 Message Text w5 . .

You can set the type and frequency of text format SR Lo . manl | S
output data, as shown in Figure 2.9. After the configuration, : “
you can check whether there is corresponding text data = wesss: [ -
outputin 2.4 of this section. oA 5o 2

Figure 2.9
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The following are the formats of several common
message text:

Field 2: This GSV statement is the number of this GSV statement (1- 3)

Field 3: Total number of currently visible satellites (00 - 12)
(if the leading digit is insufficient, add O)

SGPGGA

Example:
SGPGGA,092204.999,4250.5589,S,14718.5084,E,1,04,24.4,19.7,M,,,,0000*1F

Field 4: PRN code (pseudo-random noise code) (01- 32)
(if the leading digit is insufficient, add 0)

Field 0: SGPGGA, statement ID, indicating that the statement is Global
Positioning System Fix Data (GGA) GPS positioning information

Field 5: Satellite elevation angle (00 - 90) degrees
(if the leading digit is insufficient, fill it with O)

Field 1: UTC time, hhmmss.sss, in hour, minute, second format

Field 6: Satellite azimuth (00 - 359) degrees
(if the leading digit is insufficient, fill it with O)

Field 2: Latitude ddmm.mmmm, in degree and minute format (if the leading
digits are insufficient, fill them with O)

Field 7: Signal-to-noise ratio (00-99) dbHz

Field 3: Latitude N (North) or S (South)

Field 8: PRN code (pseudo-random noise code) (01- 32)
(if the leading digit is insufficient, add 0)

Field 4: longitude dddmm.mmmm, in degree and minute format (if the leading
digit is insufficient, add 0)

Field 9: Satellite elevation angle (00 - 90) degrees
(if the leading digit is insufficient, fill it with O)

Field 5: Longitude E (East) or W (West)

Field 6: GPS status, O = not positioned, 1= non-differential positioning,
2 = differential positioning, 3 = invalid PPS, 6 = estimating

Field 10: Satellite azimuth (00 - 359) degrees
(if the leading digit is insufficient, fill it with O)

Field 11: Signal-to-noise ratio (00-99) dbHz

Field 7: Number of satellites in use (00 - 12) (if the leading digit is insufficient,
fill it with O)

Field 12: PRN code (pseudo-random noise code) (01 - 32)
(if the leading digit is insufficient, fill it with O)

Field 8: HDOP horizontal dilution of precision (0.5 - 99.9)

Field 9: Altitude (-9999.9 - 99999.9)

Field 13: Satellite elevation angle (00 - 90) degrees
(if the leading digit is insufficient, fill it with O)

Field 10: The height of the Earth's ellipsoid relative to the geoid

Field 14: Satellite azimuth (00 - 359) degrees
(if the leading digit is insufficient, fill it with O)

Field 11: Differential time (seconds from the last differential signal received,
empty if not differential positioning)

Field 15: Signal-to-noise ratio (00-99) dbHz

Field 12: Differential station ID number 0000 - 1023 (if the leading digit is
insufficient, it will be filled with O, and it will be empty if it is not differential
positioning)

Field 16: Checksum

Field 13: Checksum

SGPGSV

Example: SGPGSV,3,1,10,20,78,331,45,01,569,235,47,22,41,069,13,32,252,45*70

Field 0: SGPGSV, statement ID, indicating that the statement is GPS Satellites
in View (GSV) visible satellite information

Field 1: The total number of GSV statements this time (1- 3)
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2.10 Data Config

The device has 24G storage space (recyclable storage)
and supports five channels (CHO1/CH02/CHO3/CH04/CHO5)
to save various files, as shown below. We can control the
data source, file period, file name and file format of each
channel for storage as needed. The naming rules page has
detailed instructions, as shown in Figure 2.10-1.

When the device is set to rover, base or static mode, the
device will automatically control the corresponding channel
for data storage by default.

Note: Do not change the mode after the device data
configuration is completed, otherwise the default storage
configuration will be restored.

W54276861000018 = = D & v a
System View  Device GNss  Nework [ECHSSS Daia port

©oaa0s061ises2 B 2/5t §341C D000V 0000V EITARV E@T0% Storage satus )

Channel Config Data Conflg

2| oo (oo ans

CHOT [ Enable

FTP Upload

File

Data: | Message Raw v
Period: | Single File o]
Name: | SITE-CH-yyyyMMdd-hhmmss v

Format: | +gnss v

Apply

1.The time In flle name is converted from GPS time directly.
‘Assume GPS leap second is 18, Time Zone offset is +08:00, Then 00:00:18 means 08:00:00 of local lime.
2Key words in file name

Figure 2.10-1

23

1. Rover (CHO1)

When the device is set as a rover station, the device will
automatically configure CHO1 to store and locate the
original data by default. If PPK is enabled, CHO5 will also be
automatically configured to store the post positioning data
by default, as shown in Figure 2.10-2:

W54306861011412 ® ©
SOV Device Firmware  Skyplot  DataStream  Mode Config  Others Config File

16 B9 § @000V F0000V EIEESY EH12% {Advance UI] (Engish )

Storage Status

General

[} Copacity: 24000 GB
" Woccupy: 1,047 G
Free: 2295360

Write Speed: 5.22 kB/s

File List
Cramnel Data Name sie
CHOl MessageRaw  1234-01-2024092001123nss  31470K8
CHOT MesageRaw  1234.01-202409 .. 123 gnssindex 209K8
W5430665101141
CHO4 Bluctooth Moritor 160318
s20.0141160x
Ws430686101141 .
CHos Message Text 154248
s20.01411600
Figure 2.10-2

When the device is set as a base station, the device will
automatically configure CHO2 to store and locate raw data
by default. If PPK is enabled, CHO5 will also automatically
configure the storage location for post-processed data by
default, as shown in Figure 2.10-3:
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W54276861000018 = o - (] v
System View  Device GNSS. Network Data Port

A 0000V EH7.800V

Storage Status

General

Wy G 240006
15 Woccupy: 307968
Free: 2092168
Write Speed: 1469 k8/s

File List

Channel  Data Name. Size

CHO2  Message Raw 0018-02-20240806-040633.gnss 152,99 kB

CHO2  Message Raw 0018-02-202408 .. 633 gnssindex 352 B
W5427686100001 . 806

CHO4  Bluetooth Monitor 24297 MB
002529.xt
W5427686100001 ... 06-

CHOS  Message PPK 1201 MB
040359.gnss.

CHOS  Message PPK W5427686100001 ... 359.gnssindex2.75 kB

Figure 2.10-3

3. Static (CHO3)

When the device is set to static mode, the device will
automatically configure CHO3 to store static positioning
data by default, as shown in Figure 2.10-4:

W54276861000018 s - o - a -
System View  Device GNSS  Nework Data Port

Aoooov (3

Storage Status

General

Wy G 2400068
15 Wocaupy: 308068
Free: 2052068
Write Speed: 2001 kB/s

File List

Channel  Data Name Size

CHO3  MessageStatic  0D18-03-20240806-040727.gnss 1072k

CHO3  Message Static  0018-03-202408 . 727 gnssindex 1288
W5427686100001 ... 806-

CHO4  Blustooth Monitor 24320MB
002529.xt
W5427686100001 ...06-

CHOS  Message PPK 1475 MB
040359.gnss

CHOS  Message PPK W5427686100001 ... 359.gnss.index 339 k8.

Figure 2.10-4
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Note: Whenever the tSurvey2.0 software is connected
to the device via Bluetooth, the device will automatically
configure CHO4 to store Bluetooth monitor data. If there are
any problems with the settings of the Bluetooth connected
device, you can download the recorded Bluetooth monitor
data for troubleshooting, as shown in Figure 2.10-5:

W542768610000f
0025200t

25352 M8

Figure 2.10-5
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2.11ZXVPN

ZXVPN can provide a virtual LAN, connect the device to
the server, and access the Web Ul in the background,
providing corresponding remote technical support and
services. The steps are as follows:

1. Insert a SIM card into the device;

2. Turn on the mobile network and make sure it is
connected to the Internet, or connected to the WIFI;

3. Click [Use default value] to apply, as shown in Figure
211,

W54276861000018 = = 9 ® - £

Qaeonos 125301 B 326§ BT GO0V Ao0v EII0V Eess isimple Ul

ZXVPN
o
CHO [ Enable Use Default Value
Host: | vpntiioten
Port: | 8222
Networ: | TesT
Usermame: | zpn

Passw

State: Online

1P Address: FDO0:9203:1679:1005 .
Figure 2.11

3. tSurvey2.0 Basic Operations

3.1 Software Installation and Uninstallation
Installation process:
1. Download the Android tSurvey2.0 program (*.apk);
2. Copy the tSurvey2.0 program to your mobile phone
(controller);
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3. Find the program in the file management of the
controller and install it;

4. Click on the tSurvey2.0 software on the desktop (you
need to create a project for the first time, and the last project
used will be automatically opened each time the software is
started).

Uninstallation process:

Uninstall method: Long press the software icon on the
desktop, drag to the [ Uninstall] option box, and click " OK "
to complete the software uninstallation.

3.2 Project Manager

Click [ Project] - [ Project Manager], as shown in Figure
3.2-1. Project manager includes functions such as creating a
new project, importing a project, exporting a project,
deleting a project, and opening a project.

Click [Project Path] to modify the path of the project on
disk. The default path is in the internal storage - tSurvey2.0
> Project directory.

Click [Details], as shown in Figure 3.2-2, to modify the
basic properties of the project, such as Basic Information,
Coordinate system parameter, and Code Library.

Click [ New], as shown in Figure 3.2-3. To create a new
project, you need to fill in the basic properties such as
project name, whether to apply the project, and select the
coding template. Click [ OK] and fillin the coordinate system
parameters used to modify the project, as shown in Figure
3.2-4. Click [OK] to complete the creation of the project.

Click on other itemsin the list, and the open function will
appear, as shown in Figure 3.2-5. Long press on an item in
the list, and the delete function will appear, as shown in
Figure 3.2-6 (Note: you cannot delete a project thatisin use).
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Create Project

Project patn 1o SRSl > asi Information

; ProjectName [ 2 ProjectName (20231127 ]
emarks | ] remaks )
Free space Free space 56.38 GB
oae reted  cootiats st pramter |
Job path Apply Project [ o)

Job [ (Last Projectitest

Apply Project »

Type Local parameters v Tempiate NONE >

Figure 3.2-1 Figure 3.2-2 Figure 3.2-3

ordinate system parameter

. Internal Storage/ . Internal Storage/

i ProjectPath i6urvey2 Orproject > Project Path 6 rvey2 0/project
Coordinate | CGCS2000/5-degree - & -

System Gavss-Kruger CM 114E

W Ellipsoid Parameter

Ellpsoid Name: CGCS2000 5

Semimajor axis: 63781370
f: 298257222101

B Projections Parameter
Projections Mode: Transverse Mercator

Projection band: 3 band

Central Meridian: E114°00'00° >
Faise Northing: 0

False Easting: 500000

Seale Factor:1

Latitude of Origin: N0"00'00"

Seven-Parameter

ameter/Horizontal
Vertical Control Parameter

Vertical Adjustment Parameter

Plane Grid File

v v iviviviv

Heiaht Grid Correction

N e BT

Figure 3.2-4 Figure 3.2-5 Figure 3.2-6

3.3 Communication

Click [Device]> [Communication] to enter the
communication settings interface, as shown in Figure 3.3-1.
Select the device type (RTK), communication mode
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(Bluetooth), and then click [ Search], as shown in Figure
3.3-2. View the Bluetooth device list, select the
corresponding device serial number, and click [Connect] to
complete the device connection, as shown in Figure 3.3-3.
After the device is successfully connected, it will directly
return to the device interface, as shown in Figure 3.3-4.
Enter the communication settings again, as shown in Figure
3.3-5, and click [Stop] to disconnect the device. Click
[Debug] to view the data of the software and device
communication, as shown in Figure 3.3-6.

1. Communication mode includes Bluetooth, serial port,
TCP client port, etc,;

2. Click [Search] and select the device you want to
connect according to the device serial number;

3. After the device is successfully connected, click
[Debug] to view the data of communication between the
software and the device. You can also send debugging
commands to the device to troubleshoot and analyze issues
related to device positioning.

: Communication ¢ Communication
Device Type [ T20Pro/T20 v Device Type [ T20Pro/m20 ~
< c i

Bluetooth ~ i Bluetooth v

M

Paired Devices Paired Devi

Search Devices, Search Devices
Zssisesei0zsTss
i,

238156861025069 %
235206861038558 &9
Lesue KT
36086528
A

Figure3.3-1 Figure3.3-2 Figure3.3-3
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DeviceType [ T20ProrT2 T —]

Common (
Commands

¥]

=
Mode

#INPUT DIFFERENCE,OK"45

#INPUT DIFFERENCE,OK 45

#INPUT DIFFERENCE,OK*45
Device  Work Mode Device Settings

Information  Status #SET HEART,0K"0C

#BESTPOSA,COM1,0,0.0,FINE 2290,465724.0

= - 8846,36.982,-6.722 WGS84,0.0049,0.0050,0

Restart Device Feature $GPVTG,293.28,7,293.28 M0.012N,0.023 K
Positioning  Activation  Activation $GPDOP,092146.00,1.2,0.6).4*44

SGPSAU,3141,2.4,8.916,21,26,273172,74,84,8
SGPSAU,3,241,165,166167169.170,176,183,187)
SGPSAU,3,341,269,286,291,295,297°6C

#INPUT DIFFERENCE,OK 45

Figure 3.3-4 Figure 3.3-5 Figure 3.3-6

3. 4 Rover Mode Setting

Click [Device] > [Rover], as shown in Figure 3.4-1.
GNSS positioning equipment can calculate positioning
coordinates by receiving satellite signals. In the absence of
other interferences, the positioning equipment can only
obtain the coordinate position of a single point solution due
to the interferences of the atmosphere on the signal, and the
accuracy is low. In order to ensure that GNSS devices can
obtain high-precision positions, in addition to the GNSS
device itself receiving satellite signals to calculate the
position, it is also necessary to receive the signal of another
nearby fixed-position GNSS device, and use the signal of the
other device as the reference signal. Since the influence of
the atmosphere on the signal is basically the same within a
certain area, when the coordinate position of the reference
signal is known, the two sets of GNSS can calculate the
high-precision position. The GNSS device with a fixed
position is called the base, and the GNSS device with a
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non-fixed position is called the rover. Relative to the
GNSS satellite signal of the rover, the data transmitted by
the base is called differential data, and the data transmission
method is called data link. The rover mode setting is to set
the GNSS as a rover, configure certain parameters to
transmit the GNSS satellite signal of the base station to the
GNSS device in a certain way, so that the GNSS device can
obtain a high-precision positioning.

In  addition to differential data transmission
configuration, you can also set the GNSS cutoff angle,
differential delay, and whether to enable PPK and other
basic information, as shown in Figure 3.4-1. Adjust the
altitude angle to not receive the satellite signal when it is
lower than a certain value. In the case of poor satellite signals
at low angles, it is beneficial to precision calculation. The
PPK parameter records the original GNSS observation data
to the GNSS receiver and uses the post-processing
algorithm to calculate high-precision coordinates.

The differential data parameter setting is mainly to seta
way to transmit the differential data of the base station to
the current device, so as to provide the necessary solution
conditions for the device to solve high-precision
coordinates. The data link methods mainly include Phone
Internet, Device Internet, Internal Radio and other methods.

1. Phone Internet: As shown in Figure 3.4-1, it refers to
obtaining differential data from the specified server address
through the network of the device where the software is
located according to a certain protocol, and then sending it
to the device through the communication connection
between the software and the GNSS device for
high-precision solution. Click on the right side of CORS
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settings EEto enter the CORS server management interface,
as shown in Figure 3.4-2. You can directly select, edit, and
delete existing CORS servers, or manually add CORS server
parameters, as shown in Figure 3.4-3. After correctly
configuring the server address, obtain the access point list,
as shown in Figure 3.4-4, and select the corresponding
access point to obtain differential data. Click [Start], if the
configuration is correct, the data reception progress bar will
move. If there is no data in the progress bar, you need to
confirm whether the parameter configuration is correct.

2. Device Internet: As shown in Figure 3.4-5, it refers to
obtaining differential data from a specified server address
through the SIM card network of the GNSS device according
to a certain protocol for high-precision solution. The
connection mode is the transmission protocol of differential
data, usually by NRTIP, TCP client, etc., enter the server IP,
port, username and password and other connection
parameters. The SIM network is a dedicated network and
needs to configure APN parameters, as shown in Figure
3.4-6. The CORS setting is similar to the Phone Internet.
After correctly configuring the server address, obtain the
access point list and select the corresponding access point
to obtain differential data. In addition to obtaining access
points through the Device Internet, it can also be obtained
through the network corresponding to the mobile phone if
there is a mobile phone with a network.

3. Internal Radio: As shown in Figure 3.4-7, it means
receiving the differential data of the radio station according
to a certain protocol and frequency through the internal
radio of the GNSS device, and performing high-precision
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calculation. At this time, it is necessary to ensure that the
protocol and frequency of the built-in radio station are
consistent with the protocol and frequency of the
transmitting radio station, so that the radio station data can
be received normally. If the frequency corresponding to the
channel is inconsistent with the channel frequency of the
transmitting radio station, you can click [Set Radio
Frequency] to modify the frequency corresponding to each
channel of the radio station, as shown in Figure 3.4-8.

4. XLINK: As shown in Figure 3.4-9, it is a differential
forwarding system built based on the CORS network of
Qianxun/ Liufen/ China Mobile. After configuring the Xlink
data link, the host can access the differential normally if it
can access the Internet, without the need for the customer
to manually fill in the CORS account.

Note: Each data link has the base coordinate change
alert turned on by default, because if the wrong base station
signal is received, the coordinates may be inaccurate,
reminding the user to check and confirm.

r mode settings -

4 B Name )

A
cutoftangle [5 > b mmsse e s [ | E—
5 >) [T ]
Record raw data User [ i
Base Coordinates Change Alert @D Passwod (]

Data link [Phone internet_~]

Connect mode [ NTRIP v

[
'AAZ3223660000
MountPoint Lim >

‘GET ACCESS POINT LIST

Figure3.4-1 Figure 3.4-2 Figure 3.4-3
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¥ MountPoint v
AA_Z32243660000387 (]
e
o
o
YJP_120100_SITONG
'YJP_210100_BAKESHU

Figure 3.4- 4

Cuteft angle

AGE 60 >

Record rw dota
Base Coordnates Crange Aert (@D

Data link Internal Radio v

Channet
Talk
eroocl 4505(9600) i

|

Figure3.4-7

Operator Manager

Cutoffangle [ 5 )
AGE

Record raw data )

Base Coordinates Change Alet (@D

Datalink Device Internet

User

Password -

MountPoint TCM32 >

Phone internet access

GET MOUNTPOINT (DEVICE INTERNET)

ADVANCED

Figure 3.4-5

Channell 463125
Channel2 464125

Channel3 465125

Channeld 466125

Channels 263625
Channelé 464.625
Channel?
Channel8 466.625
Channel9 463.375
Channell0 464.575
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E—
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P T A—
Channell5 465.875

Figure 3.4-8
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Record raw data

Base Coordinates Change Alert @D

Data link XLINK ~

Operator

Name 1
3
C——

Figure 3.4-9

3.5 Base Mode Setting

Click [Devicel]~> [ Basel], as shown in Figure 3.5-1. This
function is that the GNSS device acts as a base to send
satellite information data in a certain way and provide it to
the rover to receive it, providing it with high-precision
solution conditions. The host needs to set the startup
condition parameters, startup mode and data broadcast
parameters as a base.

Note: During the startup of the base station, the device
is not allowed to move, otherwise the coordinates calculated
by the rover will be wrong.

The start-up conditions include Base ID, Diff Mode,
cut-off angle, PDOP limit and other parameters. Click
[Advanced], as shown in Figure 3.5-2, to configure cut-off
angle, PDOP limit and other parameters. The differential
data format includes CMR, RTD, RTCM23, RTCMS3O,
RTCM32, RTCM33 and other commonly used differential
data encoding formats;

The startup mode includes using Current coordinates,
inputting Base coordinates, etc., among which:

1. Use Current coordinates: This means that the GNSS
device outputs differential broadcast data for the startup
coordinates based on the current positioning value (with low
accuracy);

2. Input Base Coordinates: refers to the location where
the user sets up the equipment. The user knows the
coordinates of this location in advance and uses this
coordinate value as the starting coordinate to output
differential broadcast data. Click [ Specify Base Station
Coordinates] to enter the interface for setting base station
coordinates, as shown in Figure 3.5-3. You can click the
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measurement icon to measure a point in real time, or
click to select a coordinate value from the coordinate
point library.

The data broadcast parameters are mainly the
differential data output by the device after starting the base
station, which is transmitted through a certain method and
received and used by the rover. The main methods include
device Internet, built-in radio, external radio, etc. The
parameter settings are similar to those of the rover, with the
following differences:

1. The internal radio has a transmission power. The
higher the transmission power, the longer the effective
distance, and the greater the power consumption;

2. Device Internet NTRIP protocol, the base station is
the base station access point that sets the start of
transmission, as shown in Figure 3.5-1, and the rover obtains
the access point list and selects the corresponding base
station access point to connect;

3. The base station uses an external radio to broadcast
differential data, as shown in Figure 3.5-4. The baud rate
must be consistent with the connected external radio;

4. For CORS settings, refer to the rover data link for
corresponding configuration.
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Base mode settings

Use Current Input Base
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3.6 Static Mode Setting

Click [Device]> [Static Mode], as shown in Figure 3.6-1.
This function is to store the original satellite observation
data of the GNSS device into the set disk file, record the
observation data of a period of time for the use of static
post-processing software to solve the high-precision
coordinate position, usually used for control point
acquisition. To start the static mode, you need to set the
static file point name, PDOP limit, cut-off angle, Collection
interval, antenna parameters and File Format and other
recording conditions, as shown in Figure 3.6-2.

Click [Start] to start static collection, as shown in Figure
3.6- 3, and click [Stop] to end static collection. The status
will display information such as Record Status, Start Time,
Epoch number, and Record file.

Note: During static recording, the device is not allowed
to move, otherwise it will cause errors in the coordinates
calculated by post-processing.

<« de settings <« Static mode settings

Namn

Name 4969 Name

i | >

PDOP limit 3.0 > PDOP limit =
Cutoftange [ 10 > Cutoft angle
Collection Collection
Interval e bt ] Interval iz A
oy o) :
e Somin D o B
File Format | GNSS v i v

B NI R — E
Execute after Exet

v

completion ST RIS, ) com RINEX303 -~
Antenna Ante BNEX0% :I
Measured 8 Mea
Vet Hoig RINEXS05 |
Antenna Antenna
Measurement Vertical height v Measurement Vertical height b
Type Type
Antenna Height [ 1.86 ] Antenna Height
O e
Record Status Record Status

E
3

Start

Figure3.6-1 Figure 3.6-2 Figure3.6-3
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3.7 Point Survey

Click [Survey] > [Point Survey], as shown in Figure
3.7-1. The positioning output by the GNSS device is
measured and collected according to certain accuracy
constraints and stored in the coordinate point library. In the
point survey interface, the top title bar displays the basic
information of the positioning output by the current GNSS
device, the current solution status, differential delay, HRMS,
VRMS and other positioning accuracy assessment values,
and the number of received satellites. Below the title bar is
the status bar that displays other importantinformation. The
display content can be configured according to the user's
demand. In point survey, the north-east high coordinates
and base station distance information are displayed by
default. The middle area is the measurement data drawing
information, and the network map can also be set to display.

Theicon A in the upper left corner of the drawing area
indicates the direction of the map, which is convenient for
users to determine the direction when needed. The lower
left corner of the drawing area shows the scale of the
drawing. Click the icon |©|or[@ | on the right to enlarge or
reduce the scale of the aawing. Below the drawing area is
the display of function collection. These function menus can
also be displayed here according to the needs of the user in
the settings to quickly operate certain functions.

The icon in the lower right corner of the drawing
area is the button to trigger the survey collection function.
This button can be moved according to the user's usage
habits and placed in a more convenient place for operation.
Click the button to start the survey function, as shown in
Figure 3.7-2. You can enter the point name and code. Click
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the icon ) to select the preset code in the code library to
quickly fill in the attributes of the feature. If there are many
codes in the code library, the codes with higher frequency of
use will be displayed in the front to facilitate users to quickly
select.

Below the drawing area are the measurement type
selection, coordinate point library entry, antenna height
setting, and tool menu.

Click [Topo Point], as shown in Figure 3.7-3. Four types
of point will pop up: Topo Point, Control Point, Quick Point,
and Auto Point. You can select the corresponding point type
for surveying according to actual needs.

Click [Point Library] to enter the coordinate point
library interface, as shown in Figure 3.7-4, where you can
view the surveying point status.

Click the icon [l to modify and edit the antenna height
information, as shown in Figure 3.7-5. The antenna height
setting is to subtract the antenna height from the phase
center coordinates of the GNSS to get the actual position of
the measured target on the ground. If the antenna
information is incorrect, click the antenna information to
select the correct antenna type in the antenna management
(used when the GNSS device does not output antenna
information or uses an external antenna).

Click [ Tools], as shown in Figure 3.7-6, you can quickly
operate certain functions in the menu as needed, or you can
add and delete functions in the toolbar according to user
needs in the settings.

Click the icon |48}/ to enter the surveying setting
interface, as shown in Figure 3.7-7. Set the measurement
collection restriction conditions here, such as the solution

limit, HRMS Limit, VRMS Limit, PDOP Limit, AGE Limit, etc.
Users set the LIMIT conditions according to the accuracy
requirements of the operation. Setting the number of
smoothing points is to collect multiple positioning points
and calculate the average value to indicate the accuracy. In
addition, you can also set the default point name and default
code, etc. The information bar is to set the display content of
the status information bar. Users can set the display
according to the information they focus on, as shown in
Figure 3.7-8. The toolbar is for users to set common
functions according to their needs during the operation, so
that users can quickly and conveniently call certain
functions, as shownin Figure 3.7-9. These functionsinclude:
Auto JUMP, Switch Map, ROSE mode, Take screen point,
CAD text, coordinates converter, Perimeter and area, CAD
background color, etc. Click the menu icon on the toolbar to
trigger the corresponding function.

Click the icon [(3)] to automatically center the current
position on the screen. Click the icon \f-j to display all
current measurement points on the screen.

Click the icon E\ , as shown in Figure 3.7-10, to turn
on/off the tilt measurement function.

Click the icon, as shown in Figure 3.7-11 and Figure
3.7-12, to select the network map you want to display.
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3.8 Tilt Survey

The tilt survey function requires the instrument to have
a tilt module. Instruments with this function can do the
following:

1. The accuracy of the instrument can be maintained
within 2cm within the tilt range of 60 °;

2. The calibration process is simple, just shake the
centering pole back and forth in place;

3. Support centering pole calibration, which can
eliminate the survey error caused by the curvature of the
centering pole.

Click [Surveyl> [Point Survey] to enter the point
Survey page, click the tilt survey icon in the upper left
corner E to turn on the tilt survey function. When turned
on, the icon is@‘. Then follow the pop-up prompts, as
shown in Figure 3.8-1, and enter the antenna height
parameters (centering pole height) according to the actual
situation.

At this time, the instrument needs to be in a fixed state.
Refer to the pop-up animation, as shown in Figure 3.8-2,
shake the centering pole back and forth for 5 to 10 seconds,
then rotate 90°, and continue to shake the centering rod
back and forth until the measurement icon changes to ,
as shown in Figure 3.8-3 , and then you can perform tilt
survey.
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3.9 Laser Survey

Laser Survey requires connecting to an instrument with
laser measurement. It is a more convenient way of point
survey. It can measure wherever the laser canilluminate, and
can overcome obstacles, saving time and effort. When
connecting to an instrument with laser function, a laser
measurement icon will appear on the measurement
interface. When the laser measurement interface is turned
on, the instrument willemit a green laser. The coordinates of
the place where the laser illuminates can be measured.

Connect the receiver via WiFi, when you are using laser
measurement, the real-time laser position will be shown on
the screen.Click [Survey] - [Laser Survey] to enter the laser
measurement interface, as shown in Figure 3.9-1. Follow the
pop-up prompts and enter the antenna height parameters
(centering pole height) according to the actual situation, as
shown in Figure 3.9-2. At this time, the instrument needs to
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be in a fixed state, as shown in Figure 3.9-3. Click

icon and refer to the pop-up animation, as shown in Figure
3.9-4, shake the centering pole back and forth for 5~10s,
then rotate 90, and continue to shake the centering pole
back and forth until the measurement icon changes to ,
as shown in Figure 3.9-5. Click the

icon to complete the
laser measurement data collection. In this interface, write the
laser measurement point name and code, and you can see
the laser measurement distance and measurement
accuracy.

Click [Point Library] to view laser measurement points
and common measurement points, as shown in Figure 3.9-6.
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3.10 Point Stakeout

Click [Survey]> [Point Stakeout] to enter the point
stakeout library interface, as shown in Figure 3.10-1. Point
stakeout means finding the location of a point through
coordinate points in the field when the coordinates of the
point are known. Points that have not been staked out and
those have been staked out will be displayed. Click the
stakeout point to edit, view details, stake out, and delete the
stakeout point, as shown in Figure 3.10-2. The points to be
staked out are part of the coordinate point library. The
operations of adding, removing, importing, and exporting
stakeout points are the same as those in the coordinate
point library. Removing points from the points to be staked
out does not actually delete points in the point library. You
can also select points from the coordinate points (all points
in the coordinate point library) for stakeout. After selecting
points for stakeout, enter the point stakeout interface, as
shown in Figure 3.10-3.
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Click the icon \\@1 to enter the layout setting interface,
as shown in Figure§.10—4, where you can set the prompt
range, layout tolerance, etc. You can also set the reference
direction to east, south, west, north, front, back, left, right,
and voice broadcast.

The layout of the point stakeout interface is similar to
that of point survey, but there are some differences. The fill
and cut values of the southeast, northwest, and northeast
deviation values from the target are displayed in the status
information bar. The compass, the current positioning, the
measurement type, coordinate point library, antenna height
and tools, functions such as stake out the nearest point,
stake out the previous point, and stake out the next point are
displayed at the bottom of the drawing area.

Click [ Nearest Point], as shown in Figure 3.10-5, to
stake out the nearest point.

Click @.{the icon, as shown in Figure 3.10-6, to manually
add stakeout points at any time.

How could we reach the destination faster?

If the user has a good sense of direction, he can
distinguish between east, south, west and north in real-time
field work. In the layout compass display, he can directly see
the continuity between the current positioning point and the
target point, and just walk to the direction it points to. As
shown in Figure 3.10-3, you can find the target point Pt 1 by
walking southwest.

What if the user has a poor sense of direction and
cannot distinguish between east, south, west and north?
You can look at the small arrow of the current location. The
direction of this small arrow is the direction of the tablet
when itis placed flat. As shown in Figure 3.10-3, the current
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tablet is pointing to the south. You can turn the tablet to
point to the same direction. When the tablet's direction
coincides with the current point and the target point, it
means that the tablet's direction is consistent with the
target point. At this time, follow the tablet's direction and
move forward.
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(Communication mode
3.1 AR Stakeout needs to select WIFI)

AR stakeout needs to be connected to an instrument
with AR function via WIFI to be displayed. It can provide
high-definition real-scene stakeout function and better
real-scene stakeout application to help you stake out the
target in one shot.

1.Click [Device]> [Communication] to enter the
communication settings interface, as shown in Figure 3.11- 1.
Select the device type (RTK), communication mode (WIFI),
and then click [ Search], as shown in Figure 3.11- 2, view the
WIFI device list, select the corresponding device serial
number (default device number), and click [Connect] to
complete the device connection, as shown in Figure 3.11- 3.
After the device is successfully connected, it will directly
return to the device interface.

2.Configure the rover to achieve a fixed solution state,
refer to Section 3.2.

Note: To use the Phone Internet, the controller needs to
have a SIM card inserted to connect to the Internet.

Click [Survey]> [Point Stakeout] to enter the point
stakeout library interface, as shown in Figure 3.11-4. The
points to be staked will display the unstaken points and the
staked points. Click the staked point to edit, view the details,
stake out and delete the staked point, as shown in Figure
3.11-5. After selecting the point to stake out, enter the point
stakeout interface, as shown in Figure 3.11-6. Click the tilt
survey icon in the upper left corner \EJ to turn on the tilt
measurement function, as shown in Figure 3.11-7. When it is

turned on, theiconis | .

Then follow the pop-up prompts and enter the antenna
height parameters (centering rod height) according to the
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actual situation , as shown in Figure 3.11- 8. At this time, the
device needs to be in a fixed state, shake the centering rod
back and forth for 5~10s, then rotate 90°, and continue to
shake the centering rod back and forth until the
measurement icon changes to , as shown in Figure 3.11-
9. Click the AR icon [@ in the upper left corner, as shown in
Figure 3.11- 10, to enter AR real-scene stakeout.

Finally, follow the arrow direction and distance
indication to navigate to the area close to the stakeout point,
as shown in Figure 3.11-11. When the tip of the centering rod
coincides with the marked point, as shown in Figure 3.11-12,
the AR real-scene stakeout is completed. At this time, you
can click the measurement icon and choose to stake out the
next point, previous point, or stake out again according to
the pop-up prompt.
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3.12 Localization

Click [Project]>[Localization], as shown in Figure
3.12-1, you can import control point parameters in various
formats, or export control point data into files by third-party
software. The high-precision position obtained by the
software from the GNSS device is the latitude and longitude
coordinates of satellite positioning, but in actual project
operations, the plane coordinates on the ground are
ultimately required for survey and application. If the
customer has coordinates conversion parameters, the
coordinate system parameter values can be set directly in
the coordinate system (details 2.3). If the customer does not
have specific coordinate system parameters, but has
corresponding latitude and longitude coordinates and plane
coordinates, we call them control points. In the case of
control point data, this function can be used to calculate the
conversion parameters and apply them to project
operations.

Click [Add], as shown in Figure 3.12-2, you can manually
enter the control point, or choose to import it from the
coordinate point library, as shown in Figure 3.12-3. In the
control point list, select the data item to modify, edit and
delete the control point parameters, as shown in Figure
3.12-4.

After editing the control point parameters, calculate the
conversion parameters for the control points. Click
[Calculate Method] to pop up the conversion parameter
condition settings, as shown in Figure 3.12-5. Coordinate
conversion methods include plane correction, vertical
correction, elevation fitting and seven parameters, which
can be all or part of the combination. As long as the
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corresponding accuracy is achieved within the accuracy
range, the calculated conversion parameters are considered
to be available. The plane correction model includes four
parameters and horizontal adjustment. The elevation fitting
method includes weighted average, plane fitting, surface
fitting and vertical adjustment. Usually, if the operating
range is very wide, seven parameters are needed to meet
the accuracy requirements of all control points. If the
operating range is relatively small, plane correction can
usually achieve the corresponding accuracy.

After configuring the calculation conditions, click
[Calculate] to display the calculation results of the
conversion parameters and the residuals of each control
point, as shown in Figure 3.12-6. After calculating the
conversion parameters, you can export the calculation
report for project review. If the conversion parameters are
qualified, apply the parameters to the project and you can
perform the surveying work normally.
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3.13 Calibrate Point

Click [Project]> [Calibrate Point], as shown in Figure
3.13-1. In actual application, GNSS equipment obtains
high-precision position by combining differential data of
base station with solution. Here we know the coordinate
position of base station. In fact, the high-precision position
output by GNSS equipment is the relative position of base
station. In actual application, some users using differential
data of CORS reference station, there are also quite a few
users using differential data of base station transmitted by
their own GNSS equipment. When transmitting differential
data by building their own stations, a project may involve
starting base station multiple times. When initiating the
base station, the starting position and starting coordinates
of base station may change, and the starting coordinates
may not be correct. In the absence of calibration, the
coordinates of rover obtained by using these base station
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differentials may be wrong (at the same location, the
coordinates measured by previous differential data are
different from the coordinates obtained by new differential
data). Therefore, when the rover receives new base station
differential data for surveying, it needs to perform points
calibration so that the coordinates obtained by software
match the coordinates obtained by connecting to the last
base station. After the starting coordinates or starting
position of the base station changes, a known position needs
to be used to calibrate the coordinates correctly.

Click [Base Point Calibration], as shown in Figure 3.13-2,
and olickto select a known point in the coordinate point
library (use the coordinates measured by the base station at
a certain location last time). Then click [Calculate] and
apply.

Click [ Marker Point Calibration], as shown in Figure
3.13-3, and click select a known point in the coordinate
point library (use the coordinates measured by the base
station at a certain location last time), then place the GNSS
device at the location of the known point. Click g to measure
a new positioning point, and calculate the deviation value.
Click [Apply], and the coordinates received by the software
will match the coordinates measured last time.

The base station coordinates change and remind you
whether to recalibrate. If the base station coordinates
change when receiving the differential signal from the
self-built base station, it means that the points calibration of
base station is required and needs to be re-calibrated.

Note: The CORS reference station is a long-term
operating reference station whose position and startup
coordinates will not change. If the differential data of the
CORS reference station is used, the received coordinates
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may change, the obtained coordinates are still correct and
no translation calibration is required.
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3.14 Coordinate Point library

Click [Project]~> [ Points Database], as shown in Figure
3.14- 1. Here you can view and manage the point data in the
project, including adding, editing, deleting, and importing.

Click the upper right corner E , as shown in Figure
3.14-2, to switch the display style of point information.

Click [Add], as shown in Figure 3.14-3, and you can
manually enter the point name, code and corresponding
coordinates;

Click [Import], as shown in Figure 3.14- 4, select the file
format of the point data to be imported, and then select the
data file to complete the data import.

Select the coordinate point and click [Edit], as shown in
Figure 3.14-5, you can edit and modify the name and code of
the coordinate point;
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Click the upper right corner ? as shown in Figure
3.14-6, to filter the point type.

Click the upper right corner and the operation will
pop up, as shown in Figure 3.14-1. You can perform batch
deletion, data statistics, sorting and other functions as
needed;
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3.15 Export File

Click [Project]> [ Export File]l, as shown in Figure
3.15-1, and select the type, file format, and angle format of
the exported data as needed. Click [ Format Manager], as
shown in Figure 3.15-2, select the file format of the data to
be exported, and click [OK]. Click [User-defined Format], as
shown in Figure 3.15-3, and you can manually create and edit
the file format of the exported data.

CEENCTITI NI

Export Road Cross-section I & survey point cata formatis)

Survey point data
File Format Jormatloat) V] % casstomatiaat

Name) (CodelLattuce (L ongituce] (A,

v
Latiuge) (Origina Longitude] [Orginal Alituce],
Staton Comrection ] (Staton Correction ) [Sation

@

[Tracked steite] PDOPL HRMSLIVRMSL.IAGE],
Loca melUTC ime) Base 0] Base Lattucel(Base

corrction] [Pt) Rol Yaw Targe] Mieace],
[Offset Eevation i)

Angle format  [_dd'mmissssss” v

GoogleEarth ki fl formatlkamz)

Track fl formatl gpx)

0OL fie formattesv)
DOL i formatttm)
NETCAD format(ner)

P i)

Carlson coordinate fe crd)

BT T N O AT

Figure 3.15-1 Figure 3.15-2 Figure 3.15-3
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3.16 Device Information

Click [Device]> [Device Information], as shown in
Figure 3.16, to view basic information such as the GNSS
device's working mode, device serial number, Firmware
Version, Battery Power, expiry date, Satellites System,
Antenna Parameters, etc.

Working Mode Rover
Device Serial no 732566861004969 Device Serial n
Firmware ME8-FMW31.473.2311.1 Registration =
Version 829 Date
Current
il Phone Internet
Battery Power — % e
Expiry date 20240221
IMEI 868343049829653 1 2 3 A 8
Satellites System B B B = =
Enable GPS Enable
Enable BEIDOU Enable 7 8 9 E F
Enable — -
GLONASS i 0 Back
Enable GALLEO Enable

_Antenna Type DECMBEKATA_
Radius 130mm

SHMP Offset
L1 Offset

Omm _

L2 Offset 57.09mm

Figure 3.16

Figure 4.1

4. Device Activation and Software
Registration

4.1Device Activation

Click [Device] - [Device Activation], as shown in Figure
4.1, to view the device serial number and expiry date. If the
GNSS device has expired, you can obtain the registration
code from the dealer and authorize the device here.
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4.2 Software Registration

Click [Project]> [About Software], as shown in Figure
4.2-1, to view the software version information and
registration authorization information.

Click [Check for new versions], if there is a new version,
the new version update information will pop up, click
[Update] to update the software to the latest version. If
there is no new version, it will prompt that it is already the
latest version.

Click [Software Registration] to jump to the software
registration interface, as shown in Figure 4.2-2, to view the
activation ID and expiry date.

When you install the software for the first time, click
[Online Activation] to activate it for three months of free
trial.

Click [Manual Code Activation], as shown in Figure
4.2-3, enter the authorization code here or scan the QR code
of the authorization code to activate the software.

If you need to replace a new controller, you can click
[Transfer activation code] in the old controller, then enter
the software registration of the new controller and enter the
transferred activation code to activate the software.
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Activation options
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Figure 4.2-1 Figure 4.2-2 Figure 4.2-3

5. Built-in Radio

T50 is equipped with a 1.5Watt digital radio that
supports integrated transmission and reception. Users can
choose three power levels: low (0.5W), and high (1.5W).

Note: Every time you set the data link to the built-in
radio, you need to install the radio antenna in advance.
Please open the UHF radio cover on the bottom of the
housing and then install it.
5.1Radio Protocol

The device currently supports the following 10 radio
protocols, which you can adjust it according to your needs.
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TRIMTALK-9600 v

C€$S-11000
C€$S-12000
CSS-15000
C$S-18000
SATEL-19200
SATEL-9600
SOUTH-19200
SOUTH-9600
TRANSEOT-9600
TRIMMK3-19200
TRIMTALK-4800

R
5.2 Default Channel Frequency

The device has 16 default channel frequencies, and the
frequency of each channel supports custom configuration
modification.

aisle Frequency/MHz
1 463.125
2 464.125
3 465.125
4 466.125
5 463.625
6 464.625
7 465.625
8 466.625
9 463.375
10 464.375
il 465.375
12 466.375
13 463.875
14 464.875
15 465.875
16 466.875
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6. Technical Indicators

SYSTEM SYSTEM PLATFORM ENVIRONMENT

HARDWARE SYSTEM  ARM Cortex-A7 1.8GHz Bluetooth BR+EDR+BLE Operating Temperature -30°C~+65°C
(o) Linux WIFI 80211b/g/n Storage Temperature  -40°C~+85°C
LTE FDD: B1/2/3/4/5/7/8/12/13/ ;
GPS L1C/A, L1C, L2P(Y), L2C, L5 Network LTE TDD: B38/39/40/41
N B WCDMA: B1/2/4/5/6/8/19 Protection Rating P68

GLONASS L1,L2,L3 GSM: B2/3/5/8 HYSICA
BDS B1l, B2, B3I, B1C, B2a, B2b(PPP) Storage 32GB storage

Magnesium alloy casing with

GALILEO E1, E5a, E5b, E6(PPP] Integrated high-power transceiver Materials N
¢ ) Frequency Range: 410~470MHz AERIFO e el G
Qzss L1, L2, L5 Radi Power: 0.5W/15W Dimensions ®132* 83mm
SBAS LIPPP) adio Protocols: TRIMTALK, TRIMMKS3,
SOUTH, TRANSEQT, SATEL, LORA Weight 7709
CCESSORIES
Channel 1408 Type: Class 3R
Range: 30m T50 1Unit
Standard Output NMEA-0183 L Modul Precision: £5mm=+100*10-6"D,
Correction I/O Protocol RTCM 3.X aserfloduie (D: Measurement Distance) WPC-GESHETEEEREr BeS)
Wavelength: 520£20nm Type-C To Type-C 1PCS
Frequency 20Hz max Power: 38mwW
Reacquisition Time <1s Sensor: 1/306inch Radio Antenna 1PCS

—— = Laser Assist Camera ng;?"gf;ﬁsz;@%g? @® ww.toknav.cn  @info@toknav.cn
Distortion: <1% Manufacturers may update parameters at any time, please
ACCURA AR Stakeout Supported refer to the latest product information.

SINGLE (RMS) Horizontal: 1.5m / Vertical: 2.5m Sensor: 1/2.8 inch
Aperture: f/2.5 = [E] Europe, North & South America
DGPS (RMS) Horizontal: 04m / Vertical: 0.8m AR Camera Resolution: 19201080 Tel & WhatsApp: +1(323) 847-7713 (lan)
y FOV: 69, 3°.+ 3° ALi Asia, Africa & Oceania
RTK (RMS) Horizontal: + (8mm+ippm) OV 095 =8 TR Tel & WhatsApp: +86 138 2607 5986 (Jeffrey)
Vertical: + (15mm+1ppm) Distortion: <0.38%
) Guangzhou Toksurvey Information Technology Co., Ltd
WIEIREENESNE) AU BATTERY / CHAR No. 9 Caipin Road, Building B, Room 801-6,

Horizontal: + (25mm+Ippm) Huangpu District, Guangzhou, China
Vertical: + (Smm+Ippm)

Speed Accuracy(RMS)  0.03m/s Endurance

Static(RMS) Capacity 74V, 6500mAh

Over 16 hours(when applying
controller network mode)
Tilt Compensation

(=60°) <2cm Charging USBPD 15V/2A 5V/3A
Horizontal: + 8mm+1ppm)

AR E OB ACEIERy Vertical: + (15mm+1ppm)

Laser Measurement <=2.5cm 3D error within

5mrange
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Frequency Bands:

GSM 900: 880 MHz to 915 MHz

GSM1800: 1710 MHz to 1785 MHz

WCDMA Band |: 1920 MHz to 1980 MHz
WCDMA Band VIII: 880 MHz to 915 MHz
LTE Band 1: 1920 MHz to 1980 MHz

LTE Band 3: 1710 MHz to 1785 MHz

LTE Band 7: 2500 MHz to 2570 MHz

LTE Band 8: 880 MHz to 915 MHz

LTE Band 20: 832 MHz to 862 MHz

LTE Band 28: 703 MHz to 736 MHz

LTE Band 38: 2570 MHz to 2620 MHz

LTE Band 40: 2300 MHz to 2400 MHz

WLAN 802.11b/g/n20: 2412 MHz to 2472MHz
WLAN 802.11n40: 2422 MHz to 2462MHz
WLAN 802.11a/n20/n40/ac20/ac40/ac80: 5150 MHz to 5250 MHz
WLAN 802.11a/n20/n40/ac20/ac40/ac80: 5725 MHz to 5850 MHz
Bluetooth: 2402 MHz to 2480 MHz

GPS: 1575.42 MHz + 1.023 MHz

BDS: 1561.098MHz

GLONASS: 1602 MHz

GALILEO: 1575.42 MHz

NFC: 13.56MHz

Max power:

GSM 900: 30.33dBm
GSM1800: 25.89dBm
WCDMA Band I: 23.73dBm
WCDMA Band VIII: 24.14dBm
LTE Band 1: 24.25dBm
LTE Band 3: 24.05dBm
LTE Band 7: 23.21dBm
LTE Band 8: 24.33dBm
LTE Band 20: 24.19dBm
LTE Band 28: 24.23dBm
LTE Band 38: 23.80dBm
LTE Band 40: 23.03dBm
2.4GHz WLAN: 17.88dBm
5GHz WLAN: 16.37dBm
5.8GHz WLAN: 13.61dBm
Bluetooth: 6.66dBm

BLE: -1.73dBm

Modulation Mode:

GSM: GMSK for GPRS; GMSK and 8PSK for EDGE
WCDMA: QPSK; HSDPA: QPSK/16QAM; HSUPA: BPSK
LTE: QPSK/16QAM

2.4G WLAN: 802.11b(DSSS): CCK, DQPSK, DBPSK
802.11g(OFDM): BPSK, QPSK,16-QAM,64-QAM
802.11n(OFDM): BPSK, QPSK,16-QAM,64-QAM

5G WLAN: 802.11a/n(OFDM): BPSK, QPSK,16-QAM,64-QAM
802.11ac (OFDM): BPSK, QPSK,16-QAM,64-QAM,256-QAM
Bluetooth: BT(1Mbps): GFSK

BT EDR(2Mbps): 11/4-DQPSK

BT EDR(3Mbps): 8DPSK

BLE: GFSK

GPS: BPSK

BDS: QPSK

GLONASS: FDMA

GALILEO: CBOC

NFC: ASK

BDR + EDR: Channel Spacing: 1MHz
BLE: Channel Spacing: 2MHz
2.4G WIFI Channel Spacing: 5SMHz



5G WIFI Channel Spacing: 10MHz
WCDMA Channel Spacing: 200KHz
GSM Channel Spacing: 200KHz

GSM/WCDMA/LTE: PCB Antenna, Gain(s): GSM 900: -1.19dBi, GSM1800: 2.24dBi;
WCDMA: B1: -5.1dBi, B8: -1.19dBi;

LTE: B1: -5.1dBi, B3: 2.24dBi, B7: 2.24dBi, B8: -1.19dBi, B20: -4.83dBi, B28: -4.83dBi,
B38: -2.29dBi, B40: -1.48dBi

Bluetooth: PCB Antenna, Gain(s): 2.08dBi;

WLAN: PCB Antenna, Gain(s): 2.4GHz: 2.08dBi, 5GHz: 2.51dBi, 5.8GHz: 2.51dBi,
GNSS: PCB Antenna,

NFC: Coil Antenna, Gain(s): 0dBi.

CE Maintenance
1.Risk of explosion if battery is replaced by an incorrect type. Dispose of used batteries

according to the instructions.
2.The product shall only be connected to a USB interface of version Type-C.
3.Adapter shall be installed near the equipment and shall be easily accessible.
4.EUT Operating temperature range: -10° C to 45° C .

5.Adapter: The plug considered as disconnect device of adapter
Power supply and ADP(rating):

Input: AC 100-240V 50/60HZ 0.8A Max

Output: DC 3.3-11.0V 2.72A 29.92W or 5.0V 3.0A 15.0W or 9.0V 3.0A 27.0W or 12.0V 2.5A
30.0W or 15.0V 2.0A 30.0W

6.The device complies with RF specifications when the device used at 20cm you’re your body.

This product may be used in the following European member states subject to the following
restrictions. For products that operate in the frequency band 5.150 to 5.250 GHz, wireless
access systems (WAS), including radio local area networks (RLANS), shall be restricted to
indoor use.

AT |BE|BG|CH|CY|CZ)DE|DK|EE|EL|ES

g FI'|FRy{HR|HU]IE [ IS | IT | LI LT JLU|LV

MT|NL|NO|PL|IPT|ROJSE| SI |SK|TR

Declaration of Conformity

Guangzhou Toksurvey Information Technology Co., Ltd hereby declares that this High
Precision GNSS Receiver is in compliance with the essential requirements and other
relevant provisions of Directive 2014/53/EU. In accordance with Article 10(2) and Article
10(10),This product is allowed to be used in all EU member states.



FCC Caution.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause
undesired operation.

Any Changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates
uses and can radiate radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one or
more of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure Statement:
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20 cm

between the radiator & your body.





