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1. STANDARD AND APPLICABLE TEST METHODS

The tests were performed according to following standards:
47 CFR Part 15.247: Operation within the bands 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz
ANSI C63.10-2020: American National Standard of Procedures for Compliance Testing of Unlicensed

Wireless Devices.

2. REPORT VERSION

Version No. Issue date Description

00 August 14, 2026 Original
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3. TEST DESCRIPTION
No. Test ltem Standard Requirement Result
1 Antenna Requirement 47 CFR 15.203 Pass
2 Conducted Emission at AC power line 47 CFR 15.207(a) Pass
3 6dB Bandwidth 47 CFR 15.247(a)(2) Pass
4 Maximum Conducted Output Power 47 CFR 15.247(b)(3) Pass
5 Power Spectral Density 47 CFR 15.247(e) Pass
6 Copdqcted band edge and spurious 47 CFR 15.247(d) Pass
emission
7 Radiated band edge emission 47 CFR 15.247(d), 15.209, Pass
15.205
8 Radiated Spurious Emission (below 47 CFR 15.247(d), 15.209, Pass
1GHz) 15.205
9 Radiated Spurious Emission (Above 47 CFR 15.247(d), 15.209, Pass

1GHz)

15.205

Note:

—  The measurement uncertainty is not included in the test result.
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4. SUMMARY

4.1. Product Description *

Main unit information:

Product Name: Wireless Controller
Trade mark: BSP
Model No.: G3

Listed Model(s): -

Model difference: -

DC 5V by USB port

Power supply: DC 3.7V by internal battery

Hardware version: -

Software version: -

Accessory unit (AU) information:

Battery information DC 3.7V,400mAh,1.48Wh

4.2. Radio Specification Description *

Modulation type: GFSK
Operation frequency: 2402MHz to 2480MHz
Channel number: 40
Channel separation: 2MHz
Antenna type: PCB Antenna
Antenna gain: 2.88dBi

Note:

1) *: As the above information is provided by the applicant, all relevant results and conclusions of this report
are based solely on such information. Bangce lab shall not be liable for the authenticity, integrity, and
resulting outcomes of the information, and/or the validity of the conclusions herein.

2) Operation frequency list as follow:

Channel Fr?l\c/||l|.|_|ezr;cy Channel Frz\q;lll{iezr;cy Channel Fr?l\q/lll.l_iezr;cy Channel Fr?l\c/||l|.|_|ezr;cy
0 2402 10 2422 20 2442 30 2462
1 2404 11 2424 21 2444 31 2464
2 2406 12 2426 22 2446 32 2466
3 2408 13 2428 23 2448 33 2468
4 2410 14 2430 24 2450 34 2470
5 2412 15 2432 25 2452 35 2472
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6 2414 16 2434 26 2454 36 2474
7 2416 17 2436 27 2456 37 2476
8 2418 18 2438 28 2458 38 2478
9 2420 19 2440 29 2460 39 2480

4.3. Modification of EUT

No modifications are made to the EUT during all test items.

4.4. Deviation from standards

None

4.5. Testing Site

Laboratory Name

Shenzhen Bangce Testing Technology Co., Ltd.

Laboratory Location

101, building 10, Yunli Intelligent Park, Shutianpu community, Matian
Street, Guangming District, Shenzhen, Guangdong, China

Contact information

Tel: 86-755-2319 6848, email: service@cis-cn.net
Website: http://www.cis-cn.net/

FCC registration number

736346

FCC designation number

CN1372
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5. TEST CONFIGURATION
5.1. Test frequency list
Lowest Channel (LCH) Middle Channel (MCH) Highest Channel (HCH)
(MHz) (MHz) (MHz)
2402 2440 2480
5.2. Descriptions of test mode
No Test mode Description
Keep the EUT in continuously transmitting mode with GFSK
Mode TX mode modulation at lowest, middle and highest channel.
Mode2 Link mode Keep the EUT in Bluetooth linking mode with AE.

5.3. Test sample information

Type

Sample No.

Engineer sample

CISR260805026-S01

Normal sample

CISR260805026-S02

5.4. Environmental conditions

Type

Requirement

Temperature:

15~35°C

Relative Humidity:

25~75%

Air Pressure:

860~1060mbar

5.5. Statement of the measurement uncertainty

No. Test ltems Measurement Uncertainty
1 ggl\r;l(lj—iuz(;ted Emission at AC power line (150kHz ~ 3.52dB
2 Bandwidth 0.19%
3 Conducted output power 1.38dB
4 Power spectral density 1.39dB
5 Conducted spurious emission 1.40dB
6 Radiated Spurious Emission (Above 1GHz) 4.60dB
7 Radiated Spurious Emission (9kHz ~ 30MHz) 3.28dB
8 Radiated Spurious Emission (30MHz ~ 1000MHz) 4.46dB

This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level

using a coverage factor of

k=1.96.
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5.6. Equipment Used during the Test
Conducted Emission at AC power line
Item Equipment name Manufacturer Model Serial No. Calébarg[ ion Due date
1 87473 Shielding SKET 8m™Am™3 | C1S.EE012 | 2024-09-02 | 2027-09-01
room m
2 | EMI Test Receiver ROHDEFf‘ZSCHWA ESPI7 | CIS-EE043 | 2026-01-06 | 2027-01-05
NSLK
3 LISN SCHWARZBECK | 'yoo! CIS-EE044 | 2026-01-06 | 2027-01-05
4 LISN-AE ETS 381,\9(2“ CIS-EE075 | 2026-01-06 | 2027-01-05
5 RF Cable SKET ] CIS-EE071 | 2026-01-06 | 2027-01-05
6 Power Strip BULL GNIN-413 | CIS-EE087 | 2026-01-06 | 2027-01-05
7 Test software FARAD EZ-CON CIS-EE095 / /
8 | Thermohygrometer DeLi 8866 CIS-EE069 | 2026-01-06 | 2027-01-05
Maximum Conducted Output Power
Power Spectral Density
Emissions in non-restricted frequency bands
6dB Bandwidth
ltem Equipment name Manufacturer Model Serial No. Calét;rgt ion Due date
1 | Spectrum analyzer ROHDEFf‘ZSCHWA FSV-40N | CIS-EE076 | 2026-01-06 | 2027-01-05
2 Notch Filter WCs St CIS-EE093 | 2026-01-06 | 2027-01-05
Assembly 1003
3 Vector Signal Agilent N5182A | CIS-RE012 | 2026-01-06 | 2027-01-05
Generator
4 Ar};?'og Signal Agilent N5181A | CIS-RE013 | 2026-01-06 | 2027-01-05
enerator
WCN-
5 Test software WCS Regulator CIS-EE103 / /
y
Band edge emissions (Radiated)
Emissions in frequency bands (below 1GHz)
Emissions in frequency bands (above 1GHz)
ltem Equipment name Manufacturer Model Serial No. Calébarg[ ion Due date
1 9*6*6 Chamber SKET SMOME | CIS-EE011 | 2024-00-02 | 2027-09-01
2 | EMI Test Receiver ROHDEFf‘ZSCHWA ESCI CIS-EE016 | 2026-01-06 | 2027-01-05
3 | Broadband Antenna | SCHWARZBECK | $-c> | CISEE018 | 2026-01-06 | 2029-01-05
Double Ridged BBHA ) e 1
4 | DoubleRidged | SCHWARZBECK | giyip | CIS-EE019 | 2026-01-06 | 20290105
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Antennas
5 Preamplifier Tonscend TAPf(;<3G CIS-EE021 | 2026-01-06 | 2027-01-05
6 Preamplifier Tonscend TA8F(’)%1001 CIS-EE022 | 2026-01-06 | 2027-01-05
7 Preamplifier WCs [z'é'éﬁ:)' CIS-EE081 | 2026-01-06 | 2027-01-05
8 RF Cable Tonscend ] CIS-EE024 | 2026-01-06 | 2027-01-05
9 RF Cable Tonscend ; CIS-EE025 | 2026-01-06 | 2027-01-05
10 Test software FARAD Ez;{EEMC CIS-EE097 / /
11 Thermohygrometer Deli 8866 CIS-EEQ067 2026-01-06 | 2027-01-05
FMZB
12 Loop Antenna | SCHWARZBECK | 1513-60 | CIS-EE060 | 2026-01-06 | 2029-01-05
B
13 | BroadbandHom | gopyyapzpEck | BBHA 1 015 EEo20 | 2025-01-09 | 2028-01-08
Antenna 9170
14 Preamplifier Tonscend TAOF(’)L%O“ CIS-EE023 | 2026-01-06 | 2027-01-05
ZHPF6-
15 | 1GHz Highpass COM-MW '\1";888_' CIS-EEA043 | 2026-01-06 | 2027-01-05
3910
ZHPF6-
. M3000-
16 | 3GHz Highpass COM-MW oo, | CISEEAO44 | 2026-01-06 | 2027-01-05
5254
ZHPF6-
. M6500-
17 | 6GHz Highpass COM-MW oo, | CISEEAQ45 | 2026-01-06 | 2027-01-05
547
18 Notch Filter Tonscend TS@JS08 | s EE026 | 2026-01-06 | 2027-01-05
Assembly 06-F
19 Spectrum analyzer Agilent N9020A CIS-RE001 2026-01-06 | 2027-01-05
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6. TEST RESULTS

6.1. Evaluation Results (Evaluation)
6.1.1. Antenna Requirement

Test Requirement:

Refer to 47 CFR Part 15.203, an intentional radiator shall be designed to ensure
that no antenna other than that furnished by the responsible party shall be used
with the device. The use of a permanently attached antenna or of an antenna that
uses a unique coupling to the intentional radiator shall be considered sufficient to
comply with the provisions of this section.

Test Method:

6.1.1.1. Test Result

Pass

6.1.1.2. Conclusion:

The EUT antenna is PCB Antenna. It comply with the standard requirement. In case of replacement of
broken antenna the same antenna type must be used.Antenna structure please refer to the EUT internal
photographs antenna photo.
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6.2. Radio Spectrum Matter Test Results (RF)
6.2.1. Conducted Emission at AC power line

Test Requirement:

Refer to 47 CFR 15.207(a), Except as shown in paragraphs (b)and (c)of this
section, for an intentional radiator that is designed to be connected to the public
utility (AC) power line, the radio frequency voltage that is conducted back onto the
AC power line on any frequency or frequencies, within the band 150 kHz to 30
MHz, shall not exceed the limits in the following table, as measured using a 50
pMH/50 ohms line impedance stabilization network (LISN).

Frequency of emission (MHz) Conducted limit (dBuV)
Quasi-peak Average
. 0.15-0.5 66 to 56* 56 to 46*
Test Limit:
0.5-5 56 46
5-30 60 50
*Decreases with the logarithm of the frequency.
Test Method: ANSI C63.10-2020 section 6.2
1>. The EUT was setup according to ANSI C63.10 requirements.
2>. The EUT was placed on a platform of nominal size, 1 m by 1.5 m, raised 80 cm
above the conducting ground plane. The vertical conducting plane was located 40
cm to the rear of the EUT. All other surfaces of EUT were at least 80 cm from any
other grounded conducting surface.
3>. The EUT and simulators are connected to the main power through a line
impedances stabilization network (LISN). The LISN provides a 50 ohm /50uH
coupling impedance for the measuring equipment.
4>. The peripheral devices are also connected to the main power through a LISN.
Procedure: (Refer to the block diagram of the test setup and photographs)

5>. Each current-carrying conductor of the EUT power cord, except the ground
(safety) conductor, was individually connected through a LISN to the input power
source.

6>. The excess length of the power cord between the EUT and the LISN receptacle
were folded back and forth at the center of the lead to form a bundle not exceeding
40 cm in length.

7>. Conducted emissions were investigated over the frequency range from
0.15MHz to 30MHz using a receiver bandwidth of 9 kHz.

8>. During the above scans, the emissions were maximized by cable manipulation.

6.2.1.1. E.U.T. Operation

Operating Environment:

Temperature: 243 °C Humidity: 65.2 % Atmospheric Pressure: 102.2 kPa
Pre test mode: Mode2
Final test mode: Mode?2

6.2.1.2. Test Setup Diagram

40cm Receiver

EUT

|||—

Page 11 of 55




@ BANGCE

CERTIFICATION INSPECTION SERVICE

Report No.:

CISRR26080502602

6.2.1.3. Test Result

Pass

6.2.1.4. Test Data

Mode2 / Line: Line

80 dBu¥

70

60

50

40

30

20

10 .

0

10

20

0.750 030 050 0.60 MH2) 40 60 90 30.000
Frequency Reading Factor Level Limit Margin

Ne. (MHz) (dBuV) (dB) (dBuV) (dBuV) (dB) Detactor
1 0.1580 24.83 10.20 35.03 55.57 20.54 AVG
2 0.1740 38.33 10.19 48.52 64.77 16.25 apP
3 0.2380 20.73 10.16 30.89 52.17 21.28 AVG
4 0.2420 34.10 10.16 44.26 62.03 17.77 ap
5" 0.5299 35.75 10.16 45.91 56.00 10.09 ap
6 0.5299 25.54 10.16 35.70 46.00 10.30 AVG
7 1.7260 14.20 10.23 24.43 46.00 21.57 AVG
8 22940 28.38 1027 38.65 56.00 17.35 ap
9 43859 9.46 10.36 19.82 46.00 26.18 AVG
10 4.9540 23.30 10.38 33.68 56.00 22.32 ap
E 14.9580 17.99 10.50 28.49 60.00 31.51 ap
12 15.9140 2.93 10.58 13.51 50.00 36.49 AVG
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Mode2 / Line: Neutral

80 dBuY

70

60

50

40

30

20 peak

10 e el AV

0

-10

-20

0.150 0.30 0.50 0.80 (MHz) 40 6.0 9.0 30.000
Frequency Reading Factor Level Limit Margin

K. (MHz) (dBuv) (dB) (dBuVv) (dBuv) (dB) Dstekor
1 0.1780 35.02 10.14 45.16 64.58 19.42 QP
2 0.1980 21.11 10.13 31.24 53.69 2245 AVG
3 * 0.5299 28.93 10.12 39.05 46.00 6.95 AVG
4 0.5580 35.18 10.13 45.31 56.00 10.69 QprP
5 1.0580 17.90 10.16 28.06 46.00 17.94 AVG
6 1.0820 30.55 10.16 40.71 56.00 15.29 QprP
7 2.0020 14.66 10.23 24.89 46.00 21.11 AVG
8 2.3380 27.25 10.25 37.50 56.00 18.50 QP
9 3.4380 10.92 10.31 21.23 46.00 24.77 AVG
10 4.6579 20.99 10.35 31.34 56.00 24.66 QP
11 11.9660 5.60 10.44 16.04 50.00 33.96 AVG
12 14.3060 17.88 10.46 28.34 60.00 31.66 QP

Note:
1>. Level = Reading +Factor (Voltage Division Coefficient + Cable Loss + Attenuator Factor)
2>. Margin = Limit - Level
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6.2.2. 6dB Bandwidth

Test Requirement:

47 CFR 15.247(a)(2)

Test Limit:

Refer to 47 CFR 15.247(a)(2), Systems using digital modulation techniques may
operate in the 902-928 MHz, and 2400-2483.5 MHz bands. The minimum 6 dB
bandwidth shall be at least 500 kHz.

Test Method:

ANSI C63.10-2020, section 11.8

Procedure:

11.8.1 Option 1

The steps for the first option are as follows:

a) Set RBW = shall be in the range of 1% to 5% of the OBW but not less than 100
kHz.

b) Set the VBW = [3 x RBW].

c) Detector = peak.

d) Trace mode = max-hold.

e) Sweep = No faster than coupled (auto) time.

f) Allow the trace to stabilize.

g) Measure the maximum width of the emission by placing two markers, one at the
lowest frequency and the other at the highest frequency of the envelope of the
spectral display, such that each marker is at or slightly below the “-6 dB down
amplitude”. If a marker is below this “-6 dB down amplitude” value, then it shall be
as close as possible to this value.

11.8.2 Option 2

The automatic bandwidth measurement capability of an instrument may be
employed using the X dB bandwidth mode with X set to 6 dB, if the functionality
described in 11.8.1 (i.e., RBW = 100 kHz, VBW = 3 x RBW, and peak detector with
maximum hold) is implemented by the instrumentation function.

When using this capability, care shall be taken so that the bandwidth measurement
is not influenced by any intermediate power nulls in the fundamental emission that
might be = 6 dB.

6.2.2.1. E.U.T. Operation

Operating Environment:

Temperature: 229°C Humidity: 56.4 % Atmospheric Pressure: 102.2 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.2.2.2. Test Setup Diagram

6.2.2.3. Test Result

Pass

6.2.2.4. Test Data

— —

=il

y EL

Please Refer to Appendix for Details.
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6.2.3. Maximum Conducted Output Power

Test Requirement:

47 CFR 15.247(b)(3)

Test Limit:

Refer to 47 CFR 15.247(b)(3), For systems using digital modulation in the 902-928
MHz, 2400-2483.5 MHz, and 5725-5850 MHz bands: 1 Watt. As an alternative to a
peak power measurement, compliance with the one Watt limit can be based on a
measurement of the maximum conducted output power. Maximum Conducted
Output Power is defined as the total transmit power delivered to all antennas and
antenna elements averaged across all symbols in the signaling alphabet when the
transmitter is operating at its maximum power control level. Power must be
summed across all antennas and antenna elements. The average must not include
any time intervals during which the transmitter is off or is transmitting at a reduced
power level. If multiple modes of operation are possible (e.g., alternative
modulation methods), the maximum conducted output power is the highest total
transmit power occurring in any mode.

Test Method:

ANSI C63.10-2020 section 11.9.1

Procedure:

ANSI C63.10-2020, section 11.9.1 Maximum peak conducted output power

6.2.3.1. E.U.T. Operation

Operating Environment:

Temperature: 23.2°C Humidity: 55.5 % Atmospheric Pressure: 102.2 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.2.3.2. Test Setup Diagram

6.2.3.3. Test Result

Pass

6.2.3.4. Test Data

Please Refer to Appendix for Details.
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6.2.4. Power Spectral Density

Test Requirement: 47 CFR 15.247(e)

Refer to 47 CFR 15.247(e), For digitally modulated systems, the power spectral
density conducted from the intentional radiator to the antenna shall not be greater
than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

[ This power spectral density shall be determined in accordance with the provisions
of paragraph (b) of this section. The same method of determining the conducted
output power shall be used to determine the power spectral density.

Test Method: ANSI C63.10-2020, section 11.10
ANSI C63.10-2020+Cor 1-2023, section 11.10, Maximum power spectral density

Procedure: level in the fundamental emission

6.2.4.1. E.U.T. Operation

Operating Environment:

Temperature: 23°C Humidity: 56.5 % Atmospheric Pressure: 102.2 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.2.4.2. Test Setup Diagram

6.2.4.3. Test Result
Pass

6.2.4.4. Test Data

Please Refer to Appendix for Details.
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6.2.5. Conducted band edge and spurious emission

Test Requirement:

47 CFR 15.247(d)

Test Limit:

Refer to 47 CFR 15.247(d), In any 100 kHz bandwidth outside the frequency band
in which the spread spectrum or digitally modulated intentional radiator is operating,
the radio frequency power that is produced by the intentional radiator shall be at
least 20 dB below that in the 100 kHz bandwidth within the band that contains the
highest level of the desired power, based on either an RF conducted or a radiated
measurement, provided the transmitter demonstrates compliance with the peak
conducted power limits. If the transmitter complies with the conducted power limits
based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall
be 30 dB instead of 20 dB. Attenuation below the general limits specified in §
15.209(a) is not required.

Test Method:

ANSI C63.10-2020 section 11.11

Procedure:

ANSI C63.10-2020
Section 11.11.1, Section 11.11.2, Section 11.11.3

6.2.5.1. E.U.T. Operation

Operating Environment:

Temperature: 23°C Humidity: 56.9 % Atmospheric Pressure: 102.2 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.2.5.2. Test Setup Diagram

6.2.5.3. Test Result

Pass

6.2.5.4. Test Data

Please Refer to Appendix for Details.
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Report No.: CISRR26080502602

6.2.6. Radiated band edge emission

Test Requirement:

Refer to 47 CFR 15.247(d), In addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Frequency (MHz) Field strength Measurement
(microvolts/meter) distance
(meters)

0.009-0.490 2400/F(kHz) 300

Test Limit:

0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30
30-88 100 ** 3
88-216 150 ** 3
216-960 200 ** 3
Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation within
these frequency bands is permitted under other sections of this part, e.g., §§
15.231 and 15.241.

In the emission table above, the tighter limit applies at the band edges.

The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90 kHz,
110-490 kHz and above 1000 MHz. Radiated emission limits in these three bands
are based on measurements employing an average detector.

Test Method:

ANSI C63.10-2020 section 6.10

Procedure:

1>. EUT was setup and tested according to ANSI C63.10 .

2>.The EUT is placed on a turn table which is 1.5 meter above ground. The turn
table is rotated 360 degrees to determine the position of the maximum emission
level.

3>. The EUT was positioned such that the distance from antenna to the EUT was 3
meters.

4>, The antenna is scanned from 1 meter to 4 meters to find out the maximum
emission level. Thisis repeated for both horizontal and vertical polarization of the
antenna. In order to find the maximum emission, all of the interface cables were
manipulated according to ANSI C63.10 on radiated measurement.

5>. Use the following spectrum analyzer settings:

a) Span shall wide enough to fully capture the emission being measured

b) Set RBW=1MHz, VBW=3MHz for >1GHz, Sweep time=auto, Detector=peak,
Trace=max hold for Peak measurement

For average measurement: use duty cycle correction factor method (DCCF),
Average level = Peak level + DCCF

6.2.6.1. E.U.T. Operation

Operating Environment:

Temperature: 22.2°C Humidity: 55.1 % Atmospheric Pressure: 102.2 kPa
Pre test mode: Mode1
Final test mode: Mode1

Page 18 of 55




@ BANGCE

CERTIFICATION INSPECTION SERVICE
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6.2.6.2. Test Setup Diagram

| Cabinet |

Semi Anechoic Chamber Antenna Mount

-360° M+

Receiver

Position
Controller

1.5m

Preamplifier
Ml — = =
=
] -

Above 1GHz Smmm =

6.2.6.3. Test Result

Pass
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6.2.6.4. Test Data

Mode1 / Polarization: Horizontal / CH: L

100 dBu¥/m

90

80

70

60

50

40

30

20

10

0
2300.000 [MHZz) 2405.000
Frequency Reading Factor Level Limit Margin

L (MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) Detector
1 2310.0000 47.20 -17.52 29.68 74.00 44,32 peak
2 2310.0000 39.04 -17.52 21.52 54.00 32.48 AVG
3 2375.8520 50.01 -17.36 32.65 74.00 41.35 peak
4 " 2379.0230 41.15 -17.35 23.80 54.00 30.20 AVG
5 2390.0000 48.69 -17.32 31.37 74.00 42.63 peak
6 2390.0000 40.20 -17.32 22.88 54.00 31.12 AVG
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Mode1 / Polarization: Vertical / CH: L

100 dBuV¥/m
30
80
70
60
50
40
1 peak
30 brtosthlot M b b dpmnets i YT p——, rosl AVG
2
10
2300.000 [MHz) 2405.000
Frequency Reading Factor Level Limit Margin
g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 2310.0000 47.27 -17.52 29.75 74.00 44,25 peak
2 2310.0000 38.32 -17.52 20.80 54.00 33.20 AVG
3 2374.6970 40.57 -17.38 23.19 54.00 30.81 AVG
4 2378.5295 50.17 -17.35 32.82 74.00 41.18 peak
5 2390.0000 47.45 -17.32 30.13 74.00 43.87 peak
6 2390.0000 39.27 -17.32 21.95 54.00 32.05 AVG
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Mode1 / Polarization: Horizontal / CH: H

100 dBuV¥/m

30

80

70

60

50

40

30

20

10

0

2475.000 [MHz) 2500.000
Frequency Reading Factor Level Limit Margin
g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier

1 2483.5000 51.05 -17.03 34.02 74.00 39.98 peak
2 2483.5000 43.08 -17.03 26.05 54.00 27.95 AVG
3 2484.7300 54.19 -17.02 37.17 74.00 36.83 peak
4 " 2484.9650 44,59 -17.02 27.57 54.00 26.43 AVG
5 2500.0000 47.73 -16.94 30.79 74.00 43.21 peak
6 2500.0000 39.56 -16.94 22.62 54.00 31.38 AVG
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Mode1 / Polarization: Vertical / CH: H

100 dBuV¥/m

30

80

70

60

50

40

30

20

10

0

2475.000 [MHz) 2500.000
Frequency Reading Factor Level Limit Margin
g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier

1 2483.5000 54.51 -17.03 37.48 74.00 36.52 peak
2 2483.5000 45.60 -17.03 28.57 54.00 25.43 AVG
3 2484.6624 48.73 -17.02 31.71 54.00 22.29 AVG
4 2484.7200 57.97 -17.02 40.95 74.00 33.05 peak
5 2500.0000 47.24 -16.94 30.30 74.00 43.70 peak
6 2500.0000 39.96 -16.94 23.02 54.00 30.98 AVG
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6.2.7. Radiated Spurious Emission (below 1GHz)

Test Requirement:

Refer to 47 CFR 15.247(d), In addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Frequency (MHz) Field strength Measurement
(microvolts/meter) distance
(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30
30-88 100 ** 3
88-216 150 ** 3
. 216-960 200 ** 3
Test Limit:
Above 960 500 3
** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation within
these frequency bands is permitted under other sections of this part, e.g., §§
15.231 and 15.241.
In the emission table above, the tighter limit applies at the band edges.
The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90 kHz,
110-490 kHz and above 1000 MHz. Radiated emission limits in these three bands
are based on measurements employing an average detector.
Test Method: ANSI C63.10-2020 section 6.5.4
1>. The EUT was setup and tested according to ANSI C63.10.
2>.The EUT is placed on a turn table which is 0.8 meter above ground for below 1
GHz, and 1.5 m for above 1 GHz. The turn table is rotated 360 degrees to
determine the position of the maximum emission level.
3>. The EUT was set 3 meters from the receiving antenna, which was mounted on
the top of a variable height antenna tower.
4>, For each suspected emission, the EUT was arranged to its worst case and then
tune the Antenna tower (from 1 m to 4 m) and turntable (from 0 degree to 360
degrees) to find the maximum reading. A pre-amp and a high pass filter are used
for the test in order to get better signal level to comply with the guidelines.
Procedure: 5>. Set to the maximum power setting and enable the EUT transmit continuously.

6>. Use the following spectrum analyzer settings

a) Span shall wide enough to fully capture the emission being measured;
b) RBW=120 kHz, VBW=300 kHz, Sweep=auto, Detector function=peak,
Trace=max hold;

If the emission level of the EUT measured by the peak detector is 3 dB lower than
the applicable limit, the peak emission level will be reported. Otherwise, the
emission measurement will be repeated using the quasi-peak detector and
reported.

6.2.7.1. E.U.T. Operation

Operating Environment:

Temperature: 23°C Humidity: 56.7 % Atmospheric Pressure: 102.2 kPa

Pre test mode:

Mode1, Mode?2

Final test mode:

All of the listed pre-test mode were tested, only the data of the worst mode
(Mode2) is recorded in the report
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Cabinet ’

Position
Controller

.| Preamplifier

=

Below 1 GHz and above 30 MHz

6.2.7.3. Test Result

Pass
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6.2.7.4. Test Data

Mode2 / Polarization: Horizontal

100  dBuV/m

90

80

70

60

50 [
40 i .

30 '

20

10

0

10

20

30.000 50 70 100 (MHz) 300 400 600 1000.000
o, | Freror [ Fesang [ for [ tove [ it T Vet T o
1 47.9940 44.44 -28.66 15.78 40.00 24.22 QP
2 69.6004 45.70 -32.65 13.05 40.00 26.95 QP
3 102.3596 44.50 -30.38 14.12 43.50 29.38 QP
4 191.7450 48.91 -30.91 18.00 43.50 25.50 QP
5 382.5878 46.44 -25.47 20.97 46.00 25.03 QP
6" | 860.0351 4433 -17.00 27.33 46.00 18.67 QP
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Mode2 / Polarization: Vertical

100 dBuV¥/m

90

80

70

60

50 ]

40

30

20

10

0

-10

-20

30.000 50 70 100 [MHz) 300 400 600 1000.000

| FREEP | TR | BE | A | e | R | e
Iz 46.5030 5515 -28.71 26.44 40.00 13.56 QP
2 70.0902 58.27 -32.86 25.41 40.00 14.59 QP
3 95.4270 47.67 -31.18 16.49 43.50 27.01 QP
4 289.0020 46.55 -27.88 18.67 46.00 27.33 QP
5 625.0780 46.43 -20.48 25.95 46.00 20.05 QP
6 955.4381 44,99 -16.00 28.99 46.00 17.01 QP

Note:

1>. For 9 kHz ~ 30 MHz Measurement

The EUT was pre-scanned this frequency band, found the radiated level 20dB lower than the limit, so don't
show data on this report.

2>. Level= Reading + Factor (Antenna Factor+ Cable Loss- Preamp Factor)

3>. Margin = Limit — Level
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6.2.8. Radiated Spurious Emission (Above 1GHz)

Refer to 47 CFR 15.247(d), in addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated

TestRequirement: | . ic<ion limits specified in § 15.209(a)(see § 15.205(c)).

Frequency (MHz) Field strength Measurement
(microvolts/meter) distance
(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30
30-88 100 ** 3
88-216 150 ** 3
. 216-960 200 ** 3
Test Limit:
Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation within
these frequency bands is permitted under other sections of this part, e.g., §§
15.231 and 15.241.

In the emission table above, the tighter limit applies at the band edges.

The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90 kHz,
110-490 kHz and above 1000 MHz. Radiated emission limits in these three bands
are based on measurements employing an average detector.

Test Method: ANSI C63.10-2020 section 6.5.4

1>. The EUT was setup and tested according to ANSI C63.10.

2>.The EUT is placed on a turn table which is 0.8 meter above ground for 1.5 m for
above 1 GHz. The turn table is rotated 360 degrees to determine the position of the
maximum emission level.

3>. The EUT was set 3 meters from the receiving antenna, which was mounted on
the top of a variable height antenna tower.

4>, For each suspected emission, the EUT was arranged to its worst case and then
tune the Antenna tower (from 1 m to 4 m) and turntable (from 0 degree to 360
degrees) to find the maximum reading. A pre-amp and a high pass filter are used
Procedure: for the test in order to get better signal level to comply with the guidelines.

5>, Set to the maximum power setting and enable the EUT transmit continuously.
6>. Use the following spectrum analyzer settings

a) Span shall wide enough to fully capture the emission being measured;

b) Set RBW=1MHz, VBW=3MHz, Sweep time=auto, Detector=peak, Trace=max
hold for Peak measurement

For average measurement: use duty cycle correction factor method (DCCF)
Average level = Peak level + DCCF

6.2.8.1. E.U.T. Operation

Operating Environment:

Temperature: 23.1°C Humidity: 56.3 % Atmospheric Pressure: 102.2 kPa

Pre test mode: Mode1, Mode2

All of the listed pre-test mode were tested, only the data of the worst mode

Final test mode: (Mode1) is recorded in the report
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6.2.8.2. Test Setup Diagram

| Cabinet |

Semi Anechoic Chamber Antenna Mount

-360° M+

Receiver

Position
Controller

1.5m

Preamplifier
Ml — = =
=
] -

Above 1GHz Smmm =

6.2.8.3. Test Result

Pass
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6.2.8.4. Test Data

Mode1 / Polarization: Horizontal / CH: L

90 dBu¥Y/m
80
70
60
50
40
30
20
10
0
-10
1000.000 2000 3000 [MHZz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin
L (MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) Detector
1 1346.8000 49.74 -21.20 28.54 74.00 45.46 peak
2 2701.7000 47.93 -15.75 32.18 74.00 41.82 peak
3 5059.6000 43.58 -8.33 35.25 74.00 38.75 peak
4 7563.7000 35.73 5:55 41.28 74.00 32.72 peak
5 10472.4000 31.90 11.92 43.82 74.00 30.18 peak
6 14253.2000 26.36 18.54 44.90 74.00 29.10 peak
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Mode1 / Polarization: Vertical / CH: L

90 dBu¥/m
80
70
60
50
40
30
20
10
0
-10
1000.000 2000 3000 [MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin
g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 1678.3000 49.70 -20.21 29.49 74.00 44.51 peak
2 3939.3000 46.92 -12.44 34.48 74.00 39.52 peak
3 6623.6000 38.89 0.37 39.26 74.00 34.74 peak
4 8481.7000 31.43 7.38 38.81 74.00 35.19 peak
5 11636.9000 29.79 14.05 43.84 74.00 30.16 peak
6~ 14249.8000 26.31 18.55 44,86 74.00 29.14 peak
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Mode1 / Polarization: Horizontal / CH: M

90 dBu¥/m
80
70
60
50
5 B
40 3
1 2 1 W
30
20
10
0
-10
1000.000 2000 3000 [MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin
g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 1363.8000 50.48 2117 29.31 74.00 44,69 peak
2 2171.3000 49.01 -17.93 31.08 74.00 42.92 peak
3 3238.9000 48.73 -13.96 34.77 74.00 39.23 peak
4 4326.9000 45.79 -11.61 34.18 74.00 39.82 peak
5 9442.2000 32.75 9.59 42.34 74.00 31.66 peak
6~ 16199.7000 28.05 16.35 44.40 74.00 29.60 peak

Page 32 of 55




@ BANGCE

CERTIFICATION INSPECTION SERVICE Report No_: ClSRR26080502602

Mode1 / Polarization: Vertical / CH: M

90 dBu¥/m

80

70

60

50

40

30

20

10

0

-10

1000.000 2000 3000 [MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin

g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 1557.6000 50.13 -20.62 29.51 74.00 44.49 peak
2 2751.0000 48.06 -15.67 32.39 74.00 41.61 peak
3 5304.4000 41.85 -7.60 34.25 74.00 39.75 peak
4 7563.7000 35.01 5.55 40.56 74.00 33.44 peak
5 10693.4000 30.21 12.45 42.66 74.00 31.34 peak
6~ 13330.1000 27.19 16.72 43.91 74.00 30.09 peak
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Mode1 / Polarization: Horizontal / CH: H

90 dBu¥/m

80

70

60

50

40

30

20

10

0

-10

1000.000 2000 3000 [MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin

g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 1270.3000 49.40 -21.34 28.06 74.00 45.94 peak
2 2460.3000 49.08 -17.16 31.92 74.00 42.08 peak
3 4366.0000 45.40 -11.45 33.95 74.00 40.05 peak
4 8534.4000 34.15 7.43 41.58 74.00 32.42 peak
5 11769.5000 31.87 14.18 46.05 74.00 27.95 peak
6~ 14176.7000 28.97 18.60 47.57 74.00 26.43 peak
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Mode1 / Polarization: Vertical / CH: H

90 dBu¥/m

80

70

60

50

40

30

20

10

0

-10

1000.000 2000 3000 (MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin

e (MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) Beleciet
1 1787.1000 49.31 -19.58 29.73 74.00 44.27 peak
2 2832.6000 49.00 -15.26 33.74 74.00 40.26 peak
3 5199.0000 47.03 -7.98 39.05 74.00 34.95 peak
4 7069.0000 37.90 3.92 41.82 74.00 32.18 peak
5 9508.5000 36.86 9.78 46.64 74.00 27.36 peak
6 " 14181.8000 29.59 18.61 48.20 74.00 25.80 peak

Note:

1>. Level= Reading + Factor (Antenna Factor+ Cable Loss- Preamp Factor)

2>. Margin = Limit — Level

3>. Average measurement was not performed if peak level is lower than average limit (54dBuV/m) above
1GHz.
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7. APPENDIX REPORT

7.1. Maximum Conducted Output Power

Test Result
Mode TTX Frequency Maximum Peak Conducted Output Pf)w.er (dBm) Verdict
ype (MHz) ANT1 Limit
2402 1.1 <=30 Pass
1™ SISO 2440 1.38 <=30 Pass
2480 0.48 <=30 Pass
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Test Graph
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1M_HCH_2480MHz_Ant1_NTNV
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CERTIFICATION INSPECTION SERVICE

7.2. Maximum Power Spectral Density

Test Result
Mode TTX Frequency Maximum PSD (dBm) Verdict
ype (MHz) ANT1 Limit(dBm/3kHz)
2402 -0.33dBm/100kHz <=8 Pass
1™ SISO 2440 -0.07dBm/100kHz <=8 Pass
2480 -0.99dBm/100kHz <=8 Pass
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Test Graph
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Level (dBm)
&

-50 4

Ant: Ant1

CENT: 2402 MHz
S%an 1.113 MHz
RBW: 100 kHz
VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
AverageCount: 1
SweepPoint: 1001
SweepTime: 1 ms
Sweep: Continue
AverageType: RMS

Maker
1. 2402.349 MHz
33 dBm

Frequency (MHz)

2026-08-11 15:45:09

_60 4
_70 4
_80 = -
| | —— Trace
-90 T T T T
2401.444 2402 557
Frequency (MHz) N AEAT
1M_MCH_2440MHz_Ant1_NTNV
10 Ant: Ant1
CENT: 2440 MHz
Span: 1.124 MHz
RBW: 100 kHz
0 VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
AverageCount: 1
-10 4--- -| SweepPoint: 1001
SweepTime: 1 ms
Sweep: Continue
AverageType: RMS
201 | maker
1. 2440.350 MHz
-0.07 dBm
30
=
S
~ —40
5]
>
(]
— _50 , e —————
_60 -4
-70 4--
_80 L
| | —— Trace
-90 T T T T
2439.438 2440.562

Page 40 of 55




@ BANGCE

CERTIFICATION INSPECTION SERVICE Report No_: ClSRR26080502602

1M_HCH_2480MHz_Ant1_NTNV
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7.3. Duty Cycle

Test Result
Ant1
Mode X Frequency T_on Period Duty Cycle Dyty Cycle I\/!a)f. DC
Type (MHz) (ms) (ms) (%) Correction Factor (dB) Variation (%)
2402 2.827 3.029 93.33 0.30 0.04
™ SISO 2440 2.828 3.030 93.33 0.30 0.04
2480 2.828 3.030 93.33 0.30 0.04
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7.4. Bandwidth

Test Result
Mode TTX Frequency ANT 6dB Bandwidth (MH_Z), Verdict
ype (MHz) Result Limit
2402 1 0.742 >=0.5 Pass
1M SISO 2440 1 0.749 >=0.5 Pass
2480 1 0.750 >=0.5 Pass
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7.5. Conducted Spurious & Band Edge Emission
Test Result
TX Frequency Level of Reference
Mode Type (MHz) ANT (dBm)
2402 1 -0.31
1™ SISO 2440 1
2480 1 -0.98
TX Frequency Level of Reference Limit .
Mode Type (MHz) ANT (dBm) (dBm) Verdict
2402 1 -0.05 -20.05 Pass
1™ SISO 2440 1 -0.05 -20.05 Pass
2480 1 -0.05 -20.05 Pass
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