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1 Revision History
Revision History
Report No. Version Description Issued Date
N26063009909E Rev.01 Initial issue of report 29, Aug. 2026

QINTEK QP-QCS-025 C/5

Page 4 of 105




NTEK it

Report Number: N26063009909E

2 Test Summary

FCC Rule Test Item Method Tested By Result
47CFR15.203 | Antenna Leo Wang Pass
requirement
Conducted ANSI C63.10-2020 + Cor. 1-
47 CFR 15.207(a) | Emission at AC | 2023+C63.10a-2024 + Errata Pass
power line to C63.10a-2024 section 6.2
ANSI C63.10-2020 + Cor. 1-
47 CFR . 2023+C63.10a-2024 + Errata
15.247(a)(1) 20dB Bandwidth | | ~63 104-2024, section Leo Wang Pass
7.8.6
Maximunm ANSI C63.10-2020 + Cor. 1-
47 CFR Conducted Output 2023+C63.10a-2024 + Errata Leo Wang Pass
15.247(b)(1) Power to C63.10a-2024, section
7.8.5
ANSI C63.10-2020 + Cor. 1-
47 CFR Channel 2023+C63.10a-2024 + Errata Leo Wang Pass
15.247(a)(1) Separation to C63.10a-2024, section
7.8.2
Number of ANSI C63.10-2020 + Cor. 1-
47 CFR Hopping 2023+C63.10a-2024 + Errata Leo Wang Pass
15.247(a)(1)(iii) Frequencies to C63.10a-2024, section
7.8.3
ANSI C63.10-2020 + Cor. 1-
47 CFR Dwell Time 2023+C63.10a-2024 + Errata Leo Wang Pass
15.247(a)(1)(iii) to C63.10a-2024, section
7.84
: .10a- rrata
47 CFR 15.247(d) ;estncted to C63.10a-2024 section Leo Wang Pass
requency bands 78.7
Band edge | ANSI C63.10-2020 + Cor. 1-
‘11'; ggg 1155'5357((1)’ emissions 2023+C63.10a-2024 + Errata | Harry Huang Pass
e (Radiated) to C63.10a-2024 section 6.10
Emissions in ANSI C63.10-2020 + Cor. 1-
47 CFR 15.247(d), frequency  bands 2023+C63.10a-2024 + Errata Harry Huang Pass
15.209, 15.205 to C63.10a-2024 section
(below 1GHz) 6.54
Emissions in ANSI C63.10-2020 + Cor. 1-
47 CFR 15.247(d), frequency  bands 2023+C63.10a-2024 + Errata Harry Huang Pass
15.209, 15.205 to C63.10a-2024 section
(above 1GHz) 6.5.4

Remark:

1. "N/A" denotes test is not applicable in this Test Report.
2. All test items were verified and recorded according to the standards and without any deviation during the

test.
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3 Test Result Certification

CLIENT INFORMATION

Applicant:

Shenzhen Siweier Technology Co.,Ltd

Address of Applicant:

Room 1702, Block B, Zhantaokeji Building, Longhua District, Shenzhen,
Guangdong, China

Manufacturer:

Shenzhen Siweier Technology Co.,Ltd

Address of Manufacturer:

Room 1702, Block B, Zhantaokeji Building, Longhua District, Shenzhen,
Guangdong, China

EUT INFORMATION

Product Name:

Bone Conduction Headphones

Brand Name: N/A
Model Name: DGO03
Sample Received Date: 02, Jul. 2026

Sample Number:

S2607010420-1#

Applicable Standards

47 CFR Part 15.247

Measurement Procedures

ANSI C63.10-2020+Cor.1-2023+C63.10a-2024+Errata to C63.10a-2024

document.

This device described above has been tested by Shenzhen NTEK Testing Technology Co., Ltd., and the
test results show that the equipment under test (EUT) is in compliance with the FCC requirements. And it is
applicable only to the tested sample identified in the report.

This report shall not be reproduced except in full without the written approval of NTEK. This document may
be altered or revised only by NTEK personnel, and revisions shall be recorded in the revision history of the

Date of Test:

05, Jul. 2026 to 19, Aug. 2026

Issue Date:

29, Aug. 2026

Prepared By:

MVL 13«»“2‘}

A L

A Gz v (:/J?\e.m,?

Reviewed by: Approved By:

Donjon Huang
(Project Engineer)

Alex Li
(Manager)

Aaron Cheng
(Supervisor)
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4  Facilities and Accreditations
4.1 Facilities

All measurement facilities used to collect the measurement data are located at

No. 24 Xinfa East Road, Xiangshan Community, Xingiao Street, Baoan District, Shenzhen, Guangdong,
People's Republic of China.

The sites are constructed in conformance with the requirements of ANSI C63.7, ANSI C63.10 and CISPR
Publication 16-1-4.

4.2 Laboratory Accreditations And Listings

Site Description

CNAS-Lab. :iRegistration Code L5516

A2LA-Lab. : \Certificate Number 4298.01

FCC-Accredited :iTest Firms Registration Number: 463705
Designation Number: CN1184

ISED Wireless Device Testing Laboratories :iThe ISED Company Number is 9270A
CAB identifier:CN0O074

4.3 Measurement Uncertainty

The reported uncertainty of measurement y + U, where the expanded uncertainty U is obtained by multiplying
the standard uncertainty by a coverage factor k=2, corresponding to a confidence level of approximately 95%.

Iltem Uncertainty
RF Power, conducted 1.34dB
Time 5%
Radiated Spurious Emissions(1GHz ~ 18GHz) 5.1dB
Radiated Spurious Emissions(9kHz ~ 30MHz) 5.26dB
Radiated Spurious Emissions(30MHz ~ 1GHz) 4.9dB
Radiated Spurious Emissions(18GHz ~ 40GHz) 5.76dB

QINTEK QP-QCS-025 C/5 Page 7 of 105
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5 General Description of EUT
5.1 Details of E.U.T.

Product Name Bone Conduction Headphones

Brand Name N/A

Model Name DGO03

Family Model DGO03 PRO, DG04, DG05, DG03 PLUS

Only the model name and exterior color are different; everything else is exactly the same.

data was recorded in this report.
Note 2: The above information was declared by manufacturer.

Note 1: From the above models, model DGO03 Lite was selected as representative model for the test and its

5.2 EUT Feature And Specification

Operation Frequency

2402MHz to 2480MHz

Modulation

GFSK, /4 DQPSK, 8DPSK

Number of Channels 79
Antenna Gain 1.7dBi
Antenna Type Chip Antenna

Antenna system

XIsISO; [ IMIMO

XIDC supply: DC 3.7V from internal battery or DC 5V from USB Port

Power Supply

[JAdapter supply:

Battery DC 3.7V, 180mAh, 0.666Wh
Hardware Version V1.0
Software Version V1.0

Frequency and Channel list:

Channel Frequency(MHz) Channel Frequency(MHz)
0 2402 39 2441
1 2403 40 2442
37 2439 77 2479
38 2440 78 2480

Note:
1. F=2402MHz+k X1 MHz (k=0,1,-:-,78)

above parameters.

2: The above information is declared by the manufacturer, NTEK is not responsible for the accuracy of the

3: The antenna gain provided by the customer is used to calculate the EIRP results.

5.3 Deviation from Standards
None

5.4 Abnormalities from Standard Condition
None

QINTEK QP-QCS-025 C/5
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6

Description of Test Modes and Operation Configuration of EUT

6.1 Description of Test Modes

a. The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application. Frequency range investigated: conduction
emission (150 kHz to 30 MHz), radiation emission (9 kHz to the 10th harmonic of the highest fundamental
frequency or to 40 GHz, whichever is lower). For radiated measurement, pre-scanned in three orthogonal
panels, X, Y, Z. The worst cases (Y plane) were recorded in this report.

b. AC power line Conducted Emission was tested under maximum output power.

c. The measurements are performed at the highest, middle, lowest available channels.

d. The measurements are performed at all Bit Rate of Transmitter, the worst data was reported

The following summary table is showing all test modes to demonstrate in compliance with the standard

No Title Description
) i . Keep the EUT in continuously transmitting mode (non-hopping) with

™M1 TX-GFSK (Non-Hopping) GFSK modulation at lowest, middle and highest channel.

™2 TX-Pi/l4DQPSK (Non- Keep the EUT in continuously transmitting mode (non-hopping) with
Hopping) Pi/4ADQPSK modulation at lowest, middle and highest channel.

™3 TX-8DPSK (Non- Keep the EUT in continuously transmitting mode (non-hopping) with
Hopping) 8DPSK modulation at lowest, middle and highest channel.

™4 TX-GFSK (Hopping) Keep th(_a EUT in continuously transmitting mode (hopping) with GFSK

modulation,.

™5 TX-Pi/ADQPSK Keep the EUT in continuously transmitting mode (hopping) with
(Hopping) Pi/4ADQPSK modulation.

™6 TX-8DPSK (Hopping) Keep the EUT in continuously transmitting mode (hopping) with

8DPSK modulation.

6.2 Operation Configuration of EUT
Normal Test Conditions Extreme Test Conditions
. LTNV:0 °C
Temperature 25 °C HTNV:50 °C
Relative Humidity | 20% - 75% N/A
Supply Voltage 3.7VDC N/A

Note: The HT 50°C and LT 0°C was declared by manufacturer, The EUT couldn’t be operate normally with
higher or lower temperature.

QINTEK QP-QCS-025 C/5
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7 Setup Of Equipment Under Test
7.1 Block Diagram Configuration Of Test System

For AC Conducted Emission Mode

C1

R EUT

For Radiated Test Cases

C-1

ke EUT

For Conducted Test Cases

Measurement C-2
Instrument

Note: The temporary antenna connector is soldered on the PCB board in order to perform conducted tests

and this temporary antenna connector is listed in the equipment list.

QINTEK QP-QCS-025 C/5
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7.2 Support Equipment
The EUT has been tested as an independent unit together with other necessary accessories or support
units. The following support units or accessories were used to form a representative test configuration
during the tests.
ltem Equipment Model/Type No. Series No. Note
AE-1 Adapter N/A N/A Peripherals
Item Cable Type Shielded Type Ferrite Core Length
C-1 USB Cable YES NO 1.0m
C-2 RF Cable YES NO 0.1m

Q/NTEK QP-QCS-025 C/5 Page 11 of 105
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8 Equipment List

Conducted Emission at AC power line

Name of Equipment Manufacturer Type No. Serial No. Calibrated until
Low Frequency Cable / R-03 / 2027/4/24
50Q Coaxial Switch Anritsu MP59B 6200983704 2027/4/25
Single Phase LISN R&S ENV216 101313 20271417
Single Phase LISN R&S ENV216 101490 20271417
Single Phase LISN R&S ENV216 102849 20271417
Single Phase LISN R&S ENV216 102827 2027/417
Three-Phase LISN SCHWARZBECK NNLK 8129 8129245 2027/417
EMI Test Receiver R&S ESCI 101160 2027/417
EMI Test Receiver R&S ESR7 102679 2027/417
EMI Test Receiver R&S ESPI3 100145 20271417
EMI Test Receiver R&S ESPI3 101417 2027/6/28
DC-AMN LISN SCHWARZBECK PVDC 8301 8301-00117 20271417

Channel Separation
Number of Hopping Frequencies
Dwell Time
Emissions in non-restricted frequency bands
20dB Bandwidth
Maximum Conducted Output Power

Equipment Manufacturer Model No Inventory No Cal Date Cal Due Date
SMU-
Power meter WCS 3002-CH4 N/A 2025-09-16 | 2026-09-15
SMU-
Power meter WCS 3002-CH3 N/A 2025-09-16 | 2026-09-15
SMU-
Power meter WCS 3002-CH?2 N/A 2025-09-16 | 2026-09-15
SMU-
Power meter WCS 3002-CH1 N/A 2025-09-16 | 2026-09-15
Spread spectrum WCs-
devi WCS X07/Z800 N/A 2025-09-16 | 2026-09-15
evice A
Spread spectrum Wes-
devi WCS X07/Z800 N/A 2025-09-16 | 2026-09-15
evice A
Spread spectrum wes-
P d p WCS X07/Z800 N/A 2025-09-16 | 2026-09-15
evice A
Spectrum Keysight N9020B | MY60112710 | 2025-12-25 | 2026-12-24
Analyzer
vector Signal Keysight N5182B | MY57301482 | 2026-04-08 | 2027-04-07
Generator
Analog Signal Keysight N5183B | MY57280984 | 2026-04-27 | 2027-04-26
Generator
USB RF Power DARE RPR3006 | 15100041SNO8 2026-04-08 | 2027-04-07
Sensor W 4

Q/NTEK QP-QCS-025 C/5 Page 12 of 105
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Band edge emissions (Radiated)
Emissions in frequency bands (below 1GHz)
Emissions in frequency bands (above 1GHz

Equipment Manufacturer Model No Inventory No Cal Date Cal Due Date
Low Noise TRLA-
o EMC Solutions | 180400G 25102901 2026-04-08 | 2027-04-07
Amplifier 50
Wideband Radio
Communication R&S CMW500 153336 2026-04-08 | 2027-04-07
Tester
Spectrum Keysight | N9020B | MY60112710 | 2025-12-25 | 2026-12-24
Analyzer
Semi Anechoic
Chamber N/A 855 N/A 2024-05-20 | 2027-05-19
Spectrum Keysight | N9020A | MY53280244 | 2026-04-15 | 2027-04-14
Analyzer
Broadband Horn | SCHWARZBE BBHA
Antenna CK 9120 D 2816 2024-05-18 | 2027-05-17
AMPLIFIER Sonoma 310N 186604 2026-04-08 | 2027-04-07
Broadband Horn | SCHWARZBE BBHA
Antenna CK 9170 803 2024-05-12 | 2027-05-11
Active Loop SCHWARZBE FMZB
Antenna CK 1519 B 055 2024-05-17 | 2027-05-16
Spectrum RE&S FSV40 101417 2026-04-08 | 2027-04-07
Analyzer
Low Noise BZ-P540-
Amlifier B&Z 550850- 16476-11729 | 2026-04-16 | 2027-04-15
P 452727
Pre-Amplifier EMC SN oo | 980246 | 2026-04-08 | 2027-04-07
Universal Radio
Communication R&S CMU200 117858 2026-04-08 | 2027-04-07
Tester
Universal Radio
Communication R&S CMU200 105747 2026-04-08 | 2027-04-07
Tester
Broadband Horn EM-AH-
Antenna EM 10180 2011071402 2024-05-12 | 2027-05-11
Measurement Software
Item Manufacturer Software Name Software Version Description
1 MWRFtest MTS 8310 2.4GHz/5GHz 2.0 RF Conducted Test
2 Farad EZ-EMC_RE AIT-03A RadiatedTest
3 raditeq RadiMation 2023.1.3 RadiatedTest
4 Farad EZ-EMC_CE AIT-03A AC Conducted Test

QINTEK QP-QCS-025 C/5
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9 Evaluation Results (Evaluation)

9.1 Antennarequirement

Refer to 47 CFR Part 15.203, an intentional radiator shall be designed to ensure
that no antenna other than that furnished by the responsible party shall be used
Test Requirement: with the device. The use of a permanently attached antenna or of an antenna
that uses a unique coupling to the intentional radiator shall be considered
sufficient to comply with the provisions of this section.

EUT Antenna:
The antenna is integrated on the main PCB and no consideration of
Conclusion replacement. The best case gain of the antenna is 1.7dBi.

Antenna location: Refer to internal photos

Q/NTEK QP-QCS-025 C/5 Page 14 of 105
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10 Radio Spectrum Matter Test Results (RF)
10.1 Conducted Emission at AC power line

Refer to 47 CFR 15.207(a), Except as shown in paragraphs (b)and (c)of this
section, for an intentional radiator that is designed to be connected to the public
utility (AC) power line, the radio frequency voltage that is conducted back onto
the AC power line on any frequency or frequencies, within the band 150 kHz to
30 MHz, shall not exceed the limits in the following table, as measured using a
50 yH/50 ohms line impedance stabilization network (LISN).

Test Requirement:

Frequency of emission (MHz) Conducted limit (dBuV)
Quasi-peak Average
Test Limit: 0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024

section 6.2

Refer to ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-
2024 section 6.2, standard test method for ac power-line conducted emissions
from unlicensed wireless devices

Remark:

1. Test the EUT on the lowest, middle, and highest channels.

2. Level= Reading+ Factor, Margin= Level- Limit, Factor = Insertion Loss +
Cable Loss.

3. All modes' lowest, middle, and highest channels were tested, but only the
worst data was recorded in the report.

Procedure:

10.1.1Test Setup Diagram:

\

EUT/AE

208m
to other
metallic
surfaces

Cables to

&

E
©
o
| —
.8 m 7

)

/

\ 0,4 m to vertical referenc?'ground plane
Vertical reference ground plane =

AMNs and AANs bonded to a reference ground plane
IEC

10.1.2E.U.T. Operation:

Operating Environment:

Atmospheric

Temperature: | 0°C Humidity: | 0 % P . 0 mbar
ressure:

Per-test mode: T™M1

Final test mode: TM1(Low channel)

Test Voltage: DC 5V from adapter AC 120V/60Hz
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10.1.3Test Data:

TM1/ Line: Line / Band: 2400-2483.5 MHz /BW: 1/ CH: L

1000 dBuy

Project Mo CEOTDG Diata #6 2026076 B:42:08

Conducted Emission Measurement

90
an
T

40
a0
20
10 |
]

-10
-0
-0
-4
-l

su_h_xx.___‘_‘_ [
6 re—— |

RV RIATalanY |
L L B TR TR F L
' PRTAY et el

0. 150 0. 500 [HHz]) S.000 A0,
o | Froasere [t racer | vt | ot W00 e[| e
1 0.4180 10.45 20.44 30,93 AT 4% |-2656| QP P
2 0.4180 3.82 20.44 2426 47459 |-2323| AVG | P
3 0.5380 9.62 2047 30.09 56.00 |-25.91| QP P
4" 0.5380 3.61 2047 24.08 4600 |-21.92( AVG | P
5 0.8780 4497 20.37 25.34 56.00 |-30.66| QP P
G 0.8780 -3.09 2037 17.28 4600 |-2872| AVG | P
7 1.0780 5448 2029 2577 5600 |-3023| QP P
8 1.0780 -1.35 2029 18.94 46.00 |-2706( AVG | P
9 1.8820 3.36 2026 23.62 RG6.00 |-32.38| QP P
10 1.8820 -365 2026 16.61 46.00 |-2938( AVG | P
11 41540 1.08 20.30 21.38 56.00 |-3462| QP P
12 41540 -4 80 20.30 15.50 46.00 |-3050( AVG | P
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TM1 / Line: Neutral / Band: 2400-2483.5 MHz /BW:1/CH: L

Conducted Emission Measurement

Project No.: CEOT06 Data #5 2026718 g:39:58
o0 dBuv

a0

an

o

&0

50

40

30

20 [

0 g 1P T ﬁ,"\-.._"P.L__‘ﬂh.t*ufﬁl_;‘-,J-L AT LS ot AV
-10

-20

-30

4D

-50

0.750 0.500 MHz] 5.000 0,000
No. | FEmErcy | Reothg | Facer | Lo | oy |"ady|owwe |1 Reman
1 0.4020 10.29 20.38 30.67 A8 (2714 QP P
2 0.4020 -0.51 20.38 19.87 4781 [-2754] AVG | P
3 0.5580 10.62 2043 31.05 56.00 ([-2495| QP P
4 * 0.5580 1.76 2043 22149 4600 |[-2381] AVG | P
5 0.8780 T.69 20.38 28.07 56.00 ([-2793) QP P
6 0.8780 -3.15 20.38 17.23 4600 |[-2877| AVG | P
7 1.0740 T7.78 2025 28.03 56.00 (2797 QP P
8 1.0740 -1.492 2025 18.33 4600 (2767 AVG | P
9 1.8660 225 20.26 22.51 56.00 (-3345) QP P
10 1.8660 -0.4% 20.26 10,77 4600 (3523 AVG | P
11 2.3840 1.21 2022 21.43 56.00 |[-3457| QP P
12 2.3840 -8.34 2022 11.88 46.00 ([-3412] AVG | P
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10.2 20dB Bandwidth

Test Requirement:

47 CFR 15.247(a)(1)

Test Limit:

Refer to 47 CFR 15.215(c), intentional radiators operating under the alternative
provisions to the general emission limits, as contained in 8§ 15.217 through
15.257 and in subpart E of this part, must be designed to ensure that the 20 dB
bandwidth of the emission, or whatever bandwidth may otherwise be specified in
the specific rule section under which the equipment operates, is contained within
the frequency band designated in the rule section under which the equipment is
operated.

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024,
section 7.8.6, For occupied bandwidth measurements, use the procedure in
6.9.2. Frequency hopping shall be disabled for this test.

Procedure:

A dBc bandwidth is measured as the width of the spectral envelope of the
modulated signal, at an amplitude level reduced from a reference value by a
specified ratio (or in decibels, a specified humber of dB down from the reference
value). Typical ratios, expressed in dB, are —6 dB, —20 dB, and —26 dB,
corresponding to 6 dB BW, 20 dB BW, and 26 dB BW, respectively. In this
subclause, the ratio is designated by “—xx dB.” The reference value is either the
level of the unmodulated carrier or the highest level of the spectral envelope of
the modulated signal, as stated by the applicable requirement. Some
requirements might specify a specific maximum or minimum value for the “—xx
dB” bandwidth; other requirements might specify that the “—xx dB” bandwidth be
entirely contained within the authorized or designated frequency band.51

a) The spectrum analyzer center frequency is set to the nominal EUT channel
center frequency. The span range for the EMI receiver or spectrum analyzer
shall be between two times and five times the OBW.

b) The nominal IF filter bandwidth (3 dB RBW) shall be in the range of 1% to 5%
of the OBW and video bandwidth (VBW) shall be at least three times RBW,
unless otherwise specified by the applicable requirement.

c) Set the reference level of the instrument as required, keeping the signal from
exceeding the maximum input mixer level for linear operation. In general, the
peak of the spectral envelope shall be more than [10 log (OBW/RBW)] below
the reference level. Specific guidance is given in 4.1.6.2.

d) Steps a) through c¢) might require iteration to adjust within the specified
tolerances.

e) The dynamic range of the instrument at the selected RBW shall be more than
10 dB below the target “—xx dB down” requirement; that is, if the requirement
calls for measuring the —20 dB OBW, the instrument noise floor at the selected
RBW shall be at least 30 dB below the reference value.

f) Set detection mode to peak and trace mode to max-hold.

g) Determine the reference value: Set the EUT to transmit an unmodulated
carrier or modulated signal, as applicable. Allow the trace to stabilize. Set the
spectrum analyzer marker to the highest level of the displayed trace (this is the
reference value).

h) Determine the “—xx dB down amplitude” using [(reference value) - xx].
Alternatively, this calculation may be made by using the marker-delta function of
the instrument.

i) If the reference value is determined by an unmodulated carrier, then turn the
EUT modulation ON, and either clear the existing trace or start a new trace on
the spectrum analyzer and allow the new trace to stabilize. Otherwise, the trace
from step g) shall be used for step j).

j) Place two markers, one at the lowest frequency and the other at the highest
frequency of the envelope of the spectral display, such that each marker is at or
slightly below the “—xx dB down amplitude” determined in step h). If a marker is
below this “—xx dB down amplitude” value, then it shall be as close as possible
to this value. The dBc bandwidth is the frequency difference between the two
markers. Alternatively, set a marker at the lowest frequency of the envelope of
the spectral display, such that the marker is at or slightly below the “—xx dB
down amplitude” determined in step h). Reset the marker-delta function and
move the marker to the other side of the emission until the delta marker
amplitude is at the same level as the reference marker amplitude. The marker-
delta frequency reading at this point is the specified emission bandwidth.

QINTEK QP-QCS-025 C/5

Page 18 of 105




NTEK it

Report Number: N26063009909E

k) The dBc bandwidth shall be reported by providing spectral plot(s) of the
measuring instrument display; the plot axes and the scale units per division shall
be clearly labeled. Tabular data may be reported in addition to the plot(s).

10.2.1Test Setup Diagram:

(s}

RF TEST SYSTEM

Il

O

10.2.2E.U.T. Operation:

Operating Environment:

Temperature: | 20.4 °C Humidity: | 48.3 % Atmosphgrlc 1010 mbar
Pressure:

Per-test mode: TM1, TM2, TM3

Final test mode: TM1, TM2, TM3

10.2.3Test Data:

Please Refer to Appendix for Details.

QINTEK QP-QCS-025 C/5
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10.3 Maximum Conducted Output Power

Test Requirement:

47 CFR 15.247(b)(1)

Test Limit:

0.125 watts.

Refer to 47 CFR 15.247(b)(1), For frequency hopping systems operating in the
2400-2483.5 MHz band employing at least 75 non-overlapping hopping
channels, and all frequency hopping systems in the 5725-5850 MHz band: 1
watt. For all other frequency hopping systems in the 2400-2483.5 MHz band:

Test Method:

section 7.8.5

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024,

10.3.1Test Setup Diagram:

(e}

RF TEST SYSTEM

Il

O

10.3.2E.U.T. Operation:

Operating Environment:

Temperature: | 20.4 °C

Humidity:

48.3 %

Atmospheric
Pressure:

1010 mbar

Per-test mode:

TM1, TM2, TM3

Final test mode:

TM1, TM2, TM3

10.3.3Test Data:

Please Refer to Appendix for Details.
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10.4 Channel Separation

Test Requirement:

47 CFR 15.247(a)(1)

Test Limit:

Refer to 47 CFR 15.247(a)(1), Frequency hopping systems shall have hopping
channel carrier frequencies separated by a minimum of 25 kHz or the 20 dB
bandwidth of the hopping channel, whichever is greater. Alternatively, frequency
hopping systems operating in the 2400-2483.5 MHz band may have hopping
channel carrier frequencies that are separated by 25 kHz or two-thirds of the 20
dB bandwidth of the hopping channel, whichever is greater, provided the
systems operate with an output power no greater than 125 mW.

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024,
section 7.8.2

Procedure:

The EUT shall have its hopping function enabled. Use the following spectrum
analyzer settings:

a) Span: Wide enough to capture the peaks of two adjacent channels.

b) RBW: Start with the RBW set to approximately 30% of the channel spacing;
adjust as necessary to best identify the center of each individual channel.

c) Video (or average) bandwidth (VBW) =2 RBW.

d) Sweep: No faster than coupled (auto) time.

e) Detector function: Peak.

f) Trace: Max-hold.

g) Allow the trace to stabilize.

Use the marker-delta function to determine the separation between the peaks of
the adjacent channels. Compliance of an EUT with the appropriate regulatory
limit shall be determined. A spectral plot of the data shall be included in the test
report.

10.4.1Test Setup Diagram:

(s}

| RFTESTSYSTEM |

Il

O

10.4.2E.U.T. Operation:

Operating Environment:

Temperature: | 20.4 °C

Atmospheric

) 1010 mbar
Pressure:

Humidity: | 48.3 %

Per-test mode:

TM4, TM5, TM6

Final test mode:

TM4, TM5, TM6

10.4.3Test Data:

Please Refer to Appendix for Details.
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10.5 Number of Hopping Frequencies

Test Requirement:

47 CFR 15.247(a)(L)(iii)

Test Limit:

Refer to 47 CFR 15.247(a)(1)(iii), Fequency hopping systems in the 2400-
2483.5 MHz band shall use at least 15 channels. The average time of
occupancy on any channel shall not be greater than 0.4 seconds within a period
of 0.4 seconds multiplied by the number of hopping channels employed.
Frequency hopping systems may avoid or suppress transmissions on a
particular hopping frequency provided that a minimum of 15 channels are used.

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024,
section 7.8.3

Procedure:

The EUT shall have its hopping function enabled. Use the following spectrum
analyzer settings:

a) Span: The frequency band of operation. Depending on the number of
channels the device supports, it could be necessary to divide the frequency
range of operation across multiple spans, to allow the individual channels to be
clearly seen.

b) RBW: To identify clearly the individual channels, set the RBW to less than
30% of the channel spacing or the 20 dB bandwidth, whichever is smaller.

c) VBW = RBW.

d) Sweep: No faster than coupled (auto) time.

e) Detector function: Peak.

f) Trace: Max-hold.

g) Allow the trace to stabilize.

It might prove necessary to break the span up into subranges to show clearly all
of the hopping frequencies. Compliance of an EUT with the appropriate
regulatory limit shall be determined for the number of hopping channels. A
spectral plot of the data shall be included in the test report.

10.5.1Test Setup Diagram:

(s}

| RFTESTSYSTEM |

Il

|
EUT _] el

10.5.2E.U.T. Operation:

Operating Environment:

Temperature: | 20.4 °C Humidity: | 48.3 % Atmosph(.arlc 1010 mbar

Pressure:
Per-test mode: TM4, TM5, TM6
Final test mode: TM4, TM5, TM6

10.5.3Test Data:

Please Refer to Appendix for Details.
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10.6 Dwell Time

Test Requirement:

47 CFR 15.247(a)(L)(iii)

Test Limit:

Refer to 47 CFR 15.247(a)(1)(iii), Frequency hopping systems in the 2400-
2483.5 MHz band shall use at least 15 channels. The average time of
occupancy on any channel shall not be greater than 0.4 seconds within a period
of 0.4 seconds multiplied by the number of hopping channels employed.
Frequency hopping systems may avoid or suppress transmissions on a
particular hopping frequency provided that a minimum of 15 channels are used.

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024,
section 7.8.4

Procedure:

The dwell time per hop on a channel is the time from the start of the first
transmission to the end of the last transmission for that hop. If the device has a
single transmission per hop then the dwell time is the duration of that
transmission. If the device has a multiple transmissions per hop then the dwell
time is measured from the start of the first transmission to the end of the last
transmission.

The time of occupancy is the total time that the device dwells on a channel over
an observation period specified in the regulatory requirement. To determine the
time of occupancy the spectrum analyzer will be configured to measure both the
dwell time per hop and the number of times the device transmits on a specific
channel in a given period.

The EUT shall have its hopping function enabled. Compliance with the
requirements shall be made with the minimum and with the maximum number of
channels enabled. If the dwell time per channel does not vary with the number
of channels than compliance with the requirements may be based on the
minimum number of channels. If the device supports different dwell times per
channel (example Bluetooth devices can dwell on a channel for 1, 3 or 5 time
slots) then measurements can be limited to the longest dwell time with the
minimum number of channels.

Use the following spectrum analyzer settings to determine the dwell time per
hop:

a) Span: Zero span, centered on a hopping channel.

b) RBW shall be < channel spacing and where possible RBW should be set >> 1
/ T, where T is the expected transmission time per hop.

c) Sweep time: Set so that the start of the first transmission and end of the last
transmission for the hop are clearly captured. Setting the sweep time to be
slightly longer than the hopping period per channel (hopping period = 1/hopping
rate) should achieve this.

d) Use a video trigger, where possible with a trigger delay, so that the start of
the transmission is clearly observed. The trigger level might need adjustment to
reduce the chance of triggering when the system hops on an adjacent channel.
e) Detector function: Peak.

f) Trace: Clear-write, single sweep.

g) Place markers at the start of the first transmission on the channel and at the
end of the last transmission. The dwell time per hop is the time between these
two markers.

To determine the number of hops on a channel in the regulatory observation
period repeat the measurement using a longer sweep time. When the device
uses a single hopping sequence the period of measurement should be sufficient
to capture at least 2 hops. When the device uses a dynamic hopping sequence,
or the sequence varies, the period of measurement may need to capture
multiple hops to better determine the average time of occupancy. Count the
number of hops on the channel across the sweep time.

The average number of hops on the same channel within the regulatory
observation period is calculated from the number of hops on the channel divided

QINTEK QP-QCS-025 C/5
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period. For example, if three hops are counted

in that ten seconds is 3/ 0.5 x 10, or 60 hops.

by the spectrum analyzer sweep time multiplied by the regulatory observation

with an analyzer sweep time of

500 ms and the regulatory observation period is 10 s, then the number of hops

The average time of occupancy is calculated by multiplying the dwell time per
hop by the number of hops in the observation period.

10.6.1Test Setup

Diagram:

[} )
RF TEST SYSTEM

Il

O

10.6.2E.U.T. Operation:

Operating Environment:

Temperature:

Atmospheric
Pressure:

204 °C Humidity: | 48.3 %

1010 mbar

Per-test mode:

TM4, TM5, TM6

Final test mode:

TM4, TM5, TM6

10.6.3Test Data:

Please Refer to Appendix for Details.
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10.7 Emissions in non-restricted frequency bands

Test Requirement:

47 CFR 15.247(d)

Test Limit:

Refer to 47 CFR 15.247(d), In any 100 kHz bandwidth outside the frequency
band in which the spread spectrum or digitally modulated intentional radiator is
operating, the radio frequency power that is produced by the intentional radiator
shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF
conducted or a radiated measurement, provided the transmitter demonstrates
compliance with the peak conducted power limits. If the transmitter complies
with the conducted power limits based on the use of RMS averaging over a time
interval, as permitted under paragraph (b)(3) of this section, the attenuation
required under this paragraph shall be 30 dB instead of 20 dB. Attenuation
below the general limits specified in § 15.209(a) is not required.

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
section 7.8.7

10.7.1Test Setup Diagram:

(s}

| RFTESTSYSTEM |

Il

O

10.7.2E.U.T. Operation:

Operating Environment:

Temperature: | 20.4 °C

Atmospheric

Humidity: | 48.3 % ) 1010 mbar
Pressure:

Per-test mode:

T™M1, TM2, TM3, TM4, TM5, TM6

Final test mode:

T™M1, TM2, TM3, TM4, TM5, TM6

10.7.3Test Data:

Please Refer to Appendix for Details.
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10.8 Band edge emissions (Radiated)

Test Requirement:

Refer to 47 CFR 15.247(d), In addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Test Limit:

According to FCC Part 15.247(d): radiated emissions which fall in the restricted
bands, as defined in §15.205(a), must also comply with the radiated emission
limits specified in §15.209(a) (see §15.205(c)).
According to FCC Part15.205, Restricted bands

MHz MHz MHz GHz
0.090-0.110 16.42-16.423 399.9-410 4.5-5.15
0.495-0.505 16.69475- 608-614 5.35-5.46

16.69525
2.1735-2.1905 16.80425- 960-1240 7.25-7.75
16.80475
4.125-4.128 25.5-25.67 1300-1427 8.025-8.5
4.17725-4.17775 37.5-38.25 1435-1626.5 9.0-9.2
4.20725-4.20775 73-74.6 1645.5-1646.5 9.3-95
6.215-6.218 74.8-75.2 1660-1710 10.6-12.7
6.26775-6.26825 123-138 2200-2300 14.47-14.5
8.291-8.294 149.9-150.05 2310-2390 15.35-16.2
8.362-8.366 156.52475- 2483.5-2500 17.7-21.4
156.52525
8.37625-8.38675 156.7-156.9 2690-2900 22.01-23.12
8.41425-8.41475 162.0125- 3260-3267 23.6-24.0
167.17
12.29-12.293 167.72-173.2 3332-3339 31.2-31.8
12.51975- 240-285 3345.8-3358 36.43-36.5
12.52025
12.57675- 322-335.4 3600-4400 (2)
12.57725
13.36-13.41
Limits of Radiated Emission Measurement(Above 1000MHZz)
Class B (dBuV/m) (at 3M)
Frequency(MHz)
PEAK AVERAGE
Above 1000 74 54

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024

section 6.10

Procedure:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024

section 6.10.5.2
Remark:

1. Measurement at a distance of 3 meters.

2. Test the EUT on the lowest and highest channels.
3. Level= Reading+ Factor, Margin= Level- Limit.

4. All modes' lowest and highest channels were tested, but only the worst data
was recorded in the report.
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10.8.1Test Setup Diagram:

....... WK | | R —
W
Turntable 4m
| A
L— :
\ EUT v O g
1.5m 5
1.5m A
|
Amplifie Test Receiver
10.8.2E.U.T. Operation:
Operating Environment:
Temperature: | 26.5 °C Humidity: | 54.4 % ﬁtmosphgrlc 1010 mbar
ressure:
Per-test mode: TM1, TM2, TM3
Final test mode: T™M1
Test Voltage: DC 3.7V
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10.8.3Test Data:

TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW:1/CH: L

110.0 dBu¥/m

Radiated Emission Measurement

100

90

80

70

60

50 Wpeak

40 ll"‘“—-u—muJL»----w AVG

30

20

10.0

2300.000 [MHz) 2430.000

No. | Froguercy | Moadng | Factr | Lovel | by MOE" | vws | PE | Romak
1 2390.000 21.38 29.88 51.26 74.00 -22.74 peak P
2" 2390.000 11.57 29.88 41.45 54.00 -12.55 AVG P
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW: 1/CH: L

110.0 dBu¥/m

Radiated Emission Measurement

100
90

70
60

5O [mitvie

40 e PRI PR

M peak

et dodemmsreret A G

30
20
10.0
2300.000 {MHz) 2430.000
Frequency | Reading | Factor Level Limit Margin
No. | " MMz | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark
1 | 2390.000 | 21.14 | 2088 | 51.02 | 74.00 | -22.98 peak P
2 * | 2390.000 | 11.78 | 29.88 | 41.66 | 54.00 | -12.34 AVG P
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TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/ CH: H

Radiated Emission Measurement
110.0 dBu¥/m
100
90
80
70
60 1
hr it e e L )
50 . @k\ p
_._.._wm_._k_.J..a_..«" o, SN . A painiman AVG
40
30
20
10.0
2450.000 (MHz) 2550.000
Frequency | Reading | Factor Level Limit Margin
No. | " MMz | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark
1 2483.500 23.81 30.69 54.50 74.00 -19.50 peak P
2 * | 2483.500 14.93 30.69 45.62 54.00 -8.38 AVG P
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW:1/CH: H

110.0 dBu¥/m

Radiated Emission Measurement

100

90

80

70

60 1

5O feivkosd &2‘“ peak

vy

10 ......JMJ.JUL,LLF—’" ~ SU—— AVG
30

20

10.0
2450.000 (MHz) 2550.000
Frequency | Reading | Factor Level Limit Margin

No. | " MMz | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark

1 | 2483500 | 26.49 | 3069 | 57.18 | 74.00 -16.82 peak P

2~ | 2483500 | 16.30 | 30.69 | 46.99 | 54.00 -7.01 AVG P
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10.9 Emissions in frequency bands (below 1GHz)

Test Requirement:

Refer to 47 CFR 15.247(d), In addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated

emission limits specified in § 15.209(a)(see § 15.205(c)).

Test Limit:

Frequency (MHz) Field strength Measurement

(microvolts/meter) distance
(meters)

0.009-0.490 2400/F(kHz) 300

0.490-1.705 24000/F(kHz) 30

1.705-30.0 30 30

30-88 100 ** 3

88-216 150 ** 3

216-960 200 ** 3

Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation
within these frequency bands is permitted under other sections of this part, e.g.,
§8 15.231 and 15.241.

In the emission table above, the tighter limit applies at the band edges.

The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9—90
kHz, 110-490 kHz and above 1000 MHz. Radiated emission limits in these three
bands are based on measurements employing an average detector.

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
section 6.5.4

Procedure:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
section 6.5.4

Remark:

1. Emission level, For Frequency above 30MHz: dBuV/m=20 log (uV/m) and For
Frequency 9kHz~30MHz: dBuA/m=20 log (UA/m)

2. Measurement was performed at an antenna to the closed point of EUT
distance of meters.

3. For Frequency 9kHz~30MHz: Distance extrapolation factor =40log(Specific
distance/ test distance)(dB); Limit line=Specific limits(dBuA) + distance
extrapolation factor.

4. For Frequency above 30MHz: Distance extrapolation factor =20log(Specific
distance/ test distance)(dB);

Limit line=Specific limits(dBuV) + distance extrapolation factor.

1. Measurement at a distance of 3 meters.

2. Test the EUT on the lowest, middle, and highest channels.

3. Level= Reading+ Factor, Margin= Level- Limit.

4. All modes' lowest, middle, and highest channels were tested, but only the
worst data was recorded in the report.
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10.9.1Test Setup Diagram:

(a) For radiated emissions below 30MHz

Turntable e 3m
EUT
0.8 Test
©m Receiver
Ground Plane 5 ,
Coaxial Cable
For radiated emissionsfrom 30MHz to1000MHz
_,‘_ 3m
Turntable . i
\ EUT i lm to 4m
Test Gg
Receiver S | |
I
Ground Plane E Coaxial Cable :

10.9.2E.U.T. Operation:
Operating Environment:

Temperature: | 25.9 °C Humidity: | 52.7 % Atmospheric 1010 mbar
Pressure:

Per-test mode: T™1

Final test mode: T™1

Test Voltage: DC 3.7V
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10.9.3Test Data:
Spurious Emission below 30MHz (9KHz to 30MHz)

Freq. Ant.Pol. Emission Level(dBuV/m) Limit 3m(dBuv/m)
(MHz) H/V PK AV PK AV PK AV
Note: the amplitude of spurious emission that is attenuated by more than 20dB below the permissible limit has
no need to be reported.

Over(dB)

Spurious Emission below 1GHz (30MHz to 1GHz)
TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/ CH: L

Radiated Emission Measurement

g80.0 dBu¥/m

70

60

50

40

30

20

10

0

-10

-20

30.000 50 70 100 (MHz) 300 400 600 1000.000
Frequency | Reading | Factor Level Limit Margin

No. | " (MHz) | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark
1 44.509 6.71 13.99 20.70 40.00 -19.30 peak P
2 74.526 4.72 10.53 15.25 40.00 -24.75 peak P
3 164.330 5.37 14.27 19.64 43.00 -23.36 peak P
4 364.899 6.59 14.98 21.57 46.00 -24.43 peak P
5 651.942 5.93 20.19 26.12 46.00 -19.88 peak P
6 * 909.667 4.94 23.45 28.39 46.00 -17.61 peak P
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW: 1/CH: L

Radiated Emission Measurement

800 dBuV/m
70
60
50
40
30
20
10
0
10
20
30.000 50 70 100 {MHz) 300 400 600 1000.000
Frequency | Reading | Factor Level Limit Margin
No. | " MMz | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark
1+ | 37812 | 1540 | 14.04 | 29.44 | 40.00 | -10.56 peak P
2 55.903 490 | 1342 | 18.32 | 4000 | -21.68 peak P
3 | 157569 | 507 | 1468 | 19.75 | 4300 | -23.25 peak P
4 | 295147 | 477 | 1344 | 1821 | 4600 | -27.79 peak P
5 | 512733 | 560 | 17.46 | 23.06 | 46.00 | -22.94 peak P
6 | 779607 | 819 | 2217 | 30.36 | 46.00 | -15.64 peak P
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10.10 Emissions in frequency bands (above 1GHz)

Test Requirement:

Refer to 47 CFR 15.247(d), in addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Test Limit:

Class B (dBuV/m) (at 3M)

Frequency(MHz)

PEAK

AVERAGE

Above 1000

74

54

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024

section 6.5.4

Procedure:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024

section 6.5.4
Remark:

1. Measurement at a distance of 3 meters.
2. Test the EUT on the lowest, middle, and highest channels.

3. Level= Reading+ Factor, Margin= Level- Limit.

4. All modes' lowest, middle, and highest channels were tested, but only the
worst data was recorded in the report.

10.10.1 E.U.T. Operation:

Operating Environment:

Temperature: | 25.6 °C

Humidity: | 55.7 %

Atmospheric

1010 mbar

Pressure:
Per-test mode: TM1, TM2, TM3
Final test mode: ™1
Test Voltage: DC 3.7V
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10.10.2 Test Data:
1-18G

TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/CH: L

Radiated Emission Measurement
80.0 dBu¥/m
70
60
50 peak
AVG
40
30
20
10
0
-10
1000.000 2000 3000 (MHz) 6000 8000 18000.000
Frequency | Reading | Factor Level Limit Margin
No. | " MMz | (dBuV) | (dB/m) |(@Buv/m)|@Buv/m)|  (dB) Detector P/F Remark
1 1098.600 56.12 -17.96 38.16 74.00 -35.84 peak P
2 1098.600 50.21 -17.96 32.25 54.00 -21.75 AVG P
3 1723.350 56.78 -16.58 40.20 74.00 -33.80 peak P
4 1723.350 48.44 -16.58 31.86 54.00 -22.14 AVG P
5 3110.550 53.84 -9.54 44.30 74.00 -29.70 peak P
6 3110.550 46.12 -9.54 36.58 54.00 -17.42 AVG P
7 4803.750 57.48 -7.03 50.45 74.00 -23.55 peak P
8 * | 4803.750 52.08 -7.03 45.05 54.00 -8.95 AVG P
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW: 1/CH: L

Radiated Emission Measurement
80.0 dBuV/m
70
60
eak
50 P
AVG
40
30
20
10
0
-10
-20
1000.000 2000 3000 (MHz) 6000 8000 18000.000
Frequency | Reading | Factor Level Limit Margin
No. | " MMz | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark
1 1238.000 58.59 -18.00 40.59 74.00 -33.41 peak P
2 1238.000 51.56 -18.00 33.56 54.00 -20.44 AVG P
3 2013.200 56.15 -13.41 42.74 74.00 -31.26 peak P
4 2013.200 47.18 -13.41 33.77 54.00 -20.23 AVG P
5 2798.175 54.48 -10.43 44.05 74.00 -29.95 peak P
6 2798.175 47.14 -10.43 36.71 54.00 -17.29 AVG P
7 4804.600 53.44 -7.02 46.42 74.00 -27.58 peak P
8 * | 4804.600 50.74 -7.02 43.72 54.00 -10.28 AVG P

QINTEK QP-QCS-025 C/5

Page 38 of 105




NTEK 3t

Report Number: N26063009909E

TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/ CH: M

Radiated Emission Measurement
80.0 dBuV/m
70
60
50 peak
AVG
40
30
20
10
0
-10
-20
1000.000 2000 3000 (MHz) 6000 8000 18000.000
Frequency | Reading | Factor Level Limit Margin
No. | " MMz | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark
1 1230.775 58.91 -18.08 40.83 74.00 -33.17 peak P
2 1230.775 50.93 -18.08 32.85 54.00 -21.15 AVG P
3 1985.575 56.32 -13.93 42.39 74.00 -31.61 peak P
4 1985.575 47.60 -13.93 33.67 54.00 -20.33 AVG P
5 3053.600 53.83 -9.60 44.23 74.00 -29.77 peak P
6 3053.600 45.68 -9.60 36.08 54.00 -17.92 AVG P
7 4882.375 57.46 -7.25 50.21 74.00 -23.79 peak P
8 * | 4882.375 54.85 -7.25 47.60 54.00 -6.40 AVG P
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW:1/CH: M

Radiated Emission Measurement
80.0 dBuV/m
70
60
50 peak
AVG
40
30
20
10
0
-10
-20
1000.000 2000 3000 (MHz) 6000 8000 18000.000
Frequency | Reading | Factor Level Limit Margin
No. | " MMz | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark
1 1218.725 59.24 -18.19 41.05 74.00 -32.95 peak P
2 1218.725 50.97 -18.19 32.78 54.00 -21.22 AVG P
3 2047.200 54.67 -12.93 41.74 74.00 -32.26 peak P
4 2047.200 46.83 -12.93 33.90 54.00 -20.10 AVG P
5 2801.150 54.59 -10.42 4417 74.00 -29.83 peak P
6 2801.150 46.07 -10.42 35.65 54.00 -18.35 AVG P
7 4882.375 54.11 -7.25 46.86 74.00 -27.14 peak P
8 4882.375 47.84 -7.25 40.59 54.00 -13.41 AVG P
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TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/ CH: H

Radiated Emission Measurement
80.0 dBuV/m
70
60
50 peak
AVG
40
30
20
10
0
-10
-20
1000.000 2000 3000 (MHz) 6000 8000 18000.000
Frequency | Reading | Factor Level Limit Margin
No. | " MMz | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark
1 1223.550 59.76 -18.15 41.61 74.00 -32.39 peak P
2 1223.550 51.06 -18.15 32.91 54.00 -21.09 AVG P
3 2014.475 55.54 -13.40 42.14 74.00 -31.86 peak P
4 2014.475 47.04 -13.40 33.64 54.00 -20.36 AVG P
5 3187.900 54.05 -9.29 44.76 74.00 -29.24 peak P
6 3187.900 45.42 -9.29 36.13 54.00 -17.87 AVG P
7 4960.575 55.45 -6.07 49.38 74.00 -24.62 peak P
8 * | 4960.575 53.18 -6.07 47.11 54.00 -6.89 AVG P
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW:1/CH: H

Radiated Emission Measurement
80.0 dBuV/m
70
60
50 peak
AVG
40
30
20
10
0
-10
-20
1000.000 2000 3000 (MHz) 6000 8000 18000.000
Frequency | Reading | Factor Level Limit Margin
No. | " MMz | (dBuV) | (dB/m) |(dBuv/m)|(@Buv/m)|  (dB) Detector PIF Remark
1 1250.750 59.24 -17.87 41.37 74.00 -32.63 peak P
2 1250.750 51.23 -17.87 33.36 54.00 -20.64 AVG P
3 2051.025 56.12 -12.87 43.25 74.00 -30.75 peak P
4 2051.025 47.23 -12.87 34.36 54.00 -19.64 AVG P
5 3084.625 53.61 -9.56 44.05 74.00 -29.95 peak P
6 3084.625 45.66 -9.56 36.10 54.00 -17.90 AVG P
7 4960.150 50.91 -6.07 44.84 74.00 -29.16 peak P
8 4960.150 46.45 -6.07 40.38 54.00 -13.62 AVG P
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18-25G
TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/CH: L
Radiated Emission Measurement
aon  dBuv/m
el
|
50
I q 11
40 ] 1m 'IEPN*
WWWMMW‘M e
an
20
L 11}
i}
-l
-20
A RO A0 MHz] ET ]
Frequency | Reading | Factor Level Limit Margin
No- | " iMHz) | (dBuv) | (dBIm) |(dBuVim)|(dBuvim)|  (dB) Datectar FIF Remark
1 18658.000 56.41 -14 67 41.74 T4.00 -32.26 peak P
2 18658.000 48.26 -14 67 33549 54.00 =2041 AVG P
3 19855.875 BE.09 1272 4337 74.00 -30.63 peak P
4 19855.875 4312 1272 35.40 5400 -18.60 AVG P
5 20788100 55 64 -12.15 43.49 74.00 -30.51 peak P
] 20788100 45.07 -12.15 3542 54.00 -18.08 AVG P
7 22357150 56.40 -11.66 44.74 74.00 -20.26 peak P
8 * | 22357150 4916 -11.66 37.50 54.00 -16.50 AVG P
9 23526150 56.08 -11.43 44 65 T4.00 -29.35 peak P
10 23526150 48.51 -11.43 37.08 54.00 -16.92 AVG P
11 24919325 A4 84 -10.09 4475 74.00 -29.25 peak P
12 24919325 4733 -10.09 3724 5400 -16.76 AVG P
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW: 1/CH: L

Radiated Emission Measurement
a0.0  dBuv/m
7l
|
50 1
1 ook
40 . E G
an
20
n
L]
-0
-2
1B000_ 000 MHz] 25000000
Frequency | Reading | Factor Level Limit Margin
No- | " Mbz) | (@Buv) | (dB/m) |(dBuvim)|(dBuvim)|  (dB) Detector FIF Remark
1 18475300 | 5622 -14.83 41.39 T4.00 -32.61 peak P
2 18475300 | 4842 -14.83 33.59 5400 -20.41 AVG P
3 19897 175 | 55.08 -12 66 42 42 74.00 -31.58 peak P
4 19897 175 | 4738 -12 66 MT2 5400 -19.28 AVG P
] 21457 625 | 5590 1224 43 66 T4.00 -30.34 peak P
i] 21457 825 | 4790 -12.24 35,66 5400 -18.34 AVG P
T 22404 225 | 5599 -11.60 4439 T4.00 -29.61 peak P
a 22404 225 | 4B.65 -11.60 a7.05 5400 -16.95 AVG P
] 23830825 | 56.36 -11.39 44 97 T4.00 -29.03 peak P
10 *| 23830.825 | 4969 -11.39 38.30 54.00 -15.70 AVG P
11 24852 375 | 56.06 -10.1 4585 74.00 -28.15 peak P
12 | 24882 375 | 48.02 -10.1 rs 5400 -16.19 AVG P
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11 Appendix
11.1 pwell Time
Condition Mode Frequency Antenna I?r?r!r?: Total Dwell Burst Period Limit verdict
(MHz) (ms) Time (ms) Count Time (ms) (ms)

NVNT 1-DH1 2441 Antl 0.399 83.79 210 31600 400 Pass
NVNT 1-DH3 2441 Antl 1.655 220.115 133 31600 400 Pass
NVNT 1-DH5 2441 Antl 2,912 256.256 88 31600 400 Pass
NVNT 2-DH1 2441 Antl 0.405 87.48 216 31600 400 Pass
NVNT 2-DH3 2441 Antl 1.665 218.115 131 31600 400 Pass
NVNT 2-DH5 2441 Antl 2,912 244.608 84 31600 400 Pass
NVNT 3-DH1 2441 Antl 0.411 89.187 217 31600 400 Pass
NVNT 3-DH3 2441 Antl 1.66 212.48 128 31600 400 Pass
NVNT 3-DH5 2441 Antl 2,912 238.784 82 31600 400 Pass
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Test Graphs
Dwell NVNT 1-DH1 2441MHz Antl One Burst

Spectrum | |:%1|

Ref Level 20.00 dBm Offset 2.98 d& @ RBW 1 MHz

Att 35dB @ SWT 3ms & VBW 1 MHz
SGL TRG:VID
@ 1Pk Clrw
M1[1] -12.38 dBm
-1.00 ps
10 dam D11] 6.20 dB
399.00 ps
0 dBm
D1
& F:
-10 dBm I-Tl
TRG -15.500 dBm |
-20 dBm
-30 dem
-40 dBm
-70 dBm
CF 2.441 GHz 1001 pts 300.0 ps/
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1 1 -1000.0 ns -12.38 dBm
D1 ™1 1 399.0 ps 6.20 dB
]
[ )t ] GIEIND wo

Dwell NVNT 1-DH1 2441MHz Antl Accumulated

Spectrum | |:%1|

Ref Level 20.00 dBm Offset 2.98 d& @ RBW 1 MHz

Att 35de @ SWT 3165 @ VBW 1 MHz
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Dwell NVNT 1-DH3 2441MHz Antl One Burst

Spectrum |

&

Ref Level 20.00 dBm
Att
SGL TRG:VID

35 de @ SWT

Offset 2.98 d& @ RBW 1 MHz
Ems & VBW 1 MHz

@ 1Pk Clrw

-18.05 dBm
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10 dBm

5.48 dB
1.65500 ms
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Dwell NVNT 1-DH5 2441MHz Antl One Burst

Spectrum |

&

Ref Level 20.00 dBm
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Dwell NVNT 2-DH1 2441MHz Antl One Burst

Spectrum |

&

Ref Level 20.00 dBm

Offset 2.98 d& @ RBW 1 MHz

Att 35 dB @ SWT Ims & VBW 1 MHz
SGL TRG:VID
@ 1Pk Clrw
M1[1] -18.87 dBm
-16.00 ps
10 dem D1[1] 1.51 dB
405.00 ps
0 dém
-10 dBm
TRG -15.500 dBm Jquﬁﬂﬂll‘l{,}ﬂ
-20 dBm i
-30 dBm

u ittt it

-70 dBm
CF 2.441 GHz 1001 pts 300.0 ps/
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1 1 -16.0 ps -18.87 dém
D1 ™M1 1 405.0 ps 1.51 dB

( I

J

Dwell NVNT 2-DH1 2441MHz Antl Accumulated

Spectrum |

Ref Level 20.00 dBm
Att
SGL

35 de @ SWT

Offset 2.98 d& @ RBW 1 MHz
3165 & VBW 1 MHz

@ 1Pk Clrw

(LR

-50 dBm

-60 dBm

-70 dBm

CF 2.441 GHz

1001 pts

3.16 s/

( I

QINTEK QP-QCS-025 C/5

Page 49 of 105




®
[ ]
N"‘EK jbimu Report Number: N26063009909E

Dwell NVNT 2-DH3 2441MHz Antl One Burst

Spectrum | |':%1|

Ref Level 20.00 dBm Offset 2.98 d& @ RBW 1 MHz
Att 35 dB @ SWT Sms @ VBW 1 MHz
SGL TRG:VID
@ 1Pk Clrw
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11.2 Maximum Conducted Output Power

Condition Mode Frequency (MHz) Antenna Conducted Power (dBm) Limit (dBm) | Verdict
NVNT 1-DH5 2402 Antl -6.16 21 Pass
NVNT 1-DH5 2441 Antl -5.44 21 Pass
NVNT 1-DH5 2480 Antl -7.15 21 Pass
NVNT 2-DH5 2402 Antl -6.34 21 Pass
NVNT 2-DH5 2441 Antl -4.96 21 Pass
NVNT 2-DH5 2480 Antl -6.51 21 Pass
NVNT 3-DH5 2402 Antl -5.24 21 Pass
NVNT 3-DH5 2441 Antl -4.64 21 Pass
NVNT 3-DH5 2480 Antl -6.16 21 Pass
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Test Graphs
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11.3 -20dB Bandwidth

Condition | Mode | Frequency (MHz) | Antenna | -20 dB Bandwidth (MHz) | Limit -20 dB Bandwidth (MHz) | Verdict
NVNT 1-DH5 2402 Antl 0.95 0 Pass
NVNT 1-DH5 2441 Antl 0.954 0 Pass
NVNT 1-DH5 2480 Antl 0.952 0 Pass
NVNT 2-DH5 2402 Antl 1.312 0 Pass
NVNT 2-DH5 2441 Antl 1.318 0 Pass
NVNT 2-DH5 2480 Antl 1.298 0 Pass
NVNT 3-DH5 2402 Antl 1.314 0 Pass
NVNT 3-DH5 2441 Antl 1.296 0 Pass
NVNT 3-DH5 2480 Antl 1.294 0 Pass
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Test Graphs
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11.4 oOccupied Channel Bandwidth

Condition Mode Frequency (MHz) Antenna 99% OBW (MHz)
NVNT 1-DH5 2402 Antl 0.891
NVNT 1-DH5 2441 Antl 0.893
NVNT 1-DH5 2480 Antl 0.871
NVNT 2-DH5 2402 Antl 1.185
NVNT 2-DH5 2441 Antl 1.207
NVNT 2-DH5 2480 Antl 1.179
NVNT 3-DH5 2402 Antl 1.199
NVNT 3-DH5 2441 Antl 1.197
NVNT 3-DH5 2480 Antl 1.195
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Test Graphs
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11.5 carrier Frequencies Separation

. Anten Hopping Freql Hopping Freq2 HFS Limit .
Condition Mode na pFEMIE-]Iz) q p?Mgz) q (MH2) (MH2) Verdict
NVNT 1-DH5 Antl 2401.93 2402.934 1.004 0.633 Pass
NVNT 1-DH5 Antl 2441.014 2442.012 0.998 0.636 Pass
NVNT 1-DH5 Antl 2479.01 2480.012 1.002 0.635 Pass
NVNT 2-DH5 Antl 2401.958 2402.938 0.98 0.875 Pass
NVNT 2-DH5 Antl 2440.936 2441.954 1.018 0.879 Pass
NVNT 2-DH5 Antl 2478.956 2479.958 1.002 0.865 Pass
NVNT 3-DH5 Antl 2401.956 2402.978 1.022 0.876 Pass
NVNT 3-DH5 Antl 2440.956 2441.948 0.992 0.864 Pass
NVNT 3-DH5 Antl 2478.956 2479.956 1 0.863 Pass
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