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HUD host x 1 Display modulex1 Remote controlx 1

w

Display extension rod x 1

Headsetx 1

TypeC cable x 1
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Display back glue Ax2 Display back glue Bx2 Host back glue Ax 2
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Quick guide x 1 Cleaning kit x 2
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Cross screwdriver x 1

Install HUD Host

Y

1. Remove the release paper
from the base of the host.

2.

Stick the base of the host
behind the helmet and press it
down until it is firmly attached.

3. Adjust the camera's perspective

up and down.
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To remove the host, gently
press the latch on the base of
the host, and then remove the
host.

Install Display Module

1. Paste the back glue on side A 2.
or side B of the display module
base.
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3. Insert the plug of the display 4.

module cable into the display
jack of the HUD host.

Paste the base of the display
module onto the brim of the
helmet, so that the prism of the
display module is in a position
thatis directly forward and
upward of the human eye.

Putting on the helmet and power
on the HUD, fine tune the rotation
shaft and sliding rail, so that you
can see the image in the display

module clearly.

Install Headset And TF Card

Install headset
Remove the release paper on the back of the headphones and microphone,
stick it to the reserved position on the inside of the helmet, and insert the

earphone plug into the earphone jack.

Storage cable

After installation, insert the exposed cables into the gap between the
helmet and the internal sponge.

Install TF card

Use a cross screwdriver to open the TF card house, install the TF card, and
then install the cover.
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Install Remote Control
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1. Rotate the controller
counterclockwise to remove
it from the base.

3. Remove the release paper from 4.

the bracket, paste the assembled
bracket onto the handlebar, and
press to ensure reliable installation.

. Use awrench to install the

controller base onto the
bracket and attach the back
glue to the arc position of the
bracket.

If need to replace the battery,
you can use a coin to open
the battery cover and replace
the battery.



Functional Definition

Key

Key Short press Long press (2s)

Power key On/off screen Power on/off

Up/down key Up/down move Increase/Decrease volume

Left/Right key Left/down move -
OKkey Confirm Start voice control
Return key Return/back Go back home
Camera key Start rearview mirror @ Intercom PTT

Indicate LED

LED On Off

Status LED-green Power on Power off

Status LED-blue Camerais working® | Camera is not working©

Charging LED Charging Charged

@ @ ©) This feature is only available for models with a rearview camera.

Start Using

Power on/off:

Press and hold the power key for 2s to power on/off.
After the HUD host is power on, short press the power key to standby/wake
up the Display module.

note:

Please connect the display module plug to the host before power on.

If an abnormality occurs, pressing and holding the power button for 10s
can forcibly restart the device.

Charging:

Please use a 5V charger.

When charging: the red charging indicator light remains on.
When fully charged: the charging indicator light goes off.
The charging time of the HUD is about 2.5 hours at a time.

Volume control:

Long press the up key to increase the volume.
Long press the down button to decrease the volume.

Bluetooth Connection

MOTOEYE APP connection:

(1) Power on the HUD.

(2) Download MOTOEYE mobile APP, register and log in.
(3) Click on the "Device" on the APP homepage.

(4) Search for the HUD host and click on the name to connect, the name

of HUD Bluetooth is :"device model" - "SN number", such as M6-47C132C2.
(5) After connected, the "Device" page will display the device information.

< Connect

Bluetooth audio connection:

Android phone: Android mobile APP can establish bluetooth data and
audio connection between HUD and phone simultaneously.
(Some models need to manually connect bluetooth audio in the system
settings).

IPhone: The iOS APP can only establish a bluetooth data connection
between HUD and the phone, and the audio connection needs to be

manually connected in System Settings - Bluetooth Connection.

Networks Connection

WiFi connection:

(1) After establishing the bluetooth connection, click the "WiFi" button.
(2) Select the WiFi you wanted and enter the password to connect.
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Share mobile network through bluetooth:

(1) Before sharing the mobile network through bluetooth, the following
settings need to be made on the phone:

IPhone: Turn on the 'Personal Hotspot' switch.

Android phone: Turn on the "Bluetooth shared network" switch.

(2) In the settings menu of the HUD host, enter the "Bluetooth network"
page and click "Connect".

(3) If turn on the "Auto Connect" switch on the "Bluetooth network" page,
the HUD will automatically connect to the network after connected to the
phone's bluetooth audio.

Using The Remote Control

After the HUD is turned on, press any key on the remote control and wait
for a few seconds. The controller can resume connection to the HUD.
After the HUD shuts down, the remote control will automatically enter
low-power sleep mode.

If you need to pair the Bluetooth remote control again, you
can proceed as follows:

(1) Press and hold the camera button and return button of the controller
simultaneously for more than 3 seconds. At this time, the red and blue
lights on the remote control flash alternately.

(2) After establishing a Bluetooth connection between the phone and the
HUD host, click the controller button on the APP homepage or "Device
Connection" page.

(3) Click on "Search bluetooth Controller".

(4) Select the bluetooth controller to connect to.

< Connect

Download Mobile APP

When using it for the first time, you need to download the
MOTOEYE app on your phone and connect to the HUD once.
The HUD will Automatically complete language, time zone,
time, and other settings.

MOTOEYE APP
HUD device manager APP

ZPlus APP
Android screen mirroring APP

Online Detailed Manual

For the detailed instructions, you can scan the following QR
code or view it in the mobile app.

Online User Guide
Detailed user guide



FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there
is no guarantee thatinterference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance Ocm
between the radiator and your body.





