2.4GHz MODE  ANT SPEC

1. ANT: OD1.2*ID0.3*45mm WIRE

C

45mm

®1.2mm
2. Electrical Characteristics
No. [tem Specifications
1 Working Frequency 2400~2500MHz
2 Gain OdBi
3 V.S WR (in BW) <2.0
4 FPolarization Linear
5 Azimuth Beam width Omni-directional
6 Impedance 50 Q
3. Return Loss and Smith Chat
Return Loss
Current
0 M1 8.94{!3@_239?.387 MHz M2 20.8??{;3898 MHz  M3: 1‘.84052-482.658 MHz
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Freguency (2000.0 - 3000.0 MHz)

Resolution: 517 FlexCAL:ON(COAX) CW: ON
Std: - Channel: N/A



3D Radiation Pattern

W1,

2420MHz 2445MHz 2460MHz
Frequeney
(GHz) 24GHz | 241GHz | 2.42GHz | 243GHz | 244GHz | 2.45GHz | 2.46GHz | 247GHz | 248GHz 2.5GHz
z
Efficiency(dB) 5.1 -4.81 -4.60 -4.19 -4.00 -4.10 -3.78 -3.69 -3.81 -3.51
Efficiency(%) 5298 55.36 58.09 63.39 66.01 65.09 70.01 70.26 68.74 73.51
Pick Gain
0.00 -0.07 -0.11 -0.05 -0n01 -0.15 -0.03 0.00 (.06 -0.10
(dBi)
4.Supply Vendor

Company Name:

SHANTOU HOTSZONE ELECTRICAL CO,LTD

Company Address:

2nd Floor, No. 14, Lane 9, Meilong District, Guangyi Subdistrict, Chenghai District, = Shantou City,
Guangdong Province

Testing Engineer :

Authorized Signatory :




