






















Product information 

Product name mini aircraft Flying distance 60 meters 

Expansion size 9 2*9 2*2 8cm Remote control signal 2 4GHz 

Folding size 5 5*5 5*2 8cm Aircraft battery: lithium battery 3 7V / 280mAh 

Single product weight about 350G Remote control battery: 2 AA (not included) 

Charging time: 40 minutes Charging line protection measures anti-insertion, 

Box size: 19 * 16 * 6cm anti-overcharge protection 

Flight time: 8 minutes Aircraft protection low voltage protection 

Flight safety 
言
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Fly in open areas Maintain lineof sight Fly below 50m 
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Avoid flying over or near obstacles, crowds, high voltage power 
lines, trees,airport or bodies of water. Do not fly near strong 
electromagnetic sources such as power lines and those base 
stations as it may affect the onboard compass. 

O今旮谥／伞Do not use the drone in adverse weather conditions such as rainy, 

、,FJ �
snowy, foggyand windy days 

Stay away from the rotating No fly zone 
propellers and motors 

Do not use the drone in adverse weather conditions such as rainy, 
snowy, fog�y and windy conditions. 
The basic flight guidelines are import for pilots'safety and the 
surroundings 
Please read the safety guidelines carefully 
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 FCC Warning  
 
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: 
(1) This device may not cause harmful interference, and (2) this device must accept any interference 
received, including interference that may cause undesired operation.  
 
Any Changes or modifications not expressly approved by the party responsible for compliance could 
void the user's authority to operate the equipment.  
 
Note: This equipment has been tested and found to comply with the limits for a Class B digital device, 

pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection 
against harmful interference in a residential installation. This equipment generates uses and can radiate 
radio frequency energy and, if not installed and used in accordance with the instructions, may cause 
harmful interference to radio communications. However, there is no guarantee that interference will not 
occur in a particular installation. If this equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and on, the user is encouraged to try to 
correct the interference by one or more of the following measures:  

 -Reorient or relocate the receiving antenna.  

 -Increase the separation between the equipment and receiver.  

 -Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected.  

 -Consult the dealer or an experienced radio/TV technician for help.  

 

 

The device has been evaluated to meet general RF exposure requirement. The device can be used in 

portable exposure condition without restriction. 

 

 


