LEV

Model: FR-482E1DRNAK
Input: 208/240VAC 60Hz 48A Max
Output: 208/240VAC 60Hz 48A Max

Temp: -22°F to 122°F

(-30°C to 50°C) ql,
NEMA Type 4 C N7
D.O.M. MM/YY Intertek
ASSEMBLED IN CANADA 5029175
CONFORMS TO UL 2594

CERTIFIED TO CAN/CSA STD C22.1
CTEP MMQ 0.4kWh

/\ CAUTION /A WARNING

For use with Electric Vehicles.

Ventilation Not Required.

CAUTION - Do not use this product if there is any
damage to the unit. Risk of electric shock. Do not
remove cover or attempt to open the enclosure.

No user serviceable parts inside. Refer servicing

to qualified service personnel. Do not connect to a
circuit operating at more than 240 volts.

WARNING - This device is intended only for
charging vehicles not requiring ventilation during
charging. Risk of explosion. This equipment has
arcing or sparking parts that should not be exposed
to flammable vapors. This equipment should be
located at least 460 mm (18 inches) above the floor.

Pour utilisation avec des véhicules électriques.
Aucune ventilation requise.

ATTENTION — Une Réinitialisation automatique est
prévue. Ce dispositive est destiné uniquement a la
charger de véhicules ne nécessitant pas de ventila-
tion pendant la charge. N'utilisez pas ce produit si
le cable de connexion du véhicule est endommagé.
Risque de choc électrique. Ne retirez pas le couver-
cle et n'essayez pas d’ouvrir le boitier. Aucune piéce]
réparable par I'utilisateur ne se trouve

Confiez I'entretien a un personnel qualifié.
AVERTISSEMENT - Ce dispositif est destinéau
chargement des véicules ne néessitant pas de
ventilation au cours du chargement.

L'appareil comporte des piéces pouvant produire
des arcs électriques ou des étincelles qui ne
devraient pas étres exposés aux vapeurs inflamma-
bles. Cet équipement doit étre situé a au moins 460
mm (18 pouces) au-dessus du sol.

This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference,
and (2) this device must accept any interference
received, including interference that may cause
undesired operation.

fRACTALEV

Model: FR-802E1DRNAK
Input: 208/240VAC 60Hz 80A Max
Output: 208/240VAC 60Hz 80A Max

Temp: -22°F to 122°F

(-30°C to 50°C)

NEMA Type 4 u,,@
D.O.M. MM/YY Intertek
ASSEMBLED IN CANADA

CONFORMS TO UL 2594

CERTIFIED TO CAN/CSA STD C22.1
CTEP MMQ 0.4kWh

/\ CAUTION  /j\ WARNING

For use with Electric Vehicles.

Ventilation Not Required.

CAUTION - Do not use this product if there is any
damage to the unit. Risk of electric shock. Do not
remove cover or attempt to open the enclosure.

No user serviceable parts inside. Refer servicing

to qualified service personnel. Do not connect to a
circuit operating at more than 240 volts.

WARNING — This device is intended only for
charging vehicles not requiring ventilation during
charging. Risk of explosion. This equipment has
arcing or sparking parts that should not be exposed
to flammable vapors. This equipment should be
located at least 460 mm (18 inches) above the floor.

Pour utilisation avec des véhicules électriques.
Aucune ventilation requise.

ATTENTION — Une Réinitialisatio tomatique est
prévue. Ce dispositive est destiné uniquement a la
charger de véhicules ne nécessitant pas de ventila-
tion pendant la charge. N'utilisez pas ce produit si
le cable de connexion du véhicule est endommagé.
Risque de choc électrique. Ne retirez pas le couver-
cle et n'essayez pas d’ouvrir le boitier. Aucune piéce]
réparable par ['utilisateur ne se trouve a <
Confiez I'entretien a un personnel qualifié.
AVERTISSEMENT - Ce dispositif est destinéau
chargement des véicules ne néessitant pas de
ventilation au cours du chargement.

L'appareil comporte des pieces pouvant produire
des arcs électriques ou des étincelles qui ne
devraient pas étres exposés aux vapeurs inflamma-
bles. Cet équipement doit étre situé a au moins 460
mm (18 pouces) au-dessus du sol.

This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference,
and (2) this device must accept any interference
received, including interference that may cause
undesired operation.
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LEGAL AND REGULATORY INFORMATION

Legal and Regulatory information about this product, including FCC and Industry Canada
Identifiers, may be accessed via the touch screen. From the main screen:

. Step 1. Press the Help Icon
. Step 2: Press Legal’ €ga

r
r Legal and Compliance Information
O and Industry CGanada IUs:

| Ay

CC ID: 2BEKZFR482C1DR
IC: 31974-FR802C1DR

Contains FCC ID: 2AC7Z-ESPS3WROOM
Contains IC: 21098-ESPS3WROOM1

Contains FCC ID: XMR202008EGOINAXD
Contains IC: 10224 A-021EGS1INAXD
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