
V��AI

V��AI

�.Connect the camera to the power 
supply. After a few seconds. wait for the 
camera's indicator light to turn Blue, 
indicatingthat the camera has started

�.Open the mobile WlFl list and
“MV******signal”, For example: MV****

�.Open the V��Al APP,drop down tht 
devicelist interface, a discovered device 
willpop up ,click the plus sign to 
automaticallyadd the device

�.Select“Local Network Mode.

�.Selecting "View Device" will 
automatically switch to the device 
interface. Select "Activate Device" and 
set your own password to prevent 
privacy leakage.

�.If you encounter any problems during 
your use, please open the app device 
interface and click the contact customer 
service icon to get in touch with the 
customer service to help you solve the 
problem.

�.If you are not connected to the device, 
you can also select "Feedback" in your 
profile and ask the customer service to 
teach you how to connect.

If you've connected to the device's Wi-Fi 
butdon't see it in the app, pull down on the 
app'shome screen to refresh.Otherwise, 
pleasereset the device and try connecting 
again.

No Wi-Fi Mode

AP Hotspot LinkD Note: This equipment has been tested 
and 
found to comply with the limits for a 
Class 
B digital device, pursuant to part �� of 
the 
Fcc Rules. These limits are designed to 
provide reasonable protection against 
harmful interference in a residential 
installation. This equipment generate-
suses 
and can radiate radio frequency energy 
and, if not installed and used in 
accordance 
with the instructions, may cause 
harmful 
interference to radio communications. 
However, there is no guarantee that 
interference will not occur in a 
particular 
installation. lf this equipment 
doescause 
harmful interference to radio or 
television 
reception, which can be determined by 
turning the equipment off and on, the 
user 
is encoulaged to try to correct the 
interference by one or more of the 
following 
measures.
-Reorient or relocate the receiving 
antenna.
-Increase the separation between the 
equipment and receiver
-Connect the equipment into an outlet 
on a 
circuit different from that to which the 
receiver is connected
-Consult the dealer or an experienced 
radio/TV technician for help
Important: change or modifications not 
expresly approved by the manufacturer 
responsible for compliance could void 
the 
user's authority to operate the 
equipment



FCC Warning 
This device complies with part 15 of the FCC rules. Operation is subject to the following two 
conditions: (1) this device may not cause harmful interference, and (2) this device must accept 
any inte rference received, including interference that may cause undesired operation. 
Changes or modifications not expressly approved by the party responsible for compliance could 
void the user's authority to operate the equipment. 
NOTE: This equipment has been tested and found to comply with the limits for a Class B digital 
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential installation. This equipment generates 
uses and can radiate radio frequency energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If this equipment does 
cause harmful interferenceto radio or television reception, which can be determined by turning 
the equipment off and on, the user is encouraged to try to correct the interference by one or 
more of the following measures: 
-Reorient or relocate the receiving antenna. 
Increase the separation between the equipment and receiver. 
Connect the equipment into an outlet on a circuit different from that to which the receiver is 
connected. 
Consult the dealer or an experienced radio/TV technician for help. 
Radiation Exposure Statement 
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled 
environment. This equipment should be installed and operated with minimum distance 20cm 
between the radiator and your body


