Mexllex'| NEON STRIP LIGHT
User Manual

One-Stop Shop for LED Strip Lights

Download the illumi home APP

1. For Android systems, download illumi home APP from the
Android market.

2. For iOS systems, download illumi home APP from the App Store.
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Lesen und befolgen Sie alle Sicherheitshinweise

1. Dieses Produkt wird mit dem mitgelieferten Netzteil verwendet.
Von scharfen Gegenstanden oder stark atzenden Chemikalien
fernhalten.

2. Obwohl dieses Produkt eine gute Biegeleistung aufweist, achten
Sie beim Biegen des Neonstreifens darauf, ihn nicht zu fest zu
befestigen und zu stark zu biegen, um Schaden zu vermeiden.
Die Lichtperlen beeintrachtigen dann die Lebensdauer.

3. Installieren Sie Neonlichterketten nicht in der Nahe von
Warmequellen.

4. Lassen Sie Kinder nicht alleine Neonlichterketten installieren.
Vermeiden Sie die Installation von Neonstreifen in der Nahe
von Potenzial

5. Denken Sie daran, die Batterien einzulegen, bevor Sie die
Fernbedienung verwenden.

6. Der Controller und das Netzteil sind nicht wasserdicht. Bei
Verwendung im Freien schiitzen Sie bitte den Controller und
das Netzteil gut.

7. Rollen Sie den Neonlicht-LED-Streifen ab, um seine
Funktionsleistung zu testen und zu iiberpriifen, bevor Sie ihn
verwenden oder installieren.

8. Wenn die Fernbedienung nicht funktioniert, versuchen Sie
bitte, die Batterie der Fernbedienung zu wechseln.

Anweisungen

1.Vorbereitung vor der Installation
A. Packen Sie den Karton aus und tberprifen Sie alle in der
Packliste aufgefiihrten Artikel.
B. Breiten Sie den Streifen gerade aus und schalten Sie die
Neonlichterkette ein, um zu priifen, ob sie aufleuchtet.

Read and follow all safety instructions

1. This product is used with the supplied power adapter. Keep
away from sharp objects or strong corrosive chemicals.

2. Although this product has good bending performance, When
bending the neon strip, try not to fix it Buckle too tightly and
bend too much to avoid damage The light beads then affect
the lifespan.

3. Do not install neon rope lights near any heat source.

4. Do not let children install neon rope lights alone Avoid
installing neon strips near potential.

5Remember to install batteries before using the remote control.

6The Controller and power adapter is not waterproof, when
useoutside, please protect well the Controller and power
adapter.

7Unroll the neon light led strip to test and check its function
performance before using or installing.

8lf the remote doesn't work, please try to change the battery
of the remote.

Instructions

1.Preparation Before Installing

a. Unpack the box and check all items listed in the
packing list.

b. Spread the strip straight and power on the neon rope
light to check whether they light up.

@ Entwerfen Sie die Form und
bestatigen Sie die

Einfugeposition.

@ Reinigen Sie die Wand mit
einem trockenen Tuch.

© Befestigen Sie die
LED-Neonlichterkette im

@ SchlieRen Sie die
LED-Neonlichterketten an
die Stromversorgung an.

2.Installing Steps

. .

@esign the shape and confirm

@Clean the wall with a dry

cloth. the pasting position.
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© Fix LED Neon Rope Lights in @ Connect the LED Neon Rope
the slot. Lights to the power supply.

IR REMOTE INSTRUCTION
* 44-Key Music Remote

1. LED brightness adjustment button (up): 7 grades.

2. LED brightness adjustment button (down): 7 grades.

3. Pause/Run button.

4. ON/OFF button.

5. Music mode.

6. Auto button: Automatically change colors under
Jump3, Jump7, Fade3, Fade7 and Flash modes.

7. Slow button: Speed down color changing under
Jump3, Jump7, Fade3, Fade7 and Flash modes.

8. Quick button: Speed up color changing under
Jump3, Jump7, Fade3, Fade7 and Flash modes.

9. Flash button: Flash on and off.

10. Fade 7 button: Gradually 7 colors fade change.

11. Fade 3 button: Gradually 3 colors fade change.

12. Jump 7 button: Gradually 7 colors jumpy change.

/\ Please pull out the
transparent chip from the
bottom of the IR remote to
ensure that the battery is
powered properly.

13. Jump 3 button: Gradually 3 colors jumpy change.

14. DIY buttons: 6 DIY buttons remember colors you set.

15. Adjust buttons: Increase/ Decrease red, green
and blue colors.

/N Make sure the IR remote aims at
the IR receiver within the sensing
distance. The angle of the IR
receiver is 120° and the sensing
distance is 25ft. Please remotely
control within the sensing range.

IR-FERNANWEISUNG

¢ 44-Tasten Musikfernbedienung

1. LED-Helligkeitseinsteltaste(oben):7 Stufen.

2. LED-Helligkeitseinstelltaste(unten):7 Stufen.

3. Pause/Start Taste.

4. EIN/AUS-Taste.

5. Musikmodus.

6. Auto-Taste: Farben automatisch &ndern unter
Jump3-, Jump7-, Fade3-, Fade7- und Flash-Modi.

7. Langsam-Taste: Farbwechsel unter beschleunigen
Jump3-, Jump7-, Fade3-, Fade7- und Flash-Modi.

8. Schnelltaste: Beschleunigt den Farbwechsel unter
Jump3-, Jump7-, Fade3-, Fade7- und Flash-Modi.

9. Flash-Taste: Blitz ein- und ausschalten.

10. Fade 7-Taste: 7 Farben werden allmahlich geandert.

11. Fade 3-Taste: 3 Farben werden allmahlich geandert.

12. Jump 7-Taste: Allmahlich wechseln 7 Farben sprunghaft.
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- ~ @LJ.. & Bitte ziehen Sie den transparenten

@ r Chip von der Unterseite der
IR Fernbedienung heraus, um
sicherzustellen, dass der Akku
ordnungsgeman mit Strom v
ersorgt wird.

13. Jump 3-Taste: Allmahlich wechseln 3 Farben sprunghaft.

14. DIY-Tasten: 6 DIY-Tasten merken sich die von
Ihnen eingestellten Farben.

15. Anpassungstasten: Erhéhen/Verringern rot, griin
und blaue Farben.

13 12 11 10

/\ Stellen Sie sicher, dass die
IR Fernbedienung innerhalb des
Erfassungsabstands auf den
IR Empfénger zielt. Der Winkel des
IR-Empféngers betragt 120 ° und der
Erfassungsabstand 25 FuB. Bitte ﬁ—%
steuern Sie ihn ferngesteuert innerhalb -
des Erfassungsbereichs

16. LED-Farbtasten (16 Farben):

Statisches Rot/ Statisches Griin/ Statisches Blau/ Statisches Weil}
Statisch orange/ Statisch hellgriin/ Statisch dunkelblau

Statisches Milchweil/ Statisches Dunkelgelb/ Statisches Cyan
Static Lyon Blau/ Static Weif Pink/ Static Gelb

Statisch hellblau/ Statisch lila/ Statisch griin weift

Statisch hellgelb/ Statisch himmelblau/ Statisch braun

Statisches Blauweil.

16. LED color buttons (16 colors):
Static red/ Static green/ Static blue/ Static white 13 12 11 10
Static orange/ Static light green/ Static dark blue
Static milk white/ Static dark yellow/ Static cyan
Static lyons blue/ Static white pink/ Static yellow
Static light blue/ Static purple/ Static green white
Static light yellow/ Static sky blue/ Static brown
Static blue white.

FCC Warning Statement:

Changes or modifications to this unit not expressly approved by the party
responsible for compliance could void the user's authority to operate the
equipment. This equipment has been tested and found to comply with

the limits for a Class B digital device, pursuant to Part 15 of the FCC

Rules. These limits are designed to provide reasonable protection

against harmful interference in a residential installation. This equipment

generates, uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause
harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If
this equipment does cause harmiul interference to radio or television
reception, which can be determined by turning the equipment off and on,
the user is encouraged to try to correct the interference by one or more
of the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to

which the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

This device complies with Part 15 of the FCC Rules. Operation is subject
to the following two conditions: (1) this device may not cause harmful

interference, and (2) this device must accept any interference received,

including interference that may cause undesired operation.

FCC Radiation Exposure Statement

The antennas used for this transmitter must be installed to provide a

separation distance of at least 20 cm from all persons and must not be

co- located for operating in conjunction with any other antenna or
transmitter.




