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TEST REPORT
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Zhejiang Lingzhu Technology Co., Ltd.

Room 302,No 1 Building Huace Center,Xihu District, Hangzhou City, Zhejiang
Province,China

Zhejiang Lingzhu Technology Co., Ltd.

Room 302,No 1 Building Huace Center,Xihu District, Hangzhou City, Zhejiang
Province,China

4G LTE Pan-Tilt Battery Camera

SC256-LS4-NA-V1; SC256-LS4-NA-V1-SIM; SC256-LT4-NA-V1;
SC256-LT4-NA-V1-SIM; SC256-LS4-NA-V2; SC256-LS4-NA-V2-SIM;
SC256-LT4-NA-V2; SC256-LT4-NA-V2-SIM; SC256-LU4-NA-V1;
SC256-LU4-NA-V1-SIM; SC256-LV4-NA-V1; SC256-LV4-NA-V1-SIM *
Please refer to section 2.4 of this report which indicates which model was
actually tested and which were electrically identical.

47 CFR Part 2

47 CFR Part 22

47 CFR Part 24

47 CFR Part 27

Date of Receipt: 2026-09-03

Date of Test: 2026-09-08 to 2026-09-09

Date of Issue: 2026-09-15

Test Result : PASS *

* In the configuration tested, the EUT detailed in this report complied with the standards specified above.

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at
http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents, subject to Terms and Conditions for Electronic Documents

at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx. Attention is drawn to the limitation of liability, indemnification and

jurisdiction issues defined therein. Any holder of this document is advised that information contained hereon reflects the Company’s findings at the time
of its intervention only and within the limits of Client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not
exonerate parties to a transaction from exercising all their rights and obligations under the transaction documents. This document cannot be
reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the results shown in
this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

SGS Tongfang Technical Services (Suzhou) Co., Ltd.
Connectivity Laboratory | Suzhou Area, China (Jiangsu) Pilot Free Trade Zone 215123
|

TRF No. SUZSCONN-TRF-CR001_B_Aug 13™,2026

t (86-512) 6229 2980
WWW.Sgsgroup.com.cn

South of No. 6 Plant, No. 1, RunSheng Road, Suzhou Industrial Park,

Member of the SGS Group (SGS SA)




Report No.: SUCR260900086102

TRF No. SUZSCONN-TRF-CR001_B_Aug 13",2026

Page: 2 0of 24
‘ Revision Record
‘ Version ‘ Description ‘ Date ‘ Remark
| 00 | Original | 2026-09-15 | /
Authorized for issue by: ‘ ‘
“itj fej ﬂ‘mj
Prepared By
Hayley_Zhang/Project Engineer
Approved By ;7/
Cedar Cheng /Reviewer
SGS Tongfang Technical Services (Suzhou) Co., Ltd. | South of No. 6 Plant, No. 1, RunSheng Road, Suzhou Industrial Park, t (86-512) 6229 2980
Connectivity Laboratory | Suzhou Area, China (Jiangsu) Pilot Free Trade Zone 215123 WwWw.sgsgroup.com.cn
I

Member of the SGS Group (SGS SA)




Report No.: SUCR260900086102

Page: 3 0of24
Contents
1 TeSt SUMMAIY....ciieeceeeccii e e s s s e e s e s s s s e s s e s s nass s s s s s e e e e s nmnsssssssssneennnnnssssnsssenennnnnnnn 4
1.1 LTE Cat1 BiS BANA 5 .......uuuiiiiiiiiiiiiiiiii e 4
1.2 LTE Cat1 BiS BN 2 ........uueiiiiiiiiiiii e 5
1.3 LTE Cat1 BiS Band 4 /66 ...........uuuuuuiiiiiiiiiiiiiiiii e 6
1.4 LTE Cat1 BisS BanNd 12/17 .....eeeiiiiiiiiii s ssssssssssssnsnnnnnes 7
1.5 LTE Cat1 BisS Band 13 ... ...t ssssssssssssssnnnnnnnne 8
2 General INformation ... ———————————— 9
2.1 Details Of CHENt ... e e et e e 9
2.2 TESE LOCAION ... et 9
2.3 L= S = T 1 9
2.4 General Description Of EUT ...t 10
2.5 TESEIMOE. ... ettt et e e e e et e e e et aaans 10
2.6 TeSt ENVIFONMENT... ..ot e et eeees 11
2.7 Technical SPeCIfiCation ............cooiiiiiiii e 11
2.8 B I O (=T [ 1= Lo =T 12
3 Main Test INStruMENtS ......coee e r s s r e s s s e e s e e nmnnnees 16
4 Measurement Uncertainty...........ccoooiceiiiiiecii e s e s s s s s s e s s s s e e e 18
5 DeSCription Of TeStS ....cccceecii i e e e e e e e nmn s 19
5.1 Conducted OUIPUL POWET........coi i e e e e e e e e e eeanees 19
5.2 Effective (Isotropic) Radiated Power of Transmitter .............ccccooiiieii e, 20
5.3 Field Strength of Spurious Radiation.................ooooiiiii e, 21
54 BT GRS (1] o 1 ST 22
5.5 TeSt CONAILIONS.....e et e e et eees 23
6 Y o o 7= Lo [ )= 24
SGS Tongfang Technical Services (Suzhou) Co., Ltd. | South of No. 6 Plant, No. 1, RunSheng Road, Suzhou Industrial Park, t (86-512) 6229 2980
Connectivity Laboratory ISuzhou Area, China (Jiangsu) Pilot Free Trade Zone 215123 WWW.sgsgroup.com.cn

TRF No. SUZSCONN-TRF-CR001_B_Aug 13",2026 Member of the SGS Group (SGS SA)



Report No.: SUCR260900086102

Page: 4 of 24
1 Test Summary
1.1 LTE Cat1 Bis Band 5
Test ltem FCC Rule No. Requirements R?:utlt Verdict
Effective
(Isotropic) §2.1046,
Radiated Power | §22.913(a)(5) ERP <7 W Pass
Output Data
Peak-Average - Reference Report
Ratio §22.913(d) Limits13 dB BL-SZ2561074-501
. OBW: No limit. Reference Report
Bandwidth §2.1049 EBW: No limit. BL-SZ2561074-501
<-13 dBm/1%*EBW, in 1
Band Edges §2.1051, MHz bands immediately Refer to Reference Report
Compliance §22.917(a) outside and adjacent to the the BL-SZ2561074-501
frequency block. Avopendixs
Spurious FCC: < -13 dBm/100 kHz, PP
Emission at §2.1051, from 9 kHz to 10th harmonics Reference Report
Antenna §22.917(a) but outside authorized BL-SZ2561074-501
Terminals operating frequency ranges.
Field Strength of
Spurious §2.1053, FCC: < -13 dBm/100 KHz. Pass
. §22.917(a)
Radiation
Frequency §§21 ?gg%a()d(;()z(;) ) +2 50pm Reference Report
Stability ' +4-oppm. BL-SZ2561074-501

§22.355
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1.2 LTE Cat1 Bis Band 2
Test Item FCC Rule No. Requirements Test Result Verdict
Effective
(Isotropic)
Radiated §gi' 12%‘;‘(5&) EIRP <2 W Pass
Power Output '
Data
Peak-Average - Reference Report
Ratio §24.232(d) Limit<13 dB BL-SZ2561074-501
. OBW: No limit. Reference Report
Bandwidth §2.1049 EBW: No limit. BL-SZ2561074-501
<-13 dBm/1%*EBW, in 1 MHz
Band Edges §2.1051, bands immediately outside and Refer to the Reference Report
Compliance §24.238(a) adjacent to the frequency Appendixs BL-SZ2561074-501
block.
Spurious <-13 dBm/1 MHz, from 9 kHz
Emission at §2.1051, to 10t harmonics but outside Reference Report
Antenna §24.238(a) authorized operating frequency BL-SZ2561074-501
Terminals ranges.
Field Strength
of Spurious §gi 12(1)32:(3a) <-13 dBm/1 MHz. Pass
Radiation ’
Frequency §§'21 ?ggt(i?gl(; ()g))) Within authorized bands of Reference Report
Stability ) operation/frequency block. BL-SZ2561074-501

§24.235
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1.3 LTE Cat1 Bis Band 4 /66
Test Item FCC Rule No. Requirements Test Result Verdict
Effective
(Isotropic) §2.1046,
Radiated Power §27.50(d)(4) EIRP <1 W Pass
Output Data
Peak-Average - Reference Report
Ratio §27.50()(®) Limits13 dB BL-SZ2561074-501
. OBW: No limit. Reference Report
Bandwidth §2.1049 EBW: No limit. BL-SZ2561074-501
<-13 dBm/1%*EBW, in 1
Band Edges §2.1051, MHz bands immediately Reference Report
Compliance §27.53(h) outside and adjacent to the Refer to the BL-SZ2561074-501
frequency block. Avopendixs
. <-13 dBm/1 MHz, from9 | PP
Spurious kHz to 10t harmonics but
Emission at §2.1051, outside authorized Reference Report
Antenna §27.53(h) . BL-SZ2561074-501
. operating frequency
Terminals
ranges.
Field Strength of
Spurious §§227'15035(f;) < -13 dBm/1 MHz. Pass
Radiation )
Frequency §§'21 ?ggé?é(; ()g))) Within authorized bands of Reference Report
Stability ' operation/frequency block. BL-SZ2561074-501

§27.54
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1.4 LTE Cat1 Bis Band 12/17
Test Item FCC Rule No. Requirements Test Result Verdict
Effective
(Isotropic)
Radiated §2§25(1)(23?1 0) ERP <3 W. Pass
Power Output )
Data
Peak-Average - Reference Report
Ratio Limits13 dB BL-SZ2561074-501
. OBW: No limit. Reference Report
Bandwidth §2.1049 EBW: No limit. BL-SZ2561074-501
Band Edges §2.1051, Reference Report
Compliance §27.53(q) < 43+10log10(P[Watts]) Refer to _the BL-S72561074-501
Appendixs
Spurious
Emission at §2.1051, Reference Report
Antenna §27.53(q) < 43+10log10(P[Watts]) BL-SZ2561074-501
Terminals
Field Strength
of Spurious §§227'15?3?(3’) FCC: < -13 dBm/100 KHz. Pass
Radiation 219
Frequency §2.1055(a)(1)(b) Within authorized bands of Reference Report
§2.1055(d)(2)
Stability ' §27.54 operation/frequency block. BL-SZ2561074-501
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1.5 LTE Cat1 Bis Band 13
Test Item FCC Rule No. Requirements Test Result Verdict
Effective
(Isotropic)
. §2.1046,
Radiated ERP <3 W. Pass
Power §27.50(b)(10)
Output Data
Peak-
- Reference Report
Average Limit<13 dB BL-SZ2561074-501
Ratio
. OBW: No limit. Reference Report
Bandwidth §2.1049, EBW: No limit. BL-SZ2561074-501
Band Edges §2.1051, Reference Report
Compliance | §27.53(c) < 43+10log10(P[Watts]) BL-S72561074-501
<-13 dBm/100 kHz, from 9 kHz to
10t harmonics but outside
authorized operating frequency
ranges.
On all frequencies between 763—
775 MHz and 793-805 MHz, by a
factor not less than 65 + 10 log (P)
Spurious §2.1051 dB in a 6.25 kHz band segment,
Emission at §2% 53(0’) for mobile and portable stations. Refer to the Reference Report
Antenna §27‘ 53(f) For operations in the 746-758 Appendixs BL-SZ2561074-501
Terminals ' MHz, 775-788 MHz, and 805-806
MHz bands, emissions in the band
1559-1610 MHz shall be limited to
—-70 dBW/MHz equivalent
isotropically radiated power (EIRP)
for wideband signals, and -80
dBW EIRP for discrete emissions
of less than 700 Hz bandwidth.
FCC: <-13 dBm/100 kHz.
For operations in the 746-758
MHz, 775-788 MHz, and 805-806
Field §2.1053 MHz bands, emissions in the band
Strength of ' | 1559-1610 MHz shall be limited to
Souri §27.53(c) ~70 dBW/MH valent Pass
purious §27.53(f) _ _ \Hz equivalen
Radiation isotropically radiated power (EIRP)
for wideband signals, and -80
dBW EIRP for discrete emissions
of less than 700 Hz bandwidth.
Frequency §§21 2255)(5‘)3(11()1()2(;) ) Within authorized bands of Reference Report
Stability ’ operation/frequency block. BL-SZ2561074-501

§27.54

Note: The LTE Module (Model: LE270-LA1) has been certified, and the report number is BL-SZ2561074-501
issued by Shenzhen BALUN Technology Co., Ltd., So, we only evaluate the Effective (Isotropic) Radiated

Power Output Data and Field Strength of Spurious Radiation test of this sample, other test data please refer
to module test report.
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2 General Information

2.1 Details of Client

Applicant:

Zhejiang Lingzhu Technology Co., Ltd.

Address of Applicant:

Room 302,No 1 Building Huace Center,Xihu District, Hangzhou City, Zhejiang
Province,China

Manufacturer:

Zhejiang Lingzhu Technology Co., Ltd.

Address of Manufacturer:

Room 302,No 1 Building Huace Center,Xihu District, Hangzhou City, Zhejiang
Province,China

2.2 Test Location

Company: SGS Tongfang Technical Services (Suzhou) Co., Ltd.

Address: South of .No. 6.Plant, No_. 1, Runsheng Road, Suzhou Industrial Park, Suzhou
Area, China (Jiangsu) Pilot Free Trade Zone

Post code: 215000

Test engineer: Levi Li, King-p Li

2.3 Test Facility

The test facility is recogn

ized, certified, or accredited by the following organizations:

* A2L A (Certificate No.
SGS Tongfang Technica
Laboratory Accreditation

6336.01)

| Services (Suzhou) Co., Ltd. is accredited by the American Association for
(A2LA).

* FCC (Designation Number: CN1312)

This site has been recog
Number:717327

nized as an accredited testing laboratory. Test Firm Registration

* ISED (CAB Identifier: CN0120)

This site has been recognized by Innovation, Science and Economic Development Canada (ISED) as
an accredited testing laboratory.

Company Number: 27594
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2.4 General Description of EUT
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DC 5V (Type C port)

FlanEr SRy DC 3.6V (Battery)
SC256-LS4-NA-V1; SC256-LSA4-NA-V1-SIM; SC256-LTA-NAVA;
Vodel No. SC256-LT4-NA-V1-SIM; SC256-LS4-NA-V2: SC256-LS4-NA-V2-SIM:

SC256-LT4-NA-V2; SC256-LT4-NA-V2-SIM; SC256-LU4-NA-V1;
SC256-LU4-NA-V1-SIM; SC256-LV4-NA-V1; SC256-LV4-NA-V1-SIM

Antenna Type: Rob Antenna

LTE Cat1 BisBand 2:  3.07dBi

LTE Cat1 Bis Band 4:  2.57dBi

LTE Cat1 Bis Band 5: 1.95dBi

Antenna Gain: LTE Cat1 Bis Band 12: 2.29dBi

LTE Cat1 Bis Band 13:  1.95dBi

LTE Cat1 Bis Band 17:  2.29dBi

LTE Cat1 Bis Band 66: 2.57dBi

0.8dB(Below 1GHz) 1.0dB(1.0~2.4GHz) 1.2dB(2.4~3.4GHz)

RF Cable:
1.5dB(Above 3.4GHz)

Note:

1.Since the above data and/or information is provided by the client relevant results or conclusions of this
report are only made for these data and/or information , SGS is not responsible for the authenticity, integrity
and results of the data and information and/or the validity of the conclusion.

2.The above information of EUT is provided by manufacturer. For more details, please refer to the manual
and other relevant document.

3.The same series with and without the "sim" suffix differs only in whether the base case has a SIM card slot
opening. S and T differ only in base case shape (S has a square base, T has a rounded base), while the
board is shared. U and V are reserved for future models with different appearances, while the board is
shared. V2 is reserved for iteration differentiation of some new versions, for the replacement of non-core
components such as lenses, solar panels, etc.

4.Based on the above differences, only the SC256-LS4-NA-V1 is tested in this report.

2.5 Test Mode

Test Mode Test Modes Description
LTE/TM1 LTE system, QPSK modulation
LTE/TM2 LTE system, 16QAM modulation

Remark: The test mode(s) are selected according to relevant radio technology specifications.
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2.6 Test Environment
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Environment Parameter

102 kPa Selected Values During Tests

Relative Humidity

42 % RH Ambient

Value

Temperature(°C)

Voltage(V)

NTNV

23

DC 5V (Type C port)
DC 3.6V (Battery)

Remark:
NV: Normal Voltage
NT: Normal Temperature

LV: Low Extreme Test Voltage
LT: Low Extreme Test Temperature

HV: High Extreme Test Voltage
HT: High Extreme Test Temperature

2.7 Technical Specification

Characteristics

Description

Radio System Type

X LTE Cat 1 Bis

Band

X

RX

LTE Cat1 Bis Band 2

1850 to 1910 MHz

1930 to 1990 MHz

LTE Cat1 Bis Band 4

1710 to 1755 MHz

2110 to 2155 MHz

LTE Cat1 Bis Band 5

824 to 849 MHz

869 to 894 MHz

Supported Frequency Range

LTE Cat1 Bis Band 12

699 to 716 MHz

729 to 746 MHz

LTE Cat1 Bis Band 13

777 to 787 MHz

746 to 756 MHz

LTE Cat1 Bis Band 17

704 to 716 MHz

734 to 746 MHz

LTE Cat1 Bis Band 66

1710 to 1780 MHz

2110 to 2200 MHz

Supported Channel Bandwidth

X1.4MHz XI3MHz [X5MHz [X10 MHz
LTE Cat1 Bis Band 2

XI15 MHz [X]20 MHz

X1.4MHz XI3MHz [XI5MHz [X]10 MHz
LTE Cat1 Bis Band 4

X115 MHz [X]20 MHz
LTE Cat1 Bis Band 5 X1.4MHz XI3MHz [XI5MHz [X]10 MHz
LTE Cat1 Bis Band 12 X1.4MHz XI3MHz [X5MHz [X10 MHz
LTE Cat1 Bis Band 13 XI5 MHz [X]10 MHz
LTE Cat1 Bis Band 17 XI5 MHz [X]10 MHz

X1.4MHz XI3MHz [XI5MHz [X]10 MHz

LTE Cat1 Bis Band 66

X15MHz  [X]20MHz

SGS Tongfang Technical Services (Suzhou) Co., Ltd.
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2.8 Test Frequencies
. RF Channel
Test Mode Bandwidth TX/RX Low (L) Middle (M) High (H)
Channel 18607 | Channel 18900 | Channel 19193
X 1850.7 MHz 1880 MHz 1909.3 MHz
1.4MHz RX Channel 607 Channel 900 Channel 1193
1930.7 MHz 1960 MHz 1989.3 MHz
Channel 18615 | Channel 18900 | Channel 19185
X 1851.5 MHz 1880 MHz 1908.5 MHz
3MHz RX Channel 615 Channel 900 Channel 1185
1931.5 MHz 1960 MHz 1988.5 MHz
Channel 18625 | Channel 18900 | Channel 19175
X 1852.5 MHz 1880 MHz 1907.5 MHz
SMHz RX Channel 625 Channel 900 Channel1175
LTE Cat1 Bis 1932.5 MHz 1960 MHz 1987.5 MHz
Band 2 Channel 18650 | Channel 18900 | Channel 19150
X 1855 MHz 1880 MHz 1905 MHz
10MHz RX Channel 650 Channel 900 Channel 1150
1935 MHz 1960 MHz 1985 MHz
Channel 18675 | Channel 18900 | Channel 19125
X 1857.5 MHz 1880 MHz 1902.5 MHz
15MHz RX Channel 675 Channel 900 Channel 1125
1937.5 MHz 1960 MHz 1982.5 MHz
Channel 18700 | Channel 18900 | Channel 19100
X 1860 MHz 1880 MHz 1900 MHz
20MHz RX Channel 700 Channel 900 Channel 1100
1940 MHz 1960 MHz 1980 MHz
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. RF Channel
Test Mode Bandwidth TX/RX Low (L) Middle (M) High (H)
Channel 19957 | Channel 20175 | Channel 20393
X 1710.7 MHz 1732.5 MHz 1754.3 MHz
1.4MHz RX Channel 1957 Channel 2175 Channel 2393
2110.7 MHz 2132.5MHz 2154.3 MHz
Channel 19965 | Channel 20175 | Channel 20385
X 1711.5 MHz 1732.5 MHz 1753.5 MHz
3MHz RX Channel 1965 | Channel 2175 | Channel 2385
2111.5 MHz 2132.5MHz 2153.5 MHz
Channel 19975 | Channel 20175 | Channel 20375
X 1712.5 MHz 1732.5 MHz 1752.5 MHz
SMHz X Channel 1975 | Channel 2175 | Channel 2425
LTE Cat1 Bis 2112.5 MHz 2132.5MHz 2157.5 MHz
Band 4 Channel 20000 | Channel 20175 | Channel 20350
X 1715 MHz 1732.5 MHz 1750 MHz
10MHz RX Channel 2000 | Channel 2175 | Channel 2350
2115 MHz 2132.5MHz 2150 MHz
Channel 20025 | Channel 20175 | Channel 20325
X 1717.5 MHz 1732.5 MHz 1747.5 MHz
15MHz RX Channel 2025 | Channel 2175 | Channel 2325
2117.5 MHz 2132.5MHz 2147.5 MHz
Channel 20050 | Channel 20175 | Channel 20300
X 1720 MHz 1732.5 MHz 1745 MHz
20MHz RX Channel 2050 | Channel 2175 | Channel 2300
2120 MHz 2132.5MHz 2145 MHz
. RF Channel
Test Mode Bandwidth TX/RX Low (L) Middle (M) High (H)
Channel 20407 | Channel 20525 | Channel 20643
X 824.7 MHz 836.5 MHz 848.3 MHz
1.4MHz RX Channel 2407 | Channel 2525 | Channel 2643
869.7 MHz 881.5 MHz 893.3 MHz
Channel 20415 | Channel 20525 | Channel 20635
X 825.5 MHz 836.5 MHz 847.5 MHz
3MHz RX Channel 2415 | Channel 2525 | Channel 2635
LTE Cat1 Bis 870.5 MHz 881.5 MHz 892.5 MHz
Band 5 Channel 20425 | Channel 20525 | Channel 20625
X 826.5 MHz 836.5 MHz 846.5 MHz
SMHz RX Channel 2425 Channel 2525 Channel 2625
871.5 MHz 881.5 MHz 891.5 MHz
Channel 20450 | Channel 20525 | Channel 20600
X 829 MHz 836.5 MHz 844 MHz
10MHz RX Channel 2450 | Channel 2525 | Channel 2600
874 MHz 881.5 MHz 889 MHz
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. RF Channel
Test Mode Bandwidth TX/RX Low (L) Middle (M) High (H)
Channel 23017 | Channel 23095 | Channel 23173
X 699.7 MHz 707.5 MHz 715.3 MHz
1.4MHz RX Channel 5017 | Channel 5095 | Channel 5173
729.7 MHz 737.5 MHz 745.3 MHz
Channel 23025 | Channel 23095 | Channel 23165
X 700.5 MHz 707.5 MHz 714.5 MHz
3MHz RX Channel 5025 | Channel 5095 | Channel 5165
LTE Cat1 Bis 730.5 MHz 737.5 MHz 744.5 MHz
Band 12 Channel 23035 | Channel 23095 | Channel 23155
X 701.5 MHz 707.5 MHz 713.5 MHz
SMHz X Channel 5035 | Channel 5095 | Channel 5155
731.5 MHz 737.5 MHz 743.5 MHz
Channel 23060 | Channel 23095 | Channel 23130
X 704 MHz 707.5 MHz 711 MHz
10MHz RX Channel 5060 | Channel 5095 | Channel 5130
734 MHz 737.5 MHz 741 MHz
. RF Channel
Test Mode Bandwidth TX/RX Low (L) Middle (M) High (H)
Channel 23205 | Channel 23230 | Channel 23255
X 779.5 MHz 782 MHz 784.5 MHz
SMHz RX Channel 5205 | Channel 5230 | Channel 5255
LTE Cat1 Bis 748.5 MHz 751 MHz 753.5 MHz
Band 13 Channel 23230 | Channel 23230 | Channel 23230
X 782 MHz 782 MHz 782 MHz
10MHz RX Channel 5230 | Channel 5230 | Channel 5230
751 MHz 751 MHz 751 MHz
. RF Channel
Test Mode Bandwidth TX/RX Low (L) Middle (M) High (H)
Channel 23755 | Channel 23790 | Channel 23825
X 706.5 MHz 710 MHz 713.5 MHz
SMHz RX Channel 5755 | Channel 5790 | Channel 5825
LTE Cat1 Bis 736.5 MHz 740 MHz 743.5 MHz
Band 17 Channel 23780 | Channel 23790 | Channel 23800
X 709 MHz 710 MHz 711 MHz
10MHz RX Channel 5780 | Channel 5790 | Channel 5800
739 MHz 740 MHz 741 MHz
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. RF Channel
Test Mode Bandwidth TX/RX Low (L) [ Middle (M) High (H)
Channel 131979 | Channel 132322 | Channel 132665
X 1710.7 MHz 1745 MHz 1779.3 MHz
1.4MHz RX Channel 66443 | Channel 66786 | Channel 67329
2110.7 MHz 2145MHz 2199.3 MHz
Channel 131987 | Channel 132322 | Channel 132657
X 1711.5 MHz 1745 MHz 1778.5MHz
3MHz RX Channel 66451 | Channel 66786 | Channel 67321
2111.5 MHz 2145MHz 2198.5MHz
Channel 131997 | Channel 132322 | Channel 132647
X 1712.5 MHz 1745 MHz 1777.5 MHz
SMHz X Channel 66461 | Channel 66786 | Channel 67311
LTE Cat1 Bis 2112.5 MHz 2145MHz 2197.5 MHz
Band 66 Channel 132022 | Channel 132322 | Channel 132622
X 1715 MHz 1745 MHz 1775 MHz
10MHz RX Channel 66486 | Channel 66786 | Channel 67286
2115 MHz 2145MHz 2195 MHz
Channel 132047 | Channel 132322 | Channel 132597
X 1717.5 MHz 1745 MHz 1772.5 MHz
15MHz RX Channel 66511 | Channel 66786 | Channel 67261
2117.5 MHz 2145MHz 2192.5 MHz
Channel 132072 | Channel 132322 | Channel 132572
X 1720 MHz 1745 MHz 1770 MHz
20MHz RX Channel 66536 | Channel 66786 | Channel 67236
2120 MHz 2145MHz 2190 MHz

SGS Tongfang Technical Services (Suzhou) Co., Ltd. | South of No. 6 Plant, No. 1, RunSheng Road, Suzhou Industrial Park,
Connectivity Laboratory | Suzhou Area, China (Jiangsu) Pilot Free Trade Zone 215123
1

t (86-512) 6229 2980
WWW.sgsgroup.com.cn

Member of the SGS Group (SGS SA)

TRF No. SUZSCONN-TRF-CR001_B_Aug 13",2026



Report No.: SUCR260900086102

Page: 16 of 24
3 Main Test Instruments
Item Equipment Manufacturer Model Inventory No Cal Date Cal. Due Date
RF Conducted Test
1 Signal Analyzer ROHDE&SCHWARZ FSW43 SUWI-01-02-04 2026/1/14 2027/1/13
2 Signal Analyzer KEYSIGHT N9020A SUWI-01-02-15 2025/11/21 2026/11/20
3 | MXG \g’gﬁ}gfigna' KEYSIGHT N5182B SUWI-01-38-01 2026/1/14 2027/1/13
4 Signal Generator | ROHDE&SCHWARZ | SMW200A SUWI-01-07-08 2026/1/15 2027/1/14
5 Signal Generator | ROHDE&SCHWARZ | SMW100A SUWI-01-08-01 2026/1/14 2027/1/13
6 MXGG\éf]‘;tgt;igna' ROHDE&SCHWARZ SMR20 SUWI-01-33-01 2026/1/15 2027/1/14
Wideband Radio
7 Communication ROHDE&SCHWARZ |  CMW500 SUWI-01-16-13 2026/4/22 2027/4/21
Tester
Wideband Radio
8 | Communication Test Anritsu MT8000A SUWI-01-34-02 2025/11/20 2026/11/19
Station
Wideband Radio
9 Communication Anritsu MT8821C SUWI-01-26-03 2025/11/20 2026/11/19
Tester
10 Power meter Anritsu ML2495A SUWI-01-31-01 2025/11/20 2026/11/19
13 Temperature and MingGao TH101B SUWI-01-01-07 2026/2/11 2027/2/10
humidity meter
Temperature ICT-017-40-
14 oo GIANT FORCE SPSD SUWI-01-13-02 2026/4/28 2027/4/27
Measurement TST 272
15 Softnare TST V2.0 SUWI-03-55-03 NCR NCR
16 RF Control unit TST TSCB3023R2 SUWI-02-20-01 NCR NCR
17 RFCables Tonscend NA SUWI-01-03-01 NCR NCR
RF Radiated Test
1 Semi-Anecholc Brilliant-emc N/A SUWI-04-02-01 2026/6/9 2029/6/8
Chamber
2 Signal Analyzer ROHDE&SCHWARZ FSW43 SUWI-01-02-04 2026/1/14 2027/1/13
3 Signal Analyzer KEYSIGHT N9O020A SUWI-01-02-07 2025/11/20 2026/11/19
4 Test receiver ROHDE&SCHWARZ ESR7 SUWI-01-10-01 2026/1/14 2027/1/13
5 Signal Generator | ROHDE&SCHWARZ | SMW100A SUWI-01-18-01 2026/1/14 2027/1/13
SCHWRZBECK
6 Receiving antenna MESS- VULB 9168 SUWI-01-11-04 2025/11/29 2027/11/28
ELEKTRONIK
SCHWRZBECK
7 Receiving antenna MESS- BBHA 9120D SUWI-01-11-02 2025/5/7 2027/5/6
ELEKTRONIK
SCHWRZBECK
8 Receiving antenna MESS- BBHA 9170 SUWI-01-11-03 5/7/2025 2027/5/6
ELEKTRONIK
SCHWRZBECK
9 | Active Loop Antenna MESS- FMZB 15198 SUWI-01-21-01 5/7/2025 2027/5/6
ELEKTRONIK
10 Amplifier Tonscend TAP9K3G40 SUWI-01-14-01 2026/1/14 2027/1/13
11 Amplifier Tonscend TAP01018050 SUWI-01-14-02 2026/1/14 2027/1/13
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12 Amplifier Tonscend TAP18040048 SUWI-01-14-03 2026/1/14 2027/1/13
Wideband Radio
13 Communication Anritsu MT8820C SUWI-01-26-01 2026/7/29 2027/7/28
Tester
Wideband Radio
14 Communication Anritsu MT8821C SUWI-01-26-03 2025/11/20 2026/11/19
Tester
Wideband Radio
15 Communication ROHDE&SCHWARZ CMW500 SUWI-01-16-09 2026/7/29 2027/7/28
Tester
Radio
16 Communication StarPoint SP9500E SUWI-01-28-06 2025/11/21 2026/11/20
Analyzer
17 Signal Generator ROHDE&SCHWARZ SMB100A SUWI-01-08-01 2026/1/14 2027/1/13
18 Temperature and MingGao TH101B SUWI-01-01-05 2026/2/11 2027/2/10
humidity meter
Measurement JS32-RE
19 Software Tonscend 4.00.0 SUWI-02-09-06 NCR NCR
20 RF Control unit Tonscend JS0806-1 SUWI-02-20-01 NCR NCR
21 RFCables Tonscend NA SUWI-01-03-02 NCR NCR
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4 Measurement Uncertainty

For a 95% confidence level (k = 2), the measurement expanded uncertainties for defined systems, in

accordance with the recommendations of ISO 17025 as following:

No. Item Measurement Uncertainty
1 Total RF power, conducted +0.54dB
2 RF power density, conducted +1.03dB
3 Spurious emissions, conducted +0.54dB
4 Radio Frequency 1.0 %
5 Duty Cycle 10.37%
6 Occupied Bandwidth 1.0 %
+ 3.13dB (9k -30MHz)
) . + 4.58dB (30M -1GHz
7 Radiated Emission + 4848 (1G(Hz 0 18 Gljz)
+ 4.8dB (Above 18GHz)
Remark:

The Uws (lab Uncertainty) is less than Uasperss (CISPR/ETSI Uncertainty), so the test results
— compliance is deemed to occur if no measured disturbance level exceeds the disturbance limit;
— non-compliance is deemed to occur if any measured disturbance level exceeds the disturbance limit.
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5 Description of Tests

5.1 Conducted Output Power
Measurement Procedure: FCC KDB 971168 D01 V03r01 Section 5.2.1

The transmitter output was connected to a calibrated coaxial cable and power meter, the other end of
which was connected to a Base Station Simulator. The Base Station Simulator was set to force the EUT to its
maximum power setting. The power output at the transmitter antenna port was determined by adding the
value of the cable insertion loss to the power reading. The tests were performed at three frequencies (low
channel, middle channel and high channel) and on the highest power levels, which can be setup on the
transmitters.
Remark: Reference test setup 1
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5.2 Effective (Isotropic) Radiated Power of Transmitter
Measurement Procedure: FCC KDB 971168 D01 V03r01 Section 5.8.4

Calculate power in dBm by the following formula:

ERP (dBm) = Conducted Power (dBm) + antenna gain (dBd)

EIRP(dBm) = Conducted Power (dBm) + antenna gain (dBi)

EIRP=ERP+2.15dB
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5.3 Field Strength of Spurious Radiation

Measurement Procedure: FCC KDB 971168 D01 V03r01 Section 5.8

Below 1GHz test procedure as below:

1). The EUT was powered ON and placed on a 80cm high table in the chamber. The antenna of the
transmitter was extended to its maximum length.

2). The disturbance of the transmitter was maximized on the test receiver display by raising and lowering
from 1m to 4m (for the test frequency of below 30MHz, the antenna was tuned to heights 1 meter) the
receive antenna and by rotating through 360° the turntable. After the fundamental emission was
maximized, a field strength measurement was made.

3). Steps 1) and 2) were performed with the EUT and the receive antenna in both vertical and horizontal
polarization.

4). Test the EUT in the lowest channel, the middle channel ,the Highest channel.

5). The radiation measurements are performed in X, Y, Z axis positioning. And found the X axis positioning
which it is worse case, Only the test worst case mode is recorded in the report.

6). Repeat above procedures until all frequencies measured was complete.

E (dBuV/m) = Measured amplitude level (dBuV) + (Cable Loss (dB) + Antenna Factor (dB/m) — AMP(dB))
EIRP (dBm) = E (dBuV/m) + 20 log D — 104.8; where D is the measurement distance in meters

Above 1GHz test procedure as below:

1) Different between above is the test site, change from Semi- Anechoic
Chamber to fully Anechoic Chamber

2) Calculate power in dBm by the following formula:

E (dBuV/m) = Measured amplitude level (dBuV) + (Cable Loss (dB) + Antenna Factor (dB/m) — AMP(dB))
EIRP (dBm) = E (dBuV/m) + 20 log D — 104.8; where D is the measurement distance in meters

3). Test the EUT in the lowest channel, the middle channel the Highest channel

4). The radiation measurements are performed in X, Y, Z axis positioning. And found the X axis positioning
which it is worse case, Only the test worst case mode is recorded in the report.

5). Repeat above procedures until all frequencies measured was complete

Remark1: Reference test setup 2

Remark2: The emission below 18G were measured at a 3m test distance, while emissions above 18GHz

were measured at a 1m test distance. At a measurement distance of 1 meter the limit line was increased by

20*LOG(3/1) = 9.54 dB.

Remark: Reference test setup 1

Remark:

1) The field strength is calculated by adding the Antenna Factor, Cable Factor & AMP. The basic equation
with a sample calculation is as follows:

AF = Antenna Factor(dB/m)

Factor = Cable Factor(dB) - Preamplifier (dB)

Level = Reading Level + AF + Factor -95.26

Margin = Limit — Level

2) Scan from 9kHz to 40GHz, The disturbance between 9KHz to 30MHz and 18 GHz to 40GHz was very low,
and the harmonics were the highest point could be found when testing, so only the harmonics

had been displayed. The amplitude of spurious emissions from the radiator which are attenuated more than
20dB below the limit need not be reported.

3) All modes have been tested, but only the worst case data displayed in this report.
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5.4 Test Setups
541 Test Setup 1

0.6m Loop Antenna

3ma 10m
Antenna Tower

| I

Ground Reference Plane | = e

a

5 | | 'J_Er §
1 Turatable Ground Reference Plane '

Test Receiver

_ﬁ_ Test Receiver * - T

Figure 1. Below 30MHz Figure 2. 30MHz to 1GHz

E - J Antenna Tower

o7 I |

Ground Reference Plane ‘

Test Receiver |

Figure 3. above 1GHz
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5.5 Test Conditions

Transmit Output Power Data - Average Power, Total

Test Case

Test Conditions

Test Environment

Ambient Climate & Rated Voltage

Test Setup Test Setup 1
RF Channels (TX) L, M, H (L= low channel, M= middle channel, H= high channel)
Test Mode LTE/TM1,LTE/TM2
Field Strength of Spurious Radiation
Test Case Test Conditions

Test Environment

Ambient Climate & Rated Voltage

Test Setup

Test Setup 2

RF Channels (TX)

L, M, H (L= low channel, M= middle channel, H= high channel)

LTE/TM1;

Test Mode Remark: All bandwidth and modulation of GSM/ UMTS/LTE have been pre tested, and
only the worst results are reflected in the report.
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6 Appendixes
Appendix A.1 LTE Band 2
Appendix A.2 LTE Band 4
Appendix A.3 LTE Band 5
Appendix A.4 LTE Band 12
Appendix A.5 LTE Band 13
Appendix A.6 LTE Band 17
Appendix A.7 LTE Band 66
Appendix B.1 Field Strength of Spurious Radiation for LTE Cat1 Bis

---End of Report---
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